CHINO
SOFC Evaluation Component

All Ceramics SOFC Test Holder

Tubular Planar & Button
type type

Electric Furnace
for SOFC Test Holder TC H, Gas Analyzer




All Ceramics SOFC Test Holder Line Up
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No pollution because everything made by ceramics
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Achieve to keep gas seal by high temperature spring structure
\ while escaping thermal stress
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Easy to change cell size and gas diffusion flow path
by exchanging the attachment of Holder
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Easy to set up cell and easy to attach furnace

@15~ 30mm 30 ~50mm 60~ 100mm
Button type Planar type (M) Planar typg(L)
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®2~10mm L:50~110mm




Exterior

90x90x65mm

Dimension 138x138x65mm 86x169x58mm
Weight 2. 2kg 5. Okg J. Okg
Button type PIa??'anr_stﬂﬁl“e)(M) Pligg;%m)ﬁ) Tubular type
Cell size (¢ 15-30mm) 3 . (d 2-10mm)
Circle or Circle or (L50~110mm)
Square Square
Standard Option
f ————————
Attachment for | S s . ‘
gas diffusion
Flow rate 1. ONLM 2. ONLM 3. ONLM 2. ONLM
Resisting heat MAX 900°C

Process and
V/A connection
Thermocouple

Gas inlet/outlet pipe—®6 tube

Current wire—Exclusive connector
Voltage wire—®0.5 Platinum wire
R type thermocouple—Exclusive connector




Electric Furnace
for SOFC Test Holder

TC H, Gas Analyzdr

LL% GAS ANALYZER

Specification
Dimensions W440xH520xD530
Inner
T er— W200xH150xD250
Weight About 20kg
Power supply 200V AC 9A
Controller CHINO DBG630
Compatible for Button ,Planar (program control)
and Tubular cell holder OP : 220V AC
Specification
Sensor Thermal Conductivity
) Range 0-100%H,
{mn" QOutput signal 4-20 mA
Accuracy +1%F. S.
u B MAX o
: & ItletH?E;] u " temn—ergz’:zre el
R e | Power supply 100V AC 0.1A

Contact us

TEL:+81-3-3956-

Warming up time

15min at least
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Operating - = %

enviroment 9-43°C. 0-90%RH
Sensor ®35x100mm

Dimensions Control unit 190x100x50mm

Cable length 3m
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E-mail:inter@chino. co. jp
Website:http//www. chino. co. jp

XPrepare transformer except 100V AC.

CHINO CORPORATION INTERNATIONAL DIVISION
32-8 KUMANO-CHO ITABASHI-KU TOKYO

173-8632



