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NOTICE

® This manual assumes that the reader has a fundamental knowledge of the principles of
electricity, process control, computer technology and communications.

® The figures, diagrams and numeric values used in this manual are only for explanation
purpose.

® RKC is not responsible for any damage or injury that is caused as a result of using this
instrument, instrument failure or indirect damage.

® RKC is not responsible for any damage and/or injury resulting from the use of
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® Periodic maintenance is required for safe and proper operation of this instrument. Some
components have a limited service life, or characteristics that change over time.

® Every effort has been made to ensure accuracy of all information contained herein. RKC
makes no warranty, expressed or implied, with respect to the accuracy of the information.
The information in this manual is subject to change without prior notice.

® No portion of this document may be reprinted, modified, copied, transmitted, digitized,
stored, processed or retrieved through any mechanical, electronic, optical or other means
without prior written approval from RKC.

® Modbus is a registered trademark of Schneider Electric.
® Company names and product names used in this manual are the trademarks or registered
trademarks of the respective companies.

All Rights Reserved, Copyright © 2016, RKC INSTRUMENT INC.




Symbols

B Screens used in this manual

It should be noted that this manual describes various screens of F110/400/900 according to
the following rules.

® FZ110/400/900 are available in two types: single input type and dual input type.
The dual input type is further categorized into two types: Dual PV type (for FZ400/900)
and PV + Remote setting type (for FZ110/400/900).
For a dual input model, the same parameter may exist in both Input 1 and Input 2. “1.” or
“2.” is added to the top of the parameters for identification. “1.” is not added to the top of
the parameters list for the single input type.

[Display example of the dual input type]

Input 1_Set value (SV) Input 2_Set value (SV)
| [y — [y
l. | 4 I:' ] 4

[Display example of a single input type]
Set value (SV)

This manual uses the dual inputs for explanation. For other types such as a single input
type, ignore the first character “1.” at the top of the parameter.

The parameters used only on FZ400 and FZ900 (including parameters used only on the dual
input type) are displayed in the colored background.

[Notation in this manual]
Input 1_Set value (SV) Input 2_Set value (SV)

This part is not == Parameter shown —

displayed on 4+ [T only on the dual C’ 5"
the single input LS input type : 4
type.

FUNC key assignment
Parameters used only

on FZ400/900 NI/
regardless of the Fl AN A ':’

number of inputs.

® In the explanation of the operating navigation “2. SELECTING PARAMETERS (P. 2-1),” such
display frames as shown below are used to show the difference.

Parameters always displayed
Parameters that are displayed if the display requirements are satisfied.

Parameters that are displayed if the display requirements are satisfied. (FZ400/900 only)

1l

Parameters with the different display requirements between FZ110 and FZ400/900.
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B Character Symbols

11-segment character

0 1 2 3 4 5 6 7 8 9 Minus | Period
I | — ] -
gl 2/ Jd(4|5|&6["|EB|S
A B (b) C c D (d) E F G H I J K
I — I~ ] | 1/
E’ ('3 L [y lj E }- N} H I L I
L N n O (o) P Q R S T t U
! M M N — I~ N
LIMIN| Al PILIR|S|T |E|U
u v w X Y Z |Degree| ~ | Prime |, * 1 -
|V WYl zjel x|
7-segment character
0 1 2 3 4 5 6 7 8 9 Minus | Period
] | (] ] -
gl 239567 8]S
A B (b) C c D (d) E F G H I J K
I~ _ I~ I |
Al |l |lc|d|EIFILIH|! | J|Y
L M N (n) | O (o) P Q R S T t U u
| - r 11
L (] (] (] ID q (. 5 I !': (] (]
Vv w X Y Z |Degree| | Prime |, *
- Z |
S I i S = L Y
B Abbreviation symbols
These abbreviations are used in this manual:
Abbreviation N Abbreviation N
symbols ame symbols ame
PV Measured value TC (input) Thermocouple (input)
SV Set value RTD (input) | Resistance temperature detector (input)
MV Manipulated output value V (input) Voltage (input)
AT Autotuning | (input) Current (input)
ST Startup tuning HBA (1, 2) Heater break alarm (1, 2)
OUT (1to 3) | Output (1to 3) CT(1,2) Current transformer (1, 2)
DI (1to 6) Digital input (1 to 6) LBA Control loop break alarm
DO (1to 4) [ Digital output (1to 4) LBD LBA deadband
FBR Feedback resistance
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Document Configuration

There are seven manuals pertaining to this product. Please be sure to read all manuals
specific to your application requirements.

The following manuals can be downloaded from the official RKC website:
https://www.rkcinst.co.jp/english/download-center/

Manual Manual Number Remarks
FZ110/FZ400/FZ900 Installation Manual IMRO3A01-EO | This manual is enclosed with instrument.
This manual explains the mounting and wiring.
FZ110/FZ400/FZ900 Quick Operation IMRO3A02-EO | This manual is enclosed with instrument.
Manual This manual explains the basic key operation,
mode menu, and data setting.
FZ110/FZ400/FZ900 Parameter List IMRO3AO03-EO | This manual is enclosed with instrument.
This list is a compilation of the parameter data of
each mode.
FZ110/FZ400/FZ900 Instruction Manual IMRO3A04-EO | This manual describes installation, wiring,
[Part 1: Hardware] troubleshooting and product specification.
FZ110/FZ400/FZ900 Instruction Manual IMRO3A05-E8 | This manual you are reading now.
[Part 2: Parameters/Functions] [Parameters]
This manual describes how to switch the
operation modes and parameters, the range of
parameters, and initialization/automatic
conversion associated with the change of
settings.
[Functions]
This manual describes how to set up and each
function.
FZ110/FZ400/FZ900 Instruction Manual IMRO3A07-EO | This manual explains RKC communication
[Host Communication] protocol (ANSI X3.28-1976) and Modbus relating
to communication parameters setting.
FZ110/FZ400/FZ900 Instruction Manual IMRO3A08-EO | This manual describes how to set up the

[PLC Communication]

instrument for communication with a
programmable controller (PLC).

L] Read this manual carefully before operating the instrument. Please place the manual
in a convenient location for easy reference.
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[Engineering mode: Function block NO. 43].........coeviiiiiiiiiiiieeeeeee
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[Setup setting mode: Setting group No. 51].............ooeeeel.

4.2.14 When Input 1_Level PID setting 3 ( /LE/ 3) is changed

[Setup setting mode: Setting group No. 51].............coooeel.

4.2.15When Input 1_Level PID setting 4 ( /LE/4) is changed

[Setup setting mode: Setting group No. 51].............coooeel.

4.2.16 When Input 1_Level PID setting 5 (/LE/5) is changed

[Setup setting mode: Setting group No. 51].............oooeeel.

4.2.17 When Input 1_Level PID setting 6 ( /LEV &) is changed

[Setup setting mode: Setting group No. 51].............oooeel.

4.2.18 When Input 1_Level PID setting 7 ( /LE/¥ ) is changed

[Setup setting mode: Setting group No. 51].............oooeel.

4.2.19When Input 2_Level PID setting 1 (ZLEV 1) is changed

[Setup setting mode: Setting group No. 52].................oeel.

4.2.20When Input 2_Level PID setting 2 (Z.LE/2) is changed

[Setup setting mode: Setting group No. 52]..................oel.

4.2.21 When Input 2_Level PID setting 3 (Z.LE/ 3) is changed

[Setup setting mode: Setting group No. 52]..................ooel.

4.2.22 When Input 2_Level PID setting 4 (Z.LE/4) is changed

[Setup setting mode: Setting group No. 52]..................ooel.

4.2.23When Input 2_Level PID setting 5 (ZLE/5) is changed

[Setup setting mode: Setting group No. 52]..................ooel.

4.2.24 When Input 2_Level PID setting 6 (ZLEV &) is changed

[Setup setting mode: Setting group No. 52]..................ooel.

4.2.25When Input 2_Level PID setting 7 (Z.LE¥ ) is changed

[Setup setting mode: Setting group No. 52].................coeel.
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[Functions]
5. INPUT FUNCTION .......coeirrerrrenneene e sns s sse s ssesnsseenes 5-1

This chapter describes input related functions, setting contents and setting procedure based
on the key words related to inputs.
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6. OUTPUT FUNCTION.........oerreer e e e e 6-1

This chapter describes output related functions, setting contents and setting procedure based
on the key words related to outputs.

6.1 Changing Output Assignment [Control Output, Retransmission Output,

Logic Calculation (Event) Output, Instrument Status Output]...................... 6-2

6.2 Changing Output Type of OUT3..........uuiiiiiiiiiiiiiiiiiiii 6-12
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6.10 Monitoring Manipulated Output Value .............ccooviiiiiiiiiiie e, 6-42
7. EVENT FUNCTION. ..o iirrcciiirrenrrr e s s e nms s e 71

This chapter describes event related functions, setting contents and setting procedure based
on the key words related to events.

7.1 Using Event FUNCLION ..........oooviiiiii e 7-2

7.1.1 Changing iNPUE fOr @VENT..........uiiii e e e e e 7-3

7.1.2 Changing @VENE TYPE ...cooiiiiiiiiiie e e 7-7

7.1.3 Adding hold action to the event action.............occuuiiiiii e, 7-16
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b= o] To] a0 F=1 T o] o101 SO SRR 7-28

7.2.3 Changing the output monitored by the Heater break alarm (HBA)............ccccocceenn 7-30
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72010 7 1 1 ] P 7-46
8. CONTROL FUNCTION ... re e e s e e 8-1

This chapter describes control related functions, setting contents and setting procedure based
on the key words related to controls.
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MODE SWITCHING

This chapter describes various modes and how to switch between them.
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1. MODE SWITCHING

B Mode switching

The instrument has eight different modes (seven modes for FZ110) for operation and setting. Modes can be
switched through the key operation of E€1) and <MODE keys.

' Only FZ400/900

Model, Input t d Input
odel, Input fype and Input range 2 Except of Monitor mode, Parameter
(See P. 1-3) select mode and Feedback adjustment
. . screen
Automatically Automatically
When the Blind Disolav of 6ach AREA
function is activated. play
oce ]
A\ 4
4 N\ -MONI *

Parameter select mode - @) + {MoDE Memory area transfer mode
Only desired screens can be -No key is operated | The memory area to be used for
grouped for display. When the < for 60 seconds 2 control (control area) can be switched
Blind function is.valid, unnecessary Any one of the in this mode. [FZ400/900 only*]
modes can be hldden.(S o 26) above (See P. 2-9)

ee P. 2-
(N J W v v * For FZ110, the Memory

1 area transfer can be

(. )
<MODE + Monitor & SV setting mode @3 | found in the Monitor

< and SV setting mode.

v

In this mode, setting of SV (control
target value) and monitoring of PV,
I?l E<D (@ seconds) SV, and MV can be conducted.

Y Conduct operation in this mode. I?l d
(See P. 2-25

v

<MODE (2 seconds)

(. )
Parameter setting mode |\

Parameters related to the control
can be set. Parameters in this

mode can be used in the memory
area function, and up to 16 areas

f , N\
Operation transfer mode

In this mode, switching between
RUN/STOP, Auto/Manual, and
Remote/Local can be done as
well as conducting AT and ST.

can be set. See P. 2.7
\_ (See P. 2-10)) \ (See P. ))

< |
« = 5]

A 4

7
. A Setting lock mode
( Setup setting mode IS g
G+ <MODE ... | Set data lock can be set to prevent
Con.trol rglated parameters not ) |(4 seconds™)| _ - dental key operations.
available in Memory area can be [ »| Parameter select mode can be set
set up here. (See P. 2-12) up to group desired screens for
ee P. 2- ;
@ED+<MODE \dlsplay. (See P. 2-8))

(2 seconds)
A
4 N
@)+ <mopE Engineering mode <D + wmopE

(2 seconds) - - (2 seconds)
The instrument can be configured |«

to the user's requirements (input,

«

A 4

a

v

** To switch to the Setting lock mode:

output, control mode, etc). Press the SET key until Parameter setting mode
is displayed. Keep pressing without releasing
\_ (See P. 2'155 your finger from the key to enter the Setting lock

mode. Parameter mode is not displayed if the
operation is attempted in the reverse order.

- Legend X: Press X key once X+Y: Press Xand Y key simultaneously
; X (n times): Press X key n times i
i X (n seconds): Press and hold X key for n seconds or more :

X+Y (n seconds): Press and hold X and Y keys simultaneously for n seconds
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1. MODE SWITCHING

B Model, Input type, Unit and Input range

Immediately after the instrument is powered, the input type, the unit symbol and the input range will be

displayed.

Example: FZ900, Thermocouple input (type K) and —200 to +1372 °C

Model

Automatically (in 1 second)

A
Y= e
I

Input type for input 1 (See Table 1)

l Automatically (in 1 second) *

Unit of input 1:
Temperature input: °C or °F
Voltage/Current input: No display

FZ110, FZ400 or FZ900

A Input 1_Input symbol

,'_'“-,',:-' l——Input 1_Input range high

:','— "1 le———Input 1_Input range low

Table 1 Input type symbol

Symbol

Input type

Thermocouple K

Thermocouple J

Thermocouple T

Thermocouple S

Thermocouple R

Thermocouple E

Thermocouple B

Thermocouple N

Jr B T o T B o

Thermocouple PLII
- Thermocouple
U W5Re/W26Re
U Thermocouple U
,'_ Thermocouple L

I I~ | Unitforinput 2 and Input type for input 2

(See Input 1 for the displayed contents.)

Automatically (in 1 second)

Input 2_Input range high and
Input 2_Input range low

Automatically (in 1 second)

Monitor & SV setting mode |

)

Uy

\ 4

]
(]

* Displayed for 2 seconds (Single input type)

IMRO3A05-E8

-+

Thermocouple PR40-20

I RTD Pt100
JP RTD JPt100
,'3’ Voltage
,’ Current

Input 1_Measured value (PV)/
Input 1_Set value (SV)
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SELECTING
PARAMETERS

This chapter describes various parameter types and how to switch between them.

2.1 Monitor & SV Setting Mode [A]......coovmmiiiieeeeeeeeceee e, 2-2
2.2 Parameter Select Mode [B] ......ccuvuiieiiiiiieieeieieeeeeeee e 2-6
2.3 Operation Transfer Mode [Cl.......cooviiiiiiiiiiiieeece e 2-7
2.4 Setting LOCK Mode [D]....couuvuiieieeieeeeece e 2-8
2.5 Memory Area Transfer Mode [E] (FZ400/900) .........ccceeeveeeeeeeeiennnnns 2-9
2-6 Parameter Setting Mode [F].......cooommiiiiiiiiiiceee e 2-10
2.7 Setup Setting Mode [G].....uuuoieeieieeieceeeee e 2-12
2.8 Engineering Mode [H] ...oovvveiieiiieieeeec e 2-15
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2. SELECTING PARAMETERS [Monitor & SV setting mode]

2.1 Monitor & SV Setting Mode [A]

When the Monitor and SV setting mode is entered, there are 4 (four) display contents depending on the
control. Each display also differs between the Auto mode and the Manual mode.

¢ 1-loop control (including Remote setting input/Input circuit error alarm) (Input circuit error alarm is available only on FZ400/900)

e 2-loop control/Cascade control

e Control with PV select FZ400/900 only

 Differential temperature control

H 1-loop control (including Remote setting input/Input circuit error alarm)

p===Auto mode Manual mode
Input 1_Measured value (PV)/
Input 1_Measured value (PV)/ Input 1 7 f Input 1_
SET - Input 1_Manual manipulated output .
Input 1_Set value (SV) o Set value (SV) setting value (MV) Set value (SV) setting
PV1 rr A mr PV i
[N/ » [/ [N N] SET
< 5 Incr
o . 0Door, [[Epm1H]
If no key is operated - 2N
: for 2 seconds* SET Flashing : Adjustable SET Flashing
: A >
;4..............................................................................:
Input 1_Measured value (PV)/ v
Input 2_Measured value (PV) Interlock release
[
00 se. rser
A
300 SET

v
Remote setting 1 1
input value monitor i HFIEH i
SET, R.SET** \ _ /

| 4
VR
: SET
v
Input 1_Manipulated output
value monitor [heat-side]
- SET, R.SET v \4
— Screen when the Monitor & SV setting mode is entered
: grrmmememamananas P |« Input 1_Measured value (PV)/Input 1_Set value (SV)
v : e Input 1_Measured value (PV)/Input 1_Manual manipulated output value (MV)
Input 1_Manipulated output .
value monitor [cool-side]
I Mis SET, R.SET**
el "7 s e » : Press MONI or <MODE key

<]
m

* Valid only when "Direct registration" is set in "Data registration" in Fn11 in

Current transformer 1 the Engineering mode.

(CT1) input value monitor
—r 7]SET, RSET*

Li : ‘ .
v : i ;: Displayed only on FZ110.

4.|
Al

Current transformer 2 :
Tt V;h:_e ”“°”§°éT, R SET* LLY  For FZ400/900, the display can be switched in the reverse
L order when the R.SET key is pressed.

: (except the case with ** mark.)

!

Comprehensive H . . . .
event state : L] Remote setting input and Input circuit error alarm are
SET, R.SET™ : available on the dual input type.

v
Memory area soak
time monitor

SET, R.SET**
AP

2.2 IMRO3A05-E8



2. SELECTING PARAMETERS [Monitor & SV setting mode]

H 2-loop control/Cascade control [FZ400/900]

v

r— Auto mode ~ Manual mode ~
Input 1_Measured value (PV)/ | 1
Input 1_Measured value (PV)  ggT Input 1_ Input 1_Manual manipulated output nput1_

Input 1_Set value (SV) or Set value (SV) setting value (I\_/IV) Set value (SV) setting
PV nn AJ*, " PV mn | !
(NN (NN SET I EII/
r < :n5n I nnnn
[] . nJaud [N NN

If no key is operated
for 2 seconds* SET Flashing H Adjustable SET Flashing

Input 2_Measured value (PV)/

Input 2_Measured value (PV)/ gET** Input 2_ Input 2_Manual manipulated output Input 2_
Input 2_Set value (SV) or Set value (SV) setting value (MV) @
PV2 nn A " i PV2 i
(][] > o (][] SET*
< [u] - rn
o : G000 [
If no key is operated -
: for 2 seconds* SET Flashing H Adjustable SET Flashing
. : J . H J
: A g
- : >
54. ............................................................................. -
v @ For Cascade control:
Input 1_Measured value (PV)/ v

Input 2_Measured value (PV)

mr

i SET,

R.SET*

Input 2_Measured value (PV)/Input 1_Manual manipulated output value (MV)

mnr
[N]N]

v
Input 1_Manipulated output
value monitor [heat-side]

l.

\4
Input 1_Manipulated output
value monitor [cool-side]

| M/
. 1

<
m

Input 2_Manipulated
output value monitor

3 M) |SETRSET”

D
S

Current transformer 1
(CT1) input value monitor

rr
[N

Current transformer 2
(CT2) input value monitor

rr
L

!

v
Comprehensive
event state

E‘,/,EN’,— SET, R.SET**

Memory area soak
time monitor

AP

IMRO3A05-E8

T s |SET, RSET*
v

SET, R.SET*

SET, R.SET**

SET, R.SET**

~ | SET. R.SET*™

»
>

v

Interlock release
1)
I LF’

SET

Screen when the Monitor & SV setting mode is entered

gRnnmmmnmmnamanmensy > . Input 1_Measured value (PV)/Input 1_Set value (SV)
e Input 1_Measured value (PV)/Input 1_Manual manipulated output value (MV)

p : Press MONI or <MODE key

* Valid only when "Direct registration” is set in "Data registration™ in Fn11 in
the Engineering mode.

L} For FZ400/900, the display can be switched in the reverse
order when the R.SET key is pressed.
(except the case with ** mark.)



2. SELECTING PARAMETERS [Monitor & SV setting mode]

H Control with PV select [FZ400/900]

Auto mode Manual mode
PV select Measured value (PV)/
PV select Measured value (PV)/ g ) Input 1_Manual manipulated output Input1_
Input 1_Set value (SV) or Set value (SV) setting value (MV) Set value (SV) setting
PV1 mr A PV nf SET
[N/ > [N/
N [« ncn
. I X
——— lif no key is operated .USU‘
for 2 seconds* SET Flashing Adjustable SET Flashing
: N\ >
- - Lad
v
Input 1_Measured value (PV)/ v

Input 2_Measured value (PV)

i -
00 | seT, RSET

Interlock release

mr
(N[N}

»
>

v
Input 1_Manipulated output
value monitor [heat-side]

" s |SET, RSET*
I [N14

v
Input 1_Manipulated output
value monitor [cool-side]

I Ml SET, R.SET**

E LEXTE :
X
n

Current transformer 1
(CT1) input value monitor
ok
o) SET, R.SET
Ll

Current transformer 2
(CT2) input value monitor

r SET, R.SET**
L

<
ny

Comprehensive
event state

EI,//EI'\\”- SET, R.SET**

v
Memory area soak
time monitor

AP

SET, RSET**

SET

Screen when the Monitor & SV setting mode is entered

""""""" e PV select_Measured value (PV)/Input 1_Set value (SV)

o PV select_Measured value (PV)/Input 1_Manual manipulated output value (MV)

------ P : Press MONI or <MODE key

* Valid only when "Direct registration” is set in "Data registration™ in Fn11 in
the Engineering mode.

LY For FZ400/900, the display can be switched in the reverse
order when the R.SET key is pressed.
(except the case with ** mark.)
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2. SELECTING PARAMETERS [Monitor & SV setting mode]

Bl Differential temperature control [FZ400/900]

Auto mode ~ Manual mode ~
Measured value (PV) of Measured value (PV) of differential
differential temperature input/ . . temperature input/ . X
Set value (SV) of differential SET  Setvalue (SV) of differential Input 1_Manual manipulated output Set value (SV) of differential
temperature input or temperature input setting value (MV) temperature input setting
pvi| _ A, ¥ pvi| _ 1/
c c seT_ | d9
n |« nsn g 2Tnlalaln]
U 11f no key is operated i UL
: for 2 seconds* Flashing Adjustable SET Flashing
v Input 1_Measured value (PV)/
Input 1_Measured value (PV)/  gET** Input 1_ Input 1_Manual manipulated output Input 1_
Input 1_Set value (SV) or Set value (SV) setting value (MV) Set value (SV) setting
2% i Ny i PV1 ala] SET* | 1/
[N] ) P> [N] ) [N A v
r < nnmnmnr mncn nnmnnr
Ul Ifno key is operated LI, [N AN} LI
: for 2 seconds* SET Flashing Adjustable SET Flashing
v Input 2_Measured value (PV)/
Input 2_Measured value (PV)/  gET** Input 2_ Input 2_Manual manipulated output Input2_
Input 2_Set value (SV) or Set value (SV) setting value (MV) Set value (SV) setting
PV2 Ialn] A PV2 I SET
(W] (W[N]
< _ n
L] If no key is operated 50
H for 2 seconds* H ' .
H . Adjustable Flashin
. : \_ : i SET 9 )
: A\ q
5 ;
v
Input 1_Measured value (PV)/ v
Input 2_Measured value (PV) Interlock release
mnr
N0 seT, RseT I LR
300 4
SET
v
Input 1_Manipulated output
value monitor [heat-side]
SET, R.SET**
LMY v v
: Screen when the Monitor & SV setting mode is entered
| 22 » | « Measured value (PV) of differential temperature input/Set value (SV) of

Input 1_Manipulated output

value monitor [cool-side]
1 My
[~

=1
°
=3
Y
54
2.
S
=
Q
o}
o

output value monitor

2 My SET, RSET*
v

Current transformer 1
(CT1) input value monitor

rr
[

4'

Current transformer 2
(CT2) input value monitor

rr
]

<
my

Comprehensive
event state

E‘L/ENIF SET, R.SET**

v
Memory area soak
time monitor

IMRO3A05-E8

SET, R.SET**

SET, R.SET**

SET, R.SET*

SET, RSET**
AP

differential temperature input
o Measured value (PV) of differential temperature input/Input 1_Manual
manipulated output value (MV)

------ » : Press MONI or <MODE key

* Valid only when "Direct registration” is set in "Data registration™ in Fn11 in
the Engineering mode.

[[1] For FZ400/900, the display can be switched in the reverse

order when the R.SET key is pressed.
(except the case with ** mark.)
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2. SELECTING PARAMETERS [Parameter select mode]

2.2 Parameter Select Mode [B]

Displays the screens registered in Parameter select setting.

( Monitor & SV setting mode )

<MODE+

Screen set in Parameter
select setting 1

* <
- * Parameter symbol is displayed inside this box.
SET

SET

Screen set in Parameter
select setting 16

[~ ]

SET

[L]  eFor FZ400/900, the display can be switched in the reverse order when the R.SET key is pressed.
e While the Blind function is valid, only Parameter select setting screen, Set data lock mode, and
PV/SV monitor * screens are displayed. The instrument starts from the Parameter select mode
after powered on.

* The PV/SV monitor includes SV setting mode and Manual manipulated output value setting.
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2. SELECTING PARAMETERS [Operation transfer mode]

2.3 Operation Transfer Mode [C]

( Monitor & SV setting mode )

<MODE (2 seconds)

RUN/STOP transfer
R/5
SET or <MODE

Input 1_
Autotuning (AT)

L ACU

SET or <MODE

Input 2_
Autotuning (AT)

c AfY

SET or <MODE

-«

Input 1_
Startup tuning (ST)

[} [y
I

!

SET or <MODE

Input 2_
Startup tuning (ST)

c 57y

SET or <MODE

Input 1_
Auto/Manual transfer

SET or <MODE

Input 2_
Auto/Manual transfer

SET or <MODE

I

Remote/Local transfer *

:

/1
[
SET or <MODE

Control area
Local/External transfer

/E

SET or <MODE

—

( Return to RUN/STOP transfer )

For FZ400/900, this parameter is displayed when any of the following is selected in
Select function for input 2: "Remote setting input," "Cascade control," "Control with
PV select," or "2-loop control/Differential temperature control."

For FZ110, this parameter is displayed when Remote setting input is supplied.

[L]  For FZ400/900, the display can be switched in the reverse order when the R.SET key is pressed.

IMRO3A05-E8
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2. SELECTING PARAMETERS [Setting lock mode]

2.4 Setting Lock Mode [D]

( Monitor & SV setting mode )

SET

* When the SET key is pressed and held for a certain period of time, the Parameter

setting mode will be displayed once. If the SET key is kept pressing without releasing
the finger from the key, the Setting lock mode is entered.

(4 seconds) *

Set data unlock/lock transfer

SET

Set lock level

Ly

SET

Area lock

SET

Select Blind function

Parameter select
direct registration

P5Ld

SET

Parameter select
setting 1

PSLO |

SET

Parameter select
setting 2

P5L0C

SET

Parameter select
setting 3

P5LO

SET

!

Parameter select
setting 4

0
LM
-
]
g

[92)
m
—

0
L
o
3
@
o
ol
»
o
@
Q

setting 5
P5LO5

SET

:

l

Parameter select
setting 6

P5LUG

SET

!

Parameter select
setting 7

P5LON

SET

Parameter select
setting 8

P5L0S

SET

Parameter select
setting 9

PSLOS
SET

Parameter select
setting 10

P5L 0
SET

Parameter select
setting 11

=

SET

Parameter select
setting 12

0
oy
L
"0

SET

Y
L
o
3
@
@
[]
13
o
@
Q

setting 13

0
iy
R
w

(2]
m
—

0
L
o
3
@
o
ol
»
o
®
Q

setting 14

0
L
—
s

SET

o
o
o)
3
[0}
o
5
(%]
3
[}
a

setting 15
P5L 15

SET

l

Parameter select

setting 16

SET

Return to

Set data unlock/lock

transfer

[L]  For FZ400/900, the display can be switched in the reverse order when the R.SET key is pressed.

(Except the operation to enter the Set data lock)
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2. SELECTING PARAMETERS [Memory area transfer mode]

2.5 Memory Area Transfer Mode [E] (FZ400/900)

( Display of each mode )

AREA

Memory area transfer :
id For FZ100, the Memory area selection screen can be

| ARER | found in the Monitor & SV setting mode.

SET

\ 4
C Monitor & SV setting mode )

IMRO3A05-E8 2-9



2. SELECTING PARAMETERS [Parameter setting mode]

2.6 Parameter Setting Mode [F]

C Monitor & SV setting mode )

SET (2 seconds)

Pn00 Pn40 Pn51 Pn52
Setting (SV) Event (EV) Input 1_Control (1.ConT) Input 2_Control (2.ConT)
e\ 1 N oy AN , (A 5o |
Pnuu Pn"/u —> PHS I > PWEB
Pn70 SH P EH P s - le
s warm |~
Tothe V] 4
net (-39 ser °.39)| ser P31 gy (.312)] ge1
page ﬁ
Event 1 set value Input 1_Output limiter Input 2_

Input 1_Set value (SV)

Input 1_Proportional band

SET

Input 2_Set value (SV)

c 5

=

(EV1) [high] [heat-side]
ey [P
SET SET
Event 1 set value Input 1_Integral time

(EVT) [low] [heat-side]
] 7]
SET

SET

Set value (SV) of differential
temperature input

d5v

l SET

Event 2 set value
(EV2) [high]

:

ve

Input 1_Derivative time
[heat-side]

SET

A\ 4

Return to

Pn00 screen

<+

SET

Event 2 set value
(EV2) [low]

Ev

:

EH

| I dl
SET

Input 1_ON/OFF action
differential gap (upper)

| :'.DHHl

S

SET

Event 3 set value
(EV3) [high]

V3

l SET

Input 1_ON/OFF action
differential gap (lower)

| II.CIHI’_l

l SET

Event 3 set value
(EV3') [low]

l SET

Input 1_Control
response parameter

VEv3]

| | RPr|

SET

Event 4 set value
(EV4) [high]

SET

Input 1_
Proactive intensity

P iPRCT]

l SET

Event 4 set value
(EV4) [low]

EvY

lSET

Input 1_Manual reset

i_MR

l SET

Return to

Pn40 screen

2-10

SET

<+—

Input 1_FF amount

[ _FF

SET

high [heat-side]
[} ]
I oL H

SET

!

Input 1_Output limiter
low [heat-side]

[} [}
I OLL
SET

Input 1_Control loop break
alarm (LBA) time

L Lb

SET

!

Input 1_LBA deadband
(LBD)

i Lbd

SET

Return to

Pn51 screen

Proportional band

=

SET

Input 2_
Integral time

=

SET

Input 2_
Derivative time

=

!

SET

Input 2_ON/OFF action
differential gap (upper)

2 oHH

SET

Input 2_ON/OFF action
differential gap (lower)

c oHL

SET

Input 2_Control
response parameter

Input 2_Manual reset

SET

Input 2_FF amount
2 _FF

SET

:

A
clonl ;:-

Input 2_Output limiter
high

Input 2_Output limiter
low

SET

Input 2_Control loop
break alarm (LBA) time

c LbA

SET

Input 2_LBA deadband
(LBD)

c Lbd

SET

:

\4

Return to

Pn52 screen
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2. SELECTING PARAMETERS [Parameter setting mode]

@l For FZ400/900, the display can be switched in the reverse order when the R.SET key is pressed.
play y1sp
(Except the operation to enter the Set data lock)

Pn56

: Pn70
Input 1(10_?%:3 control Memory area (ArE)
AN pp e 1 AN [Bm VN
I'ISEI » (NN »

o oo gy L=l om
t t
01ihe (P. 3-13) (P.3-14) oviow
previous SET SET previous
page | page

Input 1_Proportional band Select Trigger type for Input 2_Auto/Manual

[cool-side]

L Pc

SET

Input 1_Integral time
[cool-side]

[} ]

. I C

SET

Memory area transfer

SET

Area soak time

A5
SET

Input 1_Derivative time

[cool-side]

I dc

SET

Input 1_
Overlap/Deadband

SET

Input 1_Output limiter
high [cool-side]

lal He
SET

Input 1_Output limiter

low [heat-side]

H

IDLLC
SET

A4

Return to

Pn56 screen

IMRO3A05-E8

Link area number

Input 1_Setting change
rate limiter (up)

Input 1_Setting change
rate limiter (down)

!SV d

Input 1_Auto/Manual
transfer selection (Area)

Input 1_Manipulated
output value (Area)

Input 2_Setting change
rate limiter (up)

Input 2_Setting change
rate limiter (down)

c5vRd

SET

transfer selection (Area)

SET

Input 2_Manipulated
output value (Area)

Remote/Local transfer
selection (Area) *

r R/L.

SET

A4
—

Return to
Pn70 screen

*

For FZ400/900, this parameter is displayed when any of
the following is selected in Select function for input 2:
"Remote setting input," "Cascade control," "Control with
PV select," or "2-loop control/Differential temperature
control."

For FZ110, this parameter is displayed when Remote
setting input is supplied.



2. SELECTING PARAMETERS [Setup setting mode]

2.7 Setup Setting Mode [G]

C Monitor & SV setting mode )

SET+<MODE
Sn45
Sn10 Sn21 Sn22 Sn30 Heater break alarm 1
Display (dSP) Input 1 (1.InP) Input 2 (2.InP) * Output (0UT) (HbA1)
| AN P o | Pc g
5 10 5nc | 5nAcc 530 Iy
Sn91 g > Sn46
45P [« LinP e 2 ! nP| oll™ [ HBA |
To To the
P.2-14 (P.3-16)| gep (P.3-16)| sET (P.3-16) seT (P.3-17)| sET (P-3-17) seT next
page
Input 2_PV bias OUT1 proportional Heater break alarm 1
. Input 1_PV bias (RS bias) * cycle time (HBA1) set value
Display update cycle
r [
PrCy] L Pl 2 FPb I HGA |
SET SET l SET SET SET
Input 1_ Input 2_PV digital filter OUT2 proportional Number of heater break
Return to PV digital filter (RS digital filter) * cycle time alarm 1 (HBA1) delay times
Sn10 |
N sereen | dF Ve oF r = | HEL |
SET SET SET SET
Input 2_PV ratio OUT3 proportional
Input 1_PV ratio p(RS ratio) * cycle time Return to
Sn45 screen
[ PR I N AE]
SET l SET SET
Input 1_ Input 2 OUT1 minimum ON/OFF
PV low input cut-off PV low input_cut.off time of proportional cycle
| 1 M~
| 1 Pl_l_l |EF’,’_,’:| Mo
SET SET SET
A4 v
OUT2 minimum ON/OFF
Return to Return to time of proportional cycle
Sn21 screen Sn22 screen
1
SET
* This parametgr is displayeq when FZ400/900 has two inpgts. OUT3 minimum ON/OFF
For FZ110, this parameter is displayed when Remote setting time of proportional cycle
input is supplied. m
mn
SET

\4

Return to

Sn30 screen
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2. SELECTING PARAMETERS [Setup setting mode]

[} For FZ400/900, the display can be switched in the reverse order when the R.SET key is pressed.

Sn46 Sn51 Sn52 Sn53 Sn54
Heater break alarm 2 Input 1_Control Input 2_Control Input 1_Tuning Input 2_Tuning
(HbA2) (1.ConT) (2.ConT) (1.TUnE) (2.TUnE)
ZASN gy VAR ey FSq5o RSN ey A
(] » ndi » mn > (] > (] Sn55
“—— HbA2[* [Conl [* clonl [* M URE [€ crunt
eari Lan un Joun
Tothe ] S0 ™M o5 ™M 50 ™M p55 M e 32 To the
previous (P.3-18)| geT (P.3-18)| sET (P.3-19)| geT (P.3-19)| ggT (P.3-20) [ gpt next
page page
Heater break alarm 2 Input 1_Manual Input 2_Manual
(HBA2) set value manipulated output value manipulated output value Input 1_AT bias Input 2_AT bias
[} r r
HbH Pz ] [As] 2 Akl
SET lSET lSET
Number of heater break Input 1_Level PID Input 2_Level PID Input 1_AT remaining Input 2_AT remaining
alarm 2 (HBA2) delay times setting 1 setting 1 time monitor time monitor
] ] nrrJ rrm
HbL?2 oLEr [iArrm]  [2RCEM]
SET SET SET lSET
Input 1_Level PID Input 2_Level PID Input 1_ Input 2_
Return to setting 2 setting 2 AT/ST status monitor AT/ST status monitor
Sn46 screen =] IFLINE Y
L 1oL JoLiN
SET SET lSET
Input 1_Level PID Input 2_Level PID
’ setting 3 P setting 3 Return to Return to
E' E"B Sn53 screen Sn54 screen
SET
Input 1_Level PID Input 2_Level PID
setting 4 setting 4
SET
Input 1_Level PID Input 2_Level PID
setting 5 setting 5
] 1/
cLEVS
SET
Input 1_Level PID Input 2_Level PID
setting 6 setting 6
] 1/
cLEVE
SET
Input 1_Level PID Input 2_Level PID
setting 7 setting 7
SET
Return to Return to
Sn51 screen Snb52 screen
IMRO3A05-E8 2-13



2. SELECTING PARAMETERS [Setup setting mode]

Sn55
Position proportioning
control (PoSIT)

EES

]

Sn57
Proactive (PACT)

Sn58
2-input function (2PV)

PS55

A 4

A

Sn91
System (SYS)

5A91

A 4

(A
Sn54 <
] e e >

To the
previous (P. 3-20) SET
page
Open/Close output

neutral zone

SET

Open/Close output
differential gap

gH5

Return to
Sn55 screen

2-14

y

PARCT

V|
(P.320)| et

FF amount learning

SET

Input 1_Determination
point of external
disturbance

SET

Input 2_Determination
point of external
disturbance

SET

Return to

Sn57 screen

A

cPH

vV
A\ (P.321) | st

Cascade_Proportional
band (master-side)

MASP

:

M|

PV select
transfer level

A
s

M T
(P.3-22) | gt P. 2-12

Input 1_
Peak hold monitor

Fopriv]

IPHL |

SET

.

Cascade_|Integral time
(master-side)

MAS!

:

SET

PV select
transfer time

Fory i)

SET

Input 1_
Bottom hold monitor

IbHL d

3

l SET

Cascade_Derivative time
(master-side)

MASd

(%]
m
—

Cascade_Proportional
band (slave-side

5LvP

SET

Cascade_Integral time
(slave-side)

5Lyl

SET

Cascade_Derivative time
(slave-side)

(K
—
ST
o

SET

Cascade_
Digital filter

Ld

SET

!

Cascade_
Scale high

LS50

SET

!

Cascade_
Scale low

:

rCcri
L.JLL
SET

lSET

Return to

Sn58 screen

SET

-«

Input 1_
Hold reset

SET

Input 2_
Peak hold monitor

cPHLd

SET

Input 2_
Bottom hold monitor

cbHLd

SET

Input 2_
Hold reset

cHLdR

SET
\ 4
Return to

:

Sn91 screen
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2. SELECTING PARAMETERS [Engineering mode]

2.8 Engineering Mode [H]

[@} NOTE To set up the parameters in the Engineering mode, the
control must be stopped (STOP). Parameters can be

C Monitor & SV setting mode )

SET+<MODE (2 seconds)

checked while in RUN mode.

Fn10 Fn11 Fn21 Fn22

Display (dSP) Key operation (KEY) Input 1 (1.InP) Input 2 (2.InP)
Fn i0 Fril o] Frc | o] Frd? —

— d5P FEY AP [ c I nP
: ' To the
P. 3_23)1 SET (P.3-24) [ sET (P.3-25) | sET (P.3-27) | sET next
| page

Input 1_ Input 2_

STOP display selection

S5PCH

SET

ALM lamp lighting

Data registration

Input 1_Input type

| SEC Y|

G

SET

SET

Square root extraction

n
3
SET

Input 2_Input type

E [y
A
SET

Square root extraction

SET

condition FUNC key assignment Input 1_Display unit Input 1_Inverting input Input 2_Display unit Input 2_Inverting input
| N/ [ININ/ I NI/
IqLL | INJY LN E A4
SET SET SET SET
\ 4
PV flashing display FUNC key operation Input 1_ Input 2_
atinput error selection Decimal point position Input data type Decimal point position Return to
Fn22 screen
N ar [ r
d5aP | FNFYP| | IPCP] | Nl 2PGdP
SET SET SET SET SET
\4 \ 4
Show/Hide Input 1_ Input 2_
Input 1_SV Return to Input range high Return to Input range high

Fn11 screen

Fn21 screen

2PLSH

SET SET SET
Show/Hide Input 1_ Input 2_

Input 2_SV Input range low Input range low

mnorci rCi
2d55/ IPLSL 2PL5L
SET SET SET
Show/Hide Input 1_Input error Input 2_Input error
Input 1_MV determination point (high) determination point (high)

Show/Hide
Input 2_MV

Select hide items
in Monitor mode

dSMaN

SET

Select hide items in
Operation transfer mode

d5Mod

SET
v

Return to

Fn10 screen

IMRO3A05-E8

i PaV

SET

Input 1_Input error
determination point (low)

SET

Input 1_Temperature
compensation calculation

SET

Input 1_
Burnout direction

I bo5

SET

:

SET

Input 2_Input error

determination point (low)

Input 2_Temperature

compensation calculation

Input 2_
Burnout direction

[E. :':n:uSl

SET




2. SELECTING PARAMETERS [Engineering mode]

[L]  For FZ400/900, the display can be switched in the reverse order when the R.SET key is pressed.

Fn23
Digital input (dl)

Fn30
Output (oUT)

Fn3dl

\4

D]

ANrsrn
dl

2

To the
(P. 3-29)l SET

previous
page

DI1 function selection
] [
D’l Sl_ I

SET

DI2 function selection
d 5.2

SET

DI3 function selection
d 5L

SET

DI4 function selection
d 5.4

SET

DI5 function selection
d 5.5

SET

DI6 function selection

SET

Dl logic invert

Area switching time
(Without area set signal)

SET

Return to

Fn23 screen

2-16

”
ol [¢

(P.3-30)| gt

+—

OUT1 function
selection

o5l |
SET

OUT2 function
selection

o5l

SET

!

OUTS3 function
selection

u}

(K]
—
(W]

(7]
m
—

OUT1 logic calculation
selection

o
-
(]

(2]
m
—

OUT2 logic calculation
selection

u}

—
ca
ry

(7]
m
—

OUT3 logic calculation
selection

u}

—
(|
Ly

(2]
m
—

Energized/
De-energized selection

vi-
N

I

SET

El
@
2
9]
a
x
]
o
@
=X
)
35

—
(Mp]

SET

Output action
at control stop

55

SET

!

<

Universal output type
selection (OUT3)

Fn31 Fn32
Retransmission output 1 Retransmission output 2
(Ao1) (Ao2)
ry : P35 ]
Frdl Frdd | —»
Fo [+ foc
To the
(P.3-31)| seT (P.3-32)| sgT next
page

Retransmission output 1
type

[}
I

0
0

Return to
Fn30 screen

SET

<+

Retransmission output 1
scale high

SET

Retransmission output 1
scale low

| ALS u'l
SET

\4

Return to

Fn31 screen

Retransmission output 2
type

H
0
8]

SET

Retransmission output 2
scale high

AHSC

SET

Retransmission output 2
scale low

F RS
SET
\4

Return to
Fn32 screen
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2. SELECTING PARAMETERS [Engineering mode]

Fn33
Retransmission output 3 Fn34 Fn41 Fn42 Fn43
(Ao3) Digital output (do) Event1 (EV1) Event 2 (EV2) Event 3 (EV3)
ZSN gy AN gome iy WA g I ety IZANN ety HPAY
P [ o ) P i
d dl d dl
FAod ¢ do [€ Eq [ (=== Eq3
To the To the
previous (P.3-32) | ggT (P.3-33) | st (P.3-34) | sgT (P.3-35) | seT (P.3-35) | sgT next
page page
Retransmission output 3
type DO1 function selection Event 1 assignment Event 2 assignment Event 3 assignment
reva] [evAe]l [ EvAT]
SET SET lSET lSET lSET
Retransmission output 3
scale high DO2 function selection Event 1 type Event 2 type Event 3 type
|
AHSS doSlc | E51 R | E53]
SET SET lSET lSET lSET
Retransmission output 3
scale low DO3 function selection Event 1 hold action Event 2 hold action Event 3 hold action
|
AEE] do5t 3 | EHo ! | EHod| | _EHo3|
SET SET SET SET SET
\4
Event 1 Event 2 Event 3
Return to DO4 function selection differential gap differential gap differential gap
Fn33 screen
|
daSLY | EHI] | EHZ| | EH3|
SET SET SET SET
DO1 logic calculation
selection Event 1 timer Event 2 timer Event 3 timer
Lerd  Levrel [Levr3
SET SET SET SET
v v v
poz ";%'fe;?c';”'a“"” Return to Return to Return to
Fn41 screen Fn42 screen Fn43 screen
dol L]
SET
DO3 logic calculation
selection
dol L3
SET
DO4 logic calculation
selection
| U'oLE"fl
SET
\4
Return to
Fn34 screen
IMRO3A05-E8 2-17



2. SELECTING PARAMETERS [Engineering mode]

Fn51
Fna4 Fn45 Fn46 Fn50 Input 1” Control
Event4 (EV4) CT1 (CT1) CT2 (CT2) Control (ConT) (1.ConT)
AN 70 AN A A A
Fa4Y » FrY5 » Fr4E »| FA50 » FRS | —>
n43 P P P P Fn52
EHH € e e Conl < 1Canl
To the NV To the
previous (P. 3-35) SET (P.3-36) | sET (P.3-36) | seT (P.3-37)| sET (P.3-38)| SET next
page page
Input 1_ Input 1_Level PID

Event 4 assignment
EvA4

SET

<=

Event 4 type

ES

SET

!

Event 4 hold action

| EHgH

SET

Event 4
differential gap

ERY

SET

Event 4 timer
Evid

SET

:

\4

Return to

Fn44 screen

2-18

CT1 assignment

r rr I|
[N I

CT2 assignment

Hot/Cold start

AGE

]

l SET SET l SET
Manual manipulated
CT1 type CT2 type output value selection
Ml
e [Ered] M|
l SET SET SET
CT1 ratio CT2 ratio SV tracking
0oy
Fory)  [EiR3] [ Ry
l SET SET l SET
CT1 CT2 Integral/Derivative time

low input cut-off

rl—lf'll
[y

low input cut-off

decimal point position

Vo]

[ 1 ddP|

SET
A\ 4

SET

v

Return to
Fn45 screen

Return to
Fn46 screen

SET

ST start condition

| 575

SET

Return to

Fn50 screen

Control action differential gap

SET

\4

Return to

Input 1_Output change
rate limiter (up)
[heat-side]

| ofU

SET

Fn51 screen

Input 1_ Output change
rate limiter (down)
[heat-side]

[ | oRd

SET

Input 1_Action (high)
input error

5
a

=T
m

Input 1_Action (low)
input error

Input 1_Manipulated
output value at input error

| L PSH|
SET

Input 1_ Manipulated
output value at STOP
[heat-side]

Mi s

[}
A4
SET

Input 1_Start
determination point

| | PdA

SET

Input 1_Level PID
action selection

=]

SET

:
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2. SELECTING PARAMETERS [Engineering mode]

>

Fn52
Input 2_Control
(2.ConT)
AN ==
Frst [ 7 Fnac
< Conl
To the P 3-39
previous (P-3-39) | serT
page
Input 2_

Control action

Input 2_Output change
rate limiter (up)

[ oRU

SET

Input 2_ Output change
rate limiter (down)

¢ _oRd

SET

Input 2_Action (high)
input error

cAar’E

=

Input 2_Action (low)
input error

Input 2_Manipulated

output value at input error

c._PSM

SET

Input 2_ Manipulated
output value at STOP

El M/

o (N4
SET

Input 2_Start

determination point

c. PdA

SET

Input 2_Level PID
action selection

cLPl d

SET

.

IMRO3A05-E8

K

Input 2_Level PID
differential gap

[ LHS

SET

Return to

Fn52 screen

Fn55 Fn56
Position proportioning Input 1_Cooling Control Fn57
control (PoSIT) (1.Cool) Proactive (PACT)
Ve | AN p A A
Fn55 »[ FA56 »| FAS"
b
PoSi [« I1Lool | PRCT
P. 3-40 P. 3-40 v P. 3-40 -\/ To the
(P.3-40) | ggT (P.3-40) | sET (P.3-40) | sET next
page
Action at feedback Input 1_Output change .
resistance (FBR) rate limiter (up) Bottom suppression
input error [cool-side] function
[N} —m
[ oeR]  PiRuc]  [bM5A]
lSET lSET SET
Input 1_ Output change v

Feedback adjustment

Po5

:

rate limiter (down)
[cool-side]

lioRdc

SET

«—

lSET

Input 1_ Manipulated
output value at STOP

Control motor time [cool-side]
r Mal” | IRMY
iSET lSET
Undershoot

Integrated output limiter

olH

:

suppression factor

U5

SET

<«

Valve action at STOP

AN
=

lSET

Overlap/Deadband
reference point

V' duFA|

SET

4—

Action at saturated
output

I YA5a |

SET
\4

Return to

Fn55 screen

SET

A\ 4

Return to

Fn56 screen

Return to

Fn57 screen




2. SELECTING PARAMETERS [Engineering mode]

Fn62
. Fn58 Fn60 PLC comr:nunication
2-input function (2PV) Communication (SCI) (MAP)
AN g A | 4 | 4
Fn58 FnbO » FrbC
2Py [* o | Tidp
To the
previous (P.3-41) | seT (P.3-42)| set (P.3-43) | sgT
page
Select function
for input 2 Communication protocol Register type
CMPS
SET SET SET

Cascade _AT mode
(master-side)

[ MASAT

SET

Cascade _AT mode
(slave-side)

SET

Selection of
PV select trigger

SET

Input circuit error
alarm set value

[ :’EHl
SET
v

Return to

Fn58 screen

2-20

Device address

SET

Communication speed

Data bit configuration

b r

I

SET

Interval time

Y
Al

SET

Communication response
monitor

MM
LINQII

SET

Return to

Fn60 screen

Register start number
(High-order 4-bit)

MP5SRH
SET

Register start number
(Low-order 16-bit)

MPSRL

SET

Monitor item
register bias

MPMod

SET

Setting item
register bias

[MPS6
SET

Instrument link
recognition time

MO ™M

i

SET

PLC response waiting
time

MPI Mo
SET

PLC communication
start time

MP5IM

SET

Slave register bias

MPSLE

SET

Fn70
Memory area (ArE)
A T
d R
A-ER
To the
(P.3-43) | ggT next
page
Number of recognizable Setting change rate
devices limiter unit time
PvPvAd] [ SvRr
SET SET
v
Return to Soak time unit
Fn62 screen =
| 5MgP |
SET
v
Return to
Fn70 screen
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2. SELECTING PARAMETERS [Engineering mode]

Fn71 Fn72
Input 1_Setting limiter Input 2_Setting limiter
(1.SVL) (2.5VL)
o PE 5
Fa™l i » FA"IC
dl
< I SHL ¢ c. 5SHL
Tothe P343 P. 3-44
previous (P.3-43) | gET (P.3-44)| gt
page
Input 1_ Input 2_

IMRO3A05-E8

Fn91
System (SYS)

Setting limiter high
] ]
. SL H
SET

Input 1_
Setting limiter low

| {5t

SET

Return to

Fn71 screen

Setting limiter high

[ 5LH
SET

Input 2_
Setting limiter low

[ 5LL
SET

Return to
Fn72 screen

(P.3-44)| gpT

Initialization

deF

SET

3z
-

SET

Peak hold monitor of

ambient temperature

rro
N

SET

ROM version
M
PDI |

SET

Model code monitor

c
C

FZ500
SET
Instrument number
monitor

InInininin]
[N NN

SET

:

\4

Return to

Fn91 screen

Integrated operating time

SNy
sy

2-21



MEMO

2-22
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PARAMETER LIST
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This chapter describes displays, names and data ranges of each parameter.

3.1 How to Read the Table ...........ccccuiiiiiiiiiii
3.2 Monitor & SV Setting Mode [A].....ccooeiiriiiieeeee e
3.3 Parameter Select Mode [B] ......covieiiiiiiiiiiiiiie e
3.4 Operation Transfer Mode [C]......ccoeeeiiiiiiiiiiiieee e,
3.5 Setting Lock Mode [D]......ccovuriiiiieeieeeeeeeeie e
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3. PARAMETER LIST

3.1 How to Read the Table

(1) (j) (i) (I) (1) (i)
Factory User
No. Symbol Name Data range set value set value
(1) No.: This is a screen number used to register screens displayed in the Parameter select mode.

The screen number can be registered in the Parameter select setting screen.

Parameters without the number can not be regisered in Parameter select setting screen.

If there are two items with the same number, one of them will be displayed according to the
display requirements.

(2) Symbol: 11-segment parameter symbols shown on the PV display.
(3) Name: Name of parameter
(4) Data range: Data range of parameter

(5) Factory set value: Factory set value of parameters

(6) User set value:  Stores parameter values set by the user
This may be useful when the data is initialized.

[L)  Inthe data range and the factory set value some unfamiliar expressions are used. These are used for
Control with PV select and can be rephrased as follows:
PV select input span as Input span
PV select input range high as Input range high
PV select input range low as Input range low

The setting range is as follows.

¢ PV select input range high: Input range high of Input 1 and Input 2, whichever is larger
¢ PV select input range low: Input range low of Input 1 and Input 2, whichever is smaller
¢ PV select input span: PV select input range low up to PV select input range high

[Example] When there is a relation as follows between the Input range of Input 1 and Input 2.

Input 1_ Input 1_
Input range low Input range high
Input 1_Input range |

<
< Vl

Input 2_ Input 2_
Input range low Input range high
Input 2_Input range |

|A
|‘ Vl

P PV select input span J
[ "l
PV select PV select
input range low input range high
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3.2 Monitor & SV Setting Mode [A]

3.2 Monitor & SV Setting Mode [A]

Factory User
No. Symbol Name Data range set value set value
1 — Input 1_Measured value (PV)/ PV display unit: — —
Input 1_Set value (SV) Input 1_Input range low — (Input 1_5 % of input span)
to Input 1_Input range high + (Input 1_5 % of input span)
[Varies with the setting of the Decimal point position.]
SV display unit
e Input 1_Set value (SV) (Auto mode: at RUN)
« STOP display
[5MaP, d5TP, PSP
* Remote setting input value (at Remote mode)
o Input 1_Manual manipulated output value (at Manual mode)
1 — PV select Measured value (PV)/ PV display unit: — —
Input 1_Set value (SV) ® When controlling with Input 1:
Input 1_Input range low — (Input 1_5 % of input span)
to Input 1_Input range high + (Input 1_5 % of input span)
When controlling with Input 2:
Input 2_Input range low — (Input 2_5 % of input span)
to Input 2_Input range high + (Input 2_5 % of input span)
[Varies with the setting of the Decimal point position.]
SV display unit %
o Input 1_Set value (SV) (Auto mode: at RUN)
e STOP display
[5MaP, d57P, E5TP
o Input 1_Manual manipulated output value (at Manual mode)
2 — Input 2_Measured value (PV)/ PV display unit: — —
Input 2_Set value (SV) * Input 2_Input range low — (Input 2_5 % of input span)
to Input 2_Input range high + (Input 2_5 % of input span)
[Varies with the setting of the Decimal point position.]
SV display unit ":
o Input 2_Set value (SV) (Auto mode: at RUN)
e STOP display
[5MaP, d57P, E5MP
o Input 2_Manual manipulated output value (at Manual mode)

[ ] Displayed in case of FZ400/900.

" Not displayed when “Control with PV select” is selected in “Select function for input 2.”
2 See the following table for the display range and the setting range of each data.

Display data Data type Data range
Input 1_Set value (SV) Monitor/Setting | Input 1_Setting limiter low to Input 1_Setting limiter high
Input 2_Set value (SV) Monitor/Setting | Input 2_Setting limiter low to Input 2_Setting limiter high
Remote setting input value Monitor Input 1_Setting limiter low to Input 1_Setting limiter high
Input 1_Manual manipulated Setting * In the case of PID control or Position proportioning PID control with Feedback resistance
output value (FBR) input:
Input 1_Output limiter low [heat-side] to Input 1_Output limiter high [heat-side]
e In the case of Heat/Cool PID control:
—Input 1_Output limiter low [cool-side] to +Input 1_Output limiter high [heat-side]
 In the case of Position proportioning PID control without Feedback resistance (FBR) input:
Not displayed.
* In the case of Position proportioning PID control with Feedback resistance (FBR) input,
and when the Feedback resistance (FBR) is not connected or broken:
Not displayed.
Input 2_Manual manipulated Setting Input 2_Output limiter low to Input 2_Output limiter high
output value

3 Displayed when “Control with PV select” is selected in “Select function for input 2.”
4 Displayed when “2-loop control/Differential temperature control” or “Cascade control” is selected in “Select function for input 2.”
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3.2 Monitor & SV Setting Mode [A]

Factory User
No. Symbol Name Data range set value set value
& — Measured value (PV) of differential | PV display unit: _ _
temperature input/ —19999 to +99999* or —1999 to +9999 **
Set value (SY) of d1ifferential * In case of Input data type 0
temperature input ** |n case of Input data type 1
[Varies with the setting of the Decimal point position.]
SV display unit:
—(Input 1_Input span) to +(Input 1_Input span)
[Varies with the setting of the Decimal point position.]
4 — Input 1_Measured value (PV)/ PV display unit: — —
Input 2_Measured value (PV) 2 Input 1_Input range low — (Input 1_5 % of input span)
to Input 1_Input range high + (Input 1_5 % of input span)
[Varies with the setting of the Decimal point position.]
SV display unit:
Input 2_Input range low — (Input 2_5 % of input span)
to Input 2_Input range high + (Input 2_5 % of input span)
[Varies with the setting of the Decimal point position.]
24 | 5‘1/ Input 1_Set value (SV) ® Input 1_Setting limiter low to Input 1_Setting limiter high 0
I % | [Varies with the setting of the Decimal point position.]
25 C_’ % Input 2_Set value (SV) *4 Input 2_Setting limiter low to Input 2_Setting limiter high 0
. * | [Varies with the setting of the Decimal point position.]
26 dEIt"/ Set value (SV) of differential —(Input 1_Input span) to +(Input 1_Input span) 0
temperature input " 3 * | [Varies with the setting of the Decimal point position.]
5 V R Remote setting input value Input 1_Setting limiter low to Input 1_Setting limiter high — —
monitor ° [Varies with the setting of the Decimal point position.]
6 | M1/ | Input 1_Manipulated output value |-5.0to +105.0 % — —
I PV 1 monitor [heat-side] ©
7 I Ml Input 1_Manipulated output value -5.0 to +105.0 % _ _
IV C ) monitor [cool-side] 7
8 E M) | Input 2_Manipulated output value | -5.0 to +105.0 % — —
. P! monitor 8
9 1 | Current transformer 1 (CT1) input | 0.0 to 100.0 A _ _
L7 1 1value monitor ®
10 r r‘Lj Current transformer 2 (CT2) input | 0.0 to 100.0 A _ _
Li value monitor °
11 E 1/ F NI~ | Comprehensive event state When an event occurs, the character of the occurring event is — —
AL displayed on the Set value (SV) display unit. If two or more
events occur at the same time, the relevant characters are
displayed alternately every 0.5 seconds.
EHT I Event1
EHE:  Event2
EHC 3. Event3
EHY:  Event4
HbA I Heater break alarm 1 (HBA1)
HBAZ:  Heater break alarm 2 (HBA2)
LbA I Control loop break alarm 1 (LBA1)
LbAZ:  Control loop break alarm 2 (LBA2)
! n LUP: Input 1_Input error high
! n I.dn: Input 1_Input error low
! nd.UP: Input 2_Input error high
! ncd.dn: Input 2_Input error low

[ ] Displayed in case of FZ400/900.
% Data included in Memory area

' Displayed when “2-loop control/Differential temperature control” is selected in “Select function for input 2" AND “Differential temperature control” is
selected in “2-loop control/Differential temperature control.”

N

Displayed when “2-loop control/Differential temperature control,” “Cascade control,” “Control with PV select” or “Input circuit error alarm” is selected in
“Select function for input 2.”

w

Displayed in Manual mode.

Displayed when “2-loop control/Differential temperature control” or “Cascade control” is selected in “Select function for input 2.”

For FZ400/900, this parameter is displayed when “Remote setting input” is selected in “Select function for input 2.”

For FZ110, this parameter is displayed when Remote setting input is supplied.

Not displayed the Control action is a Position proportioning PID control without Feedback resistance (FBR) input.

Feedback resistance (FBR) input value is displayed when the Control action is a Position proportioning PID controller with Feedback resistance (FBR) input.

IS

o

o

~

Displayed when Input 1 is Heat/Cool PID control.

3

Displayed when “2-loop control/Differential temperature control” is selected in “Select function for input 2.”
Displayed when Current transformer (CT) input is supplied.
' Displayed when two Current transformer (CT) inputs are supplied.

©

Continued on the next page.
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3.3 Parameter Select Mode [B]

No.

Symbol

Name

Data range

Factory
set value

User
set value

12

ARPI

Memory area soak time monitor

0 hours 00 minutes 00 seconds to 9 hours 59 minutes 59 seconds *
0 hours 00 minutes to 99 hours 59 minutes
0 minutes 00 seconds to 199 minutes 59 seconds

* Displayed only for FZ400/900 when the input data type is 0.

[Data range of Memory area soak time monitor can be selected
on the Soak time unit.]

13

LR

Interlock release '

ofF: Interlock release
on:  Interlock state

oFF

14

ARER

Memory area transfer 2

1to 16

' Displayed when Interlock function is valid.
2 Displayed on FZ110. For FZ400/900, this parameter is displayed in the Memory area transfer mode.
This parameter is display only (not settable) if “Memory area transfer (without area set signal)” is selected in DI function selection AND “External mode” is
selected in “Control area Local/External transfer.”

3.3 Parameter Select Mode [B]

Up to 16 screens registered on the Parameter select setting screen (Set data lock mode) by the user can be

displayed.
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3.4 Operation Transfer Mode [C]

3.4 Operation Transfer Mode [C]

No.

Symbol

Name

Data range

Factory
set value

User
set value

15

R/5

RUN/STOP transfer

~Un:  RUN (Control start)
aP: STOP (Control stop)

16

. Ay

Input 1_Autotuning (AT)

ofF: PID control
on:  Start Autotuning

When the Autotuning (AT) is finished, the control will
automatically return to “oFF.”

17

Input 2_Autotuning (AT) '

ofF: PID control
on:  Start Autotuning

When the Autotuning (AT) is finished, the control will
automatically return to “oFF.”

ofFF

18

Input 1_Startup tuning (ST) 2

ofF: ST unused
on I: Execute once *
onc: Execute always

* When the ST is finished, the control will automatically return
to “oFF.”

oFF

19

Input 2_Startup tuning (ST) *

ofFF: ST unused
on I: Execute once *

onc: Execute always

* When the ST is finished, the control will automatically return
to “oFF.”

oFF

20

| /M
I [N

Input 1_Auto/Manual transfer

UM o: Auto mode

mAn:  Manual mode

Ao

21

c. A/M

Input 2_Auto/Manual transfer '

AU o: Auto mode
nAn:  Manual mode

AUl o

22

RAL

Remote/Local transfer 3

e When “Remote setting input” is selected at Select function
for Input 2 4
Lol: Local mode
rEn: Remote mode

e When “Cascade control” is selected at Select function for
input 2 °
SnGL: Single control
CAS: cascade control

e When “Control with PV select” is selected at Select function
for input 2 ©
AP I Input 1
I AP2: Input 2

* When “2-loop control/Differential temperature control” is
selected at Select function for input 2
cLooP: 2-loop control
d! FF: Differential temperature control

23

L/E

Control area Local/External
transfer 7

Lol: Local mode
EYr: External mode

,._
]
[

[ ] Displayed in case of FZ400/900.

' Displayed when “2-loop control/Differential temperature control” is selected in “Select function for input 2.”
2 Displayed when the Control action is not a Position proportioning PID control.

3 For FZ400/900, this parameter is displayed when any of the following is selected in Select function for input 2: “Remote setting input,” “Cascade control,”
“Control with PV select,” or “2-loop control/Differential temperature control.”
For FZ110, this parameter is displayed when Remote setting input is supplied.

4 For FZ400/900, this parameter is displayed when “Remote setting input” is selected in “Select function for input 2.”
For FZ110, this parameter is displayed when Remote setting input is supplied.

5 Displayed when “Cascade control” is selected in “Select function for input 2.”

6 Displayed when “Control with PV select” is selected in “Select function for input 2.”
When “Switching by level” is selected at “Selection of PV select trigger,” the parameter becomes display only.

7 Displayed when “Memory area transfer (without area set signal)” is selected in DI function selection.

3-6

IMRO3AO05-E8



3.5 Setting Lock Mode [D]

3.5 Setting Lock Mode [D]

Factory User
No. | Symbol Name Data range set value set value
— ll_ o ’r I Set data unlock/lock transfer oFF: Unlock state ofFF
- on: Lock state
— | 1 r1s0 1 | Setlock level 0: Unlock 00000
Lty 1: Lock
nnnmnr
Juaog SV display unit
SV setting mode* + Parameter select mode
Operation transfer mode
Parameter setting mode
Setup setting mode
Engineering mode
Set Lock/Unlock at each digit.
* Set value (SV), Interlock release and Memory area transfer
(FZ110 only)
— FD'RE 1 1/ |Arealock 0: Memory area is adjustable when the setting data is locked. 0
L 1: Memory area is not adjustable when the setting data is locked.
(Memory area transfer mode is not displayed)
— | b} N |Setect Blind function oF F: Blind function: OFF ofF
on: Blind function: ON
— p 5 L d Parameter select direct ofF: Direct registration: OFF ofFF
) registration on: Direct registration: ON
— P5’| El‘ ,: Parameter select setting 1 0 to 303 (Screen No.) 0
- 0: No registration
— PSI’_ EI'L:’ Parameter select setting 2 0 to 303 (Screen No.) 0
0: No registration
— PS l'_ E:"; Parameter select setting 3 0 to 303 (Screen No.) 0
0: No registration
— P5 L I’_—I“" Parameter select setting 4 0 to 303 (Screen No.) 0
0: No registration
— F’S l'_ US Parameter select setting 5 0 to 303 (Screen No.) 0
0: No registration
— P5’| EI'E Parameter select setting 6 0 to 303 (Screen No.) 0
- 0: No registration
— F’S l'_ El"—l' Parameter select setting 7 0 to 303 (Screen No.) 0
0: No registration
— PS l'_ EH Parameter select setting 8 0 to 303 (Screen No.) 0
0: No registration
— P5 L ‘1:’:9 Parameter select setting 9 0 to 303 (Screen No.) 0
0: No registration
— P 5: J‘B Parameter select setting 10 0 to 303 (Screen No.) 0
- 0: No registration
— P5’| | | | Parameter select setting 11 0 to 303 (Screen No.) 0
-l 0: No registration
— JD 5‘ | Parameter select setting 12 0 to 303 (Screen No.) 0
L 0: No registration
— P 5 [ Parameter select setting 13 0 to 303 (Screen No.) 0
L 0: No registration
— JD 5 [ Parameter select setting 14 0 to 303 (Screen No.) 0
L 0: No registration
— P 5: | Parameter select setting 15 0 to 303 (Screen No.) 0
- 0: No registration
— IDS | ‘El Parameter select setting 16 0 to 303 (Screen No.) 0
L 0: No registration

[ ] Displayed in case of FZ400/900.

IMRO3A05-E8



3.6 Memory Area Transfer Mode [E] (FZ400/900)

3.6 Memory Area Transfer Mode [E] (FZ400/900)

No.

Symbol

Name

Data range

Factory
set value

User
set value

14

ARER

Memory area transfer *

1to 16

1

[ ] Displayed in case of FZ400/900.

* For FZ110, this parameter is displayed in the Monitor & SV setting mode.

This parameter is display only (not settable) if “Memory area transfer (without area set signal)” is selected in DI function selection AND “External mode” is

selected in “Control area Local/External transfer.”
Not displayed when “Memory area is not adjustable when the setting data is locked” is selected in Area lock.
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3.7 Parameter Setting Mode [F]

3.7 Parameter Setting Mode [F]
B Parameter group No. 00: Setting (54)

Factory User

No. Symbol Name Data range set value set value
— FI,_'U'I_"I Parameter group No. 00 This is the first parameter symbol of Parameter group No. 00. — —
24 | ‘1/ Input 1_Set value (SV) Input 1_Setting limiter low to Input 1_Setting limiter high 0

I % | [Varies with the setting of the Decimal point position.]
25 Lj ‘1/ Input 2_Set value (SV) ! Input 2_Setting limiter low to Input 2_Setting limiter high 0

. * | [Varies with the setting of the Decimal point position.]
26 d 5 ‘1/ Set value (SV) of differential —(Input 1_Input span) to +(Input 1_Input span) 0

temperature input 2 % | [Varies with the setting of the Decimal point position.]

[ ] Displayed in case of FZ400/900.

% Data included in Memory area

' Displayed when “2-loop control/Differential temperature control” or “Cascade control” is selected in “Select function for input 2.”

2 Displayed when “2-loop control/Differential temperature control” is selected in “Select function for input 2” AND “Differential temperature control” is selected
in “2-loop control/Differential temperature control.”

B Parameter group No. 40: Event (EV)

* When assigned to Input_1 or Differential temperature input
—(Input 1_Input span) to +(Input 1_Input span)

e When assigned to Input 2
—(Input 2_Input span) to +(Input 2_Input span)

* When Control with PV select is selected at Select function
for input 2.
—(PV select input span) to +(PV select input span)

Input value or Set value:

¢ When assigned to Input 1
Input 1_Input range low to Input 1_Input range high

e When assigned to Input 2
Input 2_Input range low to Input 2_Input range high

* When assigned to Differential temperature input
—(Input 1_Input span) to +(Input 1_Input span)

* When Control with PV select is selected at Select function
for input 2.

PV select input range low to PV select input range high

[Varies with the setting of the Decimal point position.]

Factory User
No. Symbol Name Data range set value set value
— F’I‘l LN_I_' Parameter group No. 40 ' This is the first parameter symbol of Parameter group No. 40. — —
27 1, | | Event 1 set value (EV1) 2 Deviation: For Deviation,
b Event 1 set value (EV1) [high] 2® * When assigned to Input_1 or Differential temperature input | |nput value and
—(Input 1_Input span) to +(Input 1_Input span) Set value:
¢ When assigned to Input 2 .
—(Input 2_Input span) to +(Input 2_Input span) TC/RTD inputs:
* When Control with PV select is selected at Select function 10
for input 2. V/l inputs:
—(PV select input span) to +(PV select input span) 5 % of input span
[Varies with the setting of the Decimal point position.] For Manipulated
Input value or Set value: output value:
* When assigned to Input 1 50.0
Input 1_Input range low to Input 1_Input range high
¢ When assigned to Input 2
Input 2_Input range low to Input 2_Input range high
* When assigned to Differential temperature input
—(Input 1_Input span) to +(Input 1_Input span)
« When Control with PV select is selected at Select function
for input 2.
PV select input range low to PV select input range high
[Varies with the setting of the Decimal point position.]
% | Manipulated output value:
-5.0to +105.0 %
28 E,:// " Event 1 set value (EV1’) [low] 2° | Deviation: TC/RTD inputs:

-10
V/l inputs:
-5 % of input span

% Data included in Memory area

' Displayed when the Event function is valid.

2 Displayed when Event 1 is valid.

3 Displayed when Event 1 type is high/low with individual setting.

Continued on the next page.

IMRO3A05-E8 3-9



3.7 Parameter Setting Mode [F]

Factory User
No. Symbol Name Data range set value set value
29 1% Lj Event 2 set value (EV2) ' Same as Event 1 set value (EV1)/Event 1 set value (EV1) [high]
Event 2 set value (EV2) [high] "2
*
30 E % En Event 2 set value (EV2’) [low] 2 | Same as Event 1 set value (EV1’) [low]
*
31 E’o/ :"; Event 3 set value (EV3) ® Same as Event 1 set value (EV1)/Event 1 set value (EV1) [high]
Event 3 set value (EV3) [high] %4
*
32 E 1/ 3, Event 3 set value (EV3’) [low] >* | Same as Event 1 set value (EV1’) [low]
12
*
33 EI'// ‘_,; Event 4 set value (EV4) ® Same as Event 1 set value (EV1)/Event 1 set value (EV1) [high]
Event 4 set value (EV4) [high] % ¢
*
34 E 1/ |_}' Event 4 set value (EV4’) [low] ¢ | Same as Event 1 set value (EV1’) [low]
14
*
% Data included in Memory area
' Displayed when Event 2 is valid.
2 Displayed when Event 2 type is high/low with individual setting.
3 Displayed when Event 3 is valid.
“ Displayed when Event 3 type is high/low with individual setting.
5 Displayed when Event 4 is valid.
6 Displayed when Event 4 type is high/low with individual setting.
B Parameter group No. 51: Input 1_Control ( .Lanl)
Factory User
No. Symbol Name Data range set value set value
— PFI 5 'I Parameter group No. 51 This is the first parameter symbol of Parameter group No. 51 —
35 | ,D Input 1_Proportional band TC/RTD inputs: TC/RTD inputs:
I [heat-side] 0 (0.0, 0.00) to Input 1_Input span (Unit: °C [°F]) 30
(When Control with PV select: 0 to PV select input span) V/l inputs:
[Varies with the setting of the Decimal point position.] 3.0
Voltage (V)/Current (l) inputs:
0.0 to 1000.0 % of Input 1_Input span
(When Control with PV select: 0.0 to 1000.0 % of PV select
« input span)
0 (0.0, 0.00): ON/OFF action
36 | | Input 1_Integral time [heat-side] ' PID control or Heat/Cool PID control: 240
I. ! 0 to 3600 seconds, 0.0 to 3600.0 seconds or
0.00 to 360.00 seconds
0 (0.0, 0.00): PD action
Position proportioning PID control:
1 to 3600 seconds, 0.1 to 3600.0 seconds or
0.01 to 360.00 seconds
* [Varies with the setting of the Integral/Derivative time decimal
point position.]
37 | D’ Input 1_Derivative time 0 to 3600 seconds, 0.0 to 3600.0 seconds or PID control or
/ [heat-side] ! 0.00 to 360.00 seconds Heat/Cool PID
0 (0.0, 0.00): PI action control: 60
[Varies with the setting of the Integral/Derivative time decimal Position
* point position.] proportioning PID
control: 0

% Data included in Memory area

" Displayed when the “Input 1_Proportional band [heat-side]” in the same memory area is other than 0 (0.0).

3-10

Continued on the next page.
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3.7 Parameter Setting Mode [F]

Factory User
No. Symbol Name Data range set value set value
38 | Input 1_ON/OFF action differential | TC/RTD inputs: TC/RTD inputs:
. aoHH
. gap (upper) ' 0 (0.0, 0.00) to Input 1_Input span (Unit: °C [°F]) 1
(When Control with PV select: 0 to PV select input span) Vil inputs:
[Varies with the setting of the Decimal point position.] 0.1
Voltage (V)/Current (l) inputs:
0.0 to 100.0 % of Input 1_Input span
(When Control with PV select: 0.0 to 100.0 % of PV select
input span)
39 | H: Input 1_ON/OFF action differential | TC/RTD inputs: TC/RTD inputs:
. OFL | gap (ower) ! 0 (0.0, 0.00) to Input 1_Input span (Unit: °C [°F]) 1
(When Control with PV select: 0 to PV select input span) Vil inputs:
[Varies with the setting of the Decimal point position.] 0.1
Voltage (V)/Current (l) inputs:
0.0 to 100.0 % of Input 1_Input span
(When Control with PV select: 0.0 to 100.0 % of PV select
input span)
40 | PP r~ | Input 1_Control response 0: Slow PID control or
I. v parameter 1: Medium Position
2: Fast proportioning PID
[When the P or PD action is selected, this setting becomes control: 0
* | invalid] Heat/Cool PID
control: 2
41 Input 1_Proactive intensity 2 3 Oto4
IPRCT [Pt A 2
0: No function
42 | MF) Input 1_Manual reset 2 —-100.0 to +100.0 % 0.0
I. Hin
*
43 '1 F F Input 1_FF amount 356 -100.0 to +100.0 % 0.0
i *
44 | J Input 1_Output limiter high Input 1_Output limiter low [heat-side] to 105.0 % 105.0
. OLIT | heat-side] 7
*
45 | Input 1_Output limiter low —-5.0 % to Input 1_Output limiter high [heat-side] -5.0
Il OLL | heatside]”
*
46 [ I'II H Input 1_Control loop break alarm | 0 to 7200 seconds LBA function is
Lo L (LBA) time 0: No function spaecified: 480
LBA function is not
* specified: 0
47 '1 ) I‘JD' Input 1_LBA deadband (LBD) 0 to Input 1_Input span 0
L % | (When Control with PV select: 0 to PV select input span)
[Varies with the setting of the Decimal point position.]
% Data included in Memory area
' Displayed when the “Input 1_Proportional band [heat-side]” in any memory area is 0 (0.0, 0.00). (Common setting in memory area)
2 Displayed when the “Input 1_Proportional band [heat-side]” in the same memory area is other than 0 (0.0, 0.00).
3 Displayed when the “Input 1_Integral time [heat-side]” in the same memory area is other than 0 (0.0, 0.00).
4 Displayed when the “Input 1_Integral time [heat-side]” in the same memory area is 0 (0.0, 0.00).
5 Displayed when Bottom suppression function is valid.
6 Displayed when the “Input 1_Control action” is other than Position proportioning PID control.
7 Not displayed when the “Input 1_Control action” is Position proportioning PID control AND Feedback resistance (FBR) input is not supplied.
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3.7 Parameter Setting Mode [F]

B Parameter group No. 52: Input 2_Control (Z.Lanl)

Factory User
No. Symbol Name Data range set value set value
— IDFI 5 Ep Parameter group No. 52 ' This is the first parameter symbol of Parameter group No. 52 — —
48 E P Input 2_Proportional band ' TC/RTD inputs: TC/RTD inputs:
: 0 (0.0, 0.00) to Input 2_Input span (Unit: °C [°F]) 30
[Varies with the setting of the Decimal point position.] Vil inputs:
Voltage (V)/Current (l) inputs: 3.0
" 0.0 to 1000.0 % of Input 2_Input span
0 (0.0, 0.00): ON/OFF action
49 Ej ) Input 2_Integral time -2 0 to 3600 seconds, 0.0 to 3600.0 seconds or 240
° ! 0.00 to 360.00 seconds
% | 0 (0.0, 0.00): PD action
[Varies with the setting of the Integral/Derivative time decimal
point position.]
50 8 D' Input 2_Derivative time "2 0 to 3600 seconds, 0.0 to 3600.0 seconds or 60
: 0.00 to 360.00 seconds
% | 0 (0.0, 0.00): PI action
[Varies with the setting of the Integral/Derivative time decimal
point position.]
51 Ep CIHH Input 2_ON/OFF action differential | TC/RTD inputs: TC/RTD inputs:
: gap (upper) #* 0 (0.0, 0.00) to Input 2_Input span (Unit: °C [°F]) 1
[Varies with the setting of the Decimal point position.] VIl inputs:
Voltage (V)/Current (l) inputs: 0.1
0.0 to 100.0 % of Input 2_Input span
52 E DH' Input 2_ON/OFF action differential | TC/RTD inputs: TC/RTD inputs:
: L | gap (lower) 23 0 (0.0, 0.00) to Input 2_Input span (Unit: °C [°F]) 1
[Varies with the setting of the Decimal point position.] VIl inputs:
Voltage (V)/Current (l) inputs: 0.1
0.0 to 100.0 % of Input 2_Input span
53 r~ | Input 2_Control response 0: Slow 0
E,' RP' parameter 1: Medium
2: Fast
[When the P or PD action is selected, this setting becomes
% | invalid]
54 I Input 2_Proactive intensity ' 2 4 Oto4 2
cPRCT |mPue- Y
* | 0: No function
55 C-, MF, Input 2_Manual reset 25 n -100.0 to +100.0 % 0.0
56 Input 2_FF amount 246 -100.0 to +100.0 %
c. FF ™ . o 0.0
57 | Input 2_Output limiter high 2 Input 2_Output limiter low to 105.0 % 105.0
2. gLH |IPuzOupuiniertigh? | input2 Oup °
58 1 1 | Input2_Output limiter low 2 -5.0 % to Input 2_Output limiter high -5.0
c. oLl |0 e 00 MpHE 2P J
59 Ey ) ‘,:’ Fl' Input 2_Control loop break alarm | 0 to 7200 seconds LBA function is
ok (LBA) time ' 0: No function spaecified: 480
LBA function is not
* specified: 0
60 Ey | I'JCI' Input 2_LBA deadband (LBD) ' 0 to Input 2_Input span 0
- L % | [Varies with the setting of the Decimal point position.]

[ ] Displayed in case of FZ400/900.

% Data included in Memory area

1

2 Displayed when the “Input 2_Proportional band” in the same memory area is other than 0 (0.0, 0.00).

3

Displayed when the “Input 2_Proportional band” in any memory area is 0 (0.0, 0.00). (Common setting in memory area)

4 Displayed when the “Input 2_Integral time” in the same memory area is other than 0 (0.0, 0.00).
5 Displayed when the “Input 2_Integral time” in the same memory area is 0 (0.0, 0.00).

6 Displayed when Bottom suppression function is valid.
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3.7 Parameter Setting Mode [F]

B Parameter group No. 56: Input 1_Cooling control ( /.Locl)

Factory User
No. Symbol Name Data range set value set value
— F’I‘l 5 !5 Parameter group No. 56 This is the first parameter symbol of Parameter group No. 56 —
61 | P Input 1_Proportional band TC/RTD inputs: TC/RTD inputs:
I c [cool-side] *:2 1 (0.1, 0.01) to Input 1_Input span (Unit: °C [°F]) 30
(When Control with PV select: 1 to PV select input span) V/l inputs:
[Varies with the setting of the Decimal point position.] 3.0
Voltage (V)/Current (l) inputs:
0.1 to 1000.0 % of Input 1_Input span
(When Control with PV select: 0.1 to 1000.0 % of PV select
* input span)
62 | I Input 1_Integral time [cool-side] "2 | 0 to 3600 seconds, 0.0 to 3600.0 seconds or 240
. 1c 0.00 to 360.00 seconds
0 (0.0, 0.00): PD action
[Varies with the setting of the Integral/Derivative time decimal
* point position.]
63 | D’ Input 1_Derivative time 0 to 3600 seconds, 0.0 to 3600.0 seconds or 60
I C [cool-side] *:2 0.00 to 360.00 seconds
0 (0.0, 0.00): PI action
[Varies with the setting of the Integral/Derivative time decimal
* point position.]
64 | CHD Input 1_Overlap/Deadband ' TC/RTD inputs: TC/RTD inputs:
I —(Input 1_Input span) to +(Input 1_Input span) 0
When Control with PV select: V/l inputs:
—(PV select input span) to +(PV select input span) 0.0
(Unit: °C [°F])
[Varies with the setting of the Decimal point position.]
Voltage (V)/Current (l) inputs:
—100.0 to +100.0 % of Input 1_Input span
When Control with PV select:
—100.0 to +100.0 % of PV select input span
* Minus (-) setting results in Overlap. However, the overlapping
range is within the proportional range.
65 I‘D L HC Input 1_Output limiter high Input 1_Output limiter low [cool-side] to 105.0 % 105.0
: [cool-side] !
*
66 'I CN,_ l,_ c Input 1_Output limiter low —-5.0 % to Input 1_Output limiter high [cool-side] -5.0
: = | [cool-side] '
*

% Data included in Memory area

' Displayed when the “Input 1_Control action” is Heat/Cool PID control.
2 Displayed when the “Input 1_Proportional band [heat-side]” in the same memory area is other than 0 (0.0, 0.00).
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3.7 Parameter Setting Mode [F]

B Parameter group No. 70: Memory area (A-ER)

Factory User
No. Symbol Name Data range set value set value
— F’I‘l ’—l'!,_l—' Parameter group No. 70 This is the first parameter symbol of Parameter group No. 70 — —
67 r P r Select Trigger type for Memory 0 to 63 0
! u area transfer 0: No assignment
+1: Event1
+2: Event 2
+4: Event 3
+8: Event4
+16: Digital input 1 (DI1) Close edge
+32: Digital input 1 (DI1) Open edge
* To select two or more functions, sum each value.
68 FI’S I~ | Area soak time 0 hours 00 minutes 00 seconds to 0:00
! 9 hours 59 minutes 59 seconds * (0 minutes
0 hours 00 minutes to 99 hours 59 minutes
00 d
0 minutes 00 seconds to 199 minutes 59 seconds seconds)
* Settable only for FZ400/900 when the Input data type is 0.
[Data range of Area soak time can be selected on the Soak
* time unit.]
69 I E; Link area number 0to 16 0
Livn * | 0: No link
70 | 5 1/ R: | | Input 1_Setting change rate limiter | O to Input 1_Input span 0
Lar vy (up) (When Control with PV select: 0 to PV select input span)
0: No function
% | [Varies with the setting of the Decimal point position.]
71 | 5'1/ PCI‘ Input 1_Setting change rate limiter | 0 to Input 1_Input span 0
I (down) (When Control with PV select: 0 to PV select input span)
0: No function
% | [Varies with the setting of the Decimal point position.]
72 l'q / ,M F'; Input 1_Auto/Manual transfer 0: No transfer 0
I I selection (Area) 1: Auto mode (bumpless)
2: Auto mode (bump)
3: Manual mode (bumpless)
% | 4: Manual mode (bump)
73 LMy A Input 1_Manipulated output value | PID control, Position proportioning PID control: PID control,
) 7' | (Area) -5.0 to +105.0 % Position
Heat/Cool PID control: proportioning PID
—105.0 to +105.0 % control: -5.0
* Heat/Cool PID
control:0.0
74 1/ 011 | Input 2_Setting change rate limiter | 0 to Input 2_Input span 0
8'5‘/ RU (up) ! 0: No function
* | [Varies with the setting of the Decimal point position.]
75 1/ Input 2_Setting change rate limiter | 0 to Input 2_Input span 0
E'SV Rd (down) ' 0: No function
* | [Varies with the setting of the Decimal point position.]
76 Ep F, /M H Input 2_Auto/Manual transfer 0: No transfer 0
R Uk selection (Area) 2 1: Auto mode (bumpless)
2: Auto mode (bump)
3: Manual mode (bumpless)
% | 4: Manual mode (bump)
77 E' M/ ’q Input 2_Manipulated output value —5.0to +105.0 % 50
L. (Area)?
*

[ ] Displayed in case of FZ400/900.

% Data included in Memory area

' Displayed when “2-loop control/Differential temperature control” or “Cascade control” is selected in “Select function for input 2.”

2 Displayed when “2-loop control/Differential temperature control” is selected in “Select function for input 2.”
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3.7 Parameter Setting Mode [F]

Factory User
No. Symbol Name Data range set value set value
78 P / I'_ F’, Remote/Local transfer selection * When “Remote setting input” is selected at Select function 0
A4 .

(Area) ' for Input 2 2

0: No transfer

1: Local mode
2: Remote mode

When “Cascade control” is selected at Select function for
input 2 8

0: No transfer

1: Single control

2: Cascade control

When “Control with PV select” is selected at Select function
for input 2 4

0: No transfer

1: Input 1

2: Input 2

When “2-loop control/Differential temperature control” is
selected at Select function for input 2 °

0: No transfer

* 1: 2-loop control

2: Differential temperature control

[ ] Displayed in case of FZ400/900.
% Data included in Memory area

" For FZ400/900, this parameter is displayed when any of the following is selected in Select function for input 2: “Remote setting input,” “Cascade control,”
“Control with PV select,” or “2-loop control/Differential temperature control.”
For FZ110, this parameter is displayed when Remote setting input is supplied.

2 For FZ400/900, this parameter is displayed when “Remote setting input” is selected in “Select function for input 2.”
For FZ110, this parameter is displayed when Remote setting input is supplied.

3 Displayed when “Cascade control” is selected in “Select function for input 2.”
“ Displayed when “Control with PV select” is selected in “Select function for input 2.”
5 Displayed when “2-loop control/Differential temperature control” is selected in “Select function for input 2.”
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3.8 Setup Setting Mode [G]

3.8 Setup Setting Mode [G]
m Setting group No. 10: Display (d5P)

Factory User
No. Symbol Name Data range set value set value
— S n l‘!’_l—' Setting group No. 10 This is the first parameter symbol of Setting group No. 10 — —
79 P,:// ’r H Display update cycle 1: 50 ms 5: 250 ms 9: 450 ms 1
- 2: 100 ms 6: 300 ms 10: 500 ms
3: 150 ms 7: 350 ms
4: 200 ms 8: 400 ms
m Setting group No. 21: Input 1 (/. ! nP)
Factory User
No. Symbol Name Data range set value set value
— S I_ll_j ll Setting group No. 21 This is the first parameter symbol of Setting group No. 21 — —
80 ’4 Pb Input 1_PV bias —(Input 1_Input span) to +(Input 1_Input span) 0
’ When Control with PV select:
—(PV select input span) to +(PV select input span)
[Varies with the setting of the Decimal point position.]
81 | CI'F Input 1_PV digital filter 0.0 to 100.0 seconds 0.0
! 0.0: Filter OFF
82 Input 1_PV ratio 0.500 to 1.500
,I FI FI put1_ 1.000
83 | F“ r | Input 1_PV low input cut-off * 0.00 to 25.00 % of Input 1_Input span 0.00
oL (When Control with PV select: 0.00 to 25.00 % of PV select
input span)
* This parameter is displayed when Input 1 is Voltage/Current and when Square root extraction is valid.
m Setting group No. 22: Input 2 (2. ! AP)
Factory User
No. Symbol Name Data range set value set value
— 5"11_:'8 Setting group No. 22 ° This is the first parameter symbol of Setting group No. 22 — —
84 E_’ Pb Input 2_PV bias 2 —(Input 2_Input span) to +(Input 2_Input span) 0
' (RS bias) ® [Varies with the setting of the Decimal point position.]
85 Ep CJ’F Input 2_PV digital filter 2 0.0 to 100.0 seconds 0.0
’ (RS digital filter) * 0.0: Filter OFF
86 Input 2_PV ratio 2 Input 2_PV ratio 1.000
Lj' PR (RS ratio) ® 0.500 to 1.500
RS ratio
0.001 to 9.999
87 )~ |Input 2_PV low input cut-off® 0.00 to 25.00 % of Input 2_Input span 0.00
el L MRS

[ ] Displayed in case of FZ400/900.

' Displayed on FZ400/900 with dual inputs. Not displayed when “No function” is slected in “Select function for input 2.”
For FZ110, this parameter is displayed when Remote setting input is supplied.

2 Displayed on FZ400/900 with dual inputs. Not displayed when “No function” is slected in “Select function for input 2.”

3 This parameter is displayed as “RS bias” on FZ400/900 if “Remote setting input” is selected in Select function for input 2.
For FZ110: Displayed as “RS bias” when Remote setting input is supplied.

4 This parameter is displayed as “RS digital filter” on FZ400/900 if “Remote setting input” is selected in Select function for input 2.
For FZ110: Displayed as “RS digital filter” when Remote setting input is supplied.

5 This parameter is displayed as “RS ratio” on FZ400/900 if “Remote setting input” is selected in Select function for input 2.
For FZ110: Displayed as “RS ratio” when Remote setting input is supplied.

8 This parameter is displayed when Input 2 is Voltage/Current and when Square root extraction is valid. Not displayed when “No function” or “Remote setting
input” is slected in “Select function for input 2.”
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m Setting group No. 30: Output (ol)

Factory User
No. Symbol Name Data range set value set value
— S n 3'1_“' Setting group No. 30 ' This is the first parameter symbol of Setting group No. 30 — —
88 ,r ,: OUT1 proportional cycle time 2 0.1 to 100.0 seconds Relay contact
output: 20.0
Voltage pulse
output,
Transistor output:
Note1
89 ,r Lj OUT2 proportional cycle time 0.1 to 100.0 seconds Relay contact
output: 20.0
Voltage pulse
output,
Transistor output:
Note2
90 ,r 3 OUT3 proportional cycle time 4 0.1 to 100.0 seconds Voltage pulse
output: Note3
91 M~ 1 | OUT1 minimum ON/OFF time of |0 to 1000 ms 0
L proportional cycle 2
92 er ‘j ouT2 minimum ON/OFF time of 0 to 1000 ms 0
~= | proportional cycle ®
93 er :"; OuT3 minimum ON/OFF time of 0 to 1000 ms 0
proportional cycle 4

Note1: In case OUT1 function selection is “Input 1_Control output [cool-side]” AND Inpu1_Control action is “Heat/Cool PID control [air cooling] or [water cooling]”: 20.0,
Other casees: 2.0

Note2: In case OUT2 function selection is “Input 1_Control output [cool-side]” AND Inpu1_Control action is “Heat/Cool PID control [air cooling] or [water cooling]”: 20.0,
Other casees: 2.0

Note3: In case OUT3 function selection is “Input 1_Control output [cool-side]” AND Inpu1_Control action is “Heat/Cool PID control [air cooling] or [water cooling]”: 20.0,
Other casees: 2.0

' Displayed when any one of OUT1 to OUT3 is Relay contact output, Voltage pulse output or Transistor output.

2 Displayed when OUT1 is Relay contact output, Voltage pulse output or Transistor output.

3 Displayed when OUT2 is Relay contact output, Voltage pulse output or Transistor output.

4 Displayed when OUT3 is supplied and “Universal output type selection” is “Voltage pulse output.”

m Setting group No. 45: Heater break alarm 1 (HbA /)

Factory User
No. Symbol Name Data range set value set value
— 5 n ,_,5 Setting group No. 45 This is the first parameter symbol of Setting group No. 45 — —
94 Hb ,q | | Heater break alarm 1 (HBA1) set | 0.0 to 100.0 A 0.0
| value 12 0.0: HBA function OFF
95 HI'J ~ 1 | Number of heater break alarm 1 0 to 255 times 5
L T 1 (HBA1) delay times !

' Displayed when Current transformer (CT) input is supplied. Not displayed in the following cases.
+ CT1 assignment is “None.”
+ The output type of CT1 assignment is Current output or Continuous voltage output.

2 For FZ400/900: Current transformer 1 (CT1) input is displayed on the MV display.
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3.8 Setup Setting Mode [G]

m Setting group No. 46: Heater break alarm 2 (HbA?2)

Factory User
No. Symbol Name Data range set value set value
— 5 n ,_IE Setting group No. 46 This is the first parameter symbol of Setting group No. 46 — —
96 Hb HE) Heater break alarm 2 (HBA2) set | 0.0 to 100.0 A 0.0
value "2 0.0: HBA function OFF
97 Hb r Lj Number of heater break alarm 2 0 to 255 times 5
L (HBA2) delay times '
[ ] Displayed in case of FZ400/900.
' Displayed when two Current transformer (CT) inputs are supplied. Not displayed in the following cases.
» CT2 assignment is “None.”
+ The output type of CT2 assignment is Current output or Continuous voltage output.
2 For FZ400/900: Current transformer 2 (CT2) input is displayed on the MV display.
m Setting group No. 51: Input 1_Control ( /.Lanl)
Factory User
No. Symbol Name Data range set value set value
— 5 n 5 ‘I Setting group No. 51 This is the first parameter symbol of Setting group No. 51 — —
98 ‘l 'N‘I ,l\/”// Input 1_Manual manipulated PID control, Position proportioning PID control: PID control,
: . output value ' Input 1_Output limiter low [heat-side] Position
to Input 1_Output limiter high [heat-side] proportioning PID
Heat/Cool PID control 2: control: -5.0
—(Input 1_Output limiter high [cool-side]) Heat/Cool PID
to +(Input 1_Output limiter high [heat-side]) control: 0.0
99 ,l'l_ E’/ ’I Input 1_Level PID setting 1 34 Input 1_Input range low to Input 1_Input range high Input 1_
When Control with PV select: Input range high
PV select input range low to PV select input range high Control with PV
[Varies with the setting of the Decimal point position.] §e|ect: PV selfact
input range high
100 Input 1_Level PID setting 2 4 Same as Input 1_Level PID setting 1
ILEyD |t ; - °
101 Input 1_Level PID setting 3 34 Same as Input 1_Level PID setting 1
ILEY T e ; - °
102 Input 1_Level PID setting 4 34 Same as Input 1_Level PID setting 1
ILEY | i put - °
103 Input 1_Level PID setting 5 34 Same as Input 1_Level PID setting 1
ILEVS |- ° P i
104 Input 1_Level PID setting 6 4 Same as Input 1_Level PID setting 1
ILEVE | ; - °
105 ”_ E’o/ r’: Input 1_Level PID setting 7 34 Same as Input 1_Level PID setting 1

" Not displayed on a Position proportioning PID controller without Feedback resistance (FBR).

2 In case of Heat/Cool PID control, the data range has such exceptional conditions as shown below.

(1) Input 1_Output limiter high [cool-side] is < 0.0 %
o Input 1_Output limiter low [heat-side] is < 0.0 %
e Input 1_Output limiter low [heat-side] is > 0.0 %:
(2) Input 1_Output limiter high [heat-side] is < 0.0 %
o Input 1_Output limiter low [cool-side] is < 0.0 %:
o Input 1_Output limiter low [cool-side] is > 0.0 %:
(3) Fixed at 0.0% in the following cases:

: 0.0 % to +(Input 1_Output limiter high [heat-side])

Input 1_Output limiter low [heat-side] to Input 1_Output limiter high [heat-side]

—(Input 1_Output limiter high [cool-side]) to 0.0 %

—(Input 1_Output limiter high [cool-side]) to —(Input 1_Output limiter low [cool-side])

Input 1_Output limiter high [cool-side] < 0.0 %, AND Input 1_Output limiter high [heat-side] < 0.0 %
3 Displayed when Input 1 is with Level-PID AND any code other than “Cascade control” is selected in Select function for input 2.

4 Input 1_Level PID settings 1 to 7 always maintain the following relation.
(Input 1_Level PID setting 1) < (Input 1_Level PID setting 2) < (Input 1_Level PID setting 3) < (Input 1_Level PID setting 4) < (Input 1_Level PID setting 5) <
(Input 1_Level PID setting 6) < (Input 1_Level PID setting 7)
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3.8 Setup Setting Mode [G]

m Setting group No. 52: Input 2_Control (Z.Lonl)

Factory User
No. Symbol Name Data range set value set value
— Sﬁ 5 E, Setting group No. 52 ' This is the first parameter symbol of Setting group No. 52 — —
106 2[4l || e e A e Input 2_Output limiter low to Input 2_Output limiter high -5.0
W output value '
107 2LEV I Input 2_Level PID setting 122 Input 2_Input range low to Input 2_Input range high Input 2_
’ [Varies with the setting of the Decimal point position.] Input range high

108 Input 2_Level PID setting 2 22 Same as Input 2_Level PID setting 1

BLEV | 2 pu 2. :
109 Input 2_Level PID setting 3 22 Same as Input 2_Level PID setting 1

cLEVd ™ g put e 9
110 Input 2_Level PID setting 4 23 Same as Input 2_Level PID setting 1

LEWY [z z T 2
111 Input 2_Level PID setting 5 22 Same as Input 2_Level PID setting 1

2LEVS [z ? P2 2
112 Input 2_Level PID setting 6 22 Same as Input 2_Level PID setting 1

PLEVE | 2 pu 2. :
113 Ep L 1 r‘p Input 2_Level PID setting 7 22 Same as Input 2_Level PID setting 1

[] Displayed in case of FZ400/900.

" Displayed if “2-loop control/Differential temperature control” is selected in “Select function for input 2.”
2 Displayed when Input 2 is with Level-PID AND “2-loop control/Differential temperature control” is selected in “Select function for input 2.”
3 Input 2_Level PID settings 1 to 7 always maintain the following relation.
(Input 2_Level PID setting 1) < (Input 2_Level PID setting 2) < (Input 2_Level PID setting 3) < (Input 2_Level PID setting 4) < (Input 2_Level PID setting 5) <
(Input 2_Level PID setting 6) < (Input 2_Level PID setting 7)

m Setting group No. 53: Input 1_Tuning ( /./UnE)

Factory User
No. Symbol Name Data range set value set value
— 5 n 5 3 Setting group No. 53 This is the first parameter symbol of Setting group No. 53 — —
114 ‘I FH‘ l':l Input 1_AT bias —(Input 1_Input span) to +(Input 1_Input span) 0
: When Control with PV select:
—(PV select input span) to +(PV select input span)
[Varies with the setting of the Decimal point position.]
115 ’4 'q’r ,r iNI' Input 1_AT remaining time monitor | 0 hours 00 minutes to 48 hours 00 minutes — —
116 1IN ‘E Input 1_AT/ST status monitor 0: AT/ST complete — —
LUy 1: AT running now
2: ST running now
—1: Aborted. Setting changed.
—2: Aborted. Abnormal input.
-3: Aborted. Timeout.
—4: Aborted. Abnormal calculated values.
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m Setting group No. 54: Input 2_Tuning (2.7 UnE)

Factory User
No. Symbol Name Data range set value set value
— Sﬁ 5 1_, Setting group No. 54 * This is the first parameter symbol of Setting group No. 54 — —
117 E’ F”_ b Input 2_AT bias * —(Input 2_Input span) to +(Input 2_Input span) 0
. [Varies with the setting of the Decimal point position.]
118 C_, I~ M | Input 2_AT remaining time 0 hours 00 minutes to 48 hours 00 minutes — —
oYl 0 0 monitor *
119 Lj Iy Input 2_AT/ST status monitor * 0:  AT/ST complete — —
Uy 1: AT running now
2: ST running now
—1: Aborted. Setting changed.
—2: Aborted. Abnormal input.
-3: Aborted. Timeout.
—4: Aborted. Abnormal calculated values.
[ ] Displayed in case of FZ400/900.
* Displayed when “2-loop control/Differential temperature control” is selected in “Select function for input 2.”
m Setting group No. 55: Position proportioning control (Pa5/ I")
Factory User
No. Symbol Name Data range set value set value
— S n 5 5 Setting group No. 55 * This is the first parameter symbol of Setting group No. 55 — —
120 UEN_'I Open/Close output neutral zone * | 0.1 to 10.0 % of output 2.0
4
121 'J’H'_:l Open/Close output differential 0.1 to 5.0 % of output 1.0
gap *
* Displayed when the control action is Position proportioning PID control.
m Setting group No. 57: Proactive (PALT)
Factory User
No. Symbol Name Data range set value set value
— 5 n 5 r’y Setting group No. 57 This is the first parameter symbol of Setting group No. 57 — —
122 r~ | FF amount learning ' Oto3 0
F F 5' 0: No learning
+1: Learn Input 1
+2: Learn Input 2
To select two or more functions, sum each value.
123 I'E ¥ CI’U‘ Input 1_Determination point of —(Input 1_Input span) to +(Input 1_Input span) -1
’ external disturbance When Control with PV select:
—(PV select input span) to +(PV select input span)
[Varies with the setting of the Decimal point position.]
124 LjE /\\/d | | Input 2_Determination point of —(Input 2_Input span) to +(Input 2_Input span) =
: Y| external disturbance 2 [Varies with the setting of the Decimal point position.]

[] Displayed in case of FZ400/900.

' Displayed when Bottom suppression function is valid.

2 Displayed when “2-loop control/Differential temperature control” or “Cascade control” is selected in “Select function for input 2.”
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m Setting group No. 58: 2-input function (2PH)

Factory User
No. Symbol Name Data range set value set value
— 5 n 5 5: Setting group No. 58 "2 This is the first parameter symbol of Setting group No. 58 — —
125 M FI, S P Cascade_Proportional band TC/RTD inputs: TC/RTD inputs:
* | (master-side) ' 1 (0.1, 0.01) to Input 1_Input span (Unit: °C [°F]) 30
[Varies with the setting of the Decimal point position.] \ ';F(;UtS:
Voltage (V)/Current (l) inputs: ;
0.1 to 1000.0 % of Input 1_Input span
126 IM H S ! Cascade_|Integral time 1 to 3600 seconds, 0.1 to 3600.0 seconds or 240
P (master-side) ! 0.01 to 360.00 seconds
[Varies with the setting of the Integral/Derivative time decimal
point position.]
127 IM H S d Cascade_Derivative time 0 to 3600 seconds, 0.0 to 3600.0 seconds or 60
T30 | (master-side) 0.00 to 360.00 seconds
0 (0.0, 0.00): PI action
[Varies with the setting of the Integral/Derivative time decimal
point position.]
128 5 L 17 P Cascade_Proportional band TC/RTD inputs: TC/RTD inputs:
© | (slave-side) ' 1 (0.1, 0.01) to Input 2_Input span (Unit: °C [°F]) 30
[Varies with the setting of the Decimal point position.] \ ';F(;UtS:
Voltage (V)/Current (I) inputs: ;
0.1 to 1000.0 % of Input 2_Input span
129 5 l’. I'// ': Cascade_|Integral time 1 to 3600 seconds, 0.1 to 3600.0 seconds or 240
(slave-side) ' 0.01 to 360.00 seconds
[Varies with the setting of the Integral/Derivative time decimal
point position.]
130 5 L 17 d Cascade_Derivative time 0 to 3600 seconds, 0.0 to 3600.0 seconds or 60
= | (slave-side) ' 0.00 to 360.00 seconds
0 (0.0, 0.00): PI action
[Varies with the setting of the Integral/Derivative time decimal
point position.]
131 r C/F Cascade_Digital filter ! 0.0 to 100.0 seconds 10.0
ke 0.0: Filter OFF
132 l': SE H Cascade_Scale high ' Cascade_Scale low to Input 2_Setting limiter high Input 2_
. [Varies with the setting of the Decimal point position.] Setting limiter high
133 E 5 E L Cascade_Scale low ' Input 2_Setting limiter low to Cascade_Scale high Input 2_
. [Varies with the setting of the Decimal point position.] Setting limiter low
134 E'Pl‘// l,. 'l,/ PV select transfer level 2 Input 1_Input range low to Input 1_Input range high Input 1_
. [Varies with the setting of the Decimal point position.] Input range high
135 PV select transfer time 2 0.0 to 100.0 seconds
cPyvirM e

[ ] Displayed in case of FZ400/900.

' Displayed when “Cascade control” is selected in “Select function for input 2.”
2 Displayed when “Control with PV select” is selected in “Select function for input 2.”
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m Setting group No. 91: System (545)

No.

Symbol

Name

Data range

Factory
set value

User
set value

5R9 1

Setting group No. 91

This is the first parameter symbol of Setting group No. 91

136

IPHLd

Input 1_Peak hold monitor

Input 1_Input range low — (Input 1_5 % of input span)
to Input 1_Input range high + (Input 1_5 % of input span)
[Varies with the setting of the Decimal point position.]

137

I6HLd

Input 1_Bottom hold monitor

Input 1_Input range low — (Input 1_5 % of input span)
to Input 1_Input range high + (Input 1_5 % of input span)
[Varies with the setting of the Decimal point position.]

138

IHLdR

Input 1_Hold reset

Hal d: Hold
ESE: Reset
Returns to Hold state automatically after reset.

139

cPHLd

Input 2_Peak hold monitor *

Input 2_Input range low — (Input 2_5 % of input span)
to Input 2_Input range high + (Input 2_5 % of input span)
[Varies with the setting of the Decimal point position.]

140

chbHLd

Input 2_Bottom hold monitor *

Input 2_Input range low — (Input 2_5 % of input span)
to Input 2_Input range high + (Input 2_5 % of input span)
[Varies with the setting of the Decimal point position.]

141

cHLdR

Input 2_Hold reset *

Hal d: Hold
rESEM: Reset
Returns to Hold state automatically after reset.

[] Displayed in case of FZ400/900.

* This parameter is displayed when any of the following is selected in Select function for input 2: “Cascade control,” “Control with PV select,” “2-loop
control/Differential temperature control” or “Input circuit error alarm.”
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3.9 Engineering Mode [H]

Parameters in the Engineering mode should be set according to the application before
setting any parameter related to operation. Once the parameters in the Engineering
mode are set correctly, no further changes need to be made to parameters for the
same application under normal conditions. If they are changed unnecessarily, it may
result in malfunction or failure of the instrument. RKC will not bear any responsibility
for malfunction or failure as a result of improper changes in the Engineering mode.

/\ WARNING

L) NOTE
Parameters in Engineering mode are settable only when the controller is in STOP mode.

However, only checking can be made even in the RUN state.

®m Function block No. 10: Display (d5F)

No.

Symbol

Name

Data range

Factory
set value

User
set value

Frn il

Function block No. 10

This is the first parameter symbol of Function block No. 10

142

5PCH

STOP display selection

0
1
2

: Stop on PV display
: Stop on SV display
: Stop on MV display *

Selectable only for FZ400/900.

143

ALL

ALM lamp lighting condition

0

To select two or more functions, sum each value.

to 4095
0: OFF
+1: Event1
+2: Event 2
+4: Event 3
+8: Event 4
+16: Heater break alarm 1 (HBA1)
+32: Heater break alarm 2 (HBA2)
+64: Control loop break alarm 1 (LBA1)
+128: Control loop break alarm 2 (LBA2)
+256: Input 1_Input error high
+512: Input 1_Input error low
+1024: Input 2_Input error high
+2048: Input 2_Input error low

255

144

d5aP

PV flashing display at input error

: Flashing display
: Non-flashing display

145

1d5.5V

Show/Hide Input 1_SV

: Hide Input 1_SV
: Show Input 1_SV

146

cd5.5v

Show/Hide Input 2_SV '

: Hide Input 2_SV
: Show Input 2_SV

147

Id5My

Show/Hide Input 1_MV

: Hide

: Show Input 1_Manipulated output value (MV)
: Show Memory area soak time

: Show Current transformer 1 (CT1) input value
: Show Current transformer 2 (CT2) input value

148

cdsMy

Show/Hide Input 2_MV 2

AwN_2OlAwN_2O|2O|l20|=20

Hide

: Show Input 2_Manipulated output value (MV)
: Show Memory area soak time

: Show Current transformer 1 (CT1) input value
: Show Current transformer 2 (CT2) input value

[ ] Displayed in case of FZ400/900.

' Displayed when “2-loop control/Differential temperature control” or “Cascade control” is selected in “Select function for input 2.”
2 Displayed when “2-loop control/Differential temperature control” is selected in “Select function for input 2.”
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No.

Symbol

Name

Data range

Factory
set value

User
set value

149

U'S.I'VI'DI'\\II

Select hide items in Monitor mode

0 to 31
0: Show all
+1: Remote setting input value monitor
+2: Manipulated output value (MV) monitor
+4: Current transformer (CT) input value monitor
+8: Comprehensive event state
+16: Memory area soak time

To select two or more functions, sum each value.

0

150

d5Mod

Select hide items in Operation
transfer mode

0to 63
0: Show all
+1: RUN/STOP transfer
+2: Autotuning (AT)
+4: Startup tuning (ST)
+8: Auto/Manual transfer
+16: Remote/Local transfer
(Cascade mode transfer, PV select transfer,
2-loop control/Differential temperature control)
+32: Control area Local/External transfer

To select two or more functions, sum each value.

m Function block No. 11: Key operation (FEY)

No.

Symbol

Name

Data range

Factory
set value

User
set value

Fril

Function block No. 11

This is the first parameter symbol of Function block No. 11

151

GEr X

Data registration

0: SET key method
Used to register the Set value (SV) using the SET key.
1: Direct registration
Used to register the Set value (SV) without pressing the
SET key.

152

LC

FUNC key assignment

Unused

RUN/STOP transfer

Autotuning (AT) (Common to Input 1 and 2)
Input 1_Autotuning (AT)

Input 2_Autotuning (AT)

Auto/Manual transfer (Common to Input 1 and 2)
Input 1_Auto/Manual transfer

Input 2_Auto/Manual transfer

Remote/Local transfer

(Cascade mode transfer, PV select transfer,
2-loop control/Differential temperature control)
9: Control area Local/External transfer

10: Interlock release

11: Hold reset (Common to Input 1 and 2)

12: Input 1_Hold reset

13: Input 2_Hold reset

14: Set data unlock/lock transfer

15: Area jump

PN HLON 2O

153

FNIYP

FUNC key operation selection

0: Press once
The function set at “FUNC key assignment” is activated
upon a press of the FUNC key.

1: Press and hold

The function set at "FUNC key assignment" is activated by

holding the FUNC key pressed.

[] Displayed in case of FZ400/900.
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m Function block No. 21: Input 1 (/. ! AP)

Factory User
No. Symbol Name Data range set value set value
— F I_ll_j 'I Function block No. 21 This is the first parameter symbol of Function block No. 21 — —
154 1 MP Input 1_Input type 0: TCinputK 13: RTD input Pt100 Same as the input
Lob N 1: TCinputJ 14: RTD input JPt100 type of the input
2: TCinputR 15: Current input 0 to 20 mA DC | range code
3: TCinputS 16: Current input 4 to 20 mA DC | specified at the
4: TCinputB 17: Voltage input 0 to 10 V DC | time of order.
5: TCinputE 18: Voltage input0to 5V DC
6: TCinputN 19: Voltage input 1to 5V DC
7: TCinputT 20: Voltage input0to 1V DC
8: TCinput 21: Voltage input
W5Re/W26Re -10to +10 V DC
9: TCinput PLII 22: Voltage input -5to +5 V DC
10: TC input U 23: Voltage input 0 to 100 mV DC
11: TCinput L 24: Voltage input 0 to 10 mV DC
12: TC input PR40-20
155| y14n11 — | Input 1_Display unit’ 0: °C Same as the
LU 1: °F display unit of the
input range code
specified at the
time of order.
156 :P r CI’ID Input 1_Decimal point position 0: No decimal place Same as the
o i . X
1: One decimal place decimal point
2: Two decimal places position of the
3: Three decimal places |nputl r.ange code
. specified at the
4: Four decimal places .
time of order.
TC input: .
W5Re/W26Re, PR40-20: 0 (fixed) For V/l inputs: 1
Thermocouples other than those shown above: 0 to 1
RTD input: 0 to 2
Voltage (V)/Current (l) input:
In case of Input data type 0: 0 to 4
In case of Input data type 1: 0 to 3
When Control with PV select:
|:Decimal point position setting of Input 1 and Input 2 is ]
compared and the smaller will be used.
157 =Ty 5 H Input 1_Input range high (Input 1_Input range low + 1 digit) High limit value of
Lo to Input 1_Maximum value of input range the input range
[Varies with the setting of the Decimal point position.] code specified at
the time of order.
For V/l inputs:
100.0
158 IP r 5 1 |Input 1_Input range low Input 1_Minimum value of input range Low limit value of
[RUN to (Input 1_Input range high — 1 digit) the input range
[Varies with the setting of the Decimal point position.] code specified at
the time of order.
For V/l inputs: 0.0
159 P 1+ | Input 1_Input error determination | Input 1_Input error determination point (low) Input 1_
I- oV point (high) to Input 1_Input range high + (Input 1_5 % of input span) Input range high +
[Varies with the setting of the Decimal point position.] (Input 1_5 % of
input span)
160 | Pa 1) | Input 1_Input error determination | Input 1_Input range low — (Input 1_5 % of input span) * Input 1_
L Un point (low) to Input 1_Input error determination point (high) Input range low —
[Varies with the setting of the Decimal point position.] (Input 1_5 % of
* When Input type of Input 1 is RTD, low limit value is about input span)
2 Ohms.
(Pt100: —245.5 °C [-409.8 °F], JPt100: —237.6 °C [-395.7 °F])
161 | 1 1 |Input1_Temperature 0: No temperature compensation calculation 1
LUt compensation calculation 2 1: With temperature compensation calculation
162 Input 1_Burnout direction 2 0: Upscale 0
I ":'D 5 1: Downscale

' Displayed when “Input 1_Input type” is either Thermocouple (TC) or RTD.

2 Displayed when “Input 1_Input type” is Thermocouple (TC).
3 Displayed when “Input 1_Input type” is Thermocouple (TC) or Low voltage input (0 to 100 mV DC and 0 to 10 mV DC).
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Factory User
No. Symbol Name Data range set value set value
163 | Input 1_Square root extraction ' 0: Unused 0
I 5LR |[ee ;
1: Used
164 | 1 1 w112 | Input 1_Inverting input’ 0: Unused 0
Lo 1: Used
165 | l\l‘jr Input data type 0: Number of measured value digits: 5 Conforms to Input
FNeh Number of RKC communication digits: 7 range code to
Modbus: Double word specified at the
PLC communication: Double word time of ordering

(System data: Single word)
1: Number of measured value digits: 4
Number of RKC communication digits: 6 *
Modbus: Single word **
PLC communication: Single word
* Set “2” to handle the data of REX-D and its equivalent
models in RKC communication.
** The data of the FB series and its equivalent are included.

When changing the Input data type from 0 to 1 (or 2) and when
the present Input range has 5 digits (example: Input range
high: 1372.0), you need to configure the Input range to have 4
digits beforehand.

The unit of time depends on the Input data type.
In case of Input data type 0
FZ400/900: hour/minute/second, hour/minute,
minute/second
FZ110: hour/minute, minute/second
In case of Input data type 1
hour/minute, minute/second

' Displayed when Input 1 is Voltage (V)/Current (I).
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B Function block No. 22: Input 2 (¢. ! nP)

Factory User
No. Symbol Name Data range set value set value
— F ,_'E’:] Function block No. 22 ' This is the first parameter symbol of Function block No. 22 — —
166 8 'I NP Input 2_Input type "2 0: TCinputK 13: RTD input Pt100 Same as Input 1_
: 1: TCinputJ 14: RTD input JPt100 Input type
2: TCinputR 15: Current input 0 to 20 mA DC
3: TCinputS 16: Current input 4 to 20 mA DC | \wWhen Remote
4: TCinputB 17: Voltage input 0 to 10 V DC | setting input is
5. TCinputE 18: Voltage input 0to 5V DC | gpecified at the
6: TCinputN 19: Voltage input 1to 5V DC time of order, but
7. TCinputT 20: Voltage input 0 to 1V DC the input type is
8: TC input 21: Voltage input not specified: 17
W5Re/W26Re -10to +10 V DC
9: TCinput PLII 22: Voltage input -5to +5 V DC
10: TC input U 23: Voltage input 0 to 100 mV DC
11: TCinput L 24: Voltage input 0 to 10 mV DC
12: TC input PR40-20
- When Measured Input 2 is selected for FZ400/900:
0to24
- When Remote setting input is selected for FZ400/900:
15to0 24
- When Remote setting input is selected for FZ110:
15 to 22
167 1IN | Input2_Display unit 234 0: °C Same as Input 1_
E,U g0 ¢ 1: °F Display unitp
168 2PL4dP Input 2_Decimal point position 2* | 0: No decimal place Same as Input 1_
1: One decimal place Dec.lr.nal point
2: Two decimal places position
3: Three decimal places
4: Four decimal places
TC input:
W5Re/W26Re, PR40-20: 0 (fixed)
Thermocouples other than those shown above: 0 to 1
RTD input: 0 to 2
Voltage (V)/Current (I) input: For Input data type is 0: 0 to 4
For Input data type is 1: 0 to 3
169 L:' PG 5 H Input 2_Input range high ! TC/RTD inputs and Voltage (V)/Current (I) Inputs Same as Input 1_
. (For other than Remote setting input): Input range high
(Input 2_Input range low + 1 digit)
to Input 2_Maximum value of input range
Voltage (V)/Current (I) Inputs (For Remote setting input):
(Input 2_Input range low + 1 digit)
to Input 1_Maximum value of input range
[Varies with the setting of the Decimal point position.]
170 L:' PG Sl'_ Input 2_Input range low ' TC/RTD inputs and Voltage (V)/Current (I) Inputs Same as Input 1_
. (For other than Remote setting input): Input range low
Input 2_Minimum value of input range
to (Input 2_Input range high — 1 digit)
Voltage (V)/Current (I) Inputs (For Remote setting input):
Input 1_Minimum value of input range
to (Input 2_Input range high — 1 digit)
[Varies with the setting of the Decimal point position.]

[ ] Displayed in case of FZ400/900.

" For FZ400/900, this parameter is displayed when Remote setting input or Measured input 2 is supplied.
For FZ110, this parameter is displayed when Remote setting input is supplied.

2 Not displayed when “No function” is selected in “Select function for input 2.”

3 Displayed when Input 2 is either Thermocouple (TC) or RTD.
4 Not settable when Remote setting input or Control with PV select is selected.
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Factory User
No. Symbol Name Data range set value set value
171 Lj P 1+ | Input 2_Input error determination | Input 2_Input error determination point (low) Input 2_
. oV point (high) to Input 2_Input range high + (Input 2_5 % of input span) Input range high
[Varies with the setting of the Decimal point position.] + (Input 2_
5 % of input span)
172 C_’ Fu In1 | Input 2_Input error determination | Input 2_Input range low — (Input 2_5 % of input span) * Input 2_
. Uiy point (low) to Input 2_Input error determination point (high) Input range low
[Varies with the setting of the Decimal point position.] = (Input 2_
* When Input type of Input 2 is RTD, low limit value is about | © % of input span)
2 Ohms.
(Pt100: —245.5 °C [-409.8 °F], JPt100: —237.6 °C [-395.7 °F])
173 El r E UIE Input 2_Temperature 0: No temperature compensation calculation 1
. compensation calculation? ® 1: With temperature compensation calculation
174 l_j b o 5 Input 2_Burnout direction %4 0: Upscale 0
1: Downscale
175 Input 2_Square root extraction " ° :
Lj. SQ‘Q put2z_sq 0: Unused 0
1: Used
176 Input 2_Inverting input " ;
EJ. 'I N ‘l/ nput 2_Inverting inpu 0: Unused 0
1: Used

[ ] Displayed in case of FZ400/900.

" Not displayed when “No function” or “Remote setting input” is selected in “Select function for input 2.”

2 Not displayed when “No function” is selected in “Select function for input 2.”

3 Displayed when Input 2 is either Thermocouple (TC) or RTD.

4 Displayed when Input 2 is Thermocouple (TC) or Low voltage input (0 to 100 mV DC and 0 to 10 mV DC).
5 Displayed when Input 2 is Voltage (V)/Current (1).
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®m Function block No. 23: Digital input (d' )

No. Symbol

Name

Data range

Factory
set value

User
set value

— |Fr2d

Function block No. 23

This is the first parameter symbol of Function block No. 23

77 gi sL

DI1 function selection '

No function

RUN/STOP transfer

Auto/Manual transfer (Common to Input 1 and 2)

Input 1_Auto/Manual transfer

Input 2_Auto/Manual transfer

Remote/Local transfer

(Cascade mode transfer, PV select transfer,

2-loop control/Differential temperature control)

6: Interlock release

7: Hold reset (Common to Input 1 and 2)

8: Input 1_Hold reset

9: Input 2_Hold reset

10: Autotuning (AT) (Common to Input 1 and 2)

11: Input 1_Autotuning (AT)

12: Input 2_Autotuning (AT)

13: Set data unlock/lock transfer

14: Direct/Reverse action transfer

15: Memory area transfer (2 points, without area set signal)
16: Memory area transfer (8 points, without area set signal)
17: Memory area transfer (8 points, with area set signal)
18: Memory area transfer (16 points, without area set signal)
19: Memory area transfer (16 points, with area set signal)
20: Area jump

aRrwON=2O

Based on Model
code

(without area set signal)

178 dll 5 ) E; DI2 function selection 2 0to 14 Based on Model
L Same as DI1 function selection (0 to 14) code
179 Cl'l’ 5| 3 DI3 function selection 2 0to 14 Based on Model
L Same as DI1 function selection (0 to 14) code
180 dl 5 | L,i DI4 function selection ® 0to 14 Based on Model
= Same as DI1 function selection (0 to 14) code
181 E“ S I 5 DI5 function selection* 0to 14 Based on Model
& Same as DI1 function selection (0 to 14) code
182 EH 5 Il 5 DI6 function selection 0to 14 Based on Model
£ Same as DI1 function selection (0 to 14) code
183 El“ 1 n11s | Dllogic invert' 0 to 31 0
Ny L
0: No logic invert
+1: RUN/STOP transfer
+2: Auto/Manual transfer
+4: Remote/Local transfer
(Cascade mode transfer, PV select transfer,
2-loop control/Differential temperature control)
+8: Set data unlock/lock transfer
+16: Direct/Reverse action transfer
To select two or more functions, sum each value.
184 d' ™1 M | Area switching time' 1 to 5 seconds 2
[N

[ ] Displayed in case of FZ400/900.

' Displayed when Digital input function is supplied.
2 Displayed when Digital input function is supplied. For FZ110: Displayed when three Digital inputs (DI) are supplied.

3 Displayed when Digital input function is supplied. (FZ400/900 only)
4 Displayed when six Digital inputs (DI) are supplied. (FZ400/900 only)
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m Function block No. 30: Output (oUf)

No. Symbol Name

Data range

Factory
set value

User
set value

Function block No. 30

— |FRJl

This is the first parameter symbol of Function block No. 30

185 5| | | OUT1 function selection '
oaL i

No assignment

Input 1_Control output [heat-side] or [open-side]

Input 1_Control output [cool-side] or [close-side]

Input 2_Control output

Retransmission output

Logic calculation output (Event, HBA, LBA, Input error)
RUN state output

Input 1_Manual mode state output

Input 2_Manual mode state output

Remote mode state output (Cascade control state output,
Output of differential temperature control state,

Input 2 state output of Control with PV select)

10: Input 1_Autotuning (AT) state output

11: Input 2_Autotuning (AT) state output

12: Output while Set value of Input 1 is changing

13: Output while Set value of Input 2 is changing

14: Output of the communication monitoring result

15: FAIL output

CeNIAaARrON2O

Based on Model
code

186

0
—

Same as OUT1 function selection

Based on Model
code

187

Lj OUT2 function selection 2
3 OUT3 function selection 3

(A ]

Same as OUT1 function selection

188

o (O

—

OUT1 logic calculation selection '

c |-

0 to 4095
0: OFF
+1: Event 1
+2: Event 2
+4: Event 3
+8: Event4
+16: Heater break alarm 1 (HBA1)
+32: Heater break alarm 2 (HBA2)
+64: Control loop break alarm 1 (LBA1)
+128: Control loop break alarm 2 (LBA2)
+256: Input 1_Input error high
+512: Input 1_Input error low
+1024: Input 2_Input error high
+2048: Input 2_Input error low

To select two or more functions, sum each value.

189 OUT?2 logic calculation selection 2

—
9

Same as OUT1 logic calculation selection

Based on Model
code

190 OUT3 logic calculation selection 3

o (0

Same as OUT1 logic calculation selection

191 Energized/De-energized selection

Sc
=<

m |-
c
MW |

0to 127
0: All outputs are energized

+1: OUT1 de-energized

+2: OUT2 de-energized

+4: OUT3 de-energized

+8: DO1 de-energized
+16: DO2 de-energized
+32: DO3 de-energized
+64: DO4 de-energized

To select two or more functions, sum each value.

192 I 5 Interlock selection

0 to 4095
0: Unused
+1: Event1
+2: Event 2
+4: Event 3
+8: Event 4
+16: Heater break alarm 1 (HBA1)
+32: Heater break alarm 2 (HBA2)
+64: Control loop break alarm 1 (LBA1)
+128: Control loop break alarm 2 (LBA2)
+256: Input 1_Input error high
+512: Input 1_Input error low
+1024: Input 2_Input error high
+2048: Input 2_Input error low

To select two or more functions, sum each value.

' Displayed when OUT1 is supplied.
2 Displayed when OUT2 is supplied.
3 Displayed when OUT3 is supplied.
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Factory User
No. Symbol Name Data range set value set value
193 5 5 Output action at control stop Oto7 0
0: OFF
+1: Logic calculation output: Action continues
+2: Retransmission output: Action continues
+4: Instrument status output: Action continues
To select two or more functions, sum each value.
194 1IN Universal output type selection 0: Voltage pulse output 1
Uitk o (OUT3) * 1: Current output (4 to 20 mA DC)
2: Current output (0 to 20 mA DC)
* Displayed when OUT3 is supplied.
B Function block No. 31: Retransmission output 1 (Ao /)
Factory User
No. Symbol Name Data range set value set value
— FI'I 3 ’1 Function block No. 31 * This is the first parameter symbol of Function block No. 31 — —
195 F!' | | Retransmission output 1 type * 0: No retransmission output 0
o 1: Input 1_Measured value (PV)
2: Input 1_Local SV
3: Input 1_SV monitor value
4: Input 1_Deviation
5: Input 1_Manipulated output value [heat-side]
6: Input 1_Manipulated output value [cool-side]
7: Input 2_Measured value (PV)
8: Input 2_Local SV
9: Input 2_SV monitor value
10: Input 2_Deviation
11: Input 2_Manipulated output value
12: Remote setting input value
13: Current transformer 1 (CT1) input value
14: Current transformer 2 (CT2) input value
15: Measured value (PV) of differential temperature input
196 Retransmission output 1 No retransmission output, Input 1_Measured value (PV), Input | No retransmission

AHS |

scale high *

1_Local SV, Input 1_SV monitor value, and Remote setting
input value:

Input 1_Input range low to Input 1_Input range high

When Control with PV select:

[ PV select input range low to PV select input range high]

[Varies with the setting of the Decimal point position.]
Input 1_Deviation:

—(Input 1_Input span) to +(Input 1_Input span)

[Varies with the setting of the Decimal point position.]
Input 2_Measured value (PV), Input 2_Local SV, and Input 2_SV
monitor value:

Input 2_Input range low to Input 2_Input range high

[Varies with the setting of the Decimal point position.]
Input 2_Deviation:

—(Input 2_Input span) to +(Input 2_Input span)

[Varies with the setting of the Decimal point position.]
Manipulated output value:

-5.0to +105.0 %

Current transformer (CT) input value:

0.0 to 100.0 %

Measured value (PV) of differential temperature input:

—(Input 1_Input span) to +(Input 1_Input span)

[Varies with the setting of the Decimal point position.]

output, Input 1_
Measured value
(PV), Input 1_
Local SV, Input 1_
SV monitor value,
and Remote
setting input value:
Input 1_
Input range high
Control with PV
select: PV select
input range high
Input 1_Deviation:
+(Input 1_Input
span)

Input 2_Measured
value (PV), Input 2_
Local SV, and
Input 2_SV monitor
value:

Input 2_
Input range high
Input 2_Deviation:
+(Input 2_Input
span)
Manipulated output
value, and Current
transformer (CT)
input value: 100.0

Measured value
(PV) of differential
temperature input:

100

* Displayed when OUT1 type is Current output or Continuous voltage output.
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Factory User
No. Symbol Name Data range set value set value
197 FI“ 5 | | Retransmission output 1 No retransmission output, Input 1_Measured value (PV), Input | No retransmission
L | scale low * 1_Local SV, Input 1_SV monitor value, and Remote setting| output, Input 1_
input value: Measured value
Input 1_Input range low to Input 1_Input range high (PV), Input 1_
When Control with PV select: Local S\(' Input 1_
PV select input range low to PV select input range high SV monitor value,
[Varies with the setting of the Decimal point position.] e.md.Remote
Input 1_Deviation: setting input value:
- ) Input 1
—(Input 1_Input span) to +(Input 1_Input span) Inpu?:'):nge_low
[Varies with the setting of the Decimal point position.] Control with PV
:Tr:z::ér_\l\lllai?:.ured value (PV), Input 2_Local SV, and Input 2_SV select: PV select
’ input range low
Input 2_Input range low to Input 2_Input range high P 9 7
[Varies with the setting of the Decimal point position.] Inp(LIJ; 1[}'316\/"?“3:'
Input 2_Deviation: pspan_) P
—(Input 2_Input span) to +(Input 2_Input span)
[Varies with the setting of the Decimal point position.] Input 2_Measured
. . value (PV), Input 2_
Manipulated output value:
5010 +105.0 % Local SV, and
) Input 2_SV monitor
Current transformer (CT) input value: value:
0.0 to 100.0 % Inputé
Measured value (PV) of differential temperature input: Input range_low
—(Input 1_Input span) to +(Input 1_Input span) o
[Varies with the setting of the Decimal point position.] Input 2_Deviation:
—(Input 2_Input
span)
Manipulated output
value, and Current
transformer (CT)
input value: 0.0
Measured value
(PV) of differential
temperature input:
-100
* Displayed when OUT1 type is Current output or Continuous voltage output.
®m Function block No. 32: Retransmission output 2 (Aac)
Factory User
No. Symbol Name Data range set value set value
— F n 3':' Function block No. 32 * This is the first parameter symbol of Function block No. 32 — —
198 FO’D l_:' Retransmission output 2 type * Same as Retransmission output 1 type 0
199 Retransmission output 2 Same as Retransmission output 1 scale high
F',HSB scale high *
200 H: 5‘3 Retransmission output 2 Same as Retransmission output 1 scale low
LaJc *
scale low
* Displayed when OUT2 type is Current output or Continuous voltage output.
® Function block No. 33: Retransmission output 3 (Az3)
Factory User
No. Symbol Name Data range set value set value

Fn3d

Function block No. 33 *

This is the first parameter symbol of Function block No. 33

AL55

scale low *

201 FO’D 3 Retransmission output 3 type * Same as Retransmission output 1 type 1
202 FI’HS :"; Retransmission output 3 Same as Retransmission output 1 scale high

scale high *
203 Retransmission output 3 Same as Retransmission output 1 scale low

* Displayed when OUTS3 is supplied and “Universal output type selection” is “Current output.”
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m Function block No. 34: Digital output (do)

No. Symbol Name

Data range

Factory
set value

User
set value

Function block No. 34

— |FRdY

This is the first parameter symbol of Function block No. 34

204 DO1 function selection !
do5L |

No assignment

Logic calculation output (Event, HBA, LBA, Input error)
RUN state output

Input 1_Manual mode state output

Input 2_Manual mode state output

Remote mode state output

(Cascade control state output,

Output of differential temperature control state,
Input 2 state output of Control with PV select)
Input 1_Autotuning (AT) state output

Input 2_Autotuning (AT) state output

Output while Set value of Input 1 is changing
9: Output while Set value of Input 2 is changing
10: Output of the communication monitoring result
11: FAIL output

aRrwON=2O

o N

Based on Model
code

205 DO2 function selection ?
dabl?2

Same as DO1 function selection

Based on Model
code

206 DO3 function selection
dobl 3

Same as DO1 function selection

Based on Model
code

207 DO4 function selection ®
dobSLY

Same as DO1 function selection

Based on Model
code

208 —~ 1 | DO1 logic calculation selection '
doll | 9

0 to 4095
0: OFF
+1: Event1
+2: Event 2
+4: Event 3
+8: Event 4
+16: Heater break alarm 1 (HBA1)
+32: Heater break alarm 2 (HBA2)
+64: Control loop break alarm 1 (LBA1)
+128: Control loop break alarm 2 (LBA2)
+256: Input 1_Input error high
+512: Input 1_Input error low
+1024: Input 2_Input error high
+2048: Input 2_Input error low

To select two or more functions, sum each value.

Based on Model
code

209 d | r E; DO2 logic calculation selection 2 Same as DO1 logic calculation selection Based on Model
oLu code

210 d I 3 DO3 logic calculation selection ® Same as DO1 logic calculation selection Based on Model
oL u

code

211 | DO4 logic calculation selection ®
dol LY g

Same as DO1 logic calculation selection

Based on Model
code

[ ] Displayed in case of FZ400/900.
" Displayed when Digital output (DO) is supplied.

2 For FZ400/900, this parameter is displayed when four Digital outputs (DO) are supplied.
For FZ110, this parameter is displayed when two Digital outputs (DO) are supplied.

3 Displayed when four Digital outputs (DO) are supplied.
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B Function block No. 41: Event 1 (EH /)

Factory User
No. Symbol Name Data range set value set value
— F n ,_'; 'I Function block No. 41 This is the first parameter symbol of Function block No. 41 — —
212 1/ | | Event 1 assignment * 1: Input 1 1
E 4 H ! 2: Input 2
3: Differential temperature input
213 E 5 ,: Event 1 type 0: None If the Event type is
1: Deviation high (Using SV monitor value) @ specified by the
2: Deviation low (Using SV monitor value)? initial setting code
3:  Deviation high/low (Using SV monitor value) @ when ordering,
4: Band (Using SV monitor value) @ that Event type will
5: Deviation high/low (Using SV monitor value) be the factory set
[High/Low individual setting] @ value.
6: Band (Using SV monitor value) .
[High/Low individual setting] ® If the Event type is
7: SV high (Using SV monitor value) not specified: 1
8: SV low (Using SV monitor value)
9: Process high ®
10: Process low ®
11: Deviation high (Using local SV) @
12: Deviation low (Using local SV) @
13: Deviation high/low (Using local SV) @
14: Band (Using local SV)?
15: Deviation high/low (Using local SV)
[High/Low individual setting] @
16: Band (Using local SV) [High/Low individual setting] @
17: SV high (Using local SV)
18: SV low (Using local SV)
19: MV high [heat-side] > ©
20: MV low [heat-side] ® ¢
21: MV high [cool-side] ®
22: MV low [cool-side] ©
23: Process high/low [High/Low individual setting] ®
24: Process band [High/Low individual setting] ®
2 Event hold and re-hold action is available.
b Event hold action is available.
¢ When the instrument is specified as position proportioning
PID control with feedback resistance, this item becomes
Feedback resistance (FBR) input.
214 E HCI I' Event 1 hold action 0: Hold action OFF If the Event type is
1: Hold action ON specified by the
2: Re-hold action ON initial setting code
Setting hold or re-hold action on the event that is not available when ordering, the
with hold and re-hold actions will just be ignored. factory set value of
Event hold action
differs depending
on the Event type.
If the Event type is
not specified: 0
215 EH ,: Event 1 differential gap Deviation, Process and SV: Deviation, Process
o If event assignment is either Input 1 or Differential and SV:
temperature. TC/RTD inputs: 2
0 to Input 1_Inpu_t span . Vil inputs:
(When Control with PV select: 0 to PV select input span) | g 5 o, of input span
. g?vent assignment is Input 2 MV: 0.2
o Input 2_Input span
[Varies with the setting of the Decimal point position.]
MV:
0.0to 110.0 %
216 ,:(/ Ir ,: Event 1 timer 0.0 to 600.0 seconds 0.0

[ ] Displayed in case of FZ400/900.

* Displayed when “2-loop control/Differential temperature control” or “Cascade control” is selected in “Select function for input 2.”
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B Function block No. 42: Event 2 (EH?)

Factory User
No. Symbol Name Data range set value set value
— F n ,_”:] Function block No. 42 This is the first parameter symbol of Function block No. 42 — —
217 E ‘:// HE Event 2 assignment * Same as Event 1 assignment
218 E 5 Lj Event 2 type Same as Event 1 type
219 Event 2 hold action Same as Event 1 hold action
EHod
220 E H’_j Event 2 differential gap Same as Event 1 differential gap
221 E 1 ‘j Event 2 timer Same as Event 1 timer
vioC
[ ] Displayed in case of FZ400/900.
* Displayed when “2-loop control/Differential temperature control” or “Cascade control” is selected in “Select function for input 2.”
B Function block No. 43: Event 3 (E43)
Factory User
No. Symbol Name Data range set value set value
— F n ,_’ :—,y Function block No. 43 This is the first parameter symbol of Function block No. 43 — —
222 [ Ha Event 3 assignment * Same as Event 1 assignment
223 E 5 3 Event 3 type Same as Event 1 type
224 Event 3 hold action Same as Event 1 hold action
EHod
225 E H 3 Event 3 differential gap Same as Event 1 differential gap
226 % ’r 3 Event 3 timer Same as Event 1 timer
[ ] Displayed in case of FZ400/900.
* Displayed when “2-loop control/Differential temperature control” or “Cascade control” is selected in “Select function for input 2.”
B Function block No. 44: Event 4 (E4Y)
Factory User
No. Symbol Name Data range set value set value

FrY

Function block No. 44

This is the first parameter symbol of Function block No. 44

Eviyd

227 [ H L.l Event 4 assignment * Same as Event 1 assignment

228 E 5 ,_'; Event 4 type Same as Event 1 type

229 Event 4 hold action Same as Event 1 hold action
EHoH

230 E H ‘_': Event 4 differential gap Same as Event 1 differential gap

231 Event 4 timer Same as Event 1 timer

[ ] Displayed in case of FZ400/900.

* Displayed when “2-loop control/Differential temperature control” or “Cascade control” is selected in “Select function for input 2.”
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B Function block No. 45

: CT1 (CF 1)

Factory User
No. Symbol Name Data range set value set value
— F n ,_'; 5 Function block No. 45 * This is the first parameter symbol of Function block No. 45 — —
232 rr | | CT1assignment * 0: None 1
L 1: OUTH
2: OUT2
3: OUT3
233 r rt | | CT1 type * 0: CTL-6-P-N Based on Model
LELi 1 CTL-12-S56-10L-N code
2: CTL-6-P-Z
234 I‘,I"D | | CT1 ratio * 0 to 9999 If CTL-6-P-N or
\ .
L ! When the CT type is changed, the following value will be CTL-6-P-Zis
automatically set. specified for the
CTL-6-P-N: 800 Current transformer
CTL-12-S56-10L-N: 1000 (CT) type: 800
CTL-6-P-Z: 800 If CTL-12-S56-10L
-N is specified for
the Current
transformer (CT)
type: 1000
235 r1 r ¢ |CT1low input cut-off * 0.0t0 1.0 A 0.0
[y Sy )
* Displayed when Current transformer (CT) input is supplied.
B Function block No. 46: CT2 (L 2)
Factory User
No. Symbol Name Data range set value set value
— F n LJ'E Function block No. 46 * This is the first parameter symbol of Function block No. 46 — —
236 rr IC’B CT2 assignment * 0: None Based on Model
&0 1: OUT1 code
2: OUT2
3: OUT3
237 rr b Lj CT2 type * 0: CTL-6-P-N Based on Model
&0 1 CTL-12-S56-10L-N code
2: CTL-6-P-Z
238 r ,l‘ RE CT2 ratio * 0 to 9999 If CTL-6-P-N or
L When the CT type is changed, the following value will be CTL-6-P-Zis
automatically set. specified for the
CTL-6-P-N: 800 Current transformer
CTL-12-S56-10L-N: 1000 (CT) type: 800
CTL-6-P-Z: 800 If CTL-12-S56-10L
-N is specified for
the Current
transformer (CT)
type: 1000
239 r r‘Lj CT2 low input cut-off * 00to1.0A 0.0
LLL
[ ] Displayed in case of FZ400/900.
* Displayed when two Current transformer (CT) inputs are supplied.
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B Function block No. 50: Control ({onl)

Factory User
No. Symbol Name Data range set value set value
— F n 5 "_I_' Function block No. 50 This is the first parameter symbol of Function block No. 50 — —
240 Pd Hot/Cold start 0: Hot start 1 0
1: Hot start 2
2: Cold start
3: STOP start
241 aMl'/ ’r 5 Manual manipulated output value | 0: The last manipulated output value 0
/ selection (Balanceless-bumpless function)
1: Manual manipulated output value
242 ,r ,Q.'\’ SV tracking 0to3 1
0: No SV tracking function
+1: SV tracking at transferring Remote/Local *
* Including Cascade mode transfer, 2-loop control/
Differential temperature control transfer
+2: SV tracking at transferring Auto/Manual
To select two or more functions, sum each value.
243 I: CI'C’P Integral/Derivative time decimal 0: No decimal place 0
point position 1: One decimal place
2: Two decimal places
244 5 I 5 ST start condition 0: Activate the Startup tuning (ST) function when the power is 0
! turned on; when transferred from STOP to RUN; or when
the Set value (SV) is changed.
1: Activate the Startup tuning (ST) function when the power is
turned on; or when transferred from STOP to RUN.
2: Activate the Startup tuning (ST) function when the Set value
(SV) is changed.
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B Function block No. 51: Input 1_Control ( /.Lonl)

Factory User
No. Symbol Name Data range set value set value
— F n 5 'I Function block No. 51 This is the first parameter symbol of Function block No. 51 — —
245 | 5 Input 1_Control action 0: Brilliant I PID control (direct action) Control action
I o 1: Brilliant Il PID control (reverse action) specified at the
2: Birilliant Il Heat/Cool PID control [water cooling] time of order.
3: Brilliant [l Heat/Cool PID control [air cooling]
4: Birilliant Il Heat/Cool PID control [Cooling linear type]
5: Brilliant Il Position proportioning PID control (reverse action)
6: Brilliant Il Position proportioning PID control (direct action)
For cascade control, only 0 or 1 is selectable.
246 | ID’ | | Input 1_Output change rate limiter | 0.0 to 1000.0 %/seconds of manipulated output 0.0
I OU 1 (up) heat-side] " 0.0: OFF
247 | Pd Input 1_ Output change rate limiter | 0.0 to 1000.0 %/seconds of manipulated output 0.0
I an (down) [heat-side] ' 0.0: OFF
248 :F’ 1/ F Input 1_Action (high) input error 0: Control continues (with the latest output) 2
avc 1: Manipulated output value at input error (Manual mode)
The operation mode is switched to the Manual mode and
the Input 1_Manipulated output value at input error is
output.
2: Manipulated output value at input error (Auto mode)
The operation mode remains in the Auto mode and the
Input 1_Manipulated output value at input error of is
output. When the error is recovered, the operation mode is
switched to the PID control.
249 :F.] ] II“E Input 1_Action (low) input error 0: Control continues (with the latest output) 2
LETLN 1: Manipulated output value at input error (Manual mode)
The operation mode is switched to the Manual mode and
the Input 1_Manipulated output value at input error is
output.
2: Manipulated output value at input error (Auto mode)
The operation mode remains in the Auto mode and the
Input 1_Manipulated output value at input error of is
output. When the error is recovered, the operation mode is
switched to the PID control.
250 ‘I F) 5 INI' Input 1_Manipulated output value | PID control, Position proportioning PID control: PID control,
) at input error -5.0t0 +105.0 % Position
Heat/Cool PID control: proportioning PID
—-105.0 to +105.0 % control: -5.0
Heat/Cool PID
control: 0.0
251 | F’ M1, | Input 1_ Manipulated output value |-5.0 to +105.0 % -5.0
L. IVTIV 1 3t STOP [heat-side]
252 ‘I F’Cl'lq Input 1_Start determination point | 0 to Input 1_Input span 3 % of
. (When Control with PV select: 0 to PV select input span) Input 1_Input span
0: Operation starts from any start state selected by Hot/Cold Control with
start PV select:
[Varies with the setting of the Decimal point position.] 3% of PV select
input span
253 “_ Pl' d Input 1_Level PID action 0: Switching by Memory area number 0
selection 2 1: Switching by Set value (SV) (Level PID action)
2: Switching by Measured value (PV) (Level PID action)
254 ‘I l'_ H 5 Input 1_Level PID differential gap 2| 0 to Input 1_Input span TC/RTD inputs: 2
: (When Control with PV select: 0 to PV select input span) VIl inputs:
[Varies with the setting of the Decimal point position.] 0.2 % of
Input 1_input span
Control with PV
select:
0.2 % of PV select
input span
' Not displayed when Control action is Position proportioning PID action.
2 Displayed when any code other than “Cascade control” is selected in “Select function for input 2.”
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®m Function block No. 52: Input 2_Control (¢.Lan")

Factory User
No. Symbol Name Data range set value set value
— F n 5 E’ Function block No. 52 ' This is the first parameter symbol of Function block No. 52 — —
255 Ep 5 Input 2_Control action ' 0: Brilliant Il PID control (direct action) Same as Input 1_
. o 1: Brilliant Il PID control (reverse action) Control action
256 Ep Fu | | Input 2_Output change rate limiter | 0.0 to 1000.0 %/seconds of manipulated output 0.0
- B )2 0.0: OFF
257 Ep IQO' Input 2_Output change rate limiter | 0.0 to 1000.0 %/seconds of manipulated output 0.0
- 0 (down) 2 0.0: OFF
258 Lj ‘q 1/ E Input 2_Action (high) input error 2 | 0: Control continues (with the latest output) 2
av 1: Manipulated output value at input error (Manual mode)
The operation mode is switched to the Manual mode and
the Input 2_Manipulated output value at input error is
output.
2: Manipulated output value at input error (Auto mode)
The operation mode remains in the Auto mode and the
Input 2_Manipulated output value at input error of is
output. When the error is recovered, the operation mode is
switched to the PID control.
259 E) H | IIME Input 2_Action (low) input error 2 0: Control continues (with the latest output) 2
STUIN 1: Manipulated output value at input error (Manual mode)
The operation mode is switched to the Manual mode and
the Input 2_Manipulated output value at input error is
output.
2: Manipulated output value at input error (Auto mode)
The operation mode remains in the Auto mode and the
Input 2_Manipulated output value at input error of is
output. When the error is recovered, the operation mode is
switched to the PID control.
260 Lj P S M | Input 2_Manipulated output value |-5.0 to +105.0 % 5.0
: F 1 at input error 2
261 El M1/ | Input 2_Manipulated output value |-5.0to +105.0 % 5.0
- WVt sTop 2
262 Lj PD’H Input 2_Start determination point ! | 0 to Input 2_Input span 3 % of
. 0: Operation starts from any start state selected by Hot/Cold | Input 2_Input span
start
[Varies with the setting of the Decimal point position.]
263 Lj l'_ F’I‘ Cl' Input 2_Level PID action 0: Switching by Memory area number 0
. selection 2 1: Switching by Set value (SV) (Level PID action)
2: Switching by Measured value (PV) (Level PID action)
264 Lj l'_ H 5 Input 2_Level PID differential gap 2 | 0 to Input 2_Input span TC/RTD inputs: 2
. [Varies with the setting of the Decimal point position.] VIl inputs:
0.2 % of
Input 2_input span

[ ] Displayed in case of FZ400/900.

' Displayed when “2-loop control/Differential temperature control” or “Cascade control” is selected in “Select function for input 2.”

2 Displayed when “2-loop control/Differential temperature control” is selected in “Select function for input 2.”
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®m Function block No. 55: Position proportioning control (Po5! ')

Factory User
No. Symbol Name Data range set value set value
— F n 5 5 Function block No. 55 This is the first parameter symbol of Function block No. 55 — —
265 H b R Action at feedback resistance 0: Action depending on the value action at STOP 0
(FBR) input error "2 1: Control action continued
266 P 5 Feedback adjustment "2 When the <MODE key is pressed and held for 5 seconds, Add —
o Feedback adjustment is automatically started.
AdJ:  Adjustment end
oPEn:  During adjustment on the open-side
CLoS5E: During adjustment on the close-side
Err:  Adjustment error
267 MCI 'r Control motor time 5 to 1000 seconds 10
268 | H Integrated output limiter 0.0 to 200.0 % of control motor time 150.0
oL .
0.0: OFF
269 1/ F" Valve action at STOP ' 0: Close-side output OFF, Open-side output OFF 0
L 1: Close-side output ON, Open-side output OFF
2: Close-side output OFF, Open-side output ON
270 H F'; 5 Action at saturated output "2 0: Invalid (The close-side [or open-side] output turns to OFF 0
o when the valve position is fully closed [or opened]).
1: Valid (The close-side [or open-side] output remains ON
state when the valve position is fully closed [or opened]).
[ ] Displayed in case of FZ400/900.
' Displayed when the Control action is a Position proportioning PID control.
2 Displayed when a Feedback resistance (FBR) input is supplied.
B Function block No. 56: Input 1_Cooling control ( /.Loal)
Factory User
No. Symbol Name Data range set value set value
— F n 5 5 Function block No. 56 * This is the first parameter symbol of Function block No. 56 — —
271 llD ’1_7 | 'C Input 1_Output change rate limiter | 0.0 to 1000.0 %/seconds of manipulated output 0.0
LIVLE ) (4p) [cool-side] * 0.0: OFF
272 PCI’ Input 1_Output change rate limiter | 0.0 to 1000.0 %/seconds of manipulated output 0.0
Lonoc (down) [cool-side] * 0.0: OFF
273 IP M1/ Input 1_Manipulated output value | -5.0to +105.0 % -5.0
[NV C | 2t STOP [cool-side] *
274 ) “—_” Undershoot suppression factor * | 0.000 to 1.000 Water cooling:
o 0.100
Air cooling:
0.250
Cooling linear:
1.000
275 Overlap/Deadband reference 0.0to 1.0 0.0
dbPA | o
* Displayed when the Control action is Heat/Cool PID control.
® Function block No. 57: Proactive (PALT)
Factory User
No. Symbol Name Data range set value set value
— F n 5 r’y Function block No. 57 * This is the first parameter symbol of Function block No. 57 — —
276 Bottom suppression function * 0: No function 0

b M5P

1: FF amount is added by level
2: FF amount is forcibly added

* Displayed when the Control action is other than Position proportioning PID control.
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m Function block No. 58: 2-input function (ZPH)

Factory User
No.| Symbol Name Data range set value set value
— F n 5 EI’ Function block No. 58 This is the first parameter symbol of Function block No. 58 — —
277 EP 1, | Select function for input 2 1 0: No function +FZ400/900:
14 : A

1: Remote setting input When the Remote

2: 2-loop control/Differential temperature control setting input is

3: Control with PV select specified: 1

4: Cascade control (Slave single <> Cascade) * When the

5: Cascade control (Master single <> Cascade) * Measured input 2

6: Input circuit error alarm is specified: 2

* This parameter cannot be specified if the instrument is a | .p7410. 4
Heat/Cool PID or a Position proportioning PID type.

e When Measured input 2 is selected for FZ400/900 at the
time of order: 0 to 6

* When the Remote setting input is selected for FZ400/900 or
when the Remote setting input is selected for FZ110: 0 to 1

278 | m H 5 H [~ | Cascade_AT mode 0: Easy adjustment (AT: one cycle) TC/RTD inputs: 0
i 4l (master-side) 2 1: Load factor adjustment (AT: 2 cycles) Vil inputs: 1
279 | 1, O |Cascade AT mode 0: Easy adjustment (AT: one cycle) TC/RTD inputs: 0
Ly (slave-side) 2 1: Load factor adjustment (AT: 2 cycles) Vil inputs: 1
280 LDPV ‘I’ ~ | Selection of PV select trigger * 0: Switching by level 0
Ty 1: Switching by signal (Key, DI and Communication)
281 ’g E Fl' Input circuit error alarm set value * | 0 to Input 1_Input span TC/RTD inputs: 10
0: No function V/l inputs:
[Varies with the setting of the Decimal point position.] 5 % of

Input 1_Input span

[ ] Displayed in case of FZ400/900.
' For FZ400/900, this parameter is displayed when Remote setting input or Measured input 2 ** is supplied.
For FZ110, this parameter is displayed when Remote setting input is supplied.
** Even if Measured input 2 is specified at the time of order, the Remote setting input can be selected later. In this case, thermocouple (TC) or RTD can be
selected as a Remote setting input type. (If Remote setting input is specified, selecting a thermocouple or an RTD is not available.)
2 Displayed when “Cascade control” is selected in “Select function for input 2.”
3 Displayed when “Control with PV select” is selected in “Select function for input 2.”
* Displayed when “Input circuit error alarm” is selected in “Select function for input 2.”
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® Function block No. 60: Communication (5(/)

Factory User
No. Symbol Name Data range set value set value
— ‘C I_IEI "_I_' Function block No. 60 * This is the first parameter symbol of Function block No. 60 — —
282 r MID 5 Communication protocol * 0: RKC communication When the
L 1: Modbus communication
(Order of data transfer: upper word to lower word) protocol is
. specified at the
2: Modbus ;
time of order, the
(Order of data transfer: lower word to upper word) specified
3: PLC communication communication
(MITSUBISHI MELSEC series special protocol protocol will be the
QnA-compatible 3C frame [format 4]) factory preset
value.
With
communication,
communication
protocol not
specified: 0
283 Hdd Device address * RKC communication: 0 to 99 RKC
Modbus: 1 to 99 communication: 0
PLC communication: 0 to 30 Modbus: 1
PLC
communication: 0
284 Communication speed * 0: 2400 bps 3
b P 5 1: 4800 bps
2: 9600 bps
3: 19200 bps
4: 38400 bps
5. 57600 bps
285 4‘3 ) [~ | Data bit configuration * Oto 11 0
hi See Data bit configuration table
286 ,; N'r‘ Interval time * 0to 250 ms 10
287 CMRM CommuTication response E-—EUUG“-“— SV display unit _ _
monitor e
Communication response monitor
0: Normal response
1: Overrun error
2: Parity error
4: Framing error
8: Receive buffer overflow
If two or more errors occur, the error values
are summed up. Errors are displayed in the
hexadecimal format (0 to F).
— 0 (fixed)
Reception status monitor *
Transmission status monitor *
* Each time signal is sent or received, 0 and 1
are displayed in turns.
Lights off
* Displayed when Communication function is supplied.
Data bit configuration table
Set value Data bit Parity bit Stop bit Set value Data bit Parity bit Stop bit
0 8 Without 1 6 7 Without 1
1 8 Without 2 7 7 Without 2
2 8 Even 1 8 7 Even 1
3 8 Even 2 9 7 Even 2
4 8 Odd 1 10 7 Odd 1
5 8 Odd 2 11 7 Odd 2
[ : Not settable for Modbus
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m Function block No. 62: PLC communication (nAF)

Factory User
No. Symbol Name Data range set value set value
— F I_IEI ’:] Function block No. 62 ' This is the first parameter symbol of Function block No. 62 — —
- p PP
288 MPRE E Register type Mitsubishi .PLC . 0
0: D register (data register)
1: R register (file register)
2: W register (link register)
3: ZR register
(Method of specifying consecutive numbers when
32767 of R register is exceeded.)
289 | m Register start number Oto15 0
MP.5RH (High-order 4-bit) !
290 | m | | Register start number 0 to 65535 1000
MP.SRL (Low-order 16-bit) *
291 Monitor item register bias ' 12 to 65535
MPMad 9 12
292 MPS'F b Setting item register bias ' 0 to 65535 0
293 MP I~ m | Instrument link recognition time ' | 0 to 255 seconds 5
L N S ]
294 PLC response waiting time ' 0 to 3000 ms
MPI Mo P 9 25
295 MF; 5 I~ M | PLC communication start time ' 1 to 255 seconds 5
oL
296 Slave register bias ' 0 to 65535
MP5SLbE 9 80
297 MPMHD’ Number of recognizable devices' |0 to 30 8
" Displayed when both Communication function and PLC communication protocol are supplied.
B Function block No. 70: Memory area (A-ER)
Factory User
No. Symbol Name Data range set value set value
— F n F,;U Function block No. 70 This is the first parameter symbol of Function block No. 70 — —
298 1/ ID I~ | Setting change rate limiter unit 1 to 3600 seconds 60
VN -
time
299 5 r ij Soak time unit 0: 0 hours 00 minutes to 99 hours 59 minutes 1
! 1: 0 minutes 00 seconds to 199 minutes 59 seconds
2: 0 hours 0 minutes 0 seconds
to 9 hours 59 minutes 59 seconds
In case of Input data type 0: 0 to 2
In case of Input data type 1: 0 or 1
® Function block No. 71: Input 1_Setting limiter (! SHL)
Factory User
No. Symbol Name Data range set value set value
— F n r’; ll Function block No. 71 This is the first parameter symbol of Function block No. 71 — —
300 ’1 5 l'_ H Input 1_Setting limiter high Input 1_Setting limiter low to Input 1_Input range high Input 1_
’ When Control with PV select Input range high
Input 1_Setting limiter low to PV select input range high Control with PV )
[Varies with the setting of the Decimal point position.] select: PV select
input range high |
301 ’: 5 L l,_ Input 1_Setting limiter low Input 1_Input range low to Input 1_Setting limiter high Input 1_
When Control with PV select Input range low
PV select input range low to Input 1_Setting limiter high Control with PV )
[Varies with the setting of the Decimal point position.] select: PV select
input range low |
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3.9 Engineering Mode [H]

®m Function block No. 72: Input 2_Setting limiter (2. 5HL)

Factory User
No. Symbol Name Data range set value set value
— F n r,'E Function block No. 72 * This is the first parameter symbol of Function block No. 72 — —
302 E’ 5 I H Input 2_Setting limiter high * Input 2_Setting limiter low to Input 2_Input range high Input 2_
. = [Varies with the setting of the Decimal point position.] Input range high
303 C_’ 5 ) 1 | Input2_Setting limiter low * Input 2_Input range low to Input 2_Setting limiter high Input 2
5 L L . . . - - " -
[Varies with the setting of the Decimal point position.] Input range low
[ ] Displayed in case of FZ400/900.
* Displayed when “2-loop control/Differential temperature control” or “Cascade control” is selected in “Select function for input 2.”
B Function block No. 91: System (545)
Factory User
No. Symbol Name Data range set value set value
— F n 9 'I Function block No. 91 This is the first parameter symbol of Function block No. 91 — —
— D’E F Initialization 1225: Start initialization 0
Other values: Set values are maintained
After the initialization, this instrument is restarted. This setting
will automatically go back to zero.
— N'r Integrated operating time 0 to 65535 hours — —
— ~ ~ | | Peak hold monitor of ambient -120 to +120 °C —
! u temperature
— F\'Cl i'\/l' ROM version The installed ROM version is displayed — —
— F 7 9 1M | Model code monitor Model code is displayed. —
£ Juu Use the UP or DOWN key to scroll the display horizontally
(left or right).
— M rrm | Instrument number monitor Instrument number is displayed. —
[Ny Ry EYN]
The serial
number of the
instrument is
displayed.
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PARAMETERS

THAT ARE
INITIALIZED/MODIFIED
WHEN SETTING IS
CHANGED

This chapter describes the parameters that are initialized/modified when setting is

changed.
4.1 Parameters to Be Initialized ............oooueiiiiiiiiii e 4-2
4.2 Parameters to Be Automatically Converted...............ccoovvvvnnnnnnnnn... 4-20
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4.1 Parameters to Be Initialized

4.1 Parameters to Be Initialized

Changing any of the following parameters will require initialization * of the related settings.

* Settings are reset to the factory preset values. Some parameters may not be set to a factory preset value (such as

change of input type).
0 NOTE

Make sure all settings are recorded before changing the set values.

£ NOTE

Check all set values after having changed the settings.

e Select function for input 2
e Input 1 _Input type
e Input 1_Display unit

e Input 1 Decimal point position

e Input 2_Input type
e Input 2_Display unit
e Input 1_Control action

¢ Open/Close output neutral zone

e OUT1 function selection
e OUT2 function selection
e OUT3 function selection

¢ Universal output type selection

e Retransmission output 1 type
e Retransmission output 2 type
e Retransmission output 3 type
e Event 1 type

e Event | assignment

e Event 2 type

¢ Event 2 assignment

e Event 3 type

e Event 3 assignment

e Event 4 type

e Event 4 assignment

o CT1 type

e CT2 type

e Integral/Derivative time decimal point position

e Communication protocol
e Register type

e Soak time unit

o Initialization

4-2

Engineering Mode
Engineering Mode
Engineering Mode
Engineering Mode
Engineering Mode
Engineering Mode
Engineering Mode
Setup Setting Mode
Engineering Mode
Engineering Mode
Engineering Mode
Engineering Mode
Engineering Mode
Engineering Mode
Engineering Mode
Engineering Mode
Engineering Mode
Engineering Mode
Engineering Mode
Engineering Mode
Engineering Mode
Engineering Mode
Engineering Mode
Engineering Mode
Engineering Mode
Engineering Mode
Engineering Mode
Engineering Mode
Engineering Mode
Engineering Mode

Function block No.
Function block No.
Function block No.
Function block No.
Function block No.
Function block No.

Function block No

58
21
21
21
22
22
.51

Setting group No. 55

Function block No.
Function block No.
Function block No.
Function block No.
Function block No.
Function block No.
Function block No.
Function block No.
Function block No.
Function block No.
Function block No.
Function block No.
Function block No.
Function block No.
Function block No.
Function block No.
Function block No.
Function block No.
Function block No.
Function block No.
Function block No.
Function block No.

30
30
30
30
31
32
33
41
41
42
42
43
43
44
44
45
46
50
60
62
70
91

See page
4-3
4-6
4-6
4-9
4-10
4-10
4-12
4-13
4-13
4-13
4-14
4-14
4-14
4-15
4-15
4-15
4-15
4-16
4-16
4-16
4-16
4-17
4-17
4-17
4-18
4-18
4-18
4-19
4-19
4-19
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4.1 Parameters to Be Initialized

4.1.1 When Select function for input 2 (ZP/) is changed
[Engineering Mode: Function block No. 58]

The following parameters will be initialized.
Some parameters may have prerequisites for initialization. (See the prerequisite and P. 4-5)

Mode ltems Symbol Initial value Condition
Remote/Local transfer
When “Remote setting input” is selected at Select function E'/t'_ l'_ CIE -
for Input 2
Remote/Local transfer
When “Cascade control” is selected at Select function for F’r'l'_ SHEL —
input 2

Operation Transfer Mod
peration Transier Mode Remote/Local transfer
] 1

When “Control with PV select” is selected at Select R/L AP —
function for input 2

Remote/Local transfer

When “2-loop control/Differential temperature control” is F'/l'_ C_'L DDP —
selected at Select function for input 2
Monitor & SV Setting Mode Input 1_Set value (SV) 0 1
Parameter
[} 1/
aroup No. 00 Input 1_Set value (SV) [y 0 1
Event 1 set value (EV1) = 4
Event 1 set value (EV1) [high] -
Event 2 set value (EV2) Evo Deviation, Process and SV: 4
Event 2 set value (EV2) [high] g TC/RTD inputs: 10
Event 3 set value (EV3) £y 3 V/linpusts: 5 % of input span .
Event 3 set value (EV3) [high] v MV:50.0
Parameter
group No. 40 Event 4 set value (EV4) . Evy 4
Event 4 set value (EV4) [high]
Event 1 set value (EV1”) [low] Ev 4
Event 2 set value (EV2°) [low] = TC/RTD inputs: —10 4
Event 3 set value (EV3) [low] Ey I V/Linpusts: =5 % of input span 4
Event 4 set value (EV4”) [low] Ery 4
. . TC/RTD inputs: 30
: |
Input 1_Proportional band [heat-side] /. P V/1 inputs: 3.0 1
Input 1_Integral time [heat-side] ! ! 240 1
PID control or Heat/Cool PID control:
Input 1_Derivative time [heat-side] ! d 60 1
Parameter Position proportioning PID control: 0
Setting Mode PID control or Position proportioning
Input 1_Control response parameter I RPr PID control: 0 1
Parameter Heat/Cool PID control: 2
group No. 51 | Input 1_Proactive intensity IPARCT 2 1
Input 1_Manual reset LM 0.0 1
Input 1_FF amount . FF 0.0 1
Input 1_Control loop break alarm (LBA) time I LBR LBA funct.lon 8 spaec1ﬁe.d: 480 1
LBA function is not specified: 0
Input 1_LBA deadband (LBD) I Lbd 0 1
Input 1_ON/OFF action differential gap (upper) ! oHH TC/RTD inputs: 1 1
Input 1_ON/OFF action differential gap (lower) I aHL V/1inputs: 0.1 1
. . TC/RTD inputs: 30
- ]
Input 1_Proportional band [cool-side] ! Pc V/1 inputs: 3.0 1
Parameter Input 1_Integral time [cool-side] I e 240 1
group No. 56 | Input 1_Derivative time [cool-side] I dc 60 !
TC/RTD inputs: 0
]
Input 1_Overlap/Deadband i db V/1 inputs: 0.0 1
Parameter Input 1_Setting change rate limiter (up) 15yRY 0 1
group No. 70 | [nput 1_Setting change rate limiter (down) 1SV Rd 0 1
Setup Setting | Setting group Input 1_PV bias I Py 0 1

Mode No. 21
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4.1 Parameters to Be Initialized

Mode Items Symbol Initial value Condition
Input 2_PV bias (RS bias) Z Pt 0 2
;e;“;zg 8OUP | tnput 2_ PV digital filter (RS digital filter) 2 dF 0.0 2
Input 2_PV ratio (RS ratio) 2 PR 1.000 2
Input 1_Level PID setting 1 ILEV 1
Input 1_Level PID setting 2 ILEVZ 1
S e et Input 1_Level PID setting 3 ILEVY3 Input 1_Input range high 1
etting grou -
etl;p etting No. 5 ;g BTOUP | Input 1_Level PID setting 4 ILEVH Control with PV select: 1
ode Input 1_Level PID setting 5 ILEVS PV select input range high 1
Input 1_Level PID setting 6 ILEVE 1
Input 1_Level PID setting 7 ILeEYn 1
Setting group . I r
No. 53 Input 1_AT bias ! Ars 0 1
Setting group | Input 1_Determination point of external Exdd |
No. 57 disturbance cnrgu -1
Function block Input 1_Decimal point position IPLAP 0 1
No. 21
Same as Input 1_Input type
Input 2_Input type c. ! NP |When Remote setting input is specified 3
at the time of order: 17
Same as Input 1_Display unit
. . Only when the input type is Control
Input 2_Display unit SUNI T |with PV select, Input circuit error alarm, 5
and Remote setting input (V/I inputs).
Not initialized in other cases.
Same as Input 1_Decimal point position
. . . - Only when the input type is Control
Input 2_Decimal point position 2PLdP |with pv select, Input circuit error alarm, 5
and Remote setting input (V/I inputs).
Function block Zero (0) for other cases.
No. 22 +TC/RTD inpqts _
Input 2 Maximum value of input range
+V/I inputs
Input 2_Input range high ZPLGH | Remote setting input: 6
Input 1_Maximum value of
input range
Others: 100
+TC/RTD inputs
Input 2 Minimum value of input range
*V/I inputs
Input 2_Input range low ZPLGL | Remote setting input: 6
Engineering Input 1_Minimum value of
Mode input range
Others: 0
Input 1_Measured value (PV),
Input 1_Local SV,
Input 1_SV monitor value, and
Remote setting input value:
Input 1_Input range high
. . )
Retransmission output 1 scale high AHS | [ Control with PV select: land 7
PV select input range high
Input 1_Deviation: +(Input 1_Input span)
Measured value (PV) of differential
Function block temperature input: 100
No. 31 Input 1_Measured value (PV),
Input 1_Local SV,
Input 1_SV monitor value, and
Remote setting input value:
Input 1_Input range low
Retransmission output 1 scale low ALS | Control with PV select: 1and 7
PV select input range low
Input 1_Deviation: —(Input 1_Input span)
Measured value (PV) of differential
temperature input: —100
Function block Retransmission output 2 scale high AHS2 Same as Retransmission output 1 1and 7

No. 32

scale high
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4.1 Parameters to Be Initialized

Mode Items Symbol Initial value Condition
Function block S Ret issi t1
Retransmission output 2 scale low ALS? ame as Retransmission outpu land 7
No. 32 scale low
.. . Same as Retransmission output 1
Function block Retransmission output 3 scale high AHS3 scale high 1and 7
No. 33 Same as Retransmission output 1
Retransmission output 3 scale low ALS3 scale low uipu land 7
Event 1 assignment vAR 1 —
Deviation, Process and SV:
TC/RTD inputs: 2
Function block V/I inputs:
No. 41 Event | differential gap EH ! 0.2 % of Input 1_input span 4
Control with PV select:
0.2 % of PV select input span
MV: 0.2
Function block | Event 2 assignment VA2 1 —
No. 42 Event 2 differential gap EHC Same as Event 1 differential gap 4
Function block | Event 3 assignment EVRI 1 _
No. 43 Event 3 differential gap EHT Same as Event 1 differential gap 4
f/;lgdineeri“g Function block | Event 4 assignment VAY 1 —_
ode
No. 44 Event 4 differential gap EHY Same as Event 1 differential gap 4
. on block 3 % of Input 1_Input span
Nl(l)ncstllon o¢ Input 1_Start determination point I PdA Control with PV select: 1
’ 3 % of PV select input span
TC/RTD inputs: 2
. V/1 inputs:
;l;n(;tion block Input 1_Level PID differential gap ! LHS 0.2 % of Input 1_input span 1
' [ Control with PV select: ]
0.2 % of PV select input span
on block TC/RTD inputs: 10
Ili]t;ncstéon o¢ Input circuit error alarm set value LA V/1inputs: 3
' 5 % of Input 1_Input span
Input 1_Input range high
Input 1_Setting limiter high I 5LH Control with PV select: 1
Function block PV select input range high
No. 71 Input 1_Input range low
Input 1_Setting limiter low L 5LL Control with PV select: 1
PV select input range low
Condition

1: “Select function for input 2” is switched between “Control with PV select” and “Others *.”

IMRO3A05-E8

* No function, Remote setting input, 2-loop control/Differential temperature control, Cascade control, and Input circuit error alarm.

: “Select function for input 2” is switched between “Remote setting input” and “Others *.”

* No function, Control with PV select, 2-loop control/Differential temperature control, Cascade control, and Input circuit error alarm.

: “Select function for input 2” is switched between “Input circuit error alarm” and “Others *.”

* No function, Remote setting input, Control with PV select, 2-loop control/Differential temperature control, and Cascade control.

4:Event type is other than Manipulated output value AND “Select function for input 2” is switched between “Control with PV select”

and “Others *.”

* No function, Remote setting input, 2-loop control/Differential temperature control, Cascade control, and Input circuit error alarm.

: “Select function for input t 2” is switched to any one of “Remote setting input,” “Control with PV select,” or “Input circuit error

alarm” and “Others *.”

* No function, 2-loop control/Differential temperature control, and Cascade control.

: “Select function for input 2” is switched to any one of “Remote setting input” or “Input circuit error alarm” and “Others *.”

* No function, Control with PV select, 2-loop control/Differential temperature control, and Cascade control.

: Retransmission output is “No retransmission output,” “Input 1 Measured value (PV),” “Input 1_Set value (SV),”

“Input 1_Deviation,” “Input 1 _Remote setting input value,” OR Measured value (PV) of differential temperature input.



4.1 Parameters to Be Initialized

4.1.2 When Input 1_Input type (/. / NP) and Input 1_Display unit ( L/UN! [') are
changed [Engineering Mode: Function block No. 21]

The following parameters will be initialized.

Some parameters may have prerequisites for initialization. (See the prerequisite and P. 4-9)

Mode Items Symbol Initial value Condition
Input 1_Set value (SV) Input 1_Set value (SV) —
Monitor & SV Setting Mode i i
& Set value (SV) of differential temperature input Set value (SV) of qlfferentlal —
temperature mput
Parameter Input 1_Set value (SV) ! v 0 —
group No. 00 | Set value (SV) of differential temperature input a5V 0 —
Event 1 set value (EV1) o 3
Event 1 set value (EV1) [high] v
Event 2 set value (EV2) £va Deviation, Process and SV: 3
Event 2 set value (EV2) [high] Y TC/RTD inputs: 10
Event 3 set value (EV3) E V/Linpusts: 5 % of input span 3
Event 3 set value (EV3) [high] ¥4 1MV: 50.0
Parameter
group No. 40 Event 4 set value (EV4) vy 3
Event 4 set value (EV4) [high] v
Event 1 set value (EV1”) [low] v 3
Event 2 set value (EV2’) [low] Eva TC/RTD inputs: —10 3
Event 3 set value (EV3’) [low] Ev3 V/1 inpusts: -5 % of input span 3
Event 4 set value (EV4”) [low] vy 3
. . TC/RTD inputs: 30
- ! _
Input 1_Proportional band [heat-side] f P V/1 inputs: 3.0
Input 1_Integral time [heat-side] l ! 240 —
PID control or Heat/Cool PID control:
P Input 1_Derivative time [heat-side] ! d 60 —
arameter . Lo
. Position proportioning PID control: 0
Setting Mode
PID control or Position proportioning
Input 1_Control response parameter I RPIr PID control: 0 —
Parameter Heat/Cool PID control: 2
group No. 51 | Input 1_Proactive intensity IPRCT 2 —_
Input 1_Manual reset I MR 0.0 —
Input 1_FF amount . FF 0.0 —
Input 1_Control loop break alarm (LBA) time ! LLR LBA funct.ion ,iS spaeciﬁe?d: 480 —
LBA function is not specified: 0
Input 1_LBA deadband (LBD) I Lbd 0 —
Input 1_ONJ/OFF action differential gap (upper) | aHH TC/RTD inputs: 1 —
Input 1_ON/OFF action differential gap (lower) ! aHL V/inputs: 0.1 _
. . TC/RTD inputs: 30
- ! _
Input 1 _Proportional band [cool-side] I Pc V/1 inputs: 3.0
Parameter Input 1_Integral time [cool-side] . lc 240 —
group No. 56 | Input 1_Derivative time [cool-side] L dc 60 —
TC/RTD inputs: 0
Input 1_Overlap/Deadband i db Vi inplitsrzni).o —
Parameter Input 1_Setting change rate limiter (up) 15y RU 0 —
group No. 70 | Input 1_Setting change rate limiter (down) 15y Rd 0 —
Input 1_PV bias I Pt 0 _
Setting group | Input 1_PV digital filter ! dF 0.0 —
No. 21 Input 1_PV ratio ! PR 1.000 —
Setup Setting -
Input 1_PV low input cut-off * I PLLC 0.00 —
Mode :
Input 2PV bias (RS bias) Z  Ph 0 1
;e“‘;f 8OUP | Input 2_PV digital filter (RS digital filter) 2 dF 0.0 1
0.
Input 2_PV ratio (RS ratio) c PR 1.000 1

* When the Input 1_Input type was changed.

4-6
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4.1 Parameters to Be Initialized

Mode Items Symbol Initial value Condition
Input 1_Level PID setting 1 ILEV —
Input 1_Level PID setting 2 ILEY? —
Setting oro Input 1_Level PID setting 3 ILEr3 Input 1_Input range high _
uj -
No 51g £ | Input 1_Level PID setting 4 ILEVY Control with PV select: —
Input 1_Level PID setting 5 ILEVS PV select input range high _
Input 1_Level PID setting 6 ILEVE —
Input 1_Level PID setting 7 ILEV T —
Setting group . ) r
No. 53 Input 1_AT bias ! Ay 0 —
Setting group | Input 1_Determination point of external EXdu
No. 57 disturbance crgu -1 —
Cascade Proportional band (master-side) MASFP TC\//]/{ITD 1np.u;s:030 —
Setup Setting inputs: 3.
Mode Cascade_Integral time (master-side) MAS) 240 —
Cascade Derivative time (master-side) MASH 60 —
. . TC/RTD inputs: 30
Cascade_Proportional band (slave-sid: Ly —
ascade_Proportional band (slave-side) SLyP V/1 inputs: 3.0
Setti
NZ 1;18g group Cascade_Integral time (slave-side) gLyl 240 —
Cascade_Derivative time (slave-side) Styd 60 —
Cascade_Digital filter CdF 10.0 —
Cascade_Scale high rerH Input 2_Setting limiter high —
Cascade_Scale low rgre Input 2_Setting limiter low —
PV select transfer level 2PyLYy Input 1_Input range high —
Setting group Input 1_Peak hold monitor IPHL A —
No. 91 Input 1_Bottom hold monitor IbHL d —
Input 1_Decimal point position ! IPL4P 0 —
+TC/RTD inputs:
Input 1_Input range high IPLSH | Input 1 _Maximum value of input range —
*V/I inputs: 100
Function block - "TCRTD np ‘?tS: .
No. 21 Input 1_Input range low {PLSL | Input1_Minimum value of input range —
*V/I inputs: 0
Input 1_Input error determination point (high) I PagV Input 1_Input range high —
put 1_tnp P & Lrob + (Input 1_5 % of input span)
L . Input 1_Input range low
Input 1_Input error determination point (low) I PUN 3 (Ingut 1:5 };) of ini ut span) —
Same as Input 1_Display unit
. . Only when the input type is Control with
Input 2_Display unit 2 SUNI T PV select, Input circuit error alarm, and 2
Remote setting input (V/I inputs).
Engineering Not initialized in other cases.
Mode Same as Input 1_Decimal point position
. . . Only when the input type is Control with
Input 2_Decimal point position ' 2PLdP [pv select, Input circuit error alarm, and 2
Remote setting input (V/I inputs).
Zero (0) for other cases.
Function block "TC/RTD inp uF s .
No. 22 Input 2_Maximum value of input range
Input 2_Input range high ZPLSH *V/inputs o 1
Remote setting input:
Input 1_Maximum value of input range
Others: 100
+TC/RTD inputs
Input 2_Minimum value of input range
Input 2_Input range low 2pose | V/linputs 1

Remote setting input:
Input 1_Minimum value of input range
Others: 0

! 'When the Input 1_Input type was changed.

2 When the Input 1_Display unit was changed.
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4.1 Parameters to Be Initialized

Mode

ltems

Symbol

Initial value

Condition

Engineering
Mode

Function block
No. 31

Retransmission output 1 scale high

AHS |

Input 1_Measured value (PV),
Input 1 _Local SV,
Input 1_SV monitor value, and
Remote setting input value:
Input 1_Input range high
Control with PV select:
PV select input range high
Input 1_Deviation: +(Input 1_Input span)
Measured value (PV) of differential
temperature input: 100

Retransmission output 1 scale low

Input 1_Measured value (PV),
Input 1 _Local SV,

Input 1_SV monitor value, and
Remote setting input value:
Input 1_Input range low
Control with PV select:
PV select input range low

Input 1_Deviation: —(Input 1_Input span)
Measured value (PV) of differential
temperature input: —100

Function block
No. 32

Retransmission output 2 scale high

AHSZ

Same as Retransmission output 1
scale high

Retransmission output 2 scale low

ALS5Z

Same as Retransmission output 1
scale low

Function block
No. 33

Retransmission output 3 scale high

AHS 3

Same as Retransmission output 1
scale high

Retransmission output 3 scale low

AL5S

Same as Retransmission output 1
scale low

Function block
No. 41

Event 1 differential gap

EH

Function block
No. 42

Event 2 differential gap

EHZ

Function block
No. 43

Event 3 differential gap

EH3

Function block
No. 44

Event 4 differential gap

EHY

Deviation, Process and SV:
TC/RTD inputs: 2
V/I inputs:
0.2 % of Input 1_input span
[ Control with PV select: ]
0.2 % of PV select input span
MV:0.2

Function block
No. 51

Input 1_Start determination point

. PdA

3 % of Input 1_Input span

Control with PV select:
3 % of PV select input span

Input 1_Level PID differential gap

I LHS

TC/RTD inputs: 2
V/I inputs:
0.2 % of Input 1_input span

[ Control with PV select: ]
0.2 % of PV select input span

Function block
No. 58

Cascade_AT mode (master-side)

MASAC

Cascade_AT mode (slave-side)

Ly Al

TC/RTD inputs: 0
V/linputs: 1

Input circuit error alarm set value

1 CA

TC/RTD inputs: 10

V/I inputs:
5 % of Input 1_Input span

Function block
No. 71

Input 1_Setting limiter high

Input 1_Input range high

Control with PV select:
PV select input range high

Input 1_Setting limiter low

Input 1_Input range low

Control with PV select:
PV select input range low

IMRO3AO05-E8




4.1 Parameters to Be Initialized

Condition
1: “Select function for input 2” is Remote setting input AND Input 2_Input type is either voltage input or current input.
2: “Select function for input 2” is Remote setting input AND Input 2_Input type is either voltage input or current input, or Select
function for input 2 is Control with PV select.
3: The condition is either of the following.
* Event type is other than Manipulated output value AND “Select function for input 2” is set to “Control with PV select.”
* Event type is other than Manipulated output value AND Event assignment is either “Input 1” or “Differential temperature input.”
4: Retransmission output is “No retransmission output,” “Input 1 _Measured value (PV),” “Input 1_Set value (SV),”
“Input 1_Deviation,” “Input 1 Remote setting input value,” OR Measured value (PV) of differential temperature input.

4.1.3 When Input 1_Decimal point position ( /.PLdP) is changed
[Engineering Mode: Function block No. 21]

The following parameters will be initialized.
If Select function for input 2 is “Remote setting input” AND Input 2_Input type is Voltage/Current input, OR
Select function for input 2 is “Control with PV select.”

Mode ltems Symbol Initial value
Same as Input 1_Decimal point position
Engineering Function block . . . Only when the input type is Control with PV
Mode No. 22 Input 2_Decimal point position 2PLdP select, Input circuit error alarm, and Remote
’ setting input (V/I inputs).
Zero (0) for other cases.
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4.1 Parameters to Be Initialized

4.1.4 When Input 2_Input type (. | NP) and Input 2_Display unit (ZUN! ') are
changed [Engineering Mode: Function block No. 22]

The following parameters will be initialized.

Some parameters may have prerequisites for initialization. (See the prerequisite and P. 4-12)

Mode Items Symbol Initial value Condition
Monitor & SV Setting Mode Input 2_Set value (SV) 0 —
Parameter
1/ R
aroup No. 00 Input 2_Set value (SV) 2 5§ 0
Event 1 set value (EV1) £yl 3
Event 1 set value (EV1) [high] -
Event 2 set value (EV2) £va Deviation, Process and SV: 3
Event 2 set value (EV2) [high] Y TC/RTD inputs: 10
Event 3 set value (EV3) £y 3 V/Linpusts: 5 % of input span 3
Event 3 set value (EV3) [high] ¥ 4IMV:50.0
Parameter
group No. 40 | Event 4 set value (EV4) vy 3
Event 4 set value (EV4) [high] Y
Event 1 set value (EV1’) [low] Ey 3
Event 2 set value (EV2’) [low] Eve TC/RTD inputs: —10 3
Event 3 set value (EV3”) [low] Ev3 V/Tinpust: =5 % of input span 3
Event 4 set value (EV4’) [low] Eyvy 3
Parameter Input 2_Proportional band 2 P TC\//}ZTD lrip‘u;s:030 —
Setting Mode [IpUTs: 2.
Input 2_Integral time c. ! 240 —
Input 2_Derivative time c. d 60 —
Input 2_Control response parameter c. RPr 0 —
Input 2_Proactive intensity 2PRCT 2 —
Parameter
M
group No. 52 Input 2_Manual reset c. MR 0.0 —
Input 2_FF amount 2 FF 0.0 —
Input 2_Control loop break alarm (LBA) time 2 LLR LBA funct‘10n s spaemﬁe.d: 480 —
LBA function is not specified: 0
Input 2_LBA deadband (LBD) 2 Lbkd 0 —
Input 2. ON/OFF action differential gap (upper) 2. oHH TC/RTD inputs: 1 —
Input 2_ON/OFF action differential gap (lower) 2 aHL V/Linputs: 0.1 —
Parameter Input 2_Setting change rate limiter (up) 25vRY 0 —
group No. 70 | [npyt 2 Setting change rate limiter (down) 25vRd 0 —
Input 2_PV bias
(RS bias) ¢ Fb 0 -
) Input 2_PV digital filter
Setting group | (RS digital filter) ¢ df 0.0 -
No.22 Input 2_PV rati
nput 2_PV ratio
(RS ratio) g PR 1.000 —
Input 2_PV low input cut-off * 2 PLLC 0.00 —
Input 2_Level PID setting 1 LEV —
Setup Setting -
Mode Input 2_Level PID setting 2 2LEVZ —
Input 2_Level PID setting 3 cLEV S —
;Zttlélzg group Input 2_Level PID setting 4 2LEVY Input 2_Input range high —
Input 2_Level PID setting 5 2LEVS —
Input 2_Level PID setting 6 2LEVE —
Input 2_Level PID setting 7 2LEVT —
Setting group . =
No. 54 Input 2_AT bias c. Ak 0 -

* When the Input 2_Input type was changed.
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4.1 Parameters to Be Initialized

Engineering
Mode

No. 21

Mode Items Symbol Initial value Condition
Setting group | Input 2_Determination point of external JEXdd
No. 57 disturbance LAou -1 —
Cascade_Proportional band (master-side) MASP Tc\cf/{lllfpﬁgugsom —
Cascade_Integral time (master-side) MAS) 240 —
Cascade_Derivative time (master-side) MASd 60 —
. Cascade_Proportional band (slave-side) SLyP TC/RTD mp.uts: 30 —
Setup Setting Setting group V/1inputs: 3.0
Mode No. 58 Cascade_Integral time (slave-side) SLyl 240 —
Cascade_Derivative time (slave-side) Styd 60 —
Cascade_Digital filter rdF 10.0 —
Cascade_Scale high CECH Input 2_Setting limiter high —
Cascade_Scale low rere Input 2_Setting limiter low —
Setting group Input 2_Peak hold monitor 2PHL A —
No. 91 Input 2_Bottom hold monitor 2hHL 4 _
Function block Input 1_Decimal point position * IPLAP 0 1

Function block
No. 22

Input 2_Decimal point position *

cPLdP

Same as Input 1_Decimal point position

Only when the input type is Control with
PV select, Input circuit error alarm, and
Remote setting input (V/I inputs).

Zero (0) for other cases.

Input 2_Input range high

cPL5H

+ TC/RTD inputs
Input 2_Maximum value of input range
*V/I inputs
Remote setting input:
Input 1_Maximum value of input range
Others: 100

Input 2_Input range low

cdPL5L

+TC/RTD inputs
Input 2_Minimum value of input range
*V/I inputs
Remote setting input:
Input 1I_Minimum value of input range
Others: 0

Input 2_Input error determination point (high)

2 PoV

Input 2_Input range high
+ (Input 2_5 % of input span)

Input 2_Input error determination point (low)

2. PUN

Input 2_Input range low
— (Input 2_5 % of input span)

Function block
No. 31

Retransmission output 1 scale high

AHS |

Input 2_Measured value (PV),
Input 2_Local SV, and
Input 2_SV monitor value:
Input 2_Input range high
Input 2_Deviation: +(Input 2_Input span)

Retransmission output 1 scale low

Input 2_Measured value (PV),
Input 2_Local SV, and
Input 2_SV monitor value:
Input 2_Input range low
Input 2_Deviation: —(Input 2_Input span)

Function block
No. 32

Retransmission output 2 scale high

AHS5C

Same as Retransmission output 1
scale high

Retransmission output 2 scale low

ALS5Z

Same as Retransmission output 1
scale low

Function block
No. 33

Retransmission output 3 scale high

AHS53

Same as Retransmission output 1
scale high

Retransmission output 3 scale low

AL5S

Same as Retransmission output 1
scale low

* When the Input 2_Input type was changed.
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4.1 Parameters to Be Initialized

Mode Items Symbol Initial value Condition

;l(l)m:‘tion block Event 1 differential gap EH ! 3

v - on block Deviation, Process and SV:

le)n(igon ¢ Event 2 differential gap EHZ TC/RTD inputs: 2 3

F — block V/I inputs:

Nl:)nzt;on ¢ Event 3 differential gap EHI 0.2 % of Input 2_input span 3

- - ook MV: 0.2

unction bloc . .

No. 44 Event 4 differential gap EHY 3
Engineering Input 2_Start determination point c. PdA 3 % of Input 2_Input span —
Mode Function block TC/RTD inputs: 2

No. 52 Input 2_Level PID differential gap 2. LHS V/1 inputs: —

0.2 % of Input 2_input span

Function block | Cascade_AT mode (master-side) MASAT TC/RTD inputs: 0 —

No. 58 Cascade AT mode (slave-side) LVRl V/inputs: 1 —

Function block | Input 2_Setting limiter high 2 GLH Input 2_Input range high _

No. 72 Input 2_Setting limiter low c St Input 2_Input range low —
Condition

1: If “Select function for input 2” is “Control with PV select.”

2: If “Select function for input 2” is other than “Control with PV select.”

3: If Event type is other than manipulated output AND “Select function for input 2” is other than “Control with PV select,” AND

Event assignment is “Input 2.”

4: Retransmission output is “Input 1_Measured value (PV),” “Input 1_Set value (SV),” or “Input 1_Deviation.”

4.1.5 When Input 1_Control action ( /.

[Engineering Mode: Function block No. 51]

The following parameters will be initialized.
Some parameters may have prerequisites for initialization. (See following for the prerequisites)

05) is changed

Mode Items Symbol Initial value Condition
PID control or Heat/Cool PID
o . control: 60
Input 1_Derivative time [heat-side] ! d Position proportioning PID control: 1
Parameter Parameter 0
Setting Mode | group No. 31 PID control or Position
Input 1_Control response parameter I RPI proportioning PID control: 0 2
Heat/Cool PID control: 2
. . . Water cooling: 0.100
I]alg(;neerlng Ili]uncstgon block Undershoot suppression factor s Air cooling: 0.250 —
ode o Cooling linear: 1.000
Condition

1: “Input 1_Control action” is switched between “Position proportioning PID control” and “Others (PID control and Heat/Cool
PID control).”
2: When Input 1_Control action is other than switching between Dir/Rev action and Cooling action.

4-12
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4.1 Parameters to Be Initialized

4.1.6 When Open/Close output neutral zone (Ydb) is changed
[Setup Setting Mode: Setting group No. 55]

The following parameters will be initialized.

Mode ltems Symbol Initial value
i i 1/2 (a half) of Open/Close output
Setup Setting | Setting group Open/Close output differential gap YHS ( 2 P i
Mode No. 55 neutral zone

4.1.7 When OUT1 function selection (o5L /) is changed
[Engineering Mode: Function block No. 30]

The following parameters will be initialized.

Mode ltems Symbol Initial value
Relay contact output: 20.0
OUT] proportional cycle time [ Voltage pulse output,
Transistor output: Notel

Setup Setting | Setting group
Mode No. 30

Notel: Incase OUTI function selection is “Input 1 _Control output [cool-side]” AND Inpul_Control action is “Heat/Cool PID control [air
cooling] or [water cooling]”: 20.0, Other casees: 2.0

4.1.8 When OUT2 function selection (o5L2) is changed
[Engineering Mode: Function block No. 30]

The following parameters will be initialized.

Mode ltems Symbol Initial value

Relay contact output: 20.0
OUT?2 proportional cycle time 2 Voltage pulse output,
Transistor output: Note2

Setup Setting | Setting group
Mode No. 30

Note2: In case OUT2 function selection is “Input 1 _Control output [cool-side]” AND Inpul_Control action is “Heat/Cool PID control [air
cooling] or [water cooling]”: 20.0, Other casees: 2.0
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4.1 Parameters to Be Initialized

4.1.9 When OUT3 function selection (o5L 3) and Universal output type
selection (UN! o) are changed
[Engineering Mode: Function block No. 30]

The following parameters will be initialized.

Mode ltems Symbol Initial value
ij:(’;z Setting ;eot.tl;% group OUTS3 proportional cycle time 3 Voltage pulse output: Note3

Note3: Incase OUT3 function selection is “Input 1 _Control output [cool-side]” AND Inpul_Control action is “Heat/Cool PID control [air
cooling] or [water cooling]”: 20.0, Other casees: 2.0

4.1.10 When Retransmission output 1 type (Ao /) is changed
[Engineering Mode: Function block No. 31]

The following parameters will be initialized.

Mode

ltems

Symbol

Initial value

Engineering
Mode

Function block
No. 31

Retransmission output 1 scale high

AHS !

e Input I Measured value (PV), Input I Local
SV, Input 1_SV monitor value, and Remote
setting input value:

Input 1_Input range high
Control with PV select:
PV select input range high

eInput 1_Deviation: +(Input 1_Input span)

eInput 2_Measured value (PV), Input 2_Local
SV, and Input 2_SV monitor value:

Input 2_Input range high

eInput 2_Deviation: +(Input 2_Input span)

e Manipulated output value, and Current
transformer (CT) input value: 100.0

e Measured value (PV) of differential
temperature input: 100

Retransmission output 1 scale low

eInput I Measured value (PV), Input 1 Local
SV, Input 1_SV monitor value, and Remote
setting input value:
Input 1_Input range low
Control with PV select:
PV select input range low
eInput 1_Deviation: —(Input 1_Input span)
e Input 2_Measured value (PV), Input 2_Local
SV, and Input 2_SV monitor value:
Input 2_Input range low
eInput 2 Deviation: —(Input 2_Input span)
e Manipulated output value, and Current
transformer (CT) input value: 0.0
o Measured value (PV) of differential
temperature input: —100

4-14
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4.1 Parameters to Be Initialized

4.1.11 When Retransmission output 2 type (Fo?) is changed
[Engineering Mode: Function block No. 32]

The following parameters will be initialized.

Mode ltems Symbol Initial value
o . Retransmission output 2 scale high AHSZ Same as Retransm%ssmn output 1
Engineering Function block scale high
Mode No. 32 Same as Retransmission output 1
Retransmission output 2 scale low ALS? P

scale low

4.1.12 When Retransmission output 3 type (Ao3J) is changed
[Engineering Mode: Function block No. 33]

The following parameters will be initialized.

Mode ltems Symbol Initial value
. . Retransmission output 3 scale high AHS3 Same as Retransm}ssmn output 1
Engineering Function block scale high
Mod No. 33 . issi
ode © Retransmission output 3 scale low AL53 Same as Retransmission output |

scale low

4.1.13 When Event 1 type (E5 /) and Event 1 assignment (E/A /) are
changed [Engineering Mode: Function block No. 41]

The following parameters will be initialized.

Mode

ltems

Symbol

Initial value

Parameter
Setting Mode

Parameter
group No. 40

Event 1 set value (EV1)
Event 1 set value (EV1) [high]

Deviation, Process and SV:
TC/RTD inputs: 10
V/1inpusts: 5 % of input span
MV: 50.0

Event 1 set value (EV1’) [low]

TC/RTD inputs: —10
V/I inpusts: =5 % of input span

Engineering
Mode

Function block
No. 41

Event 1 hold action

If the Event type is specified by the initial
setting code when ordering, the factory set

I |value of Event hold action differs depending

on the Event type.
If the Event type is not specified: 0

Event 1 differential gap

Deviation, Process and SV:
TC/RTD inputs: 2
V/Iinputs: 0.2 % of input span
MV: 0.2

Event 1 timer

0.0

IMRO3A05-E8
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4.1 Parameters to Be Initialized

4.1.14 When Event 2 type (E52) and Event 2 assignment (E/’'AZ) are
changed [Engineering Mode: Function block No. 42]

The following parameters will be initialized.

Mode

ltems

Symbol

Initial value

Parameter
Setting Mode

Parameter
group No. 40

Event 2 set value (EV2)
Event 2 set value (EV2) [high]

Eve

Deviation, Process and SV:
TC/RTD inputs: 10
V/1inpusts: 5 % of input span
MV: 50.0

Event 2 set value (EV2’) [low]

Eve

TC/RTD inputs: —10
V/I inpusts: =5 % of input span

Engineering
Mode

Function block
No. 42

Event 2 hold action

EHoC

If the Event type is specified by the initial
setting code when ordering, the factory set
value of Event hold action differs depending
on the Event type.

If the Event type is not specified: 0

Event 2 differential gap

EHC

Deviation, Process and SV:
TC/RTD inputs: 2
V/Iinputs: 0.2 % of input span
MV:0.2

Event 2 timer

vie

0.0

4.1.15 When Event 3 type (E53) and Event 3 assignment (E/'A3J) are
changed [Engineering Mode: Function block No. 43]

The following parameters will be initialized.

Mode

ltems

Symbol

Initial value

Parameter
Setting Mode

Parameter
group No. 40

Event 3 set value (EV3)
Event 3 set value (EV3) [high]

Ev3

Deviation, Process and SV:
TC/RTD inputs: 10
V/1inpusts: 5 % of input span
MV: 50.0

Event 3 set value (EV3’) [low]

Ev3

TC/RTD inputs: —10
V/I inpusts: —5 % of input span

Engineering
Mode

Function block
No. 43

Event 3 hold action

EHo3

If the Event type is specified by the initial
setting code when ordering, the factory set
value of Event hold action differs depending
on the Event type.

If the Event type is not specified: 0

Event 3 differential gap

EH3

Deviation, Process and SV:
TC/RTD inputs: 2
V/Iinputs: 0.2 % of input span
MV:0.2

Event 3 timer

i3

0.0
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4.1 Parameters to Be Initialized

4.1.16 When Event 4 type (E5Y) and Event 4 assignment (E/’'AY) are
changed [Engineering Mode: Function block No. 44]

The following parameters will be initialized.

Mode ltems Symbol Initial value
Deviation, Process and SV:
Event 4 set value (EV4) Evy TC/RTD inputs: 10
Parameter Parameter Event 4 set value (EV4) [high] v V/Iinpusts: 5 % of input span
Setting Mode | group No. 40 MV: 50.0
Event 4 set value (EV4) [low] Eyy TC/RTD inputs: ~10

V/1 inpust: =5 % of input span

If the Event type is specified by the initial
setting code when ordering, the factory set
Event 4 hold action E HgY |value of Event hold action differs depending
on the Event type.

If the Event type is not specified: 0

Engineering Function block
Mode No. 43 Deviation, Process and SV:
TC/RTD inputs: 2

Event 4 differential gap EHY V/1inputs: 0.2 % of input span
MV: 0.2
Event 4 timer Evr 0.0
4.1.17 When CT1 type (L't !) is changed
[Engineering Mode: Function block No. 45]
The following parameters will be initialized.
Mode Items Symbol Initial value
Engineering Function block . e — CTL-6-P-N or CTL-6-P-Z: 800
Mode No. 45 CT1 ratio U CTL-12-856-10L-N: 1000
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4.1 Parameters to Be Initialized

4.1.18 When CT2 type (L/t2) is changed

[Engineering Mode: Function block No. 46]

The following parameters will be initialized.

Mode

ltems

Symbol

Initial value

Engineering Function block
Mode No. 46

CT2 ratio

rre

CTL-6-P-N or CTL-6-P-Z: 800
CTL-12-S56-10L-N: 1000

4.1.19 When Integral/Derivative time decimal point position (! ddFP) is
changed [Engineering Mode: Function block No. 50]

The following parameters will be initialized.

Mode ltems Symbol Initial value
Input 1_Integral time [heat-side] ! ! 240
Parameter PID 1 or Heat/Cool PID 1: 60
roun No. 51 o o ) control or Heat/Coo control:
group Input 1_Derivative time [heat-side] - d Position proportioning PID control: 0
Para‘meter Parameter Input 2_Integral time c. ! 240
Setting Mode A
group No. 52 Input 2_Derivative time c. d 60
Parameter Input 1_Integral time [cool-side] Il 240
group No. 56 Input 1 Derivative time [cool-side] ! dc 60
Cascade _Integral time (master-side) MAS! 240
Setup Setting | Setting group Cascade Derivative time (master-side) MASd 60
Mode No. 58 Cascade _Integral time (slave-side) gLyl 240
Cascade _Derivative time (slave-side) Slyvd 60
4.1.20 When Communication protocol (CMPS5) is changed
[Engineering Mode: Function block No. 60]
The following parameters will be initialized.
Mode Items Symbol Initial value
RKC communication: 0
Function block | Device address Add Modbus-: 1 .
Engineering No. 60 PLC communication: 0
Mode Data bit configuration bl 0
Function block .
ng. 62 Register type MPREG 0
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4.1 Parameters to Be Initialized

4.1.21 When Register type (MPREL) is changed
[Engineering Mode: Function block No. 62]

The following parameters will be initialized.

Mode ltems Symbol Initial value
Engineering | Function block | Register start number (High-order 4-bit) MPSRH 0
Mode No. 62 Register start number (Low-order 16-bit) MPERL 1000
4.1.22 When Soak time unit (5 dP) is changed
[Engineering Mode: Function block No. 70]
The following parameters will be initialized.
Mode ltems Symbol Initial value
Parameter Parameter . 0:00
Setting Mode | group No. 70 Area soak time Asrk (0 minutes 00 seconds)

4.1.23 When Initialization (dEF) is changed

[Engineering Mode: Function block No. 91]

If Initialization is done by setting “1225 at [Engineering Mode: Function block No. 91], all the settings will
be set to the factory set values.

[0 NOTE
Make sure all settings are recorded before Initializing.

IMRO3A05-E8
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4.2 Parameters to Be Automatically Converted

4.2 Parameters to Be Automatically Converted

If the data of the following parameter is changed, related set values are also automatically converted.

[ NOTE

Make sure all settings are recorded before changing the set values.

[ NOTE

Check all set values after having changed the settings.

I~ See m Example of automatic conversion (P. 4-21) for details of automatic conversion.

e Input data type

e Input 1 _Decimal point position

e Input 1 _Input range high/low
e Input 1_Control action

e Input 1_Setting limiter high/low

e Input 1_Output limiter high/low [heat-side]
e Input 1_Output limiter high/low [cool-side]
e Input 2 Decimal point position

e Input 2_Input range high/low

e Input 2_Setting limiter high/low
e Input 2_Output limiter high/low

e Memory area transfer

e Input 1_Level PID setting 1
e Input 1_Level PID setting 2
e Input 1 Level PID setting 3
e Input 1 _Level PID setting 4
e Input 1 _Level PID setting 5
e Input 1 _Level PID setting 6
e Input 1_Level PID setting 7
e Input 2_Level PID setting 1
e Input 2 Level PID setting 2
e Input 2 Level PID setting 3
e Input 2_Level PID setting 4
e Input 2 Level PID setting 5
e Input 2_Level PID setting 6
e Input 2_Level PID setting 7

4-20
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4.2 Parameters to Be Automatically Converted

IMRO3A05-E8

m Example of automatic conversion

e If the position of a decimal point is changed, the decimal point is shifted according to the setting.

Example 1: When the Input 1 _Input range high is set to 400.0 °C, changing the decimal point position to 0
from 1 will change the Input 1 _Input range high to 400 °C.

Input 1_
Input range high
| OIr C L | OIrC L The value will be rounded off to a positive integer.
Lo ari »| LI LIl (400.5 °C is rounded off to 401 °C)

(NI mr
L [N/ N

Example 2: When the Input 1 input range is —200.0 to +850.0 °C (Input type: RTD Pt100), changing the
decimal point position to 2 from 1 will change the input range to —100.00 to +850.00 °C.

Input 1_
Input range high
,' PL—, '-—, H - ,' ,'— L—, '-, H In case of RTD Pt100, as the maximum measuring
BES I’JI'_—I' ’95 'I_"I Bll—"’l range with decimal place of 2 is —100.00 to +850.00 °C,
this value will not be exceeded.
Input 1_
Input range low
1o cCi 1o cCi
ILr e o| LT LIl
_’:H—Il'! I ININInIn
L NN

e When the input range is changed, the setting limiter will be also changed according to the setting.

Example: Input 1 _Input range is 0 to 1372 °C, Input 1 _Setting limiter high is 800 °C. Changing the Input 1
Input range high to 400 °C will change the Setting limiter high to 400 °C accordingly.

Input range low Input range high

|4 Input range =|

| Setting range :

| A A I
0°C 100 °C 800 °C 1372 °C
Setting limiter low Setting limiter high

400 °C
Input range ———»

Change

| Setting range |

I AN I
00°C  100°C 400 °C
Setting limiter low Setting limiter high
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4.2 Parameters to Be Automatically Converted

4.2.1 When Input data type (! Nd") is changed
[Engineering Mode: Function block No. 21]

The following parameters will be automatically converted.

Some parameters may have prerequisite for automatic conversion. (See the prerequisite and P. 4-23)

Mode Items Symbol |Condition
Monitor & SV Setting Mode Set value (SV) of differential temperature input —
Parameter group No. 00 Set value (SV) of differential temperature input d5V —
Event 1 set value (EV1) Ev ! 4
Event 1 set value (EV1) [high] bl
Event 1 set value (EV1’) [low] Ev 4
Event 2 set value (EV2) Eva 4
Event 2 set value (EV2) [high] 4
Event 2 set value (EV2”) [low] Evo 4
Parameter group No. 40
Event 3 set value (EV3) £v3 4
Event 3 set value (EV3) [high] 4
Event 3 set value (EV3’) [low] Ev3 4
Event 4 set value (EV4) vy 4
Event 4 set value (EV4) [high] 4
Event 4 set value (EV4’) [low] Ery 4
Input 1_Proportional band [heat-side] ! P 1
Parameter Setting Mode Input 1_ON/OFF action differential gap (upper) ! agHH 1
Parameter group No. 51 - - -
Input 1_ON/OFF action differential gap (lower) I oHL 1
Input 1_LBA deadband (LBD) . Lbd| —
Input 2_Proportional band = P 1
Input 2. ON/OFF action differential gap (upper) 2 aHH 1
Parameter group No. 52 , . .
Input 2_ON/OFF action differential gap (lower) c oHL 1
Input 2_LBA deadband (LBD) c Lbd| —
Input 1_Proportional band [cool-side] I Pc 1
Parameter group No. 56
Input 1_Overlap/Deadband I dhb 1
Input 1_Setting change rate limiter (up) 1SyRY —
Input 1_Setting change rate limiter (down) 1S5V Rd —
Parameter group No. 70 - .
Input 2_Setting change rate limiter (up) 25V Ry —
Input 2_Setting change rate limiter (down) 25VRd —
Setting group No. 21 Input 1_PV bias I Ph —
Setting group No. 22 Input 2_PV bias (RS bias) Z. Pk —
Setting group No. 53 Input 1_AT bias I AL —
Setting group No. 54 Input 2__AT bias 2 ATk —
Input 1_Determination point of external disturbance TExdd —
Setup Setting Mod Setting group No. 57
ctup Setting Mode & group Input 2_Determination point of external disturbance ZEXdJ —
Input 1_Peak hold monitor IPHLd —
Input 1_Bottom hold monitor IbHLd —
Setting group No. 91 -
Input 2_Peak hold monitor cPHLd —
Input 2_Bottom hold monitor chEHLd —
Input 1_Input error determination point (high) ! PaV —
Function block No. 21 . -
Input 1_Input error determination point (low) I PUN —
Input 2_Input error determination point (high) 2 PgoV —
Engineering Mode Function block No. 22 . -
Input 2_Input error determination point (low) 2 PUN —
Retransmission output 1 scale high AHS ! 2
Function block No. 31 —
Retransmission output 1 scale low AL 2
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4.2 Parameters to Be Automatically Converted

Mode Items Symbol |Condition
Retransmission output 2 scale high AHS? 2
Function block No. 32
Retransmission output 2 scale low ALS5Z 2
Retransmission output 3 scale high AHS53 2
Function block No. 33
Retransmission output 3 scale low ALg3 2
Function block No. 41 Event 1 differential gap EH ! 3
Function block No. 42 Event 2 differential gap EHZ 3
Engineering Mode Function block No. 43 Event 3 differential gap EHI 3
Function block No. 44 Event 4 differential gap EHY 3
Input 1_Start determination point ! PdR —
Function block No. 51 - -
Input 1_Level PID differential gap ! LHS —
Input 2_Start determination point 2 PdR —
Function block No. 52 - -
Input 2_Level PID differential gap 2 LHS —
Function block No. 58 Input circuit error alarm set value I C —
Condition

1: When Input type is Thermocouple/RTD input.

2: When Retransmission output is “Input 1 _Deviation,” “Input 2_Deviation,” or Measured value (PV) of differential temperature

input.

3: Event type is other than Manipulated output value

4: In any one of the following cases

+ Event type is a deviation action

+ Evet type is an input value action, AND Event assignment is ‘“Differential temperature input.”
* Event type is a set value action, AND Event assignment is “Differential temperature input.”

IMRO3A05-E8
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4.2 Parameters to Be Automatically Converted

4.2.2 When Input 1_Decimal point position ( /PLdP), Input 1_Input range
high ( /PL5SH) and Input 1_Input range low ( I/PL5L) are changed
[Engineering Mode: Function block No. 21]

The following parameters will be automatically converted.

Some parameters may have prerequisite for automatic conversion. (See the prerequisite and P. 4-25)

Mode Items Symbol |Condition
) ) Input 1_Set value (SV) —
Monitor & SV Setting Mode
Set value (SV) of differential temperature input —
Input 1_Set value (SV) ! v —
Parameter group No. 00
Set value (SV) of differential temperature input d5v —
Event 1 set value (EV1) "o 3
Event 1 set value (EV1) [high] bl
Event 1 set value (EV1’) [low] Ev 3
Event 2 set value (EV2) Eya 3
Event 2 set value (EV2) [high] 4
Event 2 set value (EV2”) [low] Evo 3
Parameter group No. 40
Event 3 set value (EV3) £v3 3
Event 3 set value (EV3) [high] 4
Event 3 set value (EV3) [low] Eva 3
Parameter Setting Mode Event 4 set value (EV4) vy 3
Event 4 set value (EV4) [high] 4
Event 4 set value (EV4’) [low] Ery 3
Input 1_Proportional band [heat-side] ! P 2
Input 1_ON/OFF action differential gap (upper) ! aoHH 2
Parameter group No. 51 - - -
Input 1_ON/OFF action differential gap (lower) I oHL 2
Input 1_LBA deadband (LBD) I Lbd —
Input 1_Proportional band [cool-side] ! Pc 2
Parameter group No. 56
Input 1_Overlap/Deadband . dhb 2
Input 1_Setting change rate limiter (up) 1Sy RY —
Parameter group No. 70 - .
Input 1_Setting change rate limiter (down) !5V Rd —
Setting group No. 21 Input 1_PV bias I Ph _
Setting group No. 22 Input 2_PV bias (RS bias) * c Fb 1
Input 1_Level PID setting 1 ILEV | —
Input 1_Level PID setting 2 ILEV 2 —
Input 1_Level PID setting 3 ILEV3 —
Setting group No. 51 Input 1_Level PID setting 4 ILEVY _
Input 1_Level PID setting 5 ILEVS —
Setup Setting Mode Input 1_Level PID setting 6 ILEVE —
Input 1_Level PID setting 7 ILEVT —
Setting group No. 53 Input 1_AT bias ! Rry _
Setting group No. 57 Input 1_Determination point of external disturbance 1EXdJ -
Cascade Proportional band (master-side) MASP 2
Setting group No. 58
PV select transfer level cPrLY —
Input 1 _Peak hold monitor IPHLd —
Setting group No. 91 -
Input 1_Bottom hold monitor IEHL A —
) ) Input 1_Input range high * IPLSH —
Engineering Mode Function block No. 21 -
Input 1_Input range high * IPLSL -

* Only if the Input 1_Decimal point position has been changed. (Not applicable to high and low limit of Input 1)
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4.2 Parameters to Be Automatically Converted

Mode Items Symbol |Condition
Input 1_Input error determination point (high) ! PoV —
Function block No. 21 — -
Input 1_Input error determination point (low) I PUN —
Input 2_Input range high * cPLGH 1
Function block No. 22
Input 2_Input range high * cPLOSL 1
Retransmission output 1 scale high AHS ! 4
Function block No. 31
Retransmission output 1 scale low ALS ! 4
Retransmission output 2 scale high AHS2 4
Function block No. 32 —
Retransmission output 2 scale low ALS2 4
Retransmission output 3 scale high AHS53 4
. . Function block No. 33 —

Engineering Mode Retransmission output 3 scale low AL53 4
Function block No. 41 Event | differential gap EH ! 3
Function block No. 42 Event 2 differential gap EHZ 3
Function block No. 43 Event 3 differential gap EHT 3
Function block No. 44 Event 4 differential gap EHY 3

Input 1_Start determination point . PdA —
Function block No. 51 — L Pd

Input 1_Level PID differential gap ! LHS —
Function block No. 58 Input circuit error alarm set value ' TR _

Input 1_Setting limiter high ! SLH —
Function block No. 71

Input 1_Setting limiter low I GLtL —

* Only if the Input 1_Decimal point position has been changed. (Not applicable to high and low limit of Input 1)

Condition

1: “Select function for input 2” is not Remote setting input AND Input 2_Input type is not either voltage output or current output.

2: When Input 1_Input type is Thermocouple/RTD input.

3: The condition is either of the following.
+ Event type is other than Manipulated output value AND “Select function for input 2” is set to “Control with PV select.”

* Event type is other than Manipulated output value AND Event assignment is either “Input 1” or “Differential temperature input.

4: Retransmission output is “No retransmission output,” “Input 1_Measured value (PV),” “Input 1_Set value (SV),”

EH

“Input 1_Deviation,” “Input 1_Remote setting input value,” OR Measured value (PV) of differential temperature input.
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4.2 Parameters to Be Automatically Converted

4.2.3 When Input 1_Control action ( /.

05) is changed

[Engineering Mode: Function block No. 51]

The following parameters will be automatically converted.

Mode Items Symbol
Parameter group No. 51 Input 1_Integral time [heat-side] ! !
Parameter Setting Mode
Parameter group No. 70 Input 1_Manipulated output value (Area) ! MR
Setup Setting Mode Setting group No. 51 Input 1 _Manual manipulated output value MMy
i P5M

Engineering Mode Function block No. 51

Input I Manipulated output value at input error

4.2.4 When Input 1_Setting limiter high/low (/! 5LH, | 5LL)is changed
[Engineering Mode: Function block No. 71]

The following parameters will be automatically converted.

Mode

ltems

Monitor & SV Setting Mode

Input 1_Set value (SV)

Parameter Setting Mode | Parameter group No. 00

Input 1_Set value (SV)
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4.2 Parameters to Be Automatically Converted

4.2.5 When Input 1_Output limiter high/low [heat-side] (/. oLH, | oll)is
changed [Parameter Setting Mode: Parameter group No. 51]

The following parameters will be automatically converted.

Mode Items Symbol

Setup Setting Mode Setting group No. 51 Input 1_Manual manipulated output value I MMV

4.2.6 When Input 1_Output limiter high/low [cool-side] ( loLHc, lollc)is
changed [Parameter Setting Mode: Parameter group No. 56]

The following parameters will be automatically converted.
If the control action is set to “Heat/Cool PID control,” the data of the following parameter will be
automatically converted.

Mode ltems Symbol

Setup Setting Mode Setting group No. 51 Input 1 _Manual manipulated output value MMy
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4.2 Parameters to Be Automatically Converted

4.2.7 When Input 2_Decimal point position (ZPLdP) is changed
[Engineering Mode: Function block No. 22]

The following parameters will be automatically converted.

Some parameters may have prerequisite for automatic conversion. (See the prerequisite and P. 4-29)

Mode Items Symbol [Condition
Monitor & SV Setting Mode Input 2_Set value (SV) —
Parameter group No. 00 Input 2_Set value (SV) c oy —
Event 1 set value (EV1) £yl 3
Event 1 set value (EV1) [high] v
Event 1 set value (EV1’) [low] Ev 3
Event 2 set value (EV2) e 3
Event 2 set value (EV2) [high] 4
Event 2 set value (EV2”) [low] ve! 3
Parameter group No. 40
Event 3 set value (EV3) £v3 3
Event 3 set value (EV3) [high] 4
Event 3 set value (EV3’) [low] v 3! 3
Parameter Setting Mode ( ) Ev3
Event 4 set value (EV4) vy 3
Event 4 set value (EV4) [high] 4
Event 4 set value (EV4’) [low] Evy 3
Input 2_Proportional band c. P 2
Input 2 ON/OFF action differential gap (upper) 2 aHH 2
Parameter group No. 52
Input 2_ON/OFF action differential gap (lower) 2 oHL 2
Input 2 LBA deadband (LBD) g Lbd| —
Input 2_Setting change rate limiter (up) 25V RY —
Parameter group No. 70
Input 2_Setting change rate limiter (down) 25V Rd —
. Input 2_PV bias
Setting group No. 22 (RS bias) g Pt 1
Input 2_Level PID setting 1 2LEV | —
Input 2_Level PID setting 2 cLEVZ —
Input 2_Level PID setting 3 2LEVT —
Setting group No. 52 Input 2_Level PID setting 4 cLEVY —
Input 2_Level PID setting 5 2LEVS —
Input 2_Level PID setting 6 Z2LEVE —
Setup Setting Mode Input 2_Level PID setting 7 cLEVT —
Setting group No. 54 Input 2_AT bias Z RrL —
Setting group No. 57 Input 2_Determination point of external disturbance cEXdY —
Cascade_Proportional band (master-side) SLyP 2
Setting group No. 58 Cascade_Scale high CECH _
Cascade_Scale low LS00 —
Input 2_Peak hold monitor 2PHL 4 —
Setting group No. 91 -
Input 2_Bottom hold monitor 2hHLd —
Input 2_Input range high Z2PLSH 1
Input 2_Input range low ZPLSL 1
Function block No. 22
Input 2_Input error determination point (high) Z PgV —
Input 2_Input error determination point (low) 2 PUN —
Engineering Mode — -
Retransmission output 1 scale high AHS | 4
Function block No. 31 —
Retransmission output 1 scale low ALS ! 4
Retransmission output 2 scale high AHSZ 4
Function block No. 32 —
Retransmission output 2 scale low ALSs? 4
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4.2 Parameters to Be Automatically Converted

Mode Items Symbol |Condition

Retransmission output 3 scale high AHS3 4
Function block No. 33

Retransmission output 3 scale low AL 53 4
Function block No. 41 Event 1 differential gap EH ! 3
Function block No. 42 Event 2 differential gap EHZ 3
Function block No. 43 Event 3 differential gap EHI 3

Engineering Mode Function block No. 44 Event 4 differential gap EHY 3

Input 2_Start determination point Z PdA —
Function block No. 52

Input 2_Level PID differential gap 2 LHS —

Input 2_Setting limiter high 2 SLH —
Function block No. 72 —

Input 2_Setting limiter low c 5Lt —

Condition

1: “Select function for input 2” is not Remote setting input AND Input 2_Input type is not either voltage output or current output.

2: When Input 1_Input type is Thermocouple/RTD input.

3: If Event type is other than manipulated output AND “Select function for input 2” is other than “Control with PV select,” AND
Event assignment is “Input 2.”

4: Retransmission output is “Input 2_Measured value (PV),” “Input 2_Set value (SV),” or “Input 2_Deviation.”
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4.2 Parameters to Be Automatically Converted

4.2.8 When Input 2_Setting limiter high/low (ZPL5H, 2PL5L) is changed
[Engineering Mode: Function block No. 22]

The following parameters will be automatically converted.

Some parameters may have prerequisite for automatic conversion. (See the prerequisite and P. 4-31)

Mode Items Symbol [Condition
Monitor & SV Setting Mode Input 2_Set value (SV) —
Input 1_Set value (SV) ! v 1
Parameter group No. 00
Input 2_Set value (SV) c. v —
Event 1 set value (EV1) "o 5
Event 1 set value (EV1) [high] bl
Event 1 set value (EV1’) [low] Ev ! 5
Event 2 set value (EV2) vo 5
Event 2 set value (EV2) [high] 4
Event 2 set value (EV2”) [low] ve! 5
Parameter group No. 40
Event 3 set value (EV3) £y3 5
Event 3 set value (EV3) [high] 4
Event 3 set value (EV3’) [low] Ev3 5
Event 4 set value (EV4) vy 5
Event 4 set value (EV4) [high] 4
Event 4 set value (EV4”) [low] EvHd 5
: o )
Parameter Setting Mode Input 1_Proportional band [heat-side] ! P 3
Input 1_ON/OFF action differential gap (upper) I oHH 3
Parameter group No. 51 - - ;
Input 1_ON/OFF action differential gap (lower) I aHL 3
Input 1_LBA deadband (LBD) . Lbd 1
Input 2_Proportional band c. P 2
Input 2. ON/OFF action differential gap (upper) 2 aHH 2
Parameter group No. 52
Input 2_ON/OFF action differential gap (lower) 2 oHL 2
Input 2_LBA deadband (LBD) c Lbd| —
Input 1_Proportional band [cool-side] I Pc 3
Parameter group No. 56
Input 1_Overlap/Deadband I dhb 3
Input 1_Setting change rate limiter (up) 1Sy RY 1
Input 1_Setting change rate limiter (down) 1SV Rd 1
Parameter group No. 70 - .
Input 2_Setting change rate limiter (up) cSyRY —
Input 2_Setting change rate limiter (down) 25V Rd —
. Input 2_PV bias
Setting group No. 22 (RS bias) 2 Pt 4
Input 1_Level PID setting 1 ILEV 1
Input 1_Level PID setting 2 ILEVZ2 1
Input 1_Level PID setting 3 ILEV 3 1
Setting group No. 51 Input 1_Level PID setting 4 ILEVY 1
Input 1_Level PID setting 5 ILEVS 1
Input 1_Level PID setting 6 ILEVE 1
Setup Setting Mode Input 1_Level PID setting 7 ILEV 1
Input 2_Level PID setting 1 cLEV | —
Input 2_Level PID setting 2 cLEVC —
Input 2_Level PID setting 3 c2LEV 3 —
Setting group No. 52 Input 2_Level PID setting 4 Z2LEVY —
Input 2_Level PID setting 5 cLEVS —
Input 2_Level PID setting 6 Z2LEVE —
Input 2_Level PID setting 7 cLEVT —
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4.2 Parameters to Be Automatically Converted

Mode Items Symbol |Condition
Setting group No. 53 Input 1_AT bias ! ATk 1
Setting group No. 54 Input 2_AT bias Zc Ars —

Input 1_Determination point of external disturbance 1Exd] 1
Setting group No. 57 — - -
Input 2_Determination point of external disturbance 2EXdY —
Setup Setting Mode Cascade_Proportional band (slave-side) SLyp 2
Setting group No. 58 Cascade_Scale high CSCH —
Cascade_Scale low rerL —
Input 2_Peak hold monitor cPHLA —
Setting group No. 91 -
Input 2_Bottom hold monitor 2hHL A —
Input 2_Input error determination point (high) Zc PgV —
Function block No. 22
Input 2_Input error determination point (low) 2 PUN —
Retransmission output 1 scale high AHS ! 6
Function block No. 31 —
Retransmission output 1 scale low ALS ! 6
Retransmission output 2 scale high AHSZ 6
Function block No. 32 —
Retransmission output 2 scale low ALS? 6
Retransmission output 3 scale high AHS53 6
Function block No. 33 —
Retransmission output 3 scale low AL53 6
Function block No. 41 Event 1 differential gap EH ! 5
Function block No. 42 Event 2 differential gap EHZ 5
Engineering Mode - -
Function block No. 43 Event 3 differential gap EHI 5
Function block No. 44 Event 4 differential gap EHY 5
Input 1_Start determination point ! PdR 1
Function block No. 51
Input 1_Level PID differential gap Pl d 1
Input 2_Start determination point 2 PdAR —
Function block No. 52 - -
Input 2_Level PID differential gap Z LHS —
Input 1_Setting limiter high ! SLH 1
Function block No. 71 .
Input 1_Setting limiter low L 5LL 1
Input 2_Setting limiter high c SLH —
Function block No. 72 —
Input 2_Setting limiter low c 5Lt —
Condition

1: If “Select function for input 2” is “Control with PV select.”
2: When Input type is Thermocouple/RTD input.
3: “Select function for input 2” is “Control with PV select” AND Input 2_Input type is Thermocouple/RTD input.
4: “Select function for input 2” is other than Remote setting input
5: If Event type is other than manipulated output AND “Select function for input 2” is other than “Control with PV select,” AND
Event assignment is “Input 2.”
6: The condition is either of the following.
+ Retransmission output is “Input 2_Measured value (PV),” “Input 2_Set value (SV),” or “Input 2_Deviation.”
+ When “Select function for Input 2” is “Control with PV select,” the Retransmission output will be as follows.
“No retransmission output,” “Input 1 _Measured value (PV),” “Input 1_Set value (SV),” “Input 1_Deviation,”
“Input 1_Remote setting input value,” OR Measured value (PV) of differential temperature input.
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4.2 Parameters to Be Automatically Converted

4.2.9 When Input 2_Setting limiter high/low (Z. 5LH, 2. 5LL) is changed
[Engineering Mode: Function block No. 72]

The following parameters will be automatically converted.

Mode Items Symbol
Monitor & SV Setting Mode Input 2_Set value (SV)
Parameter Setting Mode | Parameter group No. 00 Input 2_Set value (SV) Z 5V
Cascade_Scale high CSrH
Setup Setting Mode Setting group No. 58
Cascade_Scale low rerL

4.2.10 When Input 2_Output limiter high/low (2. oLH, 2. olLl)is changed
[Parameter Setting Mode: Parameter group No. 52]

The following parameters will be automatically converted.

Mode Items Symbol

Setup Setting Mode Setting group No. 52 Input 2_Manual manipulated output value MMy

4.2.11 When Memory area transfer (HRPER) is changed [Monitor & SV
Setting Mode (FZ110), Memory Area Transfer Mode (FZ400/900)]

The following parameters will be automatically converted.

Mode ltems Symbol
Setting group No. 51 Input 1_Manual manipulated output value 1 MMV
Setup Setting Mode
Setting group No. 52 Input 2_Manual manipulated output value 2 MMy

4.2.12 When Input 1_Level PID setting 1 (/LEY 1) is changed
[Setup Setting Mode: Setting group No. 51]

The following parameters will be automatically converted.

Mode Items Symbol
Input 1_Level PID setting 2 ILeEve
Input 1_Level PID setting 3 ILEV3
Input 1_Level PID setting 4 ILEVH
Setup Setting Mode Setting group No. 31 Input 1_Level PID setting 5 ILEVS
Input 1_Level PID setting 6 ILEVE
Input 1_Level PID setting 7 ILEVT
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4.2 Parameters to Be Automatically Converted

4.2.13 When Input 1_Level PID setting 2 ( /LEV ) is changed
[Setup Setting Mode: Setting group No. 51]

The following parameters will be automatically converted.

Mode

ltems

Symbol

Setup Setting Mode

Setting group No. 51

Input I _Level PID setting 1

<

Input 1_Level PID setting 3

<

Input 1 _Level PID setting 4

<

Input 1_Level PID setting 5

Input 1_Level PID setting 6

<

Input 1_Level PID setting 7

el e S
m|m|m|m|m|m

b AN AN AN AN RN

<

i [ Y N (O gy I Y

4.2.14 When Input 1_Level PID setting 3 (/LE/Y 3) is changed
[Setup Setting Mode: Setting group No. 51]

The following parameters will be automatically converted.

Mode

ltems

Symbol

Setup Setting Mode

Setting group No. 51

Input I _Level PID setting 1

<

Input 1_Level PID setting 2

<

Input 1_Level PID setting 4

<

Input 1_Level PID setting 5

Input 1_Level PID setting 6

<

Input 1_Level PID setting 7

S RS
m{m|m|m|m|m

bR AN AN RN

<

R Y

4.2.15 When Input 1_Level PID setting 4 ( /LEVY) is changed
[Setup Setting Mode: Setting group No. 51]

The following parameters will be automatically converted.

Mode

ltems

Symbol

Setup Setting Mode

Setting group No. 51

Input 1_Level PID setting 1

<

Input 1_Level PID setting 2

<

Input 1_Level PID setting 3

<

Input I _Level PID setting 5

Input 1_Level PID setting 6

<

Input 1_Level PID setting 7

<

g e Rl S
m M |m|m|m|m
S |on i |us ||

AN AN AN AN RN
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4.2 Parameters to Be Automatically Converted

4.2.16 When Input 1_Level PID setting 5 ( /LEV'S) is changed
[Setup Setting Mode: Setting group No. 51]

The following parameters will be automatically converted.

Mode

ltems

Symbol

Setup Setting Mode

Setting group No. 51

Input I _Level PID setting 1

<

Input 1_Level PID setting 2

<

Input I _Level PID setting 3

<

Input 1_Level PID setting 4

Input 1_Level PID setting 6

<

Input 1_Level PID setting 7

el e S
m|m|m|m|m|m

b AN AN AN AN RN

<

S| |w|rg |

4.2.17 When Input 1_Level PID setting 6 (/LEVE) is changed
[Setup Setting Mode: Setting group No. 51]

The following parameters will be automatically converted.

Mode

ltems

Symbol

Setup Setting Mode

Setting group No. 51

Input I _Level PID setting 1

<

Input 1_Level PID setting 2

<

Input 1_Level PID setting 3

<

Input 1_Level PID setting 4

Input 1_Level PID setting 5

<

Input 1_Level PID setting 7

S RS
m{m|m|m|m|m

bR AN AN RN

<

S| |w|r|s

4.2.18 When Input 1_Level PID setting 7 ( /LEV ") is changed
[Setup Setting Mode: Setting group No. 51]

The following parameters will be automatically converted.

Mode

ltems

Symbol

Setup Setting Mode

Setting group No. 51

Input 1_Level PID setting 1

<

Input 1_Level PID setting 2

<

Input 1_Level PID setting 3

<

Input 1 _Level PID setting 4

Input 1_Level PID setting 5

<

Input 1_Level PID setting 6

<

g e Rl S
m M |m|m|m|m
o | C | |-

AN AN AN AN RN
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4.2 Parameters to Be Automatically Converted

4.2.19 When Input 2_Level PID setting 1 (Z.LEV 1) is changed
[Setup Setting Mode: Setting group No. 52]

The following parameters will be automatically converted.

Mode Items Symbol
Input 2_Level PID setting 2 cLEVC
Input 2_Level PID setting 3 cLEVT
) Input 2_Level PID setting 4 cLEVY
Setup Setting Mode Setting group No. 52 Input 2_Level PID setting 5 cLEVS
Input 2_Level PID setting 6 Z2LEVE
Input 2_Level PID setting 7 cLEVT

4.2.20 When Input 2_Level PID setting 2 (Z.LE)2) is changed
[Setup Setting Mode: Setting group No. 52]

The following parameters will be automatically converted.

Mode Items Symbol
Input 2_Level PID setting 1 cLEV |
Input 2_Level PID setting 3 cLEV3
) Input 2_Level PID setting 4 c2LEVY
Setup Setting Mode Setting group No. 52 Input 2_Level PID setting 5 cLEVS
Input 2_Level PID setting 6 cLEVE
Input 2_Level PID setting 7 ZLEVT

4.2.21 When Input 2_Level PID setting 3 (Z.LE/ 3) is changed
[Setup Setting Mode: Setting group No. 52]

The following parameters will be automatically converted.

Mode Items Symbol
Input 2_Level PID setting 1

n
=

Input 2_Level PID setting 2

<

u u
r=|r= (= (= (e

m (|
ANIANIAIA AN A
i Il T W T O I I R

<

Input 2_Level PID setting 4

ny

Setup Setting Mod Setting group No. 52
elup Setiing Mode & group Input 2_Level PID setting 5

Ny
m [m

Input 2_Level PID setting 6

<

Input 2_Level PID setting 7

n
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4.2 Parameters to Be Automatically Converted

4.2.22 When Input 2_Level PID setting 4 (Z.LEVY) is changed

[Setup Setting Mode: Setting group No. 52]

The following parameters will be automatically converted.

Mode

ltems

Input 2_Level PID setting 1

Input 2_Level PID setting 2

Input 2_Level PID setting 3

]

n
P&

N

-~
== == Y: == =
D0 juw | fu | —

Setup Setting Mod Setting group No. 52
etup Setiing Aode & grotp Input 2_Level PID setting 5 ]
Input 2_Level PID setting 6 2LEV
Input 2_Level PID setting 7 cLEV

4.2.23 When Input 2_Level PID setting 5 (Z.LEYS) is changed

[Setup Setting Mode: Setting group No. 52]

The following parameters will be automatically converted.

Mode Items Symbol
Input 2_Level PID setting 1 cLEV |
Input 2_Level PID setting 2 cLEV?
- ) Input 2_Level PID setting 3 Z2LEV 3
Setup Setting Mode Setting group No. 52 Input 2_Level PID setting 4 cLEVH
Input 2_Level PID setting 6 cLEVE
Input 2_Level PID setting 7 ZLEVT
4.2.24 When Input 2_Level PID setting 6 (Z.LEVE) is changed
[Setup Setting Mode: Setting group No. 52]
The following parameters will be automatically converted.
Mode Items Symbol
Input 2_Level PID setting 1 cLEV

Setup Setting Mode

Setting group No. 52

Input 2_Level PID setting 2

<

mn

Input 2_Level PID setting 3

N
m(m

Input 2_Level PID setting 4

Input 2_Level PID setting 5

<

i

Input 2_Level PID setting 7

<

g
r=|r= (= (= (e
(e mm
ANIANIAIA AN A
D Ljw ||

n
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4.2 Parameters to Be Automatically Converted

4.2.25 When Input 2_Level PID setting 7 (.LEV ) is changed
[Setup Setting Mode: Setting group No. 52]

The following parameters will be automatically converted.

Mode Items Symbol
Input 2_Level PID setting 1 LEV |
Input 2_Level PID setting 2 cLEV?
Input 2_Level PID setting 3 Z2LEV 3
Setup Setting Mode Setting group No. 52 Input 2_Level PID setting 4 cLEVY
Input 2_Level PID setting 5 2LEVS
Input 2_Level PID setting 6 cLEVE
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[Functions]

INPUT FUNCTION

This chapter describes input related functions, setting contents and setting
procedure based on the key words related to inputs.

5.1 Changing INPUL ... 5-2
5.2 Switching Functions Using Digital Inputs (DI)..........ccovvvveeeeeneeene. 5-16
5.3 Correcting Input (PV Bias and PV Ratio) ...........ccceevvvviiicieenenee. 5-28
5.4 Preventing the Input Flicker ... 5-31
5.5 Inverting the INput.........ccooorii e 5-33
5.6 Extracting Square Root of Input..........cccccceeiiiiiiiii 5-35
5.7 Changing Error Handling at Input Error ............cccooiiiiiiiiiiiie 5-39
5.8 Using Dual Input Function ...........cccoooiiiiiiiii e, 5-48
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5. INPUT FUNCTION

5.1 Changing Input

Measured input can be changed at following parameters. Set the input according to the sensor and the
application.

— Input type

— Dispaly unit

— Decimal point position

— Input range high/Input range low

— Input data type

B Description of function

Input type
Input type can be easily configured to thermocouple, RTD, current or voltage only by changing the settings.
¢ TC input type: K,ILR,S, B, E,N, T, W5Re/W26Re, PL II, U, L, PR40-20
e RTD input type: ~ Pt100, JPt100
e Current input type: 0 to 20 mA DC, 4 to 20 mA DC
e Voltage input type: 0to 10 VDC,0to SV DC,1to 5V DC,0to 1 VDC,-10to+10V DC, -5 to+5 V DC,
0to 100 mV DC, 0to 10 mV DC

Display unit
In case of thermocouple or RTD input, the measurement unit can be selected from °C and °F.

Decimal point position
The decimal point position depends on the input type.

e TC input: K,J,R,S,B,E,N, T, PL II, U, L: No decimal place or One decimal place
Thermocouples other than those shown above: No decimal place (fixed)
e RTD input: No decimal place, One decimal place or Two decimal places

e Voltage/Current input: In case of Input data type 0: No decimal place, One decimal place, Two decimal places,
Three decimal places or Four decimal places
In case of Input data type 1: No decimal place, One decimal place, Two decimal places or
Three decimal places

=5 For the Input data type, see Input range table (P. 5-11).

Input range high/low

In the case of temperature input (TC and RTD), input ranges can be changed. In the case of voltage (V) and
current (I) inputs, the display range is programmable within —19999 and +99999.

(The input range specified when ordered can be changed by setting the input range high and low.)

Example of input change 1:
Changing thermocouple K “-200.0 to +1372.0 °C” to “0.0 to 400.0 °C”

Minimum value of Maximum value of
Input range Input range
—-200.0 °C +1372.0 °C
Measured range
// Input span x
1572.0 °C

— input span <

400.0 °C

Input range low Input range high
0.0°C 400.0 °C

5.2 IMRO3A05-E8



5. INPUT FUNCTION

Example of input change 2:
When the input range is —200.0 to +850.0 °C (Input type: RTD Pt100), changing the decimal point position to 2

from 1 will change the input range to —100.00 to +850.00 °C.
The maximum range with an RTD Pt100 input with two decimal places is —100.00 to +850.00 °C.
Accordingly setting beyond this range is not possible.

Minimum value of Maximum value of

Input range Input range
—-200.0 °C +850.0 °C
///, Measuring range with one decimal place. \

Input span

1050.0 °C q

Measuring range with two decimal places.

Input span \

P 950.00 °C R

I‘ Ll

Minimum value of Maximum value of

Input range Input range
—-100.00 °C +850.00 °C

Example of input change 3:
In the case of Voltage input (1 to 5 V DC), the input range has been reduced from “0.0 to 100.0” to “0.0 to

50.0.”

Voltage input: 1V Voltage input: 5 V

| )
_ "

Input range high

G 100.0

)
1

Input range low Input range high
0.0 50.0

Input range low

Input data type
The number of digits of the Measured value (PV), the number of data digits in RKC communication, the data

type in Modbus communication (double word or single word) can be changed.
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5. INPUT FUNCTION

B Parameter setting
= See the Input range table (P. 5-11) for the input range of each input type.

= For the input range code, see Input range code table (P. 5-13).

® Input 1_Input type
[Engineering Mode: Function block No. 21 (Fnc /)]

Parameter symbol Data range Factory set value
| I N |0 TCinputK 15: Current input 0 to 20 mA DC Same as the input type of the
A I: TC input] 16: Current input 4 to 20 mA DC input range code specified at
2: TC inputR 17: Voltage input 0 to 10 V DC the time of order.
3: TCinput S 18: Voltage input 0 to 5 V DC
4: TCinput B 19: Voltage input 1 to 5 V DC
5: TCinput E 20: Voltage input O to 1 V DC
6: TC input N 21: Voltage input —10 to +10 V DC
7: TCinput T 22: Voltage input =5 to +5 V DC
8: TC input W5Re/W26Re 23: Voltage input 0 to 100 mV DC
9: TC input PL I 24: Voltage input 0 to 10 mV DC
10: TC input U
11: TC input L
12: TC input PR40-20
13: RTD input Pt100
14: RTD input JPt100

[EE NOTE
When the input type is changed from current or high voltage input * to TC, RTD or low
voltage input *, remove the wirings of the measured input before attempting the input change.
Changing the input type with the signal applied to the instrument may lead to a failure of the
instrument.

* High voltage input: 0to 10 VDC, 0to 5 VDC, 1to 5V DC,0to 1 V DC, -10 to +10 V DC, -5 to +5 V DC
Low voltage input: 0to 100 mV DC, 0to 10 mV DC

& See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized or changed when the input type is
changed.
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® Input 2_Input type
[Engineering Mode: Function block No. 22 (Fn22)]

Parameter symbol Data range Factory set value
1 ) MDD [0: TCinputK 15: Current input 0 to 20 mA DC Same as Input 1_Input type
L. 1 1: TCinput] 16: Current input 4 to 20 mA DC
2: TC inputR 17: Voltage input 0 to 10 V DC When Remote setting input is
3: TC input S 18: Voltage input 0 to 5 V DC specified at the time of order,
4: TC input B 19: Voltage input 1 to 5 V DC but the input type 1s not
5: TCinput E 20: Voltage input 0 to 1 V. DC specified: 17
6: TC input N 21: Voltage input —10 to +10 V DC
7: TCinput T 22: Voltage input —5 to +5 V DC
8: TC input W5Re/W26Re 23: Voltage input 0 to 100 mV DC
9: TC input PL I 24: Voltage input 0 to 10 mV DC

10: TC input U

11: TC input L

12: TC input PR40-20
13: RTD input Pt100
14: RTD input JPt100

® When Measured input 2 is selected for FZ400/900: 0 to 24
® When Remote setting input is selected for FZ400/900: 15 to 24
® When Remote setting input is selected for FZ110: 15to0 22

[0 NOTE
When the input type is changed from current or high voltage input * to TC, RTD or low
voltage input *, remove the wirings of the measured input before attempting the input change.
Changing the input type with the signal applied to the instrument may lead to a failure of the
instrument.
* High voltage input: 0to 10 VDC,0to 5 VDC, 1to5VDC,0to 1 VDC,-10to +10 VDC, -5to +5 V DC

Low voltage input: 0 to 100 mV DC, 0 to 10 mV DC

[[] To display Input 2_Input type, “Measured input 2” or “Remote setting input” must be specified
on FZ400/900 at the time of order. For FZ110, Remote setting input must be specified at the time
of order.

[L] Input 2 Input type is not displayed if “No function” is selected at Select function for input 2 in
Function block No. 58 in the Engineering mode.

I.Z" See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized or changed when the input type is
changed.

IMRO3A05-E8 5-5



5. INPUT FUNCTION

® Input 1_Display unit
[Engineering Mode: Function block No. 21 (FaZ /)]

Parameter symbol Data range Factory set value
I1INIY = 0:°C Same as the display unit of the
LN 1: °F input range code specified at

the time of order.

[} To show “Input 1_Display unit,” thermocouple or RTD must be selected at Input 1_Input type in
Function block No. 21 in the Engineering mode.
=

See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized or changed when the display unit is
changed.

® Input 2_ Display unit
[Engineering Mode: Function block No. 22 (FnZ?2)]

Parameter symbol Data range Factory set value
JINID - |0:°C Same as Input 1_Temperature
A L unit

[1] To show “Input 2_Display unit,” “Measured input 2” must be specified at the time of order and
thermocouple or RTD must be selected at “Input 2_Input type” in Function block No. 22 in the
Engineering mode.

[L)  Input 2_Input type is not displayed if “No function” is selected at Select function for input 2 in
Function block No. 58 in the Engineering mode. The setting cannot be changed if Remote setting
input and Control with PV select are set.

I  See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized or changed when the display unit is
changed.
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® Input 1_Decimal point position
[Engineering Mode: Function block No. 21 (FaZ /)]

Parameter symbol Data range Factory set value
| ‘D ~ ‘D 0: No decimal place Same as the decimal point
oo 1: One decimal place position of the input range code
2: Two decimal places specified at the time of order.

3: Three decimal places For V/I inputs: 1

4: Four decimal places

TCinput: WS5Re/W26Re, PR40-20: 0 (fixed)
Thermocouples other than those shown above: 0 to 1
RTD input: 0to 2
Voltage (V)/Current (I) input:
In case of Input data type 0: 0 to 4
In case of Input data type 1: 0 to 3
When Control with PV select:
{Decimal point position setting of Input 1 and Input 2 is compared}
and the smaller will be used.

& See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized or automatically converted when the
decimal point position is changed.

® Input 2_Decimal point position
[Engineering Mode: Function block No. 22 (Fn22)]

Parameter symbol Data range Factory set value
E P r d P 0: No decimal place Same as Input 1 Decimal point
Jou 1: One decimal place position

2: Two decimal places
3: Three decimal places
4: Four decimal places

TC input: W5Re/W26Re, PR40-20: 0 (fixed)

Thermocouples other than those shown above: 0 to 1
RTD input: 0 to 2
Voltage (V)/Current (I) input:

In case of Input data type 0: 0 to 4

In case of Input data type 1: 0 to 3

[L)  To show the “Input 2 Decimal point position,” “Measured input 2 must be specified at the time
of order.

[} Input 2 Input type is not displayed if “No function” is selected at Select function for input 2 in
Function block No. 58 in the Engineering mode. The setting cannot be changed if Remote setting
input and Control with PV select are set.

[}  When Control with PV select is set in “Select function for input 2” in Function block No. 58 in the
Engineering mode, a smaller value (of Decimal point position setting for Input 1 and Input 2) will
be used.

& See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized or automatically converted when the
decimal point position is changed.
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® Input 1_Input range high
[Engineering Mode: Function block No. 21 (FaZ /)]

Parameter symbol

Data range

Factory set value

(PL5SH

(Input 1_Input range low + 1 digit) to Input 1 Maximum value of input range
[Varies with the setting of the Decimal point position.]

See the Input range table (P. 5-11) for the input range of each input type.

High limit value of the input
range code specified at the time
of order.

For V/I inputs: 100.0

& See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are automatically converted when the Input range
high is changed.

® Input 2_Input range high
[Engineering Mode: Function block No. 22 (FnZ?2)]

Parameter symbol

Data range

Factory set value

cPL5H

* TC/RTD inputs and Voltage (V)/Current (I) inputs
(For other than Remote setting input):

(Input 2_Input range low + 1 digit) to Input 2 Maximum value of input range
[Varies with the setting of the Decimal point position.]

* Voltage (V)/Current (I) inputs (For Remote setting input):
(Input 2_Input range low + 1 digit) to Input 1 _Maximum value of input range

[Varies with the setting of the Decimal point position. ]

See the Input range table (P. 5-11) for the input range of each input type.

Same as Input 1_Input range high

L To display Input 2 Input range high, “Measured input 2” or “Remote setting input” must be
specified on FZ400/900 at the time of order. For FZ110, Remote setting input must be specified at
the time of order.

& See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are automatically converted when the Input range
high is changed.
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® Input 1_Input range low
[Engineering Mode: Function block No. 21 (FaZ /)]

Parameter symbol

Data range

Factory set value

(PL5L

Input 1_Minimum value of input range to (Input 1 _Input range high — 1 digit)
[Varies with the setting of the Decimal point position.]

See the Input range table (P. 5-11) for the input range of each input type.

Low limit value of the input range
code specified at the time of order.
For V/I inputs: 0.0

& See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are automatically converted when the Input range
low is changed.

® Input 2_Input range low
[Engineering Mode: Function block No. 22 (FnZ?2)]

Parameter symbol

Data range

Factory set value

cPL5L

* TC/RTD inputs and Voltage (V)/Current (I) inputs
(For other than Remote setting input):

Input 2 Minimum value of input range to (Input 2_Input range high — 1 digit)
[Varies with the setting of the Decimal point position.]

* Voltage (V)/Current (I) inputs (For Remote setting input):
Input 1_Minimum value of input range to (Input 2_Input range high — 1 digit)
[Varies with the setting of the Decimal point position.]

See the Input range table (P. 5-11) for the input range of each input type.

Same as Input 1_Input range low

L To display Input 2 Input range low, “Measured input 2” or “Remote setting input” must be
specified on FZ400/900 at the time of order. For FZ110, Remote setting input must be specified at
the time of order.

I See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are automatically converted when the Input range
low is changed.

IMRO3A05-E8
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® Input data type
[Engineering Mode: Function block No. 21 (FaZ /)]

Parameter symbol

Data range

Factory set value

YN
N

0: Number of measured value digits: 5
Number of RKC communication digits: 7
Modbus: Double word
PLC communication: Double word
(System data: Single word)
1: Number of measured value digits: 4
Number of RKC communication digits: 6 *
Modbus: Single word **
PLC communication: Single word
* Set “2” to handle the data of REX-D and its equivalent models in RKC
communication.
**The data of the FB series and its equivalent are included.

When changing the Input data type from 0 to 1 (or 2) and when the present
Input range has 5 digits (example: Input range high: 1372.0), you need to
configure the Input range to have 4 digits beforehand.

The unit of time depends on the Input data type.
In case of Input data type 0
FZ400/900: hour/minute/second, hour/minute, minute/second
FZ110: hour/minute, minute/second
In case of Input data type 1
hour/minute, minute/second

Conforms to Input range code
to specified at the time of
ordering

& See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are automatically converted when the Input data type
is changed.
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m Input range table

The input range may vary with the Input data type.

The Input data types are as follows.
* Measured value (PV): 5 or 4 digits for the display
* RKC communication: 7 or 6 digits for the data

Double word or single word

* PLC communication: Double word or single word

* Modbus:

(AN
(AN

position.
® TC input
In case of Input data type 0 In case of Input data type 1
Number of measured value digits: 5 Number of measured value digits: 4
Inout t Decimal point Number of RKC communication digits: 7 Number of RKC communication digits: 6
put type position Modbus: Double word Modbus: Single word
PLC communication: Double word PLC communication: Single word
°C ! °F °C ! °F
. —200to +400°C 1 —328to +752 °F —200to +400°C 1 —328t0 +752 °F
No decimal place V r
K —200to +1372°C 1 —328t0 +2502 °F —200to +1372°C 1 —328t0 +2502 °F
. —200.0to +400.0 °C  —328.0t0 +752.0 °F | -199.9t0 +400.0 °C ! —199.9t0 +752.0 °F
One decimal place T ;
—200.0to +1372.0 °C | —=328.0to +2502.0 °F [ -199.9t0 +999.9 °C | -199.9to +999.9 °F
. —200to +400°C | —328t0+752 °F —200to +400°C | —-328t0+752 °F
No decimal place X !
7 —200to +1200°C 1 —328t0 +2192 °F —200to +1200°C | -328t0 +2192 °F
. —200.0to +400.0 °C 1 —328.0to +752.0 °F | —199.9to +400.0 °C :-199.9t0 +752.0 °F
One decimal place i i
—200.0to +1200.0 °C 1 —328.0t0 +2192.0 °F | —=199.9t0 +999.9 °C 1 —199.9t0 +999.9 °F
T No decimal place —200to +400 °C —328to +752 °F —200to +400 °C —3281t0 +752 °F
One decimal place | —200.0 to +400.0 °C 1 -328.0t0 +752.0 °F | -199.9t0 +400.0 °C | —199.9t0 +752.0 °F
g* No decimal place -50to +1768 °C |  —58to +3214 °F —50to +1768 °C | —58to+3214 °F
One decimal place | —50.0to +1768.0 °C 1 —58.0to +3214.0 °F | —50.0t0 +999.9 °C | —58.0t0 +999.9 °F
R * No decimal place —50t0 +1768 °C i —58t0 +3214 °F —-50t0 +1768°C : —58t0+3214 °F
One decimal place | —50.0to +1768.0 °C1 —58.0to +3214.0 °F | —50.0t0 +999.9°C : —58.0t0 +999.9 °F
E* No decimal place -200to +1000 °C -3281t0 +1832 °F —200to +1000 °C —328to +1832 °F
One decimal place | —200.0to +1000.0 °C ; —328.0to +1832.0 °F [ -199.9t0 +999.9 °C | -199.9to +999.9 °F
B * No decimal place 0to 1800°C | 0to 3272 °F 0to 1800°C | 0to 3272 °F
One decimal place 0.0to 1800.0 °C 1 0.0to 3272.0 °F 0.0t0999.9°C | 0.0to0 999.9 °F
N * No decimal place 0to 1300°C 0to 2372 °F 0to 1300°C 0to 2372 °F
One decimal place 0.0to 1300.0 °C 0.0to 2372.0 °F 0.0t0 999.9 °C 0.0t0 999.9 °F
W5Re/W26Re| No decimal place 0t02300°C ! 0to 4200 °F 0t0 2300°C ! 0to 4200 °F
PL I * No decimal place 0t01390°C . 0to 2534 °F 0to1390°C . 0to 2534 °F
One decimal place 0.0t0 1390.0 °C 0.0to 2534.0 °F 0.0t0999.9°C 0.0t0 999.9 °F
U No decimal place | —200to +600°C : —328to +1112 °F —200to +600°C  : —328to +1112 °F
One decimal place | —200.0 to +600.0 °C } —328.0t0 +1112.0 °F [-199.9 to +600.0 °C  —199.9 to +999.9 °F
L No decimal place 0t0900°C | 0to 1652 °F 0t0900°C | 0to 1652 °F
One decimal place 0.0t0 900.0°C | 0.0to 1652.0 °F 0.0t0 900.0°C | 0.0t0 999.9 °F
PR40-20 No decimal place 0to 1800°C ! 0to 3200 °F 0to 1800°C 0to 3200 °F

* The least significant digit (LSD) may flicker when the display resolution is set to 0.1°C (0.1°F).

(AN

@ Thermcouple inputs K, J, T, S, R, E, B, N, PLII, U, and L are settable to one decimal place.

IMRO3A05-E8

If there is no decimal point, there is no difference in the input range by Input data type.

The Input data type can be changed at “Input data type” in Function block No. 21 in the
Engineering mode.

The input resolution may vary with the selected input range, display unit, and decimal point
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® RTD input
In case of Input data type 0 In case of Input data type 1
Number of measured value digits: 5 Number of measured value digits: 4
Input type Decim:.all point Number of RKC communication digits: 7 Number of RKC communication digits: 6
position Modbus: Double word Modbus: Single word
PLC communication: Double word PLC communication: Single word
°C °F °C °F
—200t0 +850°C | —328t0 +1562 °F —200t0 +850°C |  —328t0 +1562 °F
No decimal place ~100to +100°C | —148to0+212 °F ~100t0+100°C | —148t0 4212 °F
0to 50 °C : 32to 122 °F 0to 50 °C : 32t0 122 °F
Pt100 —200.0to +850.0 °C : —328.0t0 +1562.0°F | —199.9t0 +850.0°C : —199.9t0 +999.9 °F
One decimal place [ —100.0to +100.0°C : —148.0t0 +212.0 °F -100.0t0 +100.0°C | —148.0t0 +212.0 °F
0.0to 50.0 °C 32.0to 122.0 °F 0.0to 50.0 °C 32.0to 122.0 °F
i ~100.00 to +850.00 °C | —148.00t0 +999.99 °F | —19.99t0 +99.99 °C | —19.99to +99.99 °F
Two decimal places T v
0.00to 50.00°C ' 32.00to 122.00 °F 0.00to 50.00°C !} 32.00to 99.99 °F
—200to +640°C | —328t0 +1184 °F —200t0 +640°C | —328to+1184 °F
No decimal place ~100to +100°C | —148to0+212 °F ~100t0+100°C | —148t0 4212 °F
0to 50 °C : 32to 122 °F 0to 50 °C : 32t0 122 °F
1P£100 —200.0to +640.0°C : —328.0t0 +1184.0°F | —199.9t0 +640.0°C | —199.9t0 +999.9 °F
One decimal place [ —100.0to +100.0°C : —148.0to +212.0 °F -100.0t0 +100.0°C | —148.0t0 +212.0 °F
0.0to 50.0 °C 32.0to 122.0 °F 0.0to 50.0 °C 32.0to 122.0 °F
i —100.00 to +640.00 °C | —148.00t0 +999.99 °F | —19.99t0 +99.99 °C | —19.99to +99.99 °F
Two decimal places T v
0.00to 50.00°C ' 32.00to 122.00 °F 0.00to 50.00°C !} 32.00to 99.99 °F

LI If there is no decimal point, there is no difference in the input range by Input data type.

® Voltage/Current input

In case of Input data type 0 In case of Input data type 1
Decimal point Number of measured vglug digiFsE 5 Number of measured vglug digiFsE 4
Input type position Number of RKC communication digits: 7 | | [Number of RKC com_munlcatlon digits: 6
Modbus: Double word Modbus: Single word
PLC communication: Double word PLC communication: Single word

No decimal place —19999 to +99999 —1999 to +9999

One decimal place —1999.9 to +9999.9 —199.9t0 +999.9

Voltage/Current | Two decimal places —199.99 to +999.99 —19.99t0 +99.99

Three decimal places —19.999 to +99.999 —1.999to +9.999
Four decimal places —1.9999 to +9.9999
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Input range code table (can be specified when ordering)

[[1]  The Input range code table is a list of input range codes so that a user can specify the input range at
the time of ordering. Even if the input range has been specified when ordered, the input range can

be changed later within the measured range.

® TC Input
See |Input data type See |Input data type
Type | Code Range Note |(Factory set value) Type | Code Range Note |(Factory setvalue)
K K01 0to 200 °C 4 1 T TOl | —199.9to +400.0 °C 4 1
K02 0to 400 °C 4 1 T02 | —199.9t0 +100.0 °C 4 1
K03 0to 600 °C 4 1 TO03 —100.0to +200.0 °C 4 1
K04 0to 800 °C 4 1 T19 —200.0to +400.0 °C 5 0
K06 0to 1200 °C 4 1 R RO1 0to 1600 °C 4 1
K07 0to 1372 °C 4 1 RO7 -50t0 +1768 °C 4 1
KO8 —-199.9t0 +300.0 °C 4 1 ROS8 —-50.0to +1768.0 °C 5 0
K09 0.0to 400.0 °C 4 1 RO9 0.0to 1600.0 °C 5 0
K10 0.0to 800.0 °C 4 1 S S06 —50to +1768 °C 4 1
K14 0to 300 °C 4 1 S07 —50.0to +1768.0 °C 5 0
K41 —200to +1372 °C 4 1 B B03 0to 1800 °C 4 1
K42 | —200.0to +1372.0 °C 5 0 B04 0.0to 1800.0 °C 5 0
KAl 0to 800 °F 4 1 E E01 0to 800 °C 4 1
KA2 0to 1600 °F 4 1 E23 0.0to 800.0 °C 4 1
KA3 0to 2502 °F 4 1 N NO02 0to 1300 °C 4 1
J JO1 0to 200 °C 4 1 NO5 0.0to 1300.0 °C 5 0
J02 0to 400 °C 4 1 W5Re/ o
103 010 600 °C n 1 W26Re Wwo03 0to 2300 °C 4 1
J04 0to 800 °C 4 1 PLII A01 0to 1300 °C 4 1
JO8 0.0to 400.0 °C 4 1 A05 0.0to 1300.0 °C 5 0
J29 | —200.0to +1200.0 °C 5 0 U U0l | —199.9to +600.0 °C 4 1
JAIL 0to 800 °F 4 1 L L04 0.0to 900.0 °C 4 1
JA3 0to 2192 °F 4 1 PR40-20| FO02 0to 1800 °C 5 0
JA6 0to 400 °F 4 1 FA2 0to 3200 °F 5 0
® RTD input
See |Input data type See |Input data type
Type | Code Range Note |(Factory setvalue)| | TYPE | Code Range Note |(Factory set value)
Pt100 | DOl —199.9to +649.0 °C 4 1 Pt100 | D27 0.00to 50.00 °C 4 1
D04 | —100.0to +100.0 °C 4 1 D34 | -100.00to +100.00 °C 5 0
D05 | —100.0to +200.0 °C 4 1 D35 | —200.0to +850.0 °C 5 0
D06 0.0to 50.0 °C 4 1 D48 | -100.00 to +850.00 °C 5 0
D07 0.0to 100.0 °C 4 1 DA1 | —-199.9t0 +999.9 °F 4 1
D08 0.0to 200.0 °C 4 1 DA9 0.0to 500.0 °F 4 1
D09 0.0to 300.0 °C 4 1 JPt100 | PO8 0.0to0 200.0 °C 4 1
D10 0.0to 500.0 °C 4 1 P29 |-100.00to +100.00 °C 5 0
D12 —-199.9to +600.0 °C 4 1 P30 —200.0to +640.0 °C 5 0
D21 —200.0to +200.0 °C 5 0 P36 |-100.00to +640.00 °C 5 0
® Voltage/Current input
See |Input data type See |Input data type
Type | Code Range Note |(Factory set value) Type | Code Range Note |(Factory set value)
Voltage/| 101 0to 10 mV DC 5 0 Voltage/| 601 1to 5V DC 5 0
Current | 201 0to 100 mV DC 5 0 Current | 701 0to 20 mA DC 5 0
301 Oto 1 VDC 5 0 801 410 20 mA DC 5 0
401 0to 5 VDC 5 0 904 —10to +10 VDC 5 0
501 0to 10 VDC 5 0 905 —-5t0+5V DC 5 0

Note The number of displayed digits of the measured value.
In case of RKC communication, if the displayed data is 4 digits, it is handled as 6-digit data. If the displayed data is 5 digits, it is
handled as 7-digit data. In case of Modbus communication, the 4-digit display is handled as a “single word” and the 5-digit
display is handled as a “double word.”

IMRO3A05-E8
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5. INPUT FUNCTION

B Setting procedure

To enter the Engineering mode

ok s e s e s e ke s ek e s Em b mm 4 e s e e s kA e kM e s e ks e ke s e ke s s e

Monitor & SV setting mode
PV/SV monitor

LILl [«

D)

(4 seconds *)

Setting lock mode
Set data unlock/lock
transfer

1/
l:ll\

v

or

Lock state

1/
l_DLll
aFF

<D +<MoDE

Unlock state

<MopE
(2 seconds)

Operation transfer mode

R/5
57 aP

<D + <MoDE

(2 seconds)

RUN/STOP transfer
R/G
> o —
— L
RUN

Engineering mode

Function block No. 10

Function block No. 21

[Input 1]

Input 1_Input type

[Display]
C_ i
=i

dsP

(A

Twice

|Fac
|
l

[ A Y|
> I. 1 IN—

! AP

InInininly
UI_IUI_II_I

T e

* Press the 553 key until
Parameter setting mode
is displayed.

Keep pressing without

releasing

your finger from

the key to enter the
Setting lock mode.

In the case of
two inputs

(A

v

5-14

@ET

one

In the case of

&)

two inputs

Set input type

In the case of

Input data type

input

v

( Setting End )

Y
I iNC

S)
Several
times

D)

Input 1_
Input 1_Display unit Decimal point position
1IN 1= I i 10
Lo 1 |62 UdF
'n'nlnlnln] | mrrm |
e [

Set temperature unit

o |
e o

o Next parameter is displayed.

Set Input data type

Set Decimal point
position

Input 1_
Input range high

III |
I llll

Input 1_

Input range low
1PLSL <2
I'M’M'M’H
UI.IUI.I.I_I

Set Input range low

A

)
nurmr
U400

Set Input range high

® Press 553 and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.

Continued on the next page.
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INPUT FUNCTION

Continued from the previous page.

Function block
No. 22 [Input 2]

’_

Fno?

! AP

Input 2_Input type

IMRO3A05-E8

e
(NN RN

’j Y]
—. I IV ,

Set input type

Input 2_Display unit

FIND T
AN

)

Input 2_
Decimal point position

c.PLgF

InIninininl

(W

Set temperature unit

Input 2_
Input range low

i
-'Ll JL

v

( Setting End)

o Next parameter is displayed.

F'

v

mrmr |

Uy

Set Decimal point
position

Input 2_
Input range high

c.PL5H

mmr e
e

Set Input range low

ummr
L ULI.I_I

Set Input range high

e Press 553 and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.
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5. INPUT FUNCTION

5.2 Switching Functions Using Digital Inputs (Dl)

With the use of Digital input (DI), switching between the following functions is available.

RUN/STOP transfer
Auto/Manual transfer
Select function for input 2 transfer * (Remote/Local transfer, Cascade mode transfer, PV select transfer

Interlock release
Peak/Bottom holds reset

or 2-loop control/Differential temperature control)

* For FZ400/900, the function selected at Select function for Input 2 is switchable.
For FZ110, switching between remote and local only is available.

— Selection of Autotuning (AT)
— Set data Unlock/Lock
— Direct/Reverse action
— Memory area

B Number of Digital input (DI)

F7Z400/900: Maximum 6 points (None, 4, or 6)
Maximum 3 points (None, 4, or 6)

FZ110:

B Functional setting of Digital input (DI)
Set the desired function at each Digital input (DI).

Setting DI1 DI2 DI3 Dl4 DI5 DI6
0 No function No function No function No function No function No function
1 RUN/STOP RUN/STOP RUN/STOP RUN/STOP RUN/STOP RUN/STOP
2 AUTO/MAN (1/2) | AUTO/MAN (1/2) | AUTO/MAN (1/2) | AUTO/MAN (1/2) | AUTO/MAN (1/2) | AUTO/MAN (1/2)
3 AUTO/MAN (1) | AUTO/MAN (1) | AUTO/MAN (1) | AUTO/MAN (1) | AUTO/MAN (1) | AUTO/MAN (1)
4 AUTO/MAN (2) | AUTO/MAN (2) | AUTO/MAN (2) | AUTO/MAN (2) | AUTO/MAN (2) | AUTO/MAN (2)
5 REM/LOC REM/LOC REM/LOC REM/LOC REM/LOC REM/LOC
6 Interlock release | Interlock release | Interlock release | Interlock release | Interlock release | Interlock release
7 Hold reset (1/2) | Hold reset (1/2) | Hold reset (1/2) | Hold reset (1/2) | Hold reset (1/2) | Hold reset (1/2)
8 Hold reset (1) Hold reset (1) Hold reset (1) Hold reset (1) Hold reset (1) Hold reset (1)
9 Hold reset (2) Hold reset (2) Hold reset (2) Hold reset (2) Hold reset (2) Hold reset (2)
10 |AT ON/OFF (1/2)| AT ON/OFF (1/2) | AT ON/OFF (1/2)| AT ON/OFF (1/2)| AT ON/OFF (1/2)| AT ON/OFF (1/2)
11 AT ON/OFF (1) | AT ON/OFF (1) | AT ON/OFF (1) | AT ON/OFF (1) | AT ON/OFF (1) | AT ON/OFF (1)
12 AT ON/OFF (2) | AT ON/OFF (2) | AT ON/OFF (2) | AT ON/OFF (2) | AT ON/OFF (2) | AT ON/OFF (2)
13 Unlock/Lock Unlock/Lock Unlock/Lock Unlock/Lock Unlock/Lock Unlock/Lock
14 Direct/Reverse action | Direct/Reverse action | Direct/Reverse action | Direct/Reverse action | Direct/Reverse action | Direct/Reverse action
15 2 areas
16 8 areas without SET
17 8 areas with SET
18 16 areas without SET
19 16 areas with SET
20 Area jump

|:| : The Setting range of DI2 to DI6 is from 0 to 14. Values 15 or larger cannot be set.

><]: When any of 16, 17, 18, and 19 is set for DI1, DI2 to DI5 (which are crossed out with ><) are used for

5-16

switching the Memory area and not settable.

Continued on the next page.
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5. INPUT FUNCTION

Continued from the previous page.

[Explanation of functional setting]

RUN/STOP:
AUTO/MAN (1/2):
AUTO/MAN (1):
AUTO/MAN (2):
REM/LOC:

Interlock release:
Hold reset (1/2):
Hold reset (1):
Hold reset (2):
AT ON/OFF (1/2):
AT ON/OFF (1):
AT ON/OFF (2):
Unlock/Lock:

Direct/Reverse action:

2 areas:
8 areas without SET:

8 areas with SET:

16 areas without SET:

16 areas with SET:

Area jump:

RUN/STOP transter

Auto/Manual transfer (Common to Input 1/Input 2)
Auto/Manual transfer (Input 1 only)

Auto/Manual transfer (Input 2 only) '
Remote/Local transfer *

(Cascade mode transfer, PV select transfer,

2-loop control/Differential temperature control)

* For FZ400/900, the function selected at Select function for input 2 is switchable.
For FZ110, switching between remote and local only is available.

Release of Interlock

Reset of Peak or Bottom hold value (Common to Input 1/Input 2)

Reset of Peak or Bottom hold value (Input 1 only)

Reset of Peak or Bottom hold value (Input 2 only)

Autotuning (AT) ON/OFF (Common to Input 1/Input 2)

Autotuning (AT) ON/OFF (Input 1 only)

Autotuning (AT) ON/OFF (Input 2 only) '

Set data unlock/lock

Switching between direct and reverse actions (Common to Input 1/Input 2) 2
Memory area transfer 2 points (without area set signal)

Memory area transfer 8 points (without area set signal) *

DI2 and DI3 are not settable in this setting.

Memory area transfer 8 points (with area set signal) *

DI2, DI3 and DI4 are not settable in this setting.

Memory area transfer 16 points (without area set signal) *

DI2, DI3 and DI4 are not settable in this setting.

Memory area transfer 16 points (with area set signal) °

DI2, DI3, DI4 and DIS5 are not settable in this setting.

Move to the linked area No.

(If area is not specified, the jump destination is the current area No. + 1)

! Effective if two inputs are available (FZ400/900 only)

% Effective if setting of control action of Input 1 or Input 2 is any of 0, 1, 5, and 6.
3 Effective if three or more Digital inputs (DI) are available

* Effective if four or more Digital inputs (DI) are available (FZ400/900 only)

3 Effective if six or more Digital inputs (DI) are available (FZ400/900 only)
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5. INPUT FUNCTION

B Open/Close action of Digital Input (DI)

® RUN/STOP transfer, Auto/Manual transfer, Remote/Local transfer, Set data
unlock/lock transfer and Direct/Reverse action transfer
Functions are selected as follows using the open/close action of the contact.

Remote/Local
transfer !

temperature control

temperature control

Function Contact close Contact open
RUN/STOP transfer RUN STOP
Auto/Manual transfer Auto mode Manual mode
Remote/Local transfer Remoto mode Local mode
PV select transfer 2 Input 2 Input 1
2-loop control/Differential Differential

2-loop control

Cascade mode transfer

Cascade control

(Slave single)

Slave single control

Cascade mode transfer
(Master single)

Cascade control

Master single
control

Set data unlock/lock transfer

Lock

UnlocK

Direct/Reverse action transfer

Direct action

Reverse action

" Only one of the functions is available
(Remote/Local only for FZ110)

2 When [1: Switch by signal] is selected
at Selection of PV select trigger (in
Function block No. 58 in the
Engineering mode)

[l Switching between Direct/Reverse action is available, only while the instrument is at STOP.
Switching is not available during RUN. Setting the contact at RUN beforehand will perform
switching when the instrument enters the STOP mode.
If “Input 1_Control action” or “Input 2_Control action” is set to “0: Brilliant II PID control
(direct action)” or “1: Brilliant II PID control (reverse action),” PID action is switched between
reverse and direction actions. In the case of “5: Brilliant II Position proportioning PID control
(reverse action)” or “6: Brilliant II Position proportioning PID control (direct action),” Position
proportioning PID action is switched between reverse and direction actions.

AN

The above open/close action can be reversed (reversing the functions of open and close).

This setting can be done in DI logic invert (Function block No. 23 in the Engineering mode).

Timing chart of functions

: Within 200 ms
Contact closed = N

Contact open =2 / !

RUN/STOP STOP RUN STOP RUN STOP
Auto/Manual Manual Auto Manual Auto Manual
Remoto/Local Local Remoto Local Remoto Local

PV select transfer Input 1 Input 2 Input 1 Input 2 Input 1
2-loop/Differential 2-loop Differential Differential 2-loop
2-loop control

temperature control temperature control temperature control control

Cascade SIavg/Master Cascade SIavg/Master Cascade SIavg/Master
single single single

Unlock/lock Unlock Lock Unlock Lock Unlock
Direct/Reverse Reverse . . Reverse . . Reverse

) ) Direct action ) Direct action )
action action action action
[E NOTE

After the contact is transferred, it takes “Within 200 ms” until the action of this
instrument is actually selected.

5-18
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5. INPUT FUNCTION

o Interlock release, Peak/Bottom hold reset
Through the detection of close edge (rising edge), Interlock state and Peak (or Bottom) hold values are

released.

Timing chart for releasing interlock, peak and bottom hold

Close edge
\ Within 200 ms
Contact closed =

Contact open =2

Interlock release
Peak/Bottom hold reset

Interlock Interlock state
Peak/Bottom hold | Peak/Bottom hold state

[E NOTE
After the contact is transferred, it takes “Within 200 ms” until the action of this

instrument is actually selected.

e Autotuning (AT) ON/OFF

Through the detection of the close edge, Autotuning (AT) ON/OFF is switched.
If Input 1 and Input 2 are common, priority is given to the AT start. (See the table below)

Status before AT on/off switching | Status after AT on/off switching
Input 1 Input 2 Input 1 Input 2
in PID control in PID control AT start AT start
during AT in PID control AT continues AT start
in PID control during AT AT start AT continues
during AT during AT PID control PID control

ON/OFF timing chart of Autotuning (AT)

Close edge \Within 200 ms Within 200 ms
Contact closed =

Contact open =2

Autotuning OFF ON OFF

[E NOTE
After the contact is transferred, it takes “Within 200 ms” until the action of this

instrument is actually selected.

5-19
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e Memory area transfer

Selection of Memory area No. can be obtained through such contact status as shown below.

Memory area No. DI1 DI2 DI3 Dl4
1 — — — — —: Open
2 X — — — x: Closed
3 — X — —
4 X x — —
5 — — x —
6 X — x —
7 — X X —
8 X x X —
9 — — — X
10 X — — x
11 — X — x
12 X x — X
13 — — x X
14 X — x X
15 — X X X
16 X x X x

L] : Areas used by DI for 2 areas.

L] : Areas used by DI for 8 areas.
[ [ 1 ]:Areas used by DI for 16 areas.

Memory area transfer timing

* With SET signal - First, change the contact status to a desired No. referring to the above table, and use a
Close edge (Rising edge) of the area SET signal.
The area SET signal contact is: DI4 for 8§ memory areas and DI5 for 16 memory areas.

\ Within 200 ms

Close edge

Contact closed =

Contact open =2

| Memory area No. B

A

Memory area transfer

Memory area Memory area No. A

[E NOTE
After the contact is transferred, it takes “Within 200 ms” until the action of this
instrument is actually selected.

» Without SET signal -- First select the memory area using contacts, then wait for 1 to 5 seconds (set in
“Area switching time (without area set signal)” [Engineering mode, Function block
No. 23)).

[L] To change the Memory area without using the SET signal, “External mode” must be set at
Control area Local/External transfer in the Operation transfer mode.
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@ Area jump

The memory area will be switched to the area set in the “Link area number” in the Parameter setting mode
after the Close edge or Open edge has been detected. If the “Link area number” is not specified, the area
number (which is the current number * + 1) will be selected.

* In case the “Link area number” is not specified and the current control area No. is 16, the area will not be changed.
Example: If the current control area is “Memory area No. 1”” and the “Link area number” (set in area No. 1)
is “No. 5,” the memory area will be changed to No. 5 from No. 1 after the Area jump.
Control area Control area

7~ Memory area No. 1 —\ r— Memory area No. 5 ™\
Area jump

Link area number
No. 5

[L]  To do the Area jump
“Digital input 1 (DI1) Close edge” or “Digital input 1 (DI1) Open edge,” or both of these must be

selected at Select Trigger type for Memory area transfer in the Parameter setting mode.

Timing chart of Area jump

Area jump

Within 200 ms

[Close edge]

Contact closed =

Contact open =2

[Open edge] Within 200 ms
Contact closed =
Contact open =2
Memory area Memory area No. A Memory area No. B

EE NOTE
After the contact is transferred, it takes “Within 200 ms” until the action of this

instrument is actually selected.

[1] If“Event I to 4” are selected at the Select Trigger type for Memory area transfer in the Parameter
setting mode of the memory area, the area jump will be conducted in case the preset event happens.
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B Relation between Digital Input (DI) and Setting via front keys (or through

communication)
e RUN/STOP transfer
Setting via front keys or Setting via Instrument status
through communication Digital Input (DI)
RUN RUN
RUN STOP
RUN STOP
STOP STOP
e Auto/Manual transfer
Setting via front keys or Setting via Instrument status
through communication Digital Input (DI)
Auto mode Auto mode
Auto mode
Manual mode
Auto mode Manual mode

Manual mode

Manual mode

o Remote/Local transfer

Remote/Local transfer

Setting via front keys or
through communication

Setting via
Digital Input (DI)

Instrument status

Remoto mode

Remoto mode

Remoto mode

Local mode
Remoto mode Local mode
Local mode
Local mode
PV select transfer
Setting via front keys or Setting via Instrument status
through communication Digital Input (DI)
Input 2 Input 2
Input 2 Input 1
Inout 1 Input 2 Input 1
npu Input 1

2-loop control/Differential temperature control transfer

Setting via front keys or
through communication

Setting via
Digital Input (DI)

Instrument status

Differential temperature
control

Differential temperature
control

Differential temperature
control

2-loop control

2-loop control

Differential temperature
control

2-loop control

2-loop control

Cascade mode transfer (Slave/Master single control

Setting via front keys or
through communication

Setting via
Digital Input (DI)

Instrument status

Cascade control

Cascade control

Cascade control

Slave/Master single control

Slave/Master single control

Cascade control

Slave/Master single control

Slave/Master single control

5-22

Priority to STOP

Priority to manual mode

Priority to Local mode

Priority to Input 1

Priority to 2-loop control

Priority to
Slave/Master single control

IMRO3AO05-E8



5. INPUT FUNCTION

® Set data unlock/lock transfer

Setting via front keys or
through communication

Setting via
Digital Input (DI)

Instrument status

Unlock state

Unlock state

Unlock state

Lock state

Lock state

Unlock state

Lock state

Lock state

@ Direct/Reverse action transfer

Setting via front keys or
through communication

Setting via
Digital Input (DI)

Instrument status

Reverse action

Reverse action

Reverse action

Direct action

Direct action

Direct action

Reverse action

Reverse action

Direct action

Direct action

Priority is given to
lock status

[[]  Functions like “Interlock release,” “Peak hold/Bottom hold reset,” “Autotuning on/off,” “Memory
area transfer (with SET signal),” and “Area jump” basically conform to the operation via front keys,
through communication, or via digital inputs.

B Parameter setting

® DI1 function selection
[Engineering mode: Function block No. 23 (FnZ3)]

Parameter symbol

Data range

Factory set value

di 5L

AN S e

No function

RUN/STOP transfer

Auto/Manual transfer (Common to Input 1 and 2)
Input 1_Auto/Manual transfer

Input 2_Auto/Manual transfer !

Remote/Local transfer 2

(Cascade mode transfer, PV select transfer,
2-loop control/Differential temperature control)
Interlock release

Hold reset (Common to Input 1 and 2)

Input 1_Hold reset

Input 2_Hold reset !

: Autotuning (AT) (Common to Input 1 and 2)

: Input 1_Autotuning (AT)

: Input 2_ Autotuning (AT)

: Set data unlock/lock transfer

: Direct/Reverse action transfer

: Memory area transfer (2 points, without area set signal)
: Memory area transfer (8 points, without area set signal)
: Memory area transfer (8 points, with area set signal) 4

: Memory area transfer (16 points, without area set signal) *
: Memory area transfer (16 points, with area set signal)

: Area jump

Based on Model code

! Effective if two inputs are available (FZ400/900 only)
2 For FZ400/900, the function selected at Select function for input 2 is switchable.
For FZ110, switching between remote and local is only available.

Effective if three or more Digital inputs (DI) are available

4 Effective if four or more Digital inputs (DI) are available (FZ400/900 only)
3 Effective if six or more Digital inputs (DI) are available (FZ400/900 only)

LY To display “DII function selection,” Digital input must be specified at the time of order.

IMRO3A05-E8
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® DI2 function selection
[Engineering mode: Function block No. 23 (FrZ3)]

Parameter symbol Data range Factory set value

No function Based on Model code
RUN/STOP transfer

Auto/Manual transfer (Common to Input 1 and 2)
Input 1_Auto/Manual transfer

Input 2_Auto/Manual transfer !

Remote/Local transfer 2

(Cascade mode transfer, PV select transfer,
2-loop control/Differential temperature control)
6: Interlock release

7: Hold reset (Common to Input 1 and 2)

8: Input 1 Hold reset

9: Input 2 Hold reset !

10: Autotuning (AT) (Common to Input 1 and 2)

11: Input 1_Autotuning (AT)

12: Input 2_Autotuning (AT)!

13: Set data unlock/lock transfer

14: Direct/Reverse action transfer

di 5L¢

AN S el

! Effective if two inputs are available (FZ400/900 only)
2 For FZ400/900, the function selected at Select function for input 2 is switchable.
For FZ110, switching between remote and local is only available.

[L]  To display “DI2 function selection,” Digital input must be specified at the time of order.
For FZ110: Displayed when three Digital inputs (DI) are supplied.

® DI3 function selection
[Engineering mode: Function block No. 23 (FnZ3)]

Parameter symbol Data range Factory set value
| [ | Same as DI2 function selection Based on Model code
di 503

[L)  To display “DI3 function selection,” Digital input must be specified at the time of order.
For FZ110: Displayed when three Digital inputs (DI) are supplied.

® DI4 function selection
[Engineering mode: Function block No. 23 (FnZ3)]

Parameter symbol Data range Factory set value
D’ ) 5 ) L{ Same as DI2 function selection Based on Model code
] [

[LY]  To display “DI4 function selection,” Digital input must be specified at the time of order.
(FZ400/900 only)
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® DI5 function selection
[Engineering mode: Function block No. 23 (F~Z3)]

Parameter symbol Data range Factory set value
d | 5 ] 5 Same as DI2 function selection Based on Model code
I L

[L]  To display “DI5 Function selection,” Digital inputs (6 points) must be specified at the time of order.
(FZ400/900 only)

® DI6 function selection
[Engineering mode: Function block No. 23 (FnZ3)]

Parameter symbol Data range Factory set value
d I' 5 ‘I 5 Same as DI2 function selection Based on Model code

[L1]  To display “DI6 Function selection,” Digital inputs (6 points) must be specified at the time of order.
(FZ400/900 only)

® Dl logic invert
[Engineering mode: Function block No. 23 (FnZ3)]

Parameter symbol Data range Factory set value
_{l I NI/ 0to 31 0
A 0: No logic invert
+1: RUN/STOP transfer
+2: Auto/Manual transfer
+4: Remote/Local transfer *
(Cascade mode transfer, PV select transfer,
2-loop control/Differential temperature control)
+8: Set data unlock/lock transfer
+16: Direct/Reverse action transfer

To select two or more functions, sum each value.

* For FZ400/900, the function selected at Select function for input 2 is switchable.
For FZ110, switching between remote and local is only available.

[L]  To display “DI logic invert,” Digital input must be specified at the time of order.

® Area switching time (without area set signal)
[Engineering mode: Function block No. 23 (Fn23)]

Parameter symbol Data range Factory set value
1) I~ ) M |Ito5seconds )
or ol

[L)  To display “Area switching time (without area set signal),” Digital input must be specified at the
time of order.

[L]  “Area switching time (without area set signal)” becomes valid when any one of 15, 16, and 18 is
set at “DII1 function selection”
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® Control area Local/External transfer

[Operation Transfer Mode]

Parameter symbol

Data range

Factory set value

L/E

Lal: Local mode
EYr. External mode

1
Lo

L[]  To display “Control area Local/External transfer,” any one of 15, 16 and 18 must be set at “DI1

function

selection.”

[L]  If “External mode” is set at “Control area Local/External transfer,” control area cannot be switched
via key operations.

5-26

IMRO3AO05-E8



5. INPUT FUNCTION

B Setting procedure

To enter the Engineering mode

o a mm h o Em s ks e ke sk mm h m  mm h e e s mm b s e h s ke s e ke ke A s e s e b e e s

PV/SV monitor

Monitor & SV setting mode

&)

(4 seconds *)

Setting lock mode
Set data unlock/lock

transfer

&
<

<vo

(2 seconds)

I
[y

)/
I
or

Lock state

v

1 I/
Lo

ofF

<D + <MODE

-

I

Unlock state

Operation transfer mode
RUN/STOP transfer

A4

-

A4

"
5

I
unr

R/5
57 aP

GeD +<MoDE

(2 seconds)

Engineering mode
Function block No. 10

[Display]
’l: Im] Several
o times

Function block No. 23
[Digital input]

DI1 function selection

— _ 0
e

&

A=,

I
=] |

d5F

)

Area switching time
(without area set signal)

»
1 4

di

INInininly
LI

I

DI2 function selection

T

* Press the 553 key until

Parameter setting mode

is displayed.

Keep pressing without
releasing your finger from

the key to enter the

Setting lock mode.

DI3 function selection

cr 0
[ [ |y

DI logic invert

Set function of DI1

DI6 function selection

G

i
[ B | B |

mmr
NN N

InInininly
e

Set function of DI2

DI5 function selection

1M
I I

HISD,

) NN/
N4

conr
mrrm -
LILC

ol

)

NI InININ
e

(NN

dl 5LE|

dl 5L5

'inlnlnlnlh

Set function of DI3

DI4 function selection

gl 5.4

rmnrr
e

Set Area switching
time

——»( Setting End

Set DI logic invert

o Next parameter is displayed.

e Press 553 and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.

IMRO3A05-E8

Set function of DI6

Set function of DI5

rmnrr
ey

V' N

Set function of D14
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5.3 Correcting Input (PV Bias and PV Ratio)

PV bias and PV ratio can be used for Input correction. The PV bias is used to compensate the individual
variations of the sensors or correct the difference between the Measured value (PV) of other instruments.

B Description of function

® PV bias
PV bias adds bias to the Measured value (PV).
Setting example of PV bias:

When measuring the same type of load by using different sensors, the Measured value (PV) will be
displayed differently based on the features of sensors:

FZ400 [A]: 200 °C FZ400 [B]: 198 °C
To correct the Measure value (PV) of FZ400 [B], add bias of +2 °C by PV bias:

Displayed value = Measured value (PV) + PV bias = 198 °C + 2 °C =200 °C

Temperature
200 °C 198 °C :
FZ400 FZ400 200 °C f--mmmmmmmm e S—
Al [B] P SO S
PV after adding bias :
Sensor A Sensor B PV bias
+2°C

Load A Load B N PVchange :
2°C 4

® PV ratio
PV ratio is a multiplier to be applied to the Measured value (PV).

Setting example of PV ratio:

PV ratio can be used to display 200 °C by adding 2 °C when the actual Measured value (PV) is 198 °C
but the displayed value remains 0 °C when the actual PV is 0 °C. (The displayed value changes from 0 °C
to 2 °C by PV bias setting.)

Displayed value = Measured value (PV) x PV ratio = 198 °C x 1.010 = 199.98 °C

Error between PV and displayed value

is reduced.
Temperature
PV after using PV ratio PV ratio (x1.010)
198 °C [~ 3
PV change
0'°C Time

PV and the displayed value is matched at 0 °C.
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e When setting PV bias and PV ratio at the same time

[Example]
When PV bias = 15 °C and
Measured value (PV) =50 °C
If PV ratio = 0.700

Displayed value =50 x 0.700 + 15

PV ratio = 1.500

Displayed value =50 x 1.500 + 15

=50°C

=90 °C

B Parameter setting

e Input 1_PV bias
[Setup Setting Mode: Setting group No. 21 (5-2 /)]

Temperature

90°C[ -

50°C s (R

15 °C - oo

(PV x PV ratio [1.500]) + PV bias

h PV chang

A

0°C

«— PV bias

Time

Parameter symbol

Data range

Factory set value

|
I

Pb

— (Input 1_Input span) to + (Input 1_Input span)

—(PV select input span) to + ( PV select input span)

[ When Control with PV select: ]

Varies with the setting of the Decimal point position.

0

o Input 2_PV bias (RS bias)

[Setup Setting Mode: Setting group No. 22 (5~27)]

Parameter symbol Data range Factory set value

| [ ’l_ —(Input 2_Input span) to +(Input 2_Input span) 0

L. o Varies with the setting of the Decimal point position.

L To display Input 2 PV bias, “Measured input 2” or “Remote setting input” must be specified on
FZ400/900 at the time of order. For FZ110, Remote setting input must be specified at the time of
order.

L] 1f Remote setting input is supplied, it is displayed as RS bias.

[L)  Input 2_Input type is not displayed if “No function” is selected at Select function for input 2 in

Function block No. 58 in the Engineering mode.

e Input 1_PV ratio

[Setup Setting Mode: Setting group No. 21 (52 /)]

Parameter symbol

Data range

Factory set value

|
l.

PR

0.500 to 1.500

1.000

IMRO3A05-E8
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e Input 2_PV ratio
[Setup Setting Mode: Setting group No. 22 (5~27)]

Factory set value

Parameter symbol Data range
| " Input 2_PV ratio 1.000
L. AR 0.500 to 1.500
RS ratio

0.001 t0 9.999

L1l To display Input 2_PV ratio, “Measured input 2 or “Remote setting input” must be specified on
FZ400/900 at the time of order. For FZ110, Remote setting input must be specified at the time of

order.
L] If Remote setting input is supplied, it is displayed as PV ratio.
[L]  Input 2 Input type is not displayed if “No function” is selected at Select function for input 2 in

Function block No. 58 in the Engineering mode.

B Setting procedure
Setup setting mode

Monitor & SV setting mode Setting group No. 10 Setting group No. 21

PV/SV monitor [Display] [Input 1] Input 1_PV bias

’j;j, L,' €E3+<MODEI L“-, ”l' '-H—”—' ,' 653 ,' ll_l’l_, Twice
__ﬁn - Y 0 I-l i nr‘:nr‘:T-:
L d5P AP «“ L
Set PV bias
G
Several
times
Intwoeiﬁz’a;etzsof In the case of input 1PV ratio
two inputs ,' F'F\I

= mn

SET) : I
Setting End )« CD In the case of one input L LI
Set PV ratio

o Next parameter is displayed.

e Press @@ and <MODE keys simultaneously to return to
the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to
the Measured value (PV)/Set value (SV) Monitor)

v

Setting group No. 22
Input 2_PV bias Input 2_PV ratio

[Input 2]
93 5 o | & (3 oo
5' [ €E3 ;'—- lLl_L, Twice ;C'- N 6@
2 AP oooon o ooo
Set PV bias Set PV ratio

( Setting End )«

o Next parameter is displayed.

e Press @@ and <MODE keys simultaneously to return to
the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to
the Measured value (PV)/Set value (SV) Monitor)
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5.4 Preventing the Input Flicker

To prevent the input flicker, PV digital filter with the first-order lag calculation is provided.

B Description of function

PV digital filter is software designed to reduce variance of PV caused by noise. Effect of Input noise can be
reduced by setting time constant of PV digital filter based on the controlled object requirement and its level
of noise. Setting a value too small leads to a poor result of PV digital filter; just as an input response will be
poor when setting a value too large.

Actual PV Pulse input by noise

Input amplitude
[ 1= Filtered input

' amplitude
1
1

PV after setting
PV digital filter

B Parameter setting

e Input 1_PV digital filter
[Setup Setting Mode: Setting group No. 21 (52 /)]

Parameter symbol Data range Factory set value

| 0.0 to 100.0 seconds 0.0
I ’j F 0.0: Filter OFF

e Input 2_PV digital filter (RS digital filter)
[Setup Setting Mode: Setting group No. 22 (5~27)]

Parameter symbol Data range Factory set value

':l C’ — 0.0 to 100.0 seconds 0.0
- 4 0.0: Filter OFF

[} To display Input 2 PV digital filter, “Measured input 2” or “Remote setting input” must be
specified on FZ400/900 at the time of order. For FZ110, Remote setting input must be specified at
the time of order.

[[I]  If Remote setting input is supplied, it is displayed as RS digital filter.
(A

Input 2 Input type is not displayed if “No function” is selected at Select function for input 2 in
Function block No. 58 in the Engineering mode.
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B Setting procedure

Monitor & SV setting mode

PV/SV monitor

00
c80

i
L

Setup setting mode
Setting group No. 10

Setting group No. 21

Input 1_PV digital filter

[Display] [Input 1] CD
— — — - SET,
€D+<wove | G 17 S| | me |l dF
A= | IMC | A=
dSF L AP |e— o000
Set PV digital filter

In the case of
two inputs

v

( Setting End )«

o Next parameter is displayed.
e Press SED and <MODE keys simultaneously to return to

Setting group No. 22

[Input 2]

17
Sl-ll:l:

c ! nP

5-32

S)
Several
times

In the case of
two inputs

D)

In the case of

one input

the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to
the Measured value (PV)/Set value (SV) Monitor)

Input 2_PV digital filter

- -

"~
—

C. L

e
e

Set PV digital filter

SET,
)

o Next parameter is displayed.

e Press 6&3 and <MODE keys simultaneously to return to
the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to
the Measured value (PV)/Set value (SV) Monitor)
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5.5 Inverting the Input

If the instrument is a current/voltage input type, the proportional relation between the input current (voltage)
and the displayed value can be inverted.

B Description of function

Reverse setting (Input range high < Input range low) of Input range high and low is not available on the
instrument. However, with the Input invert function, the display relation to the input can be inverted.

Example: with/without invert function for voltage input 0 to 5 V

Displayed value
(Input range)

150
The left graph illustrates the signal when Input voltage is 5 V.

The displayed value without the Invert function is “150.”
The displayed value with the Invert function is “10.”

10

Input voltage [V]

Without invert 0

o o,

With invert 5

B Parameter setting

e Input 1_Inverting input
[Engineering mode: Function block No. 21 (FrZ /)]

Parameter symbol Data range Factory set value
I 1 NI/ |0:Unused 0
.1y 1: Used

L) To show “Input 1 _Inverting input,” current or voltage must be selected at Input 1 _Input type in
Function block No. 21 in the Engineering mode.

o Input 2_Inverting input
[Engineering mode: Function block No. 22 (Fn2d)]

Parameter symbol Data range Factory set value
8 )] Nl)/ [0:Unused 0
N L 1: Used

[1] To show “Input 2 Inverting input,” Measured input 2 must be specified at the time of order and
voltage or current must be specified at “Input 2 Input type” in Function block No. 22 in the
Engineering mode.

[L]  Not displayed if “Select function for input 2” is set in Function block No. 58 in the Engineering
mode to “No function” or “Remote setting input.”
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B Setting procedure

To enter the Engineering mode

m =t mm s mm s s Em s mm s Em s mm s mm s Em s Em s Em s Em s mm s s Em s mm & s Em f mm s s mm s mm s Em s mm k= s Em s mm s mm s Em s mm o

Setting lock mode

Set data unlock/lock transfer

- Monitor & SV setting mode
PV/SV monitor
o], &2
C (4 seconds *)
mr
LIL |«

| I~/
oL

(i

Lock state

I ,l\/ €e3+<MODE
N L. L.”-__ N * Press the 553 key until
,:"l_ ,’_ Parameter setting mode
is displayed.

Keep pressing without
releasing your finger from

<MoDE
(2 seconds)

Operation transfer mode

the key to enter the
Setting lock mode.

RUN/STOP transfer
0/Cl A =, — | €D +<mooe
N n / — A R IL\'/ b (2 seconds)
~Un 57 aP
RUN STOP

L

Engineering mode
Function block

Function block

No. 10 [Display] No. 21 [Input 1] Input 1_Inverting input
- _ 1 €D N1V
’l_‘—, 1 , Twice ] [-“: | Several times I. 1 1y
dSP L AP oooon

In the case of
two inputs

5-34

v

Function block
No. 22 [Input 2]

Fred

( Setting End )«

Set Inverting input

653 In the case of two inputs

&

In the case of one input

o Next parameter is displayed.

® Press @@ and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.

&S

Several times

2 1P

Input 2_Inverting input
E I NN/
g 'nlnlnlnlnl

e

(A 14
Set Inverting input

SET,
., )

o Next parameter is displayed.

o Press SEB and <MODE keys simultaneously to return to
the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to
the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.
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5.6 Extracting Square Root of Input

Square root extraction can control flow by sending the output signal directly from a differential pressure type
flow transmitter to instrument. By setting PV low input cut-off, Square root extraction will not be performed

for the Measured value below the set value of PV low input cut-off.

B Description of function
® Square root extraction

When using a differential pressure type flow transmitter, the Measured value (PV) is computed by Square

root extraction.

Equation: Measured value (PV) = v(Input value *) x PV ratio + PV bias

* Output from differential

pressure type flow —| PV low input cut-off

transmitter

7

(Square root extraction)

® PV low input cut-off

PV to be used for flow
control and displayed

The result of square root extraction become “0” when the Measured value (PV) drops below the set value of
the PV low input cut-off. Output is not produced when the result of square root extraction is zero (0).
When input signal square root extraction is used for in flow control, etc., the Square root extraction result
varies widely at the Low measured value range. The Measured value less than the PV low input cut-off is
ignored to compute control output in order to prevent control disturbance caused by input variation at Low

measured value range.

Output

100% |

707 % -
50 % |-——-—-

When set value of the —_ |
PV low input cut-off is
0 %

B Parameter setting
e Input 1_Square root extraction

[Engineering mode: Function block No. 21 (FA2 /)]

0 OA) A

50 %

100 %

Input

—— When set value of the PV low input cut-off is 15 %

Parameter symbol

Data range

Factory set value

| Cn 0: Unused
L Ju F\’ 1: Used

0

[L]  To show “Input 1 Square root extraction,” current or voltage must be selected at Input 1 Input

type in Function block No. 21 in the Engineering mode.

IMRO3A05-E8

5-35



5. INPUT FUNCTION

e Input 2_Square root extraction
[Engineering mode: Function block No. 22 (Fr2d)]

Parameter symbol Data range Factory set value

8 S Q F\! 0: Unused 0

1: Used

L) To show “Input 2_Square root extraction,” Measured input 2 must be specified at the time of
order and voltage or current must be specified at “Input 2 _Input type” in Function block No. 22
in the Engineering mode.

[L] Not displayed if “Select function for input 2” is set in Function block No. 58 in the Engineering
mode to “No function” or “Remote setting input.”

e Input 1_PV low input cut-off
[Setup Setting Mode: Setting group No. 21 (52 /)]

Parameter symbol Data range Factory set value
| FI I I~ ]0.00to 25.00 % of Input 1_Input span 0.00
I LL (When Control with PV select: 0.00 to 25.00 % of PV select input span)

L To display “Input 1 PV low input cut-off,” input type is Voltage/Current input, AND “Input
1_Square root extraction” in Function block No. 21 in the Engineering mode must be set to “Used.”

e Input 2_PV low input cut-off
[Setup Setting Mode: Setting group No. 22 (5~22)]

Parameter symbol Data range Factory set value
E ’D 'l ‘f-' 0.00 to 25.00 % of Input 2_Input span 0.00

[1] To display “Input 2_PV low input cut-off,” specify “Measured input 2” at the time of order, AND
input type is Voltage/Current input, AND “Input 2_Square root extraction” in Function block No. 22
in the Engineering mode must be set to “Used.”

[L]  Not displayed if “Select function for input 2” is set in Function block No. 58 in the Engineering
mode to “No function” or “Remote setting input.”
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B Setting procedure

To enter the Engineering mode

o =t mm s mm s s Em s mm s Em s mm s mm s Em s Em s Em s Em s mm & s Em s mm & s Em f mm s s s Em s Em s mm k= s Em s mm s mm s Em s mm o

Monitor & SV setting mode

Setting lock mode
Set data unlock/lock

1/

1E @D +<{MoDE
aFF

‘~

L I

PV/SV monitor transfer
a0 46@(,* -V
CO. L |#secondsHl L LI >
mr _
LIl | o
Lock state

Unlock state

Operation transfer mode

T e

* Press the 553 key until
Parameter setting mode
is displayed.

Keep pressing without
releasing your finger from
the key to enter the
Setting lock mode.

In the case of one input

RUN/STOP transfer
<MoDE =, — | GD+<moDE
/ /
(2 seconds) F\'/ 5 R I-\'/ '_-, (2 seconds)
rUn 57 cP
RUN STOP
N Yo e w e w e e W M N e § W R W R W R M § M § M R W R W R W F M § M R M R W R W M 6 e 6 M R W R e R e e b e b — —
Engineering mode
Function block Function block Input 1_
No. 10 [Display] No. 21 [Input 1] Square root extraction
— — . — SET,
i L 1 C) | o
I ([N} Twice , | Several times l. “ yIv
" r
d5P L AP o000

In the case of

Set Square root extraction

In the case of two inputs

two inputs
’ S)
Function block
No. 22 [Input 2]
- a5 ]
lL -“- — Several times

'y

c I nP

<) + {MoDE

l

Continued on the next page.
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D)

IC.

Input 2_
Square root extraction

5’3“ \
InInInInin
(N ]

Set Square root extraction

In the case of two inputs

<) +{MoDE

Continued toA
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Continued from the previous page.

Monitor & SV setting mode
PV/SV monitor

00
CLCI.I_I

5P

STy
€D+ oot | 5y L

Setup setting mode
Setting group No. 10
[Display]

Setting group No. 21
[Input 1]

d5F

|
anc |
L AP

4 times . ,.

Input 1_
PV low input cut-off

I
PL

™

In the case of

two inputs

I Inininly
e

Set PV low input cut-off

S)
Several
times

In the case of
two inputs

&)

In the case of one input

( Setting End )«

!

Setting group No. 22
[Input 2]

o Next parameter is displayed.

e Press @EB and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.

)
Several
times

Input 2_
PV low input cut-off

5-38

EN

mrnmrr
ey

Set PV low input cut-off

——»

&S

Setting End

o Next parameter is displayed.

the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to
the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.

e Press 5&3 and <MODE keys simultaneously to return to

IMRO3AO05-E8



5. INPUT FUNCTION

5.7 Changing Error Handling at Input Error

The measures for input errors can be selected from Input burnout direction, Input error determination point,
Manipulated output value at Input error, PV flashing display at input error, and Input error status output.

B Description of function

If the measured value (PV) exceeds the Input error determination point (high or low), the action predefined
at “Action (high and low) input error” will be taken. Input error status signal can be output from OUT1 to
OUT3 and DO1 to DOA4.

[ NOTE
In manual mode and control stop mode, action and output will not be taken for input errors.

® Input error determination point is set within the input range

Input display range
(Setting range of Input error determination point) _
Underscale Input range low Input range high Over-scale
T, 5 % of Input range 5 % of 00000
Measured value [Flashing] > AinpUt PN | € (Input span) > AinpUt PN |« [Flashing]
(PV) display < »i€ >« > <
Measured Measured
value (PV) value (PV)
[Flashing] ! [Flashing] !
1< > R >
| 1 1 |
| 1 1 |
! ! ! !
Action area at input error Action area at input error
| |
I Input error Input error :
: determination point (low) determination point (high) |
’ |
|
Manipulated output Manipulated output
P at Inpl_Jt error Latest output at Input error R
Manipulated h i « Auto mode (AUTO) | -
' . Manipulated output value (MV ’
outou (W) Choose sithor | Jnmuascani e | Ghoose siher
| |
= : Latest output " | Latest output | "
| |

Input error status

— 5 S— -
output Low limit output ON High limit output ON

Downscale direction

<

Upscale direction

>

Burnout
direction®

' Flashing can be suppressed by setting “PV flashing display at input error” (Function block No. 10 in the
Engineering mode).

2 For Input error status output, see ® Details of OUT1 to 3 as well as DO1 to 4 logic calculation selection
(P. 6-4).

3 Setting Burnout direction is valid for thermocouple input and low voltage input (0 to 10 mV DC, 0 to 100 mV DC).
Actions of other input types are fixed as follows.
RTD input: Upscale
High voltage/Current inputs:Downscale (Indicates value near 0)

& See the Input range table (P. 5-11) for the input range of each input.

= For details of Input error status output, see 6.1 Changing Output Assignment (P. 6-2).
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e Input error determination point is set outside the input range

Input display range
(Setting range of Input error determination point)
Underscale Input range low Input range high Over-scale
Ptyrivnt 5 % of Input range 5 % of oooca
Measured value [Flashing] .|, inputspan (Input span) .|, inputspan | [Flashing]
(PV) display i Measured Measured |
! value (PV) value (PV) !
t [Flashing] 1 [Flashing] "
1 1
1 1
1 1
Action area at Action area at
input error input error
Input error determination point (low) Input error determination point (high)
Manipulated output Manipulated output
at Input error at Input error
Manipulated T_ Choose W’S—MAUTO . Manibulated outout value (MV) obtained Choose _T
output (MV) l_ either uto mode (. ): A agllpDu a et olu put value (MV) obtaine either _l
y contro
Latest output B " Latest output "
Input error status . .
output Low limit output ON 2 High limit output ON 2
Downscale direction Burnout Upscale direction
) direction 3 -

" Flashing can be suppressed by setting “PV flashing display at input error” (Function block No. 10 in the
Engineering mode).

2 For Input error status output, see ® Details of OUT1 to 3 as well as DO1 to 4 logic calculation selection
(P. 6-4).

3 Setting Burnout direction is valid for thermocouple input and low voltage input (0 to 10 mV DC, 0 to 100 mV DC).
Actions of other input types are fixed as follows.
RTD input: Upscale
High voltage/Current inputs:Downscale (Indicates value near 0)

& See the Input range table (P. 5-11) for the input range of each input.
& For details of Input error status output, see 6.1 Changing Output Assignment (P. 6-2).
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IMRO3A05-E8

In the case of control with dual inputs, the action at input error is conducted independently on each
of Input 1 and Input 2. However, exceptional cases are shown below in which Action at input error
may be slightly different.

® Cascade control

Switching is possible between Cascade control and Master single control or Cascade control and Slave single

control. Action at input error of each case is as follows.

Cascade control

Master single control

Slave single control

Input error
determination

e Input 1 is determined at
Input 1_Input error determination
point.
e Input 2 is determined at
Input 2_Input error determination
point.
Whichever is triggered by input
error.

Input 1 is determined at
Input 1_Input error
determination point.

Input 2 is determined at
Input 2_Input error
determination point.

Action at input error

Action selected for
Input 1_Action input error.

Action selected for
Input 1_Action input error.

Action selected for
Input 1_Action input error.

Manipulated output
value at input error

Input 1_Manipulated output value
at input error

Input 1_Manipulated output
value at input error

Input 1_Manipulated output
value at input error

[Action at input error for cascade control]

The settings of Action at input error high and low are conflicting each other and when both Input 1 and

Input 2 go to an input error state.

Input 1_Action input error

Input 2_Action input error

Control action

1: Manipulated output value at
input error (Manual mode)

2: Manipulated output value at
input error (Auto mode)

Input 1_Manipulated output value at input error”
is output in Manual mode

2: Manipulated output value at
input error (Auto mode)

1: Manipulated output value at
input error (Manual mode)

“Input 1_Manipulated output value at input error”
is output in Auto mode

0: Control continues

1: Manipulated output value at
input error (Manual mode)

Input 1_Manipulated output value at input error”
is output in Manual mode

1: Manipulated output value at
input error (Manual mode)

0: Control continues

Input 1_Manipulated output value at input error”
is output in Manual mode

0: Control continues

2: Manipulated output value at
input error (Auto mode)

“Input 1_Manipulated output value at input error”
is output in Auto mode

2: Manipulated output value at
input error (Auto mode)

0: Control continues

“Input 1_Manipulated output value at input error”
is output in Auto mode

® 2-loop control/Differential temperature control

Input 1 is abnormal

Input 2 is abnormal

Input error
determination

Input 1 is determined at Input 1_Input error
determination point.

Input 2 is determined at Input 2_Input error
determination point.

Action at input error

Action selected for Input 1_Action input error.

Input 1 side:

“Input 1_Manipulated output value at input error”
is output [fixed]

Input 2 side:

Action selected for Input 2_Action input error.

Manipulated output
value at input error

Input 1_Manipulated output value at input error

Input 1_Manipulated output value at input error
Input 2_Manipulated output value at input error

@ Input circuit error alarm

Input 1 is abnormal

Input 2 is abnormal

Input error
determination

Input 1 is determined at Input 1_Input error
determination point.

Input 2 is determined at Input 2_Input error
determination point.

Action at input error

Action selected for Input 1_Action input error.

Manipulated output
value at input error

Input 1_Manipulated output value at input error

Even if Input 2 is in input error, Action at input
error will not be taken. *

* If (Input 2 — Input 1) exceeds the Input circuit error alarm set value, Action at input error is the action defined in

Input 1_Action input error.
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® Control with PV select

Input 1 is abnormal Input 2 is abnormal
Input error Input 1 is determined at Input 1_Input error Input 2 is determined at Input 2_Input error
determination determination point. determination point.
When the Input 1 is used: When the Input 1 is used:
Acti tinout Action selected for Input 1_Action input error. No Action at input error
ction atinput error When the Input 2 is used: When the Input 2 is used:
No Action at input error Action selected for Input 1_Action input error.
Manipulated output
pu ) utpu Input 1_Manipulated output value at input error Input 1_Manipulated output value at input error
value at input error

B Parameter setting

e PV flashing display at input error
[Engineering mode: Function block No. 10 (Fn /)]

Data range Factory set value
0

Parameter symbol

[ 0: Flashing display
d J0 P 1: Non-flashing display

e Input 1_Input error determination point (high)
[Engineering mode: Function block No. 21 (FrZ /)]

Parameter symbol Data range Factory set value
Input 1_Input range high
+ (Input 1_5 % of input span)

‘D 0 ,l/ / | Input 1_Input error determination point (low)

|
I to Input 1_Input range high + (Input 1_5 % of input span)

Varies with the setting of the Decimal point position.

e Input 1_Input error determination point (low)
[Engineering mode: Function block No. 21 (FnZ /)]

Parameter symbol Data range Factory set value

| 1IN |Input 1_Input range low — (Input 1_5 % of input span) * Input 1_Input range low
.. LIV |0 Input 1_Input error determination point (high) — (Input 1_5 % of input span)

Varies with the setting of the Decimal point position.
* When Input type of Input 1 is RTD, low limit value is about 2 Ohms.
(Pt100: —245.5 °C [-409.8 °F], JPt100: —237.6 °C [-395.7 °F])

e Input 2_Input error determination point (high)
[Engineering mode: Function block No. 22 (Frdcd)]
Data range Factory set value

Input 2_Input range high
+ (Input 2_5 % of input span)

Parameter symbol

E ‘D )/ |Input 2 Input error determination point (low)
. ov to Input 2_Input range high + (Input 2_5 % of input span)

Varies with the setting of the Decimal point position.

[1] To show the “Input 2 Input error determination point (high),” “Measured input 2” must be
specified at the time of order.

[L]  Not displayed when “No function” or “Remote setting input” is slected in “Select function for input
2” (Function block No. 58 in Engineering mode).
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5. INPUT FUNCTION

e Input 2_Input error determination point (low)
[Engineering mode: Function block No. 22 (Fr2d)]

Parameter symbol

Data range

Factory set value

c. PUN

Input 2 Input range low — (Input 2_5 % of input span) *
to Input 2_Input error determination point (high)

Varies with the setting of the Decimal point position.

* When Input type of Input 2 is RTD, low limit value is about 2 Ohms.
(Pt100: —245.5 °C [-409.8 °F] , JPt100: —237.6 °C [-395.7 °F])

Input 2_Input range low
— (Input 2_5 % of input span)

LL]  To show the “Input 2 _Input error determination point (low),” “Measured input 2” must be
specified at the time of order.

[L]  Not displayed when “No function” or “Remote setting input” is slected in “Select function for input
2” (Function block No. 58 in Engineering mode).

e Input 1_Burnout direction
[Engineering mode: Function block No. 21 (FAZ /)]

Parameter symbol

Data range

Factory set value

| bob

0: Upscale
1: Downscale

0

L] To show “Input 1_Burnout direction,” thermocouple or voltage (low) [0 to 100 mV DC, 0 to 10 mV
DC] must be selected at Input 1 _Input type in Function block No. 21 in the Engineering mode.

e Input 2_Burnout direction
[Engineering mode: Function block No. 22 (FnZ?2)]

Parameter symbol

Data range

Factory set value

c. bo5

0: Upscale
1: Downscale

0

[L] To show “Input 2_Burnout direction,” “Measured input 2” must be specified at the time of order
and thermocouple or low voltage (0 to 100 mV DC, 0 to 10 mV DC) must be selected at “Input
2 Input type” in Function block No. 22 in the Engineering mode.

[L)  Input 2_Input type is not displayed if “No function” is selected at Select function for input 2 in
Function block No. 58 in the Engineering mode.

e Input 1_Action (high) input error
[Engineering mode: Function block No. 51 (Fn5 /)]

Parameter symbol

Data range

Factory set value

10 _ 17 -
I.IDVI'__

0: Control continues (with the latest output)

: Manipulated output value at input error (Manual mode)
The operation mode is switched to the Manual mode and the Input
1 Manipulated output value at input error is output.

—_

2: Manipulated output value at input error (Auto mode)
The operation mode remains in the Auto mode and the Input
1_Manipulated output value at input error of is output. When the error
is recovered, the operation mode is switched to the PID control.

2
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e Input 1_Action (low) input error
[Engineering mode: Function block No. 51 (Fn5 /)]

Parameter symbol Data range Factory set value
| 1IN 0: Control continues (with the latest output) 2
IAUNE

Ju—

: Manipulated output value at input error (Manual mode)
The operation mode is switched to the Manual mode and the Input
1_Manipulated output value at input error is output.
2: Manipulated output value at input error (Auto mode)
The operation mode remains in the Auto mode and the Input
1_Manipulated output value at input error of is output. When the error
is recovered, the operation mode is switched to the PID control.

e Input 2_Action (high) input error
[Engineering mode: Function block No. 52 (Fn57)]

Parameter symbol Data range Factory set value

E H 1/ E 0: Control continues (with the latest output) 2
J1av : Manipulated output value at input error (Manual mode)
The operation mode is switched to the Manual mode and the Input
1_Manipulated output value at input error is output.
2: Manipulated output value at input error (Auto mode)
The operation mode remains in the Auto mode and the Input
1 Manipulated output value at input error of is output. When the error
is recovered, the operation mode is switched to the PID control.

—_

[ To show “Input 2 Action (high) input error,” “Measured input 2” must be specified at the time of
order, and “Select function for input 2” (Function block No. 58 in the Engineering mode) must be
set to “2-loop control/Differential temperature input” must be set up.

e Input 2_Action (low) input error
[Engineering mode: Function block No. 52 (Fn52)]

Parameter symbol Data range Factory set value
8 ’q U 'l\ V' 0: Control continues (with the latest output) 3

—_

: Manipulated output value at input error (Manual mode)

The operation mode is switched to the Manual mode and the Input

1 Manipulated output value at input error is output.
2: Manipulated output value at input error (Auto mode)
The operation mode remains in the Auto mode and the Input
1_Manipulated output value at input error of is output. When the error
is recovered, the operation mode is switched to the PID control.

[I] To show “Input 2 Action (low) input error,” “Measured input 2” must be specified at the time of
order, and “Select function for input 2” (Function block No. 58 in the Engineering mode) must be
set to “2-loop control/Differential temperature input” must be set up.

e Input 1_Manipulated output value at input error
[Engineering mode: Function block No. 51 (Fn5 /)]

Parameter symbol Data range Factory set value
| ‘D q M | PID control, Position proportioning PID control: —5.0 to +105.0 % PID control, Position proportioning
I 11 |Heat/Cool PID control: —105.0 to +105.0 % PID control: -5.0
Heat/Cool PID control: 0.0

[L]  For Heat/Cool PID control, output is produced from the heat side if the setting is positive (+) and
output is produced from the cool side if the setting is negative (—).
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e Input 2_Manipulated output value at input error
[Engineering mode: Function block No. 52 (Fn57)]

Parameter symbol

Data range

Factory set value

c. P5M

—5.0 to +105.0 %

-5.0

[L]  To show “Input 2 Manipulated output value at input error,” “Measured input 2” must be specified
at the time of order, and “Select function for input 2” (Function block No. 58 in the Engineering
mode) must be set to “2-loop control/Differential temperature input” must be set up.

B Setting procedure
To enter the Engineering mode

ok s ek s ks b s ek s s e ke A s M ke R b M 4 e s e ke e sk mm  m s ek e s ek e

Monitor & SV setting mode

Setting lock mode

<D + <{MoDE

PV/SV monitor CD Set data unlock/lock transfer
SET,
001 o 1 I/ I I/
L ll__l.l_l (dsecondsh) L OL I o L LI
i anr oFF
Lock state Unlock state

<MoDE
(2 seconds)

Operation transfer mode

GeD +<MoDE

(2 seconds)

RUN/STOP transfer
/| (AN )/
R A4 '__, R l-\' / b
” 1 " r_o
~un 57 oF
RUN STOP

T

Engineering mode
Function block No. 10
[Display]

Fr

at input error

Set PV flashing display

3 times

PV flashing display
at input error

! r

I
o

d5P [¢———

&S

Several times

C
e

INININInln

oo,
Set PV flashing display
at input error

Continue setting

&

End setting

( Setting End )«

Set Input error determ
and burnout direction

o Next parameter is displayed.

® Press SED and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.

ination point

Twice B

Set action at input error

Several times

P

IMRO3A05-E8

» C

* Press the SEB key until
Parameter setting mode
is displayed.

Keep pressing without
releasing your finger from
the key to enter the
Setting lock mode.

Continued on the next page.
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Function block No. 21 Input 1_Input error Input 1_Input error Input 1_
B [Input 1] 653 determination point (high) determination point (low) Burnout direction
l: _ 1 Several 0_1s 653 | o “\ | 553 L l: End setting
I lL I tmes | (., T LIV o LN e By OO0
| | I‘H _n ] InInIninln
l. l I'iP < I_ILl l:' (M LH_H_H_U_I

Continue setting
two inputs

v
Function block No. 22

In the case of

Set Input error
determination
point (high)

)

Set Input error
determination
point (low)

Several times

Set Burnout direction

Set Input 2 or continue other setting

Input 2_Input error

Input 2_Input error

Input 2_

[Input 2] 653 determination point (high) determination point (low) o Burnout direction
— — — End setting
Several
ncc | 2 Pav| e |2 PUN| v | ba5——
< 1N T oo " mrrm
l_j. I I_ND‘ L’E’UII E [

Set Input error
determination

Set Input error
determination

Set Burnout direction
Continue

setting point (high) CD point (low)
SET
S — Several times Continue setting

v

Press or keys according to the setting item.

Proceed to or , whichever is appropriate.

Function block No. 51 Input 1_Action (high) Input 1_Action (low) Input 1_Manipulated output value

]

[Input 1_Control] 653 input error input error at input error
L — | Several l_' E“ INIC | DIC M End setting
JFA5 | (AovE| e | IHUNE| & | | P5M——
nr__r " hnnn o T ARnno mrc r
Loor e (W[N] ooac _UI_ISJ_I
Set Action (high) Set Action (low) Set Manipulated output
input error input error value at input error

Continue setting In the case of

two inputs

&)

Several times

Set Input 2 or continue other setting

( Setting End )«

o Next parameter is displayed.

e Press sea and <MODE keys simultaneously to return to
the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to
the Measured value (PV)/Set value (SV) Monitor)

ofe)

Continued on the next page.
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e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.
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Continued from the previous page.

T 1

Function block No. 52 Input 2_Action (high) Input 2_Action (low) Input 2_Manipulated output value
[Input 2_Control] @@ input error input error at input error
- Several 1/ - I INI Y End setting
FnScd | = [JHovE| @ |[ZHUNE| & | i
e nrrm - I onhnn o | o—nnc
Lo (¢ ([ ) [ . I e
Set Action (high) Set Action (low) Set Manipulated output
input error input error value at input error
Continue
setting R 653
f Several times Continue setting

v
Press or keys according to the setting item.
Proceed to or , whichever is appropriate.

Setting End ) «

o Next parameter is displayed.

e Press 653 and <MODE keys simultaneously to return to
the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to
the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.
e Select lock on the Set data unlock/lock transfer.

IMRO3A05-E8
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5-48

5.8 Using Dual Input Function

This instrument has an optional dual input function which can be configured as follows.

¢ Remote setting input function
The instrument uses an input signal from Input 2 as a remote signal and sets it to the Input 1_Set value
(SV). Remote setting input can be supplied on any of FZ110/400/900 if it is specified at the time of order.

L2 See 8.10 Using Remote Setting Input (P. 8-61) for more details.

¢ 2-loop control function
The instrument performs two independent control using Input 1 and 2. To have this function, “Measured
input 2” must be specified at the time of order. Available only on FZ400/900.
The 2-loop control can be configured to Differential temperature control, and vice versa.

2  See 8.11 Executing 2-Loop Control [FZ400/900] (P. 8-67) for more details of 2-loop control.

e Differential temperature control function
With this function, temperature control of Input 1 is performed by setting a temperature difference between
Input 2 and Input 1. To have this function, “Measured input 2” must be specified at the time of order.
Available only on FZ400/900.
The 2-loop control can be configured to Differential temperature control, and vice versa.

5 See 8.12 Executing Differential Temperature Control [FZ400/900] (P. 8-70) for details.

e Control with PV select
This function uses two inputs and allows the sensors to be switched from one to another depending on the
temperature of the controlled object (high or low temperatures). To have this function, “Measured input 2”
must be specified at the time of order. Available only on FZ400/900.

1=  For Control with PV select, see 8.13 Executing Control with PV Select [FZ400/900] (P. 8-75).

e Cascade control
Cascade control is available where Input 1 is used as a Master and Input 2 as a Slave.
To have this function, “Measured input 2” must be specified at the time of order. Available only on
FZ400/900.
Cascade control is available in two control modes; “Slave single control or Cascade control” and “Master
single control or Cascade control.”

I For the Cascade control, see 8.14 Executing Cascade Control [FZ400/900] (P. 8-84).

¢ Input circuit error alarm function
The instrument uses two inputs to detect an error from the difference in input between the two. To have this
function, “Measured input 2”” must be specified at the time of order. Available only on FZ400/900.

& For more details, see 7.7 Preventing Control with Input Errors (Input Circuit Error Alarm)
[FZ400/900] (P. 7-46).
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B Parameter setting

® Select function for input 2
[Engineering mode: Function block No. 58 (Fn58)]

* This parameter cannot be specified if the instrument is a Heat/Cool PID
or a Position proportioning PID type.

e When Measured input 2 is selected for FZ400/900 at the time of order:
0to6

¢ When the Remote setting input is selected for FZ400/900 or when the
Remote setting input is selected for FZ110: 0 to 1

Parameter symbol Data range Factory set value
311/ |0: No function -FZ400/900:
L 1: Remote setting input When the Remote setting input is
2: 2-loop control/Differential temperature control specified: 1
3: Control with PV select When the Measured input 2 is
4: Cascade control (Slave single <> Cascade) * specified: 2
5: Cascade control (Master single <> Cascade) *
6: Input circuit error alarm

*FZ110: 1

[L]  To display “Select function for input 2,” “Remote setting input” or “Measured input 2” must be

specified at the time of order.

& See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized or changed when the Select function for

input 2 is changed.

IMRO3A05-E8
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B Setting procedure

To enter the Engineering mode

m =t mm s mm s s Em s mm s Em s mm s mm s Em s Em s Em s Em s mm s s Em s mm & s Em f mm s s mm s mm s Em s mm k= s Em s mm s mm s Em s mm o

- Monitor & SV setting mode

Setting lock mode

PV/SV monitor Set data unlock/lock transfer
SET, —
01 4CD * ! I~/
L.L.’.’_ (4 seconds )k '._’.:“_'\
mr
LI (< (i
Lock state

v

,’ { G + {MoDE

Operation transfer mode

Engineering mode

Function block No. 10

[Display]

RUN/STOP transfer
<MoDE =, — | G+ <mopE
/ /
(2 seconds) 4 "T' / _'_—_ R ,L\' / b (2 seconds)
~Un 57 oP
RUN STOP
Function block No. 58 Select function
[2-input function] for input 2
— 1 Several =001/
Frill |5 |FnSE | & cry | &
DIS ,D E!’DH Il'“ Il'l |
l_ll_l [
Set “Select function

5-50

Setting End )«

for input 2”

d

o Next parameter is displayed.
e Press 653 and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.

(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.

L

* Press the 553 key until
Parameter setting mode

is displayed.

Keep pressing without
releasing your finger from

the key to enter the
Setting lock mode.
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This chapter describes output related functions, setting contents and setting

procedure based on the key words related to outputs.

6.1

Changing Output Assignment
[Control Output, Retransmission Output, Logic Calculation (Event)

Output, Instrument Status Output].........cccoeeeeiiiiiiiiii e, 6-2
6.2 Changing Output Type of OUT3 ... 6-12
6.3 Using Retransmission Output............cccoviiiiiiiiiiiicceee e, 6-14
6.4 Changing Proportional Cycle Time ...........ccceeviiiiiiiiiiiicieeee e 6-20
6.5 Changing Energizing/De-energizing Output .............cccceiiiiiinnnns 6-24
6.6 Limiting OUIPUL........coei e 6-26
6.7 Suppressing Sudden Change in Output

(Output Change Rate Limiter).........ccooovviiiiieei e 6-29
6.8 Suppressing Sudden Change in Output

(Balanceless BUMPIESS) ......oooeiiiiiiiiii, 6-33
6.9 Changing the Output Action While in Control Stop Mode ............. 6-39
6.10 Monitoring Manipulated Output Value ..., 6-42
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6. OUTPUT FUNCTION

6.1 Changing Output Assignment
[Control Output, Retransmission Output, Logic Calculation
(Event) Output, Instrument Status Output]

FZ110/400/900 has such hardware outputs as shown below.
e FZ110: OUT1 to 3 (max. 3), DO1 to 2 (max. 2)
¢ F7400/900: OUT1 to 3 (max. 3), DO1 to 4 (max. 4)

The following output signals are assigned to each output terminal.

¢ Control output (Settable only between OUT1 and OUT3)

e Retransmission output (Settable only between OUT1 and OUT3)

¢ Logic calculation output
[Event, Heater break alarm (HBA), Control loop break alarm (LBA), Input error status]

e Instrument Status Output
[RUN, Manual mode, Remote mode, Autotuning (AT), While Set value (SV) is changing, Communication
monitoring result, FAIL]

m Description of function

Output signals [Control output, Retransmission output, Logic calculation output, or Instrument status output| are
assigned to the output terminals (OUT1 to 3, DO to 4).

® Position of output terminals

FZ110 FZ400/900
D B LD DO2 * O B B Tpoy-
@ wllB oo 128 :%
_| DO3*
out2| | b OUT2 :% :
6 @ | *
ouT1 |:_ ® @ OUT1 |: % _] D04
ouT3* —® @ |@
DO1 |:_ > ® @
@
@ ® |®
* Optional ) @

OUT3 *
® Details of functions assigned to OUT1 to 3

Set value Assigned functions

0 No assignment

1 Input 1_Control output [heat-side] or [open-side]

2 Input 1_Control output [cool-side] or [close-side]

3 Input 2_Control output

4 Retransmission output

5 Logic calculation output [Event, HBA, LBA, Input error status]

6 RUN state output

7 Input 1_Manual mode state output

8 Input 2_Manual mode state output

9 Remote mode state output (Cascade control state output, Output of differential temperature control state,
Input 2 state output of Control with PV select)

10 Input 1_Autotuning (AT) state output

11 Input 2_Autotuning (AT) state output

12 Output while Set value of Input 1 is changing

13 Output while Set value of Input 2 is changing

14 Output of the communication monitoring result

15 FAIL output

Continued on the next page.
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[Explanation of the setting]

¢ Input 1_Control output [heat-side] or [open-side]:
Assignable to Input 1. If Heat/Cool PID control is selected for Input 1, this output is used as heating
output. If Position proportioning PID control is selected, this output is used as an opening output.

¢ Input 1_Control output [cool-side] or [close-side]:
This output is available if Heat/Cool PID control is selected for Input 1.
If Heat/Cool PID control is selected, this output is used as a cooling output. If Position proportioning
PID control is selected, this output is used as a closing output.

e Input 2_Control output
Assignable to Input 2. This output is available if 2-loop control (including Differential temperature
control) or Cascade control is selected for Select function for Input 2. (FZ400/900 only)

¢ Retransmission output:
Retransmission output type needs to be specified later. Retransmission output scaling is also available.

X" For more details of Retransmission output, see 6.3 Using Retransmission Output
(P. 6-14).

 Logic calculation output [Event, HBA, LBA, Input error status]:
Logic calculation needs to be specified separately. Multiple outputs can be output from a single output
terminal as logical OR relation.

I See the next page (P. 6-4) for Logic calculation selection.

¢ RUN state output:
Output turns on while the instrument is in RUN mode.

¢ Input 1_Manual mode state output:
Output turns on while the Input 1 is in Manual mode.

e Input 2_Manual mode state output:
Output turns on while the Input 2 is in Manual mode. (FZ400/900 only)

 Remote mode state output (Cascade control state output, Output of differential temperature control state,
Input 2 state output of Control with PV select)
Output turns on while the instrument is in the remote mode, cascade control, differential temperature
control, or when Input 2 of Control with PV select is used.

o Input 1_Autotuning (AT) state output:
Output turns on while the Input 1 is in the Autotuning (AT).

¢ Input 2_Autotuning (AT) state output:
Output turns on while the Input 2 is in the Autotuning (AT). (FZ400/900 only)

o Output while Set value of Input 1 is changing:
Output turns on while the Input 1_Set value (SV) is changing due to Setting change rate limiter.

¢ Output while Set value of Input 2 is changing:
Output turns on while the Input 2_Set value (SV) is changing due to Setting change rate limiter.
(FZ400/900 only)

¢ Output of the communication monitoring result:
Valid only when the communication function is supplied. Output turns on if improper communication
continues for 10 seconds.

o FAIL output:
Output turns on when the instrument is in FAIL state.
When FAIL is selected, the output terminal is fixed to de-energizing, and the previous setting of
energizing and de-energizing gets invalid.
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® Details of functions assigned to DO1 to 4

Set value Assigned functions
No assignment

Logic calculation output [Event, HBA, LBA, Input error status]
RUN state output

Input 1_Manual mode state output

Input 2_Manual mode state output

Remote mode state output (Cascade control state output, Output of differential temperature control state,
Input 2 state output of Control with PV select)

Input 1_Autotuning (AT) state output

Input 2_Autotuning (AT) state output

Output while Set value of Input 1 is changing

Output while Set value of Input 2 is changing

Output of the communication monitoring result

FAIL output

Dlalo|e|N|o| o |Mw|n=|o

[Explanation of the setting]
See [Explanation of the setting] for OUT1 to 3

® Details of OUT1 to 3 as well as DO1 to 4 logic calculation selection

Multiple functions can be selected in the logic operation. The selected functions are OR-output.
To select multiple functions, add the numbers of the desired functions.

Set value Assigned functions
0 | No assignment Example
1 |Event 1 To select Event 1 output, Heater break alarm 1 (HBA1)
2 |Event2 output and Input 1_Input error output high, set as follows.
4 |Event3 -Event 1 =1
8 |Event4 -Heater break alarm 1 (HBA1) = 16

16 [Heater break alarm 1 (HBA1)
32 | Heater break alarm 2 (HBA2)
64 | Control loop break alarm 1 (LBA1) 1+16 +256 =273
128 [ Control loop break alarm 2 (LBA2)
256 | Input 1_Input error high So, set 273
512 |Input 1_Input error low
1024 |Input 2_Input error high
2048 |Input 2 Input error low

-Input 1_Input error high = 256

[Explanation of the setting]

e Event: Output turns on when the instrument is in the event state.
You also need to set Event assignment, Event type, Event hold action, Event differential gap, Event
timer, and Event set value.

I For details of Event, see 7.1 Using Event Function (P. 7-2).

o Heater break alarm (HBA):
Output turns on when the instrument is in Heater break alarm (HBA) state.
You also need to set CT assignment, HBA set value, and HBA delay time.

i For details of Heater break alarm (HBA), see 7.2 Using Heater Break Alarm (HBA)
(P. 7-24).

« Control loop break alarm (LBA):
Output turns on when the instrument is in Control loop break alarm (LBA) state.
You also need to set LBA time and LBA deadband.

I=Z" For details of Control loop break alarm (LBA), see 7.3 Using Control loop break
alarm (LBA) (P. 7-36).

e Input error high:
Output turns on when the Measured value (PV) exceeds the Input error determination point (high).
Under the conditions of a valid Input circuit error alarm, when the Measured value of Input 2 goes
over the Set value of the Input circuit error alarm and the measured value of Input 1, the Input error
high alarm of Input 1 will turn on.

e Input errorlow:
Output turns on when the Measured value (PV) exceeds the Input error determination point (low).
Under the conditions of a valid Input circuit error alarm, when the Measured value of Input 2 falls
below over the Set value of the Input circuit error alarm and the measured value of Input 1, the Input
error low alarm of Input 1 will turn on.
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m Setting example

To provide Event 1 to Event 4 from DO1 as a logic OR output.

1
2.

Select “1: Logic calculation output” in DO1 assignment.

Set “15” for DO1 _logic calculation selection.
Enter “1” to output Event 1, “2” for Event 2, “4” for Event 3, and “8” for Event 4. Add the sum of these
numbers (15), then the outputs of Event 1 to 4 are produced as a logical OR.

[Setup procedures]
To enter the Engineering mode

ek s ek  mm s e ke s s ke A Em b e e s mm s e s ke s e ke s s e ke e s e e s ko e s e

Monitor & SV setting
PV/SV monitor

mode

]
LIl [«

&)

(4 seconds

")

Setting lock mode
Set data unlock/lock
transfer

) T/
Lo n
or

Lock state

v

1/
l.'_l._—ll.'_l'\ <D + <MoDE

aFF

Unlock state

<MoDE
(2 seconds)

Operation transfer mode

RUN/STOP transfer

) /-
N/ ]

A4

)|
aly]

R/5

GeD +<MoDE

(2 seconds)

57 aP

Engineering mode
Function block No. 10

[Display]
— 1
Fr iU

Fun

I

ction block No. 34
[Digital output]

DO1 function selection 653

Several
times

d5H

| Fnd4

&

>

| _ L1

do

|| Several

L.—”.J.:”_ ’ times

DO1 logic calculation
selection

T

R
doL |

When Event is set

(A

Several
times

v
Function block No. 41
[Event 1]

Fr4

|
[
H i

(!
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Set “1: Logic

calculation output”

mrr -
]y

* Press the 553 key until
Parameter setting mode
is displayed.

Keep pressing without
releasing your finger from
the key to enter the
Setting lock mode.

Set “15”

When Event is set

&S

Several
times

See 7.1 Using Event

procedure after here.

I Function (P. 7-2) for the

( Setting End )«

o Next parameter is displayed.

o Press SEB and <MODE keys simultaneously to return to
the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return
to the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.
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6. OUTPUT FUNCTION

® Output function map

Select output function

— OUT1 function selection [P. 6-2]
— No assignment

— Input 2_Control output
— Retransmission output *

— Input 1_Control output [heat-side] or [open-side]
I Input 1_Control output [cool-side] or [close-side]

Retransmission output 1
type selection [P. 6-14]
Retransmission output 1
scale high [P. 6-15]
Retransmission output 1
scale low [P. 6-15]

— Logic calculation output

— RUN state output

— Input 1_Manual mode state output
— Input 2_Manual m ode state output
— Remote mode state output

— Input 1_AT state output

— Input 2_AT state output

— Output while Set value of Input 1 is
changing

I— Output while Set value of Input 2 is
changing

— FAIL output

— OUT2 function selection
Same as OUT1 function selection

— OUTS function selection
Same as OUT1 function selection

— DO1 function selection [P. 6-4]

[ No assignment

I Logic calculation output

— RUN state output

— Input 1_Manual mode state output
— Input 2_Manual mode state output
— Remote mode state output

— Input 1_AT state output

— Input 2_AT state output

— Output while Set value of Input 1 is
changing

— Output while Set value of Input 2 is
changing

— Output of Communication monitoring
result

— FAIL output

— DO2 function selection
Same as DO1 function selection
— DO3 function selection
Same as DO1 function selection
— DO4 function selection
Same as DO1 function selection

'— Energized/De-energized selection
(Multiple selection is available) [P. 6-24]

— All outputs are energized
— OUT1 de-energized

— OUT2 de-energized

— OUT3 de-energized

— DO1 de-energized

— DO2 de-energized

— DO3 de-energized

L— DO4 de-energized

6-6

[~ Output of Communication monitoring result

— OUT1 logic calculation selection (Multi
— No assignment

* If "Retransmission output” is selected at OUT2
function selection, retransmission output 2 is
available.

If "Retransmission output" is selected at OUT3
function selection. retransmission outout 3 is

ple selection is available) [P. 6-4]

— Event 1 Event 1 assignment [P. 7-3]
— Event 2 — Event 1 type selection

— Event 3 [P.7-7]
— Event 4 — Event 1 hold action

— HBA1 [P.7-16]
— HBA2 — Event 1 differential gap

— LBA1 [P.7-19]
| LBA2 — Event 1 timer [P.7-21]

— Input 1_Input error high
— Input 1_Input error low
— Input 2_Input error high
— Input 2_Input error low

— Interlock selection

(Multiple selection is available) **
— Unused [P. 7-42]
— Event 1

— Event 2

—Event 3

—Event 4

—HBA1

—HBA2

—LBA1

—LBA2

— Input 1_Input error high
—Input 1_Input error low
I Input 2_Input error high
— Input 2_Input error low

DO1 logic calculation selection
(Multiple selection is available) [P. 6-4]

— No assignment
— Event1 )
— Event 2
— Event 3
— Event 4
— HBA1

— HBA2

— LBA1

— LBA2 /
— Input 1_Input error high
— Input 1_Input error low
— Input 2_Input error high
— Input 2_Input error low

—Event 1 set value [P. 7-23]

Event 2, 3 and 4:
Same as Event 1

HBA1 set value [P. 7-25]
HBA1 delay time [P. 7-28]
CT1 assignment [P. 7-30]

CT1 type [P. 7-33]
CT1 ralio [P. 7-33]
CT1 low input cut-off

[P. 7-35]

HBAZ2: Same as HBA1

—E LBA1 time [P. 7-37]
LBA1 deadband

LBA2: Same as LBA1

** “Interlock selection” is shared with “OUT1 (2, 3)
logic calculation selection” and “DO1 (2, 3, 4)
logic calculation selection.”

>Same as OUT1 logic calculation selection
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6. OUTPUT FUNCTION

B Parameter setting

® OUT1 function selection
[Engineering Mode: Function block No. 30 (Fn30)]

Parameter symbol Data range Factory set value

C

I
oac i

No assignment Based on Model code
Input 1_Control output [heat-side] or [open-side]

Input 1_Control output [cool-side] or [close-side]

Input 2_Control output

Retransmission output

Logic calculation output (Event, HBA, LBA, Input error)
RUN state output

Input 1_Manual mode state output

Input 2 Manual mode state output

Remote mode state output (Cascade control state output,
Output of differential temperature control state,

Input 2 state output of Control with PV select)

10: Input 1 _Autotuning (AT) state output

11: Input 2_Autotuning (AT) state output

12: Output while Set value of Input 1 is changing

13: Output while Set value of Input 2 is changing

14: Output of the communication monitoring result

15: FAIL output

CrxIrhdd22

To display “OUT1 function selection,” you need to specify the output type other than “None” at
Output 1 (OUT1) at the time of order.

See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized when the OUT1 function selection is
changed.

® OUT2 function selection
[Engineering Mode: Function block No. 30 (Fn30)]

Parameter symbol Data range Factory set value

o5

l' 'j Same as OUT1 function selection Based on Model code

(AR

By

IMRO3A05-E8

To display “OUT?2 function selection,” you need to specify the output type other than “None” at
Output 2 (OUT?2) at the time of order.

See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized when the OUT2 function selection is
changed.



6. OUTPUT FUNCTION

® OUT3 function selection
[Engineering Mode: Function block No. 30 (Fn30)]

Parameter symbol Data range Factory set value

_ 1 2 [Sameas OUTI function selection 4
L 5 L

[}  To display “OUT3 function selection,” you need to specify the output type OUT3 at the time of
order.

& See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized when the OUT3 function selection is
changed.

® DO1 function selection
[Engineering Mode: Function block No. 34 (Fn34)]

Parameter symbol Data range Factory set value

_cCro
CI,LISL I

No assignment Based on Model code
Logic calculation output (Event, HBA, LBA, Input error)
RUN state output

Input 1 _Manual mode state output

Input 2__Manual mode state output

Remote mode state output

(Cascade control state output,

Output of differential temperature control state,

Input 2 state output of Control with PV select)

Input 1_Autotuning (AT) state output

Input 2_Autotuning (AT) state output

Output while Set value of Input 1 is changing

9: Output while Set value of Input 2 is changing

10: Output of the communication monitoring result

11: FAIL output

hAN S Sl

e A

[L]  To display “DO1 function selection,” you have to specify digital output (DO) for FZ110.

® DO2 function selection
[Engineering Mode: Function block No. 34 (Fn34)]

Parameter symbol Data range Factory set value

‘_,l 0 C, 'l ,:7 Same as DO1 function selection Based on Model code

[}  To display “DO2 function selection,” you have to specify 4 digital outputs (DO) on FZ400/900 at
the time of order. For FZ110, you have to specify 2 digital outputs (DO) at the time of order.

® DO3 function selection
[Engineering Mode: Function block No. 34 (Fn34)]

Parameter symbol Data range Factory set value
Dl 5 ) 3 Same as DO1 function selection Based on Model code
oJL

[  To display “DO3 function selection,” you have to specify 4 digital outputs (DO) at the time of
order. (FZ400/900 only)

6-8 IMRO3A05-E8




6. OUTPUT FUNCTION

® DO4 function selection
[Engineering Mode: Function block No. 34 (Fn34)]

Parameter symbol Data range Factory set value

DI S ) ‘_’I Same as DO1 function selection Based on Model code
oJL

[}  To display “DO4 function selection,” you have to specify 4 digital outputs (DO) at the time of
order. (FZ400/900 only)

® OUT1 logic calculation selection
[Engineering Mode: Function block No. 30 (Fn30)]

Parameter symbol Data range Factory set value

I I~ | [0to4095 0
oLu i 0: OFF
+1: Event 1
+2: Event 2
+4: Event 3
+8: Event 4
+16: Heater break alarm 1 (HBA1)
+32: Heater break alarm 2 (HBA2)
+64: Control loop break alarm 1 (LBA1)
+128: Control loop break alarm 2 (LBA2)
+256: Input 1_Input error high
+512: Input 1_Input error low
+1024: Input 2_Input error high
+2048: Input 2_Input error low

To select two or more functions, sum each value.

[}  To display “OUTI logic calculation selection,” you need to specify the output type other than
“None” at Output 1 (OUT1) at the time of order.

® OUT2 logic calculation selection
[Engineering Mode: Function block No. 30 (Fn30)]

Parameter symbol Data range Factory set value

Same as OUT1 logic calculation selection Based on Model code

.
oL uC

[}  To display “OUT2 logic calculation selection,” you need to specify the output type other than
“None” at Output 2 (OUT?2) at the time of order.

® OUT3 logic calculation selection
[Engineering Mode: Function block No. 30 (Fn30)]

Parameter symbol Data range Factory set value
I I~ Z] |Same as OUTI logic calculation selection 0
oL ol

[L]  To display “OUTS3 logic calculation selection,” you need to specify the output type OUT3 at the
time of order.
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6. OUTPUT FUNCTION

® DO1 logic calculation selection
[Engineering Mode: Function block No. 34 (Fn34)]

Parameter symbol Data range Factory set value
| _ ) I~ | [Sameas OUT!I logic calculation selection (P. 6-9) Based on Model code
ooe

[}  To display “DO1 logic calculation selection,” you have to specify digital output (DO) for FZ110.

® DO2 logic calculation selection
[Engineering Mode: Function block No. 34 (Fn34)]

Parameter symbol Data range Factory set value
| _ ) I~ 7 [Sameas OUTI logic calculation selection (P. 6-9) Based on Model code
ool uc

[L] To display “DO2 logic calculation selection,” you have to specify 4 digital outputs (DO) on
FZ400/900 at the time of order. For FZ110, you have to specify 2 digital outputs (DO) at the time
of order.

® DO3 logic calculation selection
[Engineering Mode: Function block No. 34 (Fn34)]

Parameter symbol Data range Factory set value
d ) T 3 Same as OUT1 logic calculation selection (P. 6-9) Based on Model code
oLy

[L]  To display “DO3 logic calculation selection,” you have to specify 4 digital outputs (DO) at the time
of order. (FZ400/900 only)

® DO4 logic calculation selection
[Engineering Mode: Function block No. 34 (Fn34)]

Parameter symbol Data range Factory set value
d ) T l_’l Same as OUT1 logic calculation selection (P. 6-9) Based on Model code
oL o

[  To display “DO4 logic calculation selection,” you have to specify 4 digital outputs (DO) at the time
of order. (FZ400/900 only)
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6. OUTPUT FUNCTION

m Setting procedure
To enter the Engineering mode

P e T T R T T e e e e T T R T e e e e e

Setting lock mode
- Monitor & SV setting mode Set data unlock/lock
PV/SV monitor transfer

- - SET, —
Iy 4C3d* [ ) T/ |GeD)+<mopE
CO. Ly [@secondsh ) | LI Lol

v

. * Press the SEB key until

E’,’:,’ < or GF’ Parameter setting mode
is displayed.
Lock state Unlock state Keep pressing without
releasing your finger from

the key to enter the

Operation transfer mode Setting lock mode.

1
1

}
L}

]
1

1
1

}
1

1
[}

1
1
1 }
L} 3
3 ]
1 3

1
1

}
1

1
[}

1
1

}
L}

]
1
1

RUN/STOP transfer
<MoDE — =, — | G+ <moDE
/ /
(2 seconds) R \l/ ':, R H/ b (2 seconds)
” 1 i r
L 5! CllD
. RUN STOP
| — — -
Engineering mode
Function block No. 10 Function block No. 30
[Display] [Output] OUT1 function selection OUT2 function selection OUTS3 function selection
- _ Several Dlﬂ Ci | _Ll _' (] _I
Fril o Frdl €@ obl 1|8 o5lde®| obl i@
dJ5P " : I nrrm | nOnncC 'nInlglglh
. on N [N g
4+ Set OUT1 function Set OUT2 function Set OUT3 function
OUTS3 logic calculation OUT2 logic calculation OUT1 logic calculation
@@ selection selection selection
Several — 7 ) | |
Severa tmes oLLdE| oLl oll |
times alalnlalald D alalnlnlnlN
e [y [ ]
Set OUTS3 logic Set OUT2 logic Set OUT1 logic
calculation function calculation function calculation function
v
Function block No. 34
[Digital output] DO1 function selection DO2 function selection DO3 function selection DO4 function selection
C-:'L' SET, -'-':, | SET, - _ :' :' SET, d 5' 3 SET, D' S' '—{ SET,
Frd (€ gosl 1|8 gool c €| 0oL 3|99, ooaL 7|€D
,_I nrrr | omr | mrrr | aorr |
] g LILll_H_l I T (T
Set DO1 function Set DO2 function Set DO3 function Set DO4 function
DO4 logic calculation DO3 logic calculation DO2 logic calculation DO1 logic calculation
selection selection selection selection
I l_’) C/ I 3 _|_1 l- 3 D I
SET, SET, SET, — SET,
& | dol UH|&2|dol L3 |&2 | dol L |€2 | dol L ||,
INIn/nIgin I INInInI i InInl] -ll’l_ nornr
([ oo [ - e
Set DO4 logic Set DO3 logic Set DO2 logic Set DO1 logic
calculation function calculation function calculation function calculation function

Setting End

o Next parameter is displayed.

o Press SED and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

o Select lock on the Set data unlock/lock transfer.

IMRO3A05-E8 6-11



6. OUTPUT FUNCTION

6.2 Changing Output Type of OUT3

OUTS3 (optional) is available as a universal output. Output type can be changed even after the purchase.

m Description of function

Output 3 (optional) may be selected from the following three types. The output can be modified without
changing the hardware.

e Voltage pulse output (0/14 V DC)

e Current output (4 to 20 mA DC)

e Current output (0 to 20 mA DC)

B Parameter setting

® Universal output type selection (OUT3)
[Engineering Mode: Function block No. 30 (Fn30)]

Parameter symbol Data range Factory set value

FIND) 0: Voltage pulse output 1
LNt o 1: Current output (4 to 20 mA DC)
2: Current output (0 to 20 mA DC)

[}  To display “Universal output type selection (OUT3),” you need to specify the output type OUT3 at
the time of order.

& See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized when the Universal output type
selection (OUT?3) is changed.
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6. OUTPUT FUNCTION

m Setting procedure
To enter the Engineering mode

P e e T R T e e e e e T T T e e e e e

PV/SV monitor

011
Co.u

i
L

- Monitor & SV setting mode

&S

(4 seconds *)

Setting lock mode
Set data unlock/lock

7 N

<MoDE
(2 seconds)

transfer
| 1/ I _ I/
L oL , Lol
ar DF
Lock state Unlock state

G +{MoDE

Operation transfer mode

RUN/STOP transfer
0 /C 1 /| €D+ <wooe
nvs _:’ nNrs (2 seconds)
1 T Cr
~un 5MaP
RUN SsTOP

Engineering mode

Function block No. 10

[Display]
C . 1 Several
i “_’ times

Function block No. 30
[Output]

Fndl

d5H

Setting End )«

J

»
»

(NI

aLln

&S

Several
times

Universal output type
selection

JINN
oy o

D)

o |
e o

Set Universal output
type

o Next parameter is displayed.

e Press SED and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.

IMRO3A05-E8

T

* Press the 553 key until
Parameter setting mode
is displayed.

Keep pressing without
releasing your finger from
the key to enter the
Setting lock mode.
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6. OUTPUT FUNCTION

6.3 Using Retransmission Output

Retransmission output can be provided from OUT1 to 3. To use the Retransmission output, the output type
must be current or continuous voltage output.

m Description of function

To use the Retransmission output, select Retransmission output at OUT]1 to 3 function selection.

If Retransmission output is selected at the OUT1 function selection, the output is provided as Retransmission output 1.
If Retransmission output is selected at the OUT?2 function selection, the output is provided as Retransmission output 2.
If Retransmission output is selected at the OUT3 function selection, the output is provided as Retransmission output 3.

& For ditails OUTI to 3 function selection, see 6.1 Changing Output Assignment [Control Output,
Retransmission Output, Logic Calculation (Event) Output, Instrument Status Output| (P. 6-2).

® Details of Retransmission output type

Set value Assigned functions
0 No retransmission output
1 Input 1_Measured value (PV)
Input 1 _Measured value (PV) is output.
2 Input 1_Local SV

Input 1_Set value (SV) is output. The local SV is the SV set. If the set value is changed, irrespective of the Setting
change rate limiter whether or not it is set, the new set value will be used as soon as the value is changed.

3 Input 1_SV monitor value

Input 1_Set value (SV) is output. The SV monitor value is the monitored value of the set value (SV). If a Setting
change rate limiter is set, the set value starts changing according to the setting when the setting is changed.

4 Input 1_Deviation
[Input 1 Measured value (PV) — Input 1_Set value (SV)] is output.
5 Input 1_Manipulated output value [heat-side]
Input 1 _Manipulated output value [heat-side] is output.
6 Input 1_Manipulated output value [cool-side]
Input 1 _Manipulated output value [cool-side] is output.
7 Input 2_Measured value (PV) '
Input 2_Measured value (PV) is output.
8 Input 2_Local SV "2

Input 2_Set value (SV) is output. The local SV is the SV set. If the set value is changed, irrespective of the Setting
change rate limiter whether or not it is set, the new set value will be used as soon as the value is changed.

9 Input 2_SV monitor value "2

Input 2_Set value (SV) is output. The SV monitor value is the monitored value of the set value (SV). If a Setting
change rate limiter is set, the set value starts changing according to the setting when the setting is changed.

10 Input 2_Deviation -2
[Input 2_Measured value (PV) — Input 2_Set value (SV)] is output.

11 Input 2_Manipulated output value ' 2
Input 2_Manipulated output value [heat-side] is output.
12 Remote setting input value 2
Remote setting input value is output.
13 Current transformer 1 (CT1) input value *
Current transformer 1 (CT1) input value is output.
14 Current transformer 2 (CT2) input value ®
Current transformer 2 (CT2) input value is output.
15 Measured value (PV) of differential temperature input *

Measured value (PV) of Differential temperature input [Input 1 Measured value (PV) — Input 2 Measured
value (PV)] is output.

! Valid if “Measured input 2” is specified at the time of order. (FZ400/900 only)

% Disabled when “Control with PV select” selected at “Select function for Input 2.”

3 For FZ400/900: Valid when “Remote setting input” is selected at Select function for input 2.
For FZ110: Valid if Remote setting input is supplied.

Valid if Current transformer (CT) input is supplied.

* Valid if two Current transformer (CT) input are supplied. (FZ400/900 only)

4

[l  The output will be 0 % when the Retransmission output type not provided on the instrument is set.
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6. OUTPUT FUNCTION

® Scaling the Retransmission output

Set high and low limits for the Retransmission output. The scale range depends on the type of the selected
Retransmission output.

No retransmission output, Input 1 _Measured value (PV), Input 1 _Local SV, Input 1 _SV monitor value, and
Remote setting input value:
Input 1_Input range low to Input 1 _Input range high
(When Control with PV select: PV select input range low to PV select input range high)
[Varies with the setting of the Decimal point position. ]
Input 1_Deviation:
—(Input 1_Input span) to +(Input 1 _Input span)
[Varies with the setting of the Decimal point position.]
Input 2 Measured value (PV), Input 2 Local SV, and Input 2_SV monitor value:
Input 2_Input range low to Input 2 Input range high
[Varies with the setting of the Decimal point position.]
Input 2_Deviation:
—(Input 2_Input span) to +(Input 2_Input span)
[Varies with the setting of the Decimal point position. ]
Manipulated output value:
—-5.0 to +105.0 %
Current transformer (CT) input value:
0.0 to 100.0 %
Measured value (PV) of differential temperature input:
—(Input 1_Input span) to +(Input 1_Input span)
[Varies with the setting of the Decimal point position.]

@ In the case of Control with PV select, the measured value used for setting values “1” and “4” for
Retransmission output type is the Measured value (PV) of the PV select. When the set value is “7”, the
Input 2_Measured value (PV) is used.
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6. OUTPUT FUNCTION

B Parameter setting

® Retransmission output 1 type
[Engineering Mode: Function block No. 31 (Fn3 /)]

Parameter symbol

Data range

Factory set value

Ho |

: No retransmission output 9:
: Input 1_Measured value (PV)
: Input 1_Local SV

: Input 1_SV monitor value

: Input 1_Deviation

Input 2_SV monitor value

10: Input 2_Deviation

11: Input 2_Manipulated output
value

12: Remote setting input value

: Input 1_Manipulated output value 13: Current transformer 1 (CT1)

[heat-side] input value

6: Input 1_Manipulated output value 14: Current transformer 2 (CT2)
[cool-side] input value

7: Input 2_Measured value (PV) 15: Measured value (PV) of

8: Input 2 _Local SV differential temperature input

0

output or Continuous voltage output at the time of order.

See “4.

PARAMETERS

To display “Retransmission output 1 type,” Output type on OUT1 must be specified as Current

THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS

CHANGED (P. 4-1)” for the parameters that are initialized when the Retransmission output 1 type
is changed.

® Retransmission output 1 scale high
[Engineering Mode: Function block No. 31 (Fn3 /)]

Parameter symbol

Data range

Factory set value

AHS |

No retransmission output, Input 1 _Measured value (PV), Input 1 Local
SV, Input 1_SV monitor value, and Remote setting input value:
Input 1_Input range low to Input 1_Input range high
When Control with PV select:
[ PV select input range low to PV select input range high ]
[Varies with the setting of the Decimal point position.]
Input 1_Deviation:
—(Input 1_Input span) to +(Input 1_Input span)
[Varies with the setting of the Decimal point position.]
Input 2 Measured value (PV), Input 2_Local SV, and Input 2_SV monitor
value:
Input 2_Input range low to Input 2_Input range high
[Varies with the setting of the Decimal point position.]
Input 2_Deviation:
—(Input 2_Input span) to +(Input 2_Input span)
[Varies with the setting of the Decimal point position.]
Manipulated output value:
—5.0 to +105.0 %
Current transformer (CT) input value:
0.0 to 100.0 %
Measured value (PV) of differential temperature input:
—(Input 1_Input span) to +(Input 1_Input span)
[Varies with the setting of the Decimal point position.]

No retransmission output, Input 1_
Measured value (PV), Input 1_Local
SV, Input 1_SV monitor value, and
Remote setting input value:
Input 1_Input range high
[ Control with PV select: J
PV select input range high

Input 1_Deviation:

+(Input 1_Input span)
Input 2_Measured value (PV),
Input 2 Local SV, and Input 2 SV
monitor value:

Input 2_Input range high
Input 2_Deviation:

+(Input 2_Input span)
Manipulated output value, and

Current transformer (CT) input
value: 100.0

Measured value (PV) of differential
temperature input: 100

[L)  To display “Retransmission output 1 scale high,” Output type on OUT1 must be specified as
Current output or Continuous voltage output at the time of order.

6-16
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6. OUTPUT FUNCTION

® Retransmission output 1 scale low
[Engineering Mode: Function block No. 31 (Fn3 /)]

Parameter symbol

Data range

Factory set value

ALS

Same as Retransmission output 1 scale high (P. 6-16)

No retransmission output, Input 1 _
Measured value (PV), Input 1_Local
SV, Input 1_SV monitor value, and
Remote setting input value:

Input 1_Input range low

Control with PV select:
PV select input range low
Input 1_Deviation:

—(Input 1_Input span)

Input 2_Measured value (PV),
Input 2_Local SV, and Input2_SV
monitor value:

Input 2_Input range low
Input 2_Deviation:

—(Input 2_Input span)
Manipulated output value, and
Current transformer (CT) input
value: 0.0
Measured value (PV) of differential
temperature input: —100

[L] To display “Retransmission output 1 scale low,” Output type on OUTI must be specified as

Current output or Continuous voltage output at the time of order.

® Retransmission output 2 type
[Engineering Mode: Function block No. 32 (Fn32)]

Parameter symbol

Data range

Factory set value

Aaod

Same as Retransmission output 1 (P. 6-16)

0

[}  To display “Retransmission output 2 type,” Output type on OUT2 must be specified as Current
output or Continuous voltage output at the time of order.

PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized when the Retransmission output 2 type
is changed.

I’ See ‘4.

® Retransmission output 2 scale high
[Engineering Mode: Function block No. 32 (Fn32)]

Parameter symbol

Data range

Factory set value

AHSC

Same as Retransmission output 1 scale high (P. 6-16)

Same as Retransmission output 1
scale high

[L] To display “Retransmission output 2 scale high,” Output type on OUT2 must be specified as

Current output or Continuous voltage output at the time of order.

IMRO3A05-E8
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6. OUTPUT FUNCTION

® Retransmission output 2 scale low
[Engineering Mode: Function block No. 32 (Fn32)]

Parameter symbol Data range Factory set value
myi 5 7] | Same as Retransmission output 1 scale low (P. 6-17) Same as Retransmission output 1
L JC scale low

[} To display “Retransmission output 2 scale low,” Output type on OUT2 must be specified as
Current output or Continuous voltage output at the time of order.

® Retransmission output 3 type
[Engineering Mode: Function block No. 33 (Fn33)]

Parameter symbol Data range Factory set value
Same as Retransmission output 1 (P. 6-16) 1
Aod

[L] To display “Retransmission output 3 type,” OUT3 must be specified at the time of order, and
Current output must be set up in “Universal output type selection” in Function block No. 30 in
Engineering mode.

& See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized when the Retransmission output 3 type
is changed.

® Retransmission output 3 scale high
[Engineering Mode: Function block No. 33 (Fn33)]

Parameter symbol Data range Factory set value
q H C 2 |Same as Retransmission output | scale high (P. 6-16) Same as Retransmission output 1
J | scale high

[L]  To display “Retransmission output 3 scale high,” OUT3 must be specified at the time of order, and
Current output must be set up in “Universal output type selection” in Function block No. 30 in
Engineering mode.

® Retransmission output 3 scale low
[Engineering Mode: Function block No. 33 (Fn33)]

Parameter symbol Data range Factory set value
) 5 1 | Same as Retransmission output 1 scale low (P. 6-17) Same as Retransmission output 1
o - scale low

[l  To display “Retransmission output 3 scale low,” OUT3 must be specified at the time of order, and
Current output must be set up in “Universal output type selection” in Function block No. 30 in
Engineering mode.
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6. OUTPUT FUNCTION

m Setting procedure

To enter the Engineering mode

Setting lock mode

Monitor & SV setting mode Set data unlock/lock

PV/SV monitor transfer

o), &2 Y, NN

C . (4 seconds *) L L—,L I\ I '—” I +<MODE

- = > - * Press the SED key until

E','—_,' < o GF’ Parameter setting mode
is displayed.
Lock state Unlock state Keep pressing without

releasing your finger from

the key to enter the

Operation transfer mode Setting lock mode.

RUN/STOP transfer
<MoDE ~ <D +<MoDE
/ /
(2 seconds) ,C\7 / E R F\' / 5 (2 seconds)

L
1

0

0

)|
aly]

T e

Engineering mode

Function block No. 10 Function block No. 31 Retransmission output 1 Retransmission output 1 Retransmission output 1

[Display] [Retransmission output 1] type scale high scale low
- _ Several _ M | | )
Fr il e |FAd 1l € 10 1|62, f"i" 1169 HLS /ed
IC D " | " 'slnlalnln " :m | nhnmn
DS}_ HG I e l_l [ o
Set Retransmission Set Retransmission Set Retransmission
output type output scale high output scale low

!

Function block No. 32

Retransmission output 2

Retransmission output 2

Retransmission output 2

&

Set Retransmission

Set Retransmission

Set Retransmission

[Retransmission output 2] type scale high scale low
] _ ) |
Fndd @] HAod|e®) AHS5Z1e@) HLS5C
’ql:l:—' LIBLIBI_I' I—H_,IB” EU’:’BL’

Function block No. 33

output type

output scale high

output scale low

Retransmission output 3

Retransmission output 3

Retransmission output 3

)

[Retransmission output 3] type scale high scale low
C_ 3 O_ oc :l [} I
rngd ) AoJ|®D,| AnoJ|©D) AL 33

P 3 mnrmr | q_,; I r
1020 e i L LILI.I_I e
Set Retransmission Set Retransmission Set Retransmission

output type output scale high output scale low

Setting End )«

J

o Next parameter is displayed.

e Press 563 and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

o Select lock on the Set data unlock/lock transfer.

IMRO3A05-E8
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6. OUTPUT FUNCTION

6.4 Changing Proportional Cycle Time

When time proportioning output (relay output, voltage pulse output or transistor output) is specified at the
time of ordering, Proportional cycle time and Minimum ON/OFF time of proportional cycle can be changed.

m Description of function
® Proportional cycle time

. . PV change
Manipulated output value turns ON and OFF in .
a certain cycle (Proportional cycle time) when sv E;?]zom"”a'
A4

the Measured value (PV) reaches within the
Proportional band at Time proportioning action.

More precise control can be achieved by ON
shortening Proportional cycle time, however, OFF ‘“T P
the life of operating unit (Relay etc.) can be

shortened based on the feature of the specific

controlled object

T: Proportional cycle time

® Minimum ON/OFF time of proportioning cycle

Minimum ON/OFF time of proportioning cycle can be used to compensate relay life by acquiring the
minimum OF/OFF time.

Minimum ON time of proportioning cycle:
Manipulated output does not turn ON when the duration of the computed ON output is shorter than the
Minimum ON time of proportioning cycle being set.
Manipulated output remains ON the same amount of time as the computed ON output when the computed
ON output is longer than the Minimum ON time of proportioning cycle being set.
(Minimum ON time of proportioning cycle is valid when the computed ON output exceeds 0 %.)

Minimum OFF time of proportioning cycle:
Manipulated output remains OFF the same amount of time as the Minimum OFF time set when the
computed OFF output is shorter than the Minimum OFF time being set.
Manipulated output remains OFF the same amount of time as the computed OFF output when the computed
OFF output is longer than the Minimum OFF time being set.
(Minimum OFF time of proportioning cycle is valid when the computed OFF output is below 100 %.)

When the computed ON output exceeds 0 % When the computed OFF output is below 100 %
Proportional cycle time Proportional cycle time
Setting of ON il o Setting of ON I‘ T
Minimum Minimum
ON/OFF time OFF ON/OFF time OFF ]
[<:>1(Minimum ON time) (Minimum OFF time)[<1
ON M ON —
Computed b g?\‘mptitei > Computed
output outpu output L]
OFF OFF Computed OFF
output
ON ON —
Actual output Actual output
OFF OFF L |

*When a long minimum ON/OFF time is required for the relay, set a time longer than that time.

[[I]  Minimum ON/OFF time of proportioning cycle is not operative if the Proportioning cycle is set
shorter than the Minimum ON/OFF time of proportioning cycle (Proportioning cycle < Minimum
ON/OFF proportioning time).
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6. OUTPUT FUNCTION

B Parameter setting

® OUT1 proportional cycle time
[Setup Setting Mode: Setting group No. 30 (5~30)]

Parameter symbol Data range Factory set value

I~ | |0.1to 100.0 seconds Relay contact output: 20.0
/ I Voltage pulse output,
Transistor output: Note

Note: In case OUTI function selection is “Input 1_Control output [cool-side]” AND Input 1_Control action is “Heat/Cool PID
control [air cooling] or [water cooling]”: 20.0, Other casees: 2.0

[}  To display “OUT1 proportional cycle time,” Output type on OUT1 must be specified at the time of
order as Relay contact output, Voltage pulse output, or Transistor output.

® OUT2 proportional cycle time
[Setup Setting Mode: Setting group No. 30 (5~30)]

Parameter symbol Data range Factory set value

I~ 3 [0.1to 100.0 seconds Relay contact output: 20.0
I L Voltage pulse output,
Transistor output: Note

Note: In case OUT2 function selection is “Input 1 _Control output [cool-side]” AND Input 1 _Control action is “Heat/Cool PID
control [air cooling] or [water cooling]”: 20.0, Other casees: 2.0

[} To display “OUT2 proportional cycle time,” Output type on OUT2 must be specified at the time of
order as Relay contact output, Voltage pulse output, or Transistor output.

® OUT3 proportional cycle time
[Setup Setting Mode: Setting group No. 30 (5~30)]

Parameter symbol Data range Factory set value
,f‘ :,' 0.1 to 100.0 seconds Voltage pulse output: Note

Note: In case OUT3 function selection is “Input 1_Control output [cool-side]” AND Input 1_Control action is “Heat/Cool PID
control [air cooling] or [water cooling]”: 20.0, Other casees: 2.0

[}  To display “OUT3 proportional cycle time,” OUT3 must be specified at the time of order, and
Voltage pulse output must be set up in “Universal output type selection” in Function block No. 30
in Engineering mode.

® OUT1 minimum ON/OFF time of proportional cycle
[Setup Setting Mode: Setting group No. 30 (5-~30)]

Parameter symbol Data range Factory set value

M~ | [0to1000 ms 0
N

[  To display “OUT! minimum ON/OFF time of proportional cycle,” Output type on OUT1 must be
specified at the time of order as Relay contact output, Voltage pulse output, or Transistor output.
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6. OUTPUT FUNCTION

® OUT2 minimum ON/OFF time of proportional cycle
[Setup Setting Mode: Setting group No. 30 (5~30)]

Parameter symbol

Data range

Factory set value

MIm 7
HC

0 to 1000 ms

0

[L)  To display “OUT2 minimum ON/OFF time of proportional cycle,” Output type on OUT2 must be
specified at the time of order as Relay contact output, Voltage pulse output, or Transistor output.

® OUT3 minimum ON/OFF time of proportional cycle
[Setup Setting Mode: Setting group No. 30 (5-~30)]

Parameter symbol

Data range

Factory set value

M

0 to 1000 ms

0

[  To display “OUT3 minimum ON/OFF time of proportional cycle,” OUT3 must be specified at the
time of order, and Voltage pulse output must be set up in “Universal output type selection” in
Function block No. 30 in Engineering mode.
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6. OUTPUT FUNCTION

m Setting procedure

Monitor & SV setting mode
PV/SV monitor

00
c80

Setup setting mode
Setting group No. 10 Setting group No. 30

[Display] [Output]

OUT1 proportional cycle time

— — s | — J—
ED+<wore| Gy 1) |0 |Gn 30 | €D R
ol d5P ol =
Set proportional
cycle time

OUT2 minimum ON/OFF

OUT1 minimum ON/OFF

time of proportional cycle OUT3 proportional cycle time ~ OUT2 proportional cycle time

proportional cycle

time of proportional cycle
MI— 7 MI— | — 7
M c | &2 1| &2 P g & I C
e nornrr I_IFIEFH—I I'“—Iljl—ll-l
NN NN NN NN [N Ny N [y
Set minimum Set minimum Set proportional Set proportional
ON/OFF time of ON/OFF time of cycle time cycle time

proportional cycle

OUT3 minimum ON/OFF
time of proportional cycle

MI~
M

InInininlyl

()

(NN

Set minimum
ON/OFF time of
proportional cycle

IMRO3A05-E8

o Next parameter is displayed.
® Press sea and ¢{MODE keys simultaneously to return to the Measured value
(PV)/Set value (SV) Monitor. (For FZ400/900, the MONI key may be pressed to

return to the Measured value (PV)/Set value (SV) Monitor)

6-23



6. OUTPUT FUNCTION

6.5 Changing Energizing/De-energizing Output
Each output (OUT 1 to 3, DO1 to 4) can be individually set to energize or de-energize.

[I]  Setting energize/de-energize at Control output, Retransmission output, or Output terminal to which
FAIL is assigned is ignored. (FAIL is fixed as de-energize)

m Description of function

® Outputs selectable to energize or de-energize

Logic calculation output: Event, Heater break alarm (HBA), Control loop break alarm (LBA), Input
error status

Instrument Status Output: RUN, Manual mode, Remote mode, Autotuning (AT), While Set value (SV) is
changing, Communication monitoring result

® Explanation of energizing and de-energizing outputs

Output state
Output type Status when the function assigned to the | Status when the function assigned to the
output is ON output is OFF
Relay contact |Energize Contact close Contact open
output De-energize Contact open Contact close
Voltage pulse |Energize ON OFF
output De-energize OFF ON
Current output Energize Outputs the maximum output current (100 %) | Outputs the minimum output current (0 %)
De-energize | Outputs the minimum output current (0 %) Outputs the maximum output current (100 %)
Continuous Energize Outputs the maximum output current (100 %) | Outputs the minimum output current (0 %)
voltage output (De-energize | Outputs the minimum output current (0 %) Outputs the maximum output current (100 %)
Transistor Energize ON OFF
output De-energize OFF ON
Example: Relay contact output
Status when the Status when the Status when the Status when the
function assigned to | function assigned to function assigned to | function assigned to
the output is ON the output is OFF the output is ON the output is OFF
Contact close Contact open Contact open Contact close
—o—o0— | —0 ~o— —0 ~o— | —o—o0—
Energize m m De-energize

©® Output state at STOP
Irrespective of setting Energize/De-energize, the output state at STOP is as follows.
If “Output action at control stop” (Function block No. 30 in Engineering mode) is set to continue the action,
setting of Energize/De-energize remains valid.

Output type Output state
Relay contact output Contact open
Voltage pulse output OFF
Current output Outputs the minimum output current (0 %)
Continuous voltage output | Outputs the minimum output current (0 %)
Transistor output OFF
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B Parameter setting

® Energized/De-energized selection
[Engineering Mode: Function block No. 30 (Fn30)]

Parameter symbol

Data range

Factory set value

: All outputs are energized

OUT1 de-energized

v 0to 127
ExC |’
+1:
+2:

+4:
+8:
+16
+32:
+64:

OUT?2 de-energized
OUT3 de-energized
DO1 de-energized

: DO2 de-energized

DO3 de-energized
DO4 de-energized

To select two or more functions, sum each value.

0

m Setting procedure
To enter the Engineering mode

P e e e e e T T T T T e e e e e T R R ]

Monitor & SV setting mode

Setting lock mode
Set data unlock/lock

I
LLIL

PV/SV monitor transfer
S0, & Y,
= _, I (4 seconds *) ' ,—-“— K
00 e an
Lock state

v

aFF

GeD) +<MoDE

Unlock state

Operation transfer mode

E<D) +<MoDE

(2 seconds)

RUN/STOP transfer
<MODE C / L D / E
(2 seconds) N mnv ,
= o cr7
~Un 57 aP
RUN STOP

Engineering mode
Function block No. 10

Function block No. 30

Energized/De-energized

D)

[Display] [Output] @ED selection
C_ Several : - T Several C viE
o times M0 times AL

D’ 5P 1 n i
oL (N[N [N]]

( Setting End )«

Set Energized/
De-energized
selection

o Next parameter is displayed.

e Press SED and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

o Select lock on the Set data unlock/lock transfer.

IMRO3A05-E8

T T T e e

* Press the SED key until
Parameter setting mode
is displayed.

Keep pressing without
releasing your finger from
the key to enter the
Setting lock mode.
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6.6 Limiting Output

Use output limiter to limit the output.

m Description of function
This is the function which restricts the high and low limits of Manipulated output values (MV).

Manipulated output value (MV)
105.0 %=>

The manipulated output value
is not produced within this

Output limiter high =& F==== iy

Manipulated output value (MV)

Output limiter low = prm—f
The manipulated output value is not
produced within this range.

-5.0 %=>» Time

[HA) Output limiter is also effective in ON/OFF control.

B Parameter setting

® Input 1_Output limiter high [heat-side]
[Parameter Setting Mode: Parameter group No. 51 (Pn5 /)]

Parameter symbol Data range Factory set value
| | ) |Input1 Output limiter low [heat-side] to 105.0 % 105.0
. oL

[L] Not displayed when the Control action is a Position proportioning PID control without Feedback
resistance (FBR) input.

I.Z"  See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are automatically converted when the Input 1 _Output
limiter high [heat-side] is changed.

® Input 1_Output limiter low [heat-side]
[Parameter Setting Mode: Parameter group No. 51 (Pn5 /)]

Parameter symbol Data range Factory set value

I
I L

—

—5.0 % to Input 1_Output limiter high [heat-side] -5.0

—

[L]  Not displayed when the Control action is a Position proportioning PID control without Feedback
resistance (FBR) input.

I See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are automatically converted when the Input 1 _Output
limiter low [heat-side] is changed.
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® Input 2_Output limiter high
[Parameter Setting Mode: Parameter group No. 52 (Pn52)]

Parameter symbol Data range Factory set value
) Input 2_Output limiter low to 105.0 % 105.0
c. olH
[}  To display “Input 2_Output limiter high,” specify “Measured input 2” at the time of order, AND

“Select function for Input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop
control/Differential temperature control, or Cascade control.

See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are automatically converted when the Input 2 Output
limiter high is changed.

® Input 2_Output limiter low
[Parameter Setting Mode: Parameter group No. 52 (Pn52)]

Parameter symbol Data range Factory set value
[} —5.0 % to Input 2_Output limiter high -5.0
=1
[L] To display “Input 2 Output limiter low,” specify “Measured input 2” at the time of order, AND

“Select function for Input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop
control/Differential temperature control, or Cascade control.

See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are automatically converted when the Input 2 Output
limiter low is changed.

® Input 1_Output limiter high [cool-side]
[Parameter Setting Mode: Parameter group No. 56 (Pn56)]

Parameter symbol Data range Factory set value

| _ _ | Input 1_Output limiter low [cool-side] to 105.0 % 105.0
lol Hc

(AN
=

To display “Input 1 _Output limiter high [cool-side],” specify Heat/Cool PID control at the time of order,
or select Heat/Cool PID control at “Input 1 Control action” (Function block No. 51 in Engineering mode).

See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are automatically converted when the Input 1_Output
limiter high [cool-side] is changed.

® Input 1_Output limiter low [cool-side]
[Parameter Setting Mode: Parameter group No. 56 (Pn56)]

Parameter symbol Data range Factory set value
| _1 1 _ |-5.0%toInput 1 Output limiter high [cool-side] -5.0
oL L C
[}  To display “Input 1 _Output limiter low [cool-side],” specify Heat/Cool PID control at the time of order,

=

IMRO3A05-E8

or select Heat/Cool PID control at “Input 1 _Control action” (Function block No. 51 in Engineering mode).

See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are automatically converted when the Input 1 _Output
limiter low [cool-side] is changed.
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m Setting procedure

Parameter setting mode

Monitor & SV setting mode Parameter group No. 00

Parameter group No. 51 Input 1_Output limiter high

PV/SV monitor CD [Setting] [|nput1 Control] @@ [heat-side]

0 Sl Once or Several | l l |
CB.0 e | PROD | R |PRST | % | 1 olH @
'mln] T r " momnc

Ul ] Wonl | O 1050
Set Output limiter
&) high
In case of Heat/Cool PID control Several
times [ Incaseof Input 1_Output limiter low
In case of two inputs two inputs [heat-side]
or Heat/Cool
PID control | )
I OLL |

@ED In case of one input UEI“J ‘I—,I

Set Output limiter
low

( Setting End )«

o Next parameter is displayed.

® Press @@ and <MODE keys simultaneously to return to
the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to
the Measured value (PV)/Set value (SV) Monitor)

v
Parameter group No. 52
[Input 2_Control]

Input 2_Output limiter high Input 2_Output limiter low
663 put 2_Outpi g put 2_Outp

| S
FaSc | & )c cu_H © \c oLt @
2l onl i I
Laru I_l uu uu
Set Output limiter Set Output limiter
high low

( Setting End )¢

o Next parameter is displayed.

o Press SED and <MODE keys simultaneously to return to
the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to
the Measured value (PV)/Set value (SV) Monitor)

Parameter group No. 56 Input 1_Output limiter high Input 1_Output limiter low

[Input 1_Cooling control] @ea [cool-side] [cool-side]
Several
)P ,C“C mes | Lol HI & |lollc| &
i mcr
ILool 01050 -005.0
Set Output limiter Set Output limiter
high low

(' Setting End )«

o Next parameter is displayed.

® Press 5&3 and <MODE keys simultaneously to return to
the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to
the Measured value (PV)/Set value (SV) Monitor)
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6.7 Suppressing Sudden Change in Output

(Output Change Rate Limiter)

Output change rate limiter may be used to suppress sudden change in output at power on or at the time of set
value change.

m Description of function

The Output change rate limiter limits the variation of Manipulated output (MV) per second. This function is
suitable for an application in which a sudden MV change is not acceptable.

Example: The Output change rate limiter is effective.

e The MV reaches 100 % when the power is turned on to the controller and such a sudden output change is
not acceptable in the application.

e A sudden output change occurs at the SV change and it is not acceptable in the application.

Output limiter high
100 %

When the output change rate limiter is disabled

Manlpulated Output (MV) ................................

0.0to

Sudden 1000.0 % o
variation of MV P manipulated
output 1 second output

Manipulated output (MV)

Output limiter low Set the amount of increase given to the
0% Y operation output in the percentage of
manipulated output for each second.

Sudden change in the output at power-up, set value
change or by disturbance

The output changes at specific rates set by Output change rate limiter (up) even under the situations where a

sudden output change would occur without Output change rate limiter function. There is also independent

Output change rate limiter (down).

(AN
(AN

IMRO3A05-E8

If the output change rate is set smaller, it will cause slow control response and affect Derivative
action.

When the Output change rate limiter is used, you may not be able to obtain appropriate PID
constants by Autotuning.

The Output change rate limiter is particularly effective when a sudden MV change may create
uncontrollable situation cause a large current flow. Also, it is very effective current output or
voltage output is used as control output.

Output change rate limiter may be also effective in Manual mode (including communication).
Output change rate limiter also functions when output changes suddenly due to manipulated
manual output at input error.

When the instrument recovers from power failure in Hot start 1, the Output change rate limiter
starts from the value before the power failure.

The Output change rate limiter is deactivated when control is stopped (at STOP), when control
action is an ON/OFF control or Position proportioning PID control.

6-29



6. OUTPUT FUNCTION

B Parameter setting

® Input 1_Output change rate limiter (up) [heat-side]
[Engineering Mode: Function block No. 51 (Fa5 /)]

Parameter symbol Data range Factory set value

0.0 to 1000.0 %/seconds of manipulated output 0.0

| ]|
L ofl 0.0: OFF

[L]  Not displayed when the Control action is a Position proportioning PID control without Feedback
resistance (FBR) input.

® Input 1_Output change rate limiter (down) [heat-side]
[Engineering Mode: Function block No. 51 (Fa5 /)]

Parameter symbol Data range Factory set value

| ) ) ]0.0to 1000.0 %/seconds of manipulated output 0.0
. OO o0 oFF

[L]  Not displayed when the Control action is a Position proportioning PID control without Feedback
resistance (FBR) input.

® Input 2_Output change rate limiter (up)
[Engineering Mode: Function block No. 52 (Fn52)]

Parameter symbol

Data range

Factory set value

c. oRfU

0.0 to 1000.0 %/seconds of manipulated output
0.0: OFF

0.0

[L]  To display “Input 2 Output change rate limiter (up),” specify “Measured input 2” at the time of
order, AND “Select function for Input 2” (Function block No. 58 in Engineering mode) must be set
to 2-loop control/Differential temperature control.

® Input 2_Output change rate limiter (down)
[Engineering Mode: Function block No. 52 (Fn52)]

Parameter symbol

Data range

Factory set value

c. oRd

0.0 to 1000.0 %/seconds of manipulated output
0.0: OFF

0.0

[  To display “Input 2_ Output change rate limiter (down),” specify “Measured input 2" at the time of
order, AND “Select function for Input 2” (Function block No. 58 in Engineering mode) must be set
to 2-loop control/Differential temperature control.
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® Input 1_Output change rate limiter (up) [cool-side]
[Engineering Mode: Function block No. 56 (Fn56)]

Parameter symbol Data range Factory set value

| 0 0.0 to 1000.0 %/seconds of manipulated output 0.0
LOIWUL o0 oFF

L[]  To display “Input 1 _Output change rate limiter (up) [cool-side],” specify Heat/Cool PID control at
the time of order, or select Heat/Cool PID control at “Input 1 _Control action” (Function block No. 51
in Engineering mode).

® Input 1_Output change rate limiter (down) [cool-side]
[Engineering Mode: Function block No. 56 (Fn56)]

Parameter symbol Data range Factory set value

| _ 0O 0.0 to 1000.0 %/seconds of manipulated output 0.0
LOIWOL 6. oFF

[L]  To display “Input 1 Output change rate limiter (down) [cool-side],” specify Heat/Cool PID control at
the time of order, or select Heat/Cool PID control at “Input 1 _Control action” (Function block No. 51
in Engineering mode).

m Setting procedure

To enter the Engineering mode
Setting lock mode
Monitor & SV setting mode Set data unlock/lock
PV/SV monitor transfer

———1 G — —
HH,’ ,l (4 seconds *) ,‘ ,-“' ,'\/ ‘, ‘—“, ‘,\/ €EB+<MODE .
s ’ - > _—— * Press the (B€T) key until
Il—_l'l’:;' < 0 DlL ,'— Parameter setting mode
is displayed.
Lock state Unlock state Keep pressing without
releasing your finger from

the key to enter the

Operation transfer mode Setting lock mode.

RUN/STOP transfer

<MoDE F\'/ P E, = @D + {MoDE
|

(2 seconds) \ / _, (2 seconds)
| -
rUn 57 of

v

S T T,

Continued on the next page.
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6. OUTPUT FUNCTION

Continued from the previous page.

A

Engineering mode

Function block No. 10

Function block No. 51

Input 1_Output change rate

[Display] [Input 1_Control] limiter (up) [heat-side] limiter (down) [heat-si
SET) — —

C _ 1N several | I” _ I | S | 11 SeT | |

o times e Twice l. DHLI 2 N =AY =

DIEID - r InInInInin; InInInInIn

L-Orn < [N Lo

Set Output change Set Output change

In case of Heat/Cool PID control @ea rate limiter (up) rate limiter (down)
Several
. times

In case of two inputs In case of two inputs or Heat/Cool PID control

(A

(AN

v

Function block No. 52

[[Input 2_Control]

FrS5c

Input 1_Output change rate

side] In case of
one input

&

Input 2_Output change
rate limiter (up)

C. aoRU

clonl

Parameter group No. 56
[Input 1_Cooling control]

v

&

&S

Input 1_Output change
rate limiter (down)

C. oRd

mrmr e
(NN N

Set Output change
rate limiter (up)

Input 1_Output change rate

limiter (up) [cool-side]

| NN
loRUc

Setting End )«

J

&

A 4

)

mrmr e
(NN N

Set Output change
rate limiter (down)

limiter (down) [cool-side]

laRdc

mnmr
[N A

Set Output change
rate limiter (up)

Input 1_Output change rate

D)

v

mrnmr
[N A

Set Output change
rate limiter (down)

v

o Next parameter is displayed.

e Press sea and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

o Select lock on the Set data unlock/lock transfer.
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6. OUTPUT FUNCTION

6.8 Suppressing Sudden Change in Output
(Balanceless Bumpless)

Balanceless bumpless may be used to suppress sudden output change when the control is transferred from
Auto mode to Manual mode (or Manual mode to Auto mode).

m Description of function

Manipulated output value, when transferred from Auto mode to Manual mode, depends on the setting of
“Manual manipulated output value selection.” Selection of “Use the most recent manipulated output value”
(balanceless bumpless function) or “Use the Manual manipulated output value *” (bump action) can be
selected in “Manual manipulated output value selection.”

* The Manual manipulated output value is the last manipulated output value in Manual mode before the mode is
transferred from Auto mode to Manual mode.
Note that the Manual manipulated output value can be preset in advance in the Setup setting mode before the
mode is transferred to Manual mode.

M When the mode is transferred from Manual mode to Auto mode, the balanceless bumpless
function is always activated.

® Balanceless bumpless function
This function is used to prevent overload caused by the Manipulated output value (MV) suddenly changing
when Auto mode is transferred to Manual mode and vice versa.

Manipulated output value (MV)
A
|
' Auto mode

Auto mode Manual mode

i i i » Time
A A A
(@ (b) (c)

(a) Transfer from Auto mode to Manual mode.
However, when the mode is transferred to Manual mode, the Manipulated output value used in
Auto mode will be used as the manual output value in Manual mode.

(b) The manipulated output value is changed (Manual mode function)

(c¢) Transfer from Manual mode to Auto mode.
When the mode is transferred to Auto mode, the controller starts PID control based on the MV used
in Manual mode.
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6. OUTPUT FUNCTION

® Bumpless action associated with Auto/Manual transfer at the time of memory area selection
This instrument allows Auto/Manual transfer at the time of Memory area selection. Selection of balanceless
bumpless action and bump action can be made at the time of Auto/Manual transfer.

[Parameters to set up]

o Auto/Manual transfer selection (Area)
This setting is used to select whether the mode should be transferred to Auto mode or Manual
mode at the time of Memory area selection. This setting is also used to select balanceless
bumpless action or bump action at the time of Auto/Manual transfer.

e Manipulated output value (Area)
This setting is used to set a manipulated output value when Bump action is selected at the time
of Auto/Manual selection (area). This setting is used in Auto mode and Manual mode in
common.

LL]  There are several ways to select a memory area.
Concerning the selection by key operation, see 10.3 Storing the Control Related Settings
(Memory Area Function) (P. 10-10) or FZ110/FZ400/FZ900 Quick Operation Manual
(IMRO03A02-EO).
Concerning the selection by Digital input (DI), see 5.2 Switching Functions Using Digital Inputs
(DI) (P. 5-16).
Concerning the selection by Memory area soak time, see 10.5 Executing Simple Program
Operation (P. 10-18) or 10.6 Executing Simple Sequence Operation (P. 10-26).

[N Bumpless/Bump action by “Auto/Manual transfer selection (Area)” has a priority over the
Bumpless/Bump action by “Manual manipulated output value selection.”
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6. OUTPUT FUNCTION

B Parameter setting

® Manual manipulated output value selection
[Engineering Mode: Function block No. 50 (FA50)]

Parameter symbol Data range Factory set value
Mis I~ q 0: The last manipulated output value (Balanceless bumpless function) 0
UL 1: Manual manipulated output value

® Input 1_Manual manipulated output value
[Setup Setting Mode: Setting group No. 51 (515 /)]

Parameter symbol Data range Factory set value
| M M/ |PID control, Position proportioning PID control: PID control, Position proportioning
Ly Input 1_Output limiter low [heat-side] PID control: —5.0
to Input 1_Output limiter high [heat-side] Heat/Cool PID control: 0.0
Heat/Cool PID control:
—(Input 1_Output limiter high [cool-side])
to +(Input 1_Output limiter high [heat-side])

* Heat/Cool PID control has exceptional conditions as follows for the data range.
(1) Input 1_Output limiter high [cool-side] is < 0.0 %
o Input 1_Output limiter low [heat-side] is < 0.0 %: 0.0 % to +(Input 1_Output limiter high [heat-side])
e Input 1_Output limiter low [heat-side] is > 0.0 %: Input 1_Output limiter low [heat-side]
to Input 1_Output limiter high [heat-side]
(2) Input 1_Output limiter high [heat-side] is < 0.0 %
e [nput 1_Output limiter low [cool-side] is < 0.0 %: —(Input 1_Output limiter high [cool-side]) to 0.0 %
e Input 1_Output limiter low [cool-side] is > 0.0 %: —(Input 1 _Output limiter high [cool-side])
to —(Input 1_Output limiter low [cool-side])
(3)Fixed at 0.0% in the following cases:
Input 1_Output limiter high [cool-side] < 0.0 %, AND Input 1_Output limiter high [heat-side] < 0.0 %

[} Not displayed when the Control action is a Position proportioning PID control without Feedback
resistance (FBR) input.

® Input 2_Manual manipulated output value
[Setup Setting Mode: Setting group No. 52 (5n57)]

Parameter symbol Data range Factory set value

E ‘l\/,l ‘l\/,l l'/ / | Input 2_Output limiter low to Input 2_Output limiter high -5.0

L To display “Input 2 Manual manipulated output value,” specify “Measured input 2” at the time of
order, AND “Select function for input 2” (Function block No. 58 in Engineering mode) must be set
to 2-loop control/Differential temperature control.

® Input 1_Auto/Manual transfer selection (Area)
[Parameter Setting Mode: Parameter group No. 70 (P~"0)]

Parameter symbol Data range Factory set value

| q / M O | 0: No transfer 0
LEE7 P LET 11 Auto mode (bumpless)

2: Auto mode (bump)

3: Manual mode (bumpless)
4: Manual mode (bump)
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6. OUTPUT FUNCTION

® Input 1_Manipulated output value (Area)

[Parameter Setting Mode: Parameter group No. 70 (P~"0)]

Parameter symbol Data range

Factory set value

| M/ P PID control, Position proportioning PID control:
LTIV 0T 50t0+105.0 %
Heat/Cool PID control:

—105.0 to +105.0 %

PID control, Position proportioning
PID control: —5.0

Heat/Cool PID control:0.0

® Input 2_Auto/Manual transfer selection (Area)

[Parameter Setting Mode: Parameter group No. 70 (P~"0)]

Parameter symbol Data range

Factory set value

7 H /M 0: No transfer
cC.asn. 1: Auto mode (bumpless)
2: Auto mode (bump)

3: Manual mode (bumpless)

4: Manual mode (bump)

0

[ To display “Input 2_Auto/Manual transfer selection (Area),” specify “Measured input 2” at the time
of order, AND “Select function for input 2” (Function block No. 58 in Engineering mode) must be

set to 2-loop control/Differential temperature control.

® Input 2_Manipulated output value (Area)

[Parameter Setting Mode: Parameter group No. 70 (P~"0)]

Parameter symbol Data range

Factory set value

I M/ —5.0 to +105.0 %
2 MyA ’

-5.0

[}  To display “Input 2 Manipulated output value (Area),” specify “Measured input 2" at the time of
order, AND “Select function for input 2”” (Function block No. 58 in Engineering mode) must be set

to 2-loop control/Differential temperature control.
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6. OUTPUT FUNCTION

m Setting procedure

® Setting “Manual manipulated output value selection” and “Manual manipulated
output value”

To enter the Engineering mode
Setting lock mode
Monitor & SV setting mode Set data unlock/lock
PV/SV monitor transfer
Al €D = =
'D (4 seconds *) L '——“— "\/ l'_ l-“'_ l'\/ €@+<MODE

cC o

* Press the SED key until

v

EH_,' < o ] ,C ,’— Parameter setting mode
is displayed.
Lock state Unlock state Keep pressing without
releasing your finger from

the key to enter the

Operation transfer mode Setting lock mode.

e

RUN/STOP transfer
<MopE m— =, — | G +<mopE
/10 ) /
(2 seconds) nv :, v E’ (2 seconds)
/ r
U 57 oP
3 RUN STOP
Engineering mode
Function block No. 10 Function block No. 50 Manual manipulated
[Display] /\ [Control] output value selection

~ v GeD
,L I~ ’l B St?mZ;aI l'- l-, L ,ﬂ Twice ‘V” /,' L @EB+<MODE
= Conl ' aﬂan,_,

Set Manual manipulated
output value selection

v

l Setup setting mode
Monitor & SV setting mode Setting group No. 10 Setting group No. 51 Input 1_Manual manipulated
PV/SV monitor [Display] [Input 1_Control] output value In case of D
J0MN|e C_ N7 | seeal | [ _ L | | M M) |oneinout &5
Cl = ED+<Mooe | 5 gy | imes | T 131 € | i 1 v
57 oP dSFP i cu-n’_ — -005s0

Set Manual
manipulated output 653

value
Several

l In case of two inputs times
Setting group No. 52 Input 2_Manual manipulated
[Input 2_Control] output value
M MM /
& | )
r =" I 1 "/ —> Setting End )«
I~ I~ l'll'l
Laru I I o
o Next parameter is displayed.
Set Manual .
manipulated output e Press 5&3 and <MODE keys simultaneously to return to the
value Measured value (PV)/Set value (SV) Monitor.

(For FZ400/900, the MONI key may be pressed to return to the
Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.
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® Setting “Auto/Manual transfer selection (Area)” and “Manipulated output value (Area)”

Monitor & SV setting mode

Parameter setting mode
Parameter group No. 00

Input 1_Auto/Manual

Parameter group No. 70 transfer selection

PV/SV monitor @ @ [Setting] [Memory area function] 653 (Area)
_“_] J71 | (2 seconds INIn] = Several 100 7M1
IZ ). | ormore) ;L;-u I R F, NN times ,L 11071 G
oo 54 ArER oooon
Set Auto/Manual
transfer selection
(Area)

Input 2_Auto/Manual
transfer selection
(Area)

Input 1_Manipulated

&)

cHM

6-38

nnnn: ]
(N

Several _output value (Area)

imes | ) NI/ n
I. 11,

In case of two inputs

V' N

Set Auto/Manual
transfer selection
(Area)

_nn |
o l:l.l_l

Set Manipulated
output value (Area)

G

In case of one input

Ei M/ O
s
[ pr A

) v
D

Input 2_Manipulated
i .
Set Manipulated

output value (Area)
]
output value (Area)

o Next parameter is displayed.

e Press @ED and <MODE keys simultaneously to return to the Measured
value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured
value (PV)/Set value (SV) Monitor)
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6.9 Changing the Output Action While in Control Stop Mode

This instrument can continue supplying Retransmission output and Event outputs, or output Manipulated
output value, even while Control is stopped.

m Description of function

The following three types can be continued to output even while in control stop mode. Multi types can be
selected.
¢ Retransmission output
e Logic calculation output [Event, Heater break alarm (HBA), Input error status]
e Instrument Status Output [Manual mode, Remote mode, While Set value (SV) is changing, Communication
monitoring result]

[L]  Continued output types while in Control stop cannot be selected by the output.
For example, this combination is not available:
Event 1: Continue to output even while in Control stop. Event 2: Output to be stopped.
Selection can be made in the unit of Retransmission output, Logic operation output, and Instrument
status output.

[L]  Selecting “Logic calculation output: Action continues” as “Output action at control stop” will not
include Control loop break alarm (LBA).

® Manipulated output value at STOP

Manipulated output value at STOP is a function to produce the preset manipulated output value at Control
STOP. In the case of Heat/Cool PID control, Manipulated output value can be set on both sides of heating
and cooling. Likewise, in case of a dual output type, manipulated output value can be set on both sides of
Control output 1 and 2.

B Parameter setting

® Output action at control stop
[Engineering Mode: Function block No. 30 (Fn30)]

Parameter symbol Data range Factory set value

I~ [0to7 0
55 O0: OFF

+1: Logic calculation output: Action continues
+2: Retransmission output: Action continues
+4: Instrument status output: Action continues

To select two or more functions, sum each value.

® Input 1_Manipulated output value at STOP [heat-side]
[Engineering Mode: Function block No. 51 (Fa5 /)]

Parameter symbol Data range Factory set value

| I M1/ |-5.0to+105.0% -5.0
Iy
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6. OUTPUT FUNCTION

® Input 2_Manipulated output value at STOP
[Engineering Mode: Function block No. 52 (Fn52)]

Parameter symbol Data range Factory set value
’j M/ —5.0 to +105.0 % -5.0
L. Vil

[}  To display “Input 2 Manipulated output value at STOP,” specify “Measured input 2” at the time of
order, AND “Select function for input 2”” (Function block No. 58 in Engineering mode) must be set
to 2-loop control/Differential temperature control.

® Input 1_Manipulated output value at STOP [cool-side]
[Engineering Mode: Function block No. 56 (Fn56)]

Parameter symbol Data range Factory set value
| IM 1/ ~5.0 to +105.0 % -5.0
Ny -

[L] To display “Input 1 Manipulated output value at STOP [cool-side],” specify Heat/Cool PID
control at the time of order, or select Heat/Cool PID control at “Input 1 _Control action” (Function
block No. 51 in Engineering mode).

m Setting procedure

To enter the Engineering mode

P e e e T R T I e e e e T T R e e

Setting lock mode

Monitor & SV setting mode Set data unlock/lock
PV/SV monitor transfer
SET,
002 Lol I o] @+ <uooe
_——= - > - * Press the 553 key until
;'—_,'B < or DlL ,'— Parameter setting mode
is displayed.
Lock state Unlock state Keep pressing without

releasing your finger from

the key to enter the

Operation transfer mode Setting lock mode.

RUN/STOP transfer
<moDE — | GeD +<MmoDE
/ - /
(2 seconds) F\' / C, “ ,C\7 / L’ (2 seconds)
N -t -

Wy
1

0

0

o

T T T T e,

Continued on the next page.

6-40 IMRO3A05-E8



6. OUTPUT FUNCTION

Continued from the previous page.

Engineering mode

Function block No. 10 Function block No. 30 Output action
[Display] [Output] @ED at control stop 653
__ Several L ar Several | Onceor
o times | I~ 71 21 imes - 0| Twiee
d5P g s mrrrm
oul | e— NN NN
Set Output action at
control stop
Several
times

Input 1_Manipulated

Function block No. 51 output value at STOP
[Input 1_Control] @ED [heat-side] In case of
- _ L | Several | “\/“ / one input @ED
I~ l I I I A AT l/
~ nn
u_ Or |e—— “ug l
In case of Set Manipulated
In case of Heat/Cool two inputs output value at STOP
PID control A~ @ED
- In case of two inputs or Several
s | Heat/Cool PID control times
evera
times
Function block No. 52 Input 2_Manipulated
[[Input 2_Control] 653 output value at STOP
= Several /
F‘—, 5:’ times E P,'V”/ @@
20 anl ' rn "
Laru I_IU L
Set Manipulated
output value at STOP
v Input 1_Manipulated
Parameter group No. 56 output value at STOP
[Input 1_Cooling control] €ED [cool-side]
— - Several ' MM /7
~Aob e | LRV C | €2 R
TSl '
ILooc _I_IUEJ_I
Set Manipulated
output value at STOP
( Setting End )«

o Next parameter is displayed.

e Press SE:'D and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)
o Select RUN on the RUN/STOP transfer.

o Select lock on the Set data unlock/lock transfer.
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6.10 Monitoring Manipulated Output Value

Manipulated output value can be monitored on this instrument.

m Display contents

® Input 1_Manipulated output value monitor [heat-side]

[Monitor & SV Setting Mode]

Parameter symbol

Data range

Factory set value

| M1/
l. (NN

—5.0t0 +105.0 %

Not displayed when the Control action is a Position proportioning PID control without Feedback
resistance (FBR) input.

[  Feedback resistance (FBR) input value is displayed when the Control action is a Position

proportioning PID control with Feedback resistance (FBR) input.

® Input 1_Manipulated output value monitor [cool-side]

[Monitor & SV Setting Mode]

Parameter symbol

Data range

Factory set value

I M/
iy C

I

-5.0 to +105.0 %

[L]  To display “Input 1 Manipulated output value monitor [cool-side],” specify Heat/Cool PID control at

the time of order, or select Heat/Cool PID control at “Input 1 _Control action” (Function block No. 51
in Engineering mode).

® Input 2_Manipulated output value monitor

[Monitor & SV Setting Mode]

Parameter symbol

Data range

Factory set value

C.

- M1/ |[-5.0to+105.0%
(NN

[}  To display “Input 2 Manipulated output value monitor,” specify “Measured input 2" at the time of

order, AND “Select function for input 2”” (Function block No. 58 in Engineering mode) must be set
to 2-loop control/Differential temperature control.
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m Display operation

Monitor & SV setting mode

PV/SV monitor
20 1M
_ I_Ll L

mr
L

Input 1_Manipulated
output value monitor
[heat-side]

<MoDE *

Several times

—_—

| M/
l. (N4

1
5 L

Input 1_Manipulated
output value monitor

"

In case of [cool-side]
Heat/Cool *
PID control <M0DE ,' "V,','/ —
5 i
(AN
Input 2_Manipulated
output value monitor
In case of * MM/
two inputs <MODE R E, ] "/
4 mr
(AN

"

v

* In case of a FZ400/900, MONI key may be used instead.
** In case of a FZ400/900, R.SET key may be used to return.

IMRO3A05-E8
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EVENT FUNCTION

IMRO3A05-E8

This chapter describes event related functions, setting contents and setting
procedure based on the key words related to events.

7.1 Using Event FUNCHION ..........uuiiiiiiiii 7-2
7.1.1 Changing inputforevent .................ccc 7-3
7.1.2 Changing eVeNnt tYPe......cooiiiiiiiiiiice e 7-7
7.1.3 Adding hold action to the event action...............cccvveviicii i, 7-16
7.1.4 Setting a differential gap in event action............c.occcoiiiiiiene, 7-19
7.1.5 Preventing event from turning on due to a transient

abnOrMal INPUL........eiiiiiiiiiie e aennanes 7-21
7.1.6 Changing event output assignment............ccooooeiiiiiiiiiiee e, 7-23
7.1.7 Changing the event set value.............cccviiiiiiiiiiiii 7-23

7.2 Using Heater Break Alarm (HBA)..........uuuiiiiiiiiiiiiiiiiiiiiiiiieeeiiieees 7-24
7.2.1 Setting the Heater break alarm (HBA) setvalue ................ccooeeeen. 7-25
7.2.2 Preventing Heater break alarm (HBA) from turning on due to

a transient abnormal input...........ccoiiii i 7-28
7.2.3 Changing the output monitored by the Heater break alarm (HBA).... 7-30
7.2.4 Changing the Current transformer (CT) type.........cccoeevieeieieinnnn. 7-33
7.2.5 Forcing the CT input value to 0.0 A when the heater is OFF ............ 7-35

7.3 Using Control Loop Break Alarm (LBA) .......cccoooviiiiiiiiiiieeeeeeeeeees 7-36

7.4 Checking Event ON State ..........cccooooii 7-40

7.5 Keeping the Event State (Interlock Function)..............ccccccciiiiinnnans 7-42

7.6 Releasing the Event State (Interlock Release)...........ccccccceeeeeee. 7-44

7.7 Preventing Control with Input Errors (Input Circuit Error Alarm)
[FZA00/900] ...ttt 7-46
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7. EVENT FUNCTION

7.1 Using Event Function

m Setting procedure for event function

Set event as follows:

Set the parameter
related to event output

v

Set the Event parameter

v

Set the Event set value

Set the parameter related to Event output.

OUT1 to 3 function selection

DO1 to 4 function selection

OUT1 to 3 logic calculation selection
DO1 to 4 logic calculation selection
Energized/De-energized selection
Interlock selection

Output action at control stop

For OUT1 to 3 function selection, DO1 to 4 function selection, OUT1
to 3 logic calculation selection and DO to 4 logic calculation selection,
see 6.1 Changing Output Assignment (P. 6-2).

For Energized/De-energized selection, see 6.5 Changing
Energizing/De-energizing Output (P. 6-24).

For Interlock function, see 7.5 Keeping the Event State (Interlock
Function) (P. 7-42) and 7.6 Releasing the Event State (Interlock
Release) (P. 7-44).

For Output action at control stop, see 6.9 Changing the Output Action
While in Control Stop Mode (P. 6-39).

Set the following parameters:

¢ Event assignment

¢ Event type

¢ Event hold action

¢ Event differential gap
e Event timer

(Eop
(Eop

=

For event assignment, see 7.1.1 Changing input for event (P. 7-3).
For event type, see 7.1.2 Changing event type (P. 7-7).

For event hold action, see 7.1.3 Adding hold action to the event action
(P. 7-16).

For event differential gap, see 7.1.4 Setting a differential gap in event
action (P. 7-19).

For event timer, 7.1.5 Preventing event from turning on due to a
transient abnormal input (P. 7-21).

Set the Event set value.

=

For event set value, see 7.1.7 Changing the event set value (P. 7-23).
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7.1.1 Changing input for event

On this instrument input signal can be individually set for each event.
—Input 1
—Input 2
—Differential temperature input

W Description of function

There are four action available for event; Deviation action, Input value action, Set value action, and
Manipulated output value action.
Each event uses its own value.

® Deviation action

For Input 1: Deviation = Input 1 Measured value (PV) — Input 1_Set value (SV)

For Input 2: Deviation = Input 2_Measured value (PV) — Input 2_Set value (SV)

For Differential temperature input: Deviation = Measured value (PV) of differential temperature input —
Set value (SV) of differential temperature input

® Input value action

For Input 1: Input value = Input 1 _Measured value (PV)
For Input 2: Input value = Input 2_Measured value (PV)
For Differential temperature input: Input value = Measured value (PV) of differential temperature input

® Set value action

For Input 1: Set value = Input 1_Set value (SV)
For Input 2: Set value = Input 2_Set value (SV)
For Differential temperature input: Set value = Set value (SV) of differential temperature input

® Manipulated output value action

For Input 1: Manipulated output value = Input 1 Manipulated output value (MV)
For Input 2: Manipulated output value = Input 2 Manipulated output value (MV)
For Differential temperature input: Manipulated output value = Input 1 Manipulated output value (MV)

Ll In the case of Control with PV select, the event target is only “for Input 1” in any of the above
actions. (The Event 1 to 4 assignment screens are not displayed)
The data used at this time are the Measured value (PV) of the PV select, Input 1_Set value (SV),
and Input 1_Manipulated output value (MV).

B Parameter setting

® Event 1 assignment
[Engineering Mode: Function block No. 41 (Fa4 /)]
Parameter symbol Data range Factory set value
)/ | |1:Inputl 1
E 4 H I |2 Input 2

3: Differential temperature input

L To display “Event 1 assignment,” specify “Measured input 2” at the time of order, AND “Select
function for input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop
control/Differential temperature control, or Cascade control.

& See ‘4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized when the Event 1 assignment is changed.
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® Event 2 assignment
[Engineering Mode: Function block No. 42 (FA42)]

Parameter symbol Data range Factory set value
1/ 1: Input 1 1
E 4 'q E 2: Input 2

3: Differential temperature input

L To display “Event 2 assignment,” specify “Measured input 2” at the time of order, AND “Select
function for input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop
control/Differential temperature control, or Cascade control.

& See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized when the Event 2 assignment is
changed.

® Event 3 assignment
[Engineering Mode: Function block No. 43 (Fn43)]

Parameter symbol Data range Factory set value

EVRT s |

3: Differential temperature input

L To display “Event 3 assignment,” specify “Measured input 2” at the time of order, AND “Select
function for input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop
control/Differential temperature control, or Cascade control.

= See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized when the Event 3 assignment is
changed.

® Event 4 assignment
[Engineering Mode: Function block No. 44 (Fq44)]

Parameter symbol Data range Factory set value

EVAY [ |

3: Differential temperature input

L To display “Event 4 assignment,” specify “Measured input 2 at the time of order, AND “Select
function for input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop
control/Differential temperature control, or Cascade control.

5" See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized when the Event 4 assignment is
changed.
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7. EVENT FUNCTION

m Setting procedure
To enter the Engineering mode

Setting lock mode
Monitor & SV setting mode Set data unlock/lock
PV/SV monitor transfer

&

. 1
1 3
9 1
1 L
; !
[ 280w | L oLi Lol ¢ |@ruooe !
i - - - > - ! « Press the (€T key until
i L B < or DF,’— ! Parameter setting mode
i 1 is displayed.
! Lock state Unlock state i Keep pressing without
! 1 releasing your finger from
1 ) - the key to enter the
i Operation transfer mode ! Setting lock mode.
3 < RUN/STOP transfer C:) < 1
. MODE — , — | GeD+<MODE |
/ / 1
: (2 seconds) ,,-\'/ _’ R I-\'/ '_-, (2 seconds) 1
] ] [N 4 — I~ |
] run 5MaP ;
!\ RUN STOP ]
Engineering mode
Function block No. 10 Function block No. 41
[Display] [Event 1] Event 1 assignment Event 1 type Event 1 hold action
- _ Several | I— _ 1) | SET, F 1/ H || GeT CC G Ci_ |G
Fril | e | FAY CD; AR cC3 JCD; EHo 1|&2
D“:UD EH | INInINI N InInInINe INInInInIn
- I [ oo NN
1 Set Event assignment Set Event type Set Event hold
action
Event 1 timer Event 1 differential gap
G| i 16D Cod
CVi o Il Crof|e
InInInInIn InInInypml
[N NN [N
Set Event timer Set Event
differential gap
v

Function block No. 42

[Event 2] Event 2 assignment Event 2 type Event 2 hold action
—_ 7 @e:'a El/ge @@ —C7 @E:'D | @e:'a
i , 4 R CJC , CHoc

’CH’J — i | NInInInE INIRININIE
. woog U] ) | _ll_l_ll_l_

Set Event assignment Set Event type Set Event hold

action
Event 2 timer Event 2 differential gap
&| Frr2 & EH
v C H )
I‘ll’ll-ll’ll ] I-M’H-M—I_
[ (-
Set Event timer Set Event
v differential gap

Continued on the next page.
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7-6

Continued from the previous page.

A

Function block No. 43

[Event 3]
C_ 0
—rid

Eq3

&)
—
4_

v
Function block No. 44

Event 3 assignment

cvAd

mrorr |
[N

G

Event 3 type

F53

I

Set Event assignment

v

o |
e

J Crod

Event 3 hold action

o

Set Event type

Event 3 timer

1/ T
Vi3

[Event 4]
C_ L
—ri

u
£g4

S

—

Set Event assignment

Event 4 assignment

Ev' A4

mrorr |
[N

G

»

InInininiyl
NN N

INInininly
(MR R] N

Set Event hold
action

Event 3 differential gap

Set Event timer

Event 4 type

£54

o |
e

hrm -
(NN

Set Event
differential gap

Event 4 hold action

Set Event type

Event 4 timer

s
v Y

Setting End

@

o Next parameter is displayed.

e Press @ED and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.

I
nxlnlnly]
LI

FH3|.

NN inly
(MR R] N

Set Event hold
action

Event 4 differential gap

EHY

Set Event timer

(NN

Set Event
differential gap

'sinlnln=lD
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7. EVENT FUNCTION

7.1.2 Changing event type

There are 24 types of event in total.

® Event type

Set value Event type Initial setting code
0 None N
1 Deviation high (using SV monitor value) ' A, E (with hold action), Q (with re-hold action)
2 Deviation low (using SV monitor value) B, F (with hold action), R (with re-hold action)
3 Deviation high/low (using SV monitor value) ' C, G (with hold action), T (with re-hold action)
4 Band (using SV monitor value) ' D
5 ﬁjgm‘;’;vmg d*;\’/'%‘ﬁ;;‘;’:gnz}/1m°“'t°r value) X, Y (with hold action), Z (with re-hold action)
6 Band (using SV monitor value) U
[High/Low individual setting] *
7 SV high (using SV monitor value) \Y
8 SV low (using SV monitor value) w
9 Process high ? H, K (with hold action)
10 Process low 2 J, L (with hold action)
11 Deviation high (using local SV) —
12 Deviation low (using local SV) ' —
13 Deviation high/low (using local SV) ' —
14 Band (using local SV) —
15 Deviation high/low (using local SV) —
[High/Low individual setting]
16 Band (using local SV) —
[High/Low individual setting] '
17 SV high (using local SV) —
18 SV low (using local SV) —
19 MV high [heat-side] % 3 1
20 MV low [heat-side] 23 2
21 MV high [cool-side] 2 3
22 MV low [cool-side] 2 4
23 Process high/low [High/Low individual setting] 2 —
24 Process band [High/Low individual setting] 2 —

I Event hold and re-hold action is available.

2 Event hold action is available.

3 The Manipulated output value (MV) corresponds to the Feedback resistance (FBR) input value when the

Control action is a Position proportioning PID control with Feedback resistance (FBR) input.

IMRO3A05-E8
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7. EVENT FUNCTION

m Description of function

® Deviation action

When the deviation (PV — SV) reaches the Event set value, event ON occurs.
SV monitor value type and local SV value type are available for Deviation action.

SV monitor value type The Event set value is set for the SV monitor value.
Setting change rate limiter adjusts the Event set value to follow the same
change rate of SV monitor value.
SV monitor value:
SV monitor value is displayed in the Measured value (PV)/Set value (SV) monitor
screen (Monitor & SV setting mode). When Setting change rate limiter is set, the Set
value (SV) in the changing process is displayed.

Local SV type The Event set value is set for the Set value (SV) [Local SV].

Local SV:
Local SV is displayed in the Measured value (PV)/Set value (SV) screen (Monitor &
SV setting mode).

SV monitor value type

[When setting change rate limiter is not set.] [When setting change rate limiter is set.]

When the Set value (SV) is changed, When the Set value (SV) is
Set value (SV) the Event set value is set for the Set Set value (SV) changed, the Event set value is
value (SV) after the change. set for the Set value (SV) in the
changing process.
Event set value Dj------
Set value (SV)p----- - Set value (SV) pf--------------
Event set value Event set value sV it |
Set value (SV) p Set value (SV) p monttor vaiue
x Time = Time
Changing the set value (SV) Changing the set value (SV)

Local SV type

Set value (SV) When the Set value (SV) is changed, the Event set value is
set for the Set value (SV) after the change.

Event set value >t------

Set value (SV) pf----- - Local SV type has only one type of action on change
with or without the Setting change rate limiter.

Event set value
Set value (SV) p

Time
Changing the set value (SV)

& For the Setting change rate limiter, see 10.2 Eliminating a Sudden Set Value Change (Setting
Change Rate Limiter) (P. 10-6).

7-8 IMRO3A05-E8



7. EVENT FUNCTION

Some examples of Deviation high are described in the following:
Deviation high: When the deviation (PV — SV) is more than the Event set value, the event ON occurs.

SV monitor value type

(Example: When setting change rate limiter is set.)

[Event set value is greater than 0]

Measured value (PV)

Measured value (PV)

Set value (SV)

:] : Event ON zone

[Event set value is less than 0.]

Measured value (PV)

Set value (SV) P

Event set value
Set value (SV) p

SV monitor value

——

SV monitor value

Event set value>

Set value (SV) P

x
Changing the set value (SV)

Time

Event status ’ OFF ‘ ON

—

Measured value (PV)

x
Changing the set value (SV)

Time

‘ OFF Event status

Local SV type

ON

| ofF [ oN |

[Event set value is greater than 0]

Measured value (PV)

Measured value (PV)

Set value (SV) M

:] : Event ON zone

[Event set value is less than 0.]

Measured value (PV)

Event set value Dt----- (_‘/
Set value (SV) pf-----

Event set value

Event set value
Set value (SV) pf

/

Set value (SV) W

Event set value D>

x
Changing the set value (SV)

1\

—

Measured value (PV)

Time

Time

Changing the set value (SV)

Event status ’ OFF ‘ ON

‘ OFF ‘ Event statusl

ON

| ofFF [ oN ]

=& Event turns ON or OFF in accordance with the differential gap setting. For Event differential gap,
see 7.1.4 Setting a differential gap in event action (P. 7-19).

IMRO3A05-E8
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7. EVENT FUNCTION

Diagrams of the Deviation action type are shown in the following:

ON: Event action turned on
OFF: Event action turned off (A : Setvalue (SV) A:Eventsetvalue : Event differential gap)

Deviation high
When the deviation (PV — SV) is more than the Event set value, the event ON occurs.

(Event set value is greater than 0.) (Event set value is less than 0.)
OFF J*4A  ON PV OFF %4 ON PV
Low A A High™ Low A A High™

Deviation low
When the deviation (PV — SV) is less than the Event set value, the event ON occurs.

(Event set value is greater than 0.) (Event set value is less than 0.)
ON A\ OFF PV ON Mo OFF S PV
Low A A High™ Low A A High™

Deviation high/low
Two types of Deviation high/low action are available.
Without high/low individual setting:
When the absolute deviation | PV — SV | is more/less than the Event set value, the event ON occurs.
With high/low individual setting:
High action: When the deviation (PV — SV) is more than the Event set value [high], the event ON

occurs.

Low action: When the deviation (PV — SV) is less than the Event set value [low], the event ON

occurs.

(Without High/Low individual setting) (With High/Low individual setting)
o R o WfOoN ., __ON AR o Fh on
Low A——A——AN High™ Low JAN A A High™

Band

Two types of Band action are available.
Without high/low individual setting:
When the absolute deviation | PV — SV | is within the Event set value, the event ON occurs.
With high/low individual setting:
High action: When the deviation (PV — SV) is less than the Event set value [high], the event ON

occurs.
Low action: When the deviation (PV — SV) is more than the Event set value [low], the event ON
occurs.
(Without High/Low individual setting) (With High/Low individual setting)
OFF  V*A ON M OFF PV OFF V*) ON A* OFF PV
Low A——A——A High™ Low A A—A High™
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7. EVENT FUNCTION

® Set value action

When the Set value (SV) reaches the Event set value, event ON occurs.
SV monitor value type and local SV value type are available for Set value action.

SV monitor value type Event turns on when SV monitor value reaches Event set value.
Setting change rate limiter turns on the event when the Set value (SV) in
the changing process reaches Event set value.
SV monitor value:
SV monitor value is displayed in the Measured value (PV)/Set value (SV) monitor
screen (Monitor display mode). When Setting change rate limiter is set, the Set value
(SV) in the changing process is displayed.

Local SV type Event turns on when Set value (SV) [Local SV] reaches Event set value.

Local SV:
Local SV is displayed in the Measured value (PV)/Set value (SV) screen (SV setting
mode).

Some examples of SV high are described in the following:
SV high: When the Set value (SV) is more than the Event set value, the event ON occurs.

SV monitor value type [ ] Event ON zone
[When setting change rate limiter is not set.] [When setting change rate limiter is set.]

Set value (SV) Event turns on when the Set value (SV) r Event turns on when the Set
changed Set value (SV) value (SV) in the changing
reaches the Event set value. process reaches the Event

set value.
Set value (SV) Set value (SV) /
Event set value Event set value
> » |
Set value (SV) p Set value (SV) p SV monitor value
x Time Time
Changing the set value (SV) Changing the set value (SV)
Event status ’ OFF ‘ ON Event status OFF ‘ ON
Local SV type D : Event ON zone
Set value (SV) Event turns on when the changed Set value (SV)

reaches the Event set value.

Set value (SV) Local SV type has only one type of action on a change with
Event set value or without the Setting change rate limiter.

Set value (SV) p

E 3 Time
Changing the set value (SV)
Event status ’ OFF ‘ ON ‘

= Event turns ON or OFF in accordance with the differential gap setting. For Event differential gap,
see 7.1.4 Setting a differential gap in event action (P. 7-19).
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7. EVENT FUNCTION

Diagrams of the Set value action type are shown in the following:

ON: Event action turned on
OFF: Event action turned off (A: Event set value +: Event differential gap)

SV high
When the Set value (SV) is more than the Event set value, the event ON occurs.
OFF Jx)  ON .
Low A High'SV
SV low
When the Set value (SV) is less than the Event set value, the event ON occurs.
ON Mol OFF .
Low A High™ sV

7-12
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7. EVENT FUNCTION

® Input value action

When the Measured value (PV) reaches the Event set value, event ON occurs.

ON: Event action turned on
OFF: Event action turned off (A Event set value +: Event differential gap)

Process high
When the Measured value (PV) is more than the Event set value, the event ON occurs.

OFF J*)  ON By
Low A High™
Process low
When the Measured value (PV) is less than the Event set value, the event ON occurs.
ON Moy OFF .
Low A High™ PV

Process high/low
Process high/low action can be modified to high and low individual setting.

High action: When the Measured value (PV) is more than the Event set value [high], the event ON occurs.
Low action: When the Measured value (PV) is less than the Event set value [low], the event ON occurs.

(With High/Low individual setting)

ON  A*) OFF {*) ON "y
Ay Ay

Low High™

Process band
Process band action can be modified to high and low individual setting.

High action: When the Measured value (PV) is less than the Event set value [high], the event ON occurs.
Low action: When the Measured value (PV) is more than the Event set value [low], the event ON occurs.
(With High/Low individual setting)
OFF %) ON A% OFF
Fay Py

» PV
Low High
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7. EVENT FUNCTION

® Manipulated output value action
When a Manipulated output value (MV) reaches the Event set value, the event ON occurs.

ON: Event action turned on
OFF: Event action turned off  (A: Event setvalue ¥ Event differential gap)

MV high
When the Manipulated output value (MV) is more than the Event set value, the event ON occurs.
OFF VEA ON
Low A High
MV high
When the Manipulated output value (MV) is less than the Event set value, the event ON occurs.
ON el OFF .
Low A High™ MV

B Parameter setting

® Event 1 type
[Engineering Mode: Function block No. 41 (Fa4 /)]

9: Process high ®

10: Process low ©

11: Deviation high (Using local SV) #

12: Deviation low (Using local SV) ?

13: Deviation high/low (Using local SV) #

14: Band (Using local SV)*

15: Deviation high/low (Using local SV) [High/Low individual setting] #

16: Band (Using local SV) [High/Low individual setting] ®

17: SV high (Using local SV)

18: SV low (Using local SV)

19: MV high [heat-side] > ¢

20: MV low [heat-side] > ©

21: MV high [cool-side] ®

22: MV low [cool-side]

23: Process high/low [High/Low individual setting] ®

24: Process band [High/Low individual setting] ®

2 Event hold and re-hold action is available.

b Event hold action is available.

¢ When the instrument is specified as position proportioning PID control
with feedback resistance, this item becomes Feedback resistance (FBR)
input.

Parameter symbol Data range Factory set value
F 5 | [0: None If the Event type is specified by the
- I |1: Deviation high (Using SV monitor value) ? initial setting code when ordering,
2: Deviation low (Using SV monitor value)? that Event type will be the factory set
3: Deviation high/low (Using SV monitor value) value.
4: Band (Using SV monitor value) ? . .
5: Deviation high/low (Using SV monitor value) I the Event type is not specified: 1
[High/Low individual setting]
6: Band (Using SV monitor value) [High/Low individual setting]*
7: SV high (Using SV monitor value)
8: SV low (Using SV monitor value)

2" See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized when the Event 1 type is changed.

7-14
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® Event 2 type
[Engineering Mode: Function block No. 42 (FA42)]

Parameter symbol Data range Factory set value

C I 7 |[Same as Event 1 type (P. 7-14) If the Event type is specified by the
L JL initial setting code when ordering,
that Event type will be the factory set
value.

If the Event type is not specified: 1

=  See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized when the Event 2 type is changed.

® Event 3 type
[Engineering Mode: Function block No. 43 (Fn43)]

Parameter symbol Data range Factory set value
F I_ 21 |[Same as Event 1 type (P. 7-14) If the Event type is specified by the
caJJ initial setting code when ordering,
that Event type will be the factory set
value.
If the Event type is not specified: 1

= See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized when the Event 3 type is changed.

® Event 4 type
[Engineering Mode: Function block No. 44 (F~44)]

Parameter symbol Data range Factory set value

C 5 '_’ Same as Event 1 type (P. 7-14) If the Event type is specified by the
L initial setting code when ordering,
that Event type will be the factory set
value.

If the Event type is not specified: 1

=  Sece “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized when the Event 4 type is changed.

m Setting procedure

See the operation on P. 7-5.
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7. EVENT FUNCTION

7.1.3 Adding hold action to the event action

On this instrument hold action or re-hold action can be added to the Event action.
LL]  Some event actions may not be available with hold and re-hold actions. Setting hold or re-hold
action on the event that is not available with hold and re-hold actions will just be ignored.

2" See Setting of Event types (P.7-14) for those events that are available with hold or re-hold action.

m Description of function

® Hold action
When hold action is ON, the event action is suppressed at start-up or STOP to RUN until the measured value

has entered the non-event range.

[With hold action] [Without hold action]
Measured value (PV) Measured value (PV) Measured value (PV) Measured value (PV)
A A

Set value (SV) \ Set value (SV) y
Deviation Deviation

Event set value 4 Event set value A
» Time » Time

Hold action area
Event status| OFF ON Event status [ON OFF ON
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® Re-hold action

When Re-hold action is ON, the event action is also suppressed at the Set value (SV) change until the
Measured value (PV) has entered the non-event range.

Action condition Hold action Re-hold action
When the power is turned on Works Works
When transferred from STOP (control STOP)
to RUN (control RUN) Works Works
When the Set value (SV) is changed Does not work Works

[Example] When Event 1 type is the deviation low:
When re-hold action is OFF and event output type is deviation, the event output is produced due to the
Set value (SV) change. The re-hold action suppresses the alarm output until the measured value has
entered the non-event range again.

Measured value (PV)

Before the change

Event area &
of set value

Event set value Set value
The change of set value

Measured value (PV)

|
After the change Event area x

of set value
i_‘ Event set value Set value

L NOTE
When high alarm with hold action/re-hold action is used for Event function, alarm does not
turn on while hold action is in operation. Take measures to prevent overheating which may
occur if the control device fails.

L] The re-hold action is invalid for any of the following.
* Setting of Setting change rate limiter is other than “0 (no function)”
* Remote mode
* Cascade control
* Differential temperature control

B Parameter setting

® Event 1 hold action
[Engineering Mode: Function block No. 41 (Fa4 /)]

Parameter symbol Data range Factory set value
C IL' | |0: Hold action OFF If the Event type is specified by the
crg i 1: Hold action ON initial setting code when ordering,
2: Re-hold action ON the factory set value of Event hold
Setting hold or re-hold action on the event that is not available with hold | action differs depending on the Event
and re-hold actions will just be ignored. type.
If the Event type is not specified: 0
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Event 2 hold action
[Engineering Mode: Function block No. 42 (FA42)]

Parameter symbol

Data range

Factory set value

F H 7} |0: Hold action OFF
- oc 1: Hold action ON
2: Re-hold action ON

and re-hold actions will just be ignored.

Setting hold or re-hold action on the event that is not available with hold

If the Event type is specified by the
initial setting code when ordering,
the factory set value of Event hold
action differs depending on the Event

type.
If the Event type is not specified: 0

Event 3 hold action
[Engineering Mode: Function block No. 43 (FA43)]

Parameter symbol

Data range

Factory set value

0: Hold action OFF
1: Hold action ON
2: Re-hold action ON

EHad

and re-hold actions will just be ignored.

Setting hold or re-hold action on the event that is not available with hold

If the Event type is specified by the
initial setting code when ordering,
the factory set value of Event hold
action differs depending on the Event

type.
If the Event type is not specified: 0

Event 4 hold action
[Engineering Mode: Function block No. 44 (Fq44)]

Parameter symbol

Data range

Factory set value

— | |0: Hold action OFF
L IL, o H 1: Hold action ON

2: Re-hold action ON

and re-hold actions will just be ignored.

Setting hold or re-hold action on the event that is not available with hold

If the Event type is specified by the
initial setting code when ordering,
the factory set value of Event hold
action differs depending on the Event

type.
If the Event type is not specified: 0

Setting procedure

See the operation on P. 7-5.
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7.1.4 Setting a differential gap in event action

m Description of function

It prevents chattering of event output due to the measured value fluctuation around the Event set value.

Measured value (PV)

A

Event set

/\/ Measured value (PV) A

value

\\/ Differential gap
! Event set
>

Measured value (PV)

Measured value (PV)

~ " Differential gap

value

(

» Time

Event status ‘ OFF

ON OFF Event status ‘ OFF

ON OFF ‘

Process high

B Parameter setting

® Event 1 differential gap
[Engineering Mode: Function block No. 41 (Fa4 /)]

Process low

Parameter symbol

Data range

Factory set value

EH I

Deviation, Process and SV:

o [f event assignment is either Input 1 or Differential temperature.

0 to Input 1_Input span
(When Control with PV select: 0 to PV select input span)
e [f event assignment is Input 2
0 to Input 2_Input span
[Varies with the setting of the Decimal point position.]
MV:
0.0t0 110.0 %

Deviation, Process and SV:
TC/RTD inputs: 2
V/Tinputs: 0.2 % of input span
MV: 0.2

® Event 2 differential gap
[Engineering Mode: Function block No. 42 (FA42)]

Parameter symbol

Data range

Factory set value

EHC

Same as Event 1 differential gap (P. 7-19)

Deviation, Process and SV:
TC/RTD inputs: 2
V/T inputs: 0.2 % of input span
MV: 0.2

IMRO3A05-E8
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® Event 3 differential gap
[Engineering Mode: Function block No. 43 (FA43)]

Parameter symbol

Data range

Factory set value

EHS

Same as Event 1 differential gap (P. 7-19)

Deviation, Process and SV:
TC/RTD inputs: 2
V/I inputs: 0.2 % of input span
MV: 0.2

® Event 4 differential gap
[Engineering Mode: Function block No. 44 (Fq44)]

Parameter symbol

Data range

Factory set value

EHY

Same as Event 1 differential gap (P. 7-19)

Deviation, Process and SV:
TC/RTD inputs: 2
V/1inputs: 0.2 % of input span
MV: 0.2

m Setting procedure

See the operation on P. 7-5.
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7.1.5 Preventing event from turning on due to a transient abnormal input

Event timer can be used to prevent event from turning on for the event state shorter than the set time.

m Description of function

When an event condition becomes ON, the output is suppressed until the Event timer set time elapses. If the
event output is still ON after time is up, the output will resume.

Example: When the setting of Event 1 timer is 50.0 seconds

Measured value (PV)

Event set value o f-------—--—-~f-f--t---m-mmmmm o f -

Set value (SV) 2 n —

)
[}
T
}
i
|
]
[}
]
'
|
]
i
|
]
[}
]
]
|
|
T
|

Event state D f----————————- i

I,

|
«—>! Event 1 timer
|

Non-event state =

i i(50.0 seconds) i ! (50.0 seconds)
i i i i
| | | |
i i i i

Event output ON = |------------- tomoe- b bommme W
1 | 1 // //
| | 1

Event output OFF 3 L : ' 7

Output lamp state OFF ON

[[L]  The Event timer is also activated for the following reasons:
e When set to the event state simultaneously with power turned on
e When set to the event state simultaneously with control changed to RUN (control start) from
STOP (control stop).

m In the event wait state, no event output is turned on even after the Event timer preset time has
elapsed.

[1] The Event timer is reset for the following reasons:
e When power failure occurs while the Event timer is being activated
e When control is changed to STOP (control stop) from RUN (control start) while the Event timer
is being activated *
e Cancellation of Event state

* Event timer will not be reset by switching to the STOP (control stop) when logical operation output
(OUT]1 to OUT3 logic calculation selection) is selected for an Event and "logic calculation output: Action
continues" is set for the Output action in Reset mode.
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B Parameter setting

® Event 1 timer
[Engineering Mode: Function block No. 41 (Fa4 /)]

Parameter symbol

Data range

Factory set value

Evid

0.0 to 600.0 seconds

0.0

® Event 2 timer
[Engineering Mode: Function block No. 42 (FA42)]

Parameter symbol

Data range

Factory set value

[
EVvic

0.0 to 600.0 seconds

0.0

® Event 3 timer
[Engineering Mode: Function block No. 43 (Fn43)]

Parameter symbol

Data range

Factory set value

[V
El/l -

0.0 to 600.0 seconds

0.0

® Event 4 timer
[Engineering Mode: Function block No. 44 (Fq44)]

Parameter symbol

Data range

Factory set value

1/
Eviy

0.0 to 600.0 seconds

0.0

m Setting procedure

See the operation on P. 7-5.
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7.1.6 Changing event output assignment

Event output assignment can be changed through OUT]1 to 3 function selection, DOI1 to 4 function selection,
OUTT1 to 3 logic calculation selection, and DO1 to 4 logic calculation selection.
Depending on the ordered specifications, there may be some restrictions in the event output assignment.

& For Event output assignment, see 6.1 Changing Output Assignment [Control Output,
Retransmission Output, Logic Calculation (Event) Output, Instrument Status Qutput] (P. 6-2).

7.1.7 Changing the event set value

The Event set value can be set in Parameter group No. 40 in the Parameter setting mode.
Since the Set value for Event 1 to 4 are included in the Memory area, up to 16 data can be stored per

parameter.

5 For detailed operation on how to set Event set values, refer to FZ110/FZ400/FZ900 Quick
operation manual (IMR03A02-E) or FZ110/FZ400/FZ900 Instruction Manual [Part 1:
Hardware] (IMRO03A04-E).

Details of Memory area transfer can be found in 10.3 Storing the control related set values
(Memory Area function) (P. 10-10).
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7.2 Using Heater Break Alarm (HBA)

m Setting procedure for Heater break alarm (HBA)
Set Heater break alarm (HBA) as follows:

Set the parameter Set the parameter related to Heater break alarm (HBA) output.

related to HBA output e OUT1 to 3 function selection

e DO1 to 4 function selection

e OUT1 to 3 logic calculation selection
¢ DO1 to 4 logic calculation selection
¢ Energized/De-energized selection

¢ Interlock selection

e Output action at control stop

I For OUTI to 3 function selection, DOLI to 4 function selection, OUT1
to 3 logic calculation selection and DO1 to 4 logic calculation selection,
see 6.1 Changing Output Assignment (P. 6-2).

I For Energized/De-energized selection, see 6.5 Changing
Energizing/De-energizing Output (P. 6-24).

i For Interlock function, see 7.5 Keeping the Event State (Interlock
Function) (P. 7-42) and 7.6 Releasing the Event State (Interlock
Release) (P. 7-44).

I For Output action at control stop, see 6.9 Changing the Output Action
While in Control Stop Mode (P. 6-39).

v

Set the Current transformer | Set the following parameters:

(CT) parameter e CT assignment

e CT type

e CT ratio

e CT low input cut-off

i ForCT assignment, see 7.2.3 Changing the output monitored by the
Heater Break Alarm (HBA) (P. 7-30).

& For CT type and CT ratio, see 7.2.4 Changing the current
transformer (CT) type (P. 7-33).

I For CT low input cut-off, see 7.2.5 Forcing the CT input value to
0.0A when the heater is OFF (P. 7-35).

Set the following parameters:

¢ Heater break alarm (HBA) set value
¢ Number of heater break alarm 1 (HBA1) delay times

= For Heater break alarm (HBA) set value, see 7.2.1 Setting the heater
break alarm (HBA) set value (P. 7-25).

For Number of heater break alarm 1 (HBA1) delay times, see
7.2.2 Preventing Heater break alarm (HBA) from turning on due to
a transient abnormal input (P. 7-28).

Set the HBA parameter
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7.2.1 Setting the Heater break alarm (HBA) set value

m Description of function
® Heater break alarm (HBA)

Heater break alarm (HBA) can only be used with time-proportional control output (relay or voltage pulse
output).

The Heater break alarm (HBA) function monitors the current flowing through the load by a dedicated current
transformer (CT), then compares the measured value with the Heater break alarm (HBA) set values, and
detects a fault in the heating circuit.

The Heater break alarm (HBA) function is activated for the following cases:

@ Low or No current flow (Heater break, malfunction of the control device, etc.):
When the control output is ON and the CT input value is equal to or less than the heater break
determination point for the preset number of consecutive sampling cycles, an alarm is activated.

@ Over current or short-circuit:
When the control output is OFF and the CT input value is equal to or greater than the heater break
determination point for the preset number of consecutive sampling cycles, an alarm is activated.

Control output _| Operating
unit

FZ110
FZ400
FZ900 _ CTinput

A

Current transformer (CT)

»
E[J:> t%vyvé.Heater
Sensor

Controlled object

PV

[Setting Heater Break Alarm]

Set the HBA set value to approximately 85 % of the maximum reading of the CT input.

Set the HBA set value to a slightly smaller value to prevent a false alarm if the power supply becomes
unstable. When more than one heater is connected in parallel, the HBA set value may need to be increased to
detect a single heater failure.

When a set value of Heater Break Alarm (HBA) is set on FZ400/900, the CT input value is displayed on the
MYV display and it may be helpful to set an alarm value.

[Display example] =N
PV display I1I071 | [&— Parameter of Heater break alarm 1 (HBA1) set value
SV display 5'—,'5' —— Heater break alarm 1 (HBA1) set value
MV display '_,'53 [ ¢— Current transformer 1 (CT1) input value

[L]  When Heater break alarm 1 (HBA1) is set, the display shows the input value of the Current
transformer 1 (CT1). When Heater break alarm 2 (HBA?2) is set, the display shows the input value of
the Current transformer 2 (CT2).

LL]  The data to be displayed on the MV display can be selected at “Show/Hide MV” in Function block
10 in Engineering mode. When the Heater break alarm (HBA) is displayed, the MV display shows
the Current transformer (CT) input value.
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B Parameter setting
® Heater break alarm 1 (HBA1) set value

[Setup Setting Mode: Setting group No. 45 (5045)]

Parameter symbol

Data range

Factory set value

HEA |

0.0t0 100.0 A
0.0: HBA function OFF

0.0

L To display “Heater break alarm 1 (HBA1) set value,” “CT input” must be specified at the time of

order.

[L]  This parameter is not displayed if “no assignment” is set at “CT1 assignment” in Function block 45
in Engineering mode. If the output type assigned at “CT1 assignment” is Current output or

Continuous voltage output, this parameter will not be displayed.

® Heater break alarm 2 (HBA2) set value

[Setup Setting Mode: Setting group No. 46 (5~46)]

Parameter symbol

Data range

Factory set value

HGAC

0.0 to 100.0 A
0.0: HBA function OFF

0.0

L To display “Heater break alarm 2 (HBA2) set value,” “CT input” must be specified at the time of
order. (When CT input is specified on FZ400/900, two CT inputs are supplied.)

[l  This parameter is not displayed if “no assignment” is set at “CT2 assignment” in Function block 46
in Engineering mode. If the output type assigned at “CT2 assignment” is Current output or

Continuous voltage output, this parameter will not be displayed.
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m Setting procedure
Setup setting mode
Monitor & SV setting mode Setting group No. 10

Heater break alarm 1

Setting group No. 45
(HBA1) set value

PV/SV monitor [Display] [Heater break alarm 1]
0N C_ i Several | I _ LI | ] |
co.l €@+<""°°E, Sa il e 1545 | | HEH 1|e®
N " | " nInlnlnly]
(AN dSP Hblq I e
4 Set Heater break

alarm (HBA) set
value

Number of heater break
alarm 1 (HBA1) delay times

@| HbL i,

NNy
[
Set Number of

heater break alarm
(HBA) delay times

Number of heater break

Heater break alarm 2
alarm 2 (HBA2) delay times

Setting group No. 46
(HBA2) set value

[Heater break alarm 2]

546 | e | HbAd|e& | HblCd| e
HLAZ | 0Ooan | 00o0s
Set Heater break Set Number of
alarm (HBA) set heater break alarm
value (HBA) delay times

Setting End ) <

o Next parameter is displayed.
e Press SED and {MODE keys simultaneously to return to the Measured value
(PV)/Set value (SV) Monitor. (For FZ400/900, the MONI key may be pressed to

return to the Measured value (PV)/Set value (SV) Monitor)

IMRO3A05-E8
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7.2.2 Preventing Heater break alarm (HBA) from turning on due to a
transient abnormal input

There is a function called HBA delay time which suppresses the alarm when the Heater break alarm (HBA)

state is less than the setting (the number of sampling).

m Description of function

® Number of HBA delay times

This is a function to allow the Heater break alarm (HBA) to turn on if the Heater break alarm (HBA) ON
condition continues beyond the setting (the number of sampling).

Heater break alarm (HBA) delay times = Number of HBA delay times x Sampling time *

*The sampling cycle time is the shortest. It varies with the load factor (Output ON or OFF time).

Example:
Sampling cycle: 0.5 seconds
Number of HBA delay times: 5 times (Factory set value)

HBA delay times = 5 times x 0.5 seconds = 2.5 seconds

HBA ON state

ON Pommssmmsomme-
HBA state ! HBA ON

OFF

HBA delay times

B Parameter setting

® Number of heater break alarm 1 (HBA1) delay times
[Setup Setting Mode: Setting group No. 45 (5q45)]

Parameter symbol Data range Factory set value

H b ’l: ,I 0 to 255 times 5

L To display “Number of heater break alarm 1 (HBA1) delay times,” “CT input” must be specified at
the time of order.

[L]  This parameter is not displayed if “no assignment” is set at “CT1 assignment” in Function block 45
in Engineering mode. If the output type assigned at “CT1 assignment” is Current output or
Continuous voltage output, this parameter will not be displayed.
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® Number of heater break alarm 2 (HBA2) delay times
[Setup Setting Mode: Setting group No. 46 (5~46)]

Parameter symbol

Data range

Factory set value

HbLC

0 to 255 times

5

L To display “Number of heater break alarm 2 (HBA2) delay times,” “CT input” must be specified at
the time of order. (When CT input is specified on FZ400/900, two CT inputs are supplied.)

[} This parameter is not displayed if “no assignment” is set at “CT2 assignment” in Function block 46
in Engineering mode. If the output type assigned at “CT2 assignment” is Current output or

Continuous voltage output, this parameter will not be displayed.

m Setting procedure

See the operation on P. 7-27.
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7.2.3 Changing the output monitored by the Heater break alarm (HBA)

Assignment of control output monitored by Current transformer (CT) used with Heater break alarm (HBA)
can be changed.

m Description of function

® CT assignment

The Current transformer (CT) input used by the Heater break alarm (HBA) monitors the output from the
output device controlled by the control output from the controller. If the output terminal of the control output
from the instrument is changed, assignment of the CT needs to be changed accordingly.

Control output and CT must be assigned
to the same output terminal.

Control output

(Output terminal: OUT1) Operatin

FZ110 o B

FZ400 /

FZ900 _ CT input (CT assignment: OUT1)

J} Current transformer (CT)
PV
E[J=> m& Heater

Sensor

Controlled object

LL]  When there are two CT inputs (only on FZ400/900), to detect a break in three phase heater, CT1

and CT2 must be assigned to the same terminal.
CT1 and CT2 must be assigned to the same
output terminal.

Control output
(Output terminal: OUT1)

FZ400 ‘//
FZ900 ) .

‘CT1 input (CT1 assignment: OUT1)
A T /

CT2 input (CT2 assignment: OUT1)

Three
E[J:> phase
Sensor L heater

Controlled object

Operating unit

y

[e]
()

PV
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B Parameter setting

® CT1 assignment
[Engineering Mode: Function block No. 45 (FA45)]

Parameter symbol Data range Factory set value
' l—‘D | |0: None 1
L1 1|1 ourl
2: OUT2
3: OUT3

[ To display “CT1 assignment,” “CT input” must be specified at the time of order.

® CT2 assignment
[Engineering Mode: Function block No. 46 (FA46)]

Parameter symbol Data range Factory set value
- HE 0: None Based on Model code

L 1: OUTI

2: OUT2

3: OUT3

L To display “CT2 assignment,” “CT input” must be specified at the time of order.
(When CT input is specified on FZ400/900, two CT inputs are supplied.)
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m Setting procedure

To enter the Engineering mode

P T e e T T T R R R e T R R e e e e e

Setting lock mode
Monitor & SV setting mode Set data unlock/lock
PV/SV monitor transfer
- = SET, — —
C‘Ell 4C3d* | I~ 1/ ] 1/ €EB+<M0DE
J. Ly [@secondsHI LI O

v

* Press the SED key until

Il—_l'l,:;' < o DF ,': Par?meter setting mode
is displayed.
Lock state Unlock state Keep pressing without
releasing your finger from

the key to enter the

Operation transfer mode Setting lock mode.

RUN/STOP transfer

<MoDE F\‘/ P E, = G + {MoDE
11

1
]
1
1
1
1
1
]
1
1
1
1
1
]
1
1

(2 seconds) \ / | (2 seconds)
» > - r e
U 5Mof
RUN STOP
\'— ------------------------------------------------------------- — — -
Engineering mode
Function block No. 10 Function block No. 45
[Display] [CT1] CT1 assignment CT1 type CT1 ratio
,:_ “-' Several C_L'C l_ l_ _I | l—l— | '—'—D |
Frid e |FAHS 1€ LTHIIE LBl LIFIE
Ico i o " mnrrr | " nlnlnlnln i mnror
DS}_ LI e o [ LILIBL”_I
Set CT assignment Set CT type Set CT ratio
CT1 low input cut-off
@[ [LL
alalalals
i
Set CT low input
cut-off
Function block No. 46
[CT2] CT2 assignment CT2 type CT2 ratio CT2 low input cut-off
FaHE |0 LTAded) LTEde| Lrfde| LI
rr " nlnlnlgl " i . nnor e TaTalnlnl
[ . T [ [ T R
Set CT assignment Set CT type Set CT ratio Set CT low input

cut-off

J

Setting End )«

o Next parameter is displayed.

® Press SED and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.
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7.2.4 Changing the Current transformer (CT) type

When a Current transformer (CT) type is changed, change the CT type on the instrument.

Input range of Current transformer (CT)

e CTL-6-P-N:

0to30 A

e CTL-12-S56-10L-N:0 to 100A

e CTL-6-P-Z:

Oto10 A

B Parameter setting

® CT1 type
[Engineering Mode: Function block No. 45 (FA45)]
Parameter symbol Data range Factory set value
I L | |0:CTL-6-P-N Based on Model code
L1 L I |1 crL2-s56-10LN
2: CTL-6-P-Z
L To display “CT1 type,” “CT input” must be specified at the time of order.
L] After“CTI type” is changed, the value of “CT1 ratio” is initialized and set to an appropriate CT type.

ARE INITIALIZED/MODIFIED WHEN SETTING IS

CT ratio value o CTL-6-P-N: 800
e CTL-12-S56-10L-N: 1000
o CTL-6-P-Z: 800
= See “4. PARAMETERS THAT
CHANGED (P. 4-1)” for the parameters that are initialized when the CT1 type is changed.
® CT1 ratio

[Engineering Mode: Function block No. 45 (FA45)]

Parameter symbol

Data range

Factory set value

CIR

0 to 9999
When the CT type is changed, the following value will be automatically
set.

CTL-6-P-N: 800
CTL-12-S56-10L-N: 1000
CTL-6-P-Z: 800

If CTL-6-P-N or CTL-6-P-Z is
specified for the Current transformer
(CT) type: 800

If CTL-12-S56-10L-N is specified
for the Current transformer (CT)
type: 1000

L To display “CT1 ratio,” “CT input” must be specified at the time of order.

IMRO3A05-E8
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® CT2 type

[Engineering Mode: Function block No. 46 (FA46)]

Parameter symbol Data range

Factory set value

rrL Lj 0: CTL-6-P-N
L1 L 1: CTL-12-556-10L-N
2: CTL-6-P-Z

Based on Model code

L To display “CT2 type,” “CT input” must be specified at the time of order.
(When CT input is specified on FZ400/900, two CT inputs are supplied.)

L1 After“CT2 type” is changed, the value of “CT?2 ratio” is initialized and set to an appropriate CT type.

CT ratio value e CTL-6-P-N: 800
e CTL-12-S56-10L-N: 1000
e CTL-6-P-Z: 800

&  Sece “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized when the CT2 type is changed.

® CT2 ratio

[Engineering Mode: Function block No. 46 (FA46)]

Parameter symbol Data range

Factory set value

0 to 9999
LIRS |

set.

CTL-6-P-N: 800
CTL-12-S56-10L-N: 1000
CTL-6-P-Z: 800

When the CT type is changed, the following value will be automatically

If CTL-6-P-N or CTL-6-P-Z is
specified for the Current transformer
(CT) type: 800

If CTL-12-S56-10L-N is specified
for the Current transformer (CT)
type: 1000

[ To display “CT2 ratio,” “CT input” must be specified at the time of order.
(When CT input is specified on FZ400/900, two CT inputs are supplied.)

m Setting procedure
See the operation on P. 7-32.
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7.2.5 Forcing the CT input value to 0.0 A when the heater is OFF

If the Current transformer (CT) input value exceeds 0.0 A while the heater is off, the input value of the
Current transformer (CT) can be forced to 0.0 A.

m Description of function

® CT low input cut-off

The CT input value may exceed 0.0 A while the heater is OFF (control output is OFF). In such a case CT
low input cut-off may be used. This is a function to force the CT input which is below the set value to 0.0 A.

LL]  Note that Heater break alarm (HBA) may nor work properly if setting such as follows is made
when the CT low input cut-off function is used.

CT low input cut-off set value > Heater break alarm (HBA) set value

[Example] CT low input cut-off set value: 1.0 A and Heater break alarm (HBA) set value: 0.5 A

o [f the CT input value is 0.8 A when the control output is ON, the CT input value becomes
0.0 A, causing the Heater break alarm (HBA) to turn on.
— Actually the CT input value is larger than the HBA set value and the HBA is OFF.

o If the CT input value is 0.8 A when the control output is OFF, the CT input value becomes
0.0 A, causing the Heater break alarm (HBA) to turn off.
— Actually the CT input value is larger than the HBA set value and the HBA is ON.

If current larger than the CT low input cut-off set value is given, HBA functions properly.

B Parameter setting

® CT1 low input cut-off
[Engineering Mode: Function block No. 45 (FA45)]

Parameter symbol Data range Factory set value
~) I~ | |00tol0A 0.0
[ I I |

L To display “CT1 low input cut-off,” “CT input” must be specified at the time of order.

® CT2 low input cut-off
[Engineering Mode: Function block No. 46 (FA46)]

Parameter symbol Data range Factory set value

[ [0 [rowtoa 0.0
LLL

[ To display “CT2 low input cut-off,” “CT input” must be specified at the time of order.
(When CT input is specified on FZ400/900, two CT inputs are supplied.)

m Setting procedure
See the operation on P. 7-32.
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7.3 Using Control Loop Break Alarm (LBA)

m Setting procedure for Control loop break alarm (LBA)

Set Control loop break alarm (LBA) as follows:

Set the parameter
related to LBA output

A 4

Set LBA time and LBD

7-36

Set the parameter related to LBA output.

OUT1 to 3 function selection

DO1 to 4 function selection

OUT1 to 3 logic calculation selection
DO1 to 4 logic calculation selection
Energized/De-energized selection
Interlock selection

Output action at control stop

-5 For OUT1 to 3 function selection, DO1 to 4 function selection, OUT1
to 3 logic calculation selection and DO to 4 logic calculation selection,
see 6.1 Changing Output Assignment (P. 6-2).

= For Energized/De-energized selection, see 6.5 Changing
Energizing/De-energizing Output (P. 6-24).

> For Interlock function, see 7.5 Keeping the Event State (Interlock
Function) (P. 7-42) and 7.6 Releasing the Event State (Interlock
Release) (P. 7-44).

== For Output action at control stop, see 6.9 Changing the Output Action
While in Control Stop Mode (P. 6-39).

Set the following parameters:

¢ Control loop break alarm (LBA) time
¢ LBA deadband (LBD)

I For the parameter description, sce B Description of function (P. 7-37).
I For the data range of parameter, sce B Parameter setting (P. 7-38).
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m Description of function

The Control loop break alarm (LBA) function is used to detect a load (heater) break or a failure in the external actuator
(power controller, magnet relay, etc.), or a failure in the control loop caused by an input (sensor) break. The LBA
function is activated when control output reaches 0 % (low limit with output limit function) or 100 % (high limit with
output limit function). LBA monitors variation of the Measured value (PV) for the length of LBA time. When the LBA
time has elapsed and the PV is still within the alarm determination range, the LBA will be ON.

[Alarm action]

LBA determination range: TC/RTD input: 2 °C [°F] (fixed)
Voltage /Current input: 0.2 % of input span (fixed)

® Heating control

When the output reaches 0 %
(low limit with output limit function)

When the output exceeds 100 %
(high limit with output limit function)

When the LBA time has passed and the
Measured value (PV) has not fallen below
the alarm determination range, the alarm
will be turned on.

When the LBA time has passed and the
Measured value (PV) has not risen beyond
the alarm determination range, the alarm
will be turned on.

For
reverse
LBA action
occurring
condition| For
direct
action

When the LBA time has passed and the
Measured value (PV) has not risen beyond
the alarm determination range, the alarm
will be turned on.

When the LBA time has passed and the
Measured value (PV) has not fallen below
the alarm determination range, the alarm
will be turned on.

® Heat/Cool control

When the heat-side output exceeds
100 % (high limit with heat-side output
limit function) and the cool-side
output reaches 0 % (A) *

When the heat-side output reaches

0 % and the cool-side output exceeds
100 % (high limit with cool-side output
limit function) (B) *

LBA occurring
condition

When the LBA time has passed and the
Measured value (PV) has not risen beyond
the alarm determination range, the alarm

will be turned on.

When the LBA time has passed and the
Measured value (PV) has not fallen below
the alarm determination range, the alarm
will be turned on.

* If conditions of (A) and (B) are both met, priority is given to (A).

® LBA deadband (LBD)
The Control loop break alarm (LBA) may malfunction due to external disturbances. To prevent malfunction
due to external disturbance, LBA deadband (LBD) sets a neutral zone in which Control loop break alarm
(LBA) is not activated. When the Measured value (PV) is within the LBA deadband (LBD) area, Control
loop break alarm (LBA) will not be activated. If the LBA deadband (LBD) setting is not correct, the LBA
will not work correctly.

r LBD differential gap * T

[+ g

Alarm area A
A4

A 1
Non-alarm area "B

Alarm area

Low

A: During temperature rise: Alarm area
B: During temperature rise: Non-alarm area

IMRO3A05-E8

A A
LBD set value

Set value (SV)

* TC/RTD input: 0.8 °C [°F] (fixed)

High

Voltage/Current input:0.8 % of input span (fixed)

During temperature fall: Non-alarm area
During temperature fall: Alarm area
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[1] LBA function is not available:
e when displaying Input type and Input range after turning ON the power.
e during Autotuning (AT).
e in the STOP mode.
e when Control loop break alarm (LBA) time is “0.”
e when Feedback resistance (FBR) is not supplied on the Position proportioning PID control.

LLl  1If the Control loop break alarm (LBA) setting time does not match the controlled object
requirements, the Control loop break alarm (LBA) setting time should be lengthened. If setting
time is not correct, the Control loop break alarm (LBA) will malfunction by turning on or off at
inappropriate times or not turning on at all.

[  While the LBA is ON (under alarm status), the following conditions cancel the alarm status and
LBA will be OFF.
e The Measured value (PV) rises beyond (or falls below) the LBA determination range within the
LBA time.
e The Measured value (PV) enters within the LBA deadband (LBD).

[1] If the Autotuning (AT) is used, the Control loop break alarm (LBA) time is automatically set twice
as large as the integral time. The Control loop break alarm (LBA) time will not change even if the
integral time is changed. If the Control loop break alarm (LBA) time is “0” and Autotuning (AT) is
executed, the Control loop break alarm (LBA) time will not be set.

[1]  If the Control loop break alarm (LBA) function detects an error occurring in the control loop, but
cannot specify the location, the control loop should be checked. The Control loop break alarm
(LBA) function does not detect the location which causes alarm status. If Control loop break alarm
(LBA) is ON, check each device or wiring in the control loop.

B Parameter setting

® Input 1_Control loop break alarm (LBA) time
[Parameter Setting Mode: Parameter group No. 51 (Pn5 /)]

Parameter symbol Data range Factory set value

[ L’ [T |0 to 7200 seconds Output assignment is entered in the
. L UTT  {0:No function initial setting code:
* The assigned output has LBA
output: 480
* The assigned output has no LBA
output: 0
Output assignment is not entered in
the initial setting code: 0

® Input 2_Control loop break alarm (LBA) time
[Parameter Setting Mode: Parameter group No. 52 (Pn52)]

Parameter symbol Data range Factory set value

E ) b H 0 to 7200 seconds Output assignment is entered in the
. L 0: No function initial setting code:
* The assigned output has LBA
output: 480
* The assigned output has no LBA
output: 0
Output assignment is not entered in
the initial setting code: 0

L To display “Input 2_Control loop break alarm (LBA) time,” specify “Measured input 2” at the time
of order, AND “Select function for input 2” (Function block No. 58 in Engineering mode) must be
set to 2-loop control/Differential temperature control, or Cascade control.
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® Input 1_LBA deadband (LBD)
[Parameter Setting Mode: Parameter group No. 51 (Pn5 /)]

Parameter symbol Data range Factory set value

[ L’ | [0toInput1 Inputspan 0
[ S A (When Control with PV select: 0 to PV select input span)

[Varies with the setting of the Decimal point position.]

® Input 2_LBA deadband (LBD)
[Parameter Setting Mode: Parameter group No. 52 (Pn52)]

Parameter symbol Data range Factory set value

E J b d 0 to Input 2_Input span 0
. L [Varies with the setting of the Decimal point position.]

L To display “Input 2 LBA deadband (LBD),” specify “Measured input 2 at the time of order, AND
“Select function for input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop
control/Differential temperature control, or Cascade control.

m Setting procedure

Parameter setting mode

Monitor & SV setting mode Parameter group No. 00 Parameter group No. 51 Input 1_Control loop break
PV/SV monitor CD [Setting] [Input 1_Control] 653 alarm (LBA) time
0 Sl i Several | ) _I_ | Several [ B N
(NN (Zmeinds’) ’Ll—“_“_l tmes (I 120 | times | . L CJII] G
nr " " __r " nruor
(AN SH Lo crm (W) L/El'l_l
4+ Set Control loop
break alarm (LBA)
time
Input 1_LBA deadband
In case of In case of (LBD)
two inputs two inputs @ED | [ |
[ S |
nlzlnzlnld
6@ oo,
Set LBA deadband
In case of
Parameter group No. 52 Input 2_Control loop break Input 2_LBA deadband one input (LBD)
[Input 2_Control] @ED alarm (LBA) time (LBD)
I Several 7
PRS5c || LbH| @ |2 Lhd|& |
r__r " nruor " 'nlnlnlnln "
E.L orn ULIL’BI_I [N -
Set Control loop Set LBA deadband
break alarm (LBA) (LBD)
time

Setting End )«

o Next parameter is displayed.
o Press 553 and <MODE keys simultaneously to return to the Measured value (PV)/Set
value (SV) Monitor.

(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set
value (SV) Monitor)
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7.4 Checking Event ON State

The event ON state can be checked with the ALM lamp or on the Comprehensive event state screen in the
Monitor & SV setting mode.

m Display contents

® ALM lamp

When the event is in the ON state, the ALM lamp turns on. However, the instrument has only one ALM
lamp which is turned on using the OR relation of the related functions. Combination of the states can be
freely available.

The setting can be done at ALM lamp lighting condition (Function block 10 in Engineering mode)

[Events that illuminate the lamp]
e Event 1 Display example
e Event 2
e Event 3
e Event 4
o Heater break alarm 1 (HBAT1)

o Heater break alarm 2 (HBA2)

e Control loop break alarm 1 (LBA1)
e Control loop break alarm 2 (LBA2)
e Input 1_Input error high

e [nput 1 _Input error low

e Input 2 _Input error high

e Input 2_Input error low

ALM lamp

R.SET MONI AREA FUNC

G e N/ N\

® ALM lamp lighting condition
[Engineering Mode: Function block No. 10 (Fn /0)]

Parameter symbol Data range Factory set value

) I~ |0to4095 255
oo 0: OFF
+1: Event 1
+2: Event 2
+4: Event 3
+8: Event 4
+16: Heater break alarm 1 (HBA1)
+32: Heater break alarm 2 (HBA2)
+64: Control loop break alarm 1 (LBA1)
+128: Control loop break alarm 2 (LBA2)
+256: Input 1_Input error high
+512: Input 1_Input error low
+1024: Input 2_Input error high
+2048: Input 2_Input error low

To select two or more functions, sum each value.
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® Comprehensive event state
[Monitor & SV Setting Mode]

Parameter symbol Data range Factory set value

[y E NI~ | When an event occurs, the character of the occurring event is displayed on —
INT | the Set value (SV) display unit. If two or more events occur at the same

time, the relevant characters are displayed alternately every 0.5 seconds.
EHM I Eventl
EHlZ: Event2
EHM3: Event3
EHY. Event4
HGA I:  Heater break alarm 1 (HBA1)
HBAC:  Heater break alarm 2 (HBA2)
LbA I Control loop break alarm 1 (LBA1)
LLAC:  Control loop break alarm 2 (LBA2)
!'n LUP: Tnput 1_Input error high
! n l.dn: Input 1_Input error low
! A UP: Tnput 2_Input error high
!

nc.dn: Input 2_Input error low

B Display operation

Monitor & SV setting mode Monitor & SV setting mode
PV/SV monitor Comprehensive event state
MODE
0 < , CI/CI\II'
. Several times A
mr
LI "
A .
@ED Nothing is displayed if event is
not detected.

* In case of a FZ400/900, MONI key may be used instead.
** In case of a FZ400/900, R.SET key may be used to return.
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7.5 Keeping the Event State (Interlock Function)

B Description of function

The Event interlock function holds the event state (including the HBA, the LBA and the input error) even if
the Measured value (PV) is out of the event zone after it enters the event zone once.

Interlock can be set for the Event, Heater break alarm (HBA), Control loop break alarm (LBA) and Input
error.

Example: When the Event interlock function is used for Deviation high

Measured value (PV)

Interlock

Event set value D """""""""""""""""""""""""""

Set value (SV)

» Time

Event state OFF ON

[Without Event hold action]

& For the interlock release, see 7.6 Releasing the Event State (Interlock Release) (P. 7-44).

B Parameter setting

® Interlock selection
[Engineering Mode: Function block No. 30 (Fn30)]

Parameter symbol Data range Factory set value

[ 5 0 to 4095 0
I L 0: Unused
+1: Event 1
+2: Event 2
+4: Event 3
+8: Event 4
+16: Heater break alarm 1 (HBA1)
+32: Heater break alarm 2 (HBA2)
+64: Control loop break alarm 1 (LBA1)
+128: Control loop break alarm 2 (LBA2)
+256: Input 1_Input error high
+512: Input 1_Input error low
+1024: Input 2_Input error high
+2048: Input 2_Input error low

To select two or more functions, sum each value.
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m Setting procedure
To enter the Engineering mode

ek e s ko s e s e s e d e s e ke A e kM 4 s e ke e s e ke s e ke s Em ko e s e b e e s e,

- Monitor & SV setting mode

PV/SV monitor
=TTy €D
i 1. (4 seconds *)
mr
LILI |«

Setting lock mode
Set data unlock/lock
transfer

Y,
Lo

o

Lock state

v

G + {MoDE

Unlock state

<MoDE
(2 seconds)

Operation transfer mode
RUN/STOP transfer

0/C

nr

v

<D+ <MmoDE

R F\'/ E (2 seconds)
5 af

Engineering mode
Function block No. 10

Function block No. 30

[Output]

Several

ED)

Several

Interlock selection

[Display]
— 1
Fr iU

d5H

Setting End )«

J

times l(-l-,j,ﬂ

r
I

1
ou

times

11 C
=

D)

=

I
e

Set Interlock
selection

o Next parameter is displayed.

® Press SED and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.

IMRO3A05-E8

T T e

* Press the @EB key until
Parameter setting mode

Keep pressing without
releasing your finger from
the key to enter the
Setting lock mode.
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7.6 Releasing the Event State (Interlock Release)

m Description of function

The Event interlock function holds the event state (including the HBA, the LBA and the input error) even if
the Measured value (PV) is out of the event zone after it enters the event zone once.
The Interlock may be released by Digital input (DI) and Communication (optional) as well as key operation.

The following picture shows how to release the interlock.

Event type: Deviation high Measured value (PV)
1 /

1

1

Event set value [} - === - === - oo oo oo TN

Set value (SV)

| Without interlock function |

| .
1 T
1 1
1 1
1 1
| |
: :
1 1
1 1
Event state : i
(ALM lamp lights) OFF ! O : OFF
: i | |
t 1
Event output OFF . ON E OFF
1 : 1 :
| ] 1 1
i : i | _ Not turned OFF as the
With interlock function | ' ' ' /:/ interlock continues.
1 1
Event state ! !
OFF . ON ! OFF
(ALM lamp lights) ! :
| | | :
Event output OFF i ON i OFEF
1 : : 1
1 1 1 1
1 1 1 1
1 1 1 1
Interlock release screen ' i : '
(ILr) state oFF ! o : oFF
Interlock release operation ——» gb ( l
Release is invalid Release is valid
Invalid when PV is in the Since the PV is in the alarm
alarm ON region. OFF region, Interlock is

released and becomes “oFF.”

[1]  The Interlock release has an influence to all events, Heater break alarm (HBA), Control loop break
alarm (LBA) and input error that are in the interlock state and releases such events at one time
whose interlock release conditions are met.

I For Interlock release through Digital input (DI), see 5.2 Switching Functions Using Digital
Inputs (DI) (P. 5-16).

=& For Interlock release through Communication, refer to FZ110/FZ400/FZ900 Instruction Manual
[Host Communication] (IMR03A07-E]).
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B Parameter setting

® Interlock release
[Monitor & SV Setting Mode]
Data range Factory set value

Parameter symbol
ofFF

'l ‘l F\l oFF: Interlock release
o on: Interlock state

[ To display “Interlock release,” the Interlock selection must be set (Function block No. 30 in

Engineering mode) other than “Unused.”

B Setting procedure
After the Interlock is set, the Interlock release screen shows “on” automatically.

Monitor & SV setting mode
Interlock release

Monitor & SV setting mode Interlock release
PV/SV monitor @ED [Interlock state] [Interlock release state]
00 Several 110 10
CO.Ly|  tmes LRI M LR
‘_' L4 j—
i on oFF

&)

Once or Twice
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7.7 Preventing Control with Input Errors
(Input Circuit Error Alarm) [FZ400/900]

m Description of function

Input circuit error alarm uses two inputs (dual input function) and detects errors in the input circuit from the

difference between two inputs. (FZ400/900 only)

When the difference between Input 1 Measured input (PV1) and Input 2 Measured input (PV2 — PV1)
exceeds Input circuit error alarm set value, it is considered to be an input error and “Input error state” starts.

< PV2 ~
S ¥ >
Input error state (low) Normal range Input error state (high)
A
—Input circuit error PVA1 +Input circuit error
alarm set value (Control point) alarm set value

Determination of input errors
e (PV1+ Input circuit error alarm set value) < PV2 -+ Input error of Input 1 (high)

o (PV1- Input circuit error alarm set value) > PV2 -+ Input error of Input 1 (low)
[Wiring example]
o TC input ¢ RTD input
1
Compensating cable Measured object
(measuring the
same point) _  |nput 1

+ +
TC &« Input 1 m @ Input 2
®

O ®

Input 2

2

2

OO ®

|
|
|
|

— I AvAvA
| RTD
L

|
|
Y Ihahuly g

Parallel connection

¢ Voltage input o Current input

Input 2

Signal Signal
Input 1 Input 2 Input 1
source source
(1 @[ | @
Parallel connection Series connection

[L] Different input type can be specified for Input 1 and Input 2. Note that action may be different on

each input.
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[L]  To output “Input 1_Input error high/low,” output assignment must be set in advance. For details of
output assignment, see 6.1 Changing Output Assignment [Control Output, Retransmission
Output, Logic Calculation (Event) Output, Instrument Status Output] (P. 6-2).

[L)  Irrespective of Input circuit error alarm setting, “Input 1_Input error high/low” conducts normal
Input error alarm action. For detailed operation at Input error action, see 5.7 Changing Error
Handling at Input Error (P. 5-39).

[l  Before using the Input circuit error alarm, check for errors in measured values between Input 1 and
Input 2 which should be removed in advance using PV bias.

[L]  The Input circuit error alarm function uses two inputs, but control using Input 2 is not available.
However, lighting the ALM lamp and providing state output from Digital output (DO) are possible.

B Parameter setting

® Select function for input 2
[Engineering Mode: Function block No. 58 (Fn58)]

Parameter symbol Data range Factory set value

1 P 1/ | 0: No function *FZ400/900:

C 4 1: Remote setting input When the Remote setting input is
2: 2-loop control/Differential temperature control specified: 1
3: Control with PV select When the Measured input 2 is
4: Cascade control (Slave single <> Cascade) * specified: 2
5: Cascade control (Master single <> Cascade) * “FZ110: 1
6: Input circuit error alarm

* This parameter cannot be specified if the instrument is a Heat/Cool PID
or a Position proportioning PID type.

e When Measured input 2 is selected for FZ400/900 at the time of order:
O0to6

e When the Remote setting input is selected for FZ400/900 or when the
Remote setting input is selected for FZ110: 0 to 1

L]  To select “Input circuit error alarm” in “Select function for input 2,” “Measured input 2” must be
ordered.

&  See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized when the Select function for input 2 is
changed.

® Input circuit error alarm set value
[Engineering Mode: Function block No. 58 (Fn58)]

Parameter symbol Data range Factory set value
| 0 to Input 1_Input span TC/RTD inputs: 10
I L 0: No function V/I inputs:
[Varies with the setting of the Decimal point position. ] 5 % of Input 1_Input span

[L]  To display “Input circuit error alarm set value,” specify “Measured input 2” at the time of order,
AND “Select function for input 2” (Function block No. 58 in Engineering mode) must be set to
Input circuit error alarm.
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B Setting procedure

To enter the Engineering mode

P e e e e e T T T e e e T T T R

Monitor & SV setting mode
PV/SV monitor

&
L— - (4 seconds *)
rr

LILI |«

Setting lock mode
Set data unlock/lock
transfer

IV
Lo

o

Lock state

v
l“
—~
L
r

<) +<MoDE

<MopE
(2 seconds)

Operation transfer mode

v

E<D) +<MODE

seconds)

RUN/STOP transfer
/5 /5%
e
run 5 oF
RUN STOP

S T T e e

Engineering mode

Function block No. 10

Function block No. 58

[Display] Wl [2 input function]
— 1 Several |~ |~
Frid | FAS5E

dsP

7-48

Select function

* Press the 553 key until
Parameter setting mode
is displayed.

Keep pressing without
releasing your finger from
the key to enter the
Setting lock mode.

Input circuit error alarm

cPH

for input 2 653
-, '—, 1/ Several
Crr times
—_ >

mhrnc-
(NN

Set Select function
for input 2

set value

| THIE
) i
[

Set Input circuit

error alarm set value

Setting End ) «

o Next parameter is displayed.

® Press 553 and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.
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CONTROL
FUNCTION

This chapter describes control related functions, setting contents and setting
procedure based on the key words related to controls.

8.1 Running/Stopping Control (RUN/STOP Transfer) ..........ccccoceeeiennnne 8-2
8.2 Changing Control ACHON...........oiiieiieieeecee e 8-5
8.3 Setting PID Values Automatically (Autotuning) ............cccccceeennnnee 8-11
8.4 Setting PID Values Automatically (Startup tuning).........cc............. 8-18
8.5 Setting PID Values Manually................uuuuiuiiimiiiiiiiiiiiiiiiiiiiiiiiieiiennes 8-24
8.6 Controlling with ON/OFF AcCtioN.......ccoovvvviiiiiieeeeeeeeeceeee e, 8-31
8.7 Controlling with Heat/Cool Control.............ccccooiiiiiie 8-36
8.8 Controlling with Position Proportioning Control.............................. 8-44
8.9 Controlling with Manual Control.............ccccoooiiie 8-56
8.10 Using Remote Setting Input .........ccooviiiiiiiiii e, 8-61
8.11 Executing 2-Loop Control [FZ400/900] ......cceeeeeriiieiiiiiiieee e 8-67
8.12 Executing Differential Temperature Control [FZ400/900]............ 8-70
8.13 Executing Control with PV Select [FZ400/900] ...........cceeeeeeeenee. 8-75
8.14 Executing Cascade Control [FZ400/900] .........coovvvrvriiieeeeeeeeeenns 8-84
8.15 Controlling with Level PID ... 8-98
8.16 Eliminating Offset Inherent to Proportioning Control

(Manual RESEt) ...ccooeeeeeeeeeeeeee e 8-108
8.17 Continuing Stable Control after the Operation Transfer

(SV Tracking) ...ccooeeeeeeeeeeeeeeeeeeee 8-110
8.18 Suppressing OVershoot..............ccovvvviiiiiiiiiieeeeeee e, 8-116
8.19 Changing the Action at Power ON (Hot/Cold Start)................... 8-124
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8. CONTROL FUNCTION

8.1 Running/Stopping Control (RUN/STOP Transfer)

The RUN/STOP transfer can be made by Digital input (DI) or Communication (optional) other than the key

operation.
The factory set value is RUN. As soon as the controller is powered on, control is started.

o State of this instrument when set to STOP mode

Displays the STOP symbol “5 aP” on the SV, PV or MV * displays.

STOP display (Factory set value: SV displays)
*FZ400/900 only

“Input 1 _Manipulated output value at STOP [heat-side]” is output.
(Factory set value: —5.0 %)

PID control “Input 2__Manipulated output value at STOP” * is output.

(Factory set value: —5.0 %)

* In the case of 2-loop control/Differential temperature control

Control Heat-side: “Input 1 _Manipulated output value at STOP [heat-side]” is output.
output Heat/Cool PID (Factory set value: —5.0 %)
control Cool-side: “Input 1 Manipulated output value at STOP [cool-side]” is output.
(Factory set value: —5.0 %)
Position Conform to the set value of the Valve action at STOP.
proportioning When there is Feedback resistance (FBR) input:
PID control “Input 1_Manipulated output value at STOP [heat-side]” is output.

Logic calculation output

According to the setting contents of Output action at STOP

Ret issi tput
CHanSTISSIoN outpy (Factory set value: OFF)

Instrument status output

Autotuning or Startup tuning AT canceled (PID constants are not updated.)

2~  For STOP display selection, see 9.4 Changing the Display Position of STOP during the Control
Stop (P. 9-20).

2~ For Action selection at STOP mode, see 6.9 Changing the Output Action While in Control Stop
Mode (P. 10-46).

® State of this instrument when set to RUN mode
Operation when transferred to RUN from STOP is in accordance with the Hot/Cold start selection setting.

2 For the Hot/Cold start, see 8.19 Changing the Action at Power ON (Hot/Cold Start) (P. 8-124).

& For the details of the RUN/STOP switching by communication (optional), refer to the
FZ110/FZ400/FZ900 Instruction Manual [Host communication] IMR03A07-EL).
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m Setting procedure
® Selection by front key operation
Changing the mode from RUN to STOP

Monitor & SV setting mode Operation transfer mode Monitor & SV setting mode
PV/SV monitor RUN/STOP transfer PV/SV monitor
— MODE — — — —
" o/c| AN ,D / 0
’j;j,. L’ (2 seconds)k I4 1 /\ N / l—, €EB+<MODE L_ L_,J |
Vo Vo » e ’ = —’ V!
mr [N r_D r_D
UL ~Un 57 aF 57 aF
RUN STOP
STOP display
Changing the mode from STOP to RUN
Monitor & SV setting mode Operation transfer mode Monitor & SV setting mode
PV/SV monitor RUN/STOP transfer PV/SV monitor
20011 2<"'°°f, 0/C [ /C |@)+<mopE 0
C ). | (2secon 5); s _ s _ , (NN
r r 1 mr
5 oP SToP| | rln ik
N SsToP RUN
STOP display

® Changing the mode with the direct key (FZ400/900 only)

Assigning the “RUN/STOP transfer” function to the FUNC key facilitates the RUN/STOP switching.
RUN/STOP transfer function is assigned to the FUNC key at the time of shipment for immediate use.
Each time FUNC key is pressed, RUN and STOP are toggled.

I For the “FUNC key assignment,” see 10.8 Accessing Some Functions Directly (FUNC key)
(P. 10-35).

Changing the mode from RUN to STOP

Monitor & SV setting mode Monitor & SV setting mode

PV/SV monitor RUN/STOP transfer PV/SV monitor

,—' FUNC '_—' / ,: Display changes :“-—' ,ﬂ

cHL , Iv s | auomatoaly | cCo.u

mr r r

o 57 oP 57 oP

RUN STOP state o
(Display for 1 second) STOP diaplay

Changing the mode from STOP to RUN

Monitor & SV setting mode Monitor & SV setting mode
PV/SV monitor RUN/STOP transfer PV/SV monitor

:’C’ (] D / E Display changes :'D M
cCo.| PN Iv /" 23| automatically Co.
r g 1 rr
57 oP rLn Ul

STOP ‘ RUN state

STOP dispaly (Display for 1 second)

[1]  Selection of key action is possible from “Press once” and “Press and hold” to enable the switching.

For details, see 10.8 Accessing Some Functions Directly (FUNC key) (P. 10-35).
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® Switching the mode with Digital Input (DI)

To switch the RUN/STOP using the Digital Input (DI), use “DI function selection” (Function block No. 23 in
the Engineering mode).

L= For the Digital input (DI) assignment, see 5.2 Switching Functions Using Digital Inputs (DI)

(P. 5-16).
Transfer timing of RUN/STOP
: Within 200 ms
Contact closed = N
Contact open =2 £ 2
RUN/STOP | STOP RUN STOP RUN STOP |
[ NOTE

After the contact is transferred, it takes “Within 200 ms” until the action of this instrument is
actually selected.

[L]  The above switching action can be inverted (The functions at contact close and contact open can be
swapped). This setting can be done at “DI logic invert.” For details, see 5.2 Switching Functions
Using Digital Inputs (DI) (P. 5-16).

® RUN/STOP transfer state

The table below shows the actual RUN/STOP modes and displays under different combinations of settings by
Key operation, Communication, and Digital input (DI).

Setting via front keys Setting via Digital
or through 9 9 Instrument status STOP display
Lo Input (DI)
communication

RUN RUN —

RUN STOP ds P
RUN B

STOP STOP Hg. P
STOP 5MaP *

* The instrument without RUN/STOP switching by DI will have the same display.

STOP character display

Monitor & SV setting mode
PV/SV monitor

00 0M
LLNI

5 oP

STOP with the key
(No RUN/STOP transfer by DI)

Monitor & SV setting mode
PV/SV monitor

o8l

5P

STOP with the key

RUN/STOP transfer by DI: RUN

Monitor & SV setting mode
PV/SV monitor

o8l

-0
ds5r P
STOP with the DI

Priority to STOP

RUN/STOP transfer by key: RUN

[1]  The display position of STOP can be changed. For details, see 9.4 Changing the Display Position

of STOP during the Control Stop (P. 9-20).
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8.2 Changing Control Action

See the following 8 types of control action:
— PID control (direct action)
— PID control (reverse action)
— ON/OFF action
— Heat/Cool PID control (water cooling)

— Heat/Cool PID control (air cooling)
— Heat/Cool PID control (Cooling linear type)
— Position proportioning PID control (direct action)

— Position proportioning PID control (reverse action)

LL]  When the control mode is set to Cascade control which uses two measured inputs, the selectable
control action is limited to “PID control (direct action),” “PID control (reverse action),” or

“ON/OFF action.”

B PID control (direct action)

The Manipulated output value (MV) increases as the

Measured value (PV) increases.

This action is used generally for cooling control.

B PID control (reverse action)

The Manipulated output value (MV) decreases as the

Measured value (PV) increases.

This action is used generally for heating control.

B ON/OFF action

MV

> PV

Direct action

MV

Reverse action

ON/OFF control is possible when the Proportional band [heat-side] is set to 0. In ON/OFF control with
Reverse action, when the Measured value (PV) is smaller than the Set value (SV), the Manipulated output
(MV) is 100 % or ON. When the PV is higher than the SV, the MV is 0 % or OFF. Differential gap setting
prevents control output from repeating ON and OFF too frequently.

Measured va

Set value (SV)

lue (PV)

N

/\ TON/OFF action

differential gap (upper)

Manipulated output
value (MV) ON OFF ON

OFF

ON

OFF

ION/OFF action

differential gap (lower)

» Time

& For ON/OFF action, see 8.6 Controlling with ON/OFF Action (P. 8-31).
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m Heat/Cool PID control

In Heat/Cool control, heating and cooling control can be achieved with a single controller.

Water cooling/Air cooling: The algorithm intended for Heat/Cool control on the plastic extruders is employed.
Even in equipment provided with a cooling mechanism having nonlinear
characteristics, it responds quickly to attain the characteristic responding to the
set value with small overshooting.

Cooling linear type: The algorithm intended for applications without nonlinear cooling capability is
employed.
Manipulated output
value, (MV) Proportional band  Proportional band
[heat-side] [cool-side]
100 % / =
Manipulated ,/ Manipulated
output value / output value
[heat-side] / [cool-side]
0% A A > Temperature
Set value
(8V)
OL: Overlap oL DB DB: Deadband
|< >

& For Heat/Cool PID control, see 8.7 Controlling with Heat/Cool Control (P. 8-36).

m Position proportioning PID control

Position proportioning PID control converts the control output value of the controller into the corresponding
signal to control a motor driven valve (control motor) and then performs temperature control of a controlled

object by regulating fluid flow.
In Position proportioning PID control of this controller, it is possible to select the presence or absence of
Feedback resistance (FBR) input which monitors the degree of valve position (Specify when ordering). In
addition, the direct action or reverse action can be selected.

[Example]

O

FZ400/900

OUT1 (open-side)

O

—

Power supply to

control motor

OUT2 (close-side)

RIE & R

[19]

Terminal number 19 to 21:

— | Valid only when there is the
| Feedback resistance (FBR).

Liquids —=

(P. 8-44).

CLOSE + _
WIPER
OPEN v TC |
——
Control motor Ij
1
) | Controlled object

For Position proportioning PID control, see 8.8 Controlling with Position Proportioning Control
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8. CONTROL FUNCTION

| Brilli

ant Il PID control

PID control is a control method of achieving stabilized control result by setting P (Proportional band),
I (Integral time) and D (Derivative time) constants, and is widely used. However, with this PID control, if P,

I and D values are set to focus on “better response to control set value change,

99 <c

response to external

disturbance” deteriorates. In contrast, if PID values are set to focus on “better response to external

disturbance,

RT3

response to control set value change” deteriorates. In brilliant II PID control a form of

“Response to setting” can be selected from among Fast, Medium and Slow with PID constants remaining
unchanged so as to be in good “Response to disturbances.” In addition, the controller is provided with the
function which restricts the amount of undershooting caused by the cooling nonlinear characteristic

possessed by plastic molding machines when the Set value (SV) is lowered in Heat/Cool PID control.

Ordinary PID

P, I and D constants set so as to be in good response to set value change

Response to set value change

Set value /f

Response to disturbance change

Set value \/ Za

P, I and D constants set so as to be in good response to disturbance

Response to set value change

Set value /A NYaW.

A

Response to disturbance change

Set value /AN
4

Brilliant Il PID control

Response to set value change

Fast

%
Y’

Medium

Set value

™~

Slow

Response to disturbance change

Set value ~/

Restriction of undershooting when the set value (SV) is lowered

The undershoot factor is small.

A\

Set value I

The undershoot factor is large.

T~

IMRO3A05-E8
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8. CONTROL FUNCTION

B Parameter setting

® Input 1_Control action
[Engineering Mode: Function block No. 51 (Fa5 /)]

Parameter symbol Data range Factory set value
| _ q Brilliant IT PID control (direct action) Control action specified at the
I I Brilliant II PID control (reverse action) time of order.

Brilliant IT Heat/Cool PID control [water cooling]

Brilliant IT Heat/Cool PID control [air cooling]

Brilliant IT Heat/Cool PID control [Cooling linear type]
Brilliant II Position proportioning PID control (reverse action)
Brilliant II Position proportioning PID control (direct action)
For cascade control, only 0 or 1 is selectable.

AN AN ol >l

& See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized when the Input 1_Control action is
changed.

® Input 2_Control action
[Engineering Mode: Function block No. 52 (Fn52)]

Parameter symbol Data range Factory set value
| S 0: Brilliant IT PID control (direct action) Same as Input 1_Control action
cC. O 1: Brilliant I PID control (reverse action)

Ll To display “Input 2 Control action,” specify “Measured input 2” at the time of order, AND “Select
function for input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop
control/Differential temperature control, or Cascade control.

® Input 1_Control response parameter
[Parameter Setting Mode: Parameter group No. 51 (Pn5 /)]

Parameter symbol Data range Factory set value
10 ‘D ~ 0: Slow PID control or Position
l. N / 1: Medium proportioning PID control: 0
2: Fast Heat/Cool PID control: 2
[When the P or PD action is selected, this setting becomes invalid]

® Input 2_Control response parameter
[Parameter Setting Mode: Parameter group No. 52 (Pn52)]

Parameter symbol Data range Factory set value
I~ 0: Slow 0
E- ‘C\, P / 1: Medium
2: Fast
[When the P or PD action is selected, this setting becomes invalid]

LL To display “Input 2_Control response parameter,” specify “Measured input 2” at the time of order,
AND “Select function for input 2” (Function block No. 58 in Engineering mode) must be set to
2-loop control/Differential temperature control, or Cascade control.

8-8 IMRO3A05-E8




8. CONTROL FUNCTION

B Setting procedure

To enter the Engineering mode

P e e T T T R e L T R e e

: N
§ Setting lock mode
Monitor & SV setting mode Set data unlock/lock
PV/SV monitor transfer
SET,
,JF},’—,' (4350213*) L L—,L l,\/ " '—”' "\/ €53+<MODE
il > -_——1_ * Press the SED key until
E’;'—_,' < o GIEIL Parameter setting mode
is displayed.
Lock state Unlock state Keep pressing without
releasing your finger from

the key to enter the

Operation transfer mode Setting lock mode.

1
1
}
1
1
}
]
1
}
1
1
}
]
1
}
1

RUN/STOP transfer
<MoDE = <D +<MoDE
/ 1/
(2 seconds) ,L\ / E’ R [E\ / 5 (2 seconds)
i’ 1) " r
i 5! DF’
X RUN STOP
Engineering mode
Function block No. 10 Function block No. 51 6&3
[Display] [Input 1_Control] Input 1_Control action

— I~ e = — I f
Fq 0 s [EAC 1 | @ [1 S| oem [ toc | ED+ho

times | I 1 screen

" nw__r mnrOn |

D'EID Lo g
Set Control action

&

A

A

In case of
two inputs Sﬁer\T/]irsal In case of two inputs
Function block No. 52
[Input 2_Control] Input 2_Control action
FRSc | @ |2 05| @ e |ED+<wom
. ex
EH' - orrr | screen
Laru e o

Set Control action

l Parameter setting mode
Monitor & SV setting mode Parameter group No. 00 Parameter group No. 51 Input 1_Control
PV/SV monitor [Setting] [Input 1_Control] @ED response parameter 653
’jp (] 653 P NN Once or 0o_C | Several | I | Incase of one input
0. L | (2 secondS) | Il Twice V11l | times f I, INII
C " | " I __r " 'alnlnlnlnl
l:“ D'D Sb Lo |« e
Set Control

response parameter

In case of two inputs @@

Several .
times In case of two inputs
. SET,
Go to End settings CD Next
on the next page screen

Continued on the next page.
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8. CONTROL FUNCTION

Continued from the previous page.

|

Function block No. 52 Input 2_Control
[[Input 2_Control] @ED response parameter
Several -
PHSE times ;C'- RP{- €ED
r__r " alnlnlnln
C_’.L aru (I
Set Control

response parameter

Setting End )¢

J

o Next parameter is displayed.
o Press 553 and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.
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8. CONTROL FUNCTION

8.3 Setting PID Values Automatically (Autotuning)

The Autotuning (AT) automatically measures, computes and sets the optimum PID values. The Autotuning
(AT) can be used for PID control (Direct action/Reverse action) and Heat/Cool PID control.

I For the details of Autotuning (AT) during the Cascade control, see 8.14 Executing Cascade
Control [FZ400/900] (P. 8-84).

B Description of function

® Parameters computed by Input 1_Autotuning (AT)
- Input 1_Proportional band [heat-side]
- Input 1 _Integral time [heat-side]
- Input 1 _Derivative time [heat-side]
- Input 1_Proportional band [cool-side] (Only for Heat/Cool PID control)
- Input 1_Integral time [cool-side] (Only for Heat/Cool PID control)
- Input 1_Derivative time [cool-side] (Only for Heat/Cool PID control)
- Input 1 _Control loop break alarm (LBA) time * (The LBA time is automatically set to twice the value
of the Integral time)
* When the Control break alarm (LBA) time is set to 0, the time will not be automatically obtained through the AT.

® Parameters computed by Input 2_Autotuning (AT)
- Input 2_Proportional band
- Input 2_Integral time
- Input 2_Derivative time
- Input 2_Control loop break alarm (LBA) time * (The LBA time is automatically set to twice the value
of the Integral time)
* When the Control break alarm (LBA) time is set to 0, the time will not be automatically obtained through the AT.

® AT bias

The AT bias is used to prevent overshoot during the Autotuning in the application which does not allow
overshoot even during the Autotuning. RKC Autotuning method uses ON/OFF control at the set value to
compute the PID values. However, if overshoot is a concern during the Autotuning, the desired AT bias
should be set to lower the set point during Autotuning so that overshoot is prevented.

[Example] When AT bias is set to the minus (-) side.

Measured value (PV)
A

Set value (SV) 2 a
/\ N\ / AT bias
AT point & v

» Time
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8. CONTROL FUNCTION

® AT remaining time monitor

Displays the remaining time until the Autotuning (AT) is completed.

(Display range: 0 hours 00 minutes to 48 hours 00 minutes)

The SV display shows “ CAL” from the start of Autotuning (AT) till the display of the remaining time. Once
the remaining time is displayed, the time is reduced every minute.

[Example] Input 1_AT remaining Input 1_AT remaining
time monitor time monitor
1O m 10 rm
(A [ I Y DY I AL [
= F'M N
FLre cag
Calculating the remaining time The remaining time is displayed

LL] The “AT remaining time monitor” is a predictive value and may not be accurate.

® AT/ST status monitor

Displays the execution status of the Autotuning (AT).
e Displays “1” during the Autotuning (AT).
¢ Displays “0” when the Autotuning (AT) is completed.
e When the Autotuning (AT) is aborted, the display shows —1 up to —4 depending on the reason of the abort.
—1: Aborted. Setting changed.
* When the set value (SV) is changed.
+ When the AT bias is changed.
+ When the PV bias, PV ratio, or PV digital filter is changed.
* When the Output limiter high or low is changed.
* When the Autotuning (AT) is changed to PID control.
* When the instrument is switched to STOP by RUN/STOP transfer.
* When the instrument is switched to Manual mode using Auto/Manual transfer.
+ When the instrument is switched to Remote mode using Remote/Local transfer.
+ When the instrument is switched to Cascade/Single.
* When the memory area is changed.
—2: Aborted. Abnormal input.
* When the Measured value (PV) has entered the Input error range.
[Input error range:  Input error determination point high > Measured value (PV),
Input error determination point low < Measured value (PV)]
+ When the Feedback resistance (FBR) input is breaked
-3: Aborted. Timeout.
Output state has not been changed (ON to OFF, OFF to ON) for more than two hours.
—4: Aborted. Abnormal calculated values.
Error in the calculation of the values in Cascade control and Control with PV select.

® Caution for using the Autotuning (AT)

e When a temperature change (UP and/or Down) is 1 °C or less per minute during the Autotuning (AT), the
Autotuning (AT) may not be finished normally. In that case, adjust the PID values manually. Manual
setting of PID values may also be necessary if the set value is around the ambient temperature or is close to
the maximum temperature achieved by the load.

e When the Output change rate limiter is used, you may not be able to obtain appropriate PID constants by
Autotuning (AT).

I For the manual setting of PID values, see 8.5 Setting PID Values Manually (P. 8-24).
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8. CONTROL FUNCTION

® Requirements for Autotuning (AT) start

Start the Autotuning (AT) when all following conditions are satisfied:
To start Autotuning (AT), go to Operation transfer mode.

Parameter setting

RUN/STOP transfer RUN
. Auto/Manual transfer Auto mode
Operation state
Remote/Local transfer Local mode
Autotuning (AT) setting PID control (State before starting AT)
PID control of Input 1 or Input 1_Output limiter high [heat-side] > 0 %

Position proportioning PID control | Input 1_Output limiter low [heat-side] < 100 %

Input 2_Output limiter high > 0 %

PID control of Input 2 Input 2_Output limiter low < 100 %
Input 1_Output limiter high [heat-side] > 0 %
_ o o
Heat/Cool PID control Input 1_Output limiter low [heat-side] < 100 %

Input 1_Output limiter high [cool-side] > 0 %
Input 1_Output limiter low [cool-side] < 100 %

Input value state

The Measured value (PV) is not inside the Input error range.
[Input error range: Input error determination point (high) > Measured value (PV),
Input error determination point (low) < Measured value (PV)]

® Requirements for Autotuning (AT) cancellation

The Autotuning (AT) is immediately aborted and PID control starts when an error is detected in “AT/ST
status monitor.” The PID values will be the same as before the Autotuning (AT) was activated.

& For details, see “AT/ST status monitor” on the previous page.

The Autotuning (AT) may be aborted in the following cases except for the conditions in “AT/ST status

monitor.”

* When the instrument is in FAIL state.
* When the power supply is disconnected.
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8. CONTROL FUNCTION

B Parameter setting

® |nput 1_Autotunning (AT)
[Operation Transfer Mode]

Parameter symbol Data range Factory set value

afFF: PID control oFF
on: Start Autotuning

| aOri
Lo

When the Autotuning (AT) is finished, the control will automatically return to

“of F.»

® Input 2_Autotunning (AT)
[Operation Transfer Mode]

Parameter symbol

Data range

Factory set value

c. Ay

oFF: PID control
on: Start Autotuning

oFF

When the Autotuning (AT) is finished, the control will automatically return to
“gFE »

L To display “Input 2 Autotunning (AT),” specify “Measured input 2” at the time of order, AND
“Select function for input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop
control/Differential temperature control.

® Input 1_AT bias
[Setup Setting Mode: Setting group No. 53 (5053)]

Parameter symbol Data range Factory set value
I Or —(Input 1_Input span) to +(Input 1_Input span) 0
Lorg When Control with PV select:

—(PV select input span) to +(PV select input span)
[Varies with the setting of the Decimal point position.]

® Input 1_AT bias
[Setup Setting Mode: Setting group No. 54 (5054)]

Parameter symbol
7 I~
c. Ak

Ll To display “Input 2 AT bias,” specify “Measured input 2” at the time of order, AND “Select
function for input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop
control/Differential temperature control.

Data range Factory set value

—(Input 2_Input span) to +(Input 2_Input span) 0

[Varies with the setting of the Decimal point position.]

® Input 1_AT remaining time monitor
[Setup Setting Mode: Setting group No. 53 (5n53)]

Parameter symbol

1arrm
I.Hllll

Data range Factory set value

0 hours 00 minutes to 48 hours 00 minutes —
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8. CONTROL FUNCTION

® Input 2_AT remaining time monitor
[Setup Setting Mode: Setting group No. 54 (5054)]

Parameter symbol Data range Factory set value
| H ™ I M |0 hours 00 minutes to 48 hours 00 minutes —
c.ar i

L To display “Input 2_ AT remaining time monitor,” specify “Measured input 2 at the time of order,
AND “Select function for input 2” (Function block No. 58 in Engineering mode) must be set to
2-loop control/Differential temperature control.

® Input 1_AT/ST status monitor
[Setup Setting Mode: Setting group No. 53 (5053)]

Parameter symbol Data range Factory set value

IV INIC [0 AT/ST complete -
L ive 1: AT running now

2: ST running now

—1: Aborted. Setting changed.

—2: Aborted. Abnormal input.

—3: Aborted. Timeout.

—4: Aborted. Abnormal calculated values.

® Input 2_AT/ST status monitor
[Setup Setting Mode: Setting group No. 54 (5n54)]

Parameter symbol Data range Factory set value
I )N 0: AT/ST complete _
cCou 1: AT running now

2: ST running now

—1: Aborted. Setting changed.

—2: Aborted. Abnormal input.

—3: Aborted. Timeout.

—4: Aborted. Abnormal calculated values.

L To display “Input 2 AT/ST status monitor,” specify “Measured input 2” at the time of order, AND
“Select function for input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop
control/Differential temperature control.
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8. CONTROL FUNCTION

B Setting procedure

® Start the Autotuning (AT)

Before starting the AT, see @ Requirements for Autotuning (AT) start (P. 8-13). Make sure that all
required conditions to start the AT are satisfied.

Monitor & SV setting mode

Operation transfer mode

<MODE Input 1_Autotuning (AT)

PV/SV monitor RUN/STOP transfer
50 ] Koo 0/C| @ | O [ Or 1] o
one inpu
cOl|e=s| H/5/ € || HTU AT AL
BU ~ Ul_l CH': F o
4+ Set Autotuning AT start
<MODE or €53 In case of two inputs 3
Input 2_Autotuning (AT)
1 1 i
c Al U A2 Al L €D+ oo
oFF on
Set Autotuning AT star
! @< +<{MoDE
[}  Aborting the Autotuning (AT)
Input 1_Autotuning (AT) Input 2_Autotuning (AT)
| Orn I O | i 11
AU ML AU c Al l_:' AL
on oFF on ofF

D E

and the AT lamp turns off.

During the Autotuning (AT), the AT lamp blinks.

When the Autotuning (AT) is finished, the control will automatically return to “afF: PID control”

The Autotuning (AT) can be started by Digital input (DI). See “5.2 Switching Functions Using
Digital Inputs (DI) (P. 5-16)” for more information on assigning Digital input (DI).

The Autotuning (AT) can be started on FZ400/900 by a key operation of the direct key (FUNC

key). For details, see 10.8 Accessing Some Functions Directly (FUNC key) (P. 10-35).

8-16
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8. CONTROL FUNCTION

® Setting AT bias, Check the AT remaining time and AT/ST status.

Monitor & SV setting mode

Setup setting mode
Setting group No. 10

Setting group No. 53

Input 1_AT bias

PV/SV monitor [Display] [Input 1_Tuning]
00 1M C_ W | sevea | C_C 7 | Or L
cO.L €D+ | 5 ) | |Sn5d | |1 HI b

ol d5P i UnE ¢ o000
Set Input 1_AT
bias
Za\
In case of Input 1_AT/ST status Input 1_AT remaining
two inputs @ET In case of monitor time monitor
two i t
P Tarrmc Y=y
6&3 In case of one input (RN S L \,-r_, —] . ,_‘“_.‘”_,,
[N} (AN}

Setting group No. 54
[Input 2_Tuning]

5A54

v

Rk

—— > ( Setting End

o Next parameter is displayed.

e Press @@ and <MODE keys simultaneously to return to the Measured value (PV)/Set value
(SV) Monitor. (For FZ400/900, the MONI key may be pressed to return to the Measured
value (PV)/Set value (SV) Monitor)

&)

Set Input 1_AT/ST
status monitor

Input 2_AT bias

oAb

IMRO3A05-E8

Setting End )«

Input 2_AT remaining
time monitor

AT M

Set Input 1_AT
remaining time
monitor

Input 2_AT/ST status
monitor

InIninininl

(]

Set Input 2_AT
bias

i

(AN
Set Input 2_AT
remaining time
monitor

. UNE
0

Set Input 2_AT/ST

status monitor

¢ Next parameter is displayed.

e Press sea and <MODE keys simultaneously to return to the Measured value (PV)/Set value
(SV) Monitor. (For FZ400/900, the MONI key may be pressed to return to the Measured
value (PV)/Set value (SV) Monitor)
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8. CONTROL FUNCTION

8.4 Setting PID Values Automatically (Startup tuning)

Startup tuning (ST) is a function which automatically computes and sets the PID values (Proportional band:
heat-side only) and Control loop break alarm (LBA) time from the response characteristics of the controlled
system at power ON, transfer from STOP to RUN, and Set value (SV) change.

B Description of function

e As simple autotuning, the PID values can be obtained in a short time without disturbing controllability for
controlled systems with slow response at power ON. At the same time, Control loop break alarm (LBA)
time * is calculated (about twice of the Integral time).

* When the Control break alarm (LBA) time is set to 0, the time will not be automatically obtained through the ST.
¢ For controlled systems which require different PID values for each temperature setting, the PID values can

be obtained for each Set value (SV) change.

Temperature
A

Setvalue (V) DF-—————————"——————————— — ——
[Change] f /—
Set value (SV)D}————

_>_____

f » Time
T Calculating and setting PID values T Calculating and setting PID values
Startup tuning (ST) start Startup tuning (ST) start
[When the power is turned on, operation is changed [When SV is changed]

from STOPto RUN]

e The setting items related to the Startup tuning (ST) are shown below. Set them according to the application

used.
Setting item Details Setting mode
Start condition 0 (Factory set value) | When the power is turned on, operation is changed from Engineering mode
STOP to RUN, or the Set value (SV) is changed.
1 When the power is turned on or operation is changed from
STOP to RUN.
2 When the Set value (SV) is changed.
Execution ofF (Factory set value) | ST unused Operation transfer
method on ! Execute once mode
onc Execute always

[1]  When the Startup tuning (ST) function is activated in Heat/Cool PID control, only heat-side PID
values are calculated and changed. The Startup tuning (ST) is not available when the temperature is
downward. (PID values for cooling cannot be calculated)

[}  The Startup tuning (ST) is not available in case of Position proportioning PID control.
[[L]  If the Startup tuning (ST) is started when the ST start condition is at power on or switching from
STOP to RUN, the control will start with Hot start 2 even if the setting is Hot start 1. For Hot/Cold

start setting, see 8.19 Changing the Action at Power ON (Hot/Cold Start) (P. 8-124).
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8. CONTROL FUNCTION

® AT/ST status monitor

Displays the execution status of the Startup tuning (ST).
e Displays “2” during the Startup tuning (ST).

Displays “0” when the Startup tuning (ST) is completed.
When the Startup tuning (ST) is aborted, the display shows —1 up to —4 depending on the reason of the
abort.
—1: Aborted. Setting changed.
* When the Startup tuning (ST) is disabled (oFF: ST unused).
* When the PV bias, PV ratio, or PV digital filter is changed.
* When the Output limiter high or low is changed.
* When the instrument is switched to STOP by RUN/STOP transfer.
+ When the instrument is switched to Manual mode using Auto/Manual transfer.
* When the instrument is switched to Remote mode using Remote/Local transfer.
+ When the setting of the Level PID action selection is “2: Switching by the Measured value (PV).”
—2: Aborted. Abnormal input.
When the Measured value (PV) has entered the Input error range.
[Input error range: Input error determination point high > Measured value (PV),
Input error determination point low < Measured value (PV)]
—-3: Aborted. Timeout.
When the Startup tuning (ST) will not end approximately 100 minutes after it has been started.
—4: Aborted. Abnormal calculated values.
* When the input was switched by Control with PV select.
+ Internal error of the Startup tuning (ST), etc.

® Caution for using the Startup tuning (ST)

For the Startup tuning (ST) at power ON or transfer from STOP to RUN, always set the heater power to
ON simultaneously with the start of tuning or before the start of tuning.

Start the Startup tuning (ST) in the state in which the temperature differential between the Measured value
(PV) and the Set value (SV) at the start of the Startup tuning (ST) is twice the Proportional band, or
greater.

If in the Heat/Cool PID control, start activating the Startup tuning (ST) function under the condition of
“Set value (SV) > Measured value (PV).” Only the PID values on the heat-side are automatically
calculated but no PID values on the cool-side are changed. The PID values on the cooling side can be
obtained by the Autotuning (AT).

When the Manipulated output value may be limited by the Output limiter setting, the optimum PID values
may not be calculated by the Startup tuning (ST).

When setting the Output change rate limiter, the optimum PID values may not be computed by Startup
tuning (ST).

When setting the Setting change rate limiter, the optimum PID values are not obtained even when Startup
tuning (ST) is executed at Set value (SV) change.

e When the Startup tuning (ST) is started at power on, priority is given to the Startup tuning (ST) and the

IMRO3A05-E8
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8. CONTROL FUNCTION

® Requirements for Startup tuning (ST) start
Start the Startup tuning (ST) when all following conditions are satisfied:

RUN/STOP transfer RUN
) Auto/Manual transfer Auto mode
Operation state Remote/Local transfer Local mode
Autotuning (AT) setting PID control

Startup tuning (ST) is set to ON (Execute once, Execute always)

Output limiter high > 0.1 %, Output limiter low < 99.9 %

Parameter setting | [Heat/Cool PID control type: Output limiter high (heat-side) > 0.1 %]

The Level PID action selection is done by other than “Switching by the Measured value
(PV).”

The Measured value (PV) is not underscale or over-scale.

Input error determination point (high) > Input value > Input error determination point (low)
At Startup tuning (ST) at Set value (SV) change, the Measured value (PV) shall be stabilized.
Set value (SV) > Measured value (PV) [Heat/Cool PID control]

At startup, output is changed and saturated at the Output limiter high or the Output limiter
low [Heat/Cool PID control type: Output limiter high (heat-side)].

Input value state

Output value state

® Requirements for Startup tuning (ST) cancellation
The Startup tuning (ST) will be immediately aborted if any in the cancel condition in the AT/ST status
monitor is met. The PID values will be the same as before the Startup tuning (ST) was activated.

& For details, see “AT/ST status monitor” on the previous page.

The Startup tuning (ST) may be aborted in the following cases except for the conditions in “AT/ST status

monitor.”

* Autotuning (AT) has been started.
* When the instrument is in FAIL state.
* When the power supply is disconnected.

B Parameter setting

® Input 1_Startup tuning (ST)
[Operation Transfer Mode]

Parameter symbol Data range Factory set value

| LC I 1) |afFF: STunused ofFF
.. Jru on I Execute once *
onc Execute always
* When the ST is finished, the control will automatically return to “afF.”

L To display “Input 1_Startup tuning (ST),” you need to specify the control type other than “Position
proportioning PID control” at the time of order.
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8. CONTROL FUNCTION

® Input 2_Startup tuning (ST)
[Operation Transfer Mode]

Parameter symbol Data range Factory set value
| I~ 1) |ofF: ST unused oFF
C. (N

on {: Execute once *
onc Execute always

* When the ST is finished, the control will automatically return to “off.”

L To display “Input 2_Startup tuning (ST),” specify “Measured input 2 at the time of order, AND
“Select function for input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop
control/Differential temperature control.

® Input 1_AT/ST status monitor
[Setup Setting Mode: Setting group No. 53 (5n53)]

Parameter symbol Data range Factory set value

JINIC  |0: AT/ST complete —
I LiNe 1: AT running now
2: ST running now
—1: Aborted. Setting changed.
—2: Aborted. Abnormal input.
—3: Aborted. Timeout.
—4: Aborted. Abnormal calculated values.

® Input 2_AT/ST status monitor
[Setup Setting Mode: Setting group No. 54 (5054)]

Parameter symbol Data range Factory set value
R 0: AT/ST complete _
JoUIN 1: AT running now

2: ST running now

—1: Aborted. Setting changed.

—2: Aborted. Abnormal input.

—3: Aborted. Timeout.

—4: Aborted. Abnormal calculated values.

L To display “Input 2 AT/ST status monitor,” specify “Measured input 2” at the time of order, AND
“Select function for input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop
control/Differential temperature control.

® ST start condition
[Engineering Mode: Function block No. 50 (FA50)]

Parameter symbol Data range Factory set value
q - 5 0: Activate the Startup tuning (ST) function when the power is turned on; 0
g when transferred from STOP to RUN; or when the Set value (SV) is
changed.

1: Activate the Startup tuning (ST) function when the power is turned on; or
when transferred from STOP to RUN.

2: Activate the Startup tuning (ST) function when the Set value (SV) is
changed.
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B Setting procedure
® Set the ST start condition

To enter the Engineering mode

ok e s e e s ks mm b mm s e b s e ke A s ke R b M e s e s e s b e e s ek e s ek

PV/SV monitor

- Monitor & SV setting mode

&)

EE. ,'_,l (4 seconds *)
i

]
L

'

Setting lock mode
Set data unlock/lock
transfer

(m

Lock state

v

) I/
Lo n

aFF

<D +MoDE

Unlock state

<MmopE
(2 seconds)

v

Operation transfer mode

RUN/STOP transfer
R/ 3/
1 , -
rUn 57 of
RUN STOP

C D) + {MODE

_, (2 seconds)

Engineering mode

Function block No. 10

Function block No. 50

G

[Display] [Control] ST start condition
Fni0 | [FAGO |2 [ SF5
times imes

dSP Canl aooon

8-22

Setting End )«

J

Set ST start condition

o Next parameter is displayed.

o Press SED and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.

R T T e

* Press the 553 key until
Parameter setting mode
is displayed.

Keep pressing without
releasing your finger from
the key to enter the
Setting lock mode.
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® Set the Startup tuning (ST)

Monitor & SV setting mode
PV/SV monitor

00 M
cal

<MoDE
(2 seconds)k

<moDE

Operation transfer mode or

mr
L

Input 1_Startup tuning
(ST)

I Crl
[ Ry

RUN/STOP transfer @ED
0 71 | Several
Iy _, times
[N}
[N N]

<MoDE

o G

Once or
Twice

oFF

Set Startup tuning

In case of two inputs

In case of
one input

I~
(N
|
I

|
[

3

o

Set “on " or “onc”

l

(

Input 2_Startup tuning

I

c

ST)

;l_',l"l |
(N
oFF

Once or
Twice

E'. 5{- 'u' <) +<MoDE
o |

Set Startup tuning

Set “on I or “anc”

<D +moDE

® Start the Startup tuning (ST)
Before starting the ST, sce @ Requirements for Startup tuning (AT) start (P. 8-20). Make sure that all

required conditions to start the ST are satisfied.
Startup tuning can be started in the following manner. (started in the manner that satisfies the starting

condition)

¢ Power off the controller once and power on again.

e Stop the control once (STOP) and start the control again (RUN).

¢ Change the Set value (SV).

(N
(N

The AT lamp lights during the Startup tuning (ST).

After completion of the Startup tuning (ST), the AT lamp goes off.

When the Startup tuning setting is “on /: Execute once,” the setting will go back to “ofFF: ST
unused” automatically.

IMRO3A05-E8
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8.5 Setting PID Values Manually

To perform PID control, PID parameters shown below need to be set up. These PID parameters can be
automatically set using Autotuning (AT) or Startup tuning (ST). Manual adjustment is also available.

e Proportional band (P)

o Integral time (I)

e Derivative time (D)

L& For Autotuning (AT) function, see 8.3 Setting PID Values Automatically (Autotuning) (P. 8-11).
For Startup tuning (ST) function, see 8.4 Setting PID Values Automatically (Startup tuning)
(P. 8-18).

W Description of function

Critical parameters of PID control such as Proportional action (Proportional band: P), Integral action
(Integral time: I), and Derivative action (Derivative time: D) are explained below.

Note that this explanation is based on the reverse action (heating control). With the direct action (cooling
control), the output increases as the measured value increases.

® Proportional action
In the ON/OFF control action, the manipulated
output is turned on and off repeatedly, resulting

in oscillatory control. Proportional band
To eliminate this oscillation, control is N i

performed by producing Manipulated output \/

Manipulated output
value (MV)
A

| _Gradually decreases

value (MV) proportional to the deviation
between the Set value (SV) and the Measured

value (PV). yy » Temperature
Technically a zone called “Proportional band” Set value (SV)

is established around the Set value (SV) and Manipulated output

when the Measured value (PV) enters the value (MV)

proportional band, the Manipulated output 4

value (MV) is gradually reduced. Proportional band is narrow.

The Measured value (PV) stabilizes within the
Proportional band at the equilibrium point, but
in many cases the stabilized temperature does
not match the Set value (SV).

Proportional band is wide.

» Temperature

This deviation between the Set value (SV) and A
the stabilized temperature is called “Offset.” Set value (SV)
With a narrower proportional band the control
result becomes closer to that of the ON/OFF Tempirature Proportional band is narrow.
control (oscillatory).
With a wider proportional band the output is Set value (SV) Offset
gradually reduced to stabilize quicker, however, =~ p-fo o AN AN J/
often with a larger offset. N
Proportional band is wide.
& For ON/OFF action, see > Time

8.6 Controlling with ON/OFF
Action (P. 8-31).
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8. CONTROL FUNCTION

® Integral action

Proportional action provides more stable
control than ON/OFF control, but causes
offset. This offset can be automatically
corrected by Integral action.

As long as deviation exists between the Set
value (SV) and the Measured value (PV),
the Manipulated output value (MV) is added
according to the size of the deviation until
no deviation exists.

The strength of the Integral action is
expressed by the Integral time. The Integral
time is the time till the Manipulated output
value (MV) by the Integral action gets equal
to that by the Proportional action.

The shorter the Integral time, the stronger
the integral effect is, and the longer the
weaker.

Temperature
4

Deviation occurred
Measured value (PV)

Set value (SV) —|/ ------

» Time

Manipulated
output value
(MV) Output is added Integral action:
Adding continues
until deviation is
v cleared
» Time
Manipulated
output value Proportional action +
(MV) Integral action [b]

Proportional action +
Integral action [a]

Proportional action

» Time

| Integral time of Integral action [b] I__l

| Integral time of Integral action [a] I_ﬁ

® Derivative action

L

The Derivative action allows the Manipulated output value (MV) proportional to the changing rate (speed) of
the Measured value (PV) to be produced to prevent a fluctuation of the Measured value (PV) before it happens.
The strength of the Derivative action is expressed in the Derivative time. The Derivative time is the time
until the Manipulated output value (MV) by the Proportional action gets equal to the Manipulated output
value (MV) by the Derivative action when the Measured value (PV) changes at a constant rate.

The longer the Derivative time is, the stronger the Derivative effect is, and the shorter the weaker.

The Derivative effect, if set too strong, produces large Manipulated output (MV) against a small change of
the Measured value (PV), thus causing hunting and resulting in unstable control.

Temperature
P A PV changes
/ Measured value (PV)
Setvalue|
N — v
; | » Time
Manipulated ;
output value ;
(MV) |
i\ Derivative action
; » Time
Manipulated i
output value !
(MV) i
Proportional action +
_ | Derivative action
Proportional :
action \:
| » Time

PV changes stepwise

IMRO3A05-E8

Temperature
A PV changes
Measured value (PV
Set value | ,/ (PV)
(Sv) :
: > Time
Manipulated !
output value
(MV) i
i Derivative action
» Time
Manipulated
output value
(MV)

Derivative action

/

i Proportional action +

Derivative action
Derivative > Time
. time
PV gradually changes

(PV changes at a constant rate)
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8. CONTROL FUNCTION

® Outline of effect of PID

The following figure shows control behaviors under various control actions; ON/OFF control, proportional
control (P), Proportional + Integral action (PI action), and Proportional + Integral + Derivative actions (PID

control).
Temperature
A
|ON/OFF action| | (P) action | | (P) + () action | | (P) + (I) + (D) action |
External Measured value (PV)
disturbance
Setvalue | || VLNV o N \ /
(SV)

Stable, but with
offset

Good response
to external
disturbances

No good response
to external
disturbances

Largely
oscillates

Offset
removed

» Time

® Adjusting PID parameters (Applications controlled with PID control)

In some applications PID values calculated and obtained through Autotuning (AT) and Startup tuning (ST)
may not be appropriate. In such a case the PID values need to be adjusted manually.

Attempt this adjustment referring to the following.

[L] The sample here shows a general tendency. Control results depend on the controlled object
and combinations of control constants.

[Adjustment of Proportional band (P)]

Setting the proportional band as small as possible enables the Set value (SV) to be reached faster without overshoot.
However, if the proportional band is set too narrow, it will cause hunting and the manipulated output (MV) will
become oscillating.

Proportional band is set too narrow Proportional band is appropriately set Proportional band is set too wide

[Adjustment of Integral time (1) and Derivative time (D)]

Made larger (wider, longer)

Made smaller (narrower, shorter)

Overshoot, undershoot
and hunting are
suppressed. sv

Setting the value too
long may need longer
time till the Set value >

(SV) is reached.

Starts up quickly.
Setting the value too
short may cause
overshoot, undershoot
or hunting.
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8. CONTROL FUNCTION

B Parameter setting

® Input 1_Proportional band [heat-side]
[Parameter Setting Mode: Parameter group No. 51 (Pn5 /)]

Parameter symbol Data range Factory set value
| [0 | TC/RTD inputs: TC/RTD inputs: 30
I / 0 (0.0, 0.00) to Input 1_Input span (Unit: °C [°F]) V/1 inputs: 3.0

(When Control with PV select: 0 to PV select input span)
[Varies with the setting of the Decimal point position.]
Voltage (V)/Current (I) inputs:
0.0 to 1000.0 % of Input 1_Input span
(When Control with PV select: 0.0 to 1000.0 % of PV select input span)

0 (0.0, 0.00): ON/OFF action

® Input 2_Proportional band
[Parameter Setting Mode: Parameter group No. 52 (Pn52)]

Parameter symbol Data range Factory set value
‘:l P TC/RTD inputs: TC/RTD inputs: 30
- 0 (0.0, 0.00) to Input 2_Input span (Unit: °C [°F]) V/1 inputs: 3.0

[Varies with the setting of the Decimal point position.]
Voltage (V)/Current (I) inputs:

0.0 to 1000.0 % of Input 2_Input span
0 (0.0, 0.00): ON/OFF action

L To display “Input 2 Proportional band,” specify “Measured input 2” at the time of order, AND
“Select function for input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop
control/Differential temperature control, or Cascade control.

® Input 1_Proportional band [cool-side]
[Parameter Setting Mode: Parameter group No. 56 (Pn56)]

Parameter symbol Data range Factory set value
| ) _ | TC/RTD inputs: TC/RTD inputs: 30
I U 1 (0.1,0.01) to Input 1_Input span (Unit: °C [°F]) V/1 inputs: 3.0

(When Control with PV select: 1 to PV select input span)
[Varies with the setting of the Decimal point position.]
Voltage (V)/Current (I) inputs:
0.1 to 1000.0 % of Input 1_Input span
(When Control with PV select: 0.1 to 1000.0 % of PV select input span)

L To display “Input 1_Proportional band [cool-side],” you need to specify “Heat/Cool PID control”
at the time of order, AND to enter a value other than 0 in the Input 1 _Proportional band [heat-side]
in the same memory area.
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® Input 1_Integral time [heat-side]
[Parameter Setting Mode: Parameter group No. 51 (Pn5 /)]

Parameter symbol Data range Factory set value
| ) PID control or Heat/Cool PID control: 240
I / 0 to 3600 seconds, 0.0 to 3600.0 seconds or 0.00 to 360.00 seconds

0 (0.0, 0.00): PD action

Position proportioning PID control:
1 to 3600 seconds, 0.1 to 3600.0 seconds or 0.01 to 360.00 seconds

[Varies with the setting of the Integral/Derivative time decimal point position. ]

L To display “Input 1_Integral time [heat-side],” you need to enter a value other than O in the Input
1_Proportional band [heat-side] in the same memory area.

® Input 2_Integral time
[Parameter Setting Mode: Parameter group No. 52 (Pn52)]

Parameter symbol Data range Factory set value
’:l ) 0 to 3600 seconds, 0.0 to 3600.0 seconds or 0.00 to 360.00 seconds 240
L I 10 (0.0, 0.00): PD action

[Varies with the setting of the Integral/Derivative time decimal point position.]

L To display “Input 2_Integral time,” specify “Measured input 2 at the time of order, AND “Select
function for input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop
control/Differential temperature control, or Cascade control. Additionally, you also need to enter a
value other than 0 in the Input 2 Proportional band in the same memory area.

® Input 1_Integral time [cool-side]
[Parameter Setting Mode: Parameter group No. 56 (Pn56)]

Parameter symbol Data range Factory set value
| | 0 to 3600 seconds, 0.0 to 3600.0 seconds or 0.00 to 360.00 seconds 240
I "L 100.0,0.00): PD action
[Varies with the setting of the Integral/Derivative time decimal point position. ]

LL To display “Input 1_Integral time [cool-side],” you need to specify “Heat/Cool PID control” at the
time of order, AND to enter a value other than 0 in the Input 1 _Proportional band [heat-side] in the
same memory area.

® Input 1_Derivative time [heat-side]
[Parameter Setting Mode: Parameter group No. 51 (Pn5 /)]

Parameter symbol Data range Factory set value
| ) |0 to 3600 seconds, 0.0 to 3600.0 seconds or 0.00 to 360.00 seconds PID control or Heat/Cool PID
I LI 16(0.0, 0.00): PI action control: 60
[Varies with the setting of the Integral/Derivative time decimal point position. ] Position proportioning PID control: 0

L 1o display “Input 1_Derivative time [heat-side],” you need to enter a value other than 0 in the Input
1_Proportional band [heat-side] in the same memory area.
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® Input 2_Derivative time
[Parameter Setting Mode: Parameter group No. 52 (Pn52)]

Parameter symbol Data range Factory set value

’:l D’ 0 to 3600 seconds, 0.0 to 3600.0 seconds or 0.00 to 360.00 seconds 60
= 0 (0.0, 0.00): PI action

[Varies with the setting of the Integral/Derivative time decimal point position. ]

L To display “Input 2 Derivative time,” specify “Measured input 2” at the time of order, AND
“Select function for input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop
control/Differential temperature control, or Cascade control. Additionally, you also need to enter a
value other than 0 in the Input 2 Proportional band in the same memory area.

® Input 1_Derivative time [cool-side]
[Parameter Setting Mode: Parameter group No. 56 (Pn56)]

Parameter symbol Data range Factory set value

’_l 0 to 3600 seconds, 0.0 to 3600.0 seconds or 0.00 to 360.00 seconds 60
0L 100.0,0.00): Pl action

[Varies with the setting of the Integral/Derivative time decimal point position. ]

|
I

L To display “Input 1 _Derivative time [cool-side],” you need to specify “Heat/Cool PID control” at
the time of order, AND to enter a value other than 0 in the Input 1 _Proportional band [heat-side] in
the same memory area.
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m Setting procedure

Parameter setting mode

Monitor & SV setting mode Parameter group No. 00 Parameter group No. 51 Input 1_Proportional
PV/SV monitor [Setting] [|nput 1_Contro|] band [heat—side]
-1 6D = = ——
ININ] Once or |
-,Ll, eseoonss)| PRIl | T 5 | CD) ! Pl e
(NN > I > - N .
'nln] — I r 1 ar
L 'Jll_-l' O | — LILI3LI
Set Proportional
band
Input 1_Integral time
In case of Heat/Cool PID control [heat-side]
In case of
two inputs or | ]
Heat/Cool l. | €
In case of two inputs PID control Iaialnln
oc LI'LI.LI
Set Integral time
653 Input 1_Derivative time
[heat-side]
Several
times | -'
- 653 In case of one input l. [ 4663
Setting End )« alnitn]n
[ A
o Next parameter is displayed. Set Derivative time
e Press @ED and <MODE keys simultaneously to return to
the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to
the Measured value (PV)/Set value (SV) Monitor)
v
Parameter group No. 52
[Input 2_Control] Input 2_Proportional band Input 2_Integral time Input 2_Derivative time
FnSd @) FPeld 197 4
r__r g -~ gi=1"gln! Mrcr
clan 00300 oHo) uugLLL
Set Proportional Set Integral time Set Derivative time
band
Setting End )¢
o Next parameter is displayed.
® Press @@ and <MODE keys simultaneously to return to
the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to
the Measured value (PV)/Set value (SV) Monitor)
Parameter group No. 56 Input 1_Proportional Input 1_Integral time Input 1_Derivative time
[Input 1_Cooling control] band [cool-side] [cool-side] [cool-side]
U CC SeT | O_ | Ga | |l _ | Ger | | _ | G
130 €D Fc|€ i Sl oc &)
r2mr ] mnr nc l'l
l.l_ DUL U [ | WA LIELI'LI.I_I .
Set Proportional Set Integral time Set Derivative time
band

Setting End )¢

o Next parameter is displayed.

e Press 6@ and <MODE keys simultaneously to return to
the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to
the Measured value (PV)/Set value (SV) Monitor)
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8.6 Controlling with ON/OFF Action

In ON/OFF control, the Manipulated output value (MV) is turned on or off depending on the Measured value
(PV) whether it is above or below the Set value (SV).

m Description of function

When the Measured value (PV) is above the Set value (SV), the Manipulated output value (MV) is turned
OFF, and when the Measured value (PV) is below the Set value (SV), the Manipulated output value (MV) is
turned ON. To use the ON/OFF control, set the Proportional band [heat-side] to “0.”

In the ON/OFF control the output is turned on and off around the Set value (SV) and the output may be
turned on and off too frequently for a small change of temperature. This is called “chattering” and may
reduce the life of the output relay. To prevent this, ON/OFF differential gap should be properly set.

Measured value (PV)

/\ ON/OFF action
differential gap (upper)
Set value (SV)

ON/OFF action
differential gap (lower)

Manipulated output | ON OFF ON OFF ON OFF
value (MV)

» Time

[L]  This explanation applies to “Reverse action” (heating control).

[L]  The value of the ON/OFF action differential gap is a deviation from the Set value (SV). This gap
can be set individually above and below the Set value (SV). For example, in case of a Reverse
action (heating control), assuming that the Set value (SV) is 100 °C with a ON/OFF action
differential gap (upper) of 5 °C, the Manipulated output value (MV) turns off at 105 °C.

[L]  In case of ON/OFF action, the Output changing rate limiter is deactivated.

® Cooling control with ON/OFF action

The process of Input 1 can be controlled with the ON/OFF action for the Cooling side (direct action) by
setting zero to the Input 1 _Proportional band [heat-side] after “0: PID control (direct action)” is set at “Input
1 _Control action” in Function block No. 51 in the Engineering mode.

The process of Input 2 can be controlled with the ON/OFF action for the Cooling side (direct action) by
setting zero to the Input 2_Proportional band after “0: PID control (direct action)” is set at “Input 2_Control
action” in Function block No. 52 in the Engineering mode.

The action is the same as above, but the ON/OFF position of the Manipulated output value (MV) becomes
opposite. The ON/OFF action differential gap can be set similarly.
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® Heat/Cool control with ON/OFF action

Go to “Input 1_Control action,” Function block No.51 in the Engineering mode.

Select any one from “2: Heat/Cool PID control [water cooling],” “3: Heat/Cool PID control [air cooling],” or
“4: Heat/Cool PID control [Cooling linear type]” and set “0” at the Input 1 _Proportional band [heat-side].
Then, the controller starts Heat/Cool control with ON/OFF action.

Manipulated output for ON/OFF action [at Heating control] |

A

A Y

1
ON >l < > OFF
ARy .
Low 7\ High
ON/OFF action Setvalue (SV) on/0FF action
differential gap (lower) differential gap (upper)
Manipulated output for ON/OFF action [at Heat/Cool control] |
® Overlap/Deadband =0
ON/OFF action ON/OFF action
differential gap (lower) differential gap (upper)
A !
Heat-side output ON < \‘ ;E: ’/7~ OFF
Low S High
1
. i A
Cool-side output OFF A~ o ON
1
Low v/ ~ A High
ON/OFF action  Setvalue (SV) - on0F action
differential gap (lower) differential gap (upper)
o Overlap/Deadband > 0
ON/OFF action ON/OFF action
differential gap (lower) differential gap (upper)
A !
Heat-side output ON < \‘ . ’/7~ OFF
1
Low X v High
Set val_ue %Deedband
1
>
Cool-sid tput ; t
0O0l-side outpu !
p OFF ‘:—/‘—>:<—T> ON
Low High
ON/OFF action ON/OFF action
differential gap (lower) differential gap (upper)
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B Parameter setting

® Input 1_Proportional band [heat-side]
[Parameter Setting Mode: Parameter group No. 51 (Pn5 /)]

Parameter symbol Data range Factory set value
| [0 | TC/RTD inputs: TC/RTD inputs: 30
I / 0 (0.0, 0.00) to Input 1_Input span (Unit: °C [°F]) V/1 inputs: 3.0

(When Control with PV select: 0 to PV select input span)
[Varies with the setting of the Decimal point position.]
Voltage (V)/Current (I) inputs:
0.0 to 1000.0 % of Input 1_Input span
(When Control with PV select: 0.0 to 1000.0 % of PV select input span)

0 (0.0, 0.00): ON/OFF action

® Input 2_Proportional band
[Parameter Setting Mode: Parameter group No. 52 (Pn52)]

Parameter symbol Data range Factory set value
‘:l P TC/RTD inputs: TC/RTD inputs: 30
- 0 (0.0, 0.00) to Input 2_Input span (Unit: °C [°F]) V/1 inputs: 3.0

[Varies with the setting of the Decimal point position.]
Voltage (V)/Current (I) inputs:

0.0 to 1000.0 % of Input 2_Input span
0 (0.0, 0.00): ON/OFF action

L To display “Input 2 Proportional band,” specify “Measured input 2” at the time of order, AND
“Select function for input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop
control/Differential temperature control, or Cascade control.

® Input 1_ON/OFF action differential gap (upper)
[Parameter Setting Mode: Parameter group No. 51 (Pn5 /)]

Parameter symbol Data range Factory set value
| HI TC/RTD inputs: TC/RTD inputs: 1
. Orti 0 (0.0, 0.00) to Input 1_Input span (Unit: °C [°F]) V/Tinputs: 0.1

(When Control with PV select: 0 to PV select input span)
[Varies with the setting of the Decimal point position.]
Voltage (V)/Current (I) inputs:
0.0 to 100.0 % of Input 1_Input span
(When Control with PV select: 0.0 to 100.0 % of PV select input span)

[L]  To display “Input 1 _ON/OFF action differential gap (upper),” zero (“0””) must be entered at Input
1_Proportional band [heat-side].”
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® Input 1_ON/OFF action differential gap (lower)
[Parameter Setting Mode: Parameter group No. 51 (Pn5 /)]

Parameter symbol Data range Factory set value
| [N TC/RTD inputs: TC/RTD inputs: 1
I. OFTL | 0(0.0,0.00) to Input 1_Input span (Unit: °C [°F]) V/1 inputs: 0.1

(When Control with PV select: 0 to PV select input span)
[Varies with the setting of the Decimal point position.]
Voltage (V)/Current (I) inputs:
0.0 to 100.0 % of Input 1_Input span
(When Control with PV select: 0.0 to 100.0 % of PV select input span)

[L]  To display “Input 1 ON/OFF action differential gap (lower),” zero (“0”) must be entered at Input
1_Proportional band [heat-side].”

® Input 2_ON/OFF action differential gap (upper)
[Parameter Setting Mode: Parameter group No. 52 (Pn52)]

Parameter symbol Data range Factory set value
| TC/RTD inputs: TC/RTD inputs: 1
c. ofH e .

0 (0.0, 0.00) to Input 2 Input span (Unit: °C [°F]) V/I inputs: 0.1

[Varies with the setting of the Decimal point position. ]
Voltage (V)/Current (I) inputs:
0.0 to 100.0 % of Input 2_Input span

[}  To display “Input 2 ON/OFF action differential gap (upper),” specify “Measured input 2” at the
time of order, AND “Select function for input 2” (Function block No. 58 in Engineering mode)
must be set to 2-loop control/Differential temperature control, or Cascade control. You also need to
enter zero (“0”) at the Input 2_Proportional band.

® Input 2_ON/OFF action differential gap (lower)
[Parameter Setting Mode: Parameter group No. 52 (Pn52)]

Parameter symbol Data range Factory set value
8 H ] TC/RTD inputs: TC/RTD inputs: 1
. onL 0 (0.0, 0.00) to Input 2_Input span (Unit: °C [°F]) V/1 inputs: 0.1

[Varies with the setting of the Decimal point position. ]
Voltage (V)/Current (I) inputs:
0.0 to 100.0 % of Input 2_Input span

[l  To display “Input 2 ON/OFF action differential gap (lower),” specify “Measured input 2” at the
time of order, AND “Select function for input 2” (Function block No. 58 in Engineering mode)
must be set to 2-loop control/Differential temperature control, or Cascade control. You also need to
enter zero (“0”) at the Input 2_Proportional band.
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m Setting procedure

Parameter setting mode

Monitor & SV setting mode Parameter group No. 00 Parameter group No. 51 Input 1_Proportional band
PV/SV monitor [Setting] [Input 1_Control] [heat-side]
[ — SET, — R — — — —
0n].€2 [o_nn |ows [O_C | 0
cB. 0 esoey| PROL [Re” |PR5 1T | & |1 - &
- —I.—IT_I | > IF ~ > ) ININININIn
L 5’3 .o |« NN
| Set Proportional
band to “0.0”
In case of
two inputs
653 Input 1_ON/OFF action Input 1_ON/OFF action
In case of Soveral differential gap (lower) differential gap (upper)
two inputs times
I N | B == N R R N N
(R L |y I Qrr,
In case of one input @ED minlnln 'alninla NN
oo, g,
Set ON/OFF action Set ON/OFF action
differential gap differential gap

o Next parameter is displayed.

® Press 6@ and <MODE keys simultaneously to return to
the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to
the Measured value (PV)/Set value (SV) Monitor)

v

h 4 (lower) (upper)
( Setting End )

S

Parameter group No. 52 Input 2_ON/OFF action Input 2_ON/OFF action
[Input 2_Control] €E3 Input 2_Proportional band differential gap (upper) differential gap (lower)
I Several 7
PRSc | | P& |2 oHH| @ |J oHL
2lonl " nlnlnlnlnl " nnrn | " norn |
Laru U [ [
Set Proportional Set ON/OFF action Set ON/OFF action
band to “0.0” differential gap differential gap
(upper) (lower)

( Setting End ) ¢

o Next parameter is displayed.

o Press @@ and <MODE keys simultaneously to return to
the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to
the Measured value (PV)/Set value (SV) Monitor)

IMRO3A05-E8
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8.7 Controlling with Heat/Cool Control

With Heat/Cool PID control method, heat-side and cool-side can be controlled by a controller. For example,

this is effective when cooling control is required in extruder cylinder temperature control.

m Description of function
® Cool control type

The control on the heat-side is the same as the standard PID control. The control on the cool-side can be
selected from a few types according to the controlled object.

+ Water cooling/Air cooling: The algorithm assuming plastic molding machine Heat/Cool control is
employed. Even in equipment provided with a cooling mechanism having
nonlinear characteristics, it responds quickly to attain the characteristic

+ Cooling linear type:

responding to the set value with small overshooting.

The algorithm assuming applications without nonlinear cooling capability is

employed.

® Overlap/Deadband
Heat/Cool PID control has a proportional band individually on each side of the heating and the cooling. With
the Set value (SV) as a reference point, setting the Overlap/Deadband below the Set value (SV) [setting on
the negative side] generates an overlap of the heating and the cooling proportional bands. Setting this
parameter above the Set value (SV) [setting on the positive side] generates a deadband.

Manipulated output

value (MV)
A

100 %

Proportional band Proportional band
[heat-side] [cool-side]

Manipulated output // Manipulated output
value 4 value
[heat-side] / [cool-side]

/

0%

Set value
(SV)
OL: Overlap oL DB DB: Deadband

[Overlap/Deadband reference point]

Each Set value (SV) for the Heat/Cool PID control becomes the Overlap/Deadband reference point.

> Temperature

e When setting 0.0, Overlap/Deadband reference point is at 0 % of the output at Proportional band [heat-side].

e When setting 0.5, Overlap/Deadband reference point is at the midpoint of the Overlap/Deadband.

e When setting 1.0, Overlap/Deadband reference point is at 0 % of the output at Proportional band [cool-side].

MV Proportional band Proportional band
[heat-side] [cool-side]
100 % P Deadband o ‘
Heat-side 1.0 > Cool-side
output value 05 output value

‘

0%

8-36

Setvalue Setvalue Setvalue

{éiﬁi\} {éiﬁl\} {JEFY&}
0.0 0.5 1.0

dbPA: Overlap/Deadband reference point
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8. CONTROL FUNCTION

Example: Difference in Overlap/Deadband reference point
[Overlap/Deadband reference point: 0.0 ]

MV Proportional band  Proportional band MV
[heat-side] [cool-side] T
—> <+—>
100 % | ‘ 100 %
Heat-side Cool-side

output value

output value

Heat-side
output value

Cool-side
output value

0% Temp. 0% A Temp.
Set value (SV) Set value (SV)
[dbPA] [dbPA]
Deadband dbPA: Overlap/Deadband reference point Overl

verlap

[Overlap/Deadband reference point: 0.5 ]
MV Proportional band  Proportional band MV
[heat-side] [cool-side]
l—> «—>]
100 % "~ 100 % —
Vs /7
’ /
/ /
Heat-side , Cool-side Heat-side Cool-side
output value ’ output value output value + | output value
l/ I/
0% A' »Temp. 0% L »Temp.
Set value Set value
(SV) (SV)
[dbPA] [dbPA]
Eeadbang dbPA: Overlap/Deadband reference point 4Overlap=
and - = — - Position of Proportional band when Deadband is 0.
[Overlap/Deadband reference point: 1.0 ]
Position of

Proportional band
when Deadband is 0.

Cool-side
output value

MV Proportional band  Proportional band MV
[heat-side] [cool-side]
l—> «—>]
100 % 100 %
Heat-side /" Cool-side Heat-side
output value output value output value
0% A > Temp. 0%
Position of Proportional Set value (SV) .
band when Deadband [dbPA]  dbPA: Overlap/Deadband reference point
is 0. Deadband
47

A > Temp.
Set value (SV)
[dbPA]

Overlap

L To change Deadband when the Overlap/Deadband reference point is 0.5, the Proportional band on
heat-side and cool-side shift equidistantly to the midpoint of the Overlap/Deadband.

IMRO3A05-E8
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® Undershoot suppression factor

The Undershoot suppression function suppresses the undershoot that occurs when the Set value (SV) is
lowered due to the special cooling characteristic (cooling nonlinear characteristic) of plastic molding
machines. The undershoot suppression effect increases as a smaller value is set for the Undershoot

suppression factor.

The undershoot factor
is small.

T
Set value (SV) A
v X

The undershoot factor
is large.

C NOTE
If the Undershoot suppression factor is set too small, the undershoot function acts excessively

and prevents the Measured value (PV) from reaching the Set value (SV). As a result, the PV
stabilizes at an offset or approaches the set value very slowly, preventing normal control.
In this event, change the setting for the Undershoot suppression factor to a slightly higher

value.

B Parameter setting

® Input 1_Proportional band [heat-side]
[Parameter Setting Mode: Parameter group No. 51 (Pn5 /)]

Parameter symbol Data range Factory set value
| [0 | TC/RTD inputs: TC/RTD inputs: 30
I I 0 (0.0, 0.00) to Input 1_Input span (Unit: °C [°F]) V/I inputs: 3.0

(When Control with PV select: 0 to PV select input span)
[Varies with the setting of the Decimal point position.]
Voltage (V)/Current (I) inputs:
0.0 to 1000.0 % of Input 1_Input span
(When Control with PV select: 0.0 to 1000.0 % of PV select input span)

0 (0.0, 0.00): ON/OFF action

8-38 IMRO3A05-E8



8. CONTROL FUNCTION

® Input 1_Proportional band [cool-side]
[Parameter Setting Mode: Parameter group No. 56 (Pn56)]

Parameter symbol Data range Factory set value
| [N TC/RTD inputs: TC/RTD inputs: 30
I mC 1 (0.1,0.01) to Input 1_Input span (Unit: °C [°F]) V/1 inputs: 3.0

(When Control with PV select: 1 to PV select input span)
[Varies with the setting of the Decimal point position.]
Voltage (V)/Current (I) inputs:
0.1 to 1000.0 % of Input 1_Input span
(When Control with PV select: 0.1 to 1000.0 % of PV select input span)

L To display “Input 1 _Proportional band [cool-side],” you need to specify “Heat/Cool PID control”
at the time of order, AND to enter a value other than 0 in the Input 1 _Proportional band [heat-side]
in the same memory area.

® Input 1_Integral time [heat-side]
[Parameter Setting Mode: Parameter group No. 51 (Pn5 /)]

Parameter symbol Data range Factory set value
| ) PID control or Heat/Cool PID control: 240
. / 0 to 3600 seconds, 0.0 to 3600.0 seconds or 0.00 to 360.00 seconds

0 (0.0, 0.00): PD action

Position proportioning PID control:
1 to 3600 seconds, 0.1 to 3600.0 seconds or 0.01 to 360.00 seconds

[Varies with the setting of the Integral/Derivative time decimal point position. ]

LI To display “Input 1 _Integral time [heat-side],” you need to enter a value other than 0 in the Input
1_Proportional band [heat-side] in the same memory area.

® Input 1_Integral time [cool-side]
[Parameter Setting Mode: Parameter group No. 56 (Pn56)]

Parameter symbol Data range Factory set value
| | _ 0 to 3600 seconds, 0.0 to 3600.0 seconds or 0.00 to 360.00 seconds 240
l. "L 10(0.0,0.00): PD action
[Varies with the setting of the Integral/Derivative time decimal point position.]

L To display “Input 1_Integral time [cool-side],” you need to specify “Heat/Cool PID control” at the
time of order, AND to enter a value other than 0 in the Input 1 Proportional band [heat-side] in the
same memory area.
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® Input 1_Derivative time [heat-side]
[Parameter Setting Mode: Parameter group No. 51 (Pn5 /)]

Parameter symbol

Data range

Factory set value

| |
l (]

0 to 3600 seconds, 0.0 to 3600.0 seconds or 0.00 to 360.00 seconds
0 (0.0, 0.00): PI action

[Varies with the setting of the Integral/Derivative time decimal point position. ]

PID control or Heat/Cool PID
control: 60
Position proportioning PID control: 0

L To display “Input 1_Derivative time [heat-side],” you need to enter a value other than 0 in the Input
1_Proportional band [heat-side] in the same memory area.

® Input 1_Derivative time [cool-side]
[Parameter Setting Mode: Parameter group No. 56 (Pn56)]

Parameter symbol

Data range

Factory set value

| dc

0 to 3600 seconds, 0.0 to 3600.0 seconds or 0.00 to 360.00 seconds
0 (0.0, 0.00): PI action

[Varies with the setting of the Integral/Derivative time decimal point position. ]

60

L To display “Input 1 _Derivative time [cool-side],” you need to specify “Heat/Cool PID control” at
the time of order, AND to enter a value other than 0 in the Input 1 _Proportional band [heat-side] in
the same memory area.

® Input 1_Overlap/Deadband
[Parameter Setting Mode: Parameter group No. 56 (Pn56)]

Parameter symbol

Data range

Factory set value

. db

TC/RTD inputs:
—(Input 1_Input span)to +(Input 1_Input span)
When Control with PV select:
[—(PV select input span) to +(PV select input span)
(Unit: °C [°F])
[Varies with the setting of the Decimal point position.]
Voltage (V)/Current (I) inputs:
—100.0 to +100.0 % of Input 1_Input span
[When Control with PV select:
—100.0 to +100.0 % of PV select input span
Minus (-) setting results in Overlap. However, the overlapping range is
within the proportional range.

TC/RTD inputs: 0
V/I inputs: 0.0

[L]  To display “Input 1_Overlap/Deadband,” you need to specify “Heat/Cool PID control” at the time
of order, or “Input 1_Control action” (Function block No. 51 in Engineering mode) must be set to
Heat/Cool PID control.

8-40
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® Input 1_Control action
[Engineering Mode: Function block No. 51 (Fa5 /)]

Parameter symbol

Data range

Factory set value

|
L a5

Brilliant IT PID control (direct action)

Brilliant II PID control (reverse action)

Brilliant IT Heat/Cool PID control [water cooling]

Brilliant IT Heat/Cool PID control [air cooling]

Brilliant IT Heat/Cool PID control [Cooling linear type]
Brilliant II Position proportioning PID control (reverse action)
Brilliant IT Position proportioning PID control (direct action)
For cascade control, only 0 or 1 is selectable.

SAIRANE S 4

Control action specified at the
time of order.

& See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized when the Input 1_Control action is
changed.

® Undershoot suppression factor
[Engineering Mode: Function block No. 56 (Fn56)]

Parameter symbol

Data range

Factory set value

T~ —

|
/5

0.000 to 1.000

Water cooling: 0.100
Air cooling: 0.250
Cooling linear: 1.000

[L]  To display “Undershoot suppression factor,” you need to specify “Heat/Cool PID control” at the
time of order, or “Input 1_Control action” (Function block No. 51 in Engineering mode) must be
set to Heat/Cool PID control.

® Overlap/Deadband reference point
[Engineering Mode: Function block No. 56 (Fn56)]

Parameter symbol

Data range

Factory set value

duPA

0.0t0 1.0

0.0

[L]  To display “Overlap/Deadband reference point,” you need to specify “Heat/Cool PID control” at
the time of order, or “Input 1_Control action” (Function block No. 51 in Engineering mode) must
be set to Heat/Cool PID control.

IMRO3A05-E8
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B Setting procedure

® Selecting Heat/Cool PID control
To enter the Engineering mode

ok s e s s ks ek s Em b h s e e s b e A e kM e s e ke s e h e s ke e s s e,

Setting lock mode

Monitor & SV setting mode Set data unlock/lock
PV/SV monitor C ) transfer
— SET, —
—“—' ’—' (4 seconds *) ] ™7 1/ ! I~ 1 ’— 1/ €ED+<M0DE
o o  LoLn * Press the (S€T) key until
UU < or ,:”C ,’— Parf'ameter setting mode
is displayed.

Lock state Unlock state Keep pressing without

releasing your finger from
the key to enter the
Setting lock mode.

Operation transfer mode

T e

RUN/STOP transfer
<MoDE S — G + <MoDE
(2 seconds) L' /L C’ / C 2 seconds
R s _lI yrs _JI ( )
g ] ~
L SI DID
X RUN STOP
Engineering mode
Function block No. 10 Function block No. 51
[Display] [Input 1_Control] Input 1_Control action 653
— 1 Several | [ _ [ | et | _[C| several
’l_ (N times | I 11 | CD A [ | times
C " I _ I e g mnrnm-
D'le _crn |t [N -
| Set Heat/Cool PID
control
Once or
Twice
Function block No. 56 Undershoot Overlap/Deadband
[Input 1_Cooling control] @EB suppression factor reference point
C_CC Several 11— o0
FA30 | imes U € | gorm|l &
e I IR ININI ININININIn
L ooL [N i
Set Undershoot Set Overlap/Deadband
suppression factor reference point

Setting End ) ¢

o Next parameter is displayed.

o Press 553 and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.
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® Setting parameters for Heat/Cool PID control

Parameter setting mode
Monitor & SV setting mode

Parameter group No. 00 Parameter group No. 51 Input 1_Proportional
PV/SV monitor [Setting] [Input 1_Control] band [heat-side]
- ™ @@ Once or ™
,_' ,C,' " ,' (2 seconds) P ,-, ,’7,‘7 Twice F’ ,-, l:, ,' @ea ,' ’l_' 653
N N - > et > pu > .
oo - r nr2anr
L EIH Lo or < [N 3U.I_I

| Set Proportional

band

Once or CD Input 1[HDetriv.2ti\]/e time Input[;_lrlte%rall time
Twice SeT eat-side eat-side
Several
e | L di®@]i1L 1|
alz/=zInlh o240 Al
oo I} [ R

Set Derivative time Set Integral time

v
Parameter group No. 56 Input 1_Proportional

Input 1_Integral time Input 1_Derivative time Input 1
[Input 1_Cooling control] band [cool-side] [cool-side] [cool-side] Overlap/Deadband
CC SET, | ) SET, | I _ |G | | _ | G | |G
PREE €)1 P!l 108! docl€)! dble
- ] nn2Iarr I’I-ll_{l-ll_l nncCrr ININININIn
Lo ooe [ R [N [N [ . [N .
Set Proportional Set Integral time Set Derivative time Set Overlap/
band Deadband

( Setting End )«

o Next parameter is displayed.

e Press SED and <MODE keys simultaneously to return to
the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to
the Measured value (PV)/Set value (SV) Monitor)

[L]  The Parameters in Heat/Cool PID control can be calculated also in Autotuning (AT).
(Overlap/Deadband is excluded)

For Autotuning (AT), see 8.3 Setting PID Values Automatically (Autotuning) (P. 8-11).

IMRO3A05-E8
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8.8 Controlling with Position Proportioning Control

Position proportioning PID control converts the control output value of the controller into the corresponding
signal to control a motor driven valve (control motor) and then performs temperature control of a controlled

object by regulating fluid flow.

m Description of function

In Position proportioning PID control of this controller, it is possible to select the presence or absence of
Feedback resistance (FBR) input which monitors the degree of valve position (available only on FZ400/900).
In addition, the direct action or reverse action can be selected.

FZ400/900

[Example] OUT1 (open-side)

o ]
O
Power supply to OUT2 (close-side)
control motor

@ Terminal number 19 to 21:
— | Valid only when there is the
| Feedback resistance (FBR).

RIE [ R

CLOSE

WIPER all I
OPEN v TC |
—
Control motor Ij
1
Liquids —= X
| Controlled object

The details of setting differ depending on the presence or absence of Feedback resistance (FBR) input.

® When the Feedback resistance (FBR) is provided (available only on FZ400/900):
— High/Low limit of valve position (limit value of FBR input) can be set.
[Output limiter high, Output limiter low]
— The valve position can be manually changed. [Manipulated output value (MV) setting in Manual mode]
— The feedback adjustment is necessary. [Feedback adjustment preparation]
— Action taken when Feedback resistance (FBR) input breaks can be selected.
[Action at Feedback resistance (FBR) input error]

— The close-side (or open-side) output remains ON when the valve position is fully closed (or opened).
[Action at saturated output]

® When the Feedback resistance (FBR) is not provided:
— Control motor operation can be restricted by the Integrated output limiter. [Integrated output limiter]
— The UP/DOWN key is used to output opening or closing signal in Manual mode.

UP key (open-side): While the UP key is being pressed, open-side output (OUTI1) is output
continuously. Releasing the UP key turns off the output on the open-side to
hold the opened state at that time.

DOWN key (close-side): While the DOWN key is being pressed, close-side output (OUT2) is output
continuously. Releasing the DOWN key turns off the output on the closed-side
to hold the opened state at that time.

L= For manual operation of Position proportioning PID control, see 8.9 Controlling with Manual
Control (P. 8-56).
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Parameter Valid/Invalid depending on the presence or absence of FBR input

(x: Valid, —: Invalid)

When the Feedback When the Feedback
Applicable parameters resistance (FBR) inputis | resistance (FBR) input is not
provided provided
Input 1 Manipulated output value at STOP [heat-side]
(1 RMY) X _
Engineering mode [Function block No. 51 (Fn5 /)]
Input 1_Output limiter high ( /. al H)
Input 1_Output limiter low ( /. al L) X —
Parameter setting mode [Parameter group No. 51 (Pn5 )]
Open/Close output neutral zone (Ydb) * % %
Setup setting mode [Setting group No. 55 (5155)]
Open/Close output differential gap (YH5) * % %
Setup setting mode [Setting group No. 55 (5155)]
Action at feedback resistance (FBR) input error (Y5 F) % .
Engineering mode [Function block No. 55 (Fn55)]
Feedback adjustment (Po 5) % L
Engineering mode [Function block No. 55 (FR55)]
Control motor time (Mo ) * % %
Engineering mode [Function block No. 55 (Fn55)]
Integrated output limiter (ol A) . 9
Engineering mode [Function block No. 55 (FR55)]
Valve action at STOP (¥ AL ) * % %
Engineering mode [Function block No. 55 (Fn55)]
Action at saturated output (9A50a) %
Engineering mode [Function block No. 55 (Fr55)]

* Always set this item regardless of the presence or absence of opening Feedback resistance (FBR) input.

L1 Position proportioning PID control can be performed if two output points are selected when

ordering. If Current output or Continuous voltage output is specified, the Position proportioning
PID control cannot be selected. [Output value: —5.0 % (fixed)]

LLI  When the control action is the Position proportioning PID control, the Startup tuning (ST) is not

available. Proportional cycle time and Output change rate limiter are also invalid.

IMRO3A05-E8
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® Open/Close output neutral zone

The Open/Close output neutral zone is used to prevent a control motor from repeating ON/OFF too
frequently. When the PID computed output value is within the Open/Close output neutral zone, the controller
will not output the MV to a control motor.

[Example] If the Open/Close output differential gap is set to 1/2 (a half) of the Open/Close output neutral
zone (Factory set value)

Sampling cycle
I I

| | |
Addition of +aMv 4 ! ! ! . !
“““ - O
! ! ! ! Open/Close output differential gap
Open/Close output . ! ' ! ! I 9
neutral zone | | | | ' I Open/Close output differential gap
————— AR RS S s TN &
i i i
i i i
! ! !

Addition of ~AMV ¢
The controller does not output

OPEN 4 l the AMV to a control motor when
I : I the PID computed output value
CLOSE || The open-side outputis ON is within the neutral zone.

The close-side output is ON

® Open/Close output differential gap
Setting the Open/Close output differential gap is useful in preventing the Manipulated output (MV) for
Open/Close side from turning on and off all the time due to the fluctuation of the Feedback resistance input.

[ Changing the value of the Open/Close output neutral zone will make the Open/Close output
differential gap 1/2 (a half) of the Open/Close output neutral zone.

[Example 1] If the Open/Close output differential gap is set to 1/2 (a half) of the Open/Close output
neutral zone (Factory set value)

Open/Close output
neutral zone

MV

Open-side output

Close-side output

. _ | YHS | YHS | YHS: Open/Close output
MV: Manipulated output value differential gap

[Example 2] Narrowing the Open/Close output differential gap

Open/Close output
neutral zone

Open-side output il OFF

Close-side output A
OFF
MV

MV: Manipulated output value Open/Close output

differential gap
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® Feedback adjustment

Feedback adjustment function is to adjust controller’s output value to match the Feedback resistance (FBR)

of the control motor.

After the adjustment, the Manipulated output value of 0 to 100 % obtained after PID computation matches
the valve position signal of the fully closed position to the fully opened position [Feedback resistance (FBR)

input] sent from the control motor. The adjustment has to be completed before starting the operation.
Always make sure that the wiring is correct and the control motor operates normally before the adjustment.

L]  If opening adjustment is performed, the control motor time is automatically computed.

If the calculated value is 5 seconds or shorter, the Control motor time will be set to the low limit

value (5 seconds).

[ An error occurs in Feedback adjustment if
* Feedback resistance (FBR) input is not connected.
* Wiring of Feedback resistance (FBR) input is incorrect.
* Wiring of Feedback resistance (FBR) input is incorrect.

* The valve movement from fully closed to fully opened is completed less than 50 %.

* Feedback adjustment time exceeds 1000 seconds.

[Adjustment procedure]

Engineering mode
Feedback adjustment

<MopE
D _ l: Start (5 seconds)

Adjustment error: Automatically

[ | >
| ¢
HD'I_I Adjustment
<M0DE is aborted
Adjustment (5 seconds)

preparation

T

v

Adjustment error:
Automatically

,':'D 5 Automaticall;:

14

aPEn

I

M _C
—oJ

CLo5E

Adjustment for
open direction

<MoDE
Adjustment is aborted (5 seconds)

Adjustment for
close direction

Adjustment end:
Automatically

<moDE
(5 seconds)

® Control motor time

Fa5

Err

Adjustment error

This is the time required until the control motor is fully opened from its fully closed state.
If opening adjustment is performed, the control motor time is automatically computed. If the calculated value
is 5 seconds or shorter, the Control motor time will be set to the low limit value (5 seconds). If the calculated
value is 1000 seconds or more, it is handled as an error and the set value will not be updated.

IMRO3A05-E8
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® Integrated output limiter

This is a restricted value when the output on the open or closed side is integrated. If the output on the open
(or closed) side is output in succession, it is integrated and if the result reaches the Integrated output limiter
value, the output on the open (or closed) side is turned off. In addition, if the output on the open (or closed)
side is reversed, the integrated value is reset.

LI The Integrated output limiter is invalid when the Feedback resistance (FBR) input is used.
This setting is invalid in the Manual mode.

[Setting example]
If control is started at the fully closed state when the control motor time is set at 10 seconds and the
Integrated output limiter value is set at 100 %, the following results.

The output on the open-side The output on the open-side The output on the close-side is
is output for 3 seconds. is output for 5 seconds. output for 2 seconds, and the
integrated output value of open-
Open-side integrated Open-side integrated side is reset at once.
[value: 30 % ] [value: 80 % ] Next, the output on the close-side
starts being integrated.

(New close-side integrated value
becomes 20 %.)

@ Action at feedback resistance (FBR) input error
Use to select an action at the Feedback resistance (FBR) input break.

Datarange 0: Action depending on the value action at STOP
1: Control action continued

® Valve action at STOP

Select the valve action when Feedback resistance (FBR) input is disabled or “0O (Action depending on the
value action setting at STOP)” is set for the action when a Feedback resistance (FBR) input break occurs.

Data range 0: Close-side output OFF, Open-side output OFF
1: Close-side output ON, Open-side output OFF
2: Close-side output OFF, Open-side output ON

® Action at saturated output
Set to maintain ON state for the close-side (or open-side) output when the valve position is fully closed (or
opened).

[When the Action at saturated output is invalid]
The close-side output turns OFF when the valve position is fully closed (FBR input value < 0 %).
The open-side output turns OFF when the valve position is fully opened (FBR input value > 100 %).

[When the Action at saturated output is valid]
The close-side output remains ON when the valve position is fully closed (FBR input value < 0 %).
The open-side output remains ON when the valve position is fully opened (FBR input value > 100 %).

[ NOTE
To validate the Action at saturated output, make sure to use valve with limit switch.

L] See the Action at Feedback resistance (FBR) input error for the valve action when the FBR input is
broken.

[L] The Action at saturated output is invalid when the value of Output limiter high or Output limiter
low is between 0.1 % and 99.9 %.
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8. CONTROL FUNCTION

® Setting flowchart

This section describes the Position proportioning PID control dedicated setting items and the setting items
which are effective when there is or is not a Feedback resistance (FBR) input. The following setting items

are all set in the Engineering mode.

control common setting

D Position proportioning PID D Effective when there is a

Effective when there is not a
Feedback resistance (FBR) Feedback resistance (FBR)
input input

Select the

Control action

\ 4

Set the Manipulated output
value (MV) at STOP mode

\ 4

Set the
Output limiter

\ 4

Set the Open/Close
output neutral zone

\ 4

Set the Open/Close output
differential gap

\ 4

Set the action at Feedback
resistance (FBR) input error

\ 4

Feedback adjustment

\ 4

Continued on the next page.

IMRO3A05-E8

Select the Position proportioning PID control (direct/reverse action).
[Position proportioning PID control common setting]

Set the valve position at control STOP.
[Effective when there is a Feedback resistance (FBR) input]

Set the high-limit/low-limit value of the valve position.
[Effective when there is a Feedback resistance (FBR) input]

Set the output OFF zone between open-side and close-side outputs.
[Position proportioning PID control common setting]

Set the differential gap of open-side and close-side outputs.
[Position proportioning PID control common setting]

Set the action at Feedback resistance (FBR) input error.
[Effective when there is a Feedback resistance (FBR) input]

Adjust the Feedback resistance (FBR) input.
[Effective when there is a Feedback resistance (FBR) input]
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Continued from the previous page.

\ 4

Set the Set the Control motor time required for rotation from the fully
Control motor time closed position to the fully opened position.
[Position proportioning PID control common setting]

Set the Set the Integrated output limiter which integrates the output and
sets the output to OFF when the result reached the set value when
an open-side (or close-side) output is outputted continuously.
[Effective when there is not a Feedback resistance (FBR) input]

Integrated output limiter

\ 4

Se_t the Set the action of open-side and close-side outputs at control STOP.
Valve action at STOP [Position proportioning PID control common setting]

\ 4

Action at saturated output

Set to maintain ON state for the close-side (or open-side) output
when the valve position is fully closed (or opened).
[Effective when there is a Feedback resistance (FBR) input]
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B Parameter setting

® Input 1_Control action
[Engineering Mode: Function block No. 51 (Fa5 /)]

Parameter symbol Data range Factory set value
| _ q : Brilliant IT PID control (direct action) Control action specified at the
I I : Brilliant IT PID control (reverse action) time of order.

: Brilliant IT Heat/Cool PID control [water cooling]

: Brilliant IT Heat/Cool PID control [air cooling]

Brilliant IT Heat/Cool PID control [Cooling linear type]

: Brilliant IT Position proportioning PID control (reverse action)
Brilliant II Position proportioning PID control (direct action)
For cascade control, only 0 or 1 is selectable.

R

= See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized when the Input 1_Control action is
changed.

@ Input 1_ Manipulated output value at STOP [heat-side]
[Engineering Mode: Function block No. 51 (Fa5 /)]

Parameter symbol Data range Factory set value

| I M1/ |-5.0to+105.0% -5.0
AN R4

® Input 1_Output limiter high [heat-side]
[Parameter Setting Mode: Parameter group No. 51 (Pn5 /)]

Parameter symbol Data range Factory set value

| _ Input 1_Output limiter low [heat-side] to 105.0 % 105.0
(R H

[L]  Not displayed when the Control action is a Position proportioning PID control without Feedback
resistance (FBR) input.

= See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are automatically converted when the Input 1 _Output
limiter high [heat-side] is changed.

® Input 1_Output limiter low [heat-side]
[Parameter Setting Mode: Parameter group No. 51 (Pn5 /)]

Parameter symbol Data range Factory set value

—5.0 % to Input 1_Output limiter high [heat-side] -5.0

| I
. OLL

[L] Not displayed the Control action is a Position proportioning PID control without Feedback
resistance (FBR) input.

& See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are automatically converted when the Input 1_Output
limiter low [heat-side] is changed.
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8. CONTROL FUNCTION

® Open/Close output neutral zone
[Setup Setting Mode: Setting group No. 55 (5155)]

Parameter symbol Data range Factory set value
[ 0.1 to 10.0 % of output 2.0
] I'J

[}  To display the “Open/Close output neutral zone,” you need to set the parameters for the Position
proportioning PID control at “Input 1 _Control action” in Function block No. 51 in the Engineering
mode.

& See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized when the Open/Close output neutral
zone is changed.

® Open/Close output differential gap
[Setup Setting Mode: Setting group No. 55 (5n55)]

Parameter symbol Data range Factory set value
[N 0.1 to 5.0 % of output 1.0
HHS

[L]  To display the “Open/Close output differential gap,” you need to set the parameters for the Position
proportioning PID control at “Input 1 _Control action” in Function block No. 51 in the Engineering
mode.

® Action at feedback resistance (FBR) input error
[Engineering Mode: Function block No. 55 (Fn55)]

Parameter symbol Data range Factory set value

5} b P 0: Action depending on the value action at STOP 0
Y |1: Control action continued

[L]  To display “Action at feedback resistance (FBR) input error,” specify “Feedback resistance (FBR)
input” at the time of order, AND “Input 1 _Control action” (Function block No. 51 in Engineering
mode) must be set to Position proportioning PID control.

® Feedback adjustment
[Engineering Mode: Function block No. 55 (Fn55)]

Parameter symbol Data range Factory set value

P 5 When the <MODE key is pressed and held for 5 seconds, Feedback Rdu
O adjustment is automatically started.

Add:  Adjustment end

oPEn: During adjustment on the open-side
LL o5E: During adjustment on the close-side
Err:  Adjustment error

[L]  To display “Feedback adjustment,” specify “Feedback resistance (FBR) input” at the time of order,
AND “Input 1 _Control action” (Function block No. 51 in Engineering mode) must be set to
Position proportioning PID control.
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® Control motor time
[Engineering Mode: Function block No. 55 (Fn55)]

Parameter symbol Data range Factory set value

M _ I~ |5 to 1000 seconds 10
Fren

[}  To display the “Control motor time,” you need to set the parameters for the Position proportioning
PID control at “Input 1_Control action” in Function block No. 51 in the Engineering mode.

® Integrated output limiter
[Engineering Mode: Function block No. 55 (Fn55)]

Parameter symbol Data range Factory set value

F') 0.0 to 200.0 % of control motor time 150.0

|
oL 0.0: OFF

[I] To display the “Integrated output limiter,” you need to set the parameters for the Position
proportioning PID control at “Input 1 _Control action” in Function block No. 51 in the Engineering
mode.

® Valve action at STOP
[Engineering Mode: Function block No. 55 (Fn55)]

Parameter symbol Data range Factory set value
1/ 'D | 0: Close-side output OFF, Open-side output OFF 0
V- I'TL |1: Close-side output ON, Open-side output OFF

2: Close-side output OFF, Open-side output ON

[} To display the “Valve action at STOP,” you need to set the parameters for the Position
proportioning PID control at “Input 1 _Control action” in Function block No. 51 in the Engineering
mode.

® Action at saturated output
[Engineering Mode: Function block No. 55 (Fn55)]

Parameter symbol Data range Factory set value

H H 5 0: Invalid (The close-side [or open-side] output turns to OFF when the 0

O valve position is fully closed [or opened]).

1: Valid (The close-side [or open-side] output remains ON state when the
valve position is fully closed [or opened]).

[L)  To display “Action at saturated output,” specify “Feedback resistance (FBR) input” at the time of
order, AND “Input 1 _Control action” (Function block No. 51 in Engineering mode) must be set to
Position proportioning PID control.
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B Setting procedure

To enter the Engineering mode

P e e T T T R e L T R e e

Monitor & SV setting
PV/SV monitor

mode

00 1
cal
mr
[N

7 N

)

(4 seconds *)

Setting lock mode
Set data unlock/lock

@D +{MoDE

transfer

1 _ I/ I _ I/

L Ol ; Lol
ar aoF -

Lock state Unlock state

<MoDE
(2 seconds)

Operation transfer mode

v

<D +<MoDE

(2 seconds)

RUN/STOP transfer
/0 /
RN R/
rUn 5MagP
RUN STOP

T e

Engineering mode
Function block No. 10

[Display]
[ 1
Fr iU

Several
times

Function block No. 51
[Input 1_Control]

d5F

Input 1_Control action

- ' —
, FnS5 i1 1€ 1 ob
WLonl” 0005

&)

Several
times

Input 1_ Manipulated
output value at STOP
[heat-side]

I M)/
I IL\I 14

Set Control action

* Press the SED key until
Parameter setting mode
is displayed.

Keep pressing without
releasing your finger from
the key to enter the
Setting lock mode.

G

Next

nrcr
N 5.1_1

Set Manipulated

output value at STOP

»
7| screen

@) + {MoDE

l

Monitor & SV setting mode

Parameter setting mode
Parameter group No. 00

Parameter group No. 51

Input 1_Output limiter high

)

[heat-side]

Several |
times

PV/SV monitor [Setting] [Input 1_Control]
000N 663 O _ i Once or O_C
LD |@seconds) | gL gL Twice |11 1_l

r_0 | " "r__r
5: o 5’_'1 L.

GeD +MoDE

= onc
I H_ll:l.l_l

I

I. I_’H_H' )

Set Output limiter

high

Input 1_Output limiter low

[heat-side]
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Next
screen

@ !

_1
]y

mnrc
oy SJ_I

V'S

Set Output limiter

low
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Continued from the previous page.

l

Setup setting mode

Monitor & SV setting mode Setting group No. 10 Setting group No. 55 Open/Close output
PV/SV monitor [Display] [Position proportioning] neutral zone
0 l"l C ~ 1M | several | C _ o
coL (@< | 5o L | S |5n55 | @ | Hdb|e®
5MaP dSP Pab! T oooen

Set Open/Close
output neutral zone

Open/Close output
differential gap

&eD) + {mopE
(2 secﬁds) 653 (W] ,J C

] I"I Il_l
ULHJ 1.
Set Open/Close
output differential
Engineering mode Function block No. 55 . gap
Function block No. 10 [Position proportioning Action at feedback
[Display] control] resistance (FBR) input error Feedback adjustment
— Im] Several _ P P
aL N times F: ,E, E, G v| G (] G
i > Cir "I pnnno ' 711
D'le lDDbl I U Hdu
Set Action at Adjust feedback
feedback resistance
(FBR) input error
Action at saturated
output Valve action at STOP Integrated output limiter Control motor time
17001 1 O M_ I~
SET SET, SET, — — SET) —
& | YA5g| & v AL | €D oL, € ol |,
InInInIninl e 5 I i
[ NN NN l_l I l_ll I e
Set Action at Set Valve action at Set Integrated output Set Control motor time
saturated output STOP limiter

L »( Setting End

o Next parameter is displayed.

e Press SED and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)
e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.
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8.9 Controlling with Manual Control

To conduct the Manual control, you need to select the Manual mode using the Auto/Manual transfer.
The Auto/Manual transfer can be made by a key operation, Digital input (DI) or communication (optional).

I For the detail of the Auto/Manual transfer through communication, refer to FZ110/FZ400/FZ900
Instruction Manual [Host communication] (IMR02A07-E).

L=~ For the detail of the Manipulated output value (balanceless bumpless) associated with the
Auto/Manual transfer, see 6.8 Suppressing Sudden Change in Output (Balanceless Bumpless)

(P. 6-33).

m Setting procedure
® Selection by front key operation

Transfer Auto mode to Manual mode
MODE

Monitor & SV setting mode Operation transfer mode or Input 1_Auto/Manual
PV/SV monitor <MODE RUN/STOP transfer 653 transfer In case of
_'_' ) p ) 71 | several | O /M /\ 1 0/ [\/' one input
_<Se°°”5> N7 )| tmes . T/ 0] YL a0
’_"—' g 11 i )1 -0
L U AU o alxlE
Switch to Manual
mode
<MODE or 653 In case of two inputs v
Input 2_Auto/Manual
transfer
— /M
c A/M A2 H/M| €D+
AL " -
I_ll (] an
Switch to Manual Monitor & SV setting mode
mode PV/MV monitor
a0 m <D + {mopE
Co.L |,
cChr
L, LI
x

Manual manipulated output value

[1]  Transfer Manual mode to Auto mode

Input 1_Auto/Manual Input 2_Auto/Manual
transfer transfer
) /M | CI/M O O /M /M
a"uar L s c H/'M :_:' Il
AR AU o AR HU:’- o

[}  During the manual mode, the Manual (MAN) mode lamp is lit.
See P. 8-59 for the Display position of the lamp.
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® Changing the mode with the direct key (FZ400/900 only)

Assigning the “Auto/Manual transfer” function to the FUNC key facilitates the Auto/Manual switching.
Each time FUNC key is pressed, Auto mode and Manual mode are toggled.

I~ For the “FUNC key assignment,” see 10.8 Accessing Some Functions Directly (FUNC key)
(P. 10-35).

Transfer Auto mode to Manual mode (Input 1 Auto/Manual transfer)

Monitor & SV setting mode

Monitor & SV setting mode Input 1_Auto/Manual
PV/SV monitor transfer PV/MV monitor
Display changes
'L,' I-,' FUNC ,’ E,' / "V' automatically 'D
— — ; . —> — — —
mr l'“ ]
(. I-IH (N L

Auto mode \ Manual mode
(Display for 1 second) Manual manipulated output value

Set value (SV)

Transfer Manual mode to Autol mode (Input 1 Auto/Manual transfer)

Monitor & SV setting mode Input 1_Auto/Manual Monitor & SV setting mode
PV/MV monitor transfer PV/SV monitor
™ Display changes
I | ’l_l / M (didiak:s I NN
FUNC tomaticall
C'E o R automatically .
C) mr

[N
HUI (] (AN
Manual mode Auto mode N\
(Display for 1 second) Set value (SV)

Manual manipulated
output value

LL]  Selection of key action is possible from “Press once” and “Press and hold” to enable the switching.
For details, see 10.8 Accessing Some Functions Directly (FUNC key) (P. 10-35).
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® Switching the mode with Digital Input (DI)

To switch the Auto/Manual using the Digital Input (DI), use “DI function selection” (Function block No. 23
in the Engineering mode).

L= For the Digital input (DI) assignment, see 5.2 Switching Functions Using Digital Inputs (DI)

(P. 5-16).

Transfer timing of Auto/Manual

: Within 200 ms
Contact closed = N
Contact open =2 £
Auto/Manual | Manual Auto Manual Auto Manual |
[ NOTE

After the contact is transferred, it takes “Within 200 ms” until the action of this instrument is
actually selected.

[L]  The above switching action can be inverted (The functions at contact close and contact open can be
swapped). This setting can be done at “DI logic invert.” For details, see 5.2 Switching Functions
Using Digital Inputs (DI) (P. 5-16).

® Auto/Manual transfer state

The table below shows the actual Auto/Manual modes and displays under different combinations of settings by
Key operation, Communication, and Digital input (DI).

Setting via front keys
or through

Setting via Digital

Instrument status

Manual mode

communication Input (D1)
Auto mode Auto mode
Auto mode
Manual mode
Auto mode Manual mode

Manual mode

8-58
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® Setting Manipulated output value in Manual mode
In the Manual mode, the Manipulated output value (MV) can be manually set.

Make sure the Manual mode lamp is on (the instrument is in the manual mode) before starting the operation.

[Position of the Manual mode lamp]
FZ110 FZ400 FZ900

FZ400 m

Manual (MAN1)
PV12 [ZXE (17 X KA 6E1 mode lamp

Manual (MAN2)

miode lamp
Manual (MAN2)
Manual (MAN) Manual (MAN1) miode lamp
mode lamp mode lamp

[Adjusting the output]
Monitor & SV setting mode
PV/MV monitor
0 /\ a0 M
Co R c8.0
':,EH_-,' ,'BBB . key: Increase the Manipulated output value (MV).

. key: Decrease the Manipulated output value (MV).

Manual manipulated e Press and hold the key or key makes numeric
tput val -
oulput value _ value change faster.

v

M

0

N
-

(|

g
]
C3

@} For Heat/Cool PID control:
When the Manual manipulated output is positive (+), the Heating side manual manipulated output
value is output. When the Manual manipulated output is negative (-), the Cooling side manual
manipulated output value is output.
When the Overlap is set on the instrument, the internally calculated value is output in the overlap

range.
Monitor & SV setting mode Monitor & SV setting mode
PV/MV monitor PV/MV monitor
200 ’CI m
Co . , Co l ,
oY Manual manipulated output value (+): ) Manual manipulated output value (-):
SLI.U The Heating side manual - I ‘_ The Cooling side manual

manipulated output value is output. manipulated output value is output.

[Example: FZ400]

When the Manipulated output value is selected on

FZ400/900, priority is given to the display of the FIF,I l'_—l'
Heating side manual manipulated output value. - ‘3,_, | Manual manipulated output value ()
When the Manual manipulated output value enters ~ '—"_"—n’ i P
. . The Cooling sid |
the negative range, the output is transferred to the LI | m;ipﬁf;{gg z'u;f}:?,';ffe

Cooling side manual manipulated output value.
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For Position proportioning PID control:

e When there is a Feedback resistance (FBR) input, the valve position can be set by or
key. When the Feedback resistance (FBR) input is disconnected, the input display of the
Feedback resistance (FBR) goes off.

Monitor & SV setting mode
PV/MV monitor

(N
(W]
-

LM
CoZ
(o

Valve position display (Feedback resistance input value)
(This display goes off at the time of FBR input break)

e When there is no Feedback resistance (FBR) input, the output becomes ON while the key
[Open-side output] or key [Close-side output] is pressed and the output becomes OFF when
your finger is removed from the key. MV is hidden.

Monitor & SV setting mode When the Open-side output is on, the output lamp assigned to the Open-side
PV/MV monitor output will light on.

=00 I When the Close-side output is on, the output lamp assigned to the Close-side
. output will light on.

Nothing is displayed here.

When the MV display is set to the Manipulated
output value on FZ400/900, nothing is displayed
on the MV display.

For ON/OFF action:

Either Output limiter high or Output limiter low will be output.

[Condition for output]

* The Output limiter low will be output when the Manual manipulated output value < the Output limiter low (or 0.0 %.)

* The Output limiter high will be output when the Manual manipulated output value > the Output limiter low (or 0.0 %.)

B Parameter setting

® Input 1_Auto/Manual transfer
[Operation Transfer Mode]

Parameter symbol Data range

Factory set value

| FI /M |RUra: Auto mode
I bl mFr:  Manual mode

RUro

® Input 2_Auto/Manual transfer
[Operation Transfer Mode]

Parameter symbol Data range

Factory set value

L:'. H // ‘l\/’ UM o: Auto mode

nAn:  Manual mode

RUlMo

L To display “Auto/Manual transfer,” specify “Measured input 2” at the time of order, AND “Select
function for input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop

control/Differential temperature control.
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8.10 Using Remote Setting Input

The Remote setting input uses the external signal (Input 2) as the Input 1_set value (SV).

To use the Remote setting input, the mode must be switched to the Remote mode with the Remote/Local
transfer. The Remote/Local transfer can be made by a key operation, Digital input (DI) or Communication
(optional).

[I]  To use the Remote setting input function (on FZ400/900), you need to specify the “Remote setting
input” at the time of order, or configure the “Measured input 2” (that must be also specified at the
time order) to the Remote setting input at “Select function for input 2 in Function block No. 58 in
the Engineering mode.

Concerning FZ110, “Remote settingt input” must be specified at the time of order.

[L]  The signal type of the Remote setting input can be set at “Input 2_Input type” in Function block
No. 22 in the Engineering mode.

I For the detail of the Remote/Local transfer through communication, refer to FZ110/FZ400/FZ.900
Instruction Manual [Host communication] (IMR02A07-E).

m Description of function
[Description of Remote setting input]

[ Remote setting input (RS)
Input 1 (PV1) l (PV2)

A4 A
Input 1_PV digital filter Input 2_PV digital filter
(RS digital filter)

A 4

| 1_PV rati \
| neut 1PV raflo | Input 1_Set A .
value (SV) Input 2_PV ratio
v (RS ratio)

| input1 Pvbias |

A
Input 2_PV bias

(RS bias)
Input 1_Setting limiter |
'I-_%Cgl O Remote
v (09 (REM)
Input 1_Setting change
rate limiter
PV y y SV
PID calculation v

Input 1_Output limiter

A\ 4
Input 1_Output change
rate limiter

\4
| Output assignment |

¢
- e —
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® Mode transfer
® Selection by front key operation

Transfer Local mode to Remote mode

<MoDE
Monitor & SV setting mode Operation transfer mode or
PV/SV monitor < RUN/STOP transfer @ED Remote/Local transfer
— MODE — — — —
117 / Several /1 /1
,— . (2 seconds)k N/ b times | YL -/\ R v/ L
mnr g 1 i’ V- > -
(AN i [y -
Switch to Remote
mode
Monitor & SV setting mode
PV/SV monitor
01 &eD) + {MoDE
Co.u|, <
arnnn
0. LI
X
Remote setting input value
[1]  Transfer Remote mode to Local mode

Remote/Local transfer

RALIM) Rl
]
L

14 -
L

En ol

[L}  During the Remote mode, the Remote (REM) mode lamp lights on.

[Position of the Remote mode lamp]
FZ110 FZ400 FZ900

FZ400 BKc £7800

L AP uarz] AT 1L AT2  REM |

_ V1 2
WEA 3 sv [
IB gl Remote (REM) ’\ '
e,

OUTIEY WIER 00l MI

Remote (REM) mode lamp mode lamp [AT? | ’/\’

Remote (REM) mode lamp

[} For FZ400/900, the FUNC key may be configured to switch between Remote and Local.
For details, see 10.8 Accessing Some Functions Directly (FUNC key) (P. 10-35).
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® Switching the mode with Digital Input (DI)

To switch the Remote/Local using the Digital Input (DI), use “DI function selection” (Function block No. 23

in the Engineering mode).

= For the Digital input (DI) assignment, see 5.2 Switching Functions Using Digital Inputs (DI)

(P. 5-16).

Transfer timing of Remote/Local

: Within 200 ms
Contact closed = N
Contact open =2 £ 2
Remote/Local | Local Remote Local Remote Local |
[ NOTE

After the contact is transferred, it takes “Within 200 ms” until the action of this instrument is
actually selected.

[L]  The above switching action can be inverted (The functions at contact close and contact open can be
swapped). This setting can be done at “DI logic invert.” For details, see 5.2 Switching Functions
Using Digital Inputs (DI) (P. 5-16).

® Remote/Local transfer state

The table below shows the actual Remote/Local modes and displays under different combinations of settings by
Key operation, Communication, and Digital input (DI).

Setting via front keys
or through
communication

Setting via Digital
Input (DI)

Instrument status

Remote mode

Remote mode

Remote mode

Local mode

Local mode

Remote mode

Local mode

Local mode

Priority to Local mode

IMRO3A05-E8
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B Parameter setting

® Remote/Local transfer
[Operation Transfer Mode]

Parameter symbol Data range Factory set value

o o7 When “Remote setting input” is selected at Select function for input 2 Lol

AN = Lol Local mode

rEm: Remote mode

[1] To display “Remote/Local transfer” (on FZ400/900), you need to specify the “Remote setting input”
at the time of order, or configure the “Measured input 2” (that must be also specified at the time
order) to the Remote setting input at “Select function for input 2” in Function block No. 58 in the
Engineering mode.

Concerning FZ110, “Remote settingt input” must be specified at the time of order.

® Input 2_Input type
[Engineering Mode: Function block No. 22 (Fn22)]

Parameter symbol Data range Factory set value
E ] MDD [0: TCinputK 15: Current input 0 to 20 mA DC Same as Input 1_Input type

AL 1: TC inputJ 16: Current input 4 to 20 mA DC
2: TCinputR 17: Voltage input 0 to 10 V DC When Remote setting input is
3: TC input S 18: Voltage input 0 to 5 V DC specified at the time of order,
4: TC input B 19: Voltage input 1 to 5 V DC but the m.put type 1s not
5: TC input E 20: Voltage input0to 1 V DC specified: 17
6: TC input N 21: Voltage input —10 to +10 V DC
7: TCinput T 22: Voltage input =5 to +5 V DC
8: TC input W5Re/W26Re 23: Voltage input 0 to 100 mV DC
9: TC input PL II 24: Voltage input 0 to 10 mV DC

10: TC input U

11: TC input L

12: TC input PR40-20
13: RTD input Pt100
14: RTD input JPt100

©® When Measured input 2 is selected for FZ400/900: 0 to 24 *
® When Remote setting input is selected for FZ400/900: 15 to 24
® When Remote setting input is selected for FZ110: 15t0 22

* When the “Measured input 2” is specified at the time of order, the Remote setting input type is selectable from TC and RTD by
selecting the Remote setting input at “Select function for input 2.” When the Remote setting input is set to TC or RTD, set “1:
Downscale” at the “Input 2_Burnout direction” in Function block No. 22 in the Engineering mode for safety reason.

L 1o display Input 2 Input type, “Measured input 2” or “Remote setting input” must be specified
on FZ400/900 at the time of order. For FZ110, Remote setting input must be specified at the time
of order.

[l  Input 2 Input type is not displayed if “No function” is selected at Select function for input 2 in
Function block No. 58 in the Engineering mode.

I See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized or changed when the input type is
changed.
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® Select function for input 2
[Engineering mode: Function block No. 58 (Fn58)]

* This parameter cannot be specified if the instrument is a Heat/Cool PID
or a Position proportioning PID type.

e When Measured input 2 is selected for FZ400/900 at the time of order:
0to6

¢ When the Remote setting input is selected for FZ400/900 or when the
Remote setting input is selected for FZ110: 0 to 1

*FZ110: 1

Parameter symbol Data range Factory set value
311/ |0: No function -FZ400/900:
L 1: Remote setting input When the Remote setting input is
2: 2-loop control/Differential temperature control specified: 1
3: Control with PV select When the Measured input 2 is
4: Cascade control (Slave single <> Cascade) * specified: 2
5: Cascade control (Master single <> Cascade) *
6: Input circuit error alarm

IMRO3A05-E8

To display “Select function for input 2,” “Remote setting input” or “Measured input 2” must be

specified at the time of order.

See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized or changed when the Select function

for input 2 is changed.
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B Setting procedure

To enter the Engineering mode

m =t mm s mm s s Em s mm s Em s mm s mm s Em s Em s Em s Em s mm s s Em s mm & s Em f mm s s mm s mm s Em s mm k= s Em s mm s mm s Em s mm o

- Monitor & SV setting mode

Setting lock mode

PV/SV monitor Set data unlock/lock transfer
SET, —
01 4CD * ! I~/
L.L.’.’_ (4 seconds )k '._’.:“_'\
mr
LI (< (i
Lock state

v

,’ { G + {MoDE

Operation transfer mode

Engineering mode

Function block No. 10

[Display]

RUN/STOP transfer
<MoDE =, — | G+ <mopE
/ /
(2 seconds) 4 "T' / _'_—_ R ,L\' / b (2 seconds)
~Un 57 oP
RUN STOP
Function block No. 58 Select function
[2-input function] for input 2
— nm Several L L [ Iy
Fr il | e |FASd | €D crv| &
dJ5P " 2Py nrnm |
[
Set “Select function

8-66

Setting End )«

for input 2”

d

o Next parameter is displayed.
® Press 653 and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.

(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.

L

* Press the 553 key until
Parameter setting mode

is displayed.

Keep pressing without
releasing your finger from

the key to enter the
Setting lock mode.
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8.11 Executing 2-Loop Control [FZ400/900]

When two inputs are supplied on the FZ400/900, independent dual loop control can be performed on Input 1

and Input

m Description of function

2.

The 2-loop control enables two single loop control on a single instrument.

Input 1 and Input 2 are independent from each other and setting must be done separately on each channel.

[Description of 2-loop control]

Input 1 (PV1)

A4

Y Input 1_Set
Input 1_PV digital filter value (SV)

\4

Input 2 (PV2)

v

Input

2_PV digital filter

v

Input 2_Set
value (SV)

\4

\_

PID calculation

y

Input 1_Output limiter

A4

Input 1_Output change
rate limiter

| nput1_Pvratio | [ input1_Setting limiter | | input2_Pvratio | [ input2_Setting limiter |
v \4 \4 \4
| Input 1_PV bias | Input 1_Setting change | Input 2_PV bias | Input 2_Setting change
rate limiter rate limiter
PV \Vi PV S\Vi
v \4 A\ 4 v

PID calculation

Input 2_Output limiter

A4

Input 2_Output change
rate limiter

Output assignment

'

Output 1 (OUT1)

'

Output 2 (OUT2)

'

Output 3 (OUT3)

L& The 2-loop control and the Differential temperature control are switchable. For the detail of the
Differential temperature control, see 8.12 Executing Differential Temperature Control
[FZ400/900] (P. 8-70).

IMRO3A05-E8

8-67



8. CONTROL FUNCTION

B Mode transfer
® Selection by front key operation

Transfer Differential temperature control to 2-loop control

MODE
Monitor & SV setting mode Operation transfer mode or
PV/SV monitor RUN/STOP transfer Remote/Local transfer
<MoDE €D
ann 0 /C Several P /10 P /1
'm | (2 seconds)k NS times YL -\/ R vl
rr g 11 | g )
Ul rLin d FF cLooP
Measured value (PV) of Switch to 2-loop
_differential temperature control
input
Set value (SV) of
differential temperature Monitor & SV setting mode
input PV/SV monitor
0 M <D +{MoDE
CLLL (¢
nr
(AN

® Switching the mode with Digital Input (DI)

To switch the Remote/Local (2-loop control/ Differential temperature control) using the Digital Input (DI),
use “DI function selection” (Function block No. 23 in the Engineering mode).

25 For the Digital input (DI) assignment, see 5.2 Switching Functions Using Digital Inputs (DI)
(P. 5-16).

Transfer timing of Remote/Local(2-loop control/ Differential temperature control)

: Within 200 ms
Contact closed = N
4 y
Contact open =2
2-loop control/Differential Differential temperature Differential temperature
2-loop control 2-loop control 2-loop control
temperature control control control

£ NOTE
After the contact is transferred, it takes “Within 200 ms” until the action of this instrument is

actually selected.

L] The above switching action can be inverted (The functions at contact close and contact open can be
swapped). This setting can be done at “DI logic invert.” For details, see 5.2 Switching Functions
Using Digital Inputs (DI) (P. 5-16).

® Remote/Local transfer (2-loop control/ Differential temperature control) state

The table below shows the actual 2-loop control/ Differential temperature control status and displays under
different combinations of settings by Key operation, Communication, and Digital input (DI).

Setting via front keys or

through communication Setting via Digital Input (DI) Instrument status

Differential temperature |Differential temperature control|Differential temperature control

control 2-loop control
Differential temperature control 2-loop control Priority to 2-loop control

2-loop control

2-loop control
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B Parameter setting

® Remote/Local transfer (2-loop control/ Differential temperature control)
[Operation Transfer Mode]

Parameter symbol Data range Factory set value

P /1 When “2-loop control/Differential temperature control” is selected at cLooP
V7 L |Select function for input 2

2L ooP: 2-loop control

d! FF. Differential temperature control

[1] To display “Remote/Local transfer” (2-loop control/Differential temperature control), specify
“Measured input 2” at the time of order, AND “Select function for input 2” (Function block No. 58
in Engineering mode) must be set to 2-loop control/Differential temperature control.

® Select function for input 2
[Engineering mode: Function block No. 58 (Fn58)]

Parameter symbol Data range Factory set value

':I P )/ |0: No function -FZ400/900:

- v 1: Remote setting input When the Remote setting input is
2: 2-loop control/Differential temperature control specified: 1
3: Control with PV select When the Measured input 2 is
4: Cascade control (Slave single <> Cascade) * specified: 2
5: Cascade control (Master single <> Cascade) *
6: Input circuit error alarm

*FZ110: 1
* This parameter cannot be specified if the instrument is a Heat/Cool PID

or a Position proportioning PID type.

e When Measured input 2 is selected for FZ400/900 at the time of order:
Oto6

e When the Remote setting input is selected for FZ400/900 or when the
Remote setting input is selected for FZ110: 0 to 1

[  To display “Select function for input 2,” “Remote setting input” or “Measured input 2” must be
specified at the time of order.

I See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized or changed when the Select function
for input 2 is changed.

& For the detail of Select function for input 2, see P. 8-66.
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8.12 Executing Differential Temperature Control [FZ400/900]

Input 1 is controlled by setting a temperature difference between Input 1 and Input 2.

m Description of function

Differential temperature control is conducted, while Input 1 is used as Control temperature and Input 2 is
used as Reference temperature.

Temperature difference is set on Input 1 against Input 2, and the Input 1 is controlled so that the set
temperature difference could be obtained. As the input 2 can also be controlled, the differential temperature
control is possible while keeping the reference temperature constant.

This function is available only on FZ400/900.

[L]  In case of Differential temperature control, the Input 1_Set value (SV) is not used for control.
The Input 1 _Monitor Set value (SV)* of is used in actual control.
* Input 1 _Monitor Set value (SV) = Controlled temperature
= Input 2_Measured value (PV) [Reference temperature] + Set value of Differential temperature input

[Example] Control is done with the Reference temperature (PV of Input 2) at 100 °C, and the Input 1 is
controlled by the Differential temperature.

FZ400

7 @ @
. Input 1 Input 2
Example of Controlled temperature _@
when the set value of Differential - -
temperature input is set as follows.
Set value of
Differential Controlled
- temperature
temperature input A N
—50°C 50°C Controlled temperature * Controlled at a
0°C 100 °C = Reference temperature + reference temperature
100 °C 200 °C Set value of Differential (100 °C)

temperature input

[L]  The sensor type used on Input 1 and Input 2 can be different respectively.

[Setting items]

e Remote/Local transfer (2-loop control/ Differential temperature control) [Operation trandfer mode]
Transfer to Differential temperature control

e Input 2_Set value (SV) [Parameter setting mode: Parameter group No. 00]:
Setting Reference temperature

o Set value of Differential temperature input [Parameter setting mode: Parameter group No. 00]:
Setting Differential temperature

e Select function for input 2 [Engineering mode: Function block No. 58]:
Select 2-loop control/Differential temperature control

e Other items required for controlling Input 1 and Input 2 (e.g. setting PID values)

K" The 2-loop control and the Differential temperature control are switchable. For the detail of the
2-loop control, see 8.11 Executing 2-Loop Control [FZ400/900] (P. 8-67).
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Differential temperature control can be conducted even if the instrument has only one input.
Wiring as follows may be an example of Differential temperature control. In this case, Reference
temperature cannot be controlled. Prepare a sample (another controller) if the Reference temperature
also needs to be controlled.
In case of the Differential temperature control with this wiring, such a setting as Remote/Local transfer

(2-loop control/Differential temperature control) is not required. Control is conducted by a single loop.

[Wiring examle]

Controlled temperature <Thermocouple A

Reference temperature <Thermocoup|e B

Compensation wire

FZ110

Input

o

Compensation wire +

Prerequisites for control

\

Place the connecting point (cold junction) near to
the terminals of FZ110.

¢ Both thermocouples must be of the same type.

o Setting of Temperature compensation calculation should be “0: No Temperature compensation calculation”
In the above example, the setting of “Input 1 Temperature compensation calculation” (Function block
No. 21 in the Engineering mode) should be “0: No Temperature compensation calculation”

B Mode transfer
® Selection by front key operation

Transfer 2-loop control to Differential temperature control

Monitor & SV setting mode
PV/SV monitor

Operation transfer mode
RUN/STOP transfer

<MoDE

or

5

Several
times

Remote/Local transfer

R/L

A

»

—= — <vopE p—
‘:'E,'. L,' (2 seconds)k ,l—\',/ b
a0 rUn

(AN

Measured value (PV) of differential temperature input

Set value (SV) of differential temperature input ——

cLooP

Switch to Differential
temperature control

R/L

di FF

Monitor & SV setting mode
PV/SV monitor

—C.0
—— 00

Y ¢ V¥ | @

@D +{MoDE

During the Differential temperature control, the Remote (REM) mode lamp lights on.
[Position of the Remote mode lamp]

FZ400

FZ400

.

Fv12 [T CYE A =1

Remote (REM) mode lamp

IMRO3A05-E8

Remote (REM)
mode lamp

FZ900
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[L]  For FZ400/900, the FUNC key may be configured to switch between 2-loop control and

Differential temperature control. For details, see 10.8 Accessing Some Functions Directly (FUNC
key) (P. 10-35).

" Mode transfer by other than the front key should be referred to 8.11 Executing 2-Loop Control
[FZ400/900] (P. 8-67).

B Parameter setting

® Remote/Local transfer (2-loop control/ Differential temperature control)
[Operation Transfer Mode]

Parameter symbol Data range Factory set value

Fl /| When “2-loop control/Differential temperature control” is selected at cLooP
V7 L [Select function for input 2

2L ooP: 2-loop control

d! FF: Differential temperature control

[1] To display “Remote/Local transfer” (2-loop control/Differential temperature control), specify
“Measured input 2” at the time of order, AND “Select function for input 2” (Function block No. 58
in Engineering mode) must be set to 2-loop control/Differential temperature control.

® Input 2_Set value (SV)
[Parameter Setting Mode: Parameter group No. 00 (P~00)]

Parameter symbol Data range Factory set value
7 )/ |[Input2_Setting limiter low to Input 2_Setting limiter high 0
C. v [Varies with the setting of the Decimal point position.]

[}  To display “Input 2_Set value (SV),” specify “Measured input 2" at the time of order, AND “Select
function for input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop
control/Differential temperature control, or Cascade control.

® Set value (SV) of differential temperature input
[Parameter Setting Mode: Parameter group No. 00 (P~00)]

Parameter symbol Data range Factory set value
DI S 1/ —(Input 1_Input span) to +(Input 1_Input span) 0
v [Varies with the setting of the Decimal point position. ]

[[I] To display “Set value (SV) of differential temperature input,” specify “Measured input 2” at the
time of order, AND “Select function for input 2” (Function block No. 58 in Engineering mode)

must be set to 2-loop control/Differential temperature control, and Remote/Local transfer must be
select Differential temperature control.
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® Select function for input 2
[Engineering mode: Function block No. 58 (Fn58)]

* This parameter cannot be specified if the instrument is a Heat/Cool PID
or a Position proportioning PID type.

e When Measured input 2 is selected for FZ400/900 at the time of order:
0to6

¢ When the Remote setting input is selected for FZ400/900 or when the
Remote setting input is selected for FZ110: 0 to 1

*FZ110: 1

Parameter symbol Data range Factory set value
311/ |0: No function -FZ400/900:
L 1: Remote setting input When the Remote setting input is
2: 2-loop control/Differential temperature control specified: 1
3: Control with PV select When the Measured input 2 is
4: Cascade control (Slave single <> Cascade) * specified: 2
5: Cascade control (Master single <> Cascade) *
6: Input circuit error alarm

IMRO3A05-E8

To display “Select function for input 2,” “Remote setting input” or “Measured input 2” must be

specified at the time of order.

See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized or changed when the Select function

for input 2 is changed.
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m Setting procedure

To enter the Engineering mode

ek s b o s e s e s Em s e h e s e ke A kM s e kM e s M kM s e ke s Em ke e s b e e s e,

Setting lock mode
Set data unlock/lock

transfer
@

Monitor & SV setting mode
PV/SV monitor

c0.0|esen | Lol i Lol 1{|€D+<one
— . — el e » -——l= * Press the 553 key until
"_,'B 4 o ,—”'-,'— Parameter setting mode
il — — is displayed.
Lock state Unlock state Keep pressing without
releasing your finger from

the key to enter the

Operation transfer mode

Setting lock mode.

RUN/STOP transfer
<moDE T — =, — | G +<mopE
/ /
(2 seconds) I-\' / '-, [L\' / L’ (2 seconds)
= T crf
rUn 57 oP
RUN STOP

T T e

Engineering mode

Function block No. 10 Function block No. 58 Select function

[Display] [2-input function] for input 2
— 1 Several | I_ _ I 0/
l,- ] H,_I imes ’L ,—,55 G ,:'P,', 6@‘ Noxt | €D +<MoDE
™ 4 4 - ”| screen
d5P cPH oooos
Set “Select function
for input 2”

l <MopE

Monitor & SV setting mode Operation transfer mode or
PV/SV monitor < RUN/STOP transfer @@ Remote/Local transfer
— MODE
001 ) /| Several /1 /1
C I_El I_J | (2 seconds) ] Ctimes v/ L AN R v/ L | €D+ <mooe
Cr r ) g !
5MaP 57 aP cLooP d FF
Switch to Differential
temperature control
l Parameter setting mode
Monitor & SV setting mode Parameter group No. 00 Set value of Differential
PV/SV monitor [Setting] Input 2_Set value (SV) temperature input
J— 653 SET,
00 o_ - |2 M) 17| €
L J. )| @seconds) | I 1 fI_fi_f Twice . (4 =, (4
- cCo nonnr nrr
5' CHD _lb LI | | R [
Set Reference Set Differential
temperature temperature

Setting End )«

J

o Next parameter is displayed.

® Press 653 and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.

8-74 IMRO3A05-E8



8. CONTROL FUNCTION

8.13 Executing Control with PV select [FZ400/900]

The Control with PV select is a function to control by switching between two inputs for high and low
temperature ranges when two different sensors are used in the single controlled object.

m Description of function

In the Control with PV select, two inputs are used by switching between them: Input 1 (for low temperature
range as PV1) and Input 2 (for high temperature range as PV2). Parameters on the Input 1 are used for
control computation. Output is also provided on the Input 1 side as Manipulated output 1 (MV1).

[Pictorial explanation of Input switchover]
Temperature

)

High temperature PV2

Input switchover point - ---- \J/_ --4

Low temperature PV1

V

PV

Input is automatically switched
here from PV1 to PV2.

Time

There are two ways to switch between Input 1 (PV1) and Input 2 (PV2): Switch using the set value and
switch by using signal (key operation, digital input, and communication).

[Description of Control with PV select]

/ Input 1 (PV1) Input 2 (PV2)
v v
| Input 1_PV digital filter | | Input 2_PV digital filter |
Input 1_Set
value (SV) h 4 v
| Input 1_PV ratio | | Input 2_PV ratio |
\4 v \4
| Input 1_Setting limiter | |  nput1 Pvbias | | input2 Pvbias |
v ' |
Input 1_Setting change -
rate limiter Control with PV select
sV v l PV
PID calculation
A
Input 1_Output limiter |
A\ 4
4 [ Manipulated output 1 (MV1) ]
Input 1_Output change
rate limiter
\ 4
| Output assignment |
\ Output /

IMRO3A05-E8

8-75



8. CONTROL FUNCTION

® Switching by Set value

The set value (PV select transfer level) is set and used as a trigger for switching between Input 1 (PV1) and
Input 2 (PV2). When this set value is exceeded, the present input is transferred to the other.
When the PV select transfer time is set, the transfer action takes place in the set period correcting the input.

[Direction of input switchover]
At temperature rise: PV1 to PV2
At temperature fall: PV2 to PV1

————= :Input 1 (PV1)
——————— : Input 2 (PV2)
: PV select Measured value (PV)

e When PV1 < PV2
When the PV select transfer time is set
<At temperature rise>

<At temperature fall>

Temperature Temperature
7 .
PV of PV select ~/~ \
4 7 N
7f v PV N PV of PV select
7] PV
s S
PV select PV2/ < 7 PV select \.\
transfer = 3 transfer ~
level - - | level i\ - \PV2
-~ ) Transfer takes Transfer takes N >~ -
| place as PV1 place as PV2 ~
| reached the PV reached the PV i
| select transfer select transfer |
3 level. level. 3
‘ Time ‘ Time
—— ——
PV select PV select
transfer time transfer time
When the PV select transfer time is not set (Set value: 0.0)
<At temperature rise> <At temperature fall>
Temperature Temperature
As the PV select
transfer time is N As the PV select
not set, the N transfer time is
switchover is N not set, the.
stepwise. . switchover is
PV1\~ stepwise.
PV select PV select \.\
transfer — transfer <
level - level N ~<_Pv2
- PV of PV select J ~o
PV of PV select ~
Time Time
A A
Switchover timing Switchover timing
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e When PV1 > PV2

When the PV select transfer time is set

<At temperature rise>

Temperature PV1 has reached the

PV select transfer
level, but PV2 has
not yet reached.

Switchover is not PV of PV select
done.
PV select /
transfer
level / //
s
g . Transfer takes
- | place as PV1
_~ PV2 ! reached the PV
P i select transfer
¢ i \evel.
i Time
——
PV select

transfer time

<At temperature fall>

Temperature

PV of PV select

Transfer takes
place as PV2

When the PV select transfer time is not set (Set value: 0.0)

<At temperature rise>

Temperature
PV of PV select
PV select
transfer
level / //
7
7
re
7~
-~ PV2
~
L ~

As the PV select
transfer time is
not set, the
switchover is
stepwise.

Time

Switchover timing

IMRO3A05-E8

reached the PV
select transfer
level.
PV select
transfer 4
level .
A |
PV1 has reached /\
the PV select > \1\
transfer level, but F~o
PV2 has not yet ! >
reached. i PVZ~J
Switchover is not i .
done. : Time
——
PV select
transfer time
<At temperature fall>
Temperature
As the PV select
transfer time is
not set, the
switchover is
stepwise.
PV select
transfer
level
PV of PV select AN
~ ~
~
PV2 ~_
Time
Switchover timing
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® Switchover by signal (key operation, digital input, and communication)

The switchover between Input 1 (PV1) and Input 2 (PV2) is done by using key operation, digital input or

communication.
When the PV select transfer time is set, the transfer action takes place in the set period correcting the input.

[L]  In the case of switchover by the signal (key operation, digital input, or communication), there are
no restrictions on the switchover direction of the inputs whether the temperature is on the rise or on

the decline.

L&  For the detail of the input switchover through communication, refer to FZ110/FZ400/FZ900
Instruction Manual [Host communication] (IMR02A07-EL]).

Legend
e Switching the input with Digital Input (DI) — “Input 1 (PV1)
When the PV select transfer timeisset | E\F/Jl:e?e(ci’\ﬁe)asure d value (PV)

Temperature PV of PV select

t. PV select transfer time

Time

Input 1 Input 2 Input 1 Input 2 Input 1
(PV1) (PV2) (PV1) (PV2) (PV1)

Contact closed = N

Contact open =2

When the PV select transfer time is not set (Set value: 0.0)

Temperature PV of PV select

Time

Input 1 Input 2 Input 1 Input 2 Input 1
(PV1) (PV2) (PV1) (PV2) (PV1)

Contact closed = N

Contact open =2
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e Selection by front key operation
Transfer Input 1 to Input 2

<MoDE
Monitor & SV setting mode Operation transfer mode or
PV/SV monitor RUN/STOP transfer @ea Remote/Local transfer
a0 1] Koo M) /| sewn /) /1

C . [ @oeconds) RS e R, L R R, L
] " 11 " ] | " )
(A i I I_lP I I I_lP Lj

/ Switch to Input 2

PV select Measured value (PV)
[controlling with Input 1]

Monitor & SV setting mode

PV/SV monitor
PV select Measured value (PV) > I~ —7 @ED + <MODE
[controlling with Input 2] ” [N <
mnr
L

[L]  Transfer Input 2 to Input 1
Remote/Local transfer

RA M) R/

1 4

! APc ! AP

[}  During the switchover by the set value (PV select transfer level), Remote/Local transfer (PV
switchover) is not possible, but the transfer status can be checked on the Remote/Local transfer (PV
switchover) screen to see if the control is done by Input 1 or Input 2.

Remote/Local transfer Remote/Local transfer

S P /1 o R /1
Controlling with Input 1 /7 Controlling with Input 2 /7

AP ! P2

[L]  The Remote (REM) mode lamp lights on when the “Input 2 is used” as the Measured value (PV) of
the PV select and “when Input 1 is switched to Input 2.” When “Input 1 is used” and “when Input 2
is switched to Input 1,” the Remote (REM) mode lamp goes off.

[Position of the Remote mode lamp]
FZ400 FZ900

F2400 BEc

FZ900

LA WA 1[NANz] ATTLAT2 | REM |

F‘Vl 2
Remote (REM) ,\ '

Ml

Remote (REM) mode lamp mode lamp ATZ ,/\,

[L]  For FZ400/900, the FUNC key may be configured to switch between Input 1 and Input 2.
For details, see 10.8 Accessing Some Functions Directly (FUNC key) (P. 10-35).
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8. CONTROL FUNCTION

Input range and input span of the PV select

The “PV select input span ,” the “PV select input range high” and the “PV select iput range low”
mean “Input span,” “Input range high” and “Input range low” at the time of Control with PV select
respectively.

The setting range is as follows.
¢ PV select input range high: Input range high of Input 1 and Input 2, whichever is larger

¢ PV select input range low: Input range low of Input 1 and Input 2, whichever is smaller
¢ PV select input span: PV select input range low up to PV select input range high

[Example] When there is a relation as follows between the Input range of Input 1 and Input 2.
PV select

. PVselect input range high
input range low
[ PV select input span N
|‘
1
|
Input 1_ Input 1_
Input range low Input range high

Input 1_Input range

Input 2_
Input range low

Input 2_
Input range high
Input 2_Input range

|l<

| -

0°C

Setting range of

PV select transfer level
(Same as Input 1_Input range)

A

i )
i i

—

Effective range of
PV select transfer level

In the above example, the effective range of the PV select transfer level is 0 to 100 °C.
This means that the action when the PV select transfer level is set somewhere
between —200 °C and 0 °C is equal to the action of the 0 °C setting.

When the input is transferred after the start of the Startup tuning (ST), the ST will be aborted. In
the case of Autotuning (AT), if the input is transferred after the output has been transferred, the AT
will be aborted.

When either one of Input 1 (PV1) or Input 2 (PV2) is disconnected, the PV select transfer time will
be invalid.

See below for events and retransmission outputs in the case of Control with PV select.
¢ 6.3 Using Retransmission Output (P. 6-14)
¢ 7.1.1 Changing input for event (P. 7-3)
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B Parameter setting

® Remote/Local transfer (Control with PV select)
[Operation Transfer Mode]

Parameter symbol Data range Factory set value
P /| When “Control with PV select” is selected at Select function for input 2 ! P
VoL ay
i - i Input 1
! APZ: Input 2

[1] To display “Remote/Local transfer” (Control with PV select), specify “Measured input 2” at the
time of order, AND “Select function for input 2” (Function block No. 58 in Engineering mode)
must be set to Control with PV select.

[L]  When “Switching by level” is selected at “Selection of PV select trigger,” the parameter becomes
display only.

® PV select transfer level
[Setup Setting Mode: Setting group No. 58 (5058)]

Parameter symbol Data range Factory set value
E P 171 1/ Input 1_Input range low to Input 1_Input range high Input 1_Input range high
v.Lv [Varies with the setting of the Decimal point position.]

[1] To display “PV select transfer level,” specify “Measured input 2” at the time of order, AND “Select
function for input 2” (Function block No. 58 in Engineering mode) must be set to Control with PV

select.

® PV select transfer time
[Setup Setting Mode: Setting group No. 58 (5n58)]

Parameter symbol Data range Factory set value

C_’ Pl/ I~ M 0.0 to 100.0 seconds 0.0
v ol

[I] To display “PV select transfer time,” specify “Measured input 2” at the time of order, AND “Select
function for input 2” (Function block No. 58 in Engineering mode) must be set to Control with PV
select.
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8. CONTROL FUNCTION

® Select function for input 2
[Engineering mode: Function block No. 58 (Fn58)]

Parameter symbol

Data range

Factory set value

oV

No function

Remote setting input

2-loop control/Differential temperature control
Control with PV select

Cascade control (Slave single <> Cascade) *
Cascade control (Master single <> Cascade) *
Input circuit error alarm

SAIRANE S 4

* This parameter cannot be specified if the instrument is a Heat/Cool PID
or a Position proportioning PID type.

e When Measured input 2 is selected for FZ400/900 at the time of order:
0to6

¢ When the Remote setting input is selected for FZ400/900 or when the
Remote setting input is selected for FZ110: 0 to 1

+FZ400/900:

When the Remote setting input is
specified: 1

When the Measured input 2 is
specified: 2

*FZ110: 1

[1]  To display “Select function for input 2,” “Remote setting input” or “Measured input 2” must be
specified at the time of order.

& See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized or changed when the Select function
for input 2 is changed.

® Selection of PV select trigger
[Engineering mode: Function block No. 58 (Fn58)]

Parameter symbol

Data range

Factory set value

cPvil

0: Switching by level
1: Switching by signal (Key, DI and Communication)

0

[1] To display “Selection of PV select trigger,” specify “Measured input 2" at the time of order, AND
“Select function for input 2 (Function block No. 58 in Engineering mode) must be set to Control
with PV select.
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8. CONTROL FUNCTION

m Setting procedure

To enter the Engineering mode

ok e s e e s mm b e s b s ek e s e 4 e A s e ke s b M e s e s e e s b e s ek e s ek e

. i
] Monitor & SV setting mode Setting lock mode |
! PV/SV monitor Set data unlock/lock transfer .
1
! S5) = -
! ,JF} ,’—,' (4 seconds*) L L—,L l, 4 " '-”' "\/ @ED +<MODE :
i e » > e i I+ press the (B€T) key until
i B,’__’ < 'nlnl DF,’— ! Parameter setting mode
: 1 is displayed.
! Lock state Unlock state ;  Keep pressing without
! v releasing your finger from
1 ) . the key to enter the
i Operation transfer mode I Setting lock mode.
| RUN/STOP transfer 1
1 < 1
] MODE 2y ) GE) +<MODE |
/ 1
: (2 seconds) ,L\ / E’ R ,C\ / 5 (2 seconds) 1
i 1 g r i
5 rUn 5P :
!\ RUN STOP )
Engineering mode
Function block No. 10 Function block No. 58 Select function Selection of PV select
[Display] [2-input function] for input 2 trigger
—_ i Several l:_l:: 01/ -PI/ — -
Fooad e | FAo0 (€] v €D 0 LD, [ Nex
dJ5P " 2Pd | mrrm - " mnrrr "| screen
cro [ ] [N N
Set “Select function Set Selection of PV
for input 2” select trigger
<D + {moDE
i Setup setting mode
Monitor & SV setting mode Setting group No. 10 Setting group No. 58
PV/SV monitor [Display] [2-input function] PV select transfer level

CO.U|® e 5 (U | 5| 5m50 | @ \PRVLY|

5! CHD D“:ND EIDH UBUU
Set PV select transfer
level

PV select transfer time
SET,
Setting End ) ¢ €D E'PV ] ll .

o Next parameter is displayed.

3
3
3-
2

) Set PV select transfer
e Press sea and <MODE keys simultaneously to return to the time

Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the
Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.
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8.14 Executing Cascade Control [FZ400/900]

During the Cascade control, the temperature of the controlled object is monitored by the Master, and
depending on the deviation between the target value (set value) and the actual temperature, the set value of
the Slave is adjusted. The controlled object is controlled by the Slave to bring the temperature of the

controlled object to the target value.

On the FZ400/900, Input 1 can be assigned to the Master and Input 2 to the Slave respectively to conduct
Cascade control on a single instrument. The use of Autotuning (AT) exclusively designed for the Cascade

control allows the PID values of both the Master and the Slave to be calculated.

m Description of function

The Cascade control has two types; One is to switch between “Cascade control” and “Master single control”

and the other is to switch between “Cascade control” and “Slave single control.”
The internal processing of the control is described below.

[Description of Cascade control]

Input 1 (PV1) Input 2 (PV2)
[Master] [Slave]
v Input 1_Set v
value (SV)
Input 1_PV digital filter Input 2_PV digital filter
v
v | Input 1_Setting limiter | v
| Input 1_PV ratio | | Input 2_PV ratio |
v
y Input 1_Setting change v
| input1 Pvbias | rate limiter | input2 Pvbias |
PV
A\ 4 A 4 sV
PID calculation '
[Master]
v SV v PV
ga.scaqe— PID calculation 2
igital filter [Slave]
ave
A\ 4
Cascade v
Scaling Input 1_Output limiter
v
Input 1_Output change
rate limiter
A\ 4
[ Manipulated output 1 (MV1) ]
\ 4
| Output assignment |
' Use the Master side PID values of Cascade control l
2 Use the Slave side PID values of Cascade control
k Output /

| |

8-84
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8. CONTROL FUNCTION

[Description of Master single control]

Input 1 (PV1)

Input 2 (PV2)

[Master]

A4

Input 1_Set
value (SV)

Input 1_PV digital filter

\4

A\ 4
| Input 1_PV ratio |

| Input 1_Setting limiter

A\ 4
A 4 Input 1_Setting change
| Input 1_PV bias | rate limiter

PV
A4 A\ 4 sV

PID calculation *
[Master]

A
Input 1_Output limiter

A\ 4
Input 1_Output change
rate limiter

[Slave]

* Use the PID values in the Master single control (PID values of Input 1)

\

A4
[ Manipulated output 1 (MV1) ]

\ 4
| Output assignment |

!

J

Output

| |

[1]  To switch between “Cascade control” and “Master single control,” you need to set the Cascade
control (Master single <> Cascade) at “Select function for input 2” in Function block No. 58 in the

Engineering mode.

IMRO3A05-E8
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[Description of Slave single control]

Input 1 (PV1) Input 2 (PV2)
[Master] [Slave]
Input 2_Set v
value (SV)
Input 2_PV digital filter
v
o A4
Input 2_Setting limiter
| Input 2_PV ratio |
v
Input 2_Setting change v
rate limiter | iput2 Pvbias |
SV v PV
PID calculation *
[Slave]
v
Input 1_Output limiter
A4
Input 1_Output change
rate limiter
A\ 4
[ Manipulated output 1 (MV1) ]
\ 4
| Output assignment |
* Use the PID values in the Slave single control (PID values of Input 2) l
k Output /

| |

[1] To switch between “Cascade control” and “Slave single control,” you need to set the Cascade
control (Slave single <> Cascade) at “Select function for input 2” in Function block No. 58 in the

Engineering mode.
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® Autotuning (AT) at Cascade control

During the Cascade control, four types of PID values can be calculated with the use of the Autotuning (AT)
exclusively developed for the Cascade control.

e Types of PID values

Types of PID values Calculated values

Cascade Proportional band (master-side), Cascade Integral time (master-side),

Master side PID values of Cascade control Cascade_Derivative time (master-side)

Cascade Proportional band (slave-side), Cascade Integral time (slave-side),

Slave side PID values of Cascade control Cascade_Derivative time (slave-side)

PID values in Master single cantrol

(PID values of Input 1) Input 1_Proportional band, Input 1 _Integral time, Input 1 _Derivative time

PID values in Slave single cantrol

(PID values of Input 2) Input 2_Proportional band, Input 2_Integral time, Input 2_Derivative time

e Cascade AT mode

There are two types of Autotuning (AT) for the Cascade control; Easy adjustment and Load factor adjustment.
Easy adjustment: Autotuning (AT) is executed once. Control reference level* is not calculated.
Load factor adjustment: Autotuning (AT) is executed twice. Control reference level* is calculated.

* Control reference level is the data used for PID value calculation for Cascad control.
In the case of TC input/RTD input, there is no need of calculating the Control reference level and the Autotuning
(AT) in the Easy adjustment can be used.
In the case of Voltage/Current inputs, the Control reference level must be calculated and the Autotuning (AT) in the
Load factor adjustment must be used.

¢ PID values calculated by AT in different control modes

Cascade AT mode Types of PID values Control reference level
Control Master-side PID| Slave-side PID |PID values in|PID values in
Master-side| Salve-side values of values of Master single| Slave single |Master-side| Salve-side
Cascade control|Cascade control cantrol cantrol
Easy Easy
adjustment | adjustment X X X X — —
(AT once) | (AT once)
Easy Load factor
adjustment | adjustment X X X X — X
Cascade (AT once) | (AT twice)
control Load factor Easy
adjustment | adjustment X X X X X —
(AT twice) | (AT once)
Load factor | Load factor
adjustment | adjustment X X X X X X
(AT twice) | (AT twice)
Easy
adjustment Note X — X — — _
Master single | (AT once)
control Load factor
adjustment Note X — X — X —
(AT twice)
Easy
Note adjustment — X — X — —
Salve single (AT once)
control Load factor
Note adjustment — X — X — X
(AT twice)

Note: Setting is ignored.

(AN
(N

IMRO3A05-E8

X . Calculated

Not calculated

When executing the Autotuning (AT) of the Cascade control, always use “Input 1_Autotuning
(AT)” in the Operation transfer mode.

When executing the Autotuning (AT) for the Cascade control, make sure that the set values (SV) of
the Master and the Slave are properly set.
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B Switching between Cascade and Single
® Selection by front key operation

Single control (Master single or Slave single) — Cascade control

<MoDE
Monitor & SV setting mode Operation transfer mode or
PV/SV monitor RUN/STOP transfer @ED Remote/Local transfer
<MoDE
/ Several
cOl|es| [/ %) Rl R/
rr g [y g r i’ r
[ i SI'HJL L H S
Switch to Cascade
control
Monitor & SV setting mode
PV/SV monitor
Master side Measured value (PV) ——p ,:',L—,' L-" 653 +<MODE
i — nrl
Master side Set value (SV) —> L

[l  Cascade control — Single control (Master single or Slave single)
Remote/Local transfer

AL AL

>

LAS | Gall

[}  During the Cascade control mode, the Remote (REM) mode lamp lights on.

[Position of the Remote mode lamp]
FZ400 FZ900

FZ400 Bﬁg

LB VAN 1 [UANZL ATTLAT2 | REM |

Remote (REM)
Remote (REM) mode lamp mode lamp

L]  For FZ400/900, the FUNC key may be configured to switch between Cascade control and Single
control. For details, see 10.8 Accessing Some Functions Directly (FUNC key) (P. 10-35).
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® Switching the mode with Digital Input (DI)

To switch the Remote/Local (Cascade control) using the Digital Input (DI), use “DI function selection”
(Function block No. 23 in the Engineering mode).

& For the Digital input (DI) assignment, see 5.2 Switching Functions Using Digital Inputs (DI)
(P. 5-16).

Transfer timing of Remote/Local (Cascade control/Single control)

: Within 200 ms
Contact closed = N
Contact open =2 . 2
Cascade control/ |Master/Slave Master/Slave Master/Slave
. . Cascade . Cascade .
Single control Single Single Single

[ NOTE
After the contact is transferred, it takes “Within 200 ms” until the action of this instrument is

actually selected.

[L]  The above switching action can be inverted (The functions at contact close and contact open can be
swapped). This setting can be done at “DI logic invert.” For details, see 5.2 Switching Functions
Using Digital Inputs (DI) (P. 5-16).

® Remote/Local transfer (Cascade control) state

The table below shows the actual Cascade control/Single control status and displays under different
combinations of settings by Key operation, Communication, and Digital input (DI).

Setting via front keys or| Setting via Digital
o Instrument status
through communication Input (DI)
Cascade control Cascade control
Cascade control Single control
(Master/Slave) Sinal rol
. Cascade control ing'e contro Priority to Single control
Single control . (Master/Slave)
(Master/Slave) Single control
(Master/Slave)

IMRO3A05-E8 8-89



8. CONTROL FUNCTION

B Parameter setting

® Remote/Local transfer (Cascade control)
[Operation Transfer Mode]

Parameter symbol Data range Factory set value

P /1 | When “Cascade control” is selected at Select function for input 2 SAlL
YL SrLL: Single control (Master single or Slave single)
LAS:  Cascade control

[}  To display “Remote/Local transfer” (Cascade control), specify “Measured input 2 at the time of
order, AND “Select function for input 2”” (Function block No. 58 in Engineering mode) must be set
to Cascade control.

® Input 1_Proportional band [heat-side]
[Parameter Setting Mode: Parameter group No. 51 (Pn5 /)]

Parameter symbol Data range Factory set value
| [0 | TC/RTD inputs: TC/RTD inputs: 30
l. I 0 (0.0, 0.00) to Input 1_Input span (Unit: °C [°F]) V/I inputs: 3.0

(When Control with PV select: 0 to PV select input span)
[Varies with the setting of the Decimal point position.]
Voltage (V)/Current (I) inputs:
0.0 to 1000.0 % of Input 1_Input span
(When Control with PV select: 0.0 to 1000.0 % of PV select input span)

0 (0.0, 0.00): ON/OFF action

® Input 1_Integral time [heat-side]
[Parameter Setting Mode: Parameter group No. 51 (Pn5 /)]

Parameter symbol Data range Factory set value
| ) PID control or Heat/Cool PID control: 240
I / 0 to 3600 seconds, 0.0 to 3600.0 seconds or 0.00 to 360.00 seconds

0 (0.0, 0.00): PD action

Position proportioning PID control:
1 to 3600 seconds, 0.1 to 3600.0 seconds or 0.01 to 360.00 seconds

[Varies with the setting of the Integral/Derivative time decimal point position. ]

[  To display “Input 1_Integral time [heat-side],” you need to enter a value other than 0 in the Input
1_Proportional band [heat-side] in the same memory area.

® Input 1_Derivative time [heat-side]
[Parameter Setting Mode: Parameter group No. 51 (Pn5 /)]

Parameter symbol Data range Factory set value
| ) |0 to 3600 seconds, 0.0 to 3600.0 seconds or 0.00 to 360.00 seconds PID control or Heat/Cool PID
I LI 16(0.0, 0.00): PI action control: 60
[Varies with the setting of the Integral/Derivative time decimal point position. ] Position proportioning PID control: 0

[1]  To display “Input I_Derivative time [heat-side],” you need to enter a value other than 0 in the Input
1_Proportional band [heat-side] in the same memory area.
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® Input 2_Proportional band
[Parameter Setting Mode: Parameter group No. 52 (Pn52)]

Parameter symbol

Data range

Factory set value

¢ F

TC/RTD inputs:
0 (0.0, 0.00) to Input 2_Input span (Unit: °C [°F])
[Varies with the setting of the Decimal point position.]
Voltage (V)/Current (I) inputs:
0.0 to 1000.0 % of Input 2_Input span
0 (0.0, 0.00): ON/OFF action

TC/RTD inputs: 30
V/I inputs: 3.0

[1] To display “Input 2 Proportional band,” specify “Measured input 2” at the time of order, AND
“Select function for input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop
control/Differential temperature control, or Cascade control.

® Input 2_Integral time
[Parameter Setting Mode: Parameter group No. 52 (Pn52)]

Parameter symbol

Data range

Factory set value

c

0 to 3600 seconds, 0.0 to 3600.0 seconds or 0.00 to 360.00 seconds
0 (0.0, 0.00): PD action

[Varies with the setting of the Integral/Derivative time decimal point position. ]

240

[13 To display “Input 2_Integral time,” specify “Measured input 2” at the time of order, AND “Select
function for input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop
control/Differential temperature control, or Cascade control. Additionally, you also need to enter a
value other than 0 in the Input 2_Proportional band in the same memory area.

® Input 2_Derivative time
[Parameter Setting Mode: Parameter group No. 52 (Pn52)]

Parameter symbol

Data range

Factory set value

¢ d

0 to 3600 seconds, 0.0 to 3600.0 seconds or 0.00 to 360.00 seconds
0 (0.0, 0.00): PI action

[Varies with the setting of the Integral/Derivative time decimal point position. ]

60

[ To display “Input 2 Derivative time,’

)

specify “Measured input 2” at the time of order, AND

“Select function for input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop
control/Differential temperature control, or Cascade control. Additionally, you also need to enter a
value other than 0 in the Input 2 Proportional band in the same memory area.

IMRO3A05-E8

8-91



8. CONTROL FUNCTION

® Cascade_Proportional band (master-side)
[Setup Setting Mode: Setting group No. 58 (5n58)]

Parameter symbol Data range Factory set value
M Fl’ 5 P TC/RTD inputs: TC/RTD inputs: 30
i . 1 (0.1, 0.01) to Input 1_Input span (Unit: °C [°F]) V/I inputs: 3.0

[Varies with the setting of the Decimal point position.]
Voltage (V)/Current (I) inputs:
0.1 to 1000.0 % of Input 1_Input span

[1]  To display “Cascade Proportional band (master-side),” specify “Measured input 2” at the time of
order, AND “Select function for input 2”” (Function block No. 58 in Engineering mode) must be set
to Cascade control.

® Cascade_lIntegral time (master-side)
[Setup Setting Mode: Setting group No. 58 (5n568)]

Parameter symbol Data range Factory set value
‘M Fl’ 5 ‘l 1 to 3600 seconds, 0.1 to 3600.0 seconds or 0.01 to 360.00 seconds 240
! : [Varies with the setting of the Integral/Derivative time decimal point position. ]

[1y To display “Cascade_Integral time (master-side),” specify “Measured input 2” at the time of order,
AND “Select function for input 2” (Function block No. 58 in Engineering mode) must be set to
Cascade control.

® Cascade_Derivative time (master-side)
[Setup Setting Mode: Setting group No. 58 (5n58)]

Parameter symbol Data range Factory set value

M H S D’ 0 to 3600 seconds, 0.0 to 3600.0 seconds or 0.00 to 360.00 seconds 60
I . 0 (0.0, 0.00): PI action

[Varies with the setting of the Integral/Derivative time decimal point position. ]

[T} To display “Cascade Derivative time (master-side),” specify “Measured input 2” at the time of
order, AND “Select function for input 2” (Function block No. 58 in Engineering mode) must be set
to Cascade control.

® Cascade_Proportional band (slave-side)
[Setup Setting Mode: Setting group No. 58 (5158)]

Parameter symbol Data range Factory set value
5 ) )/ P TC/RTD inputs: TC/RTD inputs: 30
L. 1 (0.1, 0.01) to Input 2_Input span (Unit: °C [°F]) V/I inputs: 3.0

[Varies with the setting of the Decimal point position.]
Voltage (V)/Current (I) inputs:
0.1 to 1000.0 % of Input 2_Input span

[T} To display “Cascade_Proportional band (slave-side),” specify “Measured input 27 at the time of
order, AND “Select function for input 2” (Function block No. 58 in Engineering mode) must be set
to Cascade control.
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® Cascade_lIntegral time (slaver-side)
[Setup Setting Mode: Setting group No. 58 (5n568)]

Parameter symbol Data range Factory set value
5 ) l'/ / ‘l 1 to 3600 seconds, 0.1 to 3600.0 seconds or 0.01 to 360.00 seconds 240
Lv. [Varies with the setting of the Integral/Derivative time decimal point position. ]

[1} To display “Cascade_Integral time (slave-side),” specify “Measured input 27 at the time of order,
AND “Select function for input 2” (Function block No. 58 in Engineering mode) must be set to

Cascade control.

® Cascade_Derivative time (slave-side)
[Setup Setting Mode: Setting group No. 58 (5n58)]
Data range
S ) )/ Dl 0 to 3600 seconds, 0.0 to 3600.0 seconds or 0.00 to 360.00 seconds
Lv. 0 (0.0, 0.00): PI action

[Varies with the setting of the Integral/Derivative time decimal point position. ]

Factory set value
60

Parameter symbol

[1]  To display “Cascade_Derivative time (slave-side),” specify “Measured input 2 at the time of order,
AND “Select function for input 2” (Function block No. 58 in Engineering mode) must be set to

Cascade control.

® Cascade_Digital filter
[Setup Setting Mode: Setting group No. 58 (5058)]

Parameter symbol Data range Factory set value
10.0

~ 0.0 to 100.0 seconds
L.0 F 0.0: Filter OFF

[1] To display “Cascade_Digital filter,” specify “Measured input 2” at the time of order, AND “Select
function for input 2 (Function block No. 58 in Engineering mode) must be set to Cascade control.

® Cascade_Scale high
[Setup Setting Mode: Setting group No. 58 (5058)]

Parameter symbol Data range Factory set value
r 5 r H Cascade_Scale low to Input 2_Setting limiter high
L.JL [Varies with the setting of the Decimal point position.]

Input 2_Setting limiter high

[1] To display “Cascade_Scale high,” specify “Measured input 2” at the time of order, AND “Select
function for input 2 (Function block No. 58 in Engineering mode) must be set to Cascade control.
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® Cascade_Scale low
[Setup Setting Mode: Setting group No. 58 (5158)]

Parameter symbol Data range Factory set value
I~ 5 (] Input 2_Setting limiter low to Cascade Scale high Input 2_Setting limiter low
L.JLL [Varies with the setting of the Decimal point position. ]

[[1] To display “Cascade_Scale low,” specify “Measured input 2” at the time of order, AND “Select
function for input 2” (Function block No. 58 in Engineering mode) must be set to Cascade control.

® Select function for input 2
[Engineering mode: Function block No. 58 (Fn58)]

Parameter symbol Data range Factory set value

':l ’D 1/ |0: No function -FZ400/900:

— 4 1: Remote setting input When the Remote setting input is
2: 2-loop control/Differential temperature control specified: 1
3: Control with PV select When the Measured input 2 is
4: Cascade control (Slave single <> Cascade) * specified: 2
5: Cascade control (Master single <> Cascade) *
6: Input circuit error alarm

*FZ110: 1
* This parameter cannot be specified if the instrument is a Heat/Cool PID

or a Position proportioning PID type.

e When Measured input 2 is selected for FZ400/900 at the time of order:
0to6

e When the Remote setting input is selected for FZ400/900 or when the
Remote setting input is selected for FZ110: 0 to 1

[}  To display “Select function for input 2,” “Remote setting input” or “Measured input 2” must be
specified at the time of order.

& See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are initialized or changed when the Select function
for input 2 is changed.

® Cascade _AT mode (master-side)
[Engineering mode: Function block No. 58 (Fn58)]

Parameter symbol Data range Factory set value
M H 5 H I~ |0: Easy adjustment (AT: one cycle) TC/RTD inputs: 0
I ST 1: Load factor adjustment (AT: 2 cycles) V/I inputs: 1

[} To display “Cascade_ AT mode (master-side),” specify “Measured input 2” at the time of order,
AND “Select function for input 2” (Function block No. 58 in Engineering mode) must be set to
Cascade control.

® Cascade _AT mode (slave-side)
[Engineering mode: Function block No. 58 (Fn58)]

Parameter symbol Data range Factory set value
5 | 1/ H I~ |0: Easy adjustment (AT: one cycle) TC/RTD inputs: 0
Ly 1: Load factor adjustment (AT: 2 cycles) V/I inputs: 1

[1] To display “Cascade AT mode (slave-side),” specify “Measured input 2” at the time of order,
AND “Select function for input 2” (Function block No. 58 in Engineering mode) must be set to
Cascade control.
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8. CONTROL FUNCTION

B Setting procedure

Calculating the PID values for Cascade control (Slave single <> Cascade) using AT

® Cascade control related setting

ok s ek s Em sk m  Em h e e s e s s e h e A e s ek e s b M 4 e s s e e s b s e ke s e s e e

Monitor & SV setting mode
PV/SV monitor

ED)

Setting lock mode
Set data unlock/lock
transfer

T e

* Press the SED key until
Parameter setting mode

is displayed.

Keep pressing without
releasing your finger from

the key to enter the
Setting lock mode.

i
i
1
] M . 1 I/ | _ I 17 |GeD) +<MoDE
: __,,,(4seconds) 0 # O C:) <
[ 00 e o oFF
! Lock state Unlock state
!
: Operation transfer mode
! RUN/STOP transfer
: <MopE T — <D + <MODE
/ /
: (2 seconds) L\'/ E’ F\'/ 5 (2 seconds)
! ~Ur 5MaP
) RUN STOP
N Y omm w e e e e e e s W M § e R W R W R W R M § e § e R W R W R M § M § M 6 W R W N W b e § e b e s e s e e v e o — —
Engineering mode
Function block No. 10 Function block No. 58 Select function Cascade_AT mode
[Display] [2-input function] for input 2 (master-side)
— I~ Several =71/
Fr il | |FASH (@) 2PV e |MASAN
dJ5P " Py g ononY " 'slnlnlnls
[y (NN N

Set “Select function

for input 2”

E<) +<{MoDE

Monitor & SV setting mode

Set Cascade_AT
mode

Cascade_AT mode

Setup setting mode

Setting group No. 10

PV/SV monitor [Display]
CB.0|ED+<woe | Gy ) | S’
5Maf d5P

(slave-side)

| s
Next ‘éea 5 H
screen | nnnn,,

e

[2-input function]

Set Cascade_AT
mode

Setting group No. 58

Cascade_Digital filter

5n58

cPd

&)

Several

times {:J:’F 663
i
{0 [

Set Cascade_Digital

filter

Continued on the next page.
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Continued from the previous page.

l

Cascade_Scale high

L.5CH

E5)

»

Cascade_Scale low

I_Il_{l—ll-l ]
[Ny ] A

Set Cascade_Scale
high

Set Cascade_Scale
low

{- E L SET,
nrAnrT ’
LU

Setting End

o Next parameter is displayed.

e Press SED and <MODE keys simultaneously to return to the
Measured value (PV)/Set value (SV) Monitor.

Measured value (PV)/Set value (SV) Monitor)
o Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.

® Switching to Cascade control and executing AT

8-96

Monitor & SV setting
mode

00 M
cHl

<MoDE

(2 seconds)

Operation transfer mode

<MoDE
or

1
L

AT End

RUN/STOP transfer @3 Remote/Local transfer
/ Several ™ /
[ RoglE [ RL
g y g r
L Sl—'UL
Switching to

Cascade control
from Single control

v

(For FZ400/900, the MONI key may be pressed to return to the

<MoDE
&)

Several
times

Cascade control

Input 1_Autotuning (AT)

o Next parameter is displayed.

e Press SED and <MODE keys simultaneously to return to the Measured value (PV)/Set value
(SV) Monitor. (For FZ400/900, the MONI key may be pressed to return to the Measured
value (PV)/Set value (SV) Monitor)

AT lamp flashing

I O I O
LA Ll«!!_l.}% L
on oFF

AT start Set Autotuning
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] CheCking PID values PID values in Master
single control
Parameter setting mode [— —————— 1
Monitor & SV setting mode Parameter group No. 00 Parameter group No. 51 Input 1_Proportional |
PV/SV monitor [Setting] [Input 1_Control] : band [heat-side] |
r SET, — —
'C C) C’_,‘“" Onpeor L'-L | | D |
CO ,_ (2 seconds) | [~ P _fI_J Twice | [T | 653 | l. I~ | @EB
mr | " nr__ri, ' nr2arn |
L. 54 ILor ¢ I L e ||
| Check Proportional :
band |
| |
Input 1_Derivative Input 1_Integral time |
€ED : time [heat-side] [heat-side] |
Several |
times ! ,' L_,' . @EB " ,' |
| < ' — |7
naunn ||
I ooeon I_H_:“'I'u.u |
| Check Derivative Check Integral |
| time time |
3 PID values in Slave single control - E——————-_———————
Parameter group No. 52 [ Epa 2_P;p<;o:al_ - _ - _In;Jt?_E;r;tlv_e _|
[Input 2_Control] | band Input 2_Integral time time |
I
PaSe |ed Pleof  Tle@  dlo mw
2ranl N AmEAs n,_:u_/nu nOcrrfp | sereen
Lo | T AN (NN [N Ul |
eck Proportiona eck Integral eck Derivative
Check P rti | Check Int | Check Derivati |
| band time time |
GeD +mobE
l Master-side PID values
i of Cascade control
Setup setting mode
Monitor & SV setting mode Setting group No. 10 Setting group No. 58 [Cascade _Proportional band!
PV/SV monitor [Display] [2-input function] | (master-side)

— | |
CG.0)|ED+<wore | Gy I | e |§A5H |62 ""HSP &)

‘ |

0o d5P 2PH| || oo3on
|
[

Slave-side PID values Check Proportional

I

I

I

of Cascade control e —_— band |

________________ - |

| Cascade_Integral time Cascade_Proportional band | |Cascade_Derivative time Cascade_|Integral time |

(slave-side) (slave-side) | | (master-side) (master-side) |

[ | I
) 1/ 1 1/ I M M--l

653: Ly |, ) L. <:€EBI < G N |

rn nranr I n

o240 [ o | A S o060 02400 |

Check Integral Check Proportional | | Check Derivative Check Integral |

I

time band | | time time

Cascade_Derivative time |

(slave-side) |
LV d D)
— 7 Lv S DN Checking End
l_ll'l ol
I Ll o
I Check Der|vat|ve | o Next parameter is displayed.
| time | e Press 553 and <MODE keys simultaneously to return to the Measured value

ke (PV)/Set value (SV) Monitor. (For FZ400/900, the MONI key may be pressed to
return to the Measured value (PV)/Set value (SV) Monitor)
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8.15 Controlling with Level PID

Level PID function is used to set the following parameters for control to each divided level of the input range
(up to 8 levels): PID values, Control response parameters, Output limiter high/low, Control loop break alarm
(LBA) time and LBA deadband.

m Description of function
- Set the values such as PID values of each level to the Memory area 1 to 8 (PID memory group 1 to 8).

+ The input range can be divided based on the setting for the parameters of Level PID setting 1 to Level PID
setting 7.
- The value selected in the Level PID action selection [SV or PV] is checked and determined in which level
of the PID it is, and the control is done using the PID values from the Memory area appropriate to the

level.

Input range
high

Input range

A

Set value (SV)
""" (Operation by Simple
Ramp/Soak control)

Different levels can be set at Input 1 and Input 2.

Set value of Level PID setting 7
Set value of Level PID setting 6

Set value of Level PID setting 5
Set value of Level PID setting 4
Set value of Level PID setting 3

Set value of Level PID setting 2
Set value of Level PID setting 1

low

® Memory area to be used for level

The memory area used at each level will be selected after comparison between the Level PID setting and the
value [Set value (SV) or Measured value (PV)] selected in the Level PID action selection

PID memory -
Level group Description Memory area

PID memory . .

Level 8 group 8 Level PIDsetting 7 < Set value (SV) or Measured value (PV) < Input rang high Memory area 8
PID memory . .

Level 7 group 7 Level PIDsetting 6 < Set value (SV) or Measured value (PV) < Level PIDsetting 7 | Memory area 7
PID memory . .

Level 6 group 6 Level PIDsetting 5 < Set value (SV) or Measured value (PV) < Level PIDsetting 6 | Memory area 6
PID memory . .

Level 5 group 5 Level PIDsetting 4 < Set value (SV) or Measured value (PV) < Level PIDsetting 5 | Memory area 5
PID memory . .

Level 4 group 4 Level PIDsetting 3 < Set value (SV) or Measured value (PV) < Level PIDsetting 4 | Memory area 4
PID memory . .

Level 3 group 3 Level PIDsetting 2 < Set value (SV) or Measured value (PV) < Level PIDsetting 3 | Memory area 3
PID memory . .

Level 2 group 2 Level PIDsetting 1 < Set value (SV) or Measured value (PV) < Level PIDsetting 2 | Memory area 2
PID memory .

Level 1 group 1 Input range low < Set value (SV) or Measured value (PV) < Level PIDsetting 1 Memory area 1

8-98
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IMRO3A05-E8

e When two or more levels have the same setting, the values with a smaller level number will be
valid and used.

[Example 1] Values in Level PID setting 4 through 6 are the same.

A
Input range high
1372 °C [~ T T ST T

-------------------------------------- 1350 °C: Level PID setting 7
-------------------------------------- 1200 °C: Level PID setting 4 to 6 As the PID values in the

Level 4 (PID memory group 4) < Level PID setting 4
through 6 are the same,
""""""""""""""""""""""""" 500 °C: Level PID setting 3 the smallest level “4” is
Level 3 (PID memory group 3) used.

-------------------------------------- 300 °C: Level PID setting 2
Level 2 (PID memory group 2)

-------------------------------------- -50 °C: Level PID setting 1
Level 1 (PID memory group 1)

Input range low
—200 °C

»
»

o If the Level PID setting is set ignoring the order of the level Nos., the Level PID values in the set
range will be the same and the smallest level number is used. (See Example 2)

[Example 2] Level PID setting 3 in Example 1 has been changed to -100 °C.

A
Input range high
1372 °C |7 T T T T T

-------------------------------------- 1350 °C: Level PID setting 7

""""""""""""""""""""""" 1200 °C: Level PID setting 4 to 6

Level PID setting 3 has been set to
“~50 °C,” smaller than Level PID
setting 1. Therefore, the values in
Level setting 1 through 3 are all
“~100 °C” and the Level number will
be “1.”

Level 4 (PID memory group 4)

------------------------- —100 °C: Level PID setting 1to 3
Level 1 (PID memory group 1)

Input range low
—200 °C

»
»
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® Parameters of Memory area in Level PID

When using Level PID, parameters of Memory area are separated to be used for the Level PID function and
the regular Memory area function.

| Memory area 8 | guup FOrLevel PID function: | Memory area 16

/ / Action of these parameters is based / ‘
s 0 on the Level PID function regardless of s 0

4 I Memory area 2 ’ whether the control area is switched 4 I Memory area 10 ’
Memory area 1 by using the front key. Memory area 9
1 | e
[Group 2] i [Group 2] i
:Parameter group No. 52 ! ™ . “JV :Parameter group No. 52
____________________ R R |
A titabr it Invalidated at Level PIDt,, IZg= === oo —o————— o
'[Group 1] i *+.j [[Group 1] E
:Parameter group No. 51  ———— :Parameter group No. 51 |
Parameter group No. 56 ' Parameter group No. 56 :
e e e e e e e e e e e e e e - —— - I o e e e e e e e e e e e e e =
[Group 0] | [Group 0] |
| Parameter group No. 00 [ |Parameter group No. 00 I
|Parameter group No. 40 | - Y ( |Parameter group No. 40 :
|Parameter group No. 70 | l l |Parameter group No. 70 | ,
I . .

L — |, For Memory area function: L s

Parameters in each group
Parameters for Memory area function

(Memory area 1 to 16)

e ————_———————

[Group 0]
Parameter group No. 00

o Input 1_Set value (SV)
® Input 2_Set value (SV)

Action of these parameters is based on the Memory area
function when switching the control area by using the front
key at Level PID.

Parameters of Memory area (at Level PID)

\
I
I

@ Set value (SV) of differential temperature input

Parameter group No. 40

e Event 1 set value (EV1) ® Input 1_Manual reset ® Input 2_Manual reset
Event 1 set value (EV1) [high] o Input 1_FF amount e Input 2_FF amount
e Event 1 set value (EV1’) [low] o Input 1_Output limiter high [heat-side] o Input 2_Output limiter high
e Event 2 set value (EV2) ® Input 1_Output limiter low [heat-side] ® Input 2_Output limiter low
Event 2 set value (EV2) [high] e Input 1_Control loop break alarm (LBA) e Input 2_Control loop break alarm (LBA)
e Event 2 set value (EV2’) [low] time time
¢ Event 3 setvalue (EV3) e Input 1_LBA deadband (LBD) e Input 2_LBA deadband (LBD)
Event 3 set value (EV3) [high]
EV3’) [low]
o Event 4 set value IEV4)) ot Parameter group No. 56
Event 4 set value (EV4) [high] e Input 1_Proportional band [cool-side]
e Event 4 set value (EV4’) [low] e Input 1_lIntegral time [cool-side]

Parameter group No. 70

® Select Trigger type for Memory area transfer

® Area soak time

—_——— e e — — — —

Parameters for Level PID function (Memory area 1 to 8)

[Group 1]
Parameter group No. 51

e Input 1_Proportional band [heat-side]
o Input 1_Integral time [heat-side]

@ Input 1_Derivative time [heat-side]

o Input 1_Control response parameter
® Input 1_Proactive intensity

o Input 1_Derivative time [cool-side]

e Input 1_Overlap/Deadband

o Input 1_Output limiter high [cool-side]
@ Input 1_Output limiter low [cool-side]

[Group 2]
Parameter group No. 52

e Input 2_Proportional band

o Input 2_Integral time

o Input 2_Derivative time

@ Input 2_Control response parameter
® Input 2_Proactive intensity

— e —— — — — — — — — — — — — —

® Link area number

o Input 1_Setting change rate limiter (up)

@ Input 1_Setting change rate limiter (down)

@ Input 1_Auto/Manual transfer selection (Area)
® Input 1_Manipulated output value (Area)

® Input 2_Setting change rate limiter (up)

@ Input 2_Setting change rate limiter (down)

o Input 2_Auto/Manual transfer selection (Area))
® Input 2_Manipulated output value (Area)

® Remote/Local transfer selection (Area)

N

N =

T

During the Level PID, Memory areas 9 through 16 are not used (invalid).

L[LY  These parameters are all in the Parameter setting mode,
However, “ON/OFF action differential gap (upper)” and
“ON/OFF action differential gap (lower)” are excluded.

I
I
I
I
I
I
I
I
I
: o Event 3 set value
I
I
I
I
I
I
I
I
I
I

N s e — — — — — — — — — — — — — — —

I
I
I
I
I
I
I
I
\
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8. CONTROL FUNCTION

®Parameters for Level PID function
In Memory areas 1 through 8, the parameters in [Group 1] and [Group 2] are used as parameters for Level

PID. Setting in Memory areas 9 through 16 will be ignored.

Memory area number for the control area can be changed by the front key, communication, Digital input
(DI), Simple ramp/soak function or Simple sequence function; however, the parameters for Level PID

function of the changed Memory area are invalidated.
The value selected in the Level PID action selection [SV or PV] is checked and determined in which level
of the PID it is, and the control is done using the PID values from the Memory area appropriate to the

level.

=
[0

See P. 8-100 for parameters in each group.

To use regular Memory area function

Input 1 _Level PID action selection (Function block No. 51 in the Engineering mode) and Input
2 Level PID action selection (Function block No. 52 in the Engineering mode) can be used as a
regular Memory area function in the case of “Switching by Memory area number” (Factory set
value).

Memory area display at Level PID

PID values used for control are changed by the Level PID, but the control area is not influenced.
This means that the Memory area No. on the PV/SV monitor screen in the Monitor & SV setting
mode remains unchanged.

To check the Memory area No. actually used by the Level PID, locate the parameter used in the
Level PID in the Parameter setting mode. Then, the actual Memory No. will be displayed. (See the
example below)

[Example] In this example, Area 3 is displayed on the instrument (as a control area). Parameter “P”
is displayed to show the Memory area No. actually used by the Level PID.

Parameter setting mode
Parameter group No. 51
Input 1_Proportional
band [heat-side]

Monitor & SV setting mode

PV/SV monitor Change the Parameter

setting mode.

001 | ]
AREA L l_,._'_, :> area | I B
3 oo 5 00300

Displays the Memory area
number in the Control area.

Displays the Memory area
number selected
by Level PID function.

® Parameters for Memory area function
In Memory areas 1 through 16, parameters in [Group 0] can be used for the regular Memory area function.
The parameters for the changed Memory area are validated by switching the Memory areas of the control
area by the front key, communication, Digital input (DI), Simple ramp/soak function or Simple sequence

function.

=

IMRO3A05-E8

For details of the parameters in Group 0, see P. 8-100.
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®Example of action of the Memory area when setting simple ramp/soak program at Level PID
[When “1: Switching by Set value (SV) (Level PID action)” is selected in Level PID action selection]

Memory area used at each level
[The area is selected by the comparison
between the Set value (SV) selected in Level

A PID action selection and the Level PID setting.]
Input range high f----mmmmm oo l
, Level 5:Memory area 5
Set value (SV) T i (PID memory group 5)
E Level 4:Memory area 4
i b (PID memory group 4)
__________________________________________
: ; Level 3:Memory area 3
E ' | (PID memory group 3)
------------------------------------------
! i E E Level 2:Memory area 2
! H E H (PID memory group 2)
E i i E E Level 1:Memory area 1
i ! : ; ' (PID memory group 1)
Input range low | | | | | |
Memory | Memory | Memory | Memory | Memory | Memory |
Memory area storing area 1 area 2 area 3 area 4 area 5 area 6
parameters for Memory area
function (PID memory group 2) (PID memory group 4) (PID memory group 6)
Memory area selected
for the control area (PID memory group 1) (PID memory group 3) (PID memory group 5)

® Level PID differential gap

When setting “Switch by Measured value (PV)” to Level PID action:

The Memory areas storing the parameters for Level PID function may switch frequently by the fluctuation of
the input when the Measured value (PV) is close to the Level PID set value.

Setting Level PID differential gap prevents memory areas from switching too frequently.

When Level PID differential gap is not set When Level PID differential gap is set
Level Level
A A
' Memory E E Memory E E :
" area2 ! " area2 ! ' 4 Memoryarea2 —————
H H H H H Level 2: H Level 2:
E E E E E Memory area 2 E Memory area 2
Level PID ; i : : : Level PID 5 T Level PID
setting 1 E E E E E setting 1 E differential
NS = ¥ gap
Memory 1 E Memory E E Memory E Level 1: Memory E
areal " areal " areat Memory area 1 areat Level 1:
Memory area 1
Measured value (PV) Measured value (PV)
» Time » Time

L] When setting “Switch by Set value (SV)” to Level PID action:
The setting of Level PID differential gap is validated; however, it is recommended to set “0.0” to
Level PID differential gap.
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When the setting of the Level PID differential

gap is set larger than the half of the range between

two continuous Level set values, the Level PID differential gap is forcedly limited to the half of the

range between the two relevant Level set values.

[Example] When Level PID differential gap

A
Input range high
400 °C

Input range low

------------------------------------ 150 °C: Level PID setting 2

------------------------------------ 100 °C: Level PID setting 1

is “40 °C The Level PID differential gap is
limited to the half of the range
between the two relevant Level

set values.

------------------------------------ 300 °C: Level PID setting 3

Span of level setting: 150 °C
Level PID differential gap: 40 °C

}Span of level setting: 50 °C
Level PID differential gap: 25 °C

Span of level setting: 100 °C
Level PID differential gap: 40 °C

0°C

® Autotuning (AT) at Level PID

Autotuning (AT) can be started even while Level PID function is used whether or not the Level PID action
selection is “Switching by SV” or “Switching by PV.” Autotuning (AT) will be executed at the Set value

(SV) when it is initiated.

The calculated PID values are stored in the memory area which has the Set value (SV) at the time of the

Autotuning (AT) start.

. A
[Example] Input range high
I EYZ2 o

----- -mmmmmsmmmss-mo------------------- 500 °C: Level PID setting 3
Level 3 (PID memory group 3)

----- N\ e Ao mooeooooo--- 300 °C: Level PID setting 2
AARA : 0

SV at AT Start >

--------------------------------------- 1350 °C: Level PID setting 7

/ )V )
Level 2 (PID memory group 2)

----- fe-coonooooooicoooooooooooooooo--- 50 °C: Level PID setting 1
Input range low Le\{el 1 (PID memory group 1)

-200°C — A >
AT start

® Level PID at Differential temperature control

When the Level PID action selection is “Switching by Set value (SV):
Level PID is done at the Input 1 _Monitor Set value (SV)*.

""""""""""""""""""""""" 1200 °C: Level PID setting 4 to 6

As the Autotuning (AT) was
started at level 2, the PID
values calculated by AT will
be set to Memory area 2.

*Input 1_Monitor Set value (SV) = Input 2_Measured value (PV) + Set value of Differential temperature input

When the Level PID action selection is “Switching by Measured value (PV)”:
Level PID is done at the Measured value (PV) Input 1.

L1 The Level PID will not work at the Set value (SV) or Measured value (PV) of the Differential

temperature input.

IMRO3A05-E8
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B Parameter setting

o Input 1_Level PID setting 1 to Input 1_Level PID setting 7
[Setup Setting Mode: Setting group No. 51 (515 /)]

Parameter symbol Data range Factory set value
| / Input 1_Input range low to Input 1_Input range high Input 1_Input range high
L When Control with PV select: Control With 14% selec‘t:
/ PV select input range low to PV select input range high PV select input range high

|‘~ rs

[Varies with the setting of the Decimal point position.]

~

it

Input 1_Level PID settings 1 to 7 always maintain the following relation.
(Input 1_Level PID setting 1) < (Input 1 _Level PID setting 2) <

AN

it

(Input 1_Level PID setting 3) < (Input 1_Level PID setting 4) <
(Input 1_Level PID setting 5) < (Input 1_Level PID setting 6) <

AN

(Input 1_Level PID setting 7)

AN

— | e | —e— | —— | —e— | —— | ——

|‘~ rs

] e Cand i Y

bt Bt otad otadl ol ot bt

S S O g T

B

To display the “Input 1 _Level PID setting 1 through 7,” set switchover by the Set value (SV) or the
Measured value (PV) at “Input 1 _Level PID action selection” in Function block No. 51 in the
Engineering mode AND set an item other than Cascade control at “Select function for input 2” in
Function block No. 58 in the Engineering mode.

See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are automatically converted when the Level PID
setting is changed.

o Input 2_Level PID setting 1 to Input 2_Level PID setting 7
[Setup Setting Mode: Setting group No. 52 (5n57)]

Parameter symbol Data range Factory set value

iy

C.L

1/ Input 2_Input range low to Input 2_Input range high Input 2_Input range high

4

it

[Varies with the setting of the Decimal point position. ]

~

Input 2_Level PID settings 1 to 7 always maintain the following relation.

—

AN

(Input 2_Level PID setting 1) < (Input 2_Level PID setting 2) <
(Input 2_Level PID setting 3) < (Input 2_Level PID setting 4) <

(Input 2_Level PID setting 5) < (Input 2_Level PID setting 6) <
(Input 2_Level PID setting 7)

——

~

] M R AR N
—
s e e

K= IS~ ([N | N[N | -
~N

|

~

S ) O | S | Y

B

8-104

To display “Input 2 Level PID setting 1 to 7,” specify “Measured input 2” at the time of order,
AND “Input 2_Level PID action selection” (Function block No. 58 in Engineering mode) select to
“Switching by Set value (SV)” or “Switching by Measured value (PV),” AND “Select function for
input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop control/Differential
temperature control, or Cascade control.

See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are automatically converted when the Level PID
setting is changed.
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e Input 1_Level PID action selection
[Engineering mode: Function block No. 51 (Fn5 /)]

Parameter symbol Data range Factory set value

1 0O | | 0: Switching by Memory area number 0
N 1: Switching by Set value (SV) (Level PID action)
2: Switching by Measured value (PV) (Level PID action)

[  To display “Input 1_Level PID action selection,” set an item other than Cascade control at “Select
function for input 2” in Function block No. 58 in the Engineering mode.

e Input 2_Level PID action selection
[Engineering mode: Function block No. 52 (Fn57)]

Parameter symbol Data range Factory set value
| I 0: Switching by Memory area number 0
cLPl d

1: Switching by Set value (SV) (Level PID action)
2: Switching by Measured value (PV) (Level PID action)

[L)  To display “Input 2_Level PID action selection,” specify “Measured input 2" at the time of order,
AND “Select function for input 2” (Function block No. 58 in Engineering mode) must be set to
2-loop control/Differential temperature control.

e Input 1_Level PID differential gap
[Engineering mode: Function block No. 51 (Fn5 /)]

Parameter symbol Data range Factory set value
[ | 'LI  |0toInput1 Inputspan TC/RTD inputs: 2
lLoLird (When Control with PV select: 0 to PV select input span) V/I inputs:
[Varies with the setting of the Decimal point position.] 0.2 % of Input 1_input span
Control with PV select:
‘/ 0.2 % of PV select input span]

[}  To display “Input 1_Level PID differential gap,” set an item other than Cascade control at “Select
function for input 2” in Function block No. 58 in the Engineering mode.

e Input 2_Level PID differential gap
[Engineering mode: Function block No. 52 (Fn52)]

Parameter symbol Data range Factory set value
E ) H S 0 to Input 2_Input span TC/RTD inputs: 2
.ok [Varies with the setting of the Decimal point position.] V/I inputs:
0.2 % of Input 2_input span

[L}  To display “Input 2 Level PID differential gap,” specify “Measured input 2” at the time of order,
AND “Select function for input 2” (Function block No. 58 in Engineering mode) must be set to
2-loop control/Differential temperature control.
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B Setting procedure

To enter the Engineering mode

P e e e T T T e e e e T T L

Monitor & SV setting mode Setting lock mode
PV/SV monitor C D Set data unlock/lock transfer
SET,
0 1M . I _ T/ I
C'Ct'.u (seconds) ] I oL

»
P

v

* Press the 553 key until

Bﬂ < o DFI': Pargmeter setting mode
is displayed.

Lock state Unlock state Keep pressing without
releasing your finger from
the key to enter the

Operation transfer mode Setting lock mode.
RUN/STOP transfer
<MoDE m— =, — | G +<mopE
/1 /1
(2 seconds) ,-\' / :’ R nv :, (2 seconds)

B e e e e e e L

1
1
1
1
]
}
1
1
1
1
]
}
1
1
1
1

“1 11 I
~Un 57 oP
. RUN STOP
Engineering mode
Function block No. 10 Function block No. 51 Input 1_Level PID Input 1_Level PID
[Display] [Input 1_Control] @ED action selection differential gap
C_ il Several C_C | Several 1o || Ger | | ’l_“: SET
U | tmes NI 0 | tmes L O €D J L L3 &
dJ5P " I e slnlalnl nrrm -
- L [ [N .
In case of In case of Set Level PID action Set Level PID
@EB+<MODE one input two inputs selection differential gap
Function block No. 52 Input 2_Level PID Input 2_Level PID
[Input 2_Control] @ED action selection differential gap
G2 | == [2LPl dle |@ LHE| e
F l-, | times , s ] CD , : [ C)
El' I~ |¢ e | 1
Laru [ (NN
Set Level PID action Set Level PID
SET,
CD +<MODE selection differential gap
v Setup setting mode
Monitor & SV setting mode Setting group No. 10 Setting group No. 51 Input 1_Level PID
PV/SV monitor [Display] [Input 1_Control] €e3 setting 1

Gl aP T Conl 1 13720

Set Level PID setting

=1 r I w - - On r -
A Oje<wes[Cn T |5 [GaG | | % [ 11 £V I e

Input 1_Level PID Input 1_Level PID Input 1_Level PID Input 1_Level PID
setting 5 setting 4 setting 3 setting 2

@[ ILEvS|@] iLErd e[ ILEy I ILEre
|
I

LLCV Tl
320 13720 E=

Set Level PID setting Set Level PID setting Set Level PID setting Set Level PID setting

V'S

Continued on the next page.
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Continued from the previous page.

|

Input 1_Level PID
setting 6

Input 1

_Level PID
setting 7

Setting group No. 51
[Input 1_Control]

N 1/
I.LEV ICI

AR
13N

—»

l_l/ ]

1182 5m u': /
!3'7’8.:’_/ i

In case of one input

D)

Conl

Set Level PID setting

Set Level PID setting

(A

Setting group No. 52

Input 2_Level PID

[Input 2_Control] 653 setting 1
— — Onf:e or V|
S5a52 [~ |ZLEV {|e,|cL

v

Tonl

Input 2_Level PID
setting 2

In case of
two inputs

Input 2_Level PID
setting 3

132

Set Level PID setting

Input 2_Level PID

132

Ci/s0

cve|&

cLEV]
3120

&)

Input 2_Level PID
setting 6

Set Level PID setting

Input 2_Level PID
setting 5

Set Level PID setting

Input 2_Level PID
setting 4

l/l"l
1%

setting 7
E“

D)

,Hun

cLEVE &
3720

c.LEVH

4+—

' — ' — SET,
cLEVS| &
13720

132

Set Level PID setting

v

Set Level PID setting

Set Level PID setting

Set Level PID setting

( Setting End ) ¢

o Next parameter is displayed.

® Press @@ and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.
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8.16 Eliminating Offset Inherent to Proportioning Control
(Manual Reset)

In order to eliminate the offset occurring in Proportional (P) control, the Manipulated output value is
manually corrected.

W Description of function

This is the function used to manually correct the offset when in Proportional (P) control or PD control. If the
Manual reset value varies, the Manipulated output value also changes.
Offset means the deviation of the actual when the Manipulated output value becomes stabilized (stable state).

« When the Manual reset is set to the plus (+) side
The Manipulated output value under the stable condition increases by the Manual reset value.

« When the Manual reset is set to the minus (-) side
The Manipulated output value * under the stable condition decreases by the Manual reset value.

Temperature
A
Measured
value (PV)
Measured
value (PV)
\LOffset
Set value (SV) > ———————— )lr————— ————————7-—->
M /]\Offset K
| Manual reset is set. |
p Time
[L]  Manual reset is available when the Integral time is 0 (0.0, 0.00).
B Parameter setting
® Input 1_Manual reset
[Parameter Setting Mode: Parameter group No. 51 (Pn5 /)]
Parameter symbol Data range Factory set value
| M ) |-100.0 to +100.0 % 0.0
. i

[y  To display “Input 1_Manual reset,” set “0” (zero) to the “Input 1_Integral time [heat-side].”
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® Input 2_Manual reset
[Parameter Setting Mode: Parameter group No. 52 (Pn52)]

Parameter symbol Data range Factory set value

’:' MP —100.0 to +100.0 % 0.0
L. I

[L1]  To display “Input 2 Manual reset,” specify “Measured input 2" at the time of order, AND “Select
function for input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop
control/Differential temperature control. Additionally, you also need to set “0” (zero) to the “Input
1_Integral time.”

m Setting procedure
Parameter setting mode
Monitor & SV setting mode Parameter group No. 00 Parameter group No. 51

PV/SV monitor [Setting] N [Input 1_Control] Ser) |nput 1_Manual reset In case of
=01 .E2. [o_nn S' o_C | Sge)al I ] €D e
C O (2 seconds)| ==y 1y f times | 1) | times | [ INIA

0o 54 \Lanl |« G00on

| Set Manual reset 653

Several
times

In case of
two inputs

In case of two inputs

Setting End

o Next parameter is displayed.

o Press 553 and <MODE keys simultaneously to return to the Measured value
(PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value
(PV)/Set value (SV) Monitor)

v
Parameter group No. 52
[Input 2_Control] @@ Input 2_Manual reset
I Several SeT
Pn5cd |5 )2 MR
r_ " 'winlnlnln
Lj.l_ orn U

Set Manual reset

Setting End )¢—— |

e Next parameter is displayed.

e Press sea and <MODE keys simultaneously to return to the Measured value
(PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value
(PV)/Set value (SV) Monitor)
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8.17 Continuing Stable Control after the Operation Transfer
(SV Tracking)

This function is used to follow (keep tracking of) the other set value in another mode (control) that was used
before the change of the set value. This is useful to suppress a sudden change of the set value when the
operation mode is changed.

m Description of function

The SV tracking can be selected at the time of switching between Remote/Local and Auto/Manual. The
functions can be selected independently or together.

e SV tracking at the time of Remote/Local transfer

The SV tracking at the time of Remote/Local transfer may be effective in such switching actions.
e Switching between Remote and Local mode

o Switching between 2-loop control and Differential temperature control

e Switching between Cascade control and Slave single control

Switching between Remote and Local mode

When the operation mode is switched from Remote to Local mode, the Local set value follows the Remote
set value just before the switching (tracking).

[Change of set values when switched from Remote to Local mode]

Operation mode: Remote mode ——» Local mode
Set value used Set value (SV) = Remote set value Set value (SV) = Local set value
SV tracking used Local set value # Remote set value Local set value = Remote set value
SV tracking unused Local set value # Remote set value Local set value # Remote set value
< SV tracking used > < SV tracking unused >
Set value (SV) Set value (SV)
A

Local set value =

Local set value 2

' Remote set value
Remote set value = '

. » Time
Remote mode | Local mode Remote mode

1
1
1
1
i
! »

' ” Time
! Local mode

()

Remote/Local transferred point Remote/Local transferred point

[L]  The SV tracking does not function at the time of switching from Local mode to Remote mode.
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Switching between 2-loop control and Differential temperature control

When the Differential temperature control is switched to 2-loop control, the Input 1_Set value (SV) follows
the Input 1_set value monitor [PV just before the switching + Set value of Differential temperature control]

[L]  In case of Differential temperature control, the Input 1_Set value (SV) is not used for control.
The Input 1_Monitor Set value (SV)* of is used in actual control.

* Input 1_Monitor Set value (SV) = Controlled temperature
= Input 2_Measured value (PV) [Reference temperature] + Set value of Differential temperature input

[Change of set values when switched from Differential temperature control to 2-loop control]

Control: Differential temperature control —— 2-loop control
Set value used : | Setval . : | Set value (SV
(Input 1) nput 1_Set value monitor nput 1_Set value (SV)

Input 1_Set value (SV) = Input 1_Set value (SV) |Input 1_Set value (SV)= Input 2_PV just before the switching +
Set value of Differential temperature input

SV tracking used

Input 1_Set value monitor = Input 2 PV + Input 1_Set value monitor =
Set value of Differential temperature input Input 2PV + Set value of Differential temperature input

Input 1 Set value (SV) =Input 1_Set value (SV) |Input I Set value (SV)=  Input 1 Set value (SV)

SV tracking unused |Input 1_Set value monitor = Input 2_PV + Input 1_Set value monitor = Input 1_Set value (SV)
Set value of Differential temperature input

[1] The SV tracking does not function at the time of switching from 2-loop control to Differential
temperature control.

Switching between Cascade control and Slave single control

e When the Cascade control is switched to the Slave single control, the set value of Input 2 (slave-side)
follows the Input 2 Measured value (PV) just before the switching

e When the Slave single control is switched to the Cascade control, the set value of Input 1 (master-side)
follows the Input 1 Measured value (PV) just before the switching

[Change of set values when switched from Cascade control to Slave single control]

Control: Cascade control — Slave single control
Input 1_Set value (master-side) = Input 1_Set value (master-side) | Input 1_Set value (master-side)
Input 2_Set value (slave-side) =Input_1 Set value (master-side)
SV tracking used = Set value according to the Manipulated output of Input 1 Input 2_Set value (slave-side)
(master-side) =Measured value of Input 2 (slave-side) just before

the switching

Input 1_Set value (master-side) = Input 1_Set value (master-side) | Input 1_Set value (master-side)

SV tracki d Input 2_Set value (slave-side) =Input 1_Set value (master-side)
racking unuse = Set value according to the Manipulated output of Input 1 Input 2_Set value (slave-side)
(master-side) =Input 2_Set value (slave-side)

< SV tracking used >

When the Cascade control is Temp:e:ature Master-side Measured value

switched to the Slave single '

control, the Slave-side set Master-side L___ : .

value tracks the Slave-side Setvalue :

measured value, switching Slave-side .

without fluctuation can be Slave-side Measured value l The Slave-side Set value is changed
achieved. Set value —— — to the Slave-side Measured value.

(Controlled with the (Controlled with the

Master-side Set value) Slave-side Set value)

'
i
;
i
H .
Cascade control : Slave single control
;
i
;
1
A » Time

Switching point of control
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< 8V tracking unused >

When the Cascade control is Temperature

switched to the Slave-single 4

control, if the Slave-side Master-side [l — — — -
measured value and the Slave Set value

4/I\/Iaster-side Measured value

side set value gre not the . Slave-side
same, fluctuation of the PV is Slave-side Measured value
caused. Set value

A

v
A
v

Cascade control
(Controlled with the
Master-side Set value)

Slave single control
(Controlled with the

Slave-side Set value)
N » Time

Switching point of control

[Change of set values when switched from Slave single control to Cascade control]

Control: Slave single control ——» Cascade control
Input 1_Set value (master-side) Input 1_Set value (master-side)
= Input 1_Set value (master-side) =Measured value of Input 1 (master-side) just before the switching
SV tracking used Input 2_Set value (slave-side) Input 2_Set value (slave-side)
=Input 2_Set value (slave-side) = Set value according to the Manipulated output of Input 1

(master-side)

Input 1_Set value (master-side) = Input 1_ Set value (master-side)
Input 1_Set value (master-side) = Input 1_Set value (master-side)
SV tracking unused | Input 2_Set value (slave-side) Input 2_Set value (slave-side)
=Input 2_Set value (slave-side) = Set value according to the Manipulated output of Input 1

(master-side)

< 8V tracking used >

When the Slave single Temperature

control is switched to the A Master-side Measured value
Cascade control, the
Master-side set value tracks
the Master-side measured
value, switching without
fluctuation can be achieved.

The Master-side Set value is changed
: to the Master-side Measured value.

Slave-side
Setvalue D=

Master-side | |

Set value \Slav- side
Measured value

A
A

Slave single control
(Controlled with the
Slave-side Set value)

Cascade control
(Controlled with the
Master-side Set value)

Switching point of control

< SV tracking unused >

When the Slave single Temperature
A Master-side Measured value

control is switched to the 4

Cascade control, if the Slave-side
Master-side set value and the Setvalue D
Master-side measured value
are not the same, fluctuation
of the PV is caused.

Master-side [>
Set value

Measured value ==

v

Cascade control
(Controlled with the
Master-side Set value)
A » Time

7 Slave single control "
(Controlled with the
Slave-side Set value)

Switching point of control
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e SV tracking at the time of Auto/Manual transfer

When the Manual mode is switched to the Auto mode, the Set value (SV) follows the Measured value (PV)

just before the switching.

[Change of set values when switched from Manual mode to Auto mode]

Operation mode: Manual mode

 —

Auto mode

Set value (SV) = Set value (SV)

SV tracking used
9 Measured value (PV) = Measured value (PV)

Set value (SV) = Measured value (PV) just before the switching
Measured value (PV) = Measured value (PV)

Set value (SV) = Set value (SV)

SV tracking unused
9 Measured value (PV) = Measured value (PV)

Set value (SV) = Set value (SV)
Measured value (PV) = Measured value (PV)

< SV tracking used >

Temperature
A

Set value (SV)

.........
-----
o
o

,". Measured
value (PV)

1
1
1
1
1
1
! .
: » Time
1

1

Manual mode Auto mode

Auto/Manual transferred point

[L]  The SV tracking does not function at the time

(AN

control.

B Parameter setting

® Input 1_Auto/Manual transfer
[Operation Transfer Mode]

Input 1 and Input 2 is the same action.

< SV tracking unused >

Temperature
A

Set value (SV)

+ Measured
value (PV)

» Time

Manual mode Auto mode

Auto/Manual transferred point

of switching from Auto mode to Manual mode.

SV tracking does not function at the time of Auto/Manual switching at the Differential temperature

Parameter symbol Data range Factory set value
| FI / M [ALM o: Auto mode RUlro
I 1711 1384 Manual mode

® Input 2_Auto/Manual transfer
[Operation Transfer Mode]

Parameter symbol Data range Factory set value

L:'. H // ‘l\/’ UM o: Auto mode

nAn: Manual mode

RUlMo

[[1] To display “Input 2_Auto/Manual transfer,” specify “Measured input 2" at the time of order, AND
“Select function for input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop

control/Differential temperature control.

IMRO3A05-E8
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® Remote/Local transfer
[Operation Transfer Mode]

Parameter symbol

R/L

Data range Factory set value

When “Remote setting input” is selected at Select function for input 2 Lol

Lol : Local mode

rEA: Remote mode
When “Cascade control” is selected at Select function for input 2 SAbL

5nLL: Single control (Master single or Slave single)

LAS:  Cascade control
When “2-loop control/Differential temperature control” is selected at cLoof

Select function for input 2
2L ooP: 2-loop control
d! FF: Differential temperature control

[1] To display “Remote/Local transfer” (on FZ400/900), you need to specify the “Remote setting input”
at the time of order, or configure the “Measured input 2 (that must be also specified at the time
order) to the Remote setting input at “Select function for input 2” in Function block No. 58 in the
Engineering mode.

Concerning FZ110, “Remote settingt input” must be specified at the time of order.

® SV tracking

[Engineering Mode: Function block No. 50 (Fn50)]

Parameter symbol

Data range

Factory set value

— 01/
IIQI\

0to3
0: No SV tracking function
+1: SV tracking at transferring Remote/Local *
*Including Cascade mode transfer, 2-loop control/
Differential temperature control transfer
+2: SV tracking at transferring Auto/Manual

To select two or more functions, sum each value.

1
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B Setting procedure
® SV tracking setting

To enter the Engineering mode

P e e e T T T T e e T R e e e

Monitor & SV setting mode

Setting lock mode

| 1/
L Ol

PV/SV monitor Set data unlock/lock transfer
o0 N & N,
CO. L | seoondsHl | L1

mr
LI |« o
Lock state

aFF

<D + {MoDE

Unlock state

Operation transfer mode

Engineering mode
Function block No. 10

[Display]

Fr il

RUN/STOP transfer
<moDE — =, — | G+ <moDE
/ /
(2 seconds) R \l / '__, R H / b (2 seconds)
~Un 57 oP
RUN STOP
Function block No. 50
[Control] @ED SV tracking
Several — _ N Several — s
times ILI ,EH_, times ] ,-\', \ 653
" r__r nrrr |
D' 5 ID =i [
Set SV tracking

@

Setting End

o Next parameter is displayed.

e Press SED and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.

T

* Press the SEB key until
Parameter setting mode

Keep pressing without
releasing your finger from
the key to enter the
Setting lock mode.

& For detailed operation of Auto/Manual switching, see 8.9 Controlling with Manual Control
(P.8-56).

-5 For detailed operation of Remote/Local switching, see 8.10 Using Remote Setting Input (P.8-61).
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8.18 Suppressing Overshoot

Overshoot can be suppressed on this instrument at the time of startup (power on, control stop to start), Set
value (SV) change, and external disturbances.

Overshoot during the transition from Ramp to Soak can be prevented, when the Setting change rate limiter is
used.

W Description of function

Overshoot suppressing function may include Control response parameter, Proactive intensity, Determination
point of external disturbance and Bottom suppression function.

e Control response parameter

A response speed level at changing Set value (SV) at PID control can be selected from three levels (Slow,
Medium and Fast) in the Control response parameter.

Select “Fast” to quicken the response of the controlled object to the change in segment level and Set value
(SV). When the response speed level is “Fast,” overshoot will occur. To avoid overshoot, select “Slow.”

Fast Selected when rise time needs to be shortened (operation needs to started fast).
However in this case, slight overshooting may not be avoided.
Medium Middle between “Fast” and “Slow.”

Overshooting when set to “Medium” becomes less than that when set to “Fast.”

Slow Selected when no overshooting is allowed.

Used when material may be deteriorated if the temperature becomes higher that the
set value.

Measured value (PV) Fast

i ‘/ Medium

Set value (SV) P

Change
Slow

Set value (SV) P

. » Time
Set value (SV) change point
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e Proactive intensity, Determination point of external disturbance

Overshoot can be suppressed at startup (power on, control stop to start), Set value (SV) change, and external
disturbances. Overshoot during the transition from Ramp to Soak can be prevented. The intensity ranges
from 0 to 4 (5 scales).

Startup (power on, control stop to start), Set value (SV) change

Temperature
A

Set value (SV) D>

A

Proactive intensity: 0

/o

Proactive intensity: 4

Measured value (PV)

PaN » Time

Power ON

When external disturbance occurs

Temperature
A

Set value (SV) >l -1

Set value (SV) [ (e 4

Proactive intensity: 0

Measured value (PV)

Proactive intensity: 4

1
1
1
1
1
|
1 - .
=~ » Time

Set value (SV) change point

Overshoot can be suppressed when external disturbance occurs.
External disturbances are determined by the fluctuation between the stable state and Measured value (PV) of
the external disturbance determination point or more which is then used as a trigger.

Temperature

y

Set value (SV) >

A

Proactive intensity: 0

4

4
Proactive intensity: 4

Measured
value (PV)

IMRO3A05-E8

» Time

4

Set value (SV) >

Temperature

A

Measured value (PV)

Determination point of >
external disturbance
(negative setting)

A

Determination point of
external disturbance
(positive setting)l>

Detection of external disturbance

Temperature
A

/

~ » Time

Measured value (PV)

N

Set value (SV) >

S

Detection of external disturbance

~ » Time
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During Ramp control (Change of SV by Setting change rate limiter)

Overshoot can be suppressed when the temperature is in transition from theRramp state to the Soak state.

Proactive intensity: 0

Y

Changing pattern of

Set val SV
etvalue (SV) Proactive intensity: 4

/ Measured value (PV)

e Bottom suppression function

When the input fluctuation by external disturbance is detected, the amount of FF (Feedforward) is added to

the output value to suppress the Bottom.
Temperature
A

Measured value (PV)

Set value (SV) >

Adjustment by FF amount of
the Bottom suppression

» Time
Bottom suppression by increasing
MV Manipulated output (MV)
FF amount

[Setting items]

e FF amount: This can also be obtained automatically by Amount of FF which is added to detect
external disturbance and Learning function

e FF amount learning:
FF amount can be calculated from external disturbance when detection of external
disturbance is executed after selection of “Learn.” When setting is completed, the value
will automatically return to “0: No learning.”

« Bottom suppression function:
Used to activate/deactivate the Bottom suppression function as well as a trigger function.
There are two types of triggers; when the Determination point of external disturbance (FF
amount is added by the level) is exceeded and Forced addition off FF amount. Trigger
signal can be input through communication in the case of Forced addition of FF amount.
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B Parameter setting
® Input 1_Control response parameter

[Parameter Setting Mode: Parameter group No. 51 (Pn5 /)]

Factory set value

Parameter symbol Data range
| DO |0:Slow
(AN A 1: Medium
2: Fast

[When the P or PD action is selected, this setting becomes invalid]

PID control or Position
proportioning PID control: 0
Heat/Cool PID control: 2

® Input 2_Control response parameter

[Parameter Setting Mode: Parameter group No. 52 (Pn52)]

Factory set value

Parameter symbol Data range
I~ 0: Slow
E- ‘C\, ‘D‘ 1: Medium
2: Fast

[When the P or PD action is selected, this setting becomes invalid]

0

[[1]  To display “Input 2_Control response parameter,” specify “Measured input 2” at the time of order,
AND “Select function for input 2” (Function block No. 58 in Engineering mode) must be set to

2-loop control/Differential temperature control, or Cascade control.

® Input 1_Proactive intensity

[Parameter Setting Mode: Parameter group No. 51 (Pn5 /)]

Parameter symbol

Data range

Factory set value

(PRCT

0to4

0: No function

2

[1]  To display “Input 1_Proactive intensity,” the Input 1_Proportional band [heat-side] and the Input
1_Integral time [heat-side] in the same memory area must be set to a value other than zero.

® Input 2_Proactive intensity

[Parameter Setting Mode: Parameter group No. 52 (Pn52)]

Parameter symbol

Data range

Factory set value

cPACT

0to4
0: No function

2

[  To display “Input 2_Proactive intensity,” specify “Measured input 2” at the time of order, AND
“Select function for input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop
control/Differential temperature control, or Cascade control. Additionally, you also need to enter a
value other than 0 in the Input 2 Proportional band and the Input 2 Integral time in the same

memory

IMRO3A05-E8
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8. CONTROL FUNCTION

® Input 1_FF amount
[Parameter Setting Mode: Parameter group No. 51 (Pn5 /)]

Parameter symbol Data range Factory set value

| C ~100.0 to +100.0 % 0.0
l. FF ’

block No. 57 in the Engineering mode, and the Input 1 _Proportional band [heat-side] and the Input

[11  To display “Input 1_FF amount,” 1 or 2 must be set at “Bottom suppression function” at Function
1 Integral time [heat-side] in the same memory area must be set to a value other than zero.

Not displayed when the control action is Position proportioning PID control.

® Input 2_FF amount
[Parameter Setting Mode: Parameter group No. 52 (Pn52)]

Parameter symbol Data range Factory set value
| —100.0 to +100.0 % 0.0
c. FF ’

[N To display “Input 1_FF amount,” 1 or 2 must be set at “Bottom suppression function” at Function
block No. 57 in the Engineering mode, AND “Select function for input 2 (Function block No. 58
in Engineering mode) must be set to 2-loop control/Differential temperature control, or Cascade
control. Additionally, you also need to enter a value other than 0 in the Input 2 Proportional band
and the Input 2_Integral time in the same memory area.

® FF amount learning
[Setup Setting Mode: Setting group No. 57 (5~51)]

Parameter symbol Data range Factory set value

F CCI- (Ot3 0
i 0: No learning

+1: Learn Input 1
+2: Learn Input 2

To select two or more functions, sum each value.

To display “FF amount learning,” 1 or 2 must be set at “Bottom suppression function” at Function
block No. 57 in the Engineering mode

® Input 1_Determination point of external disturbance
[Setup Setting Mode: Setting group No. 57 (5057)]

Parameter symbol Data range Factory set value

| vV _| | |—(Input1 Inputspan) to+(Input 1 _Input span) -1
\ .

Ao When Control with PV select:

—(PV select input span) to +(PV select input span)

[Varies with the setting of the Decimal point position.]
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8. CONTROL FUNCTION

® Input 2_Determination point of external disturbance
[Setup Setting Mode: Setting group No. 57 (5057)]

Parameter symbol

Data range

Factory set value

cEXdu

—(Input 2_Input span) to +(Input 2_Input span)

[Varies with the setting of the Decimal point position. ]

=Il

[1]  To display “Input 2_Determination point of external disturbance,” specify “Measured input 2” at
the time of order, AND “Select function for input 2” (Function block No. 58 in Engineering mode)
must be set to 2-loop control/Differential temperature control, or Cascade control.

® Bottom suppression function

[Engineering Mode: Function block No. 57 (FA57)]

Parameter symbol

Data range

Factory set value

bl M5F

0: No function
1: FF amount is added by level
2: FF amount is forcibly added

0

[[I]  Not displayed when the control action is Position proportioning PID control.

IMRO3A05-E8
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8. CONTROL FUNCTION

B Setting procedure

To enter the Engineering mode

ek s ke e s e s e s s e ke A e s e ke A e kM A e b e e s ke e s e ke s mm ks e b e e s e

Setting lock mode

- Monitor & SV setting mode

<D +<MoDE

PV/SV monitor CD Set data unlock/lock transfer
SET,
N o | I~/ J =1/
_Sll (4 seconds™) O ; O
00« an ofF
Lock state Unlock state

Operation transfer mode
RUN/STOP transfer

<MoDE

(2 seconds)

’
1
1
1
[}
1
1
1
1
1
[}
1
1
1
1
1

A4

R/3

I_I_N_i

v
—
-
~N

—

<D +<MoDE

* Press the @EB key until
Parameter setting mode
is displayed.

Keep pressing without
releasing your finger from
the key to enter the
Setting lock mode.

(2 seconds)

T T T e e e

Engineering mode

Function block No. 10

Function block No. 57

Bottom suppression

[Display] [Proactive] function
Fril | |FRST | € |bMM5P | &
dsF P'?u « UHUJ

Set Bottom

E<D) +<{MoDE

suppression function

Monitor & SV setting mode

PV/SV monitor

0T
cal

57 oF

<D +<MoDE

—

<) +<MoDE

Setup setting mode
Setting group No. 10
[Display]

C_
Jr iy
d5F

Setting group No. 57

[Proactive]

S | |~ NE

e | 55"
] P

FF amount learning

5

V'S

Input 2_Determination
point of external

v

&)

Ormr
e

Set FF amount
learning

Input 1_Determination
point of external

v

Continued on the next page.
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Set Determination
point of external

disturbance

disturbance In case of disturbance
™ v | one input | [
& | EXdu 1EXdd|
) L ‘
N e nrar |
oo 1€ . l_ll_l_l. I
In case of two inputs

Set Determination
point of external
disturbance
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8. CONTROL FUNCTION

Continued from the previous page.

l

Parameter setting mode

Monitor & SV setting mode Parameter group No. 00 Parameter group No. 51 Input 1_Control
PV/SV monitor [Setting] [Input 1_Control] @@ response parameter
— 6D p—— p——
(] C mr Once or | Several | Im])
28.0 esens| Pl | e | PAS | mes | 1 R | €D
— . > . > p .
- | - r InInInInln
5’ DID Sb L_Orn e NN

In case of two inputs 653 Set Control

response parameter

Several
times
Input 1_Proactive
In case of Input 1_FF amount intensity
two i t — i — —
kel B CClen| 1Dard
I I~ | Ll |
'ninlnlnlnl) mrrm -2
In case of e [ .
oneinput  get FF amount Set Proactive
@ED intensity
v
Parameter group No. 52 Input 2_Control Input 2_Proactive
[Input 2_Control] @ED response parameter intensity Input 2_FF amount
Several 1
PnSd |+ |2 RPM e |dPALT |ea)d FF| e
le‘ r | 'ninlnlnln " nrrm - " 'winlnlnln "
Lorm ([ [ - [ .y
Set Control Set Proactive Set FF amount
response parameter intensity

|

Setting End ) ¢

o Next parameter is displayed.

o Press @EB and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)
e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.
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8. CONTROL FUNCTION

8.19 Changing the Action at Power ON (Hot/Cold Start)

When restarting following a power failure (power OFF from ON), the start action can be selected by the

following parameters:
— Hot/Cold start

— Start determination point

W Description of function

e Hot/Cold start

Recovery action from power failure can be selected from the following.

For PID control or Heat/Cool PID control

Actlpn when power Operatlop mode Output value when power failure recovers
failure recovers when power failure recovers
Hot start 1 Same as that before power failure Near the output value before power failure occurs
. Auto mode | Computed control output value 2
Hot start 2 Same as that before power failure —
Manual mode | Output limiter low
Cold start Manual control mode Output limiter low
STOP start Started. in the Reset mode regardless (l)f the Manipulated output value (MV) at STOP
Operation mode before power failure.

Factory set value: Hot start 1

! If changed to RUN from STOP by RUN/STOP transfer after start, set to the operation mode before power failure occurs.
2 The result of control computation varies with the control response parameter.

If the Startup tuning (ST) function is executed or an automatic temperature rise is made just when
the power is turned on or selection is made from STOP to RUN as one of the startup conditions,
control starts at Hot start 2 even if set to Hot start 1 (factory set value).
(It is unavailable at Cold start and STOP start.)

For Position Proportioning PID control

Operation Operation mode and Output value when power failure recovers
ggxg?fvavﬁjrf; mode before With Feedback resistance (FBR) input
Without Feedback resistance : -
recovers ?aci)l\ﬁz (FBR) input Feedback resistance (FBR) Feedback resistance (FBR) disconnected
connected Action at FBR disconnected: 0 * | Action at FBR disconnected: 1 *
Operation mode: Operation mode: Operation mode:
Same as that before power failure |Same as that before power failure Same as that before power failure
Auto mode
Output: Output: Output:
Computed control output value |Computed control output value Computed control output value
Hot start 1 Operation mode:
o " de: Same as that before power failure o " de:
Manual peration mode: ) Outout: peration mode: )
P Same as that before power failure Ampu(i' o th It of control Same as that before power failure
mode . ccording to the result of contro . ) .
Output: No output computation of Manipulated output | OPeration mode: . Output: No output
value Same as that before power failure
- - Output: -
Operation mode: Operation mode: . . Operation mode:
. . In accordance with the setting of .
Same as that before power failure |Same as that before power failure . Same as that before power failure
Auto mode valve action at STOP
Output: Output: Output:
Computed control output value |Computed control output value Computed control output value
Hot start 2 Operation mode:
M 1 Operation mode: Same as that before power failure Operation mode:
anual | game as that before power failure | OUtPUt: Same as that before power failure
mode Output: No output According to the result of control Output: No output
utput: o outpu computation of Manipulated output utput: o outpu
value
Operation mode: Monual mode  [Operation mode: Monual mode
Cold start Operation mode: Monual mode | Qutput: Output: Operation mode: Monual mode
Output: No output According to the result of control  {In accordance with the setting of ~ [Output: No output
computation of Output limiter low |valve action at STOP
Operation mode: STOP 85:;3:10“ mode: STOP
. : Operation mode: STOP
STOP start Output: . . According to the result of control P . . .
In accordance with the setting : ; Output: In accordance with the setting of valve action at STOP
. computation of Manipulated output
of valve action at STOP value at STOP

* Action at FBR disconnected
0: In accordance with the setting of valve action at STOP
1: Control action is continued
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8. CONTROL FUNCTION

® Start determination point

Separately from Hot start and Cold start, users can set the start range (Start determination point) of Hot
start 1 after power recovery. Determination point of start is a deviation setting from the Set value (SV).

e The start state is determined according to the Measured value (PV) level [deviation from set value] at
power recovery.

e When a Measured value (PV) is between the determination points on the + (plus) and — (minus) sides,
always starts from Hot start 1 when recovered.

e When a Measured value (PV) is out of the determination points or the Start determination point is set at “0,”
operation starts from any start state selected by Hot/Cold start.

Start determination point Start determination point
(minus side) (plus side)
Hot start 1, Hot start 2, Hot start 1 Hot start 1, Hot start 2,
Cold start, or Reset start Cold start, or Reset start
Low A AN High

Set value (SV)  Start determination point setting

[1]  During Cascade control: Determined for Master side (Input 1) only.
In the case of Master single control and Slave single control, according to the setting of each input.

[1] Action at power failure for 2-loop control is as follows:
e Hot start 1, Hot start 2, and Cold start
Control is started in a mode according to the determination point of start.
e STOP start
Starts in Hot start 1 when Input 1 or Input 2 stays within the determination point of start.
Starts in STOP start when both of Input 1 and Input 2 are outside the determination point of start.
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8. CONTROL FUNCTION

B Parameter setting

® Hot/Cold start
[Engineering Mode: Function block No. 50 (FA50)]

Parameter symbol

Data range

Factory set value

Ad

0: Hot start 1
1: Hot start 2
2: Cold start

3. STOP start

0

® Input 1_Start determination point
[Engineering Mode: Function block No. 51 (Fa5 /)]

Parameter symbol

Data range

Factory set value

.. PdA

0 to Input 1_Input span

(When Control with PV select: 0 to PV select input span)

0: Operation starts from any start state selected by Hot/Cold start
[Varies with the setting of the Decimal point position.]

3 % of Input 1_Input span

Control with PV select:
3 % of PV select input span

® Input 2_Start determination point
[Engineering Mode: Function block No. 52 (Fn52)]

Parameter symbol

Data range

Factory set value

c. PdA

0 to Input 2_Input span
0: Operation starts from any start state selected by Hot/Cold start
[Varies with the setting of the Decimal point position.]

3 % of Input 2_Input span

To display “Input 2_Start determination point,” specify “Measured input 2” at the time of order,
AND “Select function for input 2” (Function block No. 58 in Engineering mode) must be set to

2-loop control/Differential temperature control, or Cascade control.
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8. CONTROL FUNCTION

B Setting procedure

To enter the Engineering mode

i .

- Monitor & SV setting mode Setting lock mode

PV/SV monitor Set data unlock/lock transfer

&

EBL’ (4second8*)= L ,:,L ,'\/ LDLI,\/ @EE+<MODE
mr

v

* Press the @@ key until

LIl ¢ o ,:”'—,’— Parameter setting mode
is displayed.
Lock state Unlock state Keep pressing without
releasing your finger from

the key to enter the

Operation transfer mode Setting lock mode.

T

RUN/STOP transfer
<MoDE =, — | G +<moDE
/ /
(2 seconds) ,;' / 5 R ,,-\' / fj (2 seconds)
rLn 57 oP
. RUN STOP
N | — — -
Engineering mode
Function block No. 10 Function block No. 50
[Display] [Control] Hot/Cold start 653
C_ il Several C_Cn = ~) _ || Several
FA il | e [FaSy | €D R | imes
dJ5P " r__r 'slnlnlnln
_ Loarn |« NN NN

Set Hot/Cold start

Function block No. 51 Input 1_Start
[Input 1_Control] @ED determination point
C_C | Several | PC)P In case of one input @ED
U | times | 1. I
I r onn N
Lo Lo ,EJ—’ In case of two inputs
In case of Set Start
two inputs determination point
G
Several
times
Function block No. 52 Input 2_Start
[Input 2_Control] @@ determination point
| I~ Several v
,- (] bc’ times ‘3 Pd,q 663 .
r r b= nA 197 »( Setting End
E.L orn i UE'J_I o
o Next parameter is displayed.
Set Start .
determination point e Press 6@ and <MODE keys simultaneously to return to

the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to
the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.
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This chapter describes display related functions, setting contents and setting

DISPLAY
RELATED
FUNCTIONS

procedure based on the key words related to Display.

9.1
9.2
9.3
9.4
9.5
9.6
9.7
9.8
9.9

Grouping Necessary Screens (Parameter Select Function) ........... 9-2
Hiding Unnecessary SCreenS.........cccceeeeeiiiiieiiiiiiee e 9-12
Hiding the Display of the Set Value (SV) ....ccooveieiiiiiiiiiiieee 9-18
Changing the Display Position of STOP during the Control Stop.. 9-20
Changing the ALM Lamp Lighting Condition ........................coo.. 9-22
Changing the Display Contents of the MV Display [FZ400/900]... 9-24
Checking Input Peak Value/Bottom Value ............cccoooeeevvivininnnnnn. 9-26
Suppressing the Display Flickering.........cccoeoeeeiiiiiiiiiiieeeeeeeeeees 9-30
Checking the Instrument Information............cccccooeeeei i, 9-32

9-1




9. DISPLAY RELATED FUNCTIONS

9.1 Grouping Necessary Screens (Parameter Select Function)

This instrument has a function that allows a user to specify desired screens to be displayed. This function is
called “Parameter select function.” Up to 16 screens can be grouped together.

m Description of function

The Parameter select function allows grouping necessary screens into a single mode for display. Screens
registered in the Setting lock mode are displayed in the Parameter select mode.
The screens displayed in this mode can be operated in the same manner as they are in the original mode.

[I]  With the Parameter select function, the Setting lock mode screen and the Function block No. 91 in
the Engineering mode cannot be registered.

[How does Parameter select function work?]

Screen to register

- N o Setting lock mode RN ~ Parameter select mode ~
Monitor & SV setting mode R Display
egistration
Measured value (PV)/Set value (SV) J > Parame'.[er select [ l.> Measured value (PV)
setting 1 L /Set value (SV)
\§ J
4 N Disol
, . . Isplay
Operation transfer mode | Registration Parameter select r
/-—V setting 2 [ |.> RUN/STOP transfer
RUN/STOP transfer ===—""|
N J
Ve ~ ) ) p Display |
Registration arameter select I > Event 1 set value
Parameter setting mode //V setting 3 1 (EV1)
Event 1 set value (EV1) —
- J Disol
isplay
Registration Parameter select r
- 9 > setting 4 I |.> Event 1 type
Engineering mode /
Event 1 type / |
\ J . . Parameter select Display I .
Registration | setting 5 | |.> Input 1_PV bias
( \/
Setup setting mode
A N J N J
Input 1_PV bias

- J

[Example]  When “Event 1 set value (EV1)” screen in the Parameter setting mode is registered in the
Parameter select setting screen, this screen can be viewed in both the Parameter select mode
and the Parameter setting mode.

e Set data lock
This function can be independently activated in each operation mode.

For example, when the parameters in the Parameter setting mode are locked, the same parameters in the
Parameter select mode are settable.

9-2 IMRO3A05-E8



9. DISPLAY RELATED FUNCTIONS

There are two ways to register screens.
e Screen number entry: Enter the screen No. on the Parameter select setting screen.
¢ Direct registration: ~ Display the desired screen and register it through key operations.

® Screen number entry

Enter the predefined screen number on the Parameter select setting screen in the Setting lock mode. The
registered screens in the Parameter select mode will be displayed.

= See the List of screen numbers (P. 9-9) for details.

[To register screens]

Check the screen number. Find the desired screen No. by referring to the List of screen
numbers
Enter the screen number on Display the “Parameter select setting screen” in the Setting lock
the Parameter select setting mode and enter the desired screen number to register.
screen. (A maximum of 16 screens can be registered)
Check the registered screen. Switch the mode to the Parameter select mode to see that the

registered screen is properly displayed.

[Registering screens and display (1)]

There are 16 Parameter select setting screens and these are freely settable. Unregistered screens, if any, will
be skipped and screens are displayed in series in the Parameter select mode.

Setting lock mode: Parameter select setting screen (for registration)
1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16
afe e [ | [ [Ed [ [ | [ R |

|:|: Registered screens |:| : Unregistered screens (Set value = 0)

Parameter select mode: Displayed screens

| A | B | C ‘ D | E ‘ F ‘ Only registered screens are grouped for display.
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9. DISPLAY RELATED FUNCTIONS

[Entering screen No.]

In this example we will register “Event 1 set value (EV1)” in the Parameter setting mode.

Monitor & SV setting mode

9-4

PV/SV monitor

00
c80

Setting lock mode
Set data unlock/lock

mr
L

is displayed.

Parameter select

@ED transfer— 663 - ftting 1_ Enterl
. I _ 1/ several | )T ) 7] )| numetc | =) 7] |
(4 seconds ) o times [ | | data e
C - " 'wlnlnlnly " alnlg=ln
D}'l [N UI_IUL:' I
N . Set the screen Register the setting
Press the 553 key until w7
Parameter setting mode number “27” for the
Event 1 set value
Keep pressing without (EV1).
releasing your finger
from the key to enter the
Setting lock mode
Monitor & SV setting mode Parameter select
Parameter select mode PV/SV monitor setting 2
1/ 1| <mope 01| GD+<vone | CIC 1 117
£ | Kooe + ] cG.0| ED+<moe | DG [
N mr INININInln
oSl ik i

The screen registered in
the Parameter select
setting screen 1 will be
displayed.
(Check the registered
screen)

—DCRegistration is complete)

Switch to the Parameter

select mode

A

Registration is complete.
Return to the Monitor &

SV setting mode
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® Direct registration

Activate the direct registration on the Parameter select direct registration screen in the Setting lock mode.
Display the screen to register and press the and keys simultaneously.
The screen will be registered on the Parameter select setting screen.

L} Control must be stopped before attempting the direct registration.

[I]  When the direct registration is activated on the Parameter select direct registration screen, all
modes except for the Setting lock mode will be locked.

[To register screens]

Stop the control. (STOP) Stop the control to make a direct registration.
Activate the Parameter select Call the “Parameter select direct registration” screen and enable
direct registration. the direct registration.
[1]  When the direct registration is set to ON, modes are
' forced to be data lock state except the Setting lock
mode.

Display the desired screen
to register. Display the desired screen to register.

A

Perform registration

Press the and keys simultaneously, then the displayed
screen will be registered in the Parameter select setting screen.

[L]  When the registration is accepted, the Parameter select
setting screen No. will be displayed about one second
on the SV display.

When the data is registered into the Parameter select
setting screen 2, “P5L0O2” will be displayed.

Change the mode to the Parameter select mode to check the
registered screen.

Check the registered screens.

\ 4

Deactivate the Parameter To release the Set data lock state, call the “Parameter select
select direct registration. direct registration” screen and disable the direct registration.

\ 4

Start the control. (RUN) Start the control.
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9. DISPLAY RELATED FUNCTIONS

[Registering screens and display (2)]

This example shows the case of the direct registration under the state of the “[Registering screens and
display (1)]” (P. 9-3).

+« When directly registered

When attempting a direct registration, in case there is a registered screen in the Parameter select setting
screen, the new screen will be added to after the registered screen. Even if there are unregistered screens, the
new screen will be added to after the screen with the largest screen number of the Parameter select setting
screen.

Setting lock mode: Parameter select setting screen (for registration)
1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16
tAaefey] | | [ [erEd [ [ | | [FEJG|

|:|: Registered screens |:| : Unregistered screens (Set value = 0) /]\

Directly registered screen
Parameter select mode: Displayed screens

| A | B | C ‘ D | E ‘ F ‘ G ‘ Only registered screens are grouped for display.

» Registering further screens

When the Parameter select setting 16 screens are registered, the latest direct registration is added to the
position of No.16, and the data before that will be moved ahead to toward the direction of the smaller
numbers. Consequently, the screen registered at the Parameter select setting 1 will be moved out and
removed from the registration.

Setting lock mode: Parameter select setting screen (for registration)

Awasdf 1 2 3 4 5 6 ¢ 8 9 10 11 12 13 14 15 16
removeda frrom
teregistaton | B | €] | | | [BJE] | | | | [F]G|H]
wuuwwuwwwwwuuuwwﬁ
|:|: Registered screens |:| : Unregistered screens (Set value = 0) Previously Newly
registered added
screen screen

Parameter select mode: Displayed screens

| B | C | D ‘ E | F ‘ G ‘ H ‘Onlyregistered screens are grouped for display.
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9. DISPLAY RELATED FUNCTIONS

[Example of Direct registration]
This is an example to make a direct registration of “Input 1 PV bias” in the Setting group 21 in the Setup
setting mode under the state of the “[Registering screens and display (1)]” (P. 9-3).

Monitor & SV setting mode Operation transfer mode Monitor & SV setting mode
PV/SV monitor RUN/STOP transfer PV/SV monitor
MODE — — — —
280 (§seconds) 0 /C [ /T | @) +vooE 0117
cou|ess | /32 [/5 R ==k
[N} r_O
oo run 5MoF 57 aP
RUN STOP

Setting lock mode
Set data unlock/lock Parameter select direct Parameter select

@ea transfer @ED registration setting 1

\ I _ T/ several l'i | l‘ | ’l_l m
(4 seconds™) O times l—“ L’ l—, E @ED , ,
- | T - > r > et
CHCI_ DFI_ o [N
* Press the G€T) key unti Activate the direct . Register the setting Return to the Monitor
Parameter setting mode registration (turn on) & SV setting mode
is displayed. ** When the direct registration
Keep pressing without is set to ON, modes are
releasing your finger forced to be data lock state
from the key to enter the except the Setting lock mode.

Setting lock mode

Setup setting mode

Setting group No. 21 Setting group No. 10 Monitor & SV setting mode
[Input 1] [Display] PV/SV monitor
G —, al _' C”_, ,"'-,' G+ <MODE ; "l_,' ,’_l GeD)+ <MODE
- — - — < — —
! :':-:F' d5F S oF

Switch to the Setup
setting mode

Monitor & SV setting mode

Input 1_PV bias PV/SV monitor
o Auto- — J—
| C’L + | '-“- matically | ,_‘t s€eT) + { MODE “_' ’—'
o . ll_l=l. [ o I ) |€D+< ) :uu
mr isteri —) mr
LiLs| Redistering PSL G| Awrox LiL 57 af
screen 1 second
“PSL16” is displayed Registration is complete. Switch to the Parameter
to show that the data Return to the Monitor & select mode
was registered into SV setting mode
the Parameter select
setting 16.
Monitor & SV setting mode Parameter select Parameter select
CD PV/SV monitor mode 653 mode
SET
Several .
woreey | O[] |EDr<woe) | Pl | i | sevenvesea | Qoo +
cCrr mr setting 1
_H DID it "9

A directly registered
screen is displayed.

Setting lock mode

Set data unlock/lock Parameter select direct
transfer @ED registration Parameter select setting 1
J I )/ | Several D' _' - Dl _' SeT l_“ | R —
N L1 gy | times U_ A NV R U_ | €D . _’L Ll | Registration is
FF _ " Cr g alalnlaln complete
o ar o LI

The direct registration Unlock the data
turned oFF setting
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9. DISPLAY RELATED FUNCTIONS

B Parameter setting

® Parameter

select direct registration

[Setting Lock Mode]

Parameter symbol

Data range

Factory set value

A5Ld

oFF:Direct registration: OFF
on: Direct registration: ON

ofF

b B

[L]  This setting returns to oF F when the power is turned off.

® Parameter select setting 1 to 16

[Setting Lo

ck Mode]

To allow “Parameter select direct registration,” Control must be stopped (STOP).

Set “on: Direct registration ON” to ON. All except Setting lock mode will be forced to data locked.
After the registration process is over, return the setting to ofFF.

Parameter symbol Data range Factory set value
DC ) I 1 |0: No registration 0
B Y S I |

1 to 303 (Screen No.)
For details, see List of screen numbers (P. 9-9).
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9. DISPLAY RELATED FUNCTIONS

® List of screen numbers

No. Name Mode No. Name Mode
1 Input 1_Measured value (PV) monitor 42 Input 1_Manual reset
Input 1_Set value (SV) monitor? 43 Input 1_FF amount
2 Input 2_Measured value (PV) monitor 44 |Input 1_Output limiter high [heat-side] | Parameter setting mode
Input 2_Set value (SV) monitor 3 # — -
v d valus (PV) of diff Tl 45 Input 1_Output limiter low [heat-side] Parameter group
|
te?na::rzur\;ai:;?u(t mgr?itorl erentia 46 Input 1_Control loop break alarm No. 51 (Pn5 /)
3 Set value (SV) of differential temperature (LBA) time
input (SV) monitor? 47 Input 1_LBA deadband (LBD)
Input 1_Measured value (PV) 48 Input 2_Proportional band
4 !
Input 2_Measured value (PV) 49  |Input 2_Integral time
5 Remote setting input value monitor 50 Input 2_Derivative time
6 Input 1_Manipulated output value monitor| 0 e sy setting 51 |Input 2_ON/OFF action differential gap
[heat-side] mode (upper)
7 Input 1_Manipulated output value monitor 5p |Input2_ON/OFF action differential gap
[cool-side] 7 (lower)
8 Input 2_Manipulated output value monitor 53 Input 2_Control response parameter | Parameter setting mode
9 Current transformer 1 (CT1) input value 54  |Input 2_Proactive intensity Pa"a’gezte‘ggg%“p
monitor 0. 52 (Pn5c)
- 55 Input 2_Manual reset
10 Currfant transformer 2 (CT2) input value 56 Input 2_FF amount
monitor — -
11 Comprehensive event state 57 Input 2_Output limiter high
- - 58 Input 2_Output limiter low
12 Memory area soak time monitor
13 Interlock release 59 Input 2_Control loop break alarm
(LBA) time
14 |Memory area transfer 60 |Input 2_LBA deadband (LBD)
15 RUN/STOP tran.sfer 61 Input 1_Proportional band [cool-side]
16 Input 1_Autotun!ng (AT) 62 Input 1_Integral time [cool-side]
17 |Input 2_Autotuning (AT) 63  |Input 1_Derivative time [cool-side] Pargmeter ?ettlng mode
i arameter grou
18 Input 1_Startup tun!ng (ST) 64 Input 1_Overlap/Deadband No. 56 (,3355)‘)
19 Input 2_Startup tuning (ST) 65 Input 1_Output limiter high [cool-side]
20 |Input 1_Auto/Manual transfer Operation transfer 66  |Input 1_Output limiter low [cool-side]
21 Input 2_Auto/Manual transfer mode -
67 Select Trigger type for Memory area
Remote/Local transfer transfer
Cascade mode transfer 68 Area soak time
22 PV select transfer -
2-loop control/Differential temperature 69 Link area number
control transfer 70 Input 1_Setting change rate limiter (up)
23 Control area Local/External transfer 71 Input 1_Setting change rate limiter
24 |Input 1_Set value (SV) Parameter setting (down)
25 Input 2_Set value (SV) mode Input 1_Auto/Manual transfer selection .
. . Parameter group 72 (Area) Parameter setting mode
26 Set value (SV) of differential temperature No. 00 (Po0d) 3 | T Monouiated oA Parameter group
input (SV) . u 7 nput 1_Manipulated output value (Area) No. 70 (P~
Event 1 set value (EV1) 74 Input 2_Setting change rate limiter (up)
2 Event 1 set value (EV1) [high] 75 Input 2_Setting change rate limiter
28  |Event 1 set value (EV1’) [low] (down)
29 Event 2 set value (EV2) 76 Input 2_Auto/Manual transfer selection
Event 2 set value (EV2) [high] Parameter setting (Area)
30 Event 2 set value (EV2’) [low] mode 77 Input 2_Manipulated output value (Area)
Event 3 set value (EV3) Parameter group 78 Remote/Local transfer selection
31 |Event 3 set value (EV3) [high] No. 40 (Pr40) (Area)
32  |Event 3 set value (EV3’) [low] ) Setup setting mode
- Event 4 set value (EV4) 79 Display update cycle Settmg(gr_’oti’% No. 10
Event 4 set value (EV4) [high]
34 |Event 4 set value (EV4’) [low] 80  [Input1_PV bias
: . 81 |Input 1_PV digital filter Setup setting mode
35 Input 1_Proportional band [heat-side] = - Setting group No. 21
36 |Input 1_Integral time [heat-side] 82 |Input1 PV ratlo. (5n 1)
37  |input 1_Derivative time [heat-side] o or et 83 [input1_PV low '”p‘ét cut-off
38 Input 1_ON/OFF action differential gap aramrioec;'ese g 84 Input 2_PV b{als (R' bias)
(upper) 85 Input 2_PV digital filter Setup setting mode
Parameter group (RS digital fiter) Setting group No. 22
39 Input 1_ON/OFF action differential gap No. 51 (Pn5 1) 36 | 2 PV ratio (RS ratio) g(g EE")) ’
(lower) nput 2_PV ratio ratio n
40  |Input 1_Control response parameter 87 |Input2_PV low input cut-off
41 |Input 1_Proactive intensity 88  |OUT1 proportional cycle time Setup setting mode
" Measured value (PV) of the PV select under the Control with PV select. 89  |OUT2 proportional cycle time Setting(gro;% No. 30
n
2 Input 1_Manual manipulated output value when Input 1 is in Manual mode. 90 OUTS3 proportional cycle time s

3 Input 1_Manual manipulated output value when the control is Cascade
control in the Manual mode.

4 Input 2_Manual manipulated output value when the control is 2-loop control
and when Input 2 is in Manual mode.
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9. DISPLAY RELATED FUNCTIONS

No. Name Mode No. Name Mode
91 OUT1 minimum ON/OFF time of 145 |Show/Hide Input 1_SV
proportional cycle ;
OUT2 minimum ON/OFF time of Setup setting mode 149 {Showlhide Input 2.8V
92 ninimu | Setting group No. 30 147  |Show/Hide Input 1_MV Engineering mode
proportional cycle n - .
— , (5n30) 148 |Show/Hide Input 2_MV Function block
93 OUT3 minimum ON/OFF time of — - - No. 10 (Fn IO
proportional cycle 149  [Select hide items in Monitor mode
Select hide items in Operation transfer
94 Heater break alarm 1 (HBA1) set value Setup setting mode 150 mode
95 Number of hea_ter break alarm 1 Settmg(grﬂo#g) No. 45 151 Data registration Engineering mode
(HBA1) delay times 152 |FUNC key assignment Function block
96 Heater break alarm 2 (HBA2) set value Setup setting mode 153  |FUNC key operation selection No. 11 (Fr 1
g7  |Number of heater break alarm 2 Setting %ro:é) No. 46 154 _ |Input 1_Input type
(HBA2) delay times (3n*f6) 155 |Input 1_Display unit
98 Input 1_Manual manipulated output value 156  |Input 1_Decimal point position
99 Input 1_Level PID setting 1 157  |Input 1_Input range high
100 |Input 1_Level PID setting 2 158 |Input 1_Input range low
101 Input 1_Level PID setting 3 Setyp setting mode Input 1_Input error determination point
- Setting group No. 51 159 (high) -
102  |Input 1_Level PID setting 4 (515 ) 9 Engineering mode
103 |Input 1_Level PID setting 5 160 Input 1_Input error determination point Function block
= (low) No. 21 (Fnd 1)
104 |Input 1_Level PID setting 6 ——— " "
- nput 1_Temperature compensation
105 |Input 1_Level PID éettmg 7 161 calculation
106  |Input 2_Manual manipulated output value 162 |Input 1_Bumout direction
107 |Input 2_Level PID sett!ng 1 163  |Input 1_Square root extraction
182 :npu: i_teve: i:g se::fng 2 Setup setting mode 164  |Input 1_Inverting input
P 2 —Ove = fng Setting group No. 52 165 |Input data type
110  |(Input 2_Level PID sett!ng 4 (6n52) 166 |Input 2_Input type
111 Input 2_Level PID sett!ng 5 167 |Input 2_Display unit
112 |Input 2 _Level PID setting 6 168  |Input 2_Decimal point position
113 |Input 2_Level PID setting 7 169 |Input 2_Input range high
114 |Input 1_AT bias _ : Setup setting mode 170  |Input 2_Input range low
115 |Input 1_AT remaining time monitor Setting group No. 53 1 Input 2_Input error determination point Enai ) g
116 [Input 1_AT/ST status monitor (5n53) (high) ngineering mode
- Function block
117 |Input 2_AT bias Setup setting mode 172 |Input 2_Input error determination point No. 22 (Frd?)
118  |Input 2_AT remaining time monitor Setting group No. 54 (low)
119 |Input 2_AT/ST status monitor (5n54) 473  |Input 2_Temperature compensation
120  |Open/Cl | Set i d calculation
pen/Close output neutral zone etup setting mode —
Setting group No. 55 174  |Input 2_Burnout direction
121 Open/Close output differential gap (5n55) 175 Input 2_Square root extraction
122 |FF amount learning 176 [Input 2_Ir.1verting in.put
123 Input 1_Determination point of external|  Setup setting mode 177 D1 function selection
disturbance Setting group No. 57 178  |DI2 function selection
124 Input 2_Determination point of external (5n57) 179  |DI3 function selection
disturbance 180  [DI4 function selection Engineering mode
125 Cascade_lProportionaI band 181 DI5 function selection Function block
(master-side) __ : 182 |DI6 function selection No. 23 (Fne3)
126  |Cascade_Integral time (master-side) 183 |DI logic invert
Cascade_Derivative time .
127 (master-side) 184 Arga switching tlmg
- (without area set signal)
128 Cascadg_ProportlonaI band . 185 |OUT1 function selection
(slave-side) Setup setting mode 186 |OUT2 functi locti
129 |Cascade_Integral time (slave-side) Setting %"OSUé) No. 58 5 func !on selec fon
130 |Cascade_Derivative time (slave-side) (5n36) 187 OUT3 un,:ﬂon sele(.:t|on -
131 Cascade_Digital filter 188 UT1 logic calculation selection Encineoring mode
- 189 |OUT2 logic calculation selection gineering
132 |Cascade_Scale high T3loa culati ot Function block
133 |Cascade_Scale low 190 |OUTS logic caloulation selection No. 30 (F30)
134 |PV select transfer level 191 Energlzed/De-(—:.-nerglzed selection
135 [PV select transfer time 192 Interiock s§lect|on
136 |Input 1_Peak hold monitor 193 Ou.tput action at control stoF) S
137 |Input 1_Bottom hold monitor 194  |Universal f)ut.put type selection (OUT3)
138 |Input 1_Hold reset Set_up setting mode 195  |Retransmission output 1 type Engineering mode
- Setting group No. 91 196 |Retransmission output 1 scale high Function block
139 |Input 2_Peak hold monitor (Gn3 1) — No. 31 (Fn3 J)
140 |Input 2_Bottom hold monitor 197 Retransm!ss!on output 1 scale low
141 Input 2_Hold reset 198 Retransmfss!on output 2 type : Enginegring mode
142  [STOP display selection Engineering mode 19 Retransmfss!on oufput 2 scale high EZ”%;’?FTS?;
143 |ALM lamp lighting condition Function block 200 |Retransmission output 2 scale low i
; ; ; No. 10 (Fn i0)
144  |PV flashing display at input error

9-10

IMRO3AO05-E8




9. DISPLAY RELATED FUNCTIONS

No. Name Mode No. Name Mode
201 Retransmission output 3 type Engineering mode 255 |Input 2_Control action
202 Retransmission output 3 scale high Function block 256 Input 2_Output change rate limiter (up)
203 |Retransmission output 3 scale low No. 33 (Fn33) 257 Input 2_Output change rate limiter
204 |DOf1 function selection (down)
205 |DO2 function selection 258 |Input 2_Action (high) input error
206 |DO3 function selection 259 |Input 2_Action (low) input error Engineering mode
i i Engineering mode Input 2_Manipulated output value at Function block
207 |DO4 function selection —
- - - Function block 260 input error No. 52 (Fn52)
208 |DO1 logic calculation selection No. 34 (Fn3Y) ;
- - - : Input 2_Manipulated output value at
209 |DO2 logic calculation selection 261 STOP
210 |DO3 lOQ?C calculat?on select?on 262 |Input 2_Start determination point
211 DOA4 logic calculation selection 263 |Input 2_Level PID action selection
212 |Event 1 assignment 264 |Input 2_Level PID differential gap
213 |Event 1 type Engineering mode 265 |Action at feedback resistance (FBR)
214 Event 1 hold action Function block input error
. . )
215 |Event 1 differential gap No. 41 (Fr /) 266 |Feedback adjustment Engineering mode
216 |Event 1 timer 267  |Control motor time Function block
217  |Event 2 assignment 268 |Integrated output limiter No. 55 (Fn55)
218 |Event 2 type Engineering mode 269 |Valve action at STOP
219 |Event 2 hold action Function block 270 |Action at saturated output
220 |Event 2 differential gap No. 42 (Fnic) 271 Input 1_Output change rate limiter (up)
221  |Event 2 timer [cool-side]
222  |Event 3 assignment 279 Input 1_Output change rate limiter . )
223 |Event 3 (down) [cool-side] Engineering mode
vent 3 type Engineering mode Input 1_Manipulated output value at Function block
224  |Event 3 hold action Function block 273 put 1_Manipu utput valu No. 56 (Fr56)
225  |Event 3 differential ga No. 43 (Fn'3) STOP [cook-side]
> = - 9ap 274  |Undershoot suppression factor
6 vent 3 timer 275 |Overlap/Deadband reference point
227 |Event 4 assignment Engineering mode
228 |Event 4 type Engineering mode 276  |Bottom suppression function Function block
229 |Event 4 hold action Function block No. 57 (FR51)
230 |Event 4 differential gap No. 44 (Frt4) 277  |Select function for input 2
231 |Event 4 timer 278 |Cascade_AT mode (master-side) Engineering mode
232 |CT1assignment 279 |Cascade_AT mode (slave-side) Function block
233 |CT1 type Er'Lglnete_rln%Imolge 280 |Selection of PV select trigger No. 58 (Fn5H)
234 |CT1 ratio ngna??,;nsg) 281 Input circuit error alarm set value
235 |CT1 low input cut-off 282  [Communication protocol
236 |CT2assignment 283  [Device address
237 |CT2type Er"%;igg:%{:gse 284 |Communication speed E;%:iﬁg:%ggf e
238 |CT2 ratio No. 46 (FnH5) 285 |Data bit configuration No. 60 (FrG0)
239 |CT2 low input cut-off 286 |Interval time
240 |Hot/Cold start 287  |Communication response monitor
241 Manual manipulated output value 288  |Register type
selection Engineering mode 289 Register start number (High-order
242 SV tracking Function block 4-bit)
Integral/Derivative time decimal point No. 50 (Fn50) Register start number (Low-order
243 et 290 )
position 16-bit)
244 ST start condition 291 Monitor item register bias Engineering mode
245 |Input 1_Control action 292  |Setting item register bias Z‘:)“‘g;”(“cugg)‘
. i
246 Input 1_Output change rate limiter (up) 293  |Instrument link recognition time
[heat-side] 294  |PLC response waiting time
Input 1_ Output change rate limiter 295 [PLC communication start time
247 down) [heat-sid
(down) [heat-side] 296 [Slave register bias
248 _|Input 1_Action (high) input error o 297  |Number of recognizable devices
249  |Input 1_Action (low) input error Engineering mode ) . o ..
- Function block 298  |Setting change rate limiter unit time Engineering mode
o50 |InPut 1_Manipulated output value at No. 51 (FnS /) i ) Function block
input error 299  [Soak time unit No. 70 (FA"I0
251 Input 1_ Manipulated output value at . - - -
STOP [heat-side] 300 [Input 1_Setting limiter high Engmeeﬂng mode
- - Function block
252 |Input 1_Start determination point 301  |Input 1_Setting limiter low No. 71 (Fal!
253 |Input 1_Level PID action selection . i - -
254  |Input 1_Level PID differential gap 802 |Input 2_Setting limiter high E”Fﬂgigg:%lr:cofe
303 |Input 2_Setting limiter low No. 72 (Fn"i2)
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9. DISPLAY RELATED FUNCTIONS

9.2 Hiding Unnecessary Screens

On this instrument, a specified range of screens can be hidden.

Below are screens that can be hidden.

e Monitor screen in the Monitor & SV setting mode

e Screens in the Operation transfer mode

e Screens restricted by the Blind function

9.2.1 Hide the monitor screen in the Monitor & SV setting mode

Show/Hide selection of the monitor screens in the Monitor & SV setting mode is available at “Select hide

items in Monitor mode” in Function block No. 10 in the Engineering mode.

[Applicable screens]

e Remote setting input value monitor
e Manipulated output value (MV) monitor *:

Input 1_Manipulated output value monitor [heat-side], Input 1 _Manipulated output value monitor [cool-side],
Input 2_Manipulated output value monitor
e Current transformer (CT) input value monitor *:
Current transformer 1 (CT1) input value monitor, Current transformer 2 (CT2) input value monitor
e Comprehensive event state
e Memory area soak time

* Setting is done at “Manipulated output value (MV) monitor” and “Current transformer (CT) input value monitor.”

[Operating navigation in the Monitor & SV setting mode]

9-12

~

Measured value (PV)/ [%
Set value (SV) display

J

»
L

Input 1_Measured value (PV)/
Input 2_Measured value (PV)

nrr
L | SET. RSET

>

InTnln] 4
(31N

A\ 4

Remote setting
input value monitor

S5'R

SET, R.SET

v
Input 1_Manipulated output
value monitor [heat-side]
SET, R.SET

| Ml s
. 14

v
Input 1_Manipulated output
value monitor [cool-side]

T 1, | SET, RSET
LIwC

\4
Input 2_Manipulated
output value monitor

S | SELRSET

!

Current transformer 1
(CT1) input value monitor

—r 1]SET. RSET
[

Current transformer 2
(CT2) input value monitor

SET, R.SET
rr ’

v
Comprehensive
event state

- SET, R.SET

v
Memory area soak
time monitor

SET, R SET
| AP !

<+—

Interlock release

------ » : Press MONI or <MODE key
: Screens always displayed

: Screens displayed according to the
condition

condition (FZ400/900 only)

: Screens with the different display
requirements between FZ110 and
FZ400/900.

E : Screens displayed according to the

1 1 Screens available only on FZ110

|:| : Screen that can be hidden
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9. DISPLAY RELATED FUNCTIONS

B Parameter setting

® Select hide items in Monitor mode
[Engineering Mode: Function block No. 10 (Fn /0)]

Parameter symbol

Data range

I M _ Nl |0to31 0
daMan 0: Show all

+1: Remote setting input value monitor

+2: Manipulated output value (MV) monitor
+4: Current transformer (CT) monitor

+8: Comprehensive event state

+16: Memory area soak time

Factory set value

To select two or more functions, sum each value.

B Setting procedure

To enter the Engineering mode

Setting lock mode

Monitor & SV setting mode Set data unlock/lock

PV/SV monitor CD transfer
SET,
,JF} ,’—,' (4 seconds *) ,' ,-“' ,'\/ ,’ ,-“’—,’\/ €53+<MODE
- == -—— > —_—— * Press the 553 key until
l,_-l'. ,'—_,' < or 0 F ,'— Parameter setting mode
is displayed.
Lock state Unlock state Keep pressing without

releasing your finger from

the key to enter the

Operation transfer mode Setting lock mode.

RUN/STOP transfer
<MoDE -, <D +<MoDE
/ /
(2 seconds) 'L\'/ E’ R ,C\'/ 5 (2 seconds)
U 57 oP
RUN STOP

T e

Engineering Mode

Function block No. 10

Select hide items

[Display] in Monitor mode
C_n €D IC M_ M| e
— o Several times | [CJ 4.0 [ITJIV .
I Annnn —’

d5H

IMRO3A05-E8

(NN

Set “Select hide items
in Monitor mode”

o Next parameter is displayed.

Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the
Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.

e Press @@ and <MODE keys simultaneously to return to the
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9. DISPLAY RELATED FUNCTIONS

9.2.2 Hiding screens in Operation transfer mode

Show/Hide selection of the screens in the Operation transfer mode is available at “Select hide items in
Operation transfer mode” in Function block No. 10 in the Engineering mode.

[Applicable screens]

e RUN/STOP transfer
o Autotuning (AT) *: Input 1 _Autotuning (AT), Input 2_Autotuning (AT)
e Startup tuning (ST) *: Input 1_Startup tuning (ST), Input 2_Startup tuning (ST)
e Auto/Manual transfer: Input 1 _Auto/Manual transfer, Input 2_Auto/Manual transfer
e Remote/Local transfer
(Cascade mode transfer, PV select transfer, 2-loop control/Differential temperature control)
e Control area Local/External transfer

* Setting is done at “Autotuning (AT)” and “Startup tuning (ST).”

B Parameter setting

® Select hide items in Operation transfer mode
[Engineering Mode: Function block No. 10 (Fn /0)]

Parameter symbol Data range Factory set value

C M 0to 63 0
E’ Jaa ’j 0: Show all

+1: RUN/STOP transfer
+2: Autotuning (AT)
+4: Startup tuning (ST)
+8: Auto/Manual transfer
+16: Remote/Local transfer
(Cascade mode transfer, PV select transfer,
2-loop control/Differential temperature control)
+32: Control area Local/External transfer

To select two or more functions, sum each value.
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9. DISPLAY RELATED FUNCTIONS

B Setting procedure

To enter the Engineering mode

ok e s e e s mm b e s b s ek e s e 4 e A s e ke s b M e s e s e e s b e s ek e s ek e

PV/SV monitor

Monitor & SV setting mode

00 M
cal

1
L

G

(4 seconds *)

A

Setting lock mode
Set data unlock/lock
transfer

I I/
[ A

o

Lock state

v

I~/

I _
[y

aFF

GE<D + {MoDE

Unlock state

<MoDE
(2 seconds)

Operation transfer mode

RUN/STOP transfer

v
—

v

<D +<MoDE

(2 seconds)

Engineering Mode
Function block No. 10
[Display]

Fa il

&

Several times

Select hide items in

Operation transfer mode

Iclllllll

d5F

IMRO3A05-E8

NI NIl
LILILH_H_I

SET,

Set “Select hide items in
Operation transfer mode”

G -
2. )

o Next parameter is displayed.

* Press (Ge) and <MODE keys simultaneously to return to the
Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the
Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.

L

* Press the 653 key until
Parameter setting mode
is displayed.

Keep pressing without
releasing your finger from
the key to enter the
Setting lock mode.
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9. DISPLAY RELATED FUNCTIONS

9.2.3 Hiding the screen using the Blind function

The Blind function is used to hide all screens except Parameter select mode, Setting lock mode, and
Measured value (PV)/Set value (SV) monitor.
The Blind function can be set in the Setting lock mode.

L1l When the Blind function is activated, the instrument displays the Parameter select mode after
displaying the model and the input type/range at the time of power-up.
If all of the necessary screens are placed together in the Parameter select mode, there will be no
need of switching screens to other modes.

[Operation flow when the Blind function is activated]

Automatically Modes to be hidden

‘ —»| Parameter select mode - N

Model, 7 Operation transfer

Input type and T
+ { MODE MODE +
Input range CD < < b 4
4 N
Monitor & SV setting .
mode Parameter setting mode
* PV/SV monitor \_ )
A A
E<D + <MopE €D ( )
(4 seconds) .

v Setup setting mode

\§ J
Setting lock mode

4 N

Engineering mode
* The PV/SV monitor includes Set value (SV) setting \- J

and Manipulated output value (MV) setting.
4 N
Memory area transfer
mode
(FZ400/900 only)
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9. DISPLAY RELATED FUNCTIONS

B Parameter setting

® Select Blind function
[Setting Lock Mode]

Parameter symbol Data range Factory set value
ofF

H 'l ‘I ‘I\ | ofF: Blind function: OFF
UL Vo or: Blind function: ON

B Setting procedure

Monitor & SV setting mode Setting lock mode
PV/SV monitor Set data unlock/lock transfer SEB Select Blind function
™l 653 | s Several | Y | 653
Ci| @ seconds®) Lo times ooiNg
' [ [
,_'-'L ,'_—,' DF ~ DF I~

* Press the 553 key until Set Blind function

Parameter setting mode
is displayed.

Keep pressing without
releasing your finger from
the key to enter the
Setting lock mode.

( Setting End )

o Next parameter is displayed.

e Press sea and <MODE keys simultaneously to return to the Measured value
(PV)/Set value (SV) Monitor. (For FZ400/900, the MONI key may be pressed to
return to the Measured value (PV)/Set value (SV) Monitor)
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9. DISPLAY RELATED FUNCTIONS

9.3 Hiding the Display of the Set Value (SV)

On the normal PV/SV monitor screen, the Set value (SV) is displayed on the set value (SV) display unit.
This display can be turned OFF.

m Description of function
Display of Set value (SV)

With Set value (SV) display Without Set value (SV) display

Display off

This display can be
turned OFF.
(See P. 9-24)

R.SET MONI AREA FUNC R.SET MONI AREA FUNC

GD <we N/ A\ [CORCIVAPAN

L]  In the above figure FZ400 is used for explanation, but the operation is the same for FZ110/900.

B Parameter setting

® Show/Hide Input 1_SV
[Engineering Mode: Function block No. 10 (Fn /0)]

Parameter symbol Data range Factory set value

| )+ |0: Hide Input 1_SV 1
,’Cj’ 55 v 1: Show Input 1_SV

® Show/Hide Input 2_SV
[Engineering Mode: Function block No. 10 (Fn /0)]

Parameter symbol Data range Factory set value
’3 DI 5 5 )/ |0: Hide Input 2 SV 1
LUV 11 Show Input2 SV

L To display “Show/Hide Input 2_SV.” specify “Measured input 2” at the time of order, AND
“Select function for input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop
control/Differential temperature control, or Cascade control.
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9. DISPLAY RELATED FUNCTIONS

B Setting procedure

To enter the Engineering mode

P e e e e e T T T e e e T T T T ]

Monitor & SV setting mode

Setting lock mode

|
J L

PV/SV monitor CD Set data unlock/lock transfer
SET,
* /
L'E,' '_ (4 seconds™) L L.-“’:"\
nr 1
LI (< (i
Lock state

<D +<MoDE

<MoDE
(2 seconds)

Operation transfer mode
RUN/STOP transfer

R/3

v
—
-
~N

—

A4

I_I_N_i

<D +<MoDE

(2 seconds)

Engineering mode
Function block No. 10

[Display]

Fa il

d5F

&)

4 times

Show/Hide Input 1_SV

IMRO3A05-E8

Show/Hide Input 2_SV

Setting End ) «

o Next parameter i

'E Cl/| G E — 5'/ SET,
:._c 2.3 & |[2g55/ &
i |
LILILH_I l L
Set Show/Hide Set Show/Hide
Input 1_SV Input 2_SV
s displayed.

T T T e e e

* Press the @EB key until
Parameter setting mode
is displayed.

Keep pressing without
releasing your finger from
the key to enter the
Setting lock mode.

® Press SEB and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.



9. DISPLAY RELATED FUNCTIONS

9.4 Changing the Display Position of STOP during the Control Stop

The display position of “5/ P’ showing the control stop state can be changed.

m Description of function

The position of the STOP display can be specified; Measured value (PV) display, Set value (SV) display, or
Manipulated output value (MV) display.

Displays the STOP
on the PV display

Displays the STOP
on the SV display
(Factory set value)

R.SET MONI AREA FUNC R.SET MONI AREA FUNC

€D e N/ A @D o NS A

Displays the STOP on the MV display
(FZ400/900 only)

R.SET MONI AREA FUNC

G <oz VAN

[L]  In the above figure FZ400 is used for explanation, but the operation is the same for FZ110/900.

B Parameter setting

® STOP display selection
[Engineering Mode: Function block No. 10 (Fn /0)]

Parameter symbol Data range Factory set value

S onr H 0: Stop on PV display 1
L 1: Stop on SV display
2: Stop on MV display *

* Selectable only for FZ400/900.
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9. DISPLAY RELATED FUNCTIONS

m Setting procedure

To enter the Engineering mode

ek s ko s e s e s Em s h e e s e ke s e ks e ke e s ke e s e ke s Em ko e s e b e e s e

- Monitor & SV setting mode

PV/SV monitor

8.0
mr

e

&S

Setting lock

Set data unlock/lock transfer

mode

(4 seconds™)

A

| 1/
oL

<D +MoDE

I I/
O n

aFF

* Press the SED key until
Parameter setting mode

v

o A
is displayed.
Lock state Unlock state Keep pressing without
releasing your finger from

Operation transfer mode

the key to enter the
Setting lock mode.

S T T e

RUN/STOP transfer
<MoDE - =, — | G +<mopE
(2 seconds) P // 5 R l,-\' // fj (2 seconds)
U 5 aP
. RUN STOP
N — — — -
Engineering mode
Function block No. 10
[Display] STOP display selection
,: — ' ,-' SET ,: ,_—' ,— ,_' 6&3
Food | € 3FLA + (Setting End

dsP

IMRO3A05-E8

orr |
g

Set STOP display
selection

o Next parameter is displayed.

e Press SED and <MODE keys simultaneously to return to the
Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the
Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.
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9. DISPLAY RELATED FUNCTIONS

9.5 Changing the ALM Lamp Lighting Condition

The light condition of the ALM lamp on the front panel can be changed.

m Description of function

ALM lamps can be configured to light on the occurrence of the following events. These are freely
combinable. If any one of selected events or alarms occurs, the ALM lamp will lights on.

e Event 1
e Event 2
e Event 3
e Event 4

e Heater break alarm 1 (HBA1)

o Heater break alarm 2 (HBA2)

e Control loop break alarm 1 (LBA1)

* Control loop break alarm 2 (LBA2) |

~

\- Factory set
ranges

e [nput 1_Input error high
e Input 1 _Input error low
e [nput 2_Input error high
e Input 2_Input error low

B Parameter setting
® ALM lamp lighting condition

[Engineering Mode: Function block No. 10 (Fn /0)]

Display example

R.SET MONI AREA FUNC

G e N/ A\

ALM lamp

Parameter symbol

Data range

Factory set value

ALL

0 to 4095
0: OFF
+1: Event 1
+2: Event 2
+4: Event 3
+8: Event 4
+16: Heater break alarm 1 (HBA1)
+32: Heater break alarm 2 (HBA2)
+64: Control loop break alarm 1 (LBA1)
+128: Control loop break alarm 2 (LBA2)
+256: Input 1_Input error high
+512: Input 1_Input error low
+1024: Input 2_Input error high
+2048: Input 2_Input error low

To select two or more functions, sum each value.

255

9-22
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m Setting procedure

To enter the Engineering mode

ok e s ek s Em s h m  Em b e s e s e e s kA s e ke s Em b M ke s e s e e s b e s e ke e s e e

PV/SV monitor

- Monitor & SV setting mode

=
cd

- &
[N

N
mr
LIl |«

(4 seconds )

Setting lock mode
Set data unlock/lock
transfer

Y,
Lo

o

Lock state

v

G +{MoDE

<MoDE
(2 seconds)

Operation transfer mode
RUN/STOP transfer

v

I
i

<D + moDE

(2 seconds)

Engineering mode
Function block No. 10

[Display]
C_ i
=i

ALM lamp lighting

D)

Twice

dsP

IMRO3A05-E8

condition
I~ | (et
(N & .
00255

Set ALM lamp lighting
condition

Setting End

o Next parameter is displayed.

e

* Press the 553 key until
Parameter setting mode
is displayed.

Keep pressing without
releasing your finger from
the key to enter the
Setting lock mode.

® Press SED and <MODE keys simultaneously to return to the

Measured value (PV)/Set value (SV) Monitor.

(For FZ400/900, the MONI key may be pressed to return to the
Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.
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9.6 Changing the Display Contents of the MV Display
[FZ400/900]

While the FZ400/900 is monitoring the Measured value (PV) and the Set value (SV), the MV display can be
configured to change the display contents.

m Description of function

The MV display on the FZ400/900 can display the following data. Display example
e Manipulated output value (MV) !
e Memory area soak time
e Current transformer (CT) input value
e Hide

! Not displayed the Control action is a Position proportioning
PID control without Feedback resistance (FBR) input.

Feedback resistance (FBR) input value is displayed when the z Manipulated
Control action is a Position proportioning PID controller with wm output value
Feedback resistance (FBR) input. (MV)

This display goes off at the time of FBR input break. RSET MONI AREA RUNC

2 If the instrument has no current transformer (CT), the value [CORCAVAN
will not be displayed even if this setting is selected.

(A Display of Show Memory area soak time
When the Soak time unit is set to “2,” the time is displayed as follows depending on the time to be

displayed.
Time Time unit Lamp Example (FZ900)
2 hour or more Hours: Minutes | HIM ~ H:M EUE (2 hours 6 minutes)
1 hour 00 minutes 00 seconds to | Hours: Minutes: M-S HMs l-nB-q_,;E )
1 hour 59 minutes 59 seconds seconds H:M:S HM:S [ Jid. 73 (1 hour 8 minutes 45 seconds)
0 minutes 00 seconds to . wigNuln]
59 minutes 59 seconds Minutes: seconds MS | ms T I.I_I'J (37 minutes 9 seconds)
B Parameter setting
® Show/Hide Input 1_MV
[Engineering Mode: Function block No. 10 (Fn /0)]
Parameter symbol Data range Factory set value
: Hide 1

(d5My

0

1: Show Input 1 Manipulated output value (MV)
2: Show Memory area soak time *

3: Show Current transformer 1 (CT1) input value
4: Show Current transformer 2 (CT2) input value

* The time unit depends on the setting of Soak time unit (Function block No. 70 in the Engineering mode).

9-24 IMRO3A05-E8



9. DISPLAY RELATED FUNCTIONS

® Show/Hide Input 2_MV
[Engineering Mode: Function block No. 10 (Fn /0)]

Parameter symbol

L:,D'S M1/

Jy

Data range Factory set value

0: Hide 1
1: Show Input 2_Manipulated output value (MV)
2: Show Memory area soak time *

3: Show Current transformer 1 (CT1) input value
4: Show Current transformer 2 (CT2) input value

* The time unit depends on the setting of Soak time unit (Function block No. 70 in the Engineering mode).

L To display “Show/Hide Input 2 MV,” specify “Measured input 2” at the time of order, AND
“Select function for input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop
control/Differential temperature control.

B Setting procedure

To enter the Engineering mode

o ek e s ko s ek e s s e ke s b h Mm R Em h M 4 s e ke ek e kA s e e s ks e ke e s e,

Monitor & SV setting mode Setting lock mode

PV/SV monitor Set data unlock/lock transfer
& =
’J;J L (4 seconds™) ,’ ,-“, ,,\/ " ‘-”'—"\/ @ED+<MODE
LU > - > - * Press the 553 key until
'_,5 < o DF,’— Pargmeter setting mode
is displayed.
Lock state Unlock state Keep pressing without

releasing your finger from

the key to enter the

Operation transfer mode Setting lock mode.

RUN/STOP transfer
<MoDE - - =, — | G +<MoDE
(2 seconds) N H/;':, . l’-\' //f:l (2 seconds)
U 57 aP
RUN STOP

S T e

Engineering mode
Function block No. 10
[Display]

Show/Hide Input 1_MV Show/Hide Input 2_MV

ED)

&) &S

Fr 0

Several times R

'D'S Ml/

. d5.M

Di'(:'”D I'll’ll'll’l | i |
([ [
Set Show/Hide Set Show/Hide
Input 1_MV Input 2_MV

Setting End ) «

o Next parameter is displayed.

® Press 6@ and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.
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9. DISPLAY RELATED FUNCTIONS

9.7 Checking Input Peak Value/Bottom Value
This instrument incorporates as standard the Peak/Bottom hold function which allows storing the peak (max)

and the bottom (min) Measured values (PV).

m Description of function

The peak hold/bottom hold function is used to store (hold) the peak (max) and the bottom (min) Measured
values (PV). Each of these values is updated when the measured temperature becomes more (or less) than the
value now being held.

[L]  The stored peak (max) and bottom (min) values can be reset on the Hold reset screen.

Measured value (PV)

Peak hold value

N

/ > / PV | -

Bottom hold value

Time
A A A
Power ON Bottom hold  Peak hold Hold reset
value value
display display

updating updating

Peak/Bottom hold action description

B Parameter setting

e Input 1_Peak hold monitor
[Setup Setting Mode: Setting group No. 91 (5~5 /)]

Parameter symbol Data range Factory set value

| P [N ’_{ Input 1_Input range low — (Input 1_5 % of input span) —
(RN Sy to Input 1_Input range high + (Input 1_5 % of input span)

Varies with the setting of the Decimal point position.

9-26 IMRO3A05-E8



9. DISPLAY RELATED FUNCTIONS

o Input 2_Peak hold monitor
[Setup Setting Mode: Setting group No. 91 (559 /)]

Parameter symbol

Data range

Factory set value

cPHLd

Input 2_Input range low — (Input 2_5 % of input span)
to Input 2_Input range high + (Input 2_5 % of input span)
Varies with the setting of the Decimal point position.

[L]  To display “Input 2 Peak hold monitor,”

specify “Measured input 2 at the time of order, AND

“Select function for input 2” (Function block No. 58 in Engineering mode) must be set to Cascade
control, Control with PV select, 2-loop control/Differential temperature control, or Input circuit
error alarm.

e Input 1_Bottom hold monitor
[Setup Setting Mode: Setting group No. 91 (53 /)]

Parameter symbol

Data range

Factory set value

I
EHL d

Input 1_Input range low — (Input 1_5 % of input span)
to Input 1_Input range high + (Input 1_5 % of input span)
Varies with the setting of the Decimal point position.

e Input 2_Bottom hold monitor
[Setup Setting Mode: Setting group No. 91 (53 /)]

Parameter symbol

Data range

Factory set value

cbHLd

Input 2_Input range low — (Input 2_5 % of input span)
to Input 2_Input range high + (Input 2_5 % of input span)
Varies with the setting of the Decimal point position.

[}  To display “Input 2_Bottomk hold monitor,”

specify “Measured input 2” at the time of order, AND

“Select function for input 2” (Function block No. 58 in Engineering mode) must be set to Cascade
control, Control with PV select, 2-loop control/Differential temperature control, or Input circuit
error alarm.

o Input 1_Hold reset
[Setup Setting Mode: Setting group No. 91 (5059 /)]

Parameter symbol

Data range

Factory set value

(HLdFR

Hold: Hold
rESEM: Reset

Returns to Hold state automatically after reset.

Hol d

[[I] Note that the both of the peak and the bottom hold values are reset at a time by the hold reset
operation.

IMRO3A05-E8
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9. DISPLAY RELATED FUNCTIONS

o Input 2_Hold reset

[Setup Setting Mode: Setting group No. 91 (559 /)]

Parameter symbol Data range

Factory set value

-
[

) |Hold: Hold

|
COTL O | -ESEM Reset

Returns to Hold state automatically after reset.

Hol d

(AN

9-28

To display “Input 2 Hold reset,” specify “Measured input 2” at the time of order, AND “Select
function for input 2” (Function block No. 58 in Engineering mode) must be set to Cascade control,
Control with PV select, 2-loop control/Differential temperature control, or Input circuit error alarm.

Note that the both of the peak and the bottom hold values are reset at a time by the hold reset

operation.
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9. DISPLAY RELATED FUNCTIONS

B Setting procedure

Monitor & SV setting mode

PV/SV monitor

Setup setting mode
Setting group No. 10

00
c80

i
L

<) +{MoDE

—_—

[Display]
C_ i
0

Setting group No. 91

[System]

d5F

=)

In the case of two inputs

v

_ 0
n4

LM

Input 1_Peak hold monitor

1oen
Lo

S

LT ==

555

Input 1_Hold reset

=)

In the case of one input

Input 2_Peak hold monitor

c.PHLd

\4

—— > ( Setting End

en 0
Lo,

&

ED)

ic5.0

Displays Input 1_
Peak hold monitor

Input 1_Bottom hold monitor

| ] |
1BHLd

Hol o

Set Input 1_Hold
reset

o Next parameter is displayed.

e Press sea and <MODE keys simultaneously to return to the Measured value
(PV)/Set value (SV) Monitor. (For FZ400/900, the MONI key may be pressed to
return to the Measured value (PV)/Set value (SV) Monitor)

&)

Input 2_Bottom hold monitor

540

Displays Input 2_
Peak hold monitor

IMRO3A05-E8

Setting End )«

c.bHLd
385

&)

Input 2_Hold reset

Displays Input 2_
Bottom hold
monitor

| HL IR

Hol o

on
o

Displays Input 1_
Bottom hold
monitor

Set Input 2_Hold
reset

o Next parameter is displayed.
o Press sea and {MODE keys simultaneously to return to the Measured value
(PV)/Set value (SV) Monitor. (For FZ400/900, the MONI key may be pressed to
return to the Measured value (PV)/Set value (SV) Monitor)

+—
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9. DISPLAY RELATED FUNCTIONS

9.8 Suppressing the Display Flickering
The display flickering due to input changes in PV/SV monitor screen can be reduced by extending the

display update cycle.

e Applicable screens

The PV/SV monitor screen which comes at the beginning in the Monitor & SV setting mode. When the
instrument has two inputs, PV/SV on the Input 2 is also covered.

[L]  In the case of FZ400/900, the Manipulated output value (MV) displayed on the Manipulated output
value (MV) display is also covered.

[1-loop control]

*Auto mode *Manual mode
Input 1_Measured value (PV)/ Input 1_Measured value (PV)/
Input 1_Set value (SV) Input 1_Manual manipulated output value (MV)
PV amm m PV amm n
e oo
mnr 1 r
LI ..

[2-loop control/Cascade control] (FZ400/900 only)

* Auto mode * Manual mode
Input 1_Measured value (PV)/ Input 2_Measured value (PV)/ Input 1_Measured value (PV)/ Input 2_Measured value (PV)/
Input 1_Set value (SV) Input 2_Set value (SV) Input 1_Manual manipulated output value (MV)  Input 2_Manual manipulated output value (MV)
VI amm | Y2 onn PVIY Pv2 onn
e i e (]
rr i N_lS m - 5 I
(A (AN} [ ey A L

[Control with PV select] (FZ400/900 only)

* Auto mode * Manual mode
PV select Measured value (PV)/ PV select Measured value (PV)/
Input 1_Set value (SV) Input 1_Manual manipulated output value (MV)
PV amm PV amm m
NN o
nr ncn
L 1 Ci L
[Differential temperature control] (FZ400/900 only)
* Auto mode

Measured value (PV) of
differential temperature input/

: : | t1_M d vall PV)/ | t2_M d value (PV)/

Setvalve (SV)ofdiferental ot Setvatm oy Innut 5-Set valus (V)
A 2 PVIY amim M P2l anm n
LI CiL Ji
mr ININ] mr

[N (AN} (AN

¢ Manual mode

Measured value (PV) of differential

}ﬁmﬁe{amfn'ﬂsl“xam ulated output Input 1_Measured value (PV)/ Input 2_Measured value (PV)/
put P P Input 1_Manual manipulated output value (MV)  Input 2_Manual manipulated output value (MV)

value (MV)
A M3 PV 3imim m PV2l mim M
LILC cCe [M{ENN]
050 050 = o
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B Parameter setting

e Display update cycle
[Setup Setting Mode: Setting group No. 10 (5~ /0)]

Parameter symbol Data range Factory set value
D,/[‘H) I: 50 ms 6: 300 ms 1
v o |2:100ms 7: 350 ms
3: 150 ms 8: 400 ms
4: 200 ms 9: 450 ms
5: 250 ms 10:500 ms

B Setting procedure

Setup setting mode

Monitor & SV setting mode Setting group No. 10
PV/SV monitor [Display] Display update cycle
S — =
cOl|®+<o Dn i |, AViYH| &
od d5F ool |

Set Display update cycle

Setting End ) <

o Next parameter is displayed.

e Press SED and <MODE keys simultaneously to return to the Measured value
(PV)/Set value (SV) Monitor. (For FZ400/900, the MONI key may be pressed to
return to the Measured value (PV)/Set value (SV) Monitor)
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9. DISPLAY RELATED FUNCTIONS

9.9 Checking the Instrument Information

When error occurs and when you contact us, you are requested to provide us with the information on the
instrument model code and specification. You can check the ROM version, model code and serial number of
the instrument on the instrument display. The Integrated operating time and the maximum ambient
temperature (Peak hold monitor of the ambient temperature).

®m How to check
® ROM Version

[Example] D
ZI

] ‘I‘!‘I
’JF' 600
1 ¢— Running number

Version number

® Model code monitor

Displays the model code of the instrument. As the Model code is too long to be displayed on a single screen,
it can be scrolled left and right with and keys.

Example: Model code is FZ400FK02-MM4*1TA2NN/1

p FZ400 and FZ900 come with
-’“L L” LI“L’“L ,'- three display units; PV, SV, and
— o - q - MV are displayed. FZ110 only
l'_'l_l_ AL E"ﬁl’l has PV and SV display only.
'_'l_’l ’Il’ L’l_l e
FZ400 Z400F 400FK
FKO2- K02-M 02-MM
MM4 %1 M4x1T 4%1TA
The model code scrolls The Up key was pressed The Up key was pressed
from the PV display to once. once more.
the SV display The model code was The displayed characters
continuously over two scrolled one digit left. were scrolled one more

displays.
o Instrument number monitor
Displays the serial number of the instrument.
[L]  To read the displayed characters, see “Character Symbols” (P. i-2).

[L]  Alternatively, you can check the model code (MODEL), serial number (S/N) and suffix code
(CODE) on the label on the side of the instrument if you are unable to check the information on the
display.

e Integrated operating time

As soon as the instrument is powered, “1” is added. Thereafter, “1” is accumulated for each hour.

@ Peak hold monitor of the ambient temperature

Temperature around the rear terminal is measured and the maximum value is stored.

[L]  The Integrated operating time and the maximum ambient temperature (Peak hold monitor of the
ambient temperature) cannot be reset.
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B Operating procedure

To enter the Engineering mode

! Monitor & SV setting mode Setting lock mode
PV/SV monitor Set data unlock/lock transfer
&)

_l’l:,l. L,' (4 seconds™) L L.-“’:"\/ L L.—”.'_ "\/ @ED+<MODE

* Press the SEB key until
Parameter setting mode
is displayed.

Keep pressing without

> CC releasing your finger from
LI [« o ar - the key to enter the
Setting lock mode.
Lock state Unlock state

2
J

<) +MoDE

(2 seconds)

Engineering mode Engineering mode
Function block No. 10 Function block No. 91 Integrated operating Peak hold monitor of
[Display] [System] time ambient temperature
p——— ) ——
C_n C_0O , LI | G ol e
rri o rriz i Twice i . (|
L ' L j —
d5F 545 2345 35
Displays the Displays the Peak
Integrated operating hold monitor of
time ambient temperature
Instrument number
monitor Model code monitor ROM version
nmnmnnn| & |(C70Mr| G 1 _ M
& |Luuuu|, € |F/H00| &2 ~ol|,
InInInInIn [N ]y e Ny
ooroeng ICI_ [ BbEUU
Displays the Displays the Model Displays the ROM
Instrument number code monitor version

monitor
—»( Setting End

o Next parameter is displayed.

e Press s@ and <MODE keys simultaneously to return to the
Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the
Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.
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SETTING
AND

This chapter describes setting and key operation related functions, setting
contents and setting procedure based on the keywords related to setting and key
operation.

10.1 Limiting the Setting Range of Set Value (SV).........ccccccc 10-2
10.2 Eliminating a Sudden Set Value Change

(Setting Change Rate Limiter) ..o 10-6
10.3 Storing the Control Related Set Values

(Memory Area FUNCLON)........cooiiiiiiiieecee e 10-10
10.4 Copying the Data in Memory Area to Set Other Areas.............. 10-16
10.5 Running a Simple Ramp/Soak Operation.................cceevvvvvnnnnnnn. 10-18
10.6 Using a Simple Sequence Operation...........cccovvvveeieeieeieeeeeinnnnn. 10-26

10.7 Registering a Set Value (SV) Without Pressing the SET Key.... 10-33
10.8 Accessing Some Functions Directly (FUNC Key)

72010 7 1 1 10-35
10.9 Restricting Key Operation (Set Data LocK).........cccccceevvvvvvvnnnnnnn. 10-38
10.10 Initializing the Set Data............coooooeee 10-41
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10. SETTING AND KEY OPERATION

10.1 Limiting the Setting Range of Set Value (SV)

To limit the setting range of the Set value (SV), Setting limiter is used.

m Description of function

Setting limiter is a function to limit the setting range of the Set value (SV) within the input range.

Example: The input range is from —200.0 to +1372.0 °C, the Setting limiter high is 400.0 °C, and the
Setting limiter low is 0.0 °C.

Input range low Input range high

|< Input range =|

| Setting range :
1 T
—-200.0 °C 0.0 °C 400.0 °C +1372.0 °C

Setting limiter low Setting limiter high

[}  When the input range is changed, the setting limiter may be also changed according to the changed
setting.

[Example 1]
Input 1 _Input range is 0 to 1372 °C, Input 1_Setting limiter high is 800 °C. Changing the Input 1
Input range high to 400 °C will change the Setting limiter high to 400 °C accordingly.

Input range low Input range high

|4 Input range =|

| Setting range :

| A A I
0°C 100 °C 800 °C 1372 °C
Setting limiter low Setting limiter high

400 °C
Input range ———» Change

| Setting range |

I AN I
00°C  100°C 400 °C
Setting limiter low Setting limiter high
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10. SETTING AND KEY OPERATION

[Example 2]

When the Input 1_Input range is 0 to 400 °C and the Input 1 _Setting limiter high is 400 °C,
changing the Input 1 Input range high to 800 °C will not affect the setting limiter value. In this
case the Input 1_Setting limiter high remains 400 °C.

When a wider setting range of the Set value (SV) is required according to the extended input range,
change the setting limiter value accordingly.

Input range low Input range high
0°C 400 °C
Change
Input range ——»
| Setting range
! A
i 100 °C 400 °C
! Setting limiter low  Setting limiter high
!
0°C 800 °C

Input range

| Setting range |

1 N A '
100 °C 400 OC\ Simply changing the input
Setting limiter low Setting limiter high range alone will not affect

the setting limiter.

B Parameter setting

® Input 1_Setting limiter high
[Engineering Mode: Function block No. 71 (Fa /)]

Parameter symbol Data range Factory set value
| c, | H} Input 1_Setting limiter low to Input 1_Input range high Input 1_Input range high
(R When Control with PV select: Control with PV select:
Input 1_Setting limiter low to PV select input range high PV select input range high
Varies with the setting of the Decimal point position.

& See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are automatically converted when the Input 1_Setting
limiter high is changed.
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10. SETTING AND KEY OPERATION

® Input 2_Setting limiter high
[Engineering Mode: Function block No. 72 (FA"12)]

Parameter symbol Data range Factory set value

‘:) 5 'l H Input 2_Setting limiter low to Input 2 Input range high Input 2_Input range high

Varies with the setting of the Decimal point position.

m To display “Input 2 Setting limiter high,” specify “Measured input 2” at the time of order, AND
“Select function for input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop
control/Differential temperature control, or Cascade control.

= See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS

CHANGED (P. 4-1)” for the parameters that are automatically converted when the Input 2_Setting
limiter high is changed.

® Input 1_Setting limiter low
[Engineering Mode: Function block No. 71 (Fa /)]

Parameter symbol Data range Factory set value
[ | Input 1_Input range low to Input 1_Setting limiter high Input 1_Input range low
I JLL When Control with PV select: Control with PV select:
PV select input range low to Input 1_Setting limiter high PV select input range low
Varies with the setting of the Decimal point position.

I See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are automatically converted when the Input 1_Setting
limiter low is changed.

® Input 2_Setting limiter low
[Engineering Mode: Function block No. 72 (FA"12)]

Parameter symbol Data range Factory set value

8 S [ Input 2_Input range low to Input 2_Setting limiter high Input 2_Input range low
5 LL

Varies with the setting of the Decimal point position.

m To display “Input 2 Setting limiter low,” specify “Measured input 2” at the time of order, AND
“Select function for input 2” (Function block No. 58 in Engineering mode) must be set to 2-loop
control/Differential temperature control, or Cascade control.

I See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are automatically converted when the Input 2_Setting
limiter low is changed.
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10. SETTING AND KEY OPERATION

m Setting procedure

To enter the Engineering mode

ok e s e e s mm b e s b s ek e s e 4 e A s e ke s b M e s e s e e s b e s ek e s ek e

Monitor & SV setting mode

Setting lock mode
Set data unlock/lock

PV/SV monitor CD transfer
SET,
,JF,, ,’—,' (4 seconds *) ,' ,-“' ,'\/ ,’ ,-“’—,’\/ €53+<MODE .
- = - > —_—— * Press the 653 key until
B” < or DFIL Parameter setting mode
— is displayed.
Lock state Unlock state Keep pressing without
releasing your finger from

the key to enter the

Operation transfer mode Setting lock mode.

L

RUN/STOP transfer
<MoDE P — <D +<MoDE
/ /
(2 seconds) 'L\'/ E’ R F\'/ 5 (2 seconds)
14 L 'l
rUn 57 oP
RUN STOP

Engineering mode
Function block No. 10
[Display]

Fr il

[Input 1_Setting limiter]

Several
times

Function block No. 71
Input 1_Setting limiter low

@)1 5LL

Input 1_Setting limiter high

i | C)
=:C:"Hu € |1 50H

d5F

L SHL 1320

Set Setting limiter high

_’:M_IFH—I
o

Set Setting limiter low

A

In the case of

two inputs

v
Function block No.

72

[Input 2_Setting limiter]

Fa"id

c. SHL

In the case of two inputs

)
&

In the case of one input

(Setting End )¢—

o Next parameter is displayed.

o Press 5&3 and <MODE keys simultaneously to return to the
Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the
Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.
e Select lock on the Set data unlock/lock transfer.

Input 2_Setting limiter high Input 2_Setting limiter low

&

IMRO3A05-E8

€@ . SLH| @ | SLL

Ed=E

Set Setting limiter high

( Setting End )«

o Next parameter is displayed.

e Press G€D) and <MODE keys simultaneously to return to the
Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the
Measured value (PV)/Set value (SV) Monitor)

o Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.

-cugl

Set Setting limiter low
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10. SETTING AND KEY OPERATION

10.2 Eliminating a Sudden Set Value Change
(Setting Change Rate Limiter)

This function allows the Set value (SV) to change gradually, not rapidly or not at a time, when the Set value
(SV) is changed.

m Description of function

This function is to allow the Set value (SV) to be automatically changed at specific rates when a new Set
value (SV).

Setting the Setting change rate limiter unit time parameter and the Setting change rate limiter (up and down)
will enable setting the changing rate (setting change rate limiter/unit time) of the Setting change rate limiter
(up or down).

[Application examples of Setting change rate limiter]

¢ Increasing the SV to a higher value o Decreasing the SV to a lower value
SV SV
A
SV SV A

Decrease gradually
at specific rate

[Before changing] ™1

[After changing] ~

sV Increase gradually SV
[Before changing] | ! at specific rate [After changing] ~T~" 77777 |
| |
| [}
| |
: P Time : P Time
Changing the set value Changing the set value

[L]  When the Setting change rate limiter is used, the Set value (SV) will also ramp up or ramp down by
the function at power-on and operation mode change from STOP to RUN.

When the Set value (SV) is changed by the Memory area transfer function, the Setting change rate
limiter functions from the Set value (SV) before the change (transfer) toward the set value after the
change (transfer).

If the Autotuning (AT) function is activated while the Set value (SV) is ramping up or ramping
down by the Setting change rate limiter, the AT will starts after the Set value (SV) finishes ramp-up
or ramp-down by the limiter, and the controller is in PID control mode until the AT starts.

(In the AT of cascade control, the AT will start immediately.)

When the value of Setting change rate limiter is changed during normal operation, the ramp-up or
ramp-down rate will be changed unless the SV already has finished ramp-up or ramp-down by the
function.

When Setting change rate limiter is set to other than “OFF: No function (disabled)” and when the
Event type is set to a SV monitor value, the Event re-hold function by the Set value (SV) change is
invalid. However, the event using a local SV will have the Event re-hold function by the Set value
(SV) change valid.

[[L]  During the Remote mode, the Input 1_Setting change rate limiter will function to Remote setting
input value.

=

During the Cascade control, the Input 2_Setting change rate limiter will be invalid (disabled).

10-6 IMRO3A05-E8



10. SETTING AND KEY OPERATION

B Parameter setting

® Input 1_Setting change rate limiter (up)
[Parameter Setting Mode: Parameter group No. 70 (P~"0)]

Parameter symbol Data range Factory set value

| q 1/ ) 1 |0 toInput1_Input span 0
LV vy (When Control with PV select: 0 to PV select input span)
0: No function
Varies with the setting of the Decimal point position.

® Input 2_Setting change rate limiter (up)
[Parameter Setting Mode: Parameter groupNo. 70 (Pn"0)]

Parameter symbol Data range Factory set value
E 5 )7 1)) |0 toInput2 Input span 0
=LA 0: No function

Varies with the setting of the Decimal point position.

[L]  To display “Input 2_Setting change rate limiter (up),” specify “Measured input 2” at the time of
order, AND “Select function for input 2” (Function block No. 58 in Engineering mode) must be set
to 2-loop control/Differential temperature control, or Cascade control.

® Input 1_Setting change rate limiter (down)
[Parameter Setting Mode: Parameter group No. 70 (P~"0)]

Parameter symbol Data range Factory set value
| C 1/ 0 _) |0toInput1_Input span 0
L.Jdv g (When Control with PV select: 0 to PV select input span)

0: No function

Varies with the setting of the Decimal point position.

® Input 2_Setting change rate limiter (down)
[Parameter Setting Mode: Parameter group No. 70 (P~"0)]

Parameter symbol Data range Factory set value

E. 5 "// R Dl 0 to Input 2_Input span 0

0: No function

Varies with the setting of the Decimal point position.

[} To display “Input 2_Setting change rate limiter (down),” specify “Measured input 2” at the time of
order, AND “Select function for input 2”” (Function block No. 58 in Engineering mode) must be set
to 2-loop control/Differential temperature control, or Cascade control.

IMRO3A05-E8 10-7



10. SETTING AND KEY OPERATION

® Setting change rate limiter unit time
[Engineering Mode: Function block No. 70 (FA"0)]

Parameter symbol Data range Factory set value
CisQnr 1 to 3600 seconds 60
AV v

m Setting procedure
® Set the Setting change rate limiter unit time parameter

To enter the Engineering mode

o h e s ek e s ke s mm b s e b e e s e h e A s ke s b M e s e s e e s e b e m s ek e s ek e

Setting lock mode

: i
 Monitor & SV setting mode Set data unlock/lock |
! PV/SV monitor transfer 1
1 e — @@ — — ;
| 2BOJey| Lalk Lol K |eDrwms
1 ) > -l ! + Press the 653 key until
i l’_l_'l_l < o D}— ,’— I Parameter setting mode
- bl 1 is displayed.
! Lock state Unlock state ;  Keep pressing without
! v releasing your finger from
1 . the key to enter the
i Operation transfer mode 1 Setting lock mode.
: RUN/STOP transfer 1
1 < 3
: MODE = | GD+<MoDE |
/ 171 :

: (2 seconds) F\' / 5 . [-\' / :, (2 seconds) 1
] d N 4 — I~ |
i ~Un 57 aF :
!\ RUN STOP ]

Engineering mode
Function block No. 10 Function block No. 70 Setting change rate limiter

[Display] [Memory area] unit time
[ 1 Several | [ __[T1I7] BeT Ci1/or
Fraild e [FATIU | &) SVFT | €@

d5P ArEAR aooel
Set “Setting change
rate limiter unit time”

(Setting End )¢—

o Next parameter is displayed.

® Press sea and <MODE keys simultaneously to return to the
Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the
Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.
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10. SETTING AND KEY OPERATION

® Set the Setting change rate limiter (up/down)

Parameter setting mode

Monitor & SV setting mode

Parameter group No. 00

Parameter group No. 70

[Memory area]

PV/SV monitor [Setting]
o] & als) An | €D
cCo. _l (2 seconds) ILI—H ([ R F: NN 4 times
oo &y A-EAR

Input 1_Setting change

rate limiter (up)

Input 2_Setting change
rate limiter (down)

.5V Rd|,

&

)

Input 2_Setting change
rate limiter (up)

c.5vRU

@ED In the case of

3 times two inputs

) N
L5V RU

)

mnrr
[N

Set “Setting change
rate limiter (up)”

Input 1_Setting change
rate limiter (down)

1Ci1/70
I. v I\Ll

'ninlnlnlzld
LI

Set “Setting change
rate limiter (down)”

o Next parameter is displayed.

[y A

Set “Setting change
rate limiter (up)”

D)

'winlzlnlnld

mnrmr

In the case of
one input

A 4

»( Setting End

e

Set “Setting change
rate limiter (down)”

V'

e Press 5&3 and {MODE keys simultaneously to return to the Measured value

IMRO3A05-E8

(PV)/Set value (SV) Monitor. (For FZ400/900, the MONI key may be pressed to

return to the Measured value (PV)/Set value (SV) Monitor)
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10. SETTING AND KEY OPERATION

10.3 Storing the Control Related Set Values
(Memory Area Function)

This function allows PID related parameters such as a Set value (SV) to be stored as an area and up to 16

areas.

m Description of function

The Memory area function is to store up to 16 areas of parameters such as a Set value (SV). Parameters that

can be stored in an area are those inside the Parameter setting mode*.
One of the Areas is used for control, and the currently selected area is Control area.

Storing set values according to work processes in a location called “area” allows a necessary set of set values

for the work process to be retrieved only by changing the area number.

* ON/OFF action differential gap (upper) and (lower) are excluded.

Parameters inside the Parameter setting mode are categorized into six groups by the setting contents.

These parameters are categorized into three groups during the “Level PID” function.

® Memory area parameters of Parameter group No. 00 (P-J0) [Set value (SV)]

Input 1_Set value (SV)
Input 2_Set value (SV)
Set value (SV) of differential temperature input

® Memory area parameters of Parameter group No. 40 (P~43) [Event]

Event 1 set value (EV1) or Event 1 set value (EV1) [high]
Event 1 set value (EV1’) [low]

Event 2set value (EV2) or Event 2set value (EV2) [high]
Event 2set value (EV2’) [low]

Event 3set value (EV3) or Event 3set value (EV3) [high]
Event 3set value (EV3’) [low]

Event 4set value (EV4) or Event 4set value (EV4) [high]
Event 4set value (EV4’) [low]

® Memory area parameters of Parameter group No. 51 (P»5 /) [Input 1_Control]

Input 1_Proportional band [heat-side] Input 1_FF amount

Input 1_Integral time [heat-side] Input 1_Output limiter high [heat-side]

Input 1 _Derivative time [heat-side] Input 1_Output limiter low [heat-side]

Input 1_Control response parameter Input 1_Control loop break alarm (LBA) time
Input 1_Proactive intensity Input 1_LBA deadband (LBD)

Input 1_Manual reset

® Memory area parameters of Parameter group No. 52 (PA52) [Input 2_Control]

Input 2 Proportional band Input 2_FF amount

Input 2_Integral time Input 2_Output limiter high

Input 2_Derivative time Input 2_Output limiter low

Input 2_Control response parameter Input 2_Control loop break alarm (LBA) time
Input 2_Proactive intensity Input 2 LBA deadband (LBD)

Input 2__Manual reset

10-10
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10. SETTING AND KEY OPERATION

® Memory area parameters of Parameter group No. 56 (P~56) [Input_1 Cooling control]

Input 1 _Proportional band [cool-side]
Input 1_Integral time [cool-side]

Input 1_Derivative time [cool-side]
Input 1 _Overlap/Deadband

Input 1_Output limiter high [cool-side]
Input 1_Output limiter low [cool-side]

® Memory area parameters of Parameter group No. 70 (P~"0) [Memory areal

Select Trigger type for Memory area transfer Input 1 Manipulated output value (Area)
Area soak time Input 2_Setting change rate limiter (up)

Link area number Input 2_Setting change rate limiter (down)
Input 1_Setting change rate limiter (up) Input 2 Auto/Manual transfer selection (Area)
Input 1_Setting change rate limiter (down) Input 2_Manipulated output value (Area)
Input 1 _Auto/Manual transfer selection (Area) Remote/Local transfer selection (Area)

[Groups used during the Level PID]
e Group 0: Parameter group No. 00, No. 40 and No. 70

e Group 1: Parameter group No. 51, No. 56
e Group 2: Parameter group No. 52

I~ For Level PID function, see 8.15. Controlling with Level PID (P. 8-98).

® Structural image of Memory area

Memory area 16
- < e .
-

Memory area 2

[Control area]

Memory area X

Parameter group No. 00
Parameter group No. 40
Parameter group No. 51
Parameter group No. 52

Parameter group No. 56
Parameter group No. 70

Memory area 1

Parameter group No.
Parameter group No.
Parameter group No.
Parameter group No.
Parameter group No.
Parameter group No.

[L)  The following four parameters are used in common in all Memory areas, and therefore are not
included in the Memory area.
Parameter group No. 51: Input 1 _ON/OFF action differential gap (upper)
Input 1 _ON/OFF action differential gap (lower)
Parameter group No. 52: Input 2 ON/OFF action differential gap (upper)
Input 2 ON/OFF action differential gap (lower)
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10. SETTING AND KEY OPERATION

®m Transferring the Control area

The Control area is displayed on the Memory area display
during the monitor display state. (See the right picture)

Control area can be transferred by Key operations, Digital
input, or communication. Memory area transfer by Memory
Area Soak time is also possible.

& For the communication, refer to the separate
FZ110/FZ400/FZ900 Instruction Manual
[Host communication] IMR03A07-E[]).

® Selection by front key operation
[FZ400/900]
Changing the Control area from 1 to 2

Monitor & SV setting mode
PV/SV monitor

Memory area transfer mode
Memory area transfer

Memory area

display

. o80| == [ AREA ARERA
! oo ooon | oooos

Example

R.SET MONI AREA FUNC

[CORCRVAVAN

Change the Memory
area number to 2 value
Monitor & SV setting mode

PV/SV monitor

Store the changed

AREA EBU <
mn

E L

[FZ110]
Changing the Control area from 1 to 2

Monitor & SV setting mode
PV/SV monitor

Monitor & SV setting mode
Memory area transfer

Monitor & SV setting mode

D)

&

PV/SV monitor

10-12

11| Twiceor oo 0
LI 3times PNt | IDIIQEIDI
| mr o InInInym
I (AN g (NN .
Change the Memory Store the changed
area number to 2 value

c

00
co.u
nr
LI
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10. SETTING AND KEY OPERATION

® Switching the Control area by Digital Input (DI)

To switch the control area by Digital input (DI), the instrument must have an option (Digital input). The
memory area transfer must be set at DI1 function selection.

To change the Control area by Digital input (DI), two methods are offered; Transfer using the SET signal
input and transfer without the SET signal.

+ With a SET signal: After the Memory area has been selected by the DI, close the contact of the SET
signal so that the Control area is transferred.

*+ Without a SET signal input:
After the Memory area has been selected by the DI, the Area will be automatically
changed after the time period (1 to 5 seconds) set at “Area switching time (without
area set signal)” in Function block No. 23 in the Engineering mode.

L2 For details, see 5.2 Switching Functions Using Digital Inputs (DI) (P. 5-16).

® Switching the Control area by Area soak time

Changing the Memory area by the Memory area soak time will need setting the Memory area No. to which
the Memory area is switched.

See 10.5 Running a Simple Ramp/Soak Operation (P. 10-18) or 10.6 Using a Simple Sequence
Operation (P. 10-26) for details.
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10. SETTING AND KEY OPERATION

m Changing the data in the Memory area
® Change the Event 1 set value in the Control area (Memory area 1) from 10.0 to 50.0

Parameter setting mode
Parameter group No. 40

Parameter setting mode

Monitor & SV setting mode Parameter group No. 00

PV/SV monitor [Setting] [Event] Event 1 set value (EV1)
J0n| & [ o_nn o_un |es C1s | <Swooe
[AREA (NN M‘ IAREA oz »JAREA e » |AREA [ 4 | Twice
| mln] | - S Ty o ann
I [N I l:lH I E H I i H_IJ_L
Change the mode to Change the Change the Event 1 Shift the flashing Flashin
the Parameter setting Parameter group 40 set value digit. 9
mode
D) — 1/ | ’C 1/ |
. P IAREA 4 | 4 times [AREA v | M
Setting End )¢ 1 onncon (¢ o oinn |
I (NN I LH_l’ NN
o Next parameter is displayed. Store the changed Flashing
* Press (Ge) and <MODE keys simultaneously to return value Change the set value
to 50.0

to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return
to the Measured value (PV)/Set value (SV) Monitor)

® Change the Event 1 set value from 10.0 to 50.0 in Memory area 3 when the Control
area is Memory area 1.

Monitor & SV setting mode

Parameter setting mode
Parameter group No. 00

Parameter setting mode
Parameter group No. 40

PV/SV monitor [Setting] [Event] Event 1 set value (EV1)
-_ — — — MODE
0N € [ o_nn 0_ U 1 1)<
AREA L LI L |@seconds) hagea I 1 TS phrea 11 1L €D » [AREA LV 1| 5times
| N | S ) oy o ann
I L I SH I E ’J I NN} H_IJ_L
Change the mode to Change the Change the Event 1 Shift the flashing digit .
the Parameter setting Parameter group 40 set value to the Memory area Flashing
mode display
Chso s | <wooe Cis o Chso
AREA LV || 4times |aren LV || 3times |\gep LV ||, Twice |area v 1,
2 nnCchn| 2 onn J nmann|T I N
| (NN | [N ] | o oo I oo
1.3 13 ® L3 13 L3
Flashing * " Flashing Flashing *  "Flashing Flashing Flashing
Store the changed Change the set value Change the Memory Shift the flashing digit.
value to 50.0 area No. to 3.
* The Memory area number
flashes when it is not in the
Control area.
D)
L——( Setting End
o Next parameter is displayed.
e Press @ea and <MODE keys simultaneously to return to the Measured value
(PV)/Set value (SV) Monitor. (For FZ400/900, the MONI key may be pressed to
return to the Measured value (PV)/Set value (SV) Monitor)
IMRO3A05-E8
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10. SETTING AND KEY OPERATION

B Memory area display
During the PV/SV monitor display, the Set value (SV) displayed on the SV display is the Set value (SV) in

the Memory area No. now displayed on the Memory area display.
During the Monitor & SV setting mode display, the time displayed on the Memory area soak time is the time

of the Memory area No. now displayed on the Memory area display.

[Example]
Monitor & SV setting mode Monitor & SV setting mode
PV/SV monitor Memory area soak time monitor
0 0M OO

AREA o AREA i

3 m i 7 -0 | i

3 L:'SU Set value (SV) in Memory C‘ EI,.U | Q—Memory area soak time

area 3 in Memory area 2

B Parameter setting

® Memory area transfer

[Monitor & SV Setting Mode] (FZ110)

[Memory Area Transfer Mode] (FZ400/900)
Data range Factory set value
1

Parameter symbol
) — 1to 16
AREH

[L]  For FZ400/900, when the “Area lock” setting is “Memory area is not adjustable when the setting data
is locked”, this parameter will not be displayed.

& See “4. PARAMETERS THAT ARE INITIALIZED/MODIFIED WHEN SETTING IS
CHANGED (P. 4-1)” for the parameters that are automatically converted when the Memory area

is changed.

IMRO3A05-E8 10-15



10. SETTING AND KEY OPERATION

10.4 Copying the Data in Memory Area to Set Other Areas

Up to 16 Memory areas can be set, but it consumes time if Memory areas are set one after another. On this
instrument, the data in the Memory area can be copied.

m Screens for Area copy mode

S
Monitor & SV setting (2 seconds) , * * You can start from any screen inside the
[ mode* ]—{Parameter setting mode Parameter setting mode.

NA\+HNV
Area copy mode
(" Set “Copy from” (source) )
v
FFI M ; F M ,C‘D M ; FD M
AREA YO < " kren (AN [ B i t AREA YO < ” | area N
/ & !
#
7
Flashing
SET,
& Set “Copy to” (destination)
F = r = =
AREA I D < =AREA_ I U _________________ t AREA. I U < =AREA_ I U < =AREA I U
! E A |
[ X
7
Flashing @EB
v Selecting this screen
Confirm to T = T will copy to all areas
execute 17 10 > 17 ,E] The example (left) shows
Area copy Ao < Yrs copying Area 1 to Area 6
l@@ l@@
Check Area EC“D'J' ,’:,:”C”_-"
copy status rAACL ol
&) )
Set “Copy from”|  FRaM|,
(source) !
N\ _J
[TO exit from Area copy mOde] Parameter setting mode

Parameter group No. 00

o_
NV —
Area copy mode** IAHV] ARE/—), I H._H.J_
tH

I

**You can start
from any screen
inside the Area

Monitor & SV setting mode
PV/SV monitor

copy mode. GeD + <MODE AREA ’j;j, B
> RE A
I (A
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10. SETTING AND KEY OPERATION

[Example Area copy]
Copy the data in Memory Area 1 to Memory area 5

Parameter setting mode

Monitor & SV setting mode Parameter group No. 00

Area copy mode

PV/SV monitor
00
AREA (NN
] mr
I (AN

Change the mode to
the Parameter setting
mode

Check Area copy status

[Setting] Set “Copy from” Set “Copy to”
O_nr |([IAHV] —0_ M I~ _
Pl |2 .[AW\II\UItgﬁLMH IO
|

I

54

Change the mode to
the Area copy mode

|
I

Register Area 1 as Copy
source, and switch to
the “Copy to” screen

Confirm to execute

|
I

Change the Area 5

Area copy
[ oF Iy C Iy C r .
'_'_-”L,E,, ,/\- E_,: ,/\- E,:@EB AREA I '_-, < 4 times
at! HES no 5

Check copying result

Start copying
(oK display)

Check that this is a copy
from Area 1 to Area 5
and switch to the YES

screen.

Register as “Copy to”

D)

——( Copy End

o Next parameter is displayed.

e Press se:'a and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)
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10. SETTING AND KEY OPERATION

10.5 Running a Simple Ramp/Soak Operation

On this instrument multiple Memory areas can be linked to run a simple ramp/soak control.

m Description of function
Simple Ramp/Soak control is possible by setting a Set value (SV), Setting change rate limiter (up/down),

Area soak time, and Link area number in each memory area.

e Set value (SV): Sets the fixed set point control (control by fixed set value) desired value of each
memory area.

e Setting change rate limiter:
Sets the slope of the Set value (SV) which is raised or lowered at each unit time.

e Area soak time: Sets the fixed set point control time of each memory area.

e Link area number: Sets the memory area numbers for linking the corresponding memory areas.

[}  Besides the above, the Setting change rate limiter unit time and Area soak time unit are set in the
Engineering mode.

Example: Ramp/Soak control by linking Memory area 1 to 3

Measured value (PV)

A
Soak time
| of Area 2 |
e | Setting change rate limiter
Soak time ' (down) setting of Area 3
of Area 1 ' /
>
SVofarea1 —+$------- ,\ i
1
Setting change rate limiter |
(up) setting of Area 2 ' Soak time *
' of Area 3
SVofarea3 | __/__\ _____ o e e___ LR
1 1
Setting change rate limiter |
Ambient temp. (up) setting of Area 1 i
| |
1 1
| ! » Time
Memory area Area 1 Area 2 Area 3
(Link area number) 2) (3) (OFF)

* As the area soak time for memory area linked last becomes invalid,
the state of SV3 reached continues.

[L]  To check the elapsed time in each area, see the “Memory area soak time monitor” in the Monitor &
SV setting mode.
For FZ400/900, Memory area soak time can be displayed on the MV display. See 9.6 Changing
the Display Contents of the MV Display [FZ400/900] (P. 9-24).
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10. SETTING AND KEY OPERATION

m Operation flowchart

Study of Ramp/Soak

content

A4

Set the Setting change
rate limiter unit time

A

Set the Soak time unit

W

Set the Setting change
rate limiter

A4

Set the
Area soak time

\ 4

Set the
Link area number

A

Set the
Set value (SV)

\ 4

Check the Control area

A

Ramp/Soak control start

IMRO3A05-E8

The Ramp/Soak control contents are studied, and the operation
status is graphed, and the set values are summarized in a table in
advance.

See M Settings before operation (P. 10-20),
B Setting example (P. 10-21).

See W Settings before operation (P. 10-20),
B Setting example (P. 10-21).

See W Setting example (P. 10-21)
Set at each memory area.

See M Setting example (P. 10-21)
Set at each memory area.

See M Setting example (P. 10-21)
Set at each memory area.

See B Setting example (P. 10-21)
Set at each memory area.

See M Setting example (P. 10-21)
The start area is made the Control area before the start of
Ramp/Soak control.

See B Setting example (P. 10-21)
Changes from the STOP mode to the RUN mode, and starts
Ramp/Soak control.

10-19



10. SETTING AND KEY OPERATION

m Settings before operation

When implementing Ramp/Soak control, it may be necessary to set the following items in advance.

e Setting change rate limiter unit time [Engineering mode: Function block No. 70 (Fn"0)]
[Engineering mode: Function block No. 70 (FA"0)]

e Soak time unit

To enter the Engineering mode

P R e T R e e e e e T T T T T L]

PV/SV monitor

00

3
C
],
L.

]
L

(]

Monitor & SV setting mode

ED)

(4 seconds *)

P
<

Setting lock mode
Set data unlock/lock
transfer

]
Lo

——

1/
I\

I

v

o

Lock state

| I~/
LDL!\_
aFF

<D + {MoDE

Unlock state

<moDE

(2 seconds)

Operation transfer mode
RUN/STOP transfer

H ,/ b

v

A4

Iy
~unr

R/5
5 oP

<D +<MoDE

(2 seconds)

T e

Engineering mode
Function block No. 10

Function block No. 70

[Display] [Memory areal]
C_ i Several C_rrnr
MO | mes M1 L

Setting change rate
limiter unit time

/0
| SR

dsP

ArEA

Soak time unit

* Press the 553 key until
Parameter setting mode

is displayed.

Keep pressing without
releasing your finger from

the key to enter the
Setting lock mode.

5 dP

I'?I"IF?EI_I
o
Set “Setting change
rate limiter unit time”

Setting range:
1 to 3600 seconds

o |
e o

Set Soak time unit

Setting range:

0: 0 hours 00 minutes
to 99 hours 59 minutes
1: 0 minutes 00 seconds
to 199 minutes 59 seconds
2: 0 hours 0 minutes 0 seconds
to 9 hours 59 minutes 59 seconds

i

Setting End )«

o Next parameter is displayed.

o Press seD and <MODE keys simultaneously to return to the
Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the
Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

o Select lock on the Set data unlock/lock transfer.

10-20
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10. SETTING AND KEY OPERATION

m Setting example

This section uses the following sample of Ramp/Soak control to describe the setting procedures.

[Example: Ramp/Soak control by linking Memory area 1 to 3]

Measured value (PV)
A

Soak time of area 2

Area 2: | 2 S |
Input 1_Set value (SV)

Area 3:
Input 1_Setting change rate
— limiter (down) setting

Soak time of
area 1

Area 1:
Input 1_Set value (SV)

Area 2:
Input 1_Setting change rate
limiter (up) setting

Area 3: Soak time of area 3 *

Input 1_Set value (SV)

Area 1:

1

|

1

Ambient temp. ] Input 1_Setting change rate limiter (up) setting !
' 1

1

1

1

» Time
Memory area Area 1 Area 2 Area 3
(Link area number) 2) 3) (OFF)
Area 1 Area 2 Area 3
Input 1_Set value (SV) 150.0 °C 200.0 °C 50.0 °C
Input 1_Setting change rate limiter (up) 4.0 °C/min. (60 sec.) | 2.0 °C/ min. (60 sec.) OFF
Input 1_Setting change rate limiter (down) OFF OFF 9.0 °C/min. (60 sec.)
Area soak time 30 minutes 40 minutes 0 minutes *
Link area number 2 3 OFF

* In this example, the Area soak time for memory area 3 is set. However, as the Area soak time for the memory
area linked last becomes invalid, the state of SV3 reached continues.

Step 1:
Study the Ramp/Soak control content.

The Ramp/Soak control contents are studied and Ramp/Soak status is graphed and the set values of each
memory area are summarized in a table as shown above.

Step 2:
Set the Setting change rate limiter unit time and Soak time unit.

Sec B Settings before operation (P. 10-20) and set the Setting change rate limiter unit time and Area soak
time (In this example, the factory set values are used for both). Since control stops (STOP) at this time, go
directly to the next step.

+ Setting change rate limiter unit time: 60 seconds [factory set value]
+ Soak time unit: 1 (0 minutes 00 seconds to 199 minutes 59 seconds)
[factory set value]
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10. SETTING AND KEY OPERATION

Shift the flashing

\zlashing

\zlashmg

Register the changed

Make sure that the value

Step 3:
Set the Setting change rate limiter, Area soak time and Link area number to each of Memory area 1, 2
and 3.
Parameter setting mode r————————————
Monitor & SV setting mode Parameter group No. 00 Parameter group No. 70 |
PV/SV monitor [Setting] [Memory area] | Area soak time
SET) A
a0 € T A o_rnn | & aC | Sreoe
AREA L1 LI | @seconds)lagen I 1AL srea I 71 1L Twice | ,laren 1 3 times
| r | | | i
I 51 DII:Z I SII:II I /I:III—EICII : I [N A L
Change the mode  g1op s Change the Change the Area | S.hi.ft the flashing Flashing
to the Parameter  displayed at ~Parameter group 70 soak time | digit
setting mode control stop |
[ e
| Link area number
| - . cr
) I N/ O) 1Y D) ocC - e r |,
I AREA ‘_ (ATA] , Twice |AREA L ININT IAREA i “ 3 times [AREA I ,_”
I | mnrmmn o | Arrr ¢ 1 nonmn |4 | Mrrr
| I UI_IUI_II I I_ILII_IUI_I‘ I (AN I eneng
I Relgister;he CthirIIged \=Iashing Change the set value oo RGIQISte"éhe CthatrIIlged Flashing
| value and go to the to 2 value and go 1o the Change the set value
| Input 1_Setting change Link area number. to 30:00
| rate limiter (up)
| Input 1_Setting change Input 1_Setting change
: rate limiter (up) rate limiter (down)
| 11000 <MODE 1cCi/00 1cCi/0n D) 1Ci/00 | I
| hrea 1. IV TV hrea oIV TY LI | 4times lagea LIV YL area . IV TV
L —} _ ——— >
| i FI ] | rrrr | e r | i —II'II I
I I e I [N I e I [N N
| =
I
I

digit

Change the set value to 4

Area soak time of
[Memory area 2]

Set the Area soak
time

limiter (down)

v

rate limiter of

(AN

linked

Referring to the operations inside the
dotted lines, set the Area soak time,
Link area number, and Setting change

Input 1.

However, in the case of this
Ramp/Soak control sample, the
area soak time is invalid, even if
set, because Memory area 3 is

last.

value and go to the Input
1_Setting change rate

again.

Area soak time of
[Memory area 1]

DCF

AREA

Switch the Memory
area No. to 2

SET,

G -
-2 e

OocCr OC | <mooe
IAREA ‘ ’ ” < AREA ’_ ‘ P 5 times
— mrrmn | I'I_:,ll'l'l'u'l
[ NN I dJuuud
Flashing Flashing

is 0.0, and change the
screen to Area soak time

&)

Several times

| I_I II
I LI LII_HL

Shift the flashing digit
to the Memory area
display

o Next parameter is displayed.
o Press @@ and <MODE keys simultaneously to return to
the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return

to the Measured value (PV)/Set value (SV) Monitor)

Flashing

[L]  The Memory area number flashes when a Memory area other than that in the Control area is displayed.

Flashing *

10-22
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10. SETTING AND KEY OPERATION

Step 4:
Set the SV to each of Memory area 1, 2 and 3.

Parameter setting mode

Monitor & SV setting mode Parameter group No. 00 Input 1_Set value (SV)
PV/SV monitor [Setting] of [Memory area 1]
— MODE — N
o] &2 0_MNr | e Cs e | Ci/| %
AREA 0. L | 2 seconds) lagen I FTLILS yarea V| e aea I V| Stimes
| | | INININIE | INININIn;
I 51 CND I SH I o I o
Change the mode _to Switch the Input 1_ S‘hi.ft the flashing Flashing Flashing
the Parameter setting Set value (SV) digit ch
ange the set value
mode
Input 1_Set value (SV) to 150.0
of [Memory area 2]
Similarly, Set the Set | Cis | s <M°DE | i/
value (SV) of Input 1 | IaReA l v «—_|nReA I V| 3times |ugen |. 4 «
; 3 | ¢ |
in Memory area 2 and ¢ 000GO (01500 (0500
Flashing Flashing
Switch the Memory Shift the flashing digit
area to 2.

The value will be stored
immediately after the
Memory area is

@EB switched.

L——»( Setting End

o Next parameter is displayed.

e Press (S€T) and <MODE keys simultaneously to return to the Measured value
(PV)/Set value (SV) Monitor. (For FZ400/900, the MONI key may be pressed to
return to the Measured value (PV)/Set value (SV) Monitor)

Step 5:
Check the control area number.

® FZ400/900

Monitor & SV setting mode Memory area transfer mode Monitor & SV setting mode
PV/SV monitor Memory area transfer PV/SV monitor
CH.L| e AREA| € c8.l

AREA (I > | == ) |AREA [y

| mrrr | |

I Sl CHD [ I Sl C”D
Change the mode to Check that the The Memory area 1
the Memory area Memory area No. is 1 becomes the Control

transfer mode area at the time of

operation start

® FZ110
Monitor & SV setting mode Monitor & SV setting mode Monitor & SV setting mode
PV/SV monitor C Memory area transfer PV/SV monitor
553
) 71| Twiceor ’l_l’l_l’l: M 001
CO.L | 3imes 1| & ca.u
| rmr | | - _0
I SI DID g I SI ()]
Change the mode Check that the The Memory area 1
to the Memory Memory area No. becomes the Control
area transfer mode is 1 area at the time of
operation start
IMRO3A05-E8
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10. SETTING AND KEY OPERATION

Step 6:

Change from STOP mode to RUN mode

Monitor & SV setting mode

PV/SV monitor

AREA ’-—3,9- B

<MoDE

(2 seconds)

Operation transfer mode
RUN/STOP transfer

0 /C
yrs

I SMaP

Change the mode to

the Operation transfer

mode

e r

5MaP
Change the mode to
Control RUN

Ramp/Soak control
starts

( Setting End )«

o Next parameter is displayed.

® Press @@ and <MODE keys simultaneously to return to the Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the Measured value (PV)/Set value (SV) Monitor)

10-24
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10. SETTING AND KEY OPERATION

B Parameter setting

& For Setting change rate limiter (up/down) and Setting change rate limiter unit time, see 10.2
Eliminating a Sudden Set Value Change (Setting Change Rate Limiter) (P. 10-6).

® Area soak time

[Parameter Setting Mode: Parameter group No. 70 (P~"0)]

Parameter symbol

Data range

Factory set value

A5

0 hours 00 minutes 00 seconds to 9 hours 59 minutes 59 seconds *
0 hours 00 minutes to 99 hours 59 minutes

0 minutes 00 seconds to 199 minutes 59 seconds

* Settable only for FZ400/900 when the Input data type is 0.

Data range of Area soak time can be selected on the Soak time unit.

0:00

(0 minutes 00 seconds)

& For Input data type, see 5.1 Changing Input (P. 5-2).

® Link area number

[Parameter Setting Mode: Parameter group No. 70 (P~"0)]

Parameter symbol

Data range

Factory set value

I N/
l_l\H\Fl'

0to 16
0: No link

0

® Soak time unit
[Engineering Mode: Function block No. 70 (FA"0)]

Parameter symbol

Data range

Factory set value

57 dP

0: 0 hours 00 minutes to 99 hours 59 minutes
1: 0 minutes 00 seconds to 199 minutes 59 seconds
2: 0 hours 00 minutes 00 seconds

In case of Input data type 0: 0 to 2
In case of Input data type 1: 0 to 1

1

& For Input data type, see 5.1 Changing Input (P. 5-2).

IMRO3A05-E8
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10. SETTING AND KEY OPERATION

10.6 Using a Simple Sequence Operation

On this instrument, multiple Memory areas can be linked to run a simple sequence operation in each
Memory area.

m Description of function

Simple sequence operation is possible by setting a Set value (SV), Setting change rate limiter (up/down),
Select Trigger type for Memory area transfer, Area soak time, Link area number, Auto/Manual transfer
selection (Area), Manipulated output value (Area), and Remote/Local transfer selection (Area) in each
memory area.

e Set value (SV): Sets the fixed set point control (control by fixed set value) desired value of each
memory area.

e Setting change rate limiter:
Sets the slope of the Set value (SV) which is raised or lowered at each unit time.

e Select Trigger type for Memory area transfer:

Select a trigger type to switch the Memory area.

e Area soak time: Sets the fixed set point control time of each memory area.

e Link area number: Sets the memory area numbers for linking the corresponding memory areas.
Memory area will be switched by generated events or contact status of Digital
input (DI). To use the generated events as a switching method, setting up the event
function is required. To use the Digital input (DI) as a switching method, “Area
jump” must be preset in the DI function selection.

1= For the Event function, see 7.1 Using Event Function (P. 7-2). For the DI function
selection, see 5.2 Switching Functions Using Digital Inputs (DI) (P. 5-16).

o Auto/Manual transfer selection (Area):

Select the operation mode (Auto mode or Manual mode) at the time of switching
the memory area. A selection of “Bump” or “Bumpless” is available both in Auto
and Manual modes.

[1] When the SV tracking function is selected at the time of switching from Manual to
Auto mode, the Set value (SV) of the Memory area will be ignored.

=5 For more details of Bumpless action at the time of switching between Auto/Manual,
see 6.8 Suppressing Sudden Change in Output (Balanceless Bumpless) (P. 6-33).

i For the SV tracking function, see 8.17 Continuing Stable Control after the
Operation Transfer (SV Tracking) (P. 8-110).

e Manipulated output value (Area):

When either “Auto mode (bump)” or “Manual mode (bump)” is selected in the
Auto/Manual transfer selection (Area), the Manipulated output value just after the
switching is complete needs to be set here.

e Remote/Local transfer selection (Area):

Select the Operation mode at the time of Memory area switching.
The operation mode depends on the action selected in Select function for input 2.

* Remote setting input:  Remote mode/Local mode switching

+ Cascade control: Cascade control/Single control switching

+ Control with PV select: Input 1/Input 2 switching

+ 2-loop control/Differential temperature control:

2-loop control/Differential temperature control switching
[1] When the SV tracking function is selected at the time of the operation mode

transfer, the operation mode follows the action set in the SV tracking.

I For the SV tracking function, see 8.17 Continuing Stable Control after the
Operation Transfer (SV Tracking) (P. 8-110).
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10. SETTING AND KEY OPERATION

[L]  Besides the above, the Setting change rate limiter unit time and Area soak time unit are set in the
Engineering mode

Example: Operating a simple sequence using Memory areas 1 through 4

Measured value (PV)

4
SV of area 3

SV of area 2

SV of area 1

N

setting of Area 3

1
T
1
1
I
1
1
1
[}
1
1
I
1
1
1
1
1
1
1
I

Setting change rate limiter (up)

Memory area
(Link area number)

Auto/Manual

Memory area 1

(4) @) (©) (OFF)

Auto mode Manual mode h Auto mode Auto mode
»

Memory area 4 Memory area 2 Memory area 3

» Time

mode

Trigger

1
1
1
|
LI
Bump to the specified ': Operating at Area soak ':
MV 1 1
A A A
Area switching by DI Area switching by DI Switched at the
(Open edge (Close edge completion of Area soak
[falling edge]) [rising edge])

@ Description of operation

1. Memory area 1:

2. Memory area 4:

3. Memory area 2:

4. Memory area 3:

Operation mode: Auto mode

Control target: Set value (SV) of Memory area 1
Area soak time:  0:00 (No function)

Link area number: 4

v

Memory area switching trigger: Open edge (falling edge) of Digital input (DI1)

Operation mode: Switched from Auto mode to Manual mode

Control output: ~ Bumps to the value specified by the Manipulated output value (Area)

Area soak time:  0:00 (No function)
Link area number: 2

Memory area switching trigger: Close edge (rising edge) of Digital input (DI1)

Operation mode: Switched from Manual mode to Auto mode
Control target: Set value (SV) of Memory area 2

Area soak time: 10 minutes

Link area number: 3

Memory area switching trigger: 0 (No assignment)

Area is switched after the completion of the Area soak.

Operation mode: Auto mode continues

Control target: After changing the Set value (SV) by the Setting change rate
limiter, control is done using the Set value (SV) in Memory area 3.

Area soak time:  In this example, the Area soak time for memory area 3 is set.
However, as the Area soak time for the memory area linked last
becomes invalid, the state of SV3 reached continues.

Link area number: 0 (No function)
Memory area switching trigger: 0 (No assignment)

(AR When both of Area soak time and Select trigger type for memory area transfer are valid, the

switching takes place based on the OR-logic.

IMRO3A05-E8
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B Parameter setting

& For Setting change rate limiter (up/down) and Setting change rate limiter unit time, see 10.2
Eliminating a Sudden Set Value Change (Setting Change Rate Limiter) (P. 10-6).

® Select Trigger type for Memory area transfer
[Parameter Setting Mode: Parameter group No. 70 (P~"0)]

Parameter symbol Data range Factory set value
I I~ O |0to63 0
ARE L 0: No assignment
+1: Event 1
+2: Event 2
+4: Event 3
+8: Event 4

+16: Digital input 1 (DI1) Close edge
+32: Digital input 1 (DI1) Open edge
To select two or more functions, sum each value.

= To use the generated events as a switching method, setting up the event function is required. To use
the Digital input (DI) as a switching method, “Area jump” must be preset in the DI function
selection. For the Event function, see 7.1 Using Event Function (P. 7-2). For the DI function
selection, see 5.2 Switching Functions Using Digital Inputs (DI) (P. 5-16).

® Area soak time
[Parameter Setting Mode: Parameter group No. 70 (P~"0)]

Parameter symbol Data range Factory set value
P = I~ |0 hours 00 minutes 00 seconds to 9 hours 59 minutes 59 seconds * 0:00
I 0 hours 00 minutes to 99 hours 59 minutes

(0 minutes 00 seconds)
0 minutes 00 seconds to 199 minutes 59 seconds

* Settable only for FZ400/900 when the Input data type is 0.
Data range of Area soak time can be selected on the Soak time unit.

I For Input data type, see 5.1 Changing Input (P. 5-2).

® Link area number
[Parameter Setting Mode: Parameter group No. 70 (P~"0)]

Parameter symbol Data range Factory set value

I N1/ |0t016 0
LIVINET 1o No tink

® Input 1_Auto/Manual transfer selection (Area)
[Parameter Setting Mode: Parameter group No. 70 (P~"0)]

Parameter symbol Data range Factory set value

| H /M FI 0: No transfer 0
LIV by Auto mode (bumpless)

2: Auto mode (bump)
3: Manual mode (bumpless)

4: Manual mode (bump)
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® Input 1_Manipulated output value (Area)
[Parameter Setting Mode: Parameter group No. 70 (P~"0)]

Parameter symbol

Data range

Factory set value

I M/
1Ly .

PID control, Position proportioning PID control:
—5.0t0 +105.0 %

Heat/Cool PID control:
—105.0 to +105.0 %

PID control, Position proportioning
PID control: —5.0

Heat/Cool PID control: 0.0

® Input 2_Auto/Manual transfer selection (Area)
[Parameter Setting Mode: Parameter group No. 70 (P~"0)]

Parameter symbol

Data range

Factory set value

cA/MA

0: No transfer

1: Auto mode (bumpless)

2: Auto mode (bump)

3: Manual mode (bumpless)
4: Manual mode (bump)

0

[} To display “Input 2 Auto/Manual transfer selection (Area),” specify “Measured input 2” at the
time of order, AND “Select function for input 2” (Function block No. 58 in Engineering mode)
must be set to 2-loop control/Differential temperature control.

® Input 2_Manipulated output value (Area)
[Parameter Setting Mode: Parameter group No. 70 (P~"0)]

Parameter symbol

Data range

Factory set value

cMy A

—5.0 to +105.0 %

-5.0

[}  To display “Input 2 Manipulated output value (Area),” specify “Measured input 2” at the time of
order, AND “Select function for input 2” (Function block No. 58 in Engineering mode) must be set
to 2-loop control/Differential temperature control.

IMRO3A05-E8
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® Remote/Local transfer selection (Area)
[Parameter Setting Mode: Parameter group No. 70 (P~"0)]

Parameter symbol Data range Factory set value

I 71 [ | When “Remote setting input” is selected at Select function for input 2 ! 0
AR SN 0: No transfer

1: Local mode
2: Remote mode

e When “Cascade control” is selected at Select function for input 2 2
0: No transfer
1: Single control
2: Cascade control

e When “Control with PV select” is selected at Select function for
input 2 3
0: No transfer
1: Input 1
2: Input 2

e When “2-loop control/Differential temperature control” is selected
at Select function for input 2
0: No transfer
1: 2-loop control
2: Differential temperature control

! For FZ400/900, this parameter is displayed when “Remote setting input” is selected in “Select function for input 2.”
For FZ110, this parameter is displayed when Remote setting input is supplied.

2 Displayed when “Cascade control” is selected in “Select function for input 2.”

3 Displayed when “Control with PV select” is selected in “Select function for input 2.”

4 Displayed when “2-loop control/Differential temperature control” is selected in “Select function for input 2.”

[L]  To display “Remote/Local transfer selection (Area)”

* Proceed as follows for FZ400/900; Specify two inputs at the time of order, set Remote setting
input, Cascade control, Control with PV select, or 2-loop control/Differential temperature control
at “Select function for input 2” in Function block No. 58 in the Engineering mode.

* Proceed as follows for FZ110: Specify Remote setting input.

® Soak time unit
[Engineering Mode: Function block No. 70 (FA"0)]

Parameter symbol Data range Factory set value
cCr ‘D 0: 0 hours 00 minutes to 99 hours 59 minutes 1
- (] 1: 0 minutes 00 seconds to 199 minutes 59 seconds

2: 0 hours 00 minutes 00 seconds to 9 hours 59 minutes 59 seconds
In case of Input data type 0: 0 to 2
In case of Input data type 1: 0 or 1

I For Input data type, see 5.1 Changing Input (P. 5-2).
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m Setting procedure
® Set the Setting change rate limiter unit time parameter and Soak time unit

To enter the Engineering mode

o ek s Em ko s e s e s s e ke mm s e ke A e kM A e ke e s e ke e s e e s Em ko e s b e e s e,

Setting lock mode
Monitor & SV setting mode Set data unlock/lock
PV/SV monitor transfer
SET,
a0M 4 CDd * 1Ty | I~ 17/ €€3+<MODE
. |@seconds Dl T Lol

* Press the SED key until

,’_—,'B < o DF,’— Parameter setting mode
is displayed.
Lock state Unlock state Keep pressing without
releasing your finger from

the key to enter the

Operation transfer mode Setting lock mode.

T

RUN/STOP transfer
<MoDE — — | GeD) +<MoDE
/ /
(2 seconds) ,L\' / b P / 5 (2 seconds)
g ] 5:‘ P
o o
RUN STOP
\ Y mm w w m r e e e s e M R e R M R W R W N W F M 6 e 6 M R W R W R 6 e R M R W R M N e 6 e R e b e s e e b e b e — — -
Engineering Mode
Function block Function block No. 70 Setting change rate
No. 10 [Display] [Memory area] limiter unit time Soak time unit
—_ Several | ™ __ T[] cCi/Qr cCr o
Frid e JFRTU [ SR &) 5MdP| e
D":UD ,q ,C’l:,l noncCr o |
- - [N N [
Set “Setting change Set the Soak time
rate limiter unit time” unit

Setting End )«

U ,,

o Next parameter is displayed.

* Press (Ger) and <MODE keys simultaneously to return to the
Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the
Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.
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® Set the simple sequence related set items

Parameter setting mode

Monitor & SV setting mode
PV/SV monitor

cCo.d

50,2

Parameter group No. 00

[Setting]

[

seconds)

nr
L

Input 1_Manipulated output

value (Area)

I

)| LU

M

>

54

Input 1_Auto/Manual transfer

selection (Area)

Parameter group No. 70 Select Trigger type for
[Memory area] Memory area transfer Area soak time
O _rr o0 ]
g ~un &, H5/ &
nr‘;nr‘n ] 7]
ICI,I—EH (NN N Buﬂuu

Input 1_Setting change rate

limiter (down)

Set the Select Trigger
type for Memory area
transfer

Input 1_Setting change rate

limiter (up)

Set the Area soak
time

Link area number

10-32

| Ml/ l_l CI /M ] 1C) E _l LI/LM I NN/
Lo 1| ED| 1A/ 1 u €D .3V RO o €D 1.3V FU|ED] Livivrm
- 5 I'?I"I'?I" nInInIniln sinlnlniuld ININININIn
UI_I L LH_H_H_U_I L.IUL.IUJ_I l_ll_ll_ll_l.l_l [ -
Set the Set the Auto/Manual Set the Setting Set the Setting Set the Link area
Manipulated output transfer selection change rate limiter change rate limiter number
value (Area) (Area) (down) (up)
Input 2_Setting change rate  Input 2_Setting change rate  Input 2_Auto/Manual transfer  Input 2_Manipulated output
limiter (up) limiter (down) selection (Area) value (Area)
In case of —
womus €D | I SVPU D) l_:' ::“:/F\od D) ,__I,:’l/M G El ML/ H D)
|- e b . ’ :
INInInIniE norrr NNl
[ R [ I_IU l
Set the Setting Set the Setting Set the Auto/Manual Set the Manipulated
change rate limiter change rate limiter transfer selection output value (Area)
(up) (down) (Area)
In case of
one input @ea
Remote/Local transfer
selection (Area)
SeT VN I I R
@ | R/LAl
InInInInInAN
[N N
Set the Remote/Local
transfer selection
(Area)
——— > ( Setting End
o Next parameter is displayed.
e Press sea and {MODE keys simultaneously to return to the Measured value
(PV)/Set value (SV) Monitor. (For FZ400/900, the MONI key may be pressed to
return to the Measured value (PV)/Set value (SV) Monitor)
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10.7 Registering a Set Value (SV) Without Pressing the SET Key

Basically the €D key must be pressed to register the data after changing the value of parameters.
There is another way of registering the Set value (SV) which takes in the changed data 2 seconds after the

change.

m Description of function

[Example: Changing the Set value (SV) to 100.0]
® To register the value by pressing the SET key (SET key method)

Monitor & SV setting mode

PV/SV monitor SV setting mode
011 S0 | Mook 20011 0N 0
cBb|e@,| JHOpD-| B0/, JBUe | U
nr 'nlnlnlalsl I onnnnn | 11 17 [Registration Talsln]
L LILH_ILU_I. LU.IJ.ILIJ.I L LLH_I.LI LII L
Flashing Flashing Flashing
® To register the value without pressing the SET key (Direct method)
Monitor & SV setting mode
PV/SV monitor SV setting mode
:l- — :“_—' J71| Pressand (] (]
(AN R Ol hod ’._3’9 L R L ’9 L
nr norn | 1 1IN 71| Release the finger 1
L Lo l‘ LI TS | from the key will be ([N
registered after
Flashing 2 seconds.

e To set the Set value (SV) in the PV/SV monitor, press the or key.

e Keep pressing the or key to accelerate the speed of increase/decrease.

e In the above explanation, the value is changed by using the or key, but <MODE key may be
used to shift the blinking digit to change the value digit by digit.

[L)  To use a registration method without pressing the €D key, go to “Data registration” in Function
Block No. 11 in the Engineering mode.

[L] Registration without pressing the GeD key is only applicable to the Set value (SV). Other
parameters are not available in this method. Available mode is Monitor & SV setting mode only.
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10. SETTING AND KEY OPERATION

B Parameter setting

® Data registration
[Engineering Mode: Function blockNo. 11 (Fn ! /)]

1: Direct registration
Used to register the Set value (SV) without pressing the SET key.

Parameter symbol Data range Factory set value
CCr 1/ |0:SETkey method 0
Y B A Used to register the Set value (SV) using the SET key.

B Setting procedure

To enter the Engineering mode

ek e s ke s e s e s s ke mm s e ke A e kM s e b e s s M ke s e ke s mm ke e s e b e e s e

Setting lock mode
Monitor & SV setting mode Set data unlock/lock
PV/SV monitor transfer

== G2 — —
ool |eseenesy | L gl KK ! ol ¢ | ED+<wone
mr _ FI:
[ o ori

Lock state Unlock state

v

Operation transfer mode

RUN/STOP transfer
<MoDE =, — | GD+<moDE
/ /
(2 seconds) ,C\' / C, l,—\' / ,—, (2 seconds)
q ' Cr [
rUn 57 aoP
RUN STOP
\ D mm w ww w r e R e s W W R e R M R W R W R W F e 6 e R M R W R W e 6 e R M R R R M N e § e R M b e s e § e 6 e b e — — -
Engineering Mode Engineering Mode
Function block No. 10 Function block No. 11
[Display] [Key operation] Data registration
— 1 -—_ 1 CCrr s
Fr iU Fooid |8 |58 Y| e

d5P Ly o000
Set the Data
registration

Setting End ) <

o Next parameter is displayed.

® Press SED and <MODE keys simultaneously to return to the
Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the
Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.

10-34
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* Press the 553 key until

Parameter setting mode
is displayed.

Keep pressing without
releasing your finger from
the key to enter the
Setting lock mode.
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IMRO3A05-E8

10.8 Accessing Some Functions Directly (FUNC Key)
[FZ400/900]

FZ400/900 has a FUNC key which allows a specified function to be assigned to it.

m Description of function

Functions assignable to the FUNC key
® RUN/STOP transfer- -+ A
e Autotuning (AT) (Common to Input 1 and 2)- - -B
e Input 1_Autotuning (AT): - B
e Input 2 Autotuning (AT)---B
e Auto/Manual transfer (Common to Input 1 and 2) - --A
e Input 1 _Auto/Manual transfer: * * A
e Input 2 Auto/Manual transfer- - * A
e Remote/Local transfer (Cascade mode transfer, PV select transfer, 2-loop control/Differential temperature control) - - A
e Control area Local/External transfer- -+ A
o Interlock release - - C
e Hold reset (Common to Input 1 and 2)- - -C
e Input 1 _Hold reset* * - C
e Input 2 Hold reset* - -C
o Set data unlock/lock transfer: « * A

® Areajump-* D

Explanation of key action

: Mode is changed for every press of the key.

: Function is turned on and off for every press of the key.

: Function is released or reset by pressing the key.

: Pressing the key switches the memory area to the preset area set in the Link area number in the
Parameter setting mode. When the Link area number is not specified, a memory area with the number of
the current control area number +1 will be used.

oOQw >

[l  For details of each function, see 5.2 Switching Functions Using Digital Inputs (DI) (P. 5-16).
[L]  Selection of key action is possible from “Press once” and “Press and hold” to enable the switching.

[l  The function assigned to the FUNC key is accessible even when the Set data lock is used.

® Displays when switched by the FUNC key
[Example] RUN/STOP switching is assigned to the FUNC key

Monitor & SV setting mode Monitor & SV setting mode
PV/SV monitor RUN/STOP transfer Returns to the PV/SV monitor
- — | original screen
—TC} ,’-,' FUNC l'—\' / '—, automatically — L—" / ,'
mr ~_0 mr
[ CN ()] [

Assigned function is
displayed (about one
second)
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10. SETTING AND KEY OPERATION

B Parameter setting

® FUNC key assignment
[Engineering Mode: Function block No. 11 (Fn ! /)]

Parameter symbol

Data range

Factory set value

FNRY

LYW ES

Unused

RUN/STOP transfer

Autotuning (AT) (Common to Input 1 and 2)
Input 1_Autotuning (AT)

Input 2_Autotuning (AT)

Auto/Manual transfer (Common to Input 1 and 2)
Input 1 _Auto/Manual transfer

Input 2_Auto/Manual transfer

Remote/Local transfer

(Cascade mode transfer, PV select transfer,
2-loop control/Differential temperature control)
Control area Local/External transfer

10: Interlock release

11:

Hold reset (Common to Input 1 and 2)

12: Input 1_Hold reset

13: Input 2_Hold reset

14: Set data unlock/lock transfer
15: Area jump

1

® FUNC key operation selection
[Engineering Mode: Function block No. 11 (Fn ! /)]

Parameter symbol

Data range

Factory set value

FNIYP

0: Press once

The function set at “FUNC key assignment” is activated upon a press
of the FUNC key.

: Press and hold

The function set at "FUNC key assignment" is activated by holding the
FUNC key pressed.

0
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IMRO3AO05-E8




10. SETTING AND KEY OPERATION

B Setting procedure

To enter the Engineering mode

ek e s ke s e s e s s ke mm s e ke A e kM s e b e s s M ke s e ke s mm ke e s e b e e s e

Monitor & SV setting mode
PV/SV monitor

Setting lock mode
Set data unlock/lock

<D +<MoDE

*

C) transfer

SET, — —

(4 seconds *) "_'_-”'_"\/ R LL—,LI,\/

p an oFF
Lock state Unlock state

Operation transfer mode

<D + {MoDE

(2 seconds)

RUN/STOP transfer
<mopE —
/ /
(2 seconds) F\' / C, l,—\' p l_,
g | l- I
run 57 aP
RUN STOP

T

Engineering Mode
Function block No. 10
[Display]

Fr

Engineering Mode
Function block No. 11

IMRO3A05-E8

[Key operation] FUNC key assignment selection
— SET,

I - _ 1 , N PAN] N L)
i R RS NIH [ (FNTYP
D'SID tI,Cl:,I orrr | e
- e o ey
Set the FUNC key Set the FUNC key
assignment operation selection

FUNC key operation

Press the SED key until
Parameter setting mode
is displayed.

Keep pressing without
releasing your finger from
the key to enter the
Setting lock mode.

( Setting End )«

o Next parameter is displayed.

® Press sea and <MODE keys simultaneously to return to the
Measured value (PV)/Set value (SV) Monitor.
(For FZ400/900, the MONI key may be pressed to return to the
Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.
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10.9 Restricting Key Operation (Set Data Lock)

The Set data lock function limits access of unauthorized personnel to the parameters and prevents parameter
change by mistake.

m Description of function

The Set data lock function restricts changing values depending on the parameter mode. The Area lock
restricts switching the Memory areas.

@ Set lock level
Select the parameter mode to lock.

Setting lock mode

Set lock level
'l 'l" 'l \/ ,l_ ,l,/ Set value 0: Unlock
TV eTe T 1: Lock
i

SV setting mode* + Parameter select mode
* Set value (SV), Interlock release, Memory area transfer (FZ110 only)

Operation transfer mode

Parameter setting mode

Setup setting mode

Engineering mode

@ Area lock (FZ400/900 only)

For FZ400/900: Select enable/disable Memory area switching
For FZ110: Locking Memory area switching is available by the Set lock level.

Setting lock mode

Area lock
HPE L ,’ 4 Set value 0: Memory area is adjustable when the setting data is locked.
AAEE 1: Memory area is not adjustable when the setting data is locked.
S (Memory area transfer mode is not displayed)

® Set data unlock/lock transfer

The parameter set with Set lock level and Area lock can be locked/unlocked.

Setting lock mode
Set data unlock/lock transfer

FZ400
" O "_ "\’ Set value offF: Unlock state
- —CTF C (Settings can be changed) Set lock
on: Lock state display
(Settings cannot be changed)
On FZ400/900, the Set lock indicator F7900
lights on in the lock state.
Set lock
display
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® When the set value was likely to be changed during the Set data lock state

A character will be shown on the Set value (SV) display unit to show the lock mode when any of

<MODE , or key is pressed.

The “LLE” is displayed only while the relevant key is pressed. Releasing the finger from the key will return
the display to the original.

Example 1: “Event 1 set value” screen when the Parameter setting mode is locked.

Parameter setting mode

Event 1 set value <MODE , ,

E'l// ,' While any of the keys is pressed R E,I// ,'
ok L)
Release the finger to return - - '\Set lock state

Example 2: “PV/SV monitor” screen when the SV setting mode is locked
(Direct method is selected at Function block No. 11 in the Engineering mode)

Monitor & SV setting mode

PV/SV monitor <MODE s ’

'—:'I:,'—:’" L—,' While any of the keys is pressed R L:“L-"i'. '—,'
|, |
I_:'LILI - Release the finger to return LL LJ '\Set lock state

Switching the Set data lock is available anytime irrespective or RUN or STOP state.

DB

Parameter switching is available during the Set data lock state for checking the data.
When the SV setting mode is locked, the Set value (SV) setting screen in the SV setting mode will

not be displayed.

L] Even during the Set data lock state, setting through the communication (optional function) and
selection of functions by the FUNC key is possible. It should be noted that when the parameters in
the Engineering mode are changed, the instrument must be stopped (or stay in the STOP mode).

B Parameter setting

® Set data unlock/lock transfer
[Setting Lock Mode]

Parameter symbol Data range Factory set value
) O I~ l\/ of F:Unlock state oFF
Loy on: Lock state
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® Set lock level
[Setting Lock Mode]

Parameter symbol Data range Factory set value
" E "\/ " ,'// Set Lock/Unlock at each digit. 00000
I’__J'UBI‘_—I'UR SV display
0: Unlock
1: Lock

SV setting mode * + Parameter select mode

* Set value (SV), Interlock release, Memory area
transfer (FZ110 only)

Operation transfer mode

Parameter setting mode

Setup setting mode

Engineering mode

® Area lock
[Setting Lock Mode]

Parameter symbol

ARELK

Data range Factory set value

0: Memory area is adjustable when the setting data is locked. 0
1: Memory area is not adjustable when the setting data is locked.
(Memory area transfer mode is not displayed)

m Setting procedure

Set data lock can be found in the Set data lock mode.

Monitor & SV setting mode

Setting lock mode

PV/SV monitor CD Set data unlock/lock transfer Set lock level Area lock
SET,
M . ) _ 171G |1 Tz 17| Ger I:”j | 1/ ]| et
CO. L [secondsHll LIy CD;I_I_:\.LV CD, Y.L €D
mr ,EI: INInInInin InIninininl
(A o e I
Set the Set data Set the Set lock Set the Area lock
unlock/lock level
transfer

* Press the SED key until Parameter setting
mode is displayed.
Keep pressing without releasing your finger
from the key to enter the Setting lock

mode.
Setting End )«

o Next parameter is displayed.

e Press sea and <MODE keys simultaneously to return to the Measured value
(PV)/Set value (SV) Monitor. (For FZ400/900, the MONI key may be pressed to
return to the Measured value (PV)/Set value (SV) Monitor)
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10.10 Initializing the Set Data

The set values can be initialized when all the set values need to be reset.

m Description of function
When the pass code is entered on the “Initialize” screen in Function block No. 91 in the Engineering mode,
all the set values are initialized and reset to the factory set values.

[L]  This action initializes and erases all the set values set so far. Record your setting separately if
necessary. 3. PARAMETER LIST (P. 3-1) has a field for user set values which can be used for

recording.

B Parameter setting

@ Initialization
[Engineering Mode: Function block No. 91 (FR3 /)]

Factory set value
0

Parameter symbol Data range

I_ [C |1225: Start initialization
dEF

Other values: Set values are maintained
After the initialization, this instrument is restarted.
This setting will automatically go back to zero.

IMRO3A05-E8 10-41



10. SETTING AND KEY OPERATION

m Setting procedure

To enter the Engineering mode

ek s ks e s e s Em s e ke mm s e ke A b M s e kM e s e kM s e e s mm ke e s b e e s e

Monitor & SV setting mode
PV/SV monitor

0], €
l:l_,.l_’ (4 seconds *)
i
LI €

Setting lock mode
Set data unlock/lock
transfer

1 T/
Lo

o

Lock state

v

<) +<MoDE

Unlock state

Operation transfer mode

RUN/STOP transfer
<moDE T — =, — | G +<mopE
/ /
(2 seconds) I-\' / '-, IL\' / L’ (2 seconds)
= 7
rUn 57 aoP
RUN STOP
N Y mm w e w e e e s W W R e R M R W R W N W F e 6 e 6 M R W R W e R e R M R W R M N e § e R M b e s e h e b e b e — —
Engineering mode Engineering Mode
Function block No. 10 Function block No. 91
[Display] [System] Initialization
C_ i —_ 0o |y
g Fag | & acr| &

dsP

—>

10-42

( Setting End )«

545

r

Ormr
[N N

Set the Initialization

o Next parameter is displayed.

e Press s@ and <MODE keys simultaneously to return to the

Measured value (PV)/Set value (SV) Monitor.

(For FZ400/900, the MONI key may be pressed to return to the

Measured value (PV)/Set value (SV) Monitor)

e Select RUN on the RUN/STOP transfer.

e Select lock on the Set data unlock/lock transfer.

T .

* Press the 553 key until
Parameter setting mode

is displayed.

Keep pressing without
releasing your finger from

the key to enter the
Setting lock mode.
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INDEX
INDEX [Alphabetical Order]
A Cascade_Proportional band (slave-side) «----xexreeeeeee
Action at feedback resistance (FBR) input error ------------ 2-14, 3-21, 8-92
2-19, 3-40, 8-52 Cascade_Scale high «=--eereeereeeeeeene 2-14, 3-21, 8-93
Action at saturated output =---eereeeeeeeeee 2-19, 3-40, 8-53 Cascade_Scale [ow:«--xwmreeereeeeeeeees 2-14, 3-21, 8-94
Area [oCk «»-rrreesrrrrres e 2-8, 3-7, 10-40 Communication protocol-----------++: 2-20, 3-42,4-2, 4-18
Area switching time (without area set signal) ===+ Communication response monitor ««««+---=-----: 2-20, 3-42
2-16, 3-29, 5-25 Communication speed ............................... 2-20, 3-42
AT Comprehensive event state «rrrrrrrrrrr e
Input 1_AT bias -« w-reremrerrrreeeenes 2-13, 3-19, 8-14 2-2,2-3, 2-4, 2-5, 3-4, 7-41
Input 2_AT bias - 2-13, 3-20, 8-14 Control action
Input 1_AT remaining time monitor---2-13, 3-19, 8-14 Input 1_Control action -+« -« ««xerererrrrmereee
Input 2_AT remaining time monitor---2-13, 3-20, 8-15 2-18, 3-38, 4-2, 4-12, 8-8, 8-41, 8-51
|nput 1_AT/ST StatUS monitor ............................... |nput 2_C0ntr0| aCtiOn ..................... 2_19, 3_39, 8_8
2-13, 3-19, 8-15, 8-21 Control area Local/External transfer-«-------- 2-7, 3-6, 5-26
Input 2_AT/ST status monitor-«---«---rorrrerrreeeeeens Control loop break alarm (LBA) time
2-13, 3-20, 8-15, 8-21 Input 1_Control loop break alarm (LBA) time-«-+-+-+--
Input 1_Autotuning (AT) «--wrererreeenees 2-7, 3-6, 8-14 2-10, 3-11, 7-38
Input 2_Autotuning (AT) «--wxerereeeeeeees 2-7, 3-6, 8-14 Input 2_Control loop break alarm (LBA) time---+---+--+-
Auto/Manual 2-10, 3-12, 7-38
Input 1_Auto/Manual transfer ----2-7, 3-6, 8-60, 8-113 Control motor time ««-«-«-rrrrrrrreeeeees 2-19, 3-40, 8-53
Input 2_Auto/Manual transfer ----2-7, 3-6, 8-60, 8-113 Control response parameter
Input 1_Auto/Manual transfer selection (Area) -+ Input 1_Control response parameter -«-«-«-«-«-x-xveeeee
2-11, 3-14, 6-35, 10-28 2-10, 3-11, 8-8, 8-119
Input 2_Auto/Manual transfer selection (Area) -+« Input 2_Control response parameter -««-«-«-x-eeeeeeees
2-11, 3-14, 6-36, 10-29 2-10, 3-12, 8-8, 8-119
Autotuning CT1 assignment ............................... 2-18, 3-36, 7-31
Input 1_Autotuning (AT) «--wrereremeeeaees 2-7, 3-6, 8-14 CT1 low input cut-Off «-xereveereereeeneenes 2-18, 3-36, 7-35
Input 2_Autotuning (AT) ------eeeeeeeenees 2-7, 3-6, 8-14 CTAratio: - -rrerrerrerrerrrrernnna, 2-18, 3-36, 7-33
CT1 type ............................ 2-18, 3-36, 4-2, 4_17’ 7-33
B CT2 assignment ............................... 2-18, 3-36, 7-31
Bottom hold monitor CT2 low input cut-Off «-«xeeereeeeeenes 2-18, 3-36, 7-35
Input 1_Bottom hold monitor =-+--«----- 2-14, 3-22, 9-27 CT2ratiQ: - r-rrerrerrerrerrerernnaeea, 2-18, 3-36, 7-34
Input 2_Bottom hold monitor ---------+- 2-14, 3-22, 9-27 CT2 type:-ererererrrrrrrreeeneens 2-18, 3-36, 4-2, 4-18, 7-33
Bottom suppression function -«-«-«-«-«-xseaeeeeens 2-19, 3-40 Current transformer 1 (CT1) input value monitor--+----+----
Burnout direction 2-2,2-3, 2-4, 2-5, 3-4
Input 1_Burnout direction «+-+«+---- 2-15, 3-25, 5-43 Current transformer 2 (CT2) input value monitor-------+----
Input 2_Burnout direction «-------------- 2-15, 3-28, 5-43 2-2,2-3,2-4,2-5, 3-4
C D
Cascade_AT mode (master-side) -------+- 2-20, 3-41, 8-94 Data bit configuration:«---««--«=sreeereeeeneenes 2-20, 3-42
Cascade_AT mode (slave-side)---=------- 2-20, 3-41, 8-94 Data registration -««--------rrreeeeeeeeeeee 2-15, 3-24, 10-34
Cascade_Derivative time (master-side)-«-----------weeeeeee Decimal point position
2-14, 3-21, 8-92 Input 1_Decimal point position ==« ==x«sereeereeeeeens
Cascade_Derivative time (slave-side) ----2-14, 3-21, 8-93 2-15, 3-25, 4-2, 4-9, 4-20, 4-24, 5-7
Cascade_Digital filter ---«------eeeeeeeeeee 2-14,3-21, 8-93 Input 2_Decimal point position «««+--««rsereerereeeeeee

Cascade_Integral time (master-side) ---+- 2-14, 3-21, 8-92
Cascade_Integral time (slave-side) ------- 2-14, 3-21, 8-93
Cascade_Proportional band (master-side) -+« «xxeeeeeees

2-14, 3-21, 8-92
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2-15, 3-27, 4-20, 4-28, 5-7
Derivative time

Input 1_Derivative time [cool-side] ----------x-eeemeeeeee
2-11, 3-13, 8-29, 8-40



INDEX

Input 1_Derivative time [heat-side] -+-+-+-+rerereeeeenes
2-10, 3-10, 8-28, 8-40, 8-90

Input 2_Derivative time «--------- 2-10, 3-12, 8-29, 8-91

Determination point of external disturbance

Input 1_Determination point of external disturbance -
2-14, 3-20, 8-120

Input 2_Determination point of external disturbance --
2-14, 3-20, 8-121

Device addreSS ........................................ 2_20‘ 3_42
Dl logic invert -« xrrererererreeeeeens 2-16, 3-29, 5-25
DI1 function selection -+« ««xererrerereens 2-16, 3-29, 5-23
DI2 function selection === «=x-rrermeeenaenes 2-16, 3-29, 5-24
DI3 function selection =«-««---erereeeneenenes 2-16, 3-29, 5-24
DI4 function selection ««-«--erereeeneeaneans 2-16, 3-29, 5-24
DI5 function selection «-«----x-rrerrrereees 2-16, 3-29, 5-25
DI6 function selection = «--«-x-errermeeeeaenes 2-16, 3-29, 5-25

Differential temperature input

Measured value (PV) of differential temperature input/
Set value (SV) of differential temperature input --------
2-5, 34

Set value (SV) of differential temperature input --------
2-5, 2-10, 3-4, 3-9, 8-72

Display unit

Input 1_Display unit------+---+- 2-15, 3-25, 4-2, 4-6, 5-6

Input 2_Display unit--«-«---- 2-15, 3-27, 4-2, 4-10, 5-6
Display update cycle ===-«===xrrreemreees 2-12, 3-16, 9-31
DO1 function selection ==«---=xreereereeeenes 2-17, 3-33, 6-8
DO1 logic calculation selection--«+«-«+----- 2-17, 3-33, 6-10
DO2 function selection «----rreeerrereenes 2-17, 3-33, 6-8
DO2 logic calculation selection«-«-«-«-«---- 2-17, 3-33, 6-10
DO3 function selection ==«-=x-xreereereeeenes 2-17, 3-33, 6-8
DO4 function selection «=««--xrrerreeeieenn 2-17, 3-33, 6-9
DO4 logic calculation selection-------+---- 2-17, 3-33, 6-10
E
Energized/De-energized selection--------- 2-16, 3-30, 6-25
Engineering Mode [H]:------rreeereeereeeees 1-2, 2-15, 3-23
Event 1 assignment -+----e-ee-- 2-17, 3-34, 4-2, 4-15, 7-3
Event 1 differential gap ««---+-reereeeeees 2-17, 3-34, 7-19
Event 1 hold action «-=«---ereereemeeaeeanenns 2-17, 3-34, 7-17
EVent 1 Set Value (EV1) ............................... 2_10’ 3_9
Event 1 set value (EV1) [high] -«-«-erereeeemeneess 2-10, 3-9
Event 1 set value (EV1") [low]--«w--rereeerereenes 2-10, 3-9
Event 1 timer---«--oreereeeiei 2-17, 3-34, 7-22
Event 1 type ....................... 2-17, 3-34, 4-2, 4-15, 7-14
Event 2 assignment -+--c-eeeeeee 2-17, 3-35, 4-2, 4-16, 7-4
Event 2 differential gap «----+-rerrreeeees 2-17, 3-35, 7-19
Event 2 hold action «-«--oereeeemmeeeeenenns 2-17, 3-35, 7-18
Event 2 set valug (EV2) -«--rweeereerrreseeeeeee: 2-10, 3-10

A-2

Event 2 set value (EV2) [high] ««-e-erereeeeeeeees 2-10, 3-10
Event 2 set value (EV2'") [low] -------rrereeeeeses 2-10, 3-10
Event 2 timer - ==« roerreerrreerii 2_17’ 3-35, 7-22
Event 2 type ....................... 2-17, 3-35, 4-2, 4-16, 7-15
Event 3 assignment:-------eeeee 2-17, 3-35, 4-2, 4-16, 7-4
Event 3 differential gap =------rreeeeeeees 2-17, 3-35, 7-19
EVent 3 h0|d action ........................... 2_17’ 3_35’ 7_18
Event 3 set value (EV3) ............................. 2-10, 3-10
Event 3 set value (EV3) [high] -«-e-erereeeeeeeees 2-10, 3-10
Event 3 set value (EV3') [low] ------rreereeneeses 2-10, 3-10
Event 3 timer «--xroeereerrremrini 2_17’ 3-35, 7-22
Event 3 type ....................... 2-17, 3-35, 4-2, 4-16, 7-15
Event 4 assignment:-------eeeeee 2-18, 3-35, 4-2, 4-17, 7-4
Event 4 differential gap --------rreeeeeees 2-18, 3-35, 7-19
Event 4 h0|d action ........................... 2_18’ 3_35’ 7_18
Event 4 set value (EV4) ............................. 2-10, 3-10
Event 4 set value (EV4) [high] -«-e-erereeeeeeeeees 2-10, 3-10
Event 4 set value (EV4') [low] ------rrrerereneeses 2-10, 3-10
Event 4 timer «----roereerrremrii 2-18, 3-35, 7-22
Event 4 type ....................... 2-18, 3-35, 4-2, 4-17, 7-15
F
Feedback adjustment «------rrreeerreeens 2-19, 3-40, 8-52
FF amount
FF amount learning =+« +xeeeeeeeees 2-14, 3-20, 8-120
Input 1_FF amount -« -« reeeeeeeeenes 2-10, 3-11, 8-120
Input 2_FF amount - --««reeeeeeeeeeee 2-10, 3-12, 8-12
FUNC key assignment - ««---«-xoreeemeeeens 2-15, 3-24, 10-36
FUNC key operation selection -«------+ 2-15, 3-24, 10-36
Function block No. 10: Display (dSP)------------ 2-15, 3-23
Function block No. 11: Key operation (KEY)--- 2-15, 3-24
Function block No. 21: Input 1 (1. InP) «----+---- 2-15, 3-25
Function block No. 22: Input 2 (2. InP) ==-------- 2-15, 3-27
Function block No. 23: Digital input (dl) --------- 2-16, 3-29
Function block No. 30: Output (QUT)---------+- 2-16, 3-30
Function block No. 31: Retransmission output 1 (Ao1)----
2-16, 3-31
Function block No. 32: Retransmission output 2 (Ao2)----
2-16, 3-32
Function block No. 33: Retransmission output 3 (Ao3)----
2-17, 3-32
Function block No. 34: Digital output (do)------- 2-17, 3-33
Function block No. 41: Event 1 (EV1)--+--------- 2-17, 3-34
Function block No. 42: Event 2 (EV2)----------+- 2-17, 3-35
Function block No. 43: Event 3 (EV3)--+----+--- 2-17, 3-35
Function block No. 44: Event 4 (EV4)----------+- 2-18, 3-35
Function block No. 45: CT1 (CT1) =---eeveeeeeees 2-18, 3-36
Function block No. 46: CT2 (CT2) =+«--xxeeeeee 2-18, 3-36
Function block No. 50: Control (ConT) ««---+---- 2-18, 3-37
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Function block No. 51: Input 1_Control (1.ConT)-+-+-+---+- Input 1_Bottom hold monitor -«----------- 2-14, 3-22, 9-27
2-18, 3-38 Input 1_Burnout direction «-+----reeeeeeees 2-15, 3-25, 5-43
FUnCtiOn b|ock NO. 52 |nput 2_Contr0| (ZCOnT) ........... |nput 1_C0ntr0| aCtiOn ..............................................
2-19, 3-39 2-18, 3-38, 4-2, 4-12, 8-8, 8-41, 8-51
Function block No. 55: Position proportioning control Input 1_Control loop break alarm (LBA) time -+«---+«---+----
(POSIT) «eeerrermerrereeeeeee e 2-19, 3-40 2-10, 3-11, 7-38
Function block No. 56: Input 1_Cooling control Input 1_Control response parameter---«-«-+-+-roreeeerereens
(1 .COOL) ................................................. 2_19’ 3-40 2_10’ 3-1 1’ 8-8, 8-119

Function block No. 57: Proactive (PACT)----+- 2-19, 3-40
Function block No. 58: 2-input function (2PV)- 2-20, 3-41
Function block No. 60: Communication (SCI) - 2-20, 3-42
Function block No. 62: PLC communication (MAP)--------

2-20, 3-43
Function block No. 70: Memory area (ArEA) -- 2-20, 3-43
Function block No. 71: Input 1_Setting limiter (1. SVL) ---

2-21, 3-43
Function block No. 72: Input 2_Setting limiter (2. SVL)---
2-21, 3-44
Function block No. 91: System (SYS) -+-+-+---+- 2-21, 3-44
H
HBA
Heater break alarm 1 (HBA1) set value -+---------veee
2-12, 3-17, 7-26
Heater break alarm 2 (HBA2) set value -+-----------eee
2-13, 3-18, 7-26
Number of heater break alarm 1 (HBA1) delay times-
2-12, 3-17, 7-28
Number of heater break alarm 2 (HBA2) delay times-
2-13, 3-18, 7-29
Heater break alarm 1 (HBA1) set valug -«---«-----eemeeeeens
2-12, 3-17, 7-26
Heater break alarm 2 (HBA2) set valug -------+reeeeeeeees
2-13, 3-18, 7-26
Hold reset
|nput 1_H0|d reset ........................ 2_14’ 3_22’ 9_27
Input 2_Hold reset «-«---woeveeeeeeanes 2-14, 3-22, 9-28
HOt/COId Start ................................. 2_18, 3_37, 8_126
|
Initialization -+« -« xereeeereneenen 2-21, 3-44, 4-2, 4-19, 10-41
Input 1_Action (high) input error «-+-+------ 2-18, 3-38, 5-43
Input 1_Action (low) input error--«-«-+-+-+- 2-18, 3-38, 5-44
|npUt 1_AT bias ................................. 2_13’ 3_191 8_14

Input 1_AT remaining time monitor-------- 2-13, 3-19, 8-14
Input 1_AT/ST status monitor------- 2-13, 3-19, 8-15, 8-21
Input 1_Auto/Manual transfer «------- 2-7, 3-6, 8-60, 8-113
Input 1_Auto/Manual transfer selection (Area) ««-«-+=+++++

2-11, 3-14, 6-35, 10-28
Input 1_Autotuning (AT)-----reerrreemmeeeeee 2-7, 3-6, 8-14
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Input 1_Decimal point position ==« +=«xrreerreree
2-15, 3-25, 4-2, 4-9, 4-20, 4-24, 5-7

|nput 1_DeriVatiVe tlme [COO"Side] ..............................
2-11, 3-13, 8-29, 8-40

Input 1_Derivative time [heat-side] «=+w-reerrerrreeeeeene
2-10, 3-10, 8-28, 8-40, 8-90

Input 1_Determination point of external disturbance -------
2-14, 3-20, 8-120

Input 1_Display unit--«-«-«-«-xx--- 2-15, 3-25, 4-2, 4-6, 5-6
|nput 1_FF amount ........................... 2_10, 3_1 1, 8_120
Input 1_Hold reset -«-«--rereeerereeeenenes 2-14, 3-22, 9-27
Input 1_Input error determination point (high) -----+---------

2-15, 3-25, 5-42
Input 1_Input error determination point (Iow):«««««xxe-xe--

2-15, 3-25, 5-42
Input 1_Input range high ------- 2-15, 3-25, 4-20, 4-24, 5-9
Input 1_Input range low:---+---+- 2-15, 3-25, 4-20, 4-24, 5-9
Input 1_Input type «-«-«-xreeeeeeenes 2-15, 3-25, 4-2, 4-6, 5-4
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2-10, 3-10, 8-28, 8-39, 8-90

Input 1_Inverting input -« -«-«-rerereeenenes 2-15, 3-26, 5-33
Input 1_LBA deadband (LBD)----+«--+-+-- 2-10, 3-11, 7-39
Input 1_Level PID action selection------- 2-18, 3-38, 8-105
Input 1_Level PID differential gap-------- 2-18, 3-38, 8-105
Input 1_|_eve| PID setting Qe
2-13, 3-18, 4-20, 4-32, 8-104

Input 1_Level PID setting D
2-13, 3-18, 4-20, 4-33, 8-104

Input 1_Level PID setting 3 -+« oereermmremnnennnn
2-13, 3-18, 4-20, 4-33, 8-104

Input 1_Level PID setting Gooveeee
2-13, 3-18, 4-20, 4-33, 8-104

Input 1_Level PID setting 5« wrrorrrrrrrreeeeeens
2-13, 3-18, 4-20, 4-34, 8-104

Input 1_|_eve| PID setting 6 -«««-reerreemrresrrereeeen
2-13, 3-18, 4-20, 4-34, 8-104

Input 1_Level PID setting 7 -+« wovororrrrrrreeeeeens
2-13, 3-18, 4-20, 4-34, 8-104

Input 1_Manipulated output value (Area) -«-«-«-x-xoeeeereens
2-11, 3-14, 6-36, 10-29
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Input 1_Manipulated output value at input error -----------+
2-18, 3-38, 5-44

Input 1_Manipulated output value at STOP [cool-side] -+
2-19, 3-40, 6-40

Input 1_Manipulated output value at STOP [heat-side] -+
2-18, 3-38, 6-39, 8-51
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2-2,2-3, 2-4, 2-5, 3-4, 6-42
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2-2,2-3, 2-4, 2-5, 3-4, 6-42

Input 1_Manual manipulated output value-------------------+

2-13, 3-18, 6-35
Input 1_Manual reset «-«-«---xoemeeeeeeeses 2-10, 3-11, 8-108
Input 1_Measured value (PV)/Input 1_Set value (SV) -
2-2,2-3,2-5, 3-3
Input 1_Measured value (PV)/Input 2_Measured value
(PV) ......................................... 2_2’ 2_3’ 2_4’ 2_5’ 3_4
Input 1_ON/OFF action differential gap (lower) =-----------+
2-10, 3-11, 8-34
Input 1_ON/OFF action differential gap (upper)------------+
2-10, 3-11, 8-33
Input 1_Output change rate limiter (down) [cool-side] -+
2-19, 3-40, 6-31
Input 1_Output change rate limiter (down) [heat-side] -
2-18, 3-38, 6-30
Input 1_Output change rate limiter (up) [cool-side] -+
2-19, 3-40, 6-31
Input 1_Output change rate limiter (up) [heat-side] ----+---
2-18, 3-38, 6-30

Input 1_Output limiter high [cool-side] -+-----xrererereeeens
2-11, 3-13, 4-20, 4-27, 6-27

Input 1_Output limiter high [heat-sidg]--------rererereenens
2-10, 3-11, 4-20, 4-27, 6-26, 8-51

Input 1_Output limiter low [cool-side] -« -----xrererereeeens
2-11, 3-13, 4-20, 4-27, 6-27

Input 1_Output limiter low [heat-side]------------e=omreeeeeee
2-10, 3-11, 4-20, 4-27, 6-26, 8-51

Input 1_Overlap/Deadband:--«-««+-+---+ 2-11, 3-13, 8-40
Input 1_Peak hold monitor------«-+-+-e-eeee 2-14, 3-22, 9-26
Input 1_Proactive intensity -«-«-«-xoeeeee 2-10, 3-11, 8-119

Input 1_Proportional band [cool-side] -« --««rreerreeeeeeee
2-11, 3-13, 8-27, 8-39

Input 1_Proportional band [heat-side] ------xxeeeeeeeeeeee
2-10, 3-10, 8-27, 8-33, 8-38, 8-90

|nput 1_PV bias «rrrrrrrre 2_12, 3_16, 5-29
Input 1_PV digital filter-------------eeeveeeee 2-12, 3-16, 5-31
Input 1_PV low input cut-off ------------ooe 2-12, 3-16, 5-36
Input 1_PV ratio «««--eeoreerereereeeeeeene 2-12, 3-16, 5-29

Input 1_Set value (SV) ---2-2, 2-3, 2-4, 2-5,2-10, 3-4, 3-9
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Input 1_Setting change rate limiter (down) =+« roeeeeeee
2-11, 3-14, 10-7

Input 1_Setting change rate limiter (up) -+==--r-rrorerereeeees
2-11, 3-14, 10-7

|nput 1_Sett|ng ||m|ter h|gh .......................................
2-20, 3-43, 4-20, 4-26, 10-3

Input 1_Setting limiter low---- 2-20, 3-43, 4-20, 4-26, 10-4

Input 1_Square root extraction-«----------- 2-15, 3-26, 5-35
Input 1_Start determination point -------- 2-18, 3-38, 8-126
Input 1_Startup tuning (ST)-----erereeeeeeees 2-7, 3-6, 8-20
Input 1_Temperature compensation calculation ««+«-«-+--+-

2-15, 3-25
Input 2_Action (high) input error--«---+---- 2-19, 3-39, 5-44
Input 2_Action (low) input error------------ 2-19, 3-39, 5-44
|nput 2_AT bias ................................ 2_13’ 3_201 8_14

Input 2_AT remaining time monitor------- 2-13, 3-20, 8-15
Input 2_AT/ST status monitor------- 2-13, 3-20, 8-15, 8-21
Input 2_Auto/Manual transfer -------- 2-7, 3-6, 8-60, 8-113
Input 2_Auto/Manual transfer selection (Area) «««-+-x----

2-11, 3-14, 6-36, 10-29

Input 2_Autotuning (AT) ......................... 2_7’ 3-6, 8-14
Input 2_Bottom hold monitor «-«+-+-------- 2-14, 3-22, 9-27
Input 2_Burnout direction «------ereeeeeeees 2-15, 3-28, 5-43
Input 2_Control action:-----«=--reeeeereeeeee 2-19, 3-39, 8-8
Input 2_Control loop break alarm (LBA) time «-+--«--x-xe--

2-10, 3-12,7-38

Input 2_Control response parameter:-««---«=-----xoseeeeeeeee
2-10, 3-12, 8-8, 8-119

|nput 2_DeCima| point position ...................................
2-15, 3-27, 4-20, 4-28, 5-7

Input 2_Derivative time «----+-+---e-- 2-10, 3-12, 8-29, 8-91
Input 2_Determination point of external disturbance -------
2-14, 3-20, 8-121

Input 2_Display unit--«-«-«-+-+--- 2-15, 3-27, 4-2, 4-10, 5-6
|nput 2_FF amount ........................... 2_10, 3_12, 8_120
Input 2_Hold reset -«----rerererereeeenenes 2-14, 3-22, 9-28
Input 2_Input error determination point (high) --------------

2-15, 3-28, 5-42
Input 2_Input error determination point (low)«--«--xxxee-

2-15, 3-28, 5-43
Input 2_Input range high ------- 2-15, 3-27, 4-20, 4-30, 5-8
Input 2_Input range low:---+-+-+- 2-15, 3-27, 4-20, 4-30, 5-9
Input 2_Input type «-+-+-+-+- 2-15, 3-27, 4-2, 4-10, 5-5, 8-64
Input 2_Integral time:--------------o- 2-10, 3-12, 8-28, 8-91
Input 2_Inverting input =+« -e-eeeeeeeeeieees 2-15, 3-28, 5-33
Input 2_LBA deadband (LBD)-«-+-+«+--++ 2-10, 3-12, 7-39

Input 2_Level PID action selection------- 2-19, 3-39, 8-105
Input 2_Level PID differential gap----+--- 2-19, 3-39, 8-105
Input 2_Level PID setting 1 -«-«-vororerrrrrrreeeeens

2-13, 3-19, 4-20, 4-35, 8-104
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Input 2_Level PID setting 2- -« «xveererrrrrrereeneeeeens Input 2_Start determination point -------- 2-19, 3-39, 8-126
2-13, 3-19, 4-20, 4-35, 8-104 Input 2_Startup tuning (ST)------rrrerreereee 2-7, 3-6, 8-21
Input 2_Level PID setting 3:««-«xrerrerererererereeeeeeens Input 2_Temperature compensation calculation ------------
2-13, 3-19, 4-20, 4-35, 8-104 2-15, 3-28
Input 2_Level PID setting 4--------xrererermrmrerneeeeeins Input circuit error alarm set value -------+- 2-20, 3-41, 7-41
2-13, 3-19, 4-20, 4-36, 8-104 Input data type ------rrereeees 2-15, 3-26, 4-20, 4-22, 5-10
Input 2_Level PID setting 5: -« --rerrreremrrerrrereens INPUL type SYMDOI ++++xxxressmsrressmsiinnasiieneiii 1-3
..................................... 2_1 3’ 3_1 9’ 4_20, 4_36, 8_1 04 InStrUment ||nk reCOgnitiOn t|me et et rararaeeaeae, 2_20, 3_43
Input 2_Level PID setting 6---------xererermrmrermeeeeeeins Instrument number monitor------«---=see-- 2-21, 3-44, 9-92

2-13, 3-19, 4-20, 4-37, 8-104

Input 2_Manipulated output value (Area) - -«---«---xrereenens
2-11, 3-14, 6-36, 10-29

Input 2_Manipulated output value at input error -----------+
2-19, 3-39, 5-45

Input 2_Manipulated output value at STOP mode----------
2-19, 3-39, 6-40

Input 2_Manipulated output value monitor «-«--«-----ereeeeee
2-2,2-3, 2-4, 2-5, 3-4, 6-42

Input 2_Manual manipulated output value------------------+
2-13, 3-19, 6-35

Input 2_Manual reset «-«-«-x-xorerereeenes 2-10, 3-12, 8-109
Input 2_Measured value (PV)/Input 2_Set value (SV)----
2-3, 2-5, 3-3

Input 2_ON/OFF action differential gap (lower) =-----------+
2-10, 3-12, 8-34

Input 2_ON/OFF action differential gap (upper)--«-+---+-+-
2-10, 3-12, 8-34

Input 2_Output change rate limiter (down) «-----w-eoeeeeeeees
2-19, 3-39, 6-30

Input 2_Output change rate limiter (up) ==--xorererereenees
2-19, 3-39, 6-30

Input 2_Output limiter high -- 2-10, 3-12, 4-20, 4-32, 6-27
Input 2_Output limiter low---- 2-10, 3-12, 4-20, 4-32, 6-27

Input 2_Peak hold monitor------------------- 2-14, 3-22, 9-27
Input 2_Proactive intensity ----------e-eee 2-10, 3-12, 8-119
Input 2_Proportional band --- 2-10, 3-12, 8-27, 8-33, 8-91
Input 2_PV bias (RS bias) «-«---r-reeeeeeees 2-12, 3-16, 5-29
Input 2_PV digital filter (RS digital filter) «=------reeeeeenens

2-12, 3-16, 5-31
Input 2_PV low input cut-off «-«-«-«-xxeeen 2-12, 3-16, 5-36
Input 2_PV ratio (RS ratig) »+----rereeeeeee 2-12, 3-16, 5-29

Input 2_Set value (SV) -+ 2-3, 2-5, 2-10, 3-4, 3-9, 8-72
Input 2_Setting change rate limiter (down) - -«-«-«-x-eoeeeeee

2-11, 3-14, 10-7
Input 2_Setting change rate limiter (up)--2-11, 3-14, 10-7
Input 2_Setting limiter high -- 2-21, 3-44, 4-20, 4-32, 10-4
Input 2_Setting limiter low --- 2-21, 3-44, 4-20, 4-32, 10-4
Input 2_Square root extraction «-+-+-+-+-- 2-15, 3-28, 5-36
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Integral/Derivative time decimal point position:«-««-------
2-18, 3-3, 4-2, 4-18

Integral time
Input 1_Integra| time [cool-side] ««+rxwerrerrrrrreereees
2-11, 3-13, 8-28, 8-39
|npUt 1_|ntegra| tlme [heat_side] ............................
2-10, 3-10, 8-28, 8-39, 8-90

Input 2_Integral time-------------- 2-10, 3-12, 8-28, 8-91
Integrated operating time:-----------oeeeeeeee 2-21, 3-44, 9-32
Integrated output limiter «-----reveeeeienes 2-19, 3-40, 8-53
Interlock releasg «---«--=+------- 2-2, 2-3, 2-4, 2-5, 3-5, 7-45
InterIOCk SeleCtiOn ............................. 2_16, 3_30, 7_42
Interval time:-««--««roerrerermr 2-20, 3-42
Inverting input

Input 1_Inverting input «««-xereeeeeens 2-15, 3-26, 5-33

Input 2_Inverting input -------eeeeeeeees 2-15, 3-28, 5-33
L
LBA

Input 1_Control loop break alarm (LBA) timeg---+------+-

2-10, 3-11, 7-38

Input 2_Control loop break alarm (LBA) time-«-+-+----

2-10, 3-12, 7-38

Input 1_LBA deadband (LBD)-------- 2-10, 3-11, 7-39

Input 2_LBA deadband (LBD)-----+- 2-10, 3-12, 7-39
Link area number:--««--cereeeens 2-11, 3-14, 10-25, 10-28

Level PID action selection
Input 1_Level PID action selection «=«-«-«-«-x-emeeeeeeenes
2-18, 3-38, 8-105
Input 2_Level PID action selection --«-----xrveveeeeeees
2-19, 3-39, 8-105

Level PID differential gap
Input 1_Level PID differential gap---2-18, 3-38, 8-105
Input 2_Level PID differential gap---2-19, 3-39, 8-105

Level PID setting

Input 1_Level PID setting 1 ----xwereerereemmereanens
2-13, 3-18, 4-20, 4-32, 8-104
Input 2_Level PID setting Qe
2-13, 3-19, 4-20, 4-35, 8-104
Input 1_Level PID setting 2 «-----weerereermereanens
2-13, 3-18, 4-20, 4-33, 8-104
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Input 2_Level PID setting 2----«-reeeerrerrreeereeeeenes
2-13, 3-19, 4-20, 4-35, 8-104
|nput 1_LeVe| PID Setting B
2-13, 3-18, 4-20, 4-33, 8-104
|nput 2_LeVe| PID Setting oo
2-13, 3-19, 4-20, 4-35, 8-104
|nput 1_LeVe| PID Setting Qoorrre
2-13, 3-18, 4-20, 4-33, 8-104
|nput 2_LeVe| PID Setting Qoo
2-13, 3-19, 4-20, 4-36, 8-104
Input 1_Level PID setting §:--««-rreemrerrreeereeeeeenes
2-13, 3-18, 4-20, 4-34, 8-104
|nput 2_LeVe| PID Setting B
2-13, 3-19, 4-20, 4-36, 8-104
Input 1_Level PID setting 6 ---««-xxeerrrerrreeereeeeenes
2-13, 3-18, 4-20, 4-34, 8-104
|nput 2_LeVe| PID Setting B
2-13, 3-19, 4-20, 4-36, 8-104
|nput 1_LeVe| PID Setting T
2-13, 3-18, 4-20, 4-34, 8-104
|nput 2_LeVe| PID Setting VAR R P PR PP
2-13, 3-19, 4-20, 4-37, 8-104

Manipulated output value
Input 1_Manipulated output value (Area) -«-«-«--e-e--
2-11, 3-14, 6-36, 10-29
Input 2_Manipulated output value (Area) «----x-x--eee-
2-11, 3-14, 6-36, 10-29
Input 1_Manipulated output value at input error--------

2-18, 3-38, 5-44
Input 2_Manipulated output value at input error--------

2-19, 3-39, 5-45
Input 1_Manipulated output value at STOP
[COO"Side] ................................... 2_19, 3_40, 6_40
Input 1_Manipulated output value at STOP
[heat-side] ........................... 2-18, 3-38, 6-39, 8-51
Input 2_Manipulated output value at STOP mode -----

2-19, 3-39, 6-40

Input 1_Manipulated output value monitor [cool-side]
2-2,2-3, 2-4, 2-5, 3-4, 6-42
Input 1_Manipulated output value monitor [heat-side]
2-2,2-3, 2-4, 2-5, 3-4, 6-42
Input 2_Manipulated output value monitor---------------
2-2,2-3, 2-4, 2-5, 3-4, 6-42
Manual manipulated output value

Input 1_Manual manipulated output value--------+------
2-13, 3-18, 6-35

Input 2_Manual manipulated output valug--------+------
2-13, 3-19, 6-35
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Manual manipulated output value selection «-+-+-+-+---

2-18, 3-37, 6-35

Manual reset
Input 1_Manual reset ---------oeeeeeee 2-10, 3-11, 8-108
Input 2_Manual reset -+« wveeeeees 2-10, 3-12, 8-109

Measured value (PV)
Input 1_Measured value (PV)/Input 1_Set value (SV)
2-2,2-3,2-5, 3-3
Input 2_Measured value (PV)/Input 2_Set value (SV)
2-3,2-5, 3-3
Input 1_Measured value (PV)/Input 2_Measured
value (pv) ........................... 2-2,2-3, 2-4, 2-5, 3-4
Measured value (PV) of differential temperature input/
Set value (SV) of differential temperature input - 2-5, 3-4
Memory area soak time monitor---- 2-2, 2-3, 2-4, 2-5, 3-5
Memory area transfer ..............................................
2-2, 2-9, 3-5, 3-8, 4-20, 4-32, 10-15

Memory Area Transfer Mode [E] -+« reo-+- 1-2, 2-9, 3-8
Model code monitor:--««-=««roeermeeriearnenns 2-21, 3-44, 9-92
Monitor & SV Setting Mode [A] =-+------- 1-2, 1-3, 2-2, 3-3
Monitor item register bias ------rrrorerrreee 2-20, 3-43
MV
Show/Hide Input 1_MV «--eeeveeneeses 2-15, 3-23, 9-24
Show/Hide Input 2_MV -----ereeeeeees 2-15, 3-23, 9-25
N
Number of heater break alarm 1 (HBA1) delay times------
2-12, 3-17,7-28
Number of heater break alarm 2 (HBA2) delay times------
2-13, 3-18, 7-29
Number of recognizable devices =+« +--ee-- 2-20, 3-43
(0]
Open/Close output differential gap -+ 2-14, 3-20, 8-52

Open/ClOSe Output neutral ZONE - rrerrrrr s
2-14, 3-20, 4-2, 4-13, 8-52

Operation Transfer Mode [C]---rreereeeeess 1-2, 2-7, 3-6
OUT1 function selection --+------ 2-16, 3-30, 4-2, 4-13, 6-7
OUT1 logic calculation selection «-+«---+---- 2-16, 3-30, 6-9
OUT1 minimum ON/OFF time of proportioning cycle ------

2-12, 3-17, 6-21
OUT1 proportional cycle time -«-«-+-+-+-+ 2-12, 3-17, 6-21
OUT2 function selection --------- 2-16, 3-30, 4-2, 4-13, 6-7
OUT2 logic calculation selection -+-+-+----- 2-16, 3-30, 6-9
OUT2 minimum ON/OFF time of proportioning cycle ------
..................................................... 2-12, 3-17, 6-22
OUT2 proportional cycle time -«-«+-+-+-+ 2-12, 3-17, 6-21
OUT3 function selection --«------ 2-16, 3-30, 4-2, 4-14, 6-8
OUT3 logic calculation selection -+-+-+-+--- 2-16, 3-30, 6-9
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OUT3 minimum ON/OFF time of proportioning cycle:----- Parameter select setting 4 -+« +xoeereeeenes 2-8, 3-7,9-8
2-12, 3-17, 6-22 Parameter select setting 5 -------reveeeeiees 2-8, 3-7, 9-8
OUTS3 proportional cycle time--«---+------+- 2-12, 3-17, 6-21 Parameter select setting 6 -+----+----rreoreenes 2-8, 3-7,9-8
Output action at control stop «+«+«-=------+- 2-16, 3-31, 6-39 Parameter select setting 7 -+« ---rrreerereeenes 2-8, 3-7,9-8
Output change rate limiter Parameter select setting 8 -+------ereeeeeeeiees 2-8, 3-7,9-8
Input 1_Output change rate limiter (down) Parameter select setting 9 =+------rerereeeiens 2-8, 3-7, 9-8
[COOI-SIdE] -+ +rrrrmrrerreererreeniiiennn 2-19, 3-40, 6-31 Parameter select setting 10 =--«««x«xxxeeeeeene 2-8, 3-7, 9-8
Input 1_Output change rate limiter (down) Parameter select setting 11 =+«-reereeeeeneeen 2-8, 3-7, 9-8
[heat-sidg] - ««-wxrerrerrereeeeeei, 2-18, 3-38, 6-30 Parameter select setting 12 «+«--+eoeeeeeeeeen 2-8, 3-7,9-8
Input 2_Output change rate limiter (down)-------------- Parameter select setting 13 ==+ oreeeeeeeee 2-8, 3-7,9-8
2-19, 3-39, 6-30 Parameter select setting 14 =-«««--«xxxseserne 2-8,3-7,9-8
Input 1_Output change rate limiter (up) [cool-side] ---- Parameter select setting 15 --«««wwxxeeeeeenee 2-8, 3-7,9-8
2-19, 3-40, 6-31 Parameter select setting 16 ««-«-------eooeeee 2-8,3-7,9-8

Input 1_Output change rate limiter (up) [heat-side]--- Peak hold monitor
2-18, 3-38, 6-30 Input 1_Peak hold monitor -+ 2-14,3-22,9-26
Input 2_Output change rate limiter (up) --«----r-rreeeeee Input 2_Peak hold monitor -++---+-++- 2-14, 3-22, 9-27
2-19, 3-39, 6-30 Peak hold monitor of ambient temperature ------eoeeeeve
Output limiter 2-21, 3-44, 9-32
Input 1_Output limiter high [cool-side] «««««--xxxeeeeeeee PLC communication start time ----«----«-=--s===-e 2-20, 3-43
2-11, 3-13, 4-20, 4-27, 6-27 PLC response waiting time «--------=--=-------- 2-20, 3-43

Input 1_Output limiter high [heat-side] -« «--oxveeeere- Peak hold monitor
2-10, 3-11, 4-20, 4-27, 6-26, 8-51 Input 1_Peak hold monitor -+ 2-14, 3-22, 9-26
|nput 2_Output ||m|ter h|gh ................................... |nput 2_Peak hold monitor ............. 2_14’ 3_22’ 9_27

2-10, 3-12, 4-20, 4-32, 6-27 Proactive intensity
Input 1_Output limiter low [cool-side] -------------eeene Input 1_Proactive intensity - 2-10, 3-11, 8-119
2-11,3-13, 4-20, 4-27, 6-27 Input 2_Proactive intensity «+++-- 2-10, 3-12, 8-119

Input 1_Output limiter low [heat-side] -+« -xrerereenes
2-10, 3-11, 4-20, 4-27, 6-26, 8-51
Input 2_Output limiter low - --xrrrrrrrre
2-10, 3-12, 4-20, 4-32, 6-27

Overlap/Deadband
Input 1_Overlap/Deadband -«---------+- 2-11, 3-13, 8-40
Overlap/Deadband reference point---2-19, 3-40, 8-41

P
Parameter group No. 00: Setting (SV)-+---=+-++-+- 2-10, 3-9
Parameter group No. 40: Event (EV) --+---+-+---- 2-10, 3-9
Parameter group No. 51: Input 1_Control (1.ConT)--+-+-+-
2-10, 3-10
Parameter group No. 52: Input 2_Control (2.ConT)--+-+-+-
2-10, 3-12
Parameter group No. 56: Input 1_Cooling control
(1COOL) ................................................. 2_11’ 3_13
Parameter group No. 70: Memory area (ArEA) -«-«-+-+-+-+-
2-11, 3-14
Parameter select direct registration ------------ 2-8, 3-7, 9-8
Parameter Select Mode [B]--+-+-reverererereenes 1-2, 2-6, 3-5
Parameter select setting 1---------ooeeeeeeeeee 2-8, 3-7,9-8
Parameter select setting 2-------xxoeeeeeeeeeees 2-8, 3-7,9-8
Parameter select setting 3--------xooeeeeeeeeees 2-8, 3-7,9-8
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Proportional band

Input 1_Proportional band [cool-side] +------xrrerereeees
2-11, 3-13, 8-27, 8-39
Input 1_Proportional band [heat-side] -»«--+xeeeeeeeee
2-10, 3-10, 8-27, 8-33, 8-38, 8-90
Input 2_Proportional band2-10, 3-12, 8-27, 8-33, 8-91

Proportional cycle time
OUT1 minimum ON/OFF time of proportioning cycle -

2-12, 3-17, 6-21
OUT1 proportional cycle time --------- 2-12, 3-17, 6-21
OUT2 minimum ON/OFF time of proportioning cycle -
2-12, 3-17, 6-22
OUT2 proportional cycle time «-------- 2-12, 3-17, 6-21
OUT3 minimum ON/OFF time of proportioning cycle -
2-12, 3-17, 6-22
OUT3 proportional cycle time «---+---- 2-12, 3-17, 6-21
PV flashing display at input error---------- 2-15, 3-23, 5-42
PV bias
Input 1_pv Diag r-rrrrrr s 2-12, 3-16, 5-29
Input 2_PV bias (RS bias)------------ 2-12, 3-16, 5-29
PV digital filter
Input 1_PV digital filter «-----reeeene 2-12, 3-16, 5-31
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Input 2_PV digital filter (RS digital filter)-----«----oeeoeve

2-12, 3-16, 5-31
PV low level cut-off
Input 1_PV low input cut-off «----------- 2-12, 3-16, 5-36
Input 2_PV low input cut-off ------------ 2-12, 3-16, 5-36
PV ratio
Input 1_PV ratio «roorrreer e 2-12, 3-16, 5-29
Input 2_PV ratio (RS ratio) -+ 2-12, 3-16, 5-29
PV select input range high«-«««-rererememeeeeeen. 3-2
PV select input range [ow -+« reeeemmennnn. 3-2
PV select input span -+« wreemrerre 3-2
PV select Measured value (PV)/Input 1_Set value (SV)--
2-4,3-3
PV select transfer level «--cvoeeeeeeeeenes 2-14, 3-21, 8-81
PV select transfer time ----r-rveerreeeees 2-14, 3-21, 8-81
R
Register start number (High-order 4-bit) -------- 2-20, 3-43
Register start number (Low-order 16-bit) -----+- 2-20, 3-43
Register type .............................. 2_20‘ 3_43’ 4_2‘ 4-19
Remote setting input value monitor «««----«=---xx-- 2-2,3-4

Remote/Local transfer -« -« «xoorrmrrr
2-7, 3-6, 8-64, 8-69, 8-72, 8-81, 8-90, 8-114
Remote/Local transfer selection (Arga) =«-«-«-xreoeeeeeeess
2-11, 3-15, 10-30
Retransmission output 1 scale high------- 2-16, 3-31, 6-16
Retransmission output 1 scale low -+------ 2-16, 3-32, 6-17
Retransmission output 1 type ....................................
2-16, 3-31, 4-2, 4-14, 6-16
Retransmission output 2 scale high------- 2-16, 3-32, 6-17
Retransmission output 2 scale low -+ 2-16, 3-32, 6-17
Retransmission output 2 type:--««-----rrerrerererrens
2-16, 3-32, 4-2, 4-15, 6-17
Retransmission output 3 scale high------- 2-17, 3-32, 6-18
Retransmission output 3 scale low ------- 2-17, 3-32, 6-18
Retransmission output 3 type -« +----rrerrereermens
2-17, 3-32, 4-2, 4-15, 6-18
RS bias

Input 2_PV bias (RS biag) =+--+--ee-- 2-12, 3-16, 5-29

RS digital filter
Input 2_PV digital filter (RS digital filter)---«-«--o-oxe-e--

2-12, 3-16, 5-31
RS ratio
Input 2_PV ratio (RS ratio)-----------+- 2-12, 3-16, 5-29
ROM VerSiOn .................................... 2_21, 3_44, 9_32
RUN/STOP transfer --«---erseerreerememiieniinnn. 2_7’ 3-6, 8-3
S
Se|ect B“nd fUnCtiOn ............................. 2_8, 3_7, 9_17
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Select function for iNput 2 -«««xxeeerreeereeereeeeeeeeeees
2-20, 3-41, 4-2, 4-3, 5-49, 7-47, 8-65, 8-69, 8-82, 8-94

Select hide items in Monitor mode-«------ 2-15, 3-23, 9-13
Select hide items in Operation transfer mode--«-«+-+--------
2-15, 3-24, 9-14

Select Trigger type for Memory area transfer------«-------::
2-11, 3-14, 10-28

Selection of PV select trigger ««-«+--+-+++ 2-20, 3-41, 8-82
Set data unlock/lock transfer -«-«-----e--e--- 2-8, 3-7, 10-39
Setlock lgvel --wwmrrerrrermreeereeeeeeeenn 2-8, 3-7, 10-40

Setting change rate limiter

Input 1_Setting change rate limiter (down)--«-«-«-+-+---
2-11, 3-14, 10-7
Input 2_Setting change rate limiter (down)----------++--
2-11, 3-14, 10-7
Input 1_Setting change rate limiter (up) =«---x-vovoeeeeeee
2-11, 3-14, 10-7
Input 2_Setting change rate limiter (up) ==--xo-oeeeeeees
2-11, 3-14, 10-7

Setting limiter
|nput 1_Setting limiter high ...................................
2-20, 3-43, 4-20, 4-26, 10-3
Input 2_Setting limiter Righ - -eeeeeereeeeen
2-21, 3-44, 4-20, 4-32, 10-4
Input 1_Setting limiter low ===
2-20, 3-43, 4-20, 4-26, 10-4
|nput 2_Setting JIItEr [OW « -+ v rreerrreemrnrneee e
2-21, 3-44, 4-20, 4-32, 10-4

Set value (SV)
Input 1_Set value (SV) ........................................
2-2, 2-3, 2-4, 2-5,2-10, 3-4, 3-9
Input 2_Set value (SV) ........................................
2-3, 2-5, 2-10, 3-4, 3-9, 8-72
Set value (SV) of differential temperature input -+
2-5, 2-10, 3-4, 3-9, 8-72
Setting change rate limiter unit time ----- 2-20, 3-43, 10-8

Setting group No. 10: Display (dSP) «-+---+--- 2-12, 3-16
Setting group No. 21: Input 1 (1. InP)-+-+-+--- 2-12, 3-16
Setting group No. 22: Input 2 (2. InP)---+------+- 2-12, 3-16
Setting group No. 30: Output (QUT) ««-«-e-erexen- 2-12, 3-17
Setting group No. 45: Heater break alarm 1 (HBA1)-------
2-12, 3-17
Setting group No. 46: Heater break alarm 2 (HBA2)-------
2-13, 3-18
Setting group No. 51: Input 1_Control (1.ConT)---+----+-+--
2-13, 3-18
Setting group No. 52: Input 2_Control (2.ConT)-----------+-
2-13, 3-19
Setting group No. 53: Input 1_Tuning (1. TUNE) -+-+-+-+---
2-13, 3-19
IMRO3AO05-E8
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Setting group No. 54: Input 2_Tuning (2.TUNE) -+

2-13, 3-20
Setting group No. 55: Position proportioning control
(POS|T) .................................................. 2-14, 3-20
Setting group No. 57: Proactive (PACT) -------- 2-14, 3-20
Setting group No. 58: 2-input function (2PV) -- 2-14, 3-21
Setting group No. 91: System (SYS)--+---------- 2-14, 3-22
Setting item register bigg: -« -r-orreerees 2-20, 3-43
Settlng LOCk Mode [D] ............................. 1_2‘ 2_8‘ 3_7
Setup Setting Mode [G] «+w-wrrreererreees 1-2, 2-12, 3-16
Show/Hide Input 1_MV «---rreerereeeeneees 2-15, 3-23, 9-24
Show/Hide Input 1_SV =«-ereveereeeenenes 2-15, 3-23, 9-18
Show/Hide Input 2_MV «+-eeeerereeeeneees 2-15, 3-23, 9-25
Show/Hide Input 2_SV «-+-rererereeereieens 2-15, 3-23, 9-18
SlaVe register bias .................................... 2_20’ 3_43
Soak time unit--+----- 2-20, 3-43, 4-2, 4-19, 10-25, 10-30
Square root extraction
Input 1_Square root extraction--------- 2-15, 3-26, 5-35
Input 2_Square root extraction--------- 2-15, 3-28, 5-36

Start determination point
Input 1_Start determination point --- 2-18, 3-38, 8-126
Input 2_Start determination point --- 2-19, 3-39, 8-126
Startup tuning (ST)

Input 1_Startup tuning (ST)-----xxexeeee- 2-7, 3-6, 8-20
Input 2_Startup tuning (ST)---««--eereeeee 2-7, 3-6, 8-21
ST start condition «=««--vreerreeerernen. 2-18, 3-37, 8-21
STOP
Input 1_Manipulated output value at STOP
[Cool_side] ................................... 2_19’ 3_40’ 6_40
Input 1_Manipulated output value at STOP
[heat—side] ........................... 2-18, 3-38, 6-39, 8-51
Input 2_Manipulated output value at STOP mode -----
2-19, 3-39, 6-40
Output action at control stop «-+-+-+-- 2-16, 3-31, 6-39
STOP display selection-------++-veeeee 2-15, 3-23, 9-20
Valve action at STOP -+---revereereieees 2-19, 3-40, 8-53

SV
INpUt 1_Set value (SV)«wwwrreerereersssisairiiins
2-2,2-3, 2-4, 2-5,2-10, 3-4, 3-9
INPUt 2_Set value (SV):+«wwwrmrermsrrssrsiiranee,
2-3, 2-5, 2-10, 3-4, 3-9, 8-72

Show/Hide Input 1_SV:----eeeeeeeeeiee 2-15, 3-23, 9-18
Show/Hide Input 2_SV:---weeerereenes 2-15, 3-23, 9-18
SV tracking ................................ 2_18, 3_37, 8_1 14

T

Temperature compensation calculation
Input 1_Temperature compensation calculation -------
2-15, 3-25
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Input 2_Temperature compensation calculation-------
2-15, 3-28

U
Undershoot suppression factor «-«--------- 2-19, 3-40, 8-41
Universal output type selection (OUT3) -+-r-rerereerreeeeens
2-16, 3-31, 4-2, 4-14, 6-12

Vv
Valve action at STOP «-----xeeeeeeeeeeeeeee 2-19, 3-40, 8-53



INDEX

INDEX [Character Order]

* Mode
A: Monitor & SV setting Mode D: Setting lock mode G: Setup setting mode
B: Parameter select mode E: Memory area transfer mode H: Engineering mode
C: Operation transfer mode F: Parameter setting mode

[ ] pisplayed in case of FZ400/900.

Symbol | Name | Mode* Page Symbol Name Mode* Page
1(1) I oHH| 1.0HH g;f‘;::;rﬁgl"gg;fuzgi‘;;‘ F Pn51|2-10, 3-11
! A/M| 1.AM |Input 1_Auto/Manual transfer c — 27,36 ! gHL| 1.0HL :jr;f‘:::;n—tg:\gg;z:;g;n F  Pn51 |2-10, 3-11
1a/MABl1.AamA 'S’;ﬁ’:;tgo—:\é‘/i‘:g\;f””a'tra”Sfe’ F Pn70 |2-11, 3-14 I olH| 1.oLH ;22::_;52]“‘3“‘"m“e’high F Pn51|2-10,3-11
! Aol E| 1.A0VE [input 1_Action (high) input error | H  Fn51 |2-18, 3-38 Lol He| 1.0LHe ;rc‘ggf_;ia%”tp“‘“m“erhigh F Pns6 |2-11,3-13
! Arb| 1.ATb |input 1_AT bias G Sn53 [2-13,3-19 Looll| 1ol ;L‘g‘a‘:_lﬁg]‘“"“"im“e”°w F Pn51 [2-10,3-11
LA M| 1.ATTM |InPut TAT remaining ime G Sn53 |2-13,3-19 Lallc| toLle [gPe) Liouputimieriow F P56 [2-11,3-13
I Ary| 1.ATU [input 1_Autotuning (AT) c — |27,36 I oRd| 1.0rd I'irr‘npi‘t‘;:(—dgvb‘r‘]‘;‘#]ggi’s‘%‘zlrate H Fns1 |2-18,3-38
1 ALINE| 1.AUNE [input 1_Action (low) inputerror | H  Fn51 |2-18, 3-38 L oRdc| 1.0Rde I'irr‘npi‘t‘é:(—dmgTéggﬁ;‘igz]rate H Fns6 |2-19, 3-40
! 5HL d| 1.bHLd [Input 1_Bottom hold monitor G sno1 [2-14,322 I oRU| 1.0rRU :E‘;‘)“[Qggfgz:‘]mange’ate limiter| i Ens1 |2-18, 3-38
! 55| 1.bos [input 1_Bumout direction H Fn21 |2-15,3-25 ! aRle| 1.0RUC :E‘F))‘)"[go—g_‘;‘iz:;°hange’a‘e limiter| 1 Fnse |2-19, 3-40
roodl 1 d {Eg:ﬁ_;ﬁﬁ”"aﬁ"e“me F Pn51|2-10, 3-11 I 5| 1. os |input 1_Control action H Fn51 |2-18,3-38
I dhl 1 Input 1_Overlap/Deadband 1 F Pns6 |2-11,3-13 ! pl1 P ;Ezzt_lmzoporﬁonal band E Pn51 |2-10, 311
! dc| 1. dc |Input 1_Derivative time [cool-side]| F Pn56 |2-11,3-13 ! PRCT| 1.PACT |Input 1_Proactive intensity F  Pn51 |2-10, 3-11
! dF| 1. dF |Input 1_PV digital filter G Sn21 |2-12, 3-16 ! PhH| 1. Pb [Input1_PV bias G Sn21 |2-12, 3-16
1 d5. Ml [ 1.dS.MV | Show/Hide Input 1_MV. H Fn10 [2-15,3-23 I Pc| 1. Pc ;gggf_;i—dzlmp"”i"”a' band F  Pn56 |2-11,3-13
! d5.5/| 1.dS.8V | Show/Hide Input 1_SV H Fn10 [2-15,3-23 ! PdR| 1.PdA |Input 1_Start determination point | H Fn51 |2-18, 3-38
LExdJ| 1.Exd g;‘:::ng—lDdzzrg;“na;f“ pointof | & gns7 |2-14,3-20 { PLAP| 1.PGAP |Input 1_Decimal point position H Fn21 [2-15,3-25
! FF| 1. FF |Input 1_FF amount F  Pn51 [2-10, 3-11 ! PLSH| 1.PGSH |[Input 1_Input range high H Fn21 |2-15,3-25
| HL dR| 1.HLdR |[Input 1_Hold reset G Sn91 |2-14,3-22 ! PLSL | 1.PGSL [Input 1_Input range low H Fn21 |2-15,3-25
! /| 1. I |Input 1_Integral time [heat-side] F  Pn51 |2-10, 3-11 ! PHL | 1.PHLd |Input 1_Peak hold monitor G Sn91 |2-14, 3-22
," ,’,: 1. lc |Input 1_Integral time [cool-side] F Pn56 |2-11, 3-13 ,’ F','_E 1. PLC |Input 1_PV low input cut-off G Sn21 [2-12, 3-16
{1 NP| 1.INP [input 1_Input type H Fn21 |2-15,3-25 I Pyl 1.pov g‘o‘?::gﬁg';]”)“‘e”°rde‘ermi”a“°” H Fn21 |2-15,3-25
LNV L 1INV [Input 1_Inverting input H Fn21 |2-15,3-26 I P5M| 1.Psm L’;‘?:;Jt—gfgrip“'amd°“tp“t"a'“e H Fn51 |2-18,3-38
! LEA| 1A L’C‘é‘ﬁ;ﬂ;ﬁgmm' loop break alarm | = pgy |o.40, 3.11 { PR|1. PR |input1_PV ratio G sn21 |2-12,3-16
! Lbd| 1.1bd [input 1_LBA deadband (LBD) F Pn51 |2-10, 3-11 L PUN| 1. PUN g‘o‘?r‘]‘:aaw)p“te”"rde‘ermi”a“m H Fn21 [2-15,3-25
1LEY 1| 1.LEVA [input 1_Level PID setting G Sn51|2-13,3-18 I RMY| 1. RMV L’;"S“%T,'\[’Ligf_::::d°”‘p”t"a'“e H Fns1 |2-18, 3-38
1L EV 3| 1.LEV2 [input 1_Level PID setting 2 G Sn51 |2-13,3-18 LRMY | 1.RMve g;ps“.}.él—,'\[";rgl‘f:i'::]e" outputvalue |, pos6 (219, 340
1L E) | 1.LEV3 |Input 1_Level PID setting 3 G Sn51 |2-13,3-18 ! RPr| 1.rPT :)”apr:xe—tgr"””‘" response F Pn51 |2-10, 3-11
I LE)Y| 1.LEV4 [Input 1_Level PID setting 4 G Sn51 [2-13,3-18 ! GLH| 1.SLH [Input 1_Setting limiter high H Fn71 |2-21,3-43
I LE)’S| 1.LEV5 [Input 1_Level PID setting 5 G Sn51 [2-13,3-18 ! GLL| 1.SLL [Input 1_Setting limiter low H Fn71 |2-21,3-43
I LEVE| 1.LEV6 [Input 1_Level PID setting 6 G Sn51 [2-13,3-18 ! GHR| 1. SQR |Input 1_Square root extraction H Fn21 |2-15,3-26
I LEVT| 1.LEVT [Input 1_Level PID setting 7 G Sn51 [2-13,3-18 ! Y| 1.STU |[Input 1_Startup tuning (ST) cC — |27,36
I LHS| 1.Hs g;f‘;g:;ﬁi'j‘gppf H Fn51 |2-18,3-38 I S| 1. sV [input 1_Set value (SV) A — gzgz gj' 24
I LP! 4| 1.LPId [Input 1_Level PID action selection| H Fn51 [2-18, 3-38 ! G¥| 1. SV [Input1_Setvalue (SV) F  Pn00 |2-10, 3-9
oMMl My L”Ji,“fuﬂ;Z'SQ“’"' manipulated G Sn51|2-13,3-18 15VRd| 1.5vRd I'irr‘npi‘t‘;:(—dsojﬁ;‘g change rate F Pn70 |2-11,3-14
{ MR[1. MR |Input1_Manual reset F P51 [2-10, 3-11 161 RL| 1.5VRU :ir:npiltjé:@?jmng change rate F Pn70 |2-11, 3-14
I D s i T 5 N W e e e I
© My Al 1Mva 12?;;;—Ma”ip”'a‘ed outputvalue | £ pn7g 1211, 314 | FUNE | 1.TUNE |Input 1_AT/ST status monitor G Sn53 |2-13,3-19
LoMyel 1mve 'mngﬁft;r—{\ggg;zll‘éa;d outputvalue | gg 522'2'4' LUN! 7| 1.UNIT [input 1_Display unit H Fn21 |2-15,3-25
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Symbol Name | Mode* Page Symbol Name Mode* Page
2(2) 2 PACI | 2.PACT |Input 2_Proactive intensity F  Pn52 [2-10, 3-12
2 A/M| 2.AM |input 2_Auto/Manual transfer c — |27.36 2 Phl2 P '(’F‘fsu’biza—:)’\’bias G Sn22 |2-12,3-16
2A/MA|2aMA 'Srgl’:;ﬁzo—:(‘ji‘r’g‘a";’””a't’a”Sfe’ F Pn70 |2-11,3-14 2 PdA| 2.PdA |Input 2_Start determination point | H Fn52 |2-19, 3-39
2. Aol E| 2.A0VE |Input 2_Action (high) inputerror 2 | H  Fn52 |2-19, 3-39 Z.PLdP| 2.PGdP |Input 2_Decimal point position H Fn22 |2-15,3-27
c. Arb| 2.ATb |Input2_AT bias G Sn54 (2-13,3-20 2.PL5H| 2.PGSH |Input 2_Input range high H Fn22 |2-15,3-27
ORI M| 2.ATTM |InPul AT remaining ime G Sn54 |2-13,3-20 2 PGSL | 2.PGSL | Input 2_input range low H Fn22 |2-15,3-27
2. ArU| 2. ATU |Input 2_Autotuning (AT) c — [27,36 Z.PHL d| 2.PHLd |Input 2_Peak hold monitor G Sn91 |2-14,3-22
Z.AUNE | 2.AUNE |Input 2_Action (low) input error H Fn52 [2-19, 3-39 Z. PLL| 2.PLC |Input2_PV low input cut-off G Sn22 |2-12,3-16
2 5HL d| 2.bHLd |Input 2_Bottom hold monitor G Sn9t |2-14,322 2 Pal| 2.Pov :)”0‘;[‘1‘:(zﬁ;r;]‘;”‘e"°rdetermi”a“°” H Fn22 [2-15,3-28
2. bo5| 2.boS |Input2_Burnout direction H Fn22 |2-15,3-28 2. PR| 2. PR |Input2_PV ratio (RS ratio) G Sn22 [2-12,3-16
2 dl2 d |input2 Derivative time F Pn52 |210,3-12 2 PSM| 2.psm ;ﬁ:éﬁt—gfgrip“'ated outputvalue |\ o5 2.9, 3-39
2 dFl2 o Lg‘g’gizgfig Yfﬁtigi;a'f"ter G Sn22 |2-12,3-16 2 PUN| 2.puN g‘o'?r"]':(zlo—w)p”te"°'dete'mi”a“°” H Fn22 |2-15,3-28
Z.d5.M}* | 2.dS.MV [ Show/Hide Input 2_MV H Fn10 |2-15, 3-23 2P)| 2PV |Select function for input 2 H Fn58 |2-20, 3-41
2.d5.5//| 2.dS.8V [Show/Hide Input 2_SV H Fn10 |2-15,3-23 2PV LI| 2PV.LV |PV select transfer level G Sn58 [2-14,3-21
O.EXdu| 2.Exay |Inbut ZDetermination pointof | g gns7 |2-14,3-20 2PV 5| 2PV.TG | Selection of PV select trigger H Fns8 [2-20, 3-41
2. FF| 2. FF |Input2_FF amount F  Pn52 [2-10, 3-12 2PV M| 2PV.TM |PV select transfer time G Sn58 |2-14, 3-21
2. HL dR| 2.HLAR |Input 2_Hold reset G Sn91 [2-14,3-22 2. 5|2 SV |input2_Setvalue (SV) A — [2-3,25,34
c. !'| 2. I |Input2_Integral time F  Pn52 [2-10, 3-12 2 5|2 SV |input2_Setvalue (SV) F  Pn00 |2-10, 3-9
2 I NP| 2.INP |input 2_input type H Fn22 |2-15,3-27 2 RMY| 2 rRvv :{psu.f.é?,""a”ip“'ated outputvalue | 55 |5.19, 3-39
2 | N¥| 2.INV [Input 2_Inverting input H Fn22 |2-15,3-28 2 RPr|2rer g‘apr:tmze—tgf”"‘" response F  Pn52 |2-10, 3-12
2 LBR| 2.LoA '(Eg‘l{:)"’ﬁ—nfgmm' loop break alarm | £ g 15 10, 312 2. GLH| 2.SLH |Input 2_Setting limiter high H Fn72 (2-21,3-44
2. Lbd| 2.Lbd |Input2_LBA deadband (LBD) F  Pn52 [2-10, 3-12 2. SLL| 2 SLL |Input2_Setting limiter low H Fn72 |2-21,3-44
Z.LEV !l 2.LEV1 |Input 2_Level PID setting 1 G Sn52 [2-13,3-19 . G5OF| 2. SQR |Input 2_Square root extraction H Fn22 |2-15,3-28
2.LEV 2| 2.LEV2 |Input 2_Level PID setting 2 G Sn52 [2-13,3-19 Z. S| 2.STU |Input 2_Startup tuning (ST) c — |27,36
2 LEY 3| 2LEV3 |Input 2_Level PID setting 3 G Sn52 |2-13,3-19 2 51'Rd| 2.8VRd :&”#éf&m?g GHEWD el F  Pn70 |2-11,3-14
2L E/Y| 2.LEV4 |Input 2_Level PID setting 4 G Sn52 |2-13,3-19 25yRL| 2.svRu :ir:npiltjérz@i?mng CENED i F Pn70 |2-11,3-14
2L EVS| 2.LEVS |Input 2_Level PID setting 5 G Sn52 [2-13,3-19 ML || 2rede L%f;‘;i;l;?;ﬁ:fg&gﬁon H Fn22 [2-15,3-28
Z.LEVE| 2.LEV6 |Input 2_Level PID setting 6 G Sn52 (2-13, 3-19 'TUNE | 2.TUNE |Input 2_AT/ST status monitor G Sn54 (2-13, 3-20
2.LEVT 2.LEV7 |Input 2_Level PID setting 7 G Sn52 (2-13,3-19 S.UN! | 2.UNIT |Input 2_Display unit H Fn22 |2-15, 3-27
2. LHS| 2.LHS |Input2_Level PID differential gap | H Fn52 |2-19, 3-39 A (F,')
Z.LP! d| 2.LPId |Input2_Level PID action selection| H Fn52 |2-19, 3-39 Add| Add |Device address H Fn60 |2-20, 3-42
2 MMy 2 Mmmv L”uﬁghfvg’l':g“a' e G Sn52 |2-13,3-19 AHS 1| AHs1 Sf;lr:’;si;“r:ssm output 1 H Fn31|2-16, 3-31
2 MR|2 MR |input2_Manual reset F Pn52 |2-10,3-12 AHS2| AHs2 Sf;{:’l‘figss“’” output 2 H Fn32 [2-16,3-32
E. MV 2 MV I;S:}tgr_Manipulated output value A o §:§§j2-4 F’H53 AHS3 Efat{:ﬁénhissm output 3 H Fn33 [2-17, 3-32
2 My Al 2mva '(RF::;)Z—Ma"ip”'atEd outputvalue | £ b7 5,11, 3.14 ALC| ALc |ALM lamp lighting condition H Fn10 |215,3-23
2 oHH| 2. oHH L’;f‘;::;—tgl"‘égg'(:u;ggg‘ F Pn52 |210,3-12 ALS | ALst |Reransmission output 1 H Fn31 [2-16,3-32
2 oHL| 2.0HL g;f‘;;:;—tgl"gggzoa;gg” F Pn52 |2-10,3-12 ALGE| Avsz |Retransmission output 2 H Fn32 [2-16,3-32
2 ol H| 2. oLH [input 2_Output limiter high F Pn52 |2-10,3-12 ALG3| Avss |Retransmission output 3 H Fn33 [2-17,3-32
E’A D,‘_,_ 2.0oLL (Input2_Output limiter low F Pn52 |2-10, 3-12 F[D,‘ Ao1 |Retransmission output 1 type H Fn31 |2-16, 3-31
2. oRd| 2 oRd I(z;;:vth)_Outputchange ratelimiter| 1 £sp (219, 3-39 Ao2| Ao2  |Retransmission output 2 type H Fn32 |2-16,3-32
2. oRU| 2.0rRU I(:gL)JtZ_Outputchange ERMTHE e 2-19, 3-39 Ao3| Ao3  |Retransmission output 3 type H Fn33 |2-17,3-32
2. o5| 2. oS |Input2_Control action H Fn52 [2-19, 3-39 AP | APT |Memory area soak time monitor | A — g:é g:g 24,
c. P| 2. P |Input 2_Proportional band F  Pn52 (2-10,3-12 ARE L I{| ARE.LK |Area lock D — |2837
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ARER| AREA |Memory area transfer A — (22,35 d5.Mad| ds.Mod tSelect hide items in Operation H Fn10 |2-15, 3-24
ransfer mode
AREA| AREA |Memory area transfer E — |29.38 d5.MoN| dS.MoN |Select hide items in Monitor mode| H Fn10 [2-15, 3-24
RSI| AST  |Area soak time F Pn70 2-11,3-14 d5cP| dSoP |PV flashing display at inputerror | H Fn10 [2-15, 3-23
B (5) (b) e I e i D
LI Tl bIT  |Data bit configuration H Fn60 [2-20, 3-42 d5)| dsv tseigglr:?u(rz\i/rzpﬁtdiﬂerential F  Pn00 |2-10, 3-9
b1 Nd| bLINd |[Select Blind function D — |28,37 E (E)
bP5| bPS |Communication speed H  Fn60 |2-20, 3-42 EH | EH1 |Event 1 differential gap H Fn41 |2-17,3-34
T MEP| bTMSP |Bottom suppression function H Fn57 |2-19, 3-40 EH2| EH2 |Event2 differential gap H Fnd2 |2-17,3-35
C (L) EH3| EH3 |Event3 differential gap H Fnd3 217,335
C.dF| C.dF |Cascade_Digital filter G Sn58 (2-14, 3-21 EHY| EH4 |Event4 differential gap H Fnd4 |2-18,3-35
T MPS| CMPS |Communication protocol H Fn60 (2-20, 3-42 EHg | EHot |Event 1 hold action H Fn41 |2-17,3-34
T MRM| CMRM |Communication response monitor | H  Fn60 |2-20, 3-42 EHo2| EHo2 |Event 2 hold action H Fn42 |2-17,3-35
L .GCH| C.SCH |Cascade_Digital filter G Sn58 (2-14, 3-21 EHa3| EHos |Event3 hold action H Fn43 |2-17,3-35
C.GCL| c.scL |Cascade_Scale low G Sn58 (2-14, 3-21 EHgY| EHo4 |Event4 hold action H Fnd4 |2-18,3-35
Cr | cri |Syrent ransformer 1 (CT1 input| 5 saia ES | ES1 |Event1type H Fnd1 [2-17,3-34
{re| cm S;Lfﬁéﬁ?;formerz(cn) Pt A §:§; Vi ECA| Es2 |Event2type H Fnd2 (2-17,3-35
CrA 1| CTA1 |CT1 assignment H Fn45 |2-18, 3-36 EG3| ES3 |Event3type H Fn43 |2-17,3-35
CrA2| cTA2 |CT2 assignment H Fn46 |2-18,3-36 ESY| Es4 |Event4type H Fnd4 |2-18,3-35
CLL 1| cLct |CT1 low input cut-off H Fnd5 |2-18,3-36 EV il EV1 |Event1 setvalue (EV1) F Pndo [2-10,3-9
CLL2| cLc2 |CT2 low input cut-off H Fn46 |2-18,3-36 EV Il EV1 |Event1 setvalue (EV1) [high] F Pndo |2-10,3-9
LrR 1| cTR1 |CT1 ratio H Fnds5 |2-18,3-36 EV I'| EVI® |Event1 setvalue (EV1') [low] F Pndo |2-10,3-9
LIR2| CTR2 |CT2 ratio H Fn46 [2-18, 3-36 13| Ev2  |Event 2 set value (EV2) F Pn40 |2-10,3-10
CrE I ctt1 [CT1type H Fnd5 |2-18, 3-36 EV2| EV2 |Event 2 set value (EV2) [high] F  Pn40 [2-10, 3-10
LIEC| cmt2 |CT2type H Fn46 |2-18,3-36 Ev2 | EV2 |Event2 setvalue (EV2) [low] F Pndo |2-10,3-10
D (d) (d) ¥3| EV3 |Event3 setvalue (EV3) F Pn40 [2-10,3-10
dbPA| doPA Sgﬁ,;'apmeadband reference H Fn56 (2-19, 3-40 E3| EV3 |Event 3 set value (EV3) [high] F Pndo0 |2-10, 3-10
dEF| dEF [initialization H  Fn91 12-21, 3-44 £V | EV3 |Event3 setvalue (EV3') [low] F Pn40 |2-10, 3-10
d! I Ni| dINV Dl logic invert H  Fn23 |2-16, 3-29 EVY| EV4 |Event4 setvalue (EV4) F  Pndo (2-10,3-10
dl GL 1| disL1 |DI1 function selection H  Fn23 |2-16,3-29 VY| EV4 |Event4 setvalue (EV4) [high] F Pn40 |2-10,3-10
ol GLC| disL2 |DI2 function selection H Fn23 [2-16, 3-29 Y| EV4  |Event 4 set value (EV4') [low] F Pn40 |2-10,3-10
d! GL 3| dISL3 |DI3 function selection H Fn23 |2-16, 3-29 EVA !| EVA1 |Event 1 assignment H Fn41 |2-17, 3-34
d! GLY| disL4 [DI4 function selection H Fn23 (2-16, 3-29 EVR2| EVA2 |Event 2 assignment H Fn42 |2-17,3-35
d! GL G| dISL5 |DI5 function selection H Fn23 |2-16,3-29 EVR3| EVA3 |Event 3 assignment H Fn43 |2-17,3-35
d! GL 5| dISL6 [DI6 function selection H Fn23 |2-16, 3-29 EVAY| EVA4 |Event4 assignment H Fn44 |2-18,3-35
di Ml dmm xﬁﬁ;‘l’;’i;ﬁg:i;";‘fgnal) H Fn23 |2-16,3-20 ENI | EVENT |Comprehensive event state A — g:é: 2224
dol T || doLG1 |DO1 logic calculation selection H Fn34 (2-17,3-33 1 1| EVT1 |Event 1 timer H Fn41 |2-17, 3-34
dol. 2| doLG2 |DO2 logic calculation selection H Fn34 |2-17,3-33 EVr2| Evr2 |Event 2 timer H Fn42 |2-17,3-35
dol. 53| doLG3 [DO3 logic calculation selection H Fn34 |2-17,3-33 EV¥F 3| EvTs |Event3 timer H Fn43 |2-17,3-35
dol GY| doLG4 [DO4 logic calculation selection H Fn34 |2-17,3-33 Evr EVT4 |Event 4 timer H Fn44 |2-18,3-35
do5L /| dosL1 |DO1 function selection H Fn34 |2-17,3-33 EXC| EXC |Energized/De-energized selection| H Fn30 |2-16, 3-30
do5L 2| doSL2 |DO2 function selection H Fn34 |2-17,3-33 F (;:)
oGl 3| doSL3 [DO3 function selection H Fn34 [2-17,3-33 FFSI| FEST |FF amount learning G Sn57 |2-14,3-20
doSL Y| dosL4 |DO4 function selection H Fn34 2-17,3-33 Fr !0| Fn10 |Function block No. 10: Display H Fn10 |2-15,3-23
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Fr il Fat1 E:’;Cgfgr:t'g%k No. 11: H  Fni1|2-15,3-24 L (L)
Frd !| Fn21 |Function block No. 21: Input 1 H  Fn21 [215,3-25 L/E| we |Contolarea Local/External c — |27.36
Fr22| Fn22 |Function block No. 22: Input 2 H Fn22|2-15,3-27 LKLY LCKLV |Set lock level D — |2837
FrP3| Fn23 E‘I‘;lgﬁ:pﬂfc“ No. 23: H  Fn23 |2-16,3-29 I NKA| LNKA |Link area number F Pn70 |2-11,3-14
Fr30| Fn30 |Function block No. 30: Output H Fn30 |2-16, 3-30 Lol | LoCK |Setdata unlock/lock transfer D — |28,37
Fod [ o [ s [ fessn | M(3)
Fr3c| Fn32 EZTf;:?sr:n?éc;,anN(i,tgﬁtg H  Fn32 |2-16,3-32 MAS.AM | MAS.AT E:ﬁ::f‘;:_iﬁ;mde H  Fn58 |2-20, 3-41
En33| Fn33 ;‘;’t‘g:f’s’:nﬂ‘;fgn“&tgﬁw H  Fn33 217,332 MAS.d| MAs.d g;":gfe"r_eg(?;riva‘ive Lie G Sns8 |2-14,3-21
Eq34| Fn34 E‘I’g"lg'g‘u:’;sz No. 34: H  Fn34 |2-17,3-33 MAS.! | MAs.I (Cr:::taedr-es_ig:)egral te G Sn58 |2-14,3-21
FrY | Fnat |Function block No. 41: Event1 | H Fn41 |2-17,3-34 MAS.P| MAS.P (c::::;dfs—i:;’p°”i°”a' band G Sns8 |2-14,3-21
FAY2| Fn42 |Function block No. 42: Event 2 H Fn42|2-17,3-35 Mal"| MoT |Control motor time H Fn55 |2-19, 3-40
FAY3| Fn43 |Function block No. 43: Event 3 H Fn43|2-17,3-35 MP LI M{MP.LTM |Instrument link recognition time H Fn62 |2-20, 3-43
FrY4Y| Fn44 |Function block No. 44: Event 4 H Fn44 |2-18,3-35 MP MR | MP.MAd |Number of recognizable devices | H Fn62 [2-20, 3-43
FrY5| Fn45 |Function block No. 45: CT1 H Fn45 |2-18, 3-36 MP Mad| MP.Mod [Monitor item register bias H Fn62 |2-20, 3-43
FA4E| Fn46 |Function block No. 46: CT2 H Fn46 |2-18, 3-36 MP REL |MP.REG|Register type H Fn62 |2-20, 3-43
FAS0| Fn50 |Function block No. 50: Control H Fn50 |2-18, 3-37 MP Gl 5| MP.SLb |Slave register bias H Fn62 |2-20, 3-43
FAS | Fns1 E\‘:L?‘f_“ctngrg”° 5t H  Fn51|2-18,3-38 MP SRH|MP.SRH mgf‘g{ dfe'figi‘t‘)mbe' H Fn62 |2-20, 343
FAG2| Fns2 E\‘;’L‘;ﬁz"_"ct(’)'ﬁfra”°' 2 H  Fns2 |2-19,3-39 MP SRL |MP.SRL (Ff_zg\’ni,f;‘erg::a1’gf‘;‘ig‘ber H Fn62 |2-20,3-43
FA55| Fnss E‘;’;i‘iitg:]"pbrf:: d’}';’r']iﬁgicomml H  Fn55(2-19, 3-40 MP 5L | MP.STb |Setting item register bias H Fn62 |2-20, 3-43
EnSE| Fnse E‘;’Lﬁtf_"cﬂgﬁﬁg'\‘é’orﬁfol H  Fn56 |2-19, 340 MP G M|MP.STM|PLC communication start ime | H  Fn62 |2-20, 3-43
FrR5M| Fn57 |Function block No. 57: Proactive | H  Fn57 |2-19, 3-40 MP Mg | MP.TMo | PLC response waiting time H Fn62 |2-20, 3-43
FASH| Fnss Z‘f;;ﬂf?uﬁ'c"t%‘nm 58: H  Fn58 |2-20, 3-41 MEll M grg;; n’g;‘;Tg;lgN’OFF“me of | 6 sn30 212,317
FrB0| Fneo |function block No. 60: H  Fn60 |2-20, 3-42 ME2| T2 r?rg;g n’i‘g:]‘g}“cj;’(‘jg”’OFF timeof | & gn30 |2-12,3-17
Frbe| Fnez |fuacton block No. 62 H Fn62 220,343 MC3| w3 g‘ojgg n’g;‘;Tgy’glgN/OFF timeof | G gn3o [2-12,3-17
FATG| Fn70 m‘rﬁg‘r’;;‘ggk No. 70: H  Fn70 |2-20, 3-43 MYES| mvTs ’S\"e?g;?(')r:”a”ip”'a‘ed outputvalue | k5o (218, 3-37
FaTll Fn71 E]"F":Jcttf_"sfglcn‘;mfm; v H  Fn71 |2-21,343 0 (0) (o)
Frfg| Fn72 ;ﬁtizojsggﬁgmﬁ{ig H  Fn722-21,3-44 ol A| oLA |integrated output limiter H Fn55 |2-19, 3-40
Fr9 {| Fno1 |Function block No. 91: Sysyem H  Fno1|2-21,3-44 ol D || oLG1 |OUT1 logic calculation selection | H Fn30 [2-16, 3-30
FN.IKYH| FN.KY [FUNC key assignment H Fn11 [2-15,3-24 ol 02| olG2 |0ouT2 logic calculation selection | H  Fn30 [2-16, 3-30
FN.IYP| FN.TYP | FUNC key operation selection H Fn11|2-15,3-24 ol 53| oLG3 |ouT3 logic calculation selection | H  Fn30 |2-16, 3-30
H (H) a5l /| oSL1 |OUT1 function selection H Fn30 |2-16, 3-30
HbA || Hoar |Heater breakalam 1(HBAT) | 6 snas |2.12, 317 o5 3| oSL2 |oUT2 function selection H Fn30 |2-16,3-30
HEA2| HoA2 ':;a\};ruzreak AlEm 2 ((HI=2) G Sn46 [2-13,3-18 o5l 3| oSL3 |OUTS function selection H Fn30 |2-16,3-30
HELC 1| Hoct [“;é“ﬁ;’ d°;2§?;;2reaka'a’m1 G Sn45 |212,3-17 P (P)
HEL2| Hoc2 (“L;‘g}fg’d°;2§i};;’;'eak AM2 | G s [2-13,3-18 Pd| Pd |HotCold start H Fn50 |2-18,3-37
1(1) PrO0| Pnoo g:{;f’g"‘ergm”p No. 00: F Pnoo |2-10,3-9
! CH| ICA [Input circuit error alarm set value | H Fn58 |2-20, 3-41 PrY0| Pn4o Es;anrtnetergroup No. 40: F  Pn40 |2-10,3-9
! ddP| 1adp L’gﬁ%rsggﬁgi:ative time decimal | | £150 |2.18, 337 PAS ! Pnst mﬁﬂ‘i‘g;g{%‘l‘p No. 51: F Pns1|2-10, 3-11
ILR| IR |interlock release L Pn52| Pns2 E‘apﬁ'ge‘(‘;g{%:p N 6825 F  Pn52 [2-10,3-12
115| IS |interlock selection H  Fn30 |2-16,3-30 Pr5E| Pnse Eaprjt'q‘i‘ggglriﬁ;pcgﬁ{r;& F Pn56 |2-11,3-13
! Nd| INGT  [input data type H Fn21 |2-15,3-26 PAn0| Pnro mﬁ’g‘;“;gg“p No. 70: F Pn70|2-11,3-14
I NC| INT  |interval time H Fn60 |2-20, 3-42 Po5| PoS  |Feedback adjustment H Fn55 |2-19, 3-40
PS5l d| PsLd Iizrias;?;tiz:]selectdirect D — 2837
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PSLO || PSLO1 |Parameter select setting 1 D — |28,37 55| sSS |Output action at control stop H Fn30 |2-16,3-31
PSLO2| PSLO2 |Parameter select setting 2 D — |2837 S dP| STdP |Soak time unit H Fn70 |2-20, 3-43
PG 03| PSLO3 |Parameter select setting 3 D — |2837 GIG| STS |ST start condition H Fn50 |2-18, 3-37
PSL Y| PSLo4 |Parameter select setting 4 D — |2837 GVR| svr |Remote seting input value A — [2234
P51 05| PSLo5 |Parameter select setting 5 D — |2837 SR SvrRT tsi;‘é"‘g change rate limiter unit | ;- £n70 5.0, 343
PSLOEB| PSLO6 |Parameter select setting 6 D — |28,37 T (,r)
PSLO"| PSLO7 |Parameter select setting 7 D — (2837 1l T1 |ouT1 proportional cycle time G Sn30 |2-12,3-17
P5L08B| PsL08 |Parameter select setting 8 D — (28,37 2| T2 |ouT2 proportional cycle time G Sn30 [2-12,3-17
PSLOY| PsL09 |Parameter select setting 9 D — [2837 73| T3 |ouT3 proportional cycle time G Sn30 (212,317
PSL 0] PSL10 |Parameter select setting 10 D — |28,37 rcJl Tcd E‘i:;;:{ﬂr:c’”imr°fambie”t H Fn91 |2-21, 3-44
PSL 1] PSL11 |Parameter select setting 11 D — |28,37 FRCA| TRGA :;e;:cttr;isgfg?rtypeforMemory F  Pn70 |2-11,3-14
PGl 12| PSL12 |Parameter select setting 12 D — |28,37 FRI¢] TRK |SV tracking H Fn50 |2-18, 3-37
PGS 15| PSL13 |Parameter select setting 13 D — |28,37 U (U)
PSL 14| PSL14 |Parameter select setting 14 D — |2-8,37 LN ol uNio %ISI_?;S)E\I output type selection H Fn30 |2-16, 3-31
PSL 5| PSL15 |Parameter select setting 15 D — 2837 15| US  |Undershoot suppression factor H Fn56 |2-19, 3-40
PGl 15| PSL16 |Parameter select setting 16 D — |2837 V (,’/)
4| PVCY |Display update cycle G Sn10 2-12,3-16 v ,'_| VAL |Valve action at STOP H Fn55 |2-19, 3-40
R (R) W (W)
/L| RIL  |Remote/Local transfer c — [27,36 '”—| WT  |Integrated operating time H Fn91 |2-21,3-44
r’a'_.Ff RILA :'\’Acizao)te/Local transfer selection F Pn70 |2-11,3-15 Y ('j)
R’5| R |RUN/STOP transfer c — |27.36 YASa| YASo |Action at saturated output H Fn55 (2-19, 3-40
RFoM| RoM  |ROM version H Fn91 |2-21,3-44 YnR| YbR '("'\:cgg?i?]tpﬁeéiﬁsz resistance H  Fn55 |2-19, 3-40
S (5) Ydb| Ydb |Open/Close output neutral zone | G Sn55 [2-14, 3-20
GEF KY| SETKY |Data registration H Fn11|2-15,3-24 YHS| YHS |Open/Close output differential gap| G Sn55 [2-14, 3-20
5LV Ar| sLvat g?::::.e&eA)T ocs H Fn58 |2-20, 3-41
Gy d| stvd (Csf‘:::i%—ge”"a“"e (i G Sns8 [2-14,3-21
gLyt | sLvi g?:f:_‘i?d—;’)‘tegra' Uze G Sns8 |2-14, 321
SLY.P| sLvp |geseace Proporional band G Snss [2-14,3-21
SA 10| sSn10 |Setting group No. 10: Display G Sn10 (2-12,3-16
SAC 1| sSn21 |Setting group No. 21: Input 1 G Sn21 (2-12,3-16
SAC2| Sn22 |Setting group No. 22: Input 2 G Sn22(2-12,3-16
5~30| Sn30 |Setting group No. 30: Output G Sn30 [2-12, 3-17
G I & sws o
56| e [saogan e o swoz195
5A5 1| sns1 I‘T’\?ﬁ'{‘? group Mo- S1: G snst|2-13,3-18
5AG2| sns2 ﬁi‘:{‘g_%g:m° o2 G Sn52 [2-13,3-19
5A53| sns3 iﬁt‘?_?{ﬁ;&g“" 5 G Sn53 [2-13,3-19
CA5Y| sns4 ﬁ\itﬂt"g E’T'S:i'f]:"' o2 G Sns4 [2-13,3-20
5n55| snss ggtstiitri]gngr;?ggo’;‘t?o-nsi% control G Sn55|2-14,3-20
5G| sns7 |Seling group No. 57: G Sn57 |2-14,3-20
5A58| snss g?:::ﬂ Lt B G Sns8 |2-14, 321
SA9 /| sn91 |Setting group No. 91: System G Sn91 [2-14,3-22
SPCH| SPCH |STOP display selection H Fn10 [2-15,3-23
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