KR2D00 & KR3D00 SERIES Appendix of n
PDF CHART KR2S & KR3S =

GRAPHIC RECORDER  SERIES EN

CHART SPEEDE
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i 'KR2D00, & KR3D00 ‘can create 100, 180 and 250mm width chart paper in
'‘PDF format and output in the same size as the chart paper.
_h‘_Chart papeq_gpale is selectable.
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KR2D00 & KR3D_QO serles are advan__c_:_ed paperless Graphic Recorders that offers high performance and
'excellent operating functlons along with color LCD display.
Creates chart paper as a PDF file adaptlng to needs of chart paper.

it Chart paper storage, search ‘and sharmg are also available.
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KR3D00 KR2D00

BEMODELS
KR2DJPSJO-00) KR3DU-000-000

Measurement point/sampling rate
6: 6 points/1 sec.
2: 12 points/1 sec.
Communication interface
G: Ethernet + low/high order
communications(RS485) (standard)
E: Ethernet

Measurement point/sampling rate
21: Input 12 points/1 sec.
41: Input 24 points/1 sec.
61: Input 36 points/1 sec.
81: Input 48 points/1 sec.
Communications interface

B: E})hnt:mﬁ:‘;:el‘%\gn%rder ¢ Etlrc])i%?gt;h order communication
. - (RS485) (Standard)
(RS232C D-Sub 9 pin) E: Ethernet

*Barcode reader exclusive

specification B: Ethernet + low order communications

(RS232C D-Sub 9 pin) *!

N: None . . T
Alarm output, Contact input (option) \. Ej&:}rﬁce)de reader exclusive specification

0: None . . .

2: Mechanical relay output éle’l\;'cr)rrl]:utput, Contact input (option)

(4 points ‘c’ contact)

7: Digital input (4 points)
8: Mechanical relay output
(2 points ‘c’ contact)

+ Digital input (2 points)
Installation type

2: Mechanical alarm relay output
(4 points ‘c’ contact)
7: Digital input (4 points)
8: Mechanical alarm relay output
(2 points ‘c’ contact)
_ + Digital i ;
A: Panel mounting type | |stallgligcl>t:|tm§gt (2 points)
T: Portable tyg1e (Grip and rubber feet "A' Panel mo)l,mting type
attached) T: Portable type (Grip and rubber feet
attached) *!
—— Others (option)
-NNN : None
-1NN : Custom graphic screen
-2NN : High Accuracy Temperature
Converter KT-M input
(Com. interface G)
-3NN : Custom graphic screen + High
Accuracy Temperature Converter
KT-M input (Com. interface G)
-N1N : Barcode reader specifications
(Barcode reader/others are sold
separately) (Com. interface B) *!
-N2N : Barcode recipe specifications
(Barcode reader/others are sold
separately) (Com. interface B) *1
-NNP : Past profile replay

—— Others (option)

-NNN : None

-1NN : Custom graphic screen

-2NN : High Accuracy Temperature

Converter KT-M input
(Com. interface G)

-3NN : Custom graphic screen + High
Accuracy Temperature
converter KT-M input
(Com. interface G)

-N1N : Barcode reader specifications
(Barcode reader/others are sold
separately) (Com. interface B) *!

-N2N : Barcode recipe specifications
(Barcode reader/others are sold
separately) (Com. interface B) *1

-NNP : Past profile replay

*1 Non-conformance to CE *1 Non-conformance to CE
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PERFORMANCE SPECIFICATION

BMFEATURES

@®Creates 100mm, 180mm and 250mm width @®Print example
chat paper by PDF and can be printed out as
same size as chart paper. I 2 i
Chart paper can be compressed to A4, A3 Tl : i
and letter size and printed out. [ BRATRE
Chart paper scale can be freely settable. R L %
(However KR2D series is limited to 100mm '
chart paper). L

@®Data is able to be extracted only in required
interval.

@®PDF password protection function prevents
falsification.

@®Corresponds to information entry and printing ) AL L
such as product name and lot number which ﬁ‘“ﬁ“ a4 e | e[ e :
are linked with the recording. "

®Barcode information entry and printing is pundl i
also available (barcode reader separately
required).

@®Equipped with various functions such as
network function (FTP, E-mail).

@®Available to analog trend recording, list
printing and fixed-time digital printing. e d
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Conventional chart recorder
APPLICATION SOFTWARE (SOLD SEPARATELY)
Where is the chart paper

et Data analysis software TRAMS

P sgsg
Chart paper é@ ég

Storage (*"years) @®Display examples
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The software is applied for replay display/wave editing operation of
recorded data in KR2D/3D series. It has replay display of
vertical/horizontal trend and circular trend function, and also
analyzing function such as magnify/reduce/partially magnify of
graphs and message insert.
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KR2D/3D series

Transfers data to server and cloud automatically

Graphic recording

and Easy to retrieve
PDF chart and

access to detailed data.

Specifications subject to change without notice. Printed in Japan (I) 2020.12
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